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PREFACE  TO  THE  FIRST  EDITION. 

In  the  development  of  a  water  power  project  the  engineer  is  fre- 
quently called  upon  to  do  more  than  design  and  construct  the  power 
plant  He  may  be  required  to  report  on  the  adequacy  of  the  supply, 
the  head  and  power  available  and  the  probable  variations  in  the  same, 
the  plan  for  development,  the  cost  of  construction  and  operation,  and 
the  advisability  of  the  investment  A  study  of  the  entire  project, 
therefore,  beoxnes  essential,  and  each  factor  must  be  carefully  con- 
sidered in  detail  to  assure  ultimate  success.  Each  of  the  features  of 
the  development  is  of  equal  importance  to  the  commercial  success  of 
the  project.  The  majority  of  the  failures  in  water  power  development 
have  occurred  from  causes  other  than  structural  defects,  and  a  taiowl- 
e<^  of  these  other  important  and  controlling  factors  is  therefore  quite 
as  essential  as  a  knowledge  of  design  and  construction.  It  must  be 
said,  however,  that  in  respect  to  some  of  these  controlling  factors^ 
practice  has  not  been  what  it  should  be.  This  has  resulted  in  many 
over-developments  and  illy  advised  installations,  from  which  the  power 
generated  has  not  been  equal  to  that  anticipated,  and  in  many  poor 
financial  investments  amounting  frequently  to  practical  failures.  The 
engineer  has  given  much  attention  to  design  and  construction  but  too 
little  attention  to  the  other  fundamental  cotisiderations  mentioned  above 
on  which  the  success  of  the  project  depends  to  an  equal  extent 

In  the  preparation  of  this  book  the  author  has  endeavored  to  ccO'- 
sider,  briefly  at  least,  all  fundamental  principles  and  to  poiQt  out  the 
basis  on  which  successful  water  power  development  depends.  The 
method  of  study  and  investigation  outlined  herein  was  developed  by 
the  author  during  twenty-five  years  of  professional  practice  and  in 
his  efforts  to  illustrate  the  principles  underlying  the  subject  in  his 
lectures  to  the  senior  class  in  water  power  engineering  at  the  Univer- 
sity of  Wisconsin.  A  somewhat  extended  acquaintance  with  the  lit- 
erature relating  to  water  power  engineering  leads  the  author  to  believe 
that  in  a  number  of  features  the  principles  and  methods  described  in 
this  book  are  somewhat  in  advance  of  present  practice. 

In  practice,  the  hydraulic  engineer,  to  determine  the  extent  of  a 
proposed  hydraulic  development,  commonly  depends  on  a  study  of  the 
monthly  averages  of  stream  flow  and  of  observed  maximum  and  mini- 
mum flows.    He  usually  assumes  from  his  previous  knowledge  and 
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both  the  capacity  and  the  efficiency  of  low  head  turbines,  and  tests  of 
turbines  published  in  the  appendix  show  the  results  attained  in  some 
of  the  best  and  latest  turbine  designs.. 

No  attempt  has  been  made  in  this  woA  to  treat  in  detail  the  subject 
of  turbine  design,  as  this  work  is  intended,  not  for  the  turbine  de- 
signer^ but  for  the  student  and  engineer  who  may  be  called  upon  to 
select  turbines  in  connection  with  water  power  developments.  While 
a  knowledge  of  turbine  design  would  be  of  advantage  to  the  water 
power  engineer^  there  are  few  engineers  who  have  either  the  time  or 
the  capacity  to  become  experts  on  all  phases  of  this  subject,  and  it  has 
been  the  purpose  of  the  author  to  cover  these  matters  only  to  the  ex- 
tent that  is  considered  essential  for  a  fundamental  knowledge  of  water 
power  engineering.  A  much  further  investigation  of  all'ihe  subjects 
created  in  this  work  is  recognized  as  not  only  desirable  but  essential 
for  the  best  results. 

The  author  wishes  to  acknowledge  the  assistance  of  Mr.  L.  R.  Balch 
who  has  given  several  months  of  his  undivided  attention  to  the  revision 
of  this  work,  also  to  Mr.  H.  L.  Gamer  and  other  members  of  the 
author's  office  force.  He  also  acknowledges  many  valuable  sugges- 
tions from  Professor  S.  M.  Woodward,  and  from  Mr.  C.  V.  Seastone. 
At  the  suggestion  of  Mr.  B.  F.  Groat,  the  writer  adopted,  in  the  first 

edition,  the  expression  9  ^  -gr-  for  specific  power,  instead  of  Bacheus' 
expression  for  specific  speed  N  =-  n  v  ~i"'  This  change  has  been  found 

by  the  author  of  considerable  advantage  in  the  selection  of  turbines 
for  water  power  work,  and  its  origin  should  have  been  acknowledged 
in  the  first  edition.  D.  W.  M. 

Madison,  Wis.,  Sept.,  1915. 
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PREFACE  TO  THE  SECOND  EDITION. 

In  this  edition  the  author  has  endeavored  to  bring  the  text  into  ac- 
cord with  the  best  modem  (1915)  practice. 

Various  changes,  additions  and  rearrangements  of  the  text  have 
been  made  in  order  to  treat  the  subject  more  fully  and  in  a  more 
logical  order.  The  chapter  on  "Hydraulics"  in  the  first  edition  was 
not  found  simple  enough  for  the  beginner  or  complete  enough  for  the 
hydraulic  engineer;  it  has  therefore  been  omitted  although  some  of 
the  matters  discussed  therein  have  been  added  to  other  chapters.  The 
chapters  on  "Rain-fall,"  "Run-oflf,"  and  "Stream  Flow,"  of  the  first 
edition,  have  also  been  omitted  as  not  sufficiently  complete  for  the 
purpose  and  with  the  intention  of  discussing  same  more  fully  in  a 
volume  on  "Hydrology,"  now  in  course  of  preparation.  In  Chapter  VI, 
the  discussion  of  the  hydrog^ph  as  a  basis  for  power  development  has 
t)een  somewhat  extended. 

The  two  systems  of  graphical  turbine  analysis,  published  in  the  first 
•edition,  are  believed  to  be  of  considerable  value.  These  methods  were 
at  the  time  so  new  that  their  advantages  were  not  recognized,  and 
they  were  overlooked  in  all  reviews  of  the  work.  Since  that  time  one 
or  the  other  of  these  systems  has  been  adopted  by  most  turbine  manu- 
facturers for  presenting  their  turbine  data,  and  while  they  have  also 
been  utilized  by  some  engineers,  the  advantages  of  these  methods  have 
not  yet  been  fully  appreciated  by  water  power  engineers.  This  has 
been  partially  due  to  the  somewhat  unsatisfactory  treatment  of  the 
subject  in  the  first  edition.  In  this  edition  this  subject  has  been  more 
simply  and  completely  treated  in  Chapters  XI  and  XIII,  and  it  is  be- 
lieved these  methods  will  now  be  readily  understood.  The  symbols 
for  turbine  coefficients  have  also  been  so  changed  as  to  be  more  sug- 
gestive of  the  functions  they  represent.  Almost  every  chapter  in  the 
book  has  been  revised  and  extended.  Greater  care  has  been  given  in 
the  selection  and  extension  of  the  literature  following  each  chapter, 
and  many  foreign  references  not  readily  accessible  and  many  references 
•of  doubtful  value,  have  been  eliminated,  while  references  to  much  of 
the  best  literature  which  has  appeared  in  the  last  seven  years  has  been 
added. 

In  the  seven  years  that  have  elapsed  since  the  publication  of  the 
first  edition  of  this  work,  there  has  been  a  very  decided  improvement  in 
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study  that  the  development  should  be  based  on  a  certain  minimum  or 
average  stream  discharge  per  square  mile  of  drainage  area.  The 
value  of  this  method  depends  on  the  breadth  of  thie  engineer's  local 
knowledge  of  rain-fall  and  run-oflf  relations.  With  a  sufficient  knowl- 
edge of  these  conditions,  this  method  may  form  a  safe  basis  for  water 
power  development  but  it  fails  to  give  the  complete  information  which 
is  essential  for  a  full  comprehension  of  the  subject  In  other  cases 
the  development  is  predicated  on  a  single,  or  on  a  very  few,  measure- 
ments of  what  is  believed,  or  assumed  to  be,  the  low  water  flow  of  the 
stream.  This  method,  even  when  accompanied  by  careful  study  of 
rain-fall  records,  is  a  dangerous  one  to  employ  as  many  over-developed 
water  power  projects  demonstrate. 

In  practice  the  head  available  is  usually  determined  for  average  con- 
ditions, or,  perhaps,  occasionally  for  low,  average  and  high  water  con- 
ditions, and  no  detailed  study  of  the  daily  effect  on  power  is  attempted. 
In  Chapters  VI  and  VIII  this  subject  is  presented  in  detail  and  a 
method  of  the  investigation  of  this  important  subject,  under  all  con- 
ditions of  flow  and  all  conditions  of  use,  is  outlined. 

On  the  basis  of  the  knowledge  gained  from  the  study  of  flow  and 
head,  the  study  of  the  power  that  can  be  developed  for  each  day  in 
the  year  and  during  each  year  for  which  actual  or  comparative  hydro- 
graphs  are  available,  is  outlined.  A  study  of  the  effect  of  pondage 
on  power,  a  most  important  matter,  though  not  always  carefully  con- 
sidered, or  appreciated,  is  also  discussed  in  considerable  detail  in  Chap- 
ters VI,  VII  and  VIII. 

In  the  selection  of  turbines  for  a  water  power  project,  the  practice 
has  b^en  for  the  engineer,  while  drawing  certain  conclusions  from  the 
tables  of  manufacturers*  catalogues,  to  present  to  the  manufacturer  the 
conditions  imder  which  the  power  is  f o  be  developed  and  to  rely  largely 
or  entirely  on  the  manufacturer  for  advice  as  to  machinery  to  be  used. 
In  such  cases  he  is  dependent  for  results  on  guarantees  which  are 
usually  quite  indefinite  in  character  and  seldom  verified  by  actual  tests 
under  working  conditions,  before  the  wheels  are  accepted  and  paid  for. 
This  has  resulted  in  many  cases  in  the  installation  of  wheels  which  are 
entirely  unsuited  to  the  particular  conditions  tmder  which  they  are 
installed. 

Practical  turbine  analysis  has  not  been  treated  except  in  the  most 
general  way  in  any  publications  except  the  various  German  treatises 
on  the  turbine  in  which  the  subject  is  discussed  from  the  basis  of 
turbine  design.    The  author  has  developed  the  method  of  turbine  an- 
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al]rsis  and  selection^  outlined  in  Chapters  XI  and  XIII,  which  apidies 
to  all  wheels  when  tests  of  wheels  of  the  series  or  type  considered  are 
available.  These  methods  are  based  on  the  practical  operating  condi- 
tions of  actual  tests  and  are  both  theoretically  and  practically  correct 
The  engineer  should  be  able  to  intelligently  select  the  turbines  needed 
for  the  particular  conditions  of  his  installation  and  to  determine,  with 
a  considerable  degree  of  accuracy,  the  results  on  which  he  can  depend 
during  all  conditions  of  head  and  flow. 

It  is  believed  that  this  treatment  of  the  subject  is  sufficiently  com- 
plete to  place  the  selection  of  turbines  on  a  better  footing  and  that^ 
when  adopted,  it  will  lead  to  the  selection  of  better  and  more  improved 
designs  and  assure  more  satisfactory  results. 

The  subject  of  turbine  governing  has,  for  electrical  reasons^  become 
an  important  one.  While  a  number  of  important  papers  have  appeared 
on  this  subject,  there  is,  so  far  as  the  author  knows^  no  discussion  in 
English  which  supplies  the  engineer  a  basis  for  a  complete  considera- 
tion of  this  subject  Chapter  XIV,  on  the  principles  of  turbine  gov- 
erning offers,  it  is  believed^  suggestions  for  the  consideration  of  this 
subject  which  may  prove  of  value  to  water  power  engineers. 

The  report  on  a  water  power  project  should  involve  a  careful  and 
complete  investigation  of  the  entire  subject,  and  should  be  based  on 
the  broadest  considerations  of  the  project  in  all  its  relations.  Many 
reports  which  have  come  to  the  author's  attention  have  been  too  lim- 
ited in  scope  and  have  included  only  general  opinions  which  have  not, 
to  his  mind,  been  sufficiently  specific  or  based  on  sufficient  information 
to  warrant  approval  without  extended  investigations.  In  Chapter  XXIV 
the  author  has  outlined  his  idea  of  the  extent  and  scope  of  such  in- 
vestigation and  report,  which  he  believes  is  essential  for  an  intelligent 
investigation  and  a  reliable  c^inion  on  this  subject 
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WATER  POWER  ENGINEERING 


CHAPTER  I 

INTRODUCTION 

THE  HISTORY  OF  WATER  POWER  DEVELOPMENT 

I.  Early  Development  of  Water  Power. — Most  methods  of  power 
generation  can  be  traced  to  an  origfin  at  no  very  remote  period. 
Their  development  has  been  within  historic  times.  The  first  devel- 
opment of  water  power,  however,  antedates  history.  Its  origin  is 
lost  in  remote  antiquity. 

Air  and  water,  both  physical  agents  most  essential  to  life,  have  al- 
ways been  the  most  obvious  sources  of  potential  energy  and  have 
each  been  utilized  for  power  purposes  since  the  earliest  times.  Be- 
side the  Nile,  the  Euphrates,  and  the  Yellow  Rivers,  thousands  of 
years  ago  the  primitive  hydraulic  engineer  planned  and  constructed 
his  simple  forms  of  current  wheels  and  utilized  the  energy  of  the 
river  current  to  raise  its  waters  and  irrigate  the  otherwise  arid 
wastes  into  fertility.  Such  primitive  wheels  were  also  utilized  for 
the  grinding  of  com  and  other  simple  power  purposes.  From  these 
simple  forms  and  primitive  applications  have  gradually  been  de- 
veloped the  modem  water  power  installations  of  to-day. 

a.  The  Earliest  Type  of  Water  WhecL— The  crude  float  wheel 
driven  directly  by  the  river  current  developed  but  a  small  portion  of 
the  energy  of  the  passing  stream.  The  Chinese  Nora,  built  of  bam- 
boo with  woven  paddles,  is  still  in  use  in  the  east  (see  Fig.  i, 
page  2),  and  was  probably  the  early  form  of  development  of  this 
type  of  wheel.  The  type  is  by  no  means  obsolete  for  it  is  yet  used 
for  minor  irrigation  purposes  in  all  countries.  These  wheels,  while 
ineflicient,  served  their  purpose  and  were  extensively  developed  and 
widely  utilized.  One  of  the  greatest  developments  of  which  there  is 
record  was  the  float  wheel  installation  used  to  operate  the  pumps  at 
London  Bridge  for  the  first  water  supply  system  of  the  city  of  Lon- 
don, and  constmcted  about  1581  (see  Fig.  2,  page  2).  In  all  such 
wheels  the  paddles  dip  into  the  unconfined  current  which,  when  im- 
peded by  the  wheel,  heads  up  and  passes  around  the  sides  of  the  wheel 
and  thus  allows  only  a  small  part  of  the  current  energy  to  be  utilized. 
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3.  The  Undershot  WheeL — ^The  introduction  of  a  channel  confin- 
ing the  water  and  conducting  it  to  a  point  where  it  could  be  applied 
directly  to  the  undershot  wheel,  was  an  i;nprovement  that  pjermitted 


Fig.  1. — Chinese  Nora  or  Float  Wheel  Used  From  Earliest  Times  to  Present 

(see  page  1). 

the  utilization  of  about  thirty  per  cent,  of  the  theoretical  power  of 
the  water.  This  form  of  water  wheel  was  most  widely  used  for 
power  development  until  the  latter  half  of  the  eighteenth  century. 


Fig.  2.— Float  Wheel  Operating  Pumps  for  Water  Supply  of  London  1581 
(from  Matthews' 'Hydraulia  Lond.  1835).     (See  page  1.) 

In  the  float  and  undershot  wheels  the  energy  of  water  is  exerted 
through  the  impact  due  to  its  velocity.  The  heading  up  of  the 
water,  caused  by  the  interference  of  the  wheel,  results  also  in  the 
exertion  of  pressure  due  to  the  weight  of  the  water,  but  this  action 


Digitized  by 


Google 


The  Overshot  and  Breast  Water  Wheel.  3 

has  only  a  minor  effect.  The  conditions  of  the  application  of  the 
energy  of  water  through  its  momentum  is  not  favorable  to  high 
efficiency  in  this  type  of  wheels  and  the  determination  of  this  fact  by 
Smeaton's  experiments  undoubtedly  was  an  important  factor  in  the 
introduction  and  adoption  of  the  overshot  water  wheel. 

4.  The  Overshot  and  Breast  Water  Wheel. — In  the  overshot 
water  wheel  the  energy  of  water  is  applied  directly  through  its 
weight  by  the  action  of  g^vity,  to  which  application  the  design  of 
the  wheel  is  readily  adapted.  Such  wheels  when  well  constructed 
have  given  efficiencies  practically  equal  to  the  best  modern  turbine. 


Fig.  8.— Breast  Wheel  Used  Prom  About  1780  to  About  1870. 

but  on  account  of  their  large  size  and  the  serious  effects  of  back- 
water and  ice  conditions,  they  are  unsatisfactory  for  modern  power 
plants  (see  Fig.  11,  page  10). 

Following  the  work  of  Smeaton,  the  breast  wheel  (see  Fig.  3)  was 
developed  in  England  largely  through  the  work  of  Fairbaim  and 
Rennie.  The  latter  in  1784  erected  a  large  wheel  of  this  type  to 
which  he  applied  the  sliding  gate  from  which  the  water  flowed  upon 
the  wheel  instead  of  issuing  through  a  sluice  as  formerly.  About 
this  time  the  fly-ball  governor,  which  had  been  designed  and  adapted 
as  a  governor  for  steam  engines  by  Watt,  was  applied  to  the  govern- 
ing of  these  wheels  and  by  means  of  these  governors  the  speed  of 
the  wheel  under  varying  loads  was  kept  sufiiciently  constant  for  the 
purpose  to  which  they  were  then  applied  (see  Fig.  4,  page  4). 

Another  mode  of  applying  water  to  wheels  under  low  falls  was  intro- 
duced by  M.  Poncelet  (see  Fig.  5,  page  4).  Various  changes  and  im- 
provements in  the  form  of  buckets,  in  their  ventilation  so  as  to  per- 
mit of  complete  filling  and  prompt  emptying,  and  in  their  structure, 
took  place  from  time  to  time,  and  until  far  into  the  middle  of  the 
nineteenth  century  these  forms  of  wheels  were  widely  used  for  water 
power  purposes. 
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5.  The  Development  of  the  Turbine. — ^The  invention  of  any  im- 
portant machine  or  device  is  rarely  the  work  of  a  single  mind.  In 
general  such  inventions  are  the  result  of  years  of  experience  of  many 


Pig.  4. — Breast  Wheel  About  1790  Showing  Early  Application  of  Governor 
(see  page  3).     (After  Glynn.) 

men  which  may  be  simply  correlated  by  some  designer,  to  whom 
often  undue  credit  is  given.  To  the  man  who  has  gathered  together 
past  experiences  and  embodied  them  in  a  new  and  useful  invention 


Fig.  6. — Poncelet's  Wheel  (see  page  3). 

and  perhaps  through  whose  energy  practical  applications  are  made 
of  such  inventions,  the  credit  is  frequently  assigned  for  ideas  which 
have  been  lying  dormant,  perhaps  through  centuries  of  time.  Every 
inventor  or  promoter  of  valuable  improvements  in  old  methods  and 
old  construction  is  entitled  to  due  credit,  but  the  fact  should  never- 
theless be  recalled  that  even  in  the  greatest  inventions  very  few 
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radical  changes  are  embodied,  but  old  ideas  are  utilized  and  re- 
arranged and  a  new  and  frequently  much  more  satisfactory  combina- 
tion results.  Improvements  in  old  ideas  are  the  improvements 
which  are  the  most  substantial.  Inventions  which  are  radically  new 
and  strictly  original  are  apt  to  be  faulty  and  of  little  practical  value. 
6.  Fundamental  Ideas  of  the  Turbine. — ^The  embryo  turbine  may 
be  distinguished  in  the  ancient  Indian  water  mill  (see  Fig.  6),    A 


Fig.  6. — ^Ancient  Indian  Water  Wheel    (after  Glynn).    Containing  Funda- 
mental Suggestion  of  Both  Turbine  and  Impulse  Wheels. 

similar  early  type  of  vertical  wheel  used  in  Europe  in  the  sixteenth 
century,  the  illustration  of  which  was  taken  from  an  ancient  print 
(see  Sci.  Am.  Sup.  Feb.  17,  '06)  is  shown  in  Fig.  7,  page  6.  Barker's 
mill  in  its  original  form  or  in  the  form  improved  by  M.  Mathon  dc 
Cour,  embodied  the  principal  idea  of  the  pressure  turbine,  and  was 
used  to  a  considerable  extent  for  mill  purposes.  In  1845  James 
Whitelaw  suggested  an  improved  form  which  was  used  in  both  Eng- 
land and  Germany  early  in  the  nineteenth  century  (see  Fig.  8, 
page  7).  Many  elements  of  the  modern  turbine  were  conceived  by 
Benjamin  Tyler,  who  received  letters  patent  for  what  he  termed  the 
*'Wry  Fly"  wheel  in  1804.  The  description  of  this  wheel  as  con- 
tained in  the  patent  specifications  is  as  follows : 

"The  Wry  Fly  is  a  wheel  which,  built  upon  the  lower  end  of  a 
perpendicular  shaft  in  a  circular  form,  resembles  that  of  a  tub.    It 
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IS  made  fast  by  the  insertion  of  two  or  more  short  cones,  which, 
passing  through  the  shaft,  extend  to  the  outer  side  of  the  wheel. 
The  outside  of  the  wheel  is  made  of  plank,  jointed  and  fitted  to  each 
other,  doweled  at  top  and  bottom,  and  hooped  by  three  bands  of 


Fig.  T.^Barly  Vertical  WheeL    Containing  Fundamental  Suggestion  of  the 

Turbine  (see  page  5). 

iron,  so  as  to  make  it  water-tight ;  the  top  must  be  about  one-fifth 
part  larger  than  the  bottom  in  order  to  drive  the  hoops,  but  this 
proportion  may  be  varied,  or  even  reversed,  according  to  the  situa- 
tion of  place,  proportion  of  the  wheel,  and  quantity  of  water.  The 
buckets  are  made  of  winding  timber,  and  placed  inside  of  the  wheel, 
made  fast  by  strong  wooden  pins  drove  in  an  oblique  direction ;  they 
are  fitted  to  the*  inside  of  the  tub  or  wheel,  in  such  a  manner  as  to 
form  an  acute  angle  from  the  wheel,  the  inner  edge  of  the  bucket 
inclining  towards  the  water,  which  is  poured  upon  the  top,  or  upper 
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end  of  it  about  twelve  and  a  half  degrees ;  instead  of  their  standing 
perpendicular  with  the  shaft  of  the  wheel  they  are  placed  in  the  form 
of  a  screw,  the  lower  ends  inclining  towards  the  water,  and  against 
the  course  of  the  stream,  after  the  rate  of  forty-five  degrees ;  this, 
however,  may  be  likewise  varied,  according  to  the  circumstances  of 
*he  place,  quantity  of  water,  and  size  of  the  wheel" 


EJevatUm. 


Plan  and  Partial  Bection. 

Fig.  8.*Barly  Vertical  Wheel.    Containing  Fundamental  Snggeetlon  of  the 
Turbine  (see  page  6).     (After  Glynn.) 

From  the  description  it  will  be  noted  that,  with  the  exception  of 
the  chutes,  the  principal  features  of  the  modem  turbine  were  here 
anticipated.  The  "Wry  Fl/'  wheel  was  an  improvement  on  the 
**tub"  wheel  which  was  then  in  use  to  a  considerable  extent  in  the 
country. 
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These  various  early  efforts  received  their  first  practical  consum- 
mation and  modem  solution  through  various  French  inventors  early 
in  the  nineteenth  century.  The  "Roue  k  Cuves"  (Fig.  9)  and  the 
"Roue  Volant"  (Fig.  10,  see  page  9)  had  long  been  used  in  France, 
and  were  the  subject  of  extensive  tests  by  MM.  Piobert  and  Tardy 
at  Toulouse.  Those  various  wheels  received  the  water  tangentially 
through  an  opening  or  spout,  being  practically  an  improvement  on 
the  old  Indian  mill  by  the  addition  of  a  rim  and  the  modification  of 
the  form  of  buckets. 


Fig.  9. — Roue  k  Cuves  (after  Glynn). 

7.  The  Modem  Turbine. — The  next  improvement  consisted  in  the 
addition  of  a  spiral  or  scroll  case  to  the  wheel,  by  means  of  which 
the  water  was  applied  equally  to  all  parts  of  the  circumference  pass- 
ing inward  and  downward  through  the  wheel.  To  the  French  in- 
ventors, Kpechlin,  Fourneyron  and  Jonval,  is  largely  due  the  design 
of  the  turbine  in  a  more  modern  and  practical  form.  By  the  middle 
of  the  nineteenth  century  these  wheels  had  met  with  wide  applica- 
tion in  France  and  been  adopted  and  considerably  improved  by 
American  and  German  engineers,  but  were  scarcely  known  in  Eng- 
land (see  "Power  of  Water,"  by  Jos.  Glynn,  1852).  The  turbine  was 
introduced  into  the  United  States  about  1843  by  Ellwood  Morris,  of 
Pennsylvania,  but  was  developed  and  brought  to  public  attention 


Digiti 


zed  by  Google 


The  Modem  Turbine,  .  9 

more  largely  through  the  inventions  of  Uriah  A.  Boyden,  who  in 
1844  designed  a  seventy-five  horse-power  turbine  for  use  at  Lowell, 
Mass.  (see  Fig.  118,  page  217).  The  great  advantage  of  the  turbine 
over  the  old  style  water  wheel  may  be  summarized  as  follows :  (see 
Fig^.  II  and  12,  page  lo). 

First:  Turbines  occupy  a  much  smaller  space. 

Second:  On  account  of  their  comparatively  high  speed  they  can 


Fig.  10.— Roue  Volant  (see  page  8).     (After  Olynn.) 

frequently  be  used  for  power  purposes  without  gearing  and  with  a 
consequent  saving  in  power. 

Third:  They  will  work  submerged. 

Fourth:  In  consequence  of  the  ability  to  work  "submerged"  the 
turbine  can  efficiently  utilize  considerable  variations  in  head,  to 
which  condition  the  old  style  water  wheel  is  not  applicable. 

Fifth:  Turbines  may  be  utilized  under  almost  any  head  or  fall  of 
water.  They  have  been  used  under  heads  as  low  as  sixteen  inches 
and  as  high  as  670  feet. 

Sixth:  Turbine  water  wheels  are  built  of  much  greater  capacity 
than  is  practicable  with  overshot  wheels. 

Seventh:  By  means  of  turbines,  water  powers  of  much  greater 
magnitude  can  now  be  developed  than  would  be  possible  with  the 
older  classes  of  water  wheels. 
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Eighth:  Turbines  are  more  readily  protected  from  interference  of 
ice. 

8b  The  American  or  Francis  Turbine^ — ^Through  the  efforts  of 
Uriah  A.  Boyden  and  James  B.  Francis  (1849),  the  Foumeyron  tur- 
bine became  the  leading  wheel  in  New  England  for  many  years. 

In  1838  Samuel  B.  Howd  of  Geneva,  New  York,  patented  the  "in- 
ward flow"  wheel,  in  which  the  direction  of  flow  in  the  Foumeyron 
turbine  was  reversed.    This  seems  to  have  been  the  origin  of  the 


Fig.  13. — Inward  Plow  Wheel  by  S.  B.  Howd  (see  page  12).     (After  Francis.) 

American  type  of  turbine,  and  the  Howd  wheel  was  followed  by  a 
large  number  of  variations  of  the  same  general  design  on  which 
American  practice  has  been  based  for  many  years.  About  1849, 
James  B.  Francis  designed  an  inward  flow  turbine  of  the  same  gen- 
eral type  as  the  Howd  wheel.  Two  of  these  wheels  were  constructed 
by  the  Lowell  Machine  Shop  for  the  Boott  Cotton  Mills.  In  the 
"Lowell  Hydraulic  Experiments"  page  61,  Mr.  Francis  refers  to 
the  previous  patent  of  Howd  and  says :  "Under  this  patent  a  large 
number  of  wheels  have  been  constructed  and  a  great  many  of  them 
are  now  running  in  different  parts  of  the  country.  They  are  known 
in  some  places  as  the  Howd  wheel,  in  others  as  the  United  States 
wheel.    They  have  uniformly  been  constructed  in  a  very  simple  and 
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cheap  manner  in  order  to  meet  the  demands  of  the  numerous  classes 
of  millers  and  manufacturers  who  must  have  cheap  wheels  if  they 
have  any." 

Figure  13,  page  11,  shows  a  plan  and  vertical  section  of  the  Howd 
wheels  as  constructed  by  the  owners  of  the  patent  rights  for  a  por- 
tion of  the  New  England  states.    In  this  cut  g  indicates  the  wooden 


Fig.  14. — Original  Francis  Turbine. 

glides  by  which  the  water  is  directed  on  to  the  buckets ;  IV  indicates 
the  wheel  which  is  composed  of  buckets  of  cast  iron  fastened  to  the 
upper  and  lower  crowns  of  the  wheel  by  bolts.  The  upright  crown 
is  connected  with  the  vertical  shaft  5*  by  arms.  The  regulating  gate 
is  placed  outside  of  the  guides  and  is  made  of  wood.  The  upright 
shaft  5*  runs  on  a  step  at  the  bottom  (not  shown  in  the  cut).  The 
projections  on  one  side  of  the  buckets,  it  was  claimed,  increased  the 
efficiency  of  the  wheel  by  diminishing  the  waste  of  the  water. 

The  wheel  designed  by  Francis  was  on  more  scientific  lines,  of 
better  mechanical  construction  (see  Fig.  14)  and  is  regarded  by 
many  as  the  origin  of  the  American  turbine.  The  credit  of  this  de- 
sign is  freely  awarded  to  Francis  by  German  engineers,  this  type  of 
wheel  being  known  in  Germany  as  the  Francis  Turbine. 
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This  wheel  as  orig^ally  constructed  by  Francis  had  less  compara- 
tive power  and  speed  than  the  Boyden-Foumeyron  turbine  (sec 
Tables  i  and  2,  page  14). 

The  Francis  wheel  was  followed  by  other  inward  flow  wheels  of 
a  more  or  less  similar  type.  The  Swain  wheel  was  designed  by 
A.  M.  Swain  in  1855.  The  American  turbine  of  Stout,  Mills  and 
Temple  (1859),  ^^^  Leffel  wheel,  designed  by  James  Leffel  in  i860, 
and  the  Hercules  wheel,  designed  by  John  B.  McCormick  in  1876, 
are  among  the  best  known  and  earliest  of  the  wheels  of  this  class. 

By  1870  the  turbine  had  largely  superseded  the  water  wheel  for 
manufacturing  purposes  at  the  principal  water  power  plants  in  this 
country.  The  old  time  water  wheel  has  since  become  of  compara- 
tively small  importance,  but  it  is  still  used  in  many  isolated  places 
where  it  is  usually  constructed  by  local  talent,  and  adapted  to  local 
conditions  and  necessities. 

One  or  two  companies  have,  within  recent  years,  begun  the  manu- 
facture of  steel  overshot  wheels  which  have  been  used  successfully 
for  the  development  of  small  powers. 

The  current  wheel  is  still  widely  used  for  irrigation  purposes  and 
in  many  instances  is  a  useful  and  valuable  machine. 

9.  Modem  Changes  in  Turbine  Capacity. — A  radical  change  has 
taken  place  in  later  years  in  the  design  of  turbines  for  low  head 
power  developments.  The  adoption  of  deeper,  wider  and  fewer 
buckets  has  resulted  in  a  great  increase  in  the  comparative  power 
and  speed  of  wheels  of  later  desig^.  This  development  may  be 
seen  by  an  examination  of  Table  I  (see  page  14)  in  which  are  com- 
pared the  power  and  speed  of  various  wheels  of  the  same  diameter, 
designed  at  various  dates  from  1849  ^^  ^9H'  This  table  shows  that 
the  more  recent  designs  have  a  capacity  nearly  twenty-two  times  as 
great  as  the  original  Francis  turbine  of  1849. 

Table  2  (see  page  14)  shows  the  development  in  the  hydraulic 
turbine  and  g^ves  the  comparative  diameter  and  speed  of  various 
wheels  designed  at  various  dates  from  1849  ^^  I9^4>  ^^^  capable  of 
delivering  the  same  horse  power  under  twenty-five  foot  head.  This 
table  shows  that  the  more  recent  designs  have  a  speed  nearly  six 
times  as  great  as  the  original  Francis  turbine  of  1849. 

To  appreciate  these  tables,  it  is  necessary  to  understand  that  large 
capacity  and  high  speed  are  desirable  qualities  of  the  turbine  only 
for  certain  definite  purposes  and  under  certain  definite  conditions. 
Under  other  conditions,  wheels  of  lower  capacity  and  lower  speed 
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TABLE  1. 

Comparative  Power  and  Speed  of  Various  Turbines  of  SO^  Diameter  Under  «5' 
Head  Showing  Increase  in  Power  of  WheeU  of  Recent  Design,  Results 
Calculated  From  Commercial  Tests  of  Wheels, 


Turbine 


Reference 


CO 


t 


SI 

o  b 


is 

o  o 


d 


Boott  (Francis  Design) . . . 
Foumeyron  (Francis  De'n) 

Leffel-Standard    

American 

Swain  

Hercules 

New   American 

Leffel-Samson 

Modern  Turbine 

Modem  Turbine. 

Modem  Turbine 

Modern  Turbine 

Modern  Turbine 

Modern  Turbine. 

Modem  Turbine 

Modem  Turbine 


W.  P.  E.  Page  743 
W.  P.  E.  Page  744 
Emerson  Page  25 
E^mersonPage  203 
Emerson  Page  196 
Emerson  Page  229 
Emerson  Page  552 
Holyoke  Test  979 
HolyokeTest  1509 
Holyoke  Test  1819 
HolyokeTest  1796 
Holyoke  Test  2001 
HolyokeTest  2160 
HolyokeTest  2122 
HolyokeTest  2208 
HolyokeTest  2363 


1849 
1851 
1869 
1873 
1874 
1876 
1894 
1897 
1904 
1909 
1910 
1911 
1912 
1912 
1913 
1914 


25.2 

59.5 

63.2 

63.3 

85.5 

161.0 

178.0 

213.0 

220.5 

253.0 

317.0 

360.0 

394.0 

427.5 

478.0 

552.5 


1.0 

2.36 

2.51 

2.51 

3.38 

6.38 

7.07 

8.43 

8.75 

10.00 

12.55 

14.80 

16.60 

16.95 

19.00 

21.90 


.000224 
.000528 
.000562 
.000563 
.000760 
.001430 
.001580 
.001890 
.001960 
.002250 
.002820 
.003200 
.003500 
.003800 
.004250 
.004910 


198 
199 
242 
203 
233 
200 
232 
260 
242 
228 
247 
248 
240 
250 
233 
250 


t 


TABLE  2. 

Comparative  Size  and  Speed  of  Yarious  Turbines  of  25  H.  P.  Under  25'  Head 
Showing  Decrease  in  Size  and  Increase  in  Speed  of  Wheels  of  Recent  De- 
sign. 


Boott   (Francis  Design) 

Foumeyron  (Francis  Design) . 

Leffel'Standard 

American 

Swain 

Hercules 

New  American.. 

Leffel-Samson  

Modem  Turbine •  • . . . 

Modern  Turbine 

Modern  Turbine •  • . 

Modem  Turbine 

Modem  Turbine 

Modem  Turbine 

Modem  Turbine 

Modem  Turbine 


Relative 

D2 


100.0 

42.4 

39.6 

39.6 

29.5 

15.7 

14.2 

11.8 

11.4 

10.0 

7.9 

7.0 

6.4 

6.9 

5.3 

4.5 


Relative 
.   R.P.M. 


1.0 

1.54 

1.94 

1.62 

2.16 

2.54 

3.11 

3.82 

3.61 

3.65 

4.42 

4.73 

4.80 

6.20 

5.12 

6.93 


Diameter 
in  Inches 


30.0 

19.55 

18.9 

18.9 

16.3 

11.9 

11.3 

10.3 

10.15 
9.47 
8.45 
7.95 
7.60 
7.30 
6.90 
6.38 


R.P.M. 

198 
305 
384 
322 
428 
504 
616 
758 
715 
723 
876 
937 
950 
1030 
1015 
1174 
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are  necessary  to  properly  meet  the  conditions  of  operation  and  arc 
therefore  the  best  when  such  conditions  prevail.  Most  turbine  man- 
ufacturers, therefore,  now  build  various  types  of  turbines  in  which 
the  capacities  and  speeds  vary  well  toward  the  limits  shown  in  these 
tables  and  therefore  cover,  as  completely  as  practicable,  the  range 
of  conditions  created  by  the  demands  of  practical  service. 

ID.  E^ly  Development  of  Impulse  Wheels. — As  previously  noted 
(Figs.  6,  page  5,  and  7,  page  6),  water  wheels  of  the  impulse  type 
were  among  the  earlier  forms  used.  In  the  practical  construction 
of  water  wheels  for  commercial  purposes  in  this  country,  the  re- 
action turbine  was,  however,  the  earliest  form  of  development.  This 
was  because  the  reaction  turbine  was  best  suited  for  the  low  heads 
first  developed.  As  settlement  advanced  from  the  more  level  coun- 
try into  the  mountainous  regions  the  conditions  were  found  to  radi- 
cally diflFer.  In  the  former  location  large  quantities  of  water  under 
low  heads  were  available;  in  the  latter,  the  streams  diminished  in 
quantity  but  the  heads  were  enormously  increased.  These  condi- 
tions demanded  an  entirely  diflFerent  type  of  wheels  for  power  pur- 
poses and  the  demand  was  met  by  the  construction  of  the  tangential 
wheel  now  so  widely  and  successfully  used  in  the  high  head  plants 
of  the  West. 

The  earliest  scientific  consideration  of  impluse  wheels  in  this 
country  was  by  Jearum  Atkins  who,  apparently,  anticipated  the  de- 
sign  of  the  wheels  of  the  Girard  type  in  Europe  by  his  design  of  such 
a  wheel  in  1853*  (see  Fig.  15,  page  16). 

In  Atkins'  first  application  for  a  patent  (in  1853)  he  shows  a  clear 
conception  of  the  principles  of  the  impulse  wheel. 

After  describing  the  mechanical  construction  of  his  wheel,  Mr. 
Atkins  says :  "The  important  points  to  be  observed  in  the  construc- 
tion of  this  wheel  and  appendages,  are:  First,  that  the  gearing 

♦  *  ♦  should  be  so  arranged  as  to  allow  the  wheel's  velocity  at 
the  axis  of  the  buckets  to  be  equal  to  one-half  the  velocity  of  the 
water  at  the  point  of  impact,    *    *    * 

"As  the  power  of  water,    *    *    *    is  measured  by  its  velocity, 

♦  *  ^  it  is  obvious  that  in  order  that  the  moving  water  may  com- 
municate its  whole  power  to  another  moving  body,  the  velocity  of 
the  former  must  be  swallowed  up  in  the  latter.  This  object  is  ef- 
fected by  the  before-described  mode  of  applying  water  to  a  wheel  in 


^See  "Tangential  Water  Wheels"  by  John  Richards,  Cassiefs  Magazine, 
vol.  V.  p.  117. 
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the  following  manner,  the  velocity  of  the  wheel,  as  before  stated, 
being"  one-half  that  of  the  water. 

"Let  us  suppose  the  velocity  of  the  water  to  be  twenty-four  feet 
per  second;  then  the  velocity  of  the  wheel  being  twelve  feet  per 
second,  the  relative  velocity  of  the  water  with  respect  to  the  wheel, 
or  the  velocity  with  which  it  overtakes  the  wheel,  will  be  twelve 
feet  per  second.  Now  it  is  proved  theoretically,  and  also  demon- 
strated by  experiment,  that  water  will  flow  over  the  entire  surface 


Fig.  15.— Plan  of  Atkins  Wheel  and  Wheel  Ca«e  (1853).     (From  Ca88ier*s  Mag* 
azine,  Vol.  V,  p.  119.)     (See  page  15.) 

of  the  semi-circular  buckets  of  the  wheel  with  the  same  velocity 
with  which  it  first  impinged  against  them,  or  twelve  feet  per  second. 
Then,  as  the  water  in  passing  over  the  face  of  the  buckets  has  de- 
scribed a  semi-circle,  and  as  its  return  motion  on  leaving  the  wheel 
IS  in  an  opposite  direction  from  that  of  the  wheel,  its  velocity  with 
respect  to  the  wheel  being  twelve  feet  per  second,  and  as  the  wheel 
has  an  absolute  velocity  of  twelve  feet  per  second,  it  is  obvious  that 
the  absolute  velocity  of  the  water  with  respect  to  a  fixed  point  is 
entirely  suspended  at  the  moment  of  leaving  the  inner  point  of  the 
buckets,  its  whole  velocity,  and  consequently  its  whole  power,  hav- 
ing been  transmitted  to  the  wheel." 

Mr.  Atkins'  first  application  for  a  patent  was  rejected.  After  a 
long  illness,  from  which  he  later  recovered,  he  again  applied  for  a 
patent  which  was  finally  granted  in  1875.  The  Atkins  patents  are 
simply  of  historical  interest  as  his  inventions  have  had  little  effect 
on  the  practical  development  of  the  impulse  wheel. 

The  impulse  wheel  found  its  earliest  practical  development  in  Cal- 
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ifornia  where  the  conditions  for  the  development  of  power  made 
such  a  wheel  necessary.  The  early  tangential  wheel,  used  on  the 
Pacific  Coast,  was  quite  simple  in  construction  and  the  development 
of  the  buckets,  which  began  with  the  simpler  flat  and  curved  forms, 
was  very  largely  based  on  the  experimental  method  used  for  the 
development  of  the  reaction  turbine  in  the  East.     Experiments  were 


o.  Moore  Bucket,  1874. 


h.  Knight  Buckets,  1870. 


c.  Dodd  Bucket,  1889. 


d.  Hug  Bucket,  1897. 


e.  Doble  Ellipsoidal  Bucket, 
1889. 


/.  Pelton  Bucket,  1880. 


Fig.  le.^^Buckets  of  Tangential  or  Impulse  Water  Wheels  (Trans.  Am.  Inst 
Mining  Eng.  1899).    (See  page  18.) 
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made  at  the  University  of  California,  by  Mr.  Ralph  T.  Brown,  as 
early  as  1883,  and  the  bulletin  published  by  the  department  was  the 
earliest  literature  on  tangential  wheels  published  in  this  country. 

With  the  early  development  of  the  tangential  bucket  are  con- 
nected the  names  of  Knight,  Moore,  Hesse,  Pelton,  Hug,  Dodd  and 
Doble,  and  many  other  inventors,  whose  wheels  have  become  well- 
known  and  widely  used  (see  Fig.  16,  page  17).  The  most  extensive 
early  development  of  this  wheel  was  by  The  Pelton  Water  Wheel 
Company  whose  work  has  been  so  widely  known  and  used  as  to 
make  the  name  "Pelton  Wheel"  a  common  title  for  all  wheels  of  the 
tangential  type. 

11.  Historical  Notes  on  Water  Power  Development. — ^Water  mills 
were  introduced  at  Rome  about  seventy  years  B.  C.  and  were  first 
erected  on  the  Tiber.  Vitruvius  describes  their  construction  as 
similar  in  principle  to  the  Egyptian  Tympanum.  To  their  circum- 
ference were  fixed  floats  or  paddles  which  when  acted  upon  by  the 
current  of  the  stream  drove  the  wheel  around.  Attached  to  this 
axis  was  another  vertical  wheel  provided  with  cogs  or  teeth.  A 
large  horizontal  wheel  toothed  to  correspond  with  it  worked  on  an 
axis,  the  upper  head  of  which  was  attached  to  the  mill  stone.  The 
use  of  such  water  wheels  became  very  common  in  Italy  and  in  other 
countries  subject  to  Roman  rule. 

Some  of  the  early  applications  of  water  power  are  of  interest.  In 
1581  a  pump  operated  by  a  float  wheel  was  established  at  London 
Bridge  to  supply  the  city  of  London  with  water  (see  Fig.  2,  page  2). 
In  1675  an  elaborate  pumping  plant  driven  by  water  wheels  was 
established  on  the  Seine  river  near  Saint  Germain.  For  this  plant 
a  dam  was  constructed  across  the  river  and  chutes  were  arranged  to 
conduct  the  water  to  the  undershot  water  wheels.  These  were 
twelve  or  more  in  number,  each  operating  a  pump  that  raised  the 
waters  of  the  Seine  into  certain  reservoirs  and  aqueducts  for  dis- 
tribution. 

The  pumping  of  water  for  agricultural  irrigation  and  drainage, 
domestic  supplies  and  mine  drainage,  was  undoubtedly  the  first  ap- 
plication of  water  power,  and  still  constitutes  an  important  applica- 
tion of  water.  Fig.  17,  page  19,  from  an  article  by  W.  F.  Dupfee, 
published  in  Cassier's  Magazine  of  March,  1899,  illustrates  a  primi- 
tive application  of  the  water  wheel  to  the  pumping  of  water  from 
mines.  Fig.  18,  page  20,  also  shows  the  great  Laxy  overshot  water 
wheel  in  the  Isle  of  Man  which  is  still  used  for  mine  drainage.    The 
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wheel  is  about  seventy  feet  in  diameter  and  the  water  is  brought 
from  the  hills  a  considerable  distance  for  power  purposes. 

xa.  Development  of  Water  Power  in  the  United  States. — ^In  this 
country  one  of  the  first  applications  of  water  power  was  the  old 
tidal  mill  on  Mill  Creek  near  Boston,  constructed  in  1631,  which  was 
followed  by  the  extensive  developments  of  small  powers  wherever 


Tig.  17. — ^Early  Application  of  Undershot  Water  Wheel  to  Mine  Drainage, 
Date  Unknown  (see  page  18).     (From  Cassier's  Mag.  March,  1899.) 

settlements  were  made  and  water  power  was  available.  Often  avail- 
ability of  water  power  determined  the  location  of  the  early  settle- 
ment. 

About  1725  the  first  power  plant  was  established  along  the  Ni- 
agara River.  This  was  a  water-driven  saw-mill  constructed  by  the 
French  to  furnish  lumber  for  Fort  Niagara. 

The  last  fifteen  years  have  witnessed  a  somewhat  rapid  develop- 
ment of  water  powers.  The  increase  in  industries  and  the  various 
demands  for  power  and  energy,  the  increased  cost  of  coal,  the  im- 
provement in  electrical  methods  of  generation  and,  more  especially. 
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the  rapid  advance  in  the  art  of  high  tension  long  distance  transmis- 
sion have  all  united  to  accelerate  this  development.  Water  powers 
once  valueless  on  account  of  their  distance  from  centers  of  manu- 
facturing and  population  are  now  accessible,  and  such  powers  are 
being  developed  and  their  energy  brought  into  the  market 


Fig.  18. — ^Laxy  Overshot  Water  Wheel,  Isle  of  Man  (see  page  18). 

The  statistics  of  the  Bureau  of  Corporations  (Report  of  the  Com- 
missioner of  Corporations  on  Water  Power  Development  in  the 
United  States,  March  14,  1912)  show  the  total  developed  water 
power  was,  in  the  year  1902,  about  2,328,000  H.  P.  In  1907  this  had 
increased  to  approximately  3,503,000  H.  P.,  an  increase  of  fifty  per 
cent.,  and  the  developed  power  in  June,  191 1,  was  estimated  at  ap-; 
proximately  6,000,000  H.  P.,  or  an  increase  of  seventy-one  per  cent, 
over  that  for  1907.  The  total  developed  water  power  has  probably 
increased  to  date  (July,  1915)  to  about  7,500,000  or  8,000,000  II.  ? 
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Water  power  for  central  station  and  electric  railway  service  in- 
creased from  487,000  H.  P.  in  1902  to  1,441,000  H.  P.  in  1907,  or 
nearly  200  per  cent.  The  increase  in  water  power  development 
among  manufacturing  industries  for  the  years  1900  to  1905  was 
slightly  more  than  eleven  per  cent,  thus  showing  the  large  part  that 
water  power  development  plays  at  present  in  public  service  enter- 
prises. 

The  Bureau  of  Corporations  estimates  the  total  potential  water 
power  in  the  United  States  (on  the  basis  of  seventy-five  per  cent, 
generation  efficiency),  at  from  26,736,000  H.  P.  for  the  average  mini- 
mtun  six  months*  flow,  to  51,400,000  H.  P.  for  the  average  maximum 
six  months'  flow  of  the  rivers  of  the  United  States.  Of  the  minimum 
power,  approximately  forty-three  per  cent,  is  found  in  the  three 
states  of  California,  Oregon,  and  Washington  alone,  and  over  sev- 
enty per  cent,  in  nine  of  the  western  states. 

From  the  foregoing  it  will  be  noted  that  the  developed  water 
power  in  June,  191 1,  was  less  than  one-fourth  of  the  estimated  mini- 
mum potential  water  power  of  the  United  States,  and  it  is  further  given 
that  the  developed  water  power  was  about  twenty  per  cent,  of  the  total 
installed  stationary  power  in  the  United  States. 

13.  Conservation  and  Its  Efifect  on  Water  Power  Development.— 
In  recent  years  there  has  been  a  widely  spread  popular  delusion  in 
the  public  mind  that,  as  undeveloped  water  power  is  energy  going 
to  waste,  therefore,  those  who  are  developing  and  utilizing  such 
power  are  garnering  gjeat  wealth  from  a  natural  resource  which 
justly  belongs  to  the  people  of  the  states  or  of  the  nation,  and  from 
which  they  should  receive  benefit.  If  the  energy  of  water  could  be 
turned  into  power  without  expense  or  hazard,  there  might  be  a  legit- 
imate reason  for  suth  an  opinion.  Such  a  result,  however,  can  never 
be  obtained  in  the  development  of  any  natural  resource.  A  large 
proportion  of  the  value  derived  from  any  resource  is  obtained  from 
the  invested  capital  and  the  resulting  fixed  and  operating  expenses ; 
the  undeveloped  resource  itself  has  a  comparatively  small  value. 
Investments  in  water  power  and  in  the  development  of  other  natural 
resources  are  frequently  expensive  failures,  and,  while  in  a  few  cases 
the  returns  from  such  investments  may  be  unduly  large,  the  per- 
centage of  such  cases  is  small.  There  is  no  line  of  development  of 
natural  resources  so  universally  safe  that  such  development  must 
not  be  regarded  as  largely  speculative  and  subject  to  many  risks 
and  contingencies. 
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The  liberal  water  power  laws  which  were  in  force  prior  to  con- 
servation agitation  gave  rise  to  the  rapid  development  of  water 
powers,  which  were  not,  however,  always  financially  successful. 
During  the  last  few  years  such  development  has  been  greatly  re- 
stricted by  subsequent  unfavorable  legislation.  It  has  been  held  by 
some  that  the  United  States  and  the  states  have  made  a  mistake  in 
disposing  of  the  ownership  in  fee  of  water  power  lands,  and  the  idea 
has  been  advanced  that  in  the  future  the  nation  and  the  state  should 
reserve  the  ownership  of  such  property  and  simply  lease,  under 
proper  restrictions,  the  development  of  these  natural  resources  by 
private  enterprise.  This  principle  is  one  of  policy  only,  and  would 
appear  to  be  wise  and  generally  beneficial  if  carried  out  under  just 
restrictions,  and  would  harm  no  one  where  the  ownership  of  these 
resources  really  lies  in  the  government.  In  some  cases  this  idea  has 
been  extended,  and  a  legislative  attempt  has  been  made  to  virtually 
confiscate  water  power  property,  the  fees  in  which  have  already 
passed  into  private  ownership,  or  to  appropriate  its  value  for  the 
public  benefit. 

The  most  valuable  and  accessible  water  powers  were  largely  de- 
veloped before  adverse  legislation  began  and  it  is  undoubtedly  true 
that  if  legal  restrictions  to  the  development  of  the  remaining  water 
power  of  the  states  and  of  the  nation  were  entirely  removed,  their 
value  in  many  cases  is  so  limited  by  natural  and  commercial  con- 
ditions that  the  development  of  power  would  be  slow.  The  great 
majority  of  the  potential  water  powers  of  the  nation  have,  undoubt- 
edly, no  present  value  whatever,  and  only  a  remotely  speculative 
value  for  possible  developments  in  the  future.  Most  thoughtful 
men  will  agree  on  the  advisability  of  reasonable  restrictions  on  the 
development  of  water  powers  that  are  actually  o^ned  by  the  nation 
or  the  states ;  but  few  will  agree  to  the  policy  of  the  establishment 
of  legal  restrictions  to  the  development  of  potential  power  owned  by 
the  states  or  the  nation,  which  will  not  take  into  account  the  hazard 
of  the  investment  and  the  reasonable  protection  of  the  property  of 
the  parties  who  mdy  undertake  such  development,  or  to  the  policy 
apparently  adopted  in  some  states  of  needlessly  hampering  the  own- 
ers of  water  powers  which  have  already  passed  to  private  owner- 
ship. Water  powers  can  be  conserved  only  by  actual  use,  and  while 
the  corporations  developing  the  same  may  and  should  realize  a 
profit,  it  is  well  to  remember  that  ah  enormous  profit  will  also  be 
realized  by  the  public  through  the  judicious  expenditure  of  the  vast 
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sums  necessary  for  their  development.  The  consequent  increase  in 
land  values,  and  the  values  of  other  properties,  the  increase  in  popu- 
lation and  in  the  value  of  all  taxable  property,  the  conservation  of 
millions  of  tons  of  coal  per  annum  for  future  generations,  and  the 
substantial  development  of  the  country  adjacent  to  the  developed 
water  powers  are  public  benefits  commonly  unconsidered,  but  greatly 
superior  to  any  public  interest  which  the  states  or  the  nation  can 
possibly  have  in  the  undeveloped  water  power  resources. 
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CHAPTER  II 

POWER 

14.  Symbols  Used  in  This  Chapter. — ^The  letters  and  symbols  used 
in  this  chapter  have  the  following  significance :   • 

a  =  Area  (In  square  inches)  against  which  pressure  Is  exerted. 
E  =s  Total  energy  available. 

B'  E''  E""  =3  Energy  losses  in  friction,  leakage,  velocity  or  other  ways,  in  any 
machine  or  system  of  machines. 

g  =3  Acceleration  due  to  gravity  (32.2  feet  per  second  per  second). 

h  =  The  total  available  head  in  feet. 

P  =  Horse  power.    One  horse  power  =  550  lbs.  raised  one  foot  per  second 
against  gravity  =  550  foot  pounds  per  second. 

q  =  Quantity  of  water  in  cubic  feet  per  second. 

B  =  The  space  (in  lineal  feet)  through  which  the  area  under  pressure  moves. 

t  =  Time  in  seconds. 
W  =  Total  weight  of  water. 

w  =  Weight  of  a  cubic  foot  of  water  (practically  62.5  lbs.). 

v  =  The  velocity  of  flow  (in  lineal  feet  per  second). 

15,  The  Development  of  Potential  Energy. — ^The  development  of 
natural  sources  of  potential  energy,  the  transformation  of  such  en- 
ergy into  forms  which  can  be  utilized  for  power,  and  its  transmis- 
sion to  points  where  it  can  be  utilized  for  commercial  purposes,  con- 
stitutes a  large  portion  of  the  work  of  the  engineer.  The  water 
power  engineer  primarily  deals  with  energy  in  the  form  of  flowing 
or  falling  water,  but  his  knowledge  must  extend  much  further  for 
he  encounters  various  other  forms  of  energy.  Some  of  the  energy 
available  from  the  potential  source  will  be  lost  by  friction  in  bring- 
ing the  water  to  and  taking  it  from  the  wheel.  Some  is  lost  in  hy- 
draulic and  mechanical  friction  in  the  wheel;  additional  losses  are 
sustained  in  every  transformation,  and,  if  electric  or  other  forms  of 
transmission  are  used  or  auxiliary  power  is  necessary  for  maintain- 
ing continuous  operation,  the  engineer  will  be  brought  in  contact 
with  energy  in  many  other  forms. 

It  should  be  the  engineer's  purpose  to  so  select  or  design  the 
mechanism  or  machines  that  he  installs,  that  as  great  a  proportion 
of  energy  from  the  available  source  shall  be  utilized  as  may  be  found 
practicable  in  any  g^ven  case. 
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16.  Expression  for  Energy. — Mechanically,  energy  is  the  exertion 
of  force  through  space.  The  amount  of  available  energy  of  water 
that  may  be  theoretically  utilized  is  measured  by  its  weight  (the 
force  available)  multiplied  by  the  available  head  (the  space  through 
which  the  force  may  be  exerted). 

(1)  B=Wli 

From  equation  (i)  it  will  be  noted  that  the  energy  of  water  is  ii^ 
direct  proportion  to  both  the  head  and  quantity.  This  energy  may  bd 
exerted  in  three  ways  which  may  be  regarded  as  more  or  less  distinc^ 
but  which  are  usually  exercised,  to  some  extent  at  least,  in  common. 
The  exertion  of  this  energy  in  these  three  ways  expressed  in  terms  of 
horse  power,  are  as  follows : 

First:  By  its  weight  which  is  exerted  when  a  definite  quantity  of 
water  passes  from  a  higher  to  a  lower  position  essentially  without 
velocity.    This  method  of  utilization  is  represented  by  the  equation 

QWh  Qh 

550         8.8 

From  this  equation  it  will  be  noted  that  the  cubic  feet  per  second 
-flowing  in  a  stream  multiplied  by  the  available  head  and  divided  by  8.8 
will  give  the  total  available  horse  power  of  the  stream.  This  is  a  con- 
venient expression  for  power  which  should  be  kept  in  mind  by  the 
water  power  engineer. 

Second:  By  the  pressure  of  the  water  column  on  a  given  area  ex- 
erted through  a  definite  space.  This  method  of  utilization  is  rep- 
resented by  the  equation 

.434h  as 

(3)  P=- 

550t 

In  this  case  .434h  equals  the  pressure  per  square  inch,  and  when 
multiplied  by  the  area  a,  gives  the  total  pressure  in  pounds  exerted 
through  the  space  s. 

Third:  By  the  momentum  of  the  water  exerted  under  the  full  ve- 
locity due  to  the  head.  The  energy  of  a  moving  body  in  foot  pounds 
per  second  is  given  by  the  formula 

Wv« 

(4)  B=- 

2g 

The  equation  for  the  horse  power  of  water  under  motion  is  there- 
fore represented  by  the  equation 

QWV« 

(6)  P=.- 


550  X  2g 
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An  analysis  of  these  formulas  will  show  that  under  any  given  con- 
ditions the  theoretical  power  exerted  will  be  the  same  in  each  case. 

17,  Natural  Limit  to  Efi&ciency, — ^The  total  energy  in  any  working 
medium  such  as  water,  steam,  air,  etc.,  is  the  energy  measured  from 
the  basis  of  the  absolute  zero  for  the  medium  which  is  being  con- 
sidered. For  example,  the  average  surface  of  Lake  Michigan  is 
580  feet  above  sea  level ;  each  pound  of  water  at  lake  level,  therefore, 
contains  580  foot  pounds  of  potential  energy.  This  amount  of  en- 
ergy must  be  expended  in  some  manner  by  each  pound  of  water- 
passing  from  the  lake  level  to  the  ocean  level,  which  may  be  re- 
garded as  the  absolute  zero  reference  plane  for  water  power.  This 
energy  cannot  be  utilized  at  Chicago  for  there  no  fall  is  available. 
A  small  portion  of  this  energy  is  now  utilized  at  Lockport,  Illinois,^ 
from  the  Chicago  Drainage  Canal,  where  a  fall  of  some  thirty-four 
feet  is  available.  Perhaps  ultimately  in  its  entire  course  one  hun- 
dred and  seventy  feet  of  fall  may  be  utilized  by  the  waters  of  the 
drainage  canal,  in  which  case  the  absolute  available  energy  of  each 
pound  of  water  cannot  be  greater  than  shown  by  the  following 
equation : 

580  —  410        170 

AvaUable  energy  = = =  .2931,  or  29.31  per  cent 

580  580 

This  example  shows  therefore,  the  limits  which  natural  conditions 
place  on  the  proportion  of  energy  which  it  is  theoretically  possible 
to  utilize.  For  such  losses  the  engineer  is  not  accountable  except 
for  the  selection  of  the  best  location  and  the  best  methods  for  utiliz- 
ing such  energy.  The  problem  for  his  solution  is,  what  amount  of 
tjais  available  energy  can  be  utilized  by  efficient  machines  and  sci- 
entific methods. 

18.  Practical  Limits  to  Efficiency, — The  preceding  equation  is  the 
equation  for  an  ideally  perfect  machine.  Of  this  available  energy 
only  a  portion  can  be  made  actually  available.  In  practice  losses 
are  met  at  every  turn.  Some  energy  will  be  lost  in  friction,  as  radi- 
ated heat,  some  in  the  slip  by  runners,  or  as  leakage  from  defective 
joints.  In  many  other  ways  the  energy  applied  may  be  dissipated 
and  lost.     From  this  it  follows : 

The  amount  of  energy  which  can  be  utilised  can  never  be  greater 
than  the  difference  between  the  amount  supplied  to  any  given  ma- 
chine or  mechanism,  and  the  amount  lost  or  consumed  in  such  ma- 
chines by  friction,  radiation  or  in  other  ways.  Hence  it  follows  that 
the  efficiency  of  a  given  machine,  or  the  percentage  of  energy  avail- 
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able,  or  which  can  be  obtained  from  the  machine,  can  never  be 
greater  than  the  following : 

E—  (E'  +  E'^  +  E" '  +  E'' "  etc.) 

Ei&ciencr  =  — in  which 

E 
Bbs  total  energy  available. 

W  ET  B"'  etc  =  the  energy  lost  in  friction  and  in  various  other  ways,  in 
the  machine  or  system,  and  rejected  in  the  exhaust  from  the  same. 

Every  transmission  or  transformation  of  energy  entails  a  loss, 
hence,  starting  with  a  gfiven  quantity  of  energy,  it  gradually  dis- 
appears through  the  various  losses  involved  in  the  mechanism  or 
machines  used.  Other  things  being  equal,  the  simpler  the  trans- 
mission or  transformation,  the  greater  the  quantity  of  the  original 
amount  of  energy  that  can  be  utilized. 

The  term  efficiency  as  here  applied  represents  always  the  ratio 
between  the  energy  obtainable  from  the  mechanism,  machine,  or 
combination  of  machines  and  the  actual  energy  applied  to  it,  or  in 
other  words  the  rates  of  energy  output  to  energy  input. 

The  efficiency  of  a  turbine  or  water  wheel  is  the  ratio  between 
the  energy  delivered  at  the  wheel  shaft  to  the  energy  in  the  water 
which  enters  the  wheel. 

The  efficiency  of  a  hydro-electric  plant  is  the  ratio  between  the 
enei^  in  the  electric  current  delivered  at  the  switch  board  and  the . 
energy  in  the  water  entering  the  water  wheel. 

The  efficiency  of  the  dynamo  in  the  same  plant  is  the  ratio  be- 
tween the  energy  furnished  by  the  dynamo  and  the  energy  applied 
to  it 

If  a  shaft  receives  from  an  engine  loo  horse  power  and  delivers 
ninety,  ten  horse  power  being  lost  in  friction,  etc.,  the  efficiency  of 
the  shaft  transmission  is  ninety  per  cent. 

If  a  water  wheel  receives  ten  cubic  feet  of  water  per  second  under 
eighty-eight  feet  of  head,  the  power  input  would  be  loo  horse  power ; 
and  if  it  delivers  eighty  horse  power  at  the  shaft,  its  efficiency  is 
eighty  per  cent. 

If  a  steam  engine  receives  1,000,000  heat  units  from  the  steam  it 
uses,  and  is  able  to  deliver  only  the  equivalent  of  10,000  heat  units ; 
i.  e.,  7,780,000  foot  pounds  of  work,  the  efficiency  of  the  engine  is 
only  one  per  cent. 

ig.  Efficiency  of  Single  Machines. — ^The  efficiency  of  any  machine 
depends  upon  various  factors,  partially  under  control  of  the  engineer 
and  designer  and  partially  uncontrollable.    Friction  of  bearings. 
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atmospheric  friction,  leakage  and  slip  involve  losses  of  energy  which 
may  be  reduced  by  first  class  design  and  construction,  but  with  the 
possible  exception  of  leakage,  cannot  be  entirely  obviated.  Inter- 
nal friction  and  various  other  losses  depend  both  on  the  nature  of 
the  working  medium  (water,  air,  steam  or  electric  current)  and  on 

iOOr 
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Fig.  19.— Efficiency  Load  Curves  of  Various  Single  Machines  (see  page  31). 

the  design,  construction,  maintenance  and  conditions  of  operation 
of  the  machine. 

In  all  cases  of  units  with  moving  parts,  certain  losses  will  always 
obtain  when  the  machine  is  in  operation,  regardless  of  the  load, 
while  certain  other  losses  will  increase  or  vary  with  the  load.  In 
such  cases,  the  best  efficiencies  of  the  machine  are  obtained  under 
the  condition  of  load  during  which  the  ratio  of  useful  work  done  by 
the  machine  to  the  losses  that  obtain  is  the  greatest.  It  is  therefore 
obvious  that  it  is  usually  desirable  to  so  select,  install,  maintain  and 
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operate  machinery  that  it  may  work  as  nearly  as  possible  with  the 
least  comparative  losses  or  under  the  most  efficient  conditions. 

With  the  varying  conditions  of  power  demand  (see  Chapter  III) 
under  which  most  plants  operate,  this  ideal  condition  of  operation 
can  be  only  roughly  approximated,  but  the  maximum  practical  econ- 
omy of  the  machine  necessarily  depends  upon  approximating  this 
ideal  condition  as  nearly  as  possible. 

Figure  19,  page  30,  shows  various  efficiency  curves  of  machinery 
commonly  utilized  in  connection  with  power  developments,  and 
shows  how  the  efficiency  of  such  machines  varies  under  varying 
conditions  of  load  from  no  load  to  maximum  load,  and  being  usually 
at  a  maximum  at  or  near  full  load.  From  similar  diagrams  of  other 
machines  which  are  to  be  used  in  any  installation,  can  be  seen  and 
determined  the  general  effect  of  any  particular  unit  on  a  combined 
installation  under  the  varying  conditions  of  load.  Occasionally, 
however,  the  efficiency  curve  of  an  individual  machine  is  not  a 
criterion  of  its  true  effect  upon  the  economy  of  a  combined  plant. 
This  occurs,  for  example,  when  the  waste  heat  from  a  steam  or  other 
heat  engine  is  used  for  heating  purposes,  and  its  effect  on  the  econ- 
omy of  the  installation  is  therefore  more  favorable  than  indicated 
by  its  efficiency-power  diagram. 

The  selection  of  any  machine  or  combination  of  machinery  should 
involve  a  careful  investigation  of  the  probable  efficiency  load  curves 
of  the  actual  machine  or  machines  which  are  to  be  utilized.  Fig.  19 
illustrates  only  typical  efficiency  load  curves,  from  which  individual 
machines  must  be  expected  to  vary,  often  to  a  considerable  extent. 

20,  Efficiency  of  a  Combined  Plant. — In  any  plant  or  connected 
arrangement  of  mechanisms  and  machines  for  the  generation,  trans- 
formation or  transmission  of  energy,  the  efficiency  of  the  plant  is  the 
product  of  the  efficiency  of  each  of  its  parts  under  the  particular 
conditions  of  operation  and  load.  The  load  conditions  are  seldom 
those  of  full  load  and  are  ordinarily  thos^  of  part  loac^. 

Hence,  to  estimate  total  efficiencies,  the  efficiency  of  each  unit  of 
the  system  must  be  estimated  under  its  actual  load  condition,  and 
the  combined  efficiency  can  then  be  obtained.  From  the  same  cal- 
culation, the  necessary  relations  between  the  input  of  energy  into 
the  system  and  the  output  of  energy  from  the  system  can  be  ob- 
tained. Thus,  if  a  turbine  operating  at  half  load  has  an  efficiency 
of  eighty  per  cent.,  and  a  pump  direct-connected  thereto  has  an  ef- 
ficiency of  sixty  per  cent.,  the  combined  efficiency  will  be  forty-eight 
per  cent.;  while  if  operated  under  full  load,  the  efficiencies  might 
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be  eighty-five  per  cent,  and  seventy  per  cent,  respectively,  and  the 
combined  efficiency  would  reach  59.5  per  cent. 

To  show  in  greater  detail  the  various  losses  encountered  in  the 
generation  and  transmission  of  energy,  especially  as  applied  to 
hydro-electric  plants,  attention  is  called  to  Fig.  20,  page  33.  In  this 
diagram  are  traced  the  losses  imder  one  condition  of  load  from  the 
potential  energy  of  the  water  in  the  head  race  of  the  power  plant  to 
the  power  available  at  the  point  where  it  is  used.  In  each  case  con- 
sidered it  is  assumed  that  1,000  horse-power  of  energy  is  applied  to 
the  particular  work  considered. 

First,  consider  the  transmission  of  power  for  traction  purposes. 
If  a  certain  head  is  available  when  no  water  is  flowing  in  the  race- 
ways, that  head  becomes  reduced  at  once  when  the  wheels  begin  to 
operate.  A  certain  amount  of  head  is  also  lost  in  order  to  overcome 
the  friction  of  flow  through  raceways,  racks  and  gateways.  In  the 
problem  here  considered  it  is  assumed  that  the  above  losses  are  five 
per  cent,  of  the  total  energy  available  in  the  head-race,  and  that  thrs 
loss  occurs  before  the  water  reaches  the  turbines :  hence,  ninety-five 
per  cent,  of  the  potential  energy  is  available  at  the  turbine.  The 
turbine  loss  is  here  assumed  to  be  about  twenty  per  cent.  First- 
class  turbines  under  three-quarter  to  full  load  conditions,  will  com- 
monly give  eighty  per  cent,  efficiency,  or  a  little  better. 

The  next  loss  shown  on  the  diag^m  is  the  loss  in  transmitting  the 
energy  through  the  bevel  gear  and  the  shafting  to  the  generator. 
The  loss  in  gearing,  shafting,  etc.,  is  shown  as  ten  per  cent.,  which 
is  probably  much  less  than  actually  takes  place  in  plants  of  this  kind. 

The  loss  in  the  transformation  of  power  in  the  generator  is  given 
as  eight  per  cent.  The  generator  is  an  alternator,  and  the  current 
generated  might  be  at  2,300  volts.  This  current  must  be  raised  to 
a  higher  voltage,  by  means  of  transformers,  for  long  distance  trans- 
mission. These  transformers  might  g^ve  an  efficiency  of  about 
ninety-six  per  cent.  The  line  loss  is  dependent  on  the  size  of  the 
copper  used,  but  would  probably  be  designed  for  a  loss  not  exceed- 
ing ten  per  cent.  At  the  distributing  point,  where  the  energy  is  to 
be  used,  the  high  voltage  current  must  be  transformed  again  into 
suitable  voltage  for  distribution.  The  same  energy  loss  is  estimated 
for  these  stepdown  transformers.  If  the  current  is  to  be  used  for 
traction  purposes,  it  will  be  necessary  to  convert  it  into  direct  cur- 
rent by  means  of  a  rotary  converter,  the  efficiency  of  which  is  esti- 
mated at  ninety-two  per  cent.  The  voltage  from  the  general  dis- 
tribution system  would  probably  be  too  high  for  direct  use  in  the 
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rotary  converter,  and  would  have  to  be  transformed  to  a  lower  vol- 
tage before  passing  into  the  converter.  A  loss  of  about  six  per 
cent.,  therefore,  should  be  allowed  for  this  transformation. 

The  current  from  the  rotary  converter  is  subject  to  a  line  loss 
which  may  be  again  assumed  at  ten  per  cent.  The  loss  in  the  car 
motor  may  be  estimated  at  seven  per  cent.  The  percentage  of  loss 
and  the  percentage  of  efficiency  for  each  unit  in  this  generation  and 
transmission  system  is  based,  of  course,  on  the  actual  energy  sup- 
plied by  the  unit  next  previous  to  it  in  the  system,  so  that  the  per- 
centages mentioned  are  not  based  on  the  total  potential  power  avail- 
able in  the  head-race  but  on  the  power  actually  reaching  the  ma- 
chine. 

In  the  solution  of  any  actual  problems  of  this  character  it  is  neces- 
sary to  determine  the  efficiencies  of  the  various  units  of  the  plant 
under  the  condition  of  actual  service.  The  efficiency  will  be  found 
to  vary  under  various  conditions  of  load.  It  may  therefore  be  de- 
sirable to  determine  the  probable  losses  under  various  working  con- 
ditions. 

In  the  selection  of  the  various  machines  which  are  to  form  a  part 
of  such  a  system  of  transmission,  the  choice  should  be  based  on  an 
effort  to  establish  a  plant  which  will  g^ve  the  maximum  economy 
when  all  conditions  of  loading  are  considered.  The  losses  in  the 
transmission  of  power  for  traction  purposes,  as  shown  on  the  dia- 
gram and  under  the  fixed  load  conditions  assumed,  may  be  traced 
through  in  tabular  form  as  follows : 

Total  Energy  Available  =  lOOa  Horse  Power 


Mechanism  or  Machine 

Head  race 

\Tu'rbine 

Shaft  and  gearing. 

Generator  

Transformers 

Transmission  line. 

Step-down  transformers... 
Secondary  transformers. . . 

Rotary  converters 

Line 

Traction  motor 


Per  Cent 
Loss 


Per  Cent 
Efficiency 


Loss  in 
Horse  power 


5 

20 

10 

8 

4 

10 

4 

6 

8 

10 

7 


95 
80 
90 
92 
96 
90 
96 
94 
92 
90 
93 


50 
190 
76 
54.7 
25.2 
60.4 
21.7 
81.8 
89.3 
45.1 
28.4 


Total  power  utilized  for  operating  the  cars,  374.5  Horse  Power  or  37H  per 
cent  of  the  original  energy. 
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In  the  generation  and  transmission  of  power  for  lighting  purposes, 
the  losses  will  be  similar  to  those  above  mentioned,  up  to  and  in- 
cluding the  step-down  transformers  at  the  point  of  distribution. 
In  this  case,  however,  no  secondary  transformers  or  rotary  convert- 
ers would  be  necessary.  The  only  loss  between  the  step-down 
transformers  and  the  light  will  be  the  line  loss  assumed  at  five  per . 
cent  The  loss  in  the  individual  transformer  for  the  light  will  be 
about  eight  per  cent.,  leaving  the  available  energy  for  actual  use  in 
the  lamp  at  about  456.2  horse  power,  or  a  little  less  than  forty-six 
per  cent,  of  the  total  energy  in  the  head-race. 

In  the  case  of  the  utilization  of  this  energy  for  manufacturing 
purposes,  the  loss  would  be  the  same  up  to  and  including  the  step- 
down  transformers  at  the  point  of  distribution.  The  line  loss  in  the 
distribution  from  the  transformer  house  to  the  manufacturing  estab- 
lishment may  be  assumed  at  five  per  cent.  The  motor,  if  properly 
selected,  may  be  run  at  the  line  voltage,  and  no  transformer  losses 
need  be  considered.  The  motor  efficiency  is  here  shown  at  ninety- 
two  per  cent.,  although  in  most  cases  the  percentage  of  efficiency 
would  be  considerably  less. 

The  belt  loss  in  transmitting  the  power  from  the  motor  to  the  line 
shafting  is  estimated  at  five  per  cent. 

The  shafting  necessary  for  the  general  distribution  of  power 
through  the  factory  is  estimated  at  seventy-five  per  cent  efficiency. 

The  belt  loss  from  the  shaft  to  the  individual  machine  is  estimated 
at  an  additional  five  per  cent,  leaving  the  total  energy  available  for 
use  in  the  machine  at  308.8  horse  power,  or  about  thirty-one  per 
cent  of  the  original  energy  in  the  head-rate. 

It  should  be  noted  that  in  each  of  the  three  transmission  systems 
mentioned  above,  the  actual  power  utilized  at  the  point  of  applica- 
tion is  less  than  half  of  the  energy  available  in  the  head-race.  It  is 
the  function  of  the  engineer  to  see  that  these  losses  are  reduced  to 
the  greatest  practicable  extent.  These  losses  must  be  limited  in 
both  directions.  They  must  not  be  too  great,  nor  too  small.  They 
must  be  adjusted  at  the  point  where  true  economy  would  dictate. 
This  limit  is  the  point  where  the  capitalized  value  of  the  annual* 
power  lost  is  equal  to  the  capitalized  cost  of  effecting  further  saving. 
In  other  words,  true  economy  means  the  construction  of  a  plant 
that  will  save  all  the  power  or  energy  which  it  is  financially  desir- 
able to  save,  and  will  permit  such  waste  of  energy  as  true  economy 
directs. 
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a  I.  Average  Working  Efficiencies  of  an  Actual  Plant — That 
losses  similar  to  those  estimated  in  the  plant  previously  described 
are  actually  incurred  in  hydro-electric  plants  is  shown  by  the  rec- 
ords of  the  Seattle  Municipal  Light  and  Power  Plant. 

Table  3,  page  37,  gives  an  outline  of  the  losses  and  efficiencies  in  this 
plant  for  191 1.  These  data  were  presented  by  J.  D.  Ross  in  a  paper 
before  the  Pacific  Coast  Section  of  the  American  Institute  of  Elec- 
trical Engineers  (see  Trans.  Am,  Inst.  E.  E.  Vol.  XXXI,  p.  471). 
The  figures  g^ven  are  believed  to  approximate  closely  the  true 
values,  since  g^eat  care  was  taken  in  the  measurements  which  were 
made  with  frequently  calibrated  instruments.  All  results  were 
checked  in  as  many  ways  as  practicable. 

The  Seattle  plant  is  a  hydro-electric  system  delivering  water  to 
two  1500  KW  Pelton  units  and  two  5000  KW  turbine  units  under 
600  feet  head  through  two  pipes  approximately  three  and  one-half 
miles  long,  one  of  which  is  sixty-seven  and  three-fourths  and  the 
other  forty-nine  inches  inside  diameter.  The  current  is  transmitted 
at  60,000  volts  through  two  lines  to  Seattle,  a  distance  of  thirty-eight 
and  seven-tenths  miles,  and,  is  there  distributed  at  15,000  and  2,400 
volts  for  use  by  approximately  20,000  customers  and  for  the  city 
street  lighting. 

aa.  Graphical  Calculation  of  Plant  Losses  at  All  Loads. — Fig.  21, 
page  38,  shows  a  graphical  analysis  of  the  losses  which  might  be 
entailed  and  the  efficiencies  which  might  be  secured  in  each  unit 
and  in  a  combined  modern  hydro-electric  plant  of  first  class  design 
and  construction,  and  under  all  conditions  of  load  from  full  load  to 
no  load.  The  method  used  in  making  this  graphical  analysis  is 
fairly  self-explanatory  and  is  discussed  in  greater  detail  by  the 
author  in  another  volume  (see  "Hydraulic  Machinery").  The  last 
efficiency  curve  on  the  right  of  this  diagram  shows  the  plant  ef- 
ficiency and  is  based  on  the  ratio  of  energy  delivered  at  the  cus- 
tomer's switchboard  to  the  energy  of  the  water  input  to  the  hydrau- 
lic plant.  The  average  resulting  efficiencies  of  a  plant  for  the  day, 
week  or  year  will  depend  upon  the  varying  load  which  the  plant 
must  carry;  it  will  never  equal  the  full  load  efficiency  of  the  plant 
except  under  unusual  or  test  conditions.  From  this  diagram  it  will 
be  noted  that  a  first  class  plant  should  deliver  from  sixty-five  per 
cent,  to  sixty-eight  per  cent,  of  the  theoretical  power  of  the  water 
even  with  considerable  fluctuation  in  load,  provided  the  load  is  not 
too  small  in  comparison  to  the  plant  capacity. 


Digitized  by 


Google 


Graphical  CeJcuIation  of  Plant  Losses. 


37 


I 


fi 
? 

O 


I 


s 

•9  Pa 


« 

« 


9 


ft® 


^5 


i 


sw 


•si* 


g5S 


U»OOOOfc*Oe40kC«O)OO^OC4i-4^MOOC9 


§i§i§§§l§.§§iii§§§§§i§§§§§§§§§§§§§§ 


»  r^ 


«e«eiOIOM  MMMM94M 


§§§l§pi§§§l§§ 


§§ll§.§§§§§§§i§§§§§§ 


koe4e4eoOooi-4OOi-4e4«DOooo»(0t«oooo 


IT 

l« 
re* 

—03 

o 
ig|g 

etc  teas 


II 

if  >^— 


5533 


Digiti 


zed  by  Google 


Power 


|«8«8^^|^§§|tl«ft8%%««^ 


fyuatoijjg 


JJTCfUfaftMOcf 


Digitized  by 


Google 


Units  of  Energy.  39 

It  should  be  noted,  however,  that  poor  design  or  construction  fre- 
quently reduces  this  output  to  fifty  per  cent,  or  less  of  the  theoreti- 
cal power  of  the  stream. 

23.  Units  of  Energy. — Energy  is  known  by  many  names  and  ex- 
ists in  many  forms  which  seem  more  or  less  independent.  The  prin- 
cipal forms  of  energy  are  measured  by  various  units  (see  Table  5, 
page  42).  Those  most. commonly  considered  in  power  development! 
and  transmission  are  as  follows : 

Work  is  energy  applied  to  particular  purposes.  In  general  it  is  ■ 
energy  overcoming  resistance,  mechanically  it  is  the  exertion  of 
force  through  space. 

Power  is  the  rate  of  work,  or  the  relative  amount  of  work  done  in 
a  given  space  of  time. 

The  unit  of  work  is  the  foot  pound,  or  the  amount  of  work  re- 
quired to  raise  one  pound  one  foot.  One  pound  raised  one  foot, 
one-tenth  pound  raised  ten  feet,  ten  pounds  raised  one-tenth  of  a 
foot,  or  any  other  sub-division  of  pounds  and  feet  whose  product 
will  equal  unity  requires  one  foot-pound  of  work  to  perform  it. 

The  unit  of  power  is  based  on  the  unit  of  work,  and  is  called 
'Tiorse  power."  It  is  work  performed  at  the  rate  of  550  foot  pounds 
per  second,  or  33,000  foot  pounds  per  minute. 

Units  of  Heat,  The  unit  of  heat  is  the  amount  of  heat  which  will 
raise  one  pound  of  water  from  thirty-nine  degrees  Fahr.  to  forty 
degrees  Fahr.  at  atmospheric  pressure.  It  is  called  the  British 
Thermal  Unit,  and  is  indicated  by  the  initials  B.  T.  U. 

Electric  Unit.  The  unit  of  quantity  of  electricity  is  the  coulomb. 
One  coulomb  per  second  is  called  an  ampere,  and  one  ampere  under 
a  volt  pressure  is  equal  to  a  watt,  the  unit  of  electric  power. 

Water  Power.  Water  power  is  the  power  obtained  from  a  weight 
of  v^rater  moving  through  a  certain  space.  In  water  power  the  unit 
of  quantity  may  be  the  gallon  or  the  cubic  foot;  the  unit  of  head 
may  be  the  foot ;  and  the  unit  of  time  may  be  the  second  or  minute. 
The  weight  of  water,  unless  highly  mineralized,  at  ordinary  tem-» 
perature,  varies  from  62.3  to  62.5  pounds  per  cubic  foot.  As  these 
weights  vary  from  each  other  less  than  one-third  of  one  per  cent., 
the  diflFerence  is  insignificant  in  practical  problems  where  the  errors 
and  uncertainties  are  often  large.  In  the  further  discussion  of  this 
subject,  therefore,  the  weight  of  62.5  pounds  is  used  as  the  most 
convenient  in  calculation  (see  Table  5,  page  42). 

Steam  Power.  The  unit  of  steam  power  in  ordinary  use  is  the 
pound  of  steam,  its  pressure,  and  rate  of  use.    It  is,  however,  based 


Digitized  by 


Google 


40  Power. 

on  the  heat  unit,  and  must  be  so  considered  for  detailed  examina- 
tion. 

Definite  quantities  of  work  are  also  designated  by  the  "horse 
power  hour"  equivalent  to  1,980,00x3  foot  pounds,  and  the  "kilowatt 
hour,"  equivalent  to  2,654,150  foot  pounds. 

The  pound  of  steam  may  be  considered  as  containing  an  average 
of  1,000  British  thermal  units,  which  may  be  utilized  for  power. 
This  is  equivalent  to  778,000  foot  pounds. 

34.  Conversion  of  Energy  Units. — ^The  various  forms  of  energy  as 
expressed  by  the  units  named  are  convertible  one  into  another  in 
certain  definite  ratios  which  have  been  determined  by  the  most  care- 
ful laboratory  methods.  In  considering  these  ratios,  however,  it 
must  be  remembered  that,  as  shown  in  the  preceding  examples,  in 
the  transformation  from  one  form  of  energy  into  another  the  ratios 
given  cannot  be  attained  in  practice  on  account  of  losses  which  can 
not  be  practically  obviated.  Such  losses  must  be,  in  good  practice, 
reduced  to  a  minimum,  and  the  ratios  g^ven  are,  therefore,  the  end 
or  aim  toward  which  good  practice  strives  to  attain  as  nearly  as 
practicable  when  all  conditions  and  facts  are  duly  considered. 

Energy  must  be  considered  in  two  conditions  as  well  as  in  the 
above  named  forms,  viz. :  passive  and  active  or  potential  and  kinetic. 
Potential  energy  is  energy  stored  and  does  not  necessarily  involve 
the  idea  of  work.  Kinetic  energy  is  energy  in  action  and  involves 
the  idea  of  work  done  or  power  exerted  and  for  its  measurement 
must  be  considered  in  relation  to  time. 

The  most  common  units  of  potential  energy  and  their  equivalents 
are  as  follows  (see  also  Table  4,  page  42)  those  most  commonly  used 
being  printed  in  italic  type : 

The  foot  pound  (one  pound  raised  one  foot) 
=  1/62.5  or  .016  foot  cubic  foot  (of  water). 
=  1/8.34  or  .12  foot  gaUon  (of  water). 
^  1/2655.4  or  .0003766  volt  coulombs. 
=  1/778  or  .001285  British  thermal  units. 
The  foot  cubic  foot  (one  cubic  foot  of  water  raised  one  foot) 
=  62.5  foot  pounds, 
=  7Ji8  foot  gallons. 
=  .08  British  thermal  units. 
=  .02353  volt  coulombs. 
The  foot  gallon  (one  gallon  of  water  raised  one  foot) 
=  8,S4  foot  pounds. 
=  .01072  British  thermal  units. 
=  .00314  volt  coulombs. 
=  .1334  foot  cubic  feet. 
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The  volt  coulomb 

==  2655.4  foot  pounds. 

==42.486  foot  cubic  feet 

s=  318.39  foot  gallons. 

«  3.414  British  thermal  units. 
The  British  thermal  unit 

=  778  foot  pounds, 

« 12.448  foot  cubic  feet 

=  93.28  foot  gallons. 

=  .2929  volt  coulombs. 
Quantities  of  energy  available,  used  or  to  be  used,  and  either  po- 
tential or  kinetic  may  be  measured  in  the  above  units. 

When  the  rate  of  expenditure  is  also  stated  these  units  express 
units  of  power.  Some  of  the  equivalent  values  of  power  are  as  fol- 
lows: 

The  horse  power 

==^lfl80p00  foot  pounds  per  hour. 

=  33000  foot  pounds  per  minute. 

=  550  foot  pounds  per  second. 

=3  31680  foot  cubic  feet  per  hour. 

=  528  foot  cubic  feet  per  minute. 

=  8.8  foot  cuhic  feet  per  second. 

e=  237600  foot  gallons  per  hour. 

^^3960  foot  gallons  per  minute. 

=  66  foot  gallons  per  second. 

=  746  watts. 

=  2545  British  thermal  units  per  hour. 

>=  42.41  British  thermal  units  per  minute. 

=  .707  British  thermal  units  per  second. 
The  foot  pound  per  minute 

=  1/33000  or  .0000303  horse  power. 

=  1/778  or  .00129  British  thermal  units  per  minute. 

=  .0226  watts. 

=  1/8.34  =  .12  foot  gallons  per  minute. 

sc  1/62.5  =  .016  foot  cubic  feet  per  second. 
The  foot  cubic  foot  per  minute 

=  62.5  foot  lbs.  per  minute. 

=:  1/528  ^  .00189  horse  power. 

=  1.412  watts. 

»=  7.48  foot  gallons  per  minute. 

=  .0803  British  thermal  units  per  minute. 
The  foot  cubic  foot  per  second 

=  3750  foot  lbs.  per  minute. 

«»  62.5  foot  lbs.  per  second. 

■=  1/8.8  =  .1136  horse  power. 

«s  448.8  foot  gallons  per  minute. 
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>B  7.4S  foot  gallons  per  second. 

*«  4.820  British  thermal  units  per  minute. 

».0803  British  thermal  units  per  second. 
The  watt 

B»  44.24  ft  lbs.  per  minute. 

=  .00134  horse  power. 

«.0568  BHtish  thermal  uniU  per  minute. 

=  5.308  foot  gallons  per  minute. 

—  .7089  ft  cu.  ft  per  minute. 
The  British  thermal  units  per  minute 

=  778  ft,  fbB,  per  minute, 

Bs  .02367  horse  power. 
,  =17.58  watts. 

«  93.28  ft  gal.  per  minute. 

ss  12.48  ft  cu.  ft  per  minute. 

TABLE  4. 
Equivalent  Units  of  Energy. 
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TABLE  6. 
Equivalent  Measures  and  Weights  of  Water  at  4®  Centigrade — 5P.2®  Fahrenheit, 
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CHAPTER  III 

THE  LOAD 

THE  LOAD  CURVE  AND  LOAD  FACTOR,  AND  THEIR  INFLUENCE  ON 
THE  EFFICIENCY  AND  DESIGN  OF  WATER  POWER  PLANTS 

25.  Variation  in  Load. — ^All  power  plants  are  subjected  to  more 
or  less  change  in  load,  and  this  continually  changing  load  has  an 
important  bearing  on  the  economy  of  the  plant,  and  should  be  care- 
fully considered  in  its  design  and  construction. 

If  the  power  output  of  any  plant  be  ascertained,  minute  by  minute 
or  hour  by  hour,  either  by  means  of  recording  devices  or  by  reading 
the  various  forms  of  power  indicators  usually  provided  for  such 
purposes,  and  a  graphical  record  of  such  readings  be  made,  a  curve 
varying  in  height,  in  proportion  as  the  power  varies  from  time  to 
time,  will  result.  This  curve  is  termed  the  daily  load  curve.  The 
load  curve  itself  will  vary  from  day  to  day  as  the  various  demands 
for  power  vary,  but  it  usually  possesses  certain  characteristic  fea- 
tures which  depend  on  the  load  tributary  to  each  plant  and  which 
vary  somewhat  as  the  seasons  or  other  conditions  cause  the  load  to 
vary. 

The  characteristics  of  the  load  curve,  due  to  certain  demands,  can 
be  quite  safely  predicted.  A  power  plant  in  a  large  city,  for  ex- 
ample, will  carry  a  comparatively  small  continuous  night  load. 
This,  in  dark  weather  and  in  winter,  will  be  increased  by  the  early 
risers  who  are  obliged  to  go  early  to  shop  and  factory.  These  de- 
mands usually  begin  to  aflfect  the  load  curve  about  5  A.  M.  and  may 
cease  wholly,  or  in  part,  by  7  A.  M.,  depending  on  the  season  and 
latitude.  From  7  to  8  A.  M.  the  motor  load  begins  to  be  felt.  This 
may  reach  a  maximum  from  10  to  12,  and  usually  decreases  from 
12  to  2  during  the  lunch  hours.  The  maximum  load  usually  comes 
in  the  afternoon  when  business  reaches  a  maximum,  and  when  the 
largest  amount  of  power  and  also  light  (in  the  late  afternoon)  are 
used.  The  load  begins  to  decrease  after  the  evening  meal,  as  the 
demand  for  light  lessens,  and  may  agfain  increase  somewhat  as  the 
theatres  and  halls  open  for  evening's  amusements.  The  character 
of  the  load  curves,  due  to  various  loads,  is  best  understood  by  a 
study  of  the  actual  curves  themselves. 
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Load  Curves  of  Light  and  Power  Plants.  47 

a6.  LfOad  Curves  of  Light  and  Power  Plants. — ^The  curves  shown 
in  Fig.  22,  page  46,  are  from  the  plants  of  the  Hartford  Electric 
Light  Co.,  of  Hartford,  Conn.,  and  will  illustrate  variation  of  the 
load  curve  at  diflferent  seasons  of  the  year  (see  "The  Electrical 
World  and  Engineer"  March  8th,  1902).  This  plant  is  a  combined 
water  and  steam  power  plant,  and  is  provided  with  a  storageTatteiry 
tqjassist  in  equalizing  the  load.  These  curves  are  described  as 
follows: 

"On  a"week  day  in  January,  1901,  the  maximum  load  was  2720  k.  w. 
and  the  total  energy  output  was  30249  k.  w.  hours.  The  average 
hourly  load  was  then  1260  k.  w.  or  forty-six  per  cent,  of  the  maxi- 
mum load.  On  this  same  day  the  battery  discharged  at  the  rate  of 
260  k.  w.  at  the  peak  of  the  load.  In  the  early  morning  hours  of 
this  day  the  load  on  the  system,  apart  from  battery  charging, 
reached  its  minimum  at  612  k.  w.,  or  only  22.5  per  cent,  of  the  maxi- 
mum load.  In  July,  1901,  the  maximum  load  on  a  certain  week  day 
was  1390  k.  w.,  and  the  minimum  250  k.  w.,  or  eighteen  per  cent,  of 
the  former.  The  total  output  on  this  day  was  25,105  k.  w.  hours,  so 
that  the  average  load  during  the  twenty-four  hours  was  1046  k.  w. 
or  seventy-five  per  cent,  of  the  maximum.  In  January,  the  maxi- 
mum load  came  on  between  4  and  5  P.  M.,  when  lighting  was  the 
predominant  factor,  but  in  July  the  greatest  demand  came  on  the 
system  in  the  latter  part  of  the  forenoon,  and  must  have  been  made 
up  in  large  part  by  requirements  for  electric  power.  By  December 
1901,  the  maximum  load  reached  2838  k.  w.  and  the  minimum  612 
k.  w.  The  approximate  capacity  of  all  connected  lamps  and  motors 
in  that  month  was  8530  k.  w.  The  maximum  load  for  the  Decem- 
ber day  of  2838  k.  w.  is  only  thirty-three  per  cent,  of  the  connected 
capacity.  On  this  day  the  total  output  was  32,191  k.  w.  hours,  so 
that  the  average  load  during  the  twenty-four  hours  was  1342  k.  w. 
This  average  is  fifteen  per  cent,  of  the  total  capacity  of  connected 
lamps  and  motors." 

Figure  23,  page  48,  shows  daily  load  curves  from  the  Christiania 
Power  Stations,  of  Christiania,  Norway.  In  this  figure  are  shown 
the  maximum,  the  minimum,  and  a  mean  curve  for  the  entire  year. 
The  diflFerence  between  the  maximum  and  minimum  curves  is  here 
very  marked.  This  is  readily  ascribed  to  the  high  latitude  of 
Christiania  as  the  long  twilights  of  summer  render  lighting  at  that 
season  almost  unnecessary,  while  the  very  short  and  dark  days  of 
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winter  create  not  only  a  high  maximum  but  a  high  continual  de- 
mand during  the  entire  day.  No  data  as  to  kind  of  load  are  available. 
Figure  24,  page  49,  is  a  power  curve  from  the  New  York  Edison 
Company.  On  August  i,  1905,  there  were  connected  up  to  the  system 
of  the  New  York  Edison  Company  an  equivalent  of  1,651,917  incan- 
descent lamps,  22,093  arc  lamps,  2,539  ^'  w.  in  storage  batteries  and 
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Pig.  23.^Typlcal  Enectrlc  Lighting  Load  Curves.    Ohristiania,  Norway,  Power 

Stations  (see  page  47). 

99,258  H.  P.  in  motors.  The  lighting  load  forms  52.2  per  cent  of 
the  connected  load. 

The  eflfect  of  extraordinary  conditions  on  the  load  curve  and  the 
necessity  of  some  kind  of  storage  to  provide  for  the  same,  is  well 
illustrated  by  Fig.  25,  page  49,  which  shows  the  effect  on  the  load 
curve  of  a  lighting  plant  of  a  sudden  thunderstorm.  When  such  a 
storm  occurs  in  the  late  afternoon  the  light  load  from  schools,  offices, 
stores,  etc.,  may  be  suddenly  thrown  on,  and  the  result  may  be  an 
extraordinary  load  which  the  plant  must  meet. 

27.  Factory  Load  Curves. — Shop  and  factory  loads  are  supposed 
to  be  the  most  uniform  in  character,  yet  they  are  subject  to  great 
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variation,  due  to  the  sudden  turning:  on  or  off  of  the  machines. 
Fig.  26,  page  51,  shows  the  load  curve  of  the  Pennsylvania  Railroad 
Shops  at  Altoona,  Pennsylvania. 

The  shops  of  the  Pennsylvania  Railroad  are  located  in  and  around 
Altoona,  Pennsylvania,  in  groups,  each  group  being  supplied  by  its 
own  power  station.  No  data  as  to  the  number  and  power  of  motors 
connected  up  are  available,  but  the  following  shows  to  some  extent 
how  the'  load  is  divided.  The  Machine  Shop  power  plant  embraces 
3-300  k.  w.  generators,  one  Brush  arc  generator  (power  unknown), 
and  a  forty  H.  P.  ThonMon-Houston  arc  generator  for  lighting 
shop  and  grounds.  At  the  Car  Shops  4-250  k.  w.  and  1-625  k.  w. 
generators  are  used.  Current  is  supplied  to  seventy-five  arc  lights 
in  shops  and  yards.  At  the  Juniata  shops  3-300  k.  w.  generators 
are  used  for  power  purposes  only.  At  South  Altoona  the  generat- 
ing station  embraces  1-50  k.  w.,  and  2-500  k.  w.,  and  2-300  k.  w. 
generators.  The  loads  are  quite  variable,  as  would  be  expected  in 
a  railroad  shop,  there  being  some  very  heavy  machines  in  intermit- 
tent operation,  one  planer  running  as  high  as  eighty  H.  P.,  while 
twenty  H.  P.  motors  are  numerous.  The  normal  load  is  less  than 
the  maximum,  but  the  latter  is  frequently  reached. 

A,  B  and  C,  Fig.  2,7,  page  52,  are  three  typical  factory  load  curves 
which  represent  types  of  load  curves  from  three  different  electric 
power  stations,  A  in  an  Eastern,  B  in  a  Central,  and  C  in  a  far 
Western  state.  These  curves  are  taken  from  an  article  on  "The 
Economics  of  Electric  Power"  in  Cassier's  Magazine  for  March, 
1894.  The  circuits  from  these  stations  are  exclusively  motor  cir- 
cuits, the  nimiber  of  motors  connected  being  given  in  the  table  on 
page  53.  On  the  circuits  covered  by  the  diagram  B  some  of  the  mo- 
tors are  five  miles  and  more  distant  from  the  power  stations. 

One  deduction  whichmay  be  made  from  a  study  of  these  curves 
is  tfiat  in^n  electrical  power  systemjwhere  a  considerable  number 
of  motors  are  employed  the  initial  dynamo  plant  need  not  be  equal 
to  the  totaX,motor  jpad.  In  the  case  in  hand  the  curves  show  that 
the  generator  need  be  but  from  twenty-five  per  cent,  to  forty  per 
cent,  of  the  rated  capacity  of  the  motors  connected.  In  order  to 
check  off  this  phenomenal  condition  actual  meter  readings  were 
taken  monthly  from  fifty-three  different  shops  covering  a  period  of 
from  four  to  six  months,  current  to  these  shops  being  sold  on  the 
meter  basis.  The  results  showed  that  only  twenty-five  and  one-half 
per  cent,  of  the  nominal  capacity  of  the  motors  was  employed,  thus 
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practically  checking  the  conditions  indicated  by  the  diagrams  of 
the  central  power  stations. 

28.  Railway  Load  Curves. — The  power  load jnost  subject  to  vio« 
lent  fluctuations  is  that  utilized  for  railway  purposes.    The  sudden 
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changes  in  the  demand  for  power  occasioned  by  stopping  and  start- 
ing of  cars,  which  may,  under  some  conditiofis,  occur  simultaneously 
are  often  very  rapid  and  the  resulting  load  fluctuations  very  great. 
Figures  28  and  29,  page  54,  show  two  sets  of  curves  taken  from  the 
power  charts  of  the  International  Railway  Company  of  Buffalo, 
which  may  be  considered  typical  for  electric  railways.  Each  chart 
has  two  sets  of  curves,  one  for  the  city  lines,  on  which  the  traffic  is 
purely  urban  in  character,  and  the  other  for  the  Tonawanda,  Lock- 
port  and  Olcott  Line,  which  is  an  interurban  line.  In  either  set  the 
total  load  at  any  time  is  represented  by  the  ordinate  to  the  highest 
curve  in  that  set.  The  amount  of  load  carried  by  any  portion  of 
the  system  is  represented  by  the  difference  between  the  ordinates 
to  the  curve  of  that  portion  and  to  the  curve  next  below.  On  the 
urban  lines  two  peaks  will  be  observed,  one  at  8  A.  M.  and  one  at 
6  P.  M.,  for  both  winter  and  summer,  the  afternoon  peak  of  the 
former  being  nearly  seventy-five  per  cent,  greater  than  the  latter. 
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however.    The  load  curve  of  the  interurban  line  appears  to  be  nearly 
uniform  throughout  the  year. 

39*  Growth  of  Load^ — ^While  occasionally  a  power  plant  may  be 
designed  for  certain  fixed  conditions  of  load  from  which  no  material 
changes  need  be  contemplated,  in  most  cases  such  plants  must  be 
so  installed  as  to  provide  for  an  ultimate  increase  with  the  normal 
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Fig.  30. — Qrowth  of  the  Output  of  Commonwealth  Edison  Company  of  Chicago 

(see  page  56). 

growth  of  business.  In  the  case  of  public  utilities,  a  power  plant 
must  grow  and  develop  both  with  the  growth  of  the  demand  for 
energy  which  must  be  normally  expected  as  the  advantage  of  the 
utility  becomes  recognized  by  the  community,  and  with  the  growth 
of  population  of  the  community  as  well. 

The  immediate  demands  for  power  on  the  completion  of  a  plant 
will  therefore  seldom  fix  the  ultimate  limits  for  which  a  plant  should 
be  designed,  and  the  probable  future  growth  as  well  as  the  character 
of  the  immediate  load,  must  be  carefully  considered  in  the  selection 
of  machinery  and  the  provision  for  the  future. 
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Figure  30,  page  55,  shows  the  comparative  growth  in  the  power  de- 
mand for  various  services  as  well  as  the  growth  of  total  demand  on 
the  plants  of  the  Commonwealth  Edison  Company  of  Chicago  (see 
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Fig.  SL^Average  Daily  Load  Curve  for  Each  Tear  of  Commonwealth  Edison 

Company  of  Chicago. 

Electrical  World,  May  16,  1908).  Fig.  31,  shows  the  average 
load  curve  of  the  company  for  each  year  from  1898-99  to  1906-7 
obtained  by  averaging  the  load  at  each  hour  in  the  day  for  the  en- 
tire year  from  July  to  June  inclusive.    The  variation  between  tlie 
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summer  and  the  winter  load  curves  as  well  as  the  growth  in  each 
is  shown  by  Fig.  32  and  Fig.  33  (from  Western  Electrician,  May  16^ 
1908). 

The  growth  in  the  power  demand  on  the  plants  of  the  Hartford 
Electric  Light  Co.  of  Hartford,  Connecticut,  is  shown  in  Fig.  34,  page 
58,  which  is  a  combined  annual  load  curve  for  several  years,  and  not 
only  shows  the  increase  in  the  electrical  output  of -this  system  for 
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Pig.  32. — Summer  Load  Curves. 


Fig.  33. — ^Winter  Load  Curves. 


Curves  Showing  the  Growth  and  Seasonal  Daily  Variations  in  Output  of  Com« 
monwealth  Edison  Company  of  Chicago. 

the  years  from  1898  to  1905,  but  also  the  annual  monthly  change  in 
load  from  a  maximum  in  December  or  January  to  a  minimum  in 
June  or  July.  This  variation  fortunately  accompanied  similar  varia- 
tion in  the  flow  of  the  Farmington  river  on  which  most  of  the 
power  vy^s  developed. 

'Up  to  the  middle  of  1898  the  entire  load  of  this  company  was 
carried  by  a  single  water  power  plant.  The  natural  increase  in  de- 
mand for  power  necessitated  the  construction  of  a  second  plant 
on  the  same  river,  and  up  to  January,  1905,  the  two  water  power 
plants  were  able  to  carry  most  of  the  load,  steam  auxiliaries,  how- 
ever, being  occasionally  used,  as  indicated  by  the  dotted  line. 

Figure  35,  page  59,  is  a  load  curve  of  The  London  Hydraulic  Supply 
Co.,  which  is  rather  exceptional  in  that  the  power  is  used  almost 
entirely  for  running  elevators  and  is  therefore  almost  exclusively  a 
day  load.  The  London  Hydraulic  Supply  Company  furnishes  water 
under  a  pressure  of  750  pounds  per  square  inch  through  a  system  of 
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mains  eighty-six  miles  long.  In  1894,  2915  machines  were  con- 
nected to  this  system,  of  which  650  were  passenger  elevators,  2000 
freight  elevators  and  cranes,  ninety  presses  of  various  kinds,  ninety- 
five  motors,  and  eighty  fire  hydrants.  Each  1000  gallons  of  water 
pumped  represents  8.738  H.  P.  hours,  therefore,  the  maximum  on 
the  diagram  represents  about  1200  H.  P.    The  preponderant  infiu- 
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Fig.  84. — ^Energy  Output  of  Hartford  Electric  Light  Co.    (from  Electrical 
World  and  Engineer).     (See  page  57.) 

ence  of  the  elevator  load  is  shown  in  the  rapid  rise  from  6  to  lo 
A.  M.  and  the  somewhat  slower  decline  from  4  to  12  P.  M. 

The  growth  of  the  service  in  seventeen  years  is  indicated  by  the 
change  in  the  load  curve. 

30.  Load  Conditions  for  Maximum  Economy. — Itjs  manifest  that 
a  plant  will  produce  its  maximum  output  if  it  be  operated  at  full 
load  for  as~much'of  the  time  as  practicable.  If  it  operates  at  less 
than  full  load,  its  output  will  be  reduced  and  its  income  will  also  be 
reduced  unless  more  is  charged  for  the  power  delivered  under  such 
conditions.    If  the  load  carried  for  a  large  portion  of  the  time  is 
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comparatively  small  and  the  returns  for  such  power  are  not  propor- 
tionately large,  the  plant  may  for  this  reason  be  found  unprofitable. 
On  every  plant  the  fixed  charg^es,  which  include  interest  on  first  ^ 
cost,  depreciation  charges  and  taxes,  continue  at  a  uniform  rate  O 
every  hour  of  the  day  and  every  day  of  the  year.    The  operating 
expenses  may  increase  somewhat  with  the  total  amount  of  powei 
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Fi^.  35. — ^Maximum  Days  of  Pumping — London  Hydraulic  Supply  (Cassier'a 
Magazine).     (See  page  57.) 

furnished,  but  not  in  proportion.  An  increase  in  the  total  output 
of  a  given  plant,  if  the  unit  charge  for  power  be  constant,  means, 
therefore,  a  direct  increase  in  the  net  earnings  of  the  plant,  and  un- 
less the  power  plant  is  constantly  operating  at  its  maximum  capac- 
ity, its  earning  capacity  is  not  at  the  highest  point. 

It  will  be  noted  at  once  that  if  a  machine  could  be  operated  at  its 
full  capacity  for  the  entire  time,  that  the  work  done  would  be  ac- 
complished under  the  most  economical  conditions  so  far  as  each 
unit  of  output  (horse  power  hour  or  kilowatt  hour)  is  concerned. 
The  interest  on  the  first  cost  and  other  fixed  charges  will  be  charge- 
able to  the  maximum  number  of  power  units.    The  cost  of  wear 
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and  of  repairs,  while  increasing  with  the  amount  of  power  furnished^ 
is  not  in  direct  proportion  thereto  and  decreases  per  unit  as  the 
average  load  carried  reaches  nearer  the  maximum  capacity  of  the 
machinery  used.  The  same  is  true  of  the  cost  of  attendance  and 
most  other  operating  expenses. 

31.  The  Load  Factor. — ^The  term  'Uoad  factor'*  is  defined  as  fol- 
lows, in  the  standardization  rules  of  the  American  Institute  of  Elec- 
trical Engineers : 

"The  load  factor  of  jt  machine,  ^lant,  or  system  is  the  ratio  of  the 
average  power  to  the  maximum^  power  during  a  certain  period  of 
time.  The  average  power  is  taken  over  a  certain  period  of  time, 
such  as  a  day  or  a  year,  and  the  maximum  is  taken  over  a  short 
interval  of  the  maximum  load  within  that  period.  In  each  case  the 
interval  of  maximum  load  should  be  definitely  specified." 

The  National  Electric  Light  Association  defines  the  "load  factor" 
as  "The  fraction  expressed  in  per  cent,  obtained  by  dividing  the 
average  load  for  any  given  period  of  time  by  the  highest  average 
load  for  any  one  minute  during  the  same  period  of  time." 

While  these  definitions  are  easily  understood,  there  is  consid- 
erable variation  in  the  use  of  the  term  due  to  its  careless  application 
to  the  ratio  of  average  load  to  maximum  load  for  the  time  of  actual 
operation  only,  based  on  a  ten  or  twelve  hour  day  or  a  six  day 
week,  etc.  To  obviate  the  uncertainty  of  the  meaning  of  the  terms 
employed,  the  National  Electric  Light  Association  has  suggested 
the  term  "operating-time  load-factor,"  which  it  defines  as  a  load 
factor  considered  only  during  the  time  of  operation. 

The  use  of  these  terms  by  engineers  should  be  confined  to  their 
meaning  as  defined,  or  when  used  differently,  the  use  should  be 
clearly  defined.  As  the  term  is  defined,  it  bears  no  necessary  rela- 
tion to  the  total  machine  capacity  of  the  plant  nor  to  the  capacity  of 
the  machines  in  actual  operation,  an  expression  for  which  sometimes 
seems  desirable. 

The  ratio  between  the  average  load  and  the  capacity  of  the  ma- 
chines  used,  may  be  termed  the  "machine  factor." 

When  the  plant  has  reached  the  growth  for  which  it  was  de- 
signed, the  "machine  factor"  and  "load  factor"  on  the  day  of  maxi- 
mum load  would  be  the  same  if  the  load  factor  could  be  accurately 
predetermined  and  the  machinery  accurately  selected  for  the  same, 
there  being  of  course  a  certain  additional  reserve  capacity  in  the 
plant  to  take  care  of  repairs,  possible  breakage  and  perhaps  extra- 
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ordinary  conditions.  The  ratio  of  the  Average  load  carried  to  the 
total  capacity  of  the  station  is  sometimes  called  the  "capacity  fac- 
tor,"  which  always  must  be  less  than  the  "machine  factor,"  and 
"load  factor,"  the  amount  depending  upon  the  contingencies  of  op- 
eration and  the  necessity  for  a  greater  or  less  factor  of  safety. 

The  capacity  of  the  machinery  which  must  be  installed  in  any 
power  plant  depends  more  largely  on  the  maximum  load  that  the 
plant  must  carry  than  on  the  total  output  of  the  plant.  It  is  evi- 
dent that  a  machine  will  produce  the  maximum  output  if  it  can  be 
operated  at  its  full  load  capacity  to  as  great  an  extent  as  practic- 
able ;  and  on  the  other  hand,  the  maximum  output  will  be  obtained 
under  these  conditions  with  the  smallest  investment  for  machinery. 

33.  Effect  of  Load  Factor  on  Necessary  Plant  Capacity. — Water 
power  plants  arc  commonly  designed  to  produce  an  approximately 
fixed  output  which  depends  in  its  amount  on  both  the  hydraulic  re- 
sources and  the  market.  This  fixed  amount  may  be  an  ultimate  end 
to  be  attained  rather  than  an  immediate  installation,  and  the  imme- 
diate installation  may  be  modified  in  amount  both  by  the  immediate 
market  and  the  uncertainties  as  to  how  the  ultimate  output  will  be 
distributed.  In  any  event,  the  distribution  of  load  will  greatly 
modify  the  ultimate  necessities  for  machine  capacity. 

If  a  water  power  plant  is  to  be  installed  to  develop  a  total  given 
output  of  say  90,000  H.  P.  hours  per  day,  the  selection  of  the 
machinery  will  depend  on  the  relation  between  the  highest  and  the 
average  load  it  must  be  expected  to  carry. 

If  its  load  were  equally  distributed  through  every  hour  of  the  day 
and  year,  a  minimum  installation  of  machinery  would  be  required, 
for  the  plant  would  be  required  to  develop  3750  H.  P.  continuously, 
and  would  need  a  capacity  only  sufficient  to  carry  this  load  and 
provide  for  the  necessary  reserve  to  take  care  of  accidents  and  re- 
pairs. With  such  a  continuous  load,  which  is  seldom  if  ever  ob- 
tained, the  load  factor  would  be  100  per  cent  If  the  same  output 
must  be  delivered  in  half  the  time,  or  if  the  average  load  during 
twenty-four  hours  is  3750  H.  P.,  and  the  peak  load  reaches  7500 
H.  P.  for  even  a  few  minutes,  twice  the  machinery  for  active  op- 
eration^  or  7500  H.  P.,  would  be  required  (see  Fig.  36,  page  62), 
and  the  load  factor  would  be  fifty  per  cent 

Table  6,  page  63,  shows  the  relations  of  the  total  active  machine  ca- 
pacity necessary  to  develc^  the  total  output  of  gofioo  H.  P.  per  day, 
with  various  load  Actors. 
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Fig.  36« — ^Relation  of  Machine  Capacity  to  Load  Factor  (see  page  61). 
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The  second  column  shows  the  capacity  of  the  plant  required  dur- 
ing^  the  period  of  maximum  load.  To  this  a  certain  reserve  capacity 
must  commonly  be  added  to  provide  for  the  necessary  maintenance 
and  repair  of  the  machine. 

The  third  column  shows  the  number  of  hours  that  the  machinery 
would  operate  at  its  maximum  load  to  furnish  the  daily  output  of 
the  plant. 

TABLE  6. 


LoadFftctor 

Active  Horse  Power 

Relative  Hours  of  Use 

Percent 

Capacity  of  Machinery 

at  Maximum  Capacity 

100 

3750 

24 

75 

5000 

18 

60 

7500 

12 

411 

9000                   j 

10 

331 

11250 

8 

26 

15000 

6 

From  Table  6  it  is  evident  that  the  manner  in  which  a  given 
output  is  to  be  distributed  will  have  a  great  effect  on  the  design  of 
a  plant,  and  on  the  necessary  cost  of  providing  for  such  an  output 

As  the  load  factor  is  the  ratio  between  average  and  maximum 
load,  a  given  load  factor  may  result  from  a  great  variety  of  load 
distribution  (see  Fig.  36,  page  62).  For  the  purpose  of  plant  de- 
sign, the  approximate  distribution  of  the  load  throughout  the  day, 
week,  month  and  year  must  be  known,  estimated  or  assumed. 

33.  Effect  of  LfOad  Factor  and  Load  Curve  on  Machine  Selection. — 
In  order  to  have  a  plant  work  to^he  maximum  advantage,  it  must 
be  designed  to  fit  the  variations  of  the  load  so  far  as  practicable. 
The  operation  of  a  machine  at  low  loads  is  not  only  expensive  on 
account  of  fixed  charges,  but  is  still  more  so  on  account  of  the  de- 
creased efficiency  under  such  conditions  (see  Fig.  19,  page  30). 

In  small  jplants  with  varying  loads  efficient  operation  usually 
involves  the  installation  of  two  or  more  generators  of  such  capaci- 
ties  that  a  single  unit  will  efficiently  furnish  the  power  required  dur- 
ing  the  hours  of  minimum  demand.  As  the  daily  demand  for  power 
increases,  additional  units  are  started  and  operated,  still  under  eco- 
nomical conditions,  and  at  the  peak  of  the  load  one  or  more  addi- 
tional units  may  be  cut  in  and  operated  for  the  limited  time  during 
which  the  maximum  demands  prevail.  Such  an  arrangement,  prop- 
erly carried  out,  assures  efficiency  of  operation  at  all  times,  even 
when  considerable  changes  of  load  are  of  hourly  occurrence. 
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34*  Influence  of  Management  on  Load  Curve. — ^The  relations  of 
the  "load  curve,"  the  "load  factor/'  the  "machine  factor"  and  the 
"^P?5l&^  factor"  are,  or  may  be,  to  an  extent  controlled  by  the  busi- 
ness management  of  anjr  plant,  and  by  the  selection  and  the  charac- 
ter of  the  load  to  be  carried,  where  such  selection  is  possible.  Each 
consumer  of  power  will  develop  a  particular  load  due  to  the  charac- 
ter of  the  work  done,  and  it  is  frequently  possible,  by  a  judicious 
selection  of  customers,  and  especially  by  a  proper  grading  of  rates, 
to  raise  the  load  factor  and  thereby  decrease  the  cost  of  operation 
and  increase  the  net  profits  from  the  plant.  A  study  of  the  probable 
plant  factors  is  necessary  for  the  judicious  selection  of  machinery  in 
order  to  attain  the  most  efficient  operation  and,  In  a  hydraulic  plant 
in  order  to  properly  design  it  and  conserve  the  maximum  energy  oi 
the  stream  that  is  being  developed. 

35.  Study  of  Load  Curve  in  Relation  to  Stream  Flow  and  Auxili- 
ary Power. — Some  of  the  relations  between  the  load  factor  and  the 
conditions  under  which  a  hydraulic  plant  may  have  to  be  operated 
are  shown  by  Figs.  37,  38  and  39. 

In  Fig.  37,  page  65,  diagram  A  shows  a  typical  daily  load  curve 
from  the  terminal  station  at  St.  Louis,  a  curve  quite  similar  in  gen- 
eral character  to  those  previously  shown. 

Diagram  B  shows  the  power  that  must  be  developed  from  a 
stream  in  order  to  take  care  of  the  load  represented  by  this  load 
curve,  under  conditions  where  no  auxiliary  power  or  storage  are 
available.  In  this  case,  it  will  be  noted  that  the  available  water 
power  must  be  equivalent  to  or  greater  than  the  maximum  peak 
load,  and  that  all  power  represented  by  the  area  above  the  load  line, 
amounting  in  the  case  illustrated  to  about  forty  per  cent,  of  the 
total  available  power,  will  be  wasted. 

Diagram  C  illustrates  the  condition  where  the  average  load  and 
water  power  are  equal.  In  this  case,  pondage  or  storage,  repre- 
sented by  the  cross-hatched  area  below  the  average  line,  may  be 
utilized  to  furnish  the  peak  power  represented  by  the  cross-hatched 
area  above  the  average  line.  Without  pondage,  the  cross-hatched 
area  below  the  average  load  line  will  represent  the  energy  of  the 
stream  wasted,  and  the  cross-hatched  area  above  the  average  load 
line  will  represent  the  energy  which  must  be  supplied  by  auxiliary 
power.  Without  pondage  the  power  of  the  stream  must  be  utilized 
as  it  passes,  and  in  the  diagram  B,  of  Fig.  37,  the  power  represented 
above  the  load  line  under  such  conditions  must  be  wasted. 
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These  same  conditions  are  shown  both  by  diagram  C,  Fig.  38, 
page  67,  and  diagram  A,  Fig.  39,  page  68.  In  the  latter,  with  the 
available  water  power  above  the  average  load  of  the  plant,  the  peak 
load  must  be  supplied  by  auxiliary  power  on  account  of  low  storage 
possibilities,  although  more  water  power  than  would  be  suflScient 
to  handle  it  is  wasted. 

Diagram  B,  Fig.  38,  shows  a  condition  with  low  water  power,  no 
storage  available,  and  the  power  less  than  the  average  load.  In  this 
case  the  water  power  wasted  is  comparatively  small,  and  the 
amount,  and  especially  the  capacity,  of  the  auxiliary  power  becomes 
large. 

Diagram  C,  Fig.  38,  represents  a  water  power  condition,  where 
the  power  available  is  less  than  the  average  load,  where  storage  is 
practically  unlimited,  and  some  auxiliary  power  is  necessary  in  or- 
der to  carry  the  peak  of  the  load.  Under  these  conditions,  the  water 
power,  which  would  otherwise  be  wasted  during  the  time  of  mini- 
mum load,  is  impounded,  and  can  be  utilized  together  with  the 
auxiliary  power  at  times  of  maximum  load.  The  diag^m  shows  a 
method  of  utilizing  the  minimum  capacity  of  auxiliary  power  by 
utilizing  the  stored  water  power  to  its  greatest  advantage,  and 
utilizing  auxiliary  power  imiformly  throughout  the  period  when  auxili- 
ary power  is  demanded. 

Diagram  A,  Fig.  39,  represents  the  same  c<Miditions  where  storage 
is  limited,  and  auxiliary  power  is  necessarily  required  to  help  out 
the  peak  load  conditions.  In  this  case  only  a  certain  amount  of  the 
spare  water  can  be  stored,  the  balance  being  wasted  at  times  where 
it  cannot  be  continuously  utilized. 

The  conditions  for  reducing  the  total  amount  of  auxiliary  power 
by  utilizing  the  storage  to  advantage  is  shown  in  the  same  manner 
as  in  diagram  C,  Fig.  38. 

Diagram  B,  Fig.  39,  shows  a  method  of  utilizing  the  minimtmi 
capacity  of  auxiliary  power  in  a  plant  where  the  water  power  is  be- 
low the  average  load  and  the  pondage  is  practically  unlimited. 
This  IS  accomplished  by  the  continuous  operation  of  the  auxiliary 
plant  and  the  storage  of  water  power  during  the  hours  of  low  con- 
sumption, for  utilization  during  the  hours  of  peak  load. 

A  careful  and  detailed  study  of  the  load  curve  and  load  factor; 
the  method  of  increasing  the  latter  and  of  designing  the  most  eco- 
nomical plant  to  take  care  of  the  condition  to  be  met ;  and  the  ad- 
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justment  of  rates  to  attain  equitable  returns  to  the  investor  at 
reasonable  price  to  the  consumer,  are  matters  of  plant  design  worthy 
of  the  best  efforts  of  the  engineer. 
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CHAPTER  IV 

THE  FLOW  OF  STREAMS 

36.  Symbols  Used  in  This  Chapter. — ^The  letters  and  symbols  used 
in  this  chapter  have  the  following  significance : 

g  =  Acceleration  due  to  gravity  (32.2  feet  per  second  per  second). 

1  =  Length  of  channel  considered  (lineal  feet). 

a,  n,'  =  CroeB  sectional  area  of  water  in  the  channel  under  normal  and  modi- 
fled  conditions  respectively  (square  feet). 

p,  p' as  Wetted  perimeter  of  channel  cross  section  under  normal  and  modified 
conditions  respectively  (lineal  feet). 

r»   r's  Hydraulic  radius  of  the  channel  under  the  respective  conditions 

a  a' 

noted  =  —  and  —  respectively. 
P  P' 

Y,  v'ssMean  velocity  of  flow  in  the  channel  under  the  respective  conditions 

noted. 
q  =3  Quantity  of  discharge  in  cubic  feet  per  second  =  av  =  a'V. 
h^  h'^  =  Friction  head  i.  e.  the  fall  in  feet  necessary  to  overcome  the  frio- 
tlonal  resistance  in  the  channel  of  length  1  while  maintaining  the 
velocities  v  and  v*  respectively. 
8  =5  Slope  of  channel  =  sine  of  the  angle  which  the  line  of  the  hydraulie 

h, 
gradient  makes  with  the  horizontal's  — 

1 
c»  c^  =s  Coefllcient  of  friction  for  use  in  Chezy's  formula  (Equation  10)  under 

normal  and  modifled  conditions  respectively, 
n  «a  Coeflicient  of  roughness  for  use  in  the  formula  of  Oangulllet  and  Kutter. 
m  =>  Coefficient  of  roughness  for  use  in  Bazln's  formula. 

37.  Laws  of  Uniform  Flow  in  Channels  and  Conduits. — ^The  flow 
in  any  channel  may  be  considered  on  the  basis  of  either  of  two  prin- 
ciples. 

First  Principle :  If  a  channel,  pipe,  or  conduit  of  any  length  were 
free  from  friction,  the  flow  in  the  same  could  be  expressed  by  the 
formula 

▼•  

(6)  h,=— or  v=  V2gh, 

2g 
Friction  is,  however,  always  present  and  a  friction  coefficient  must 
be  introduced  into  this  formula  in  order  that  it  shall  represent  actual 
conditions. 

Equation  (6)  thus  corrected  becomes 

▼•  

(7)  h,=c'  — or  vs=c  V2gh, 

2g 
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Second  Principle:  In  any  channel,  conduit,  pipe  or  passage  we 
may  fairly  assume : 

First:  That  from  axiomatic  considerations  tfie  resistance  to  the  flow 
of  water  is  directly  proportional  to  the  area  of  the  surface  in  contact 
^with  the  water. 

Second:  That  from  observed  conditions,  the  resistance  is  found  to  be 
approximately  proportional  to  the  square  of  the  velocity  of  flow. 

Third:  That  from  experience,  the  resistance  to  flow  is  inversely  pro^ 
portioned  to  the  cross-section  of  the  stream. 

These  conclusions  may  be  expressed  by  the  equation : 

(Velocity)  2  X  area  of  contact 
Resistance  oc 


Fig.  40.— Relations  of  Area,  Wetted  Perimeter  and   Slope  In  a  Uniform 

Channel. 

The  area  of  the  surface  of  a  channel  is  the  product  of  the  wetted 
section  or  wetted  perimeter  p  times  the  length  of  the  section,  or, 
py^l  (see  Fig.  40).  The  velocity  is  represented  by  v  and  the  cross- 
section  by  a.  Hence,  from  the  above  considerations,  we  may  write  for 
the  friction  head : 

y'pl  ah« 

(8)  h«  oc and  by  transposition  ▼•  oc 

a  pi 

That  is  to  say,  the  square  of  the  velocity  is  in  direct  proportion  to 
the  area  of  the  section  and  to  the  friction  head  and  inversely  pro- 
portional to  the  wetted  perimeter  and  to  the  length  of  the  section. 

In  practice  it  is  found  that  there  are  numerous  factors  which  af- 
fect the  theoretical  conditions,  as  above  set  forth,  which  must  there- 
fore be  modified  in  accordance  with  the  conditions  which  obtain. 
In  formula  (8)  therefore  it  is  necessary  to  apply  a  coefficient  (r') 
which  represents  the  summation  of  such  other  influences.  The  form 
in  which  this  last  equation  is  ordinarily  written  is 

v*pl  /ah, 

(9)  h,  =  c' or  v  =  c    / 

a  V    pi 

Ordinarily  this  form  is  somewhat  abbreviated  by  substituting  for 

a/p  the  hydraulic  radius  which  represents  this  ratio.    That  is  to  say, 

area  of  cross-section      a 

wetted  perimeter        p 
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The  "hydraulic  radius"  is  also  sometimes  termed  the  "mean 
depth"  or  the  "mean  radius."  For  the  ratio  of  the  resistance  head 
to  the  length  of  section  the  equivalent  slope  s  is  substituted. 

That  is  to  say : 

Resistance  head        h. 

Length  of  section       1 
With  these  substitutions  the  formula  (9)  assumes  the  final  form* 
of: 

(10)  v«=cVrs 

From  this  it  follows  that  as  the  quantity  of  water  flowing  in  the 
channel  will  be  equal  to  the  area  multiplied  by  the  mean  velocity 

/ah«  

(11)  q  =  av=xac    / =  acVrs 

V  pi 

In  the  use  of  this  formula  three  factors  must  be  determined  by 
measurement  or  estimate  in  order  to  derive  the  fourth,  v,  r  and  s 
can  be  determined  experimentally  or  measured  directly.  Thejfactor 
c  is  the  most^difficult  to  ascertain  as  it  depends  up^n  a  very  great  ^ 
variety  of  conditions  which  can  only  be  appreciated  and  estimated 
by  means  of  a  knowledge  of  the  conditions  under  consideration,  and 
by  comparison  of  such  conditions  with  similar  observed  conditions. 
The  degree  of  accuracy  with  which  c  can  be  estimated  depends 
largely  upon  intelligent  experience,  that  is  upon  a  knowledge  of 
what  that  value  has  actually  been  found  to  be  under  conditions 
similar  to  those  under  consideration  and  on  which  an  estimated 
value  is  required.  Various  attempts  have  been  made  to  derive  a 
formula  which  will  give  the  approximate  value  of  c  in  accordance 
with  the  varying  conditions  and  independently  of  individual  exper- 
ience. 

The  principal  formulas  for  the  values  of  c  are  those  of  (jang^illet 
and  Kutter  and  of  Bazin.  Ganguillet  and  Kutter's  formula  for  the 
value  of  r  is  as  follows : 

38.  Kutter's  Formula. — 

1.811       0.06281 
41.6+ + 


(12^ 


.      /'....    0.00281  \    .  n      . 

From  this  formula  it  will  be  seen  that  Ganguillet  and  Kutter  as- 
sume c  to  vary  with  the  slope,  with  the  square  root  of  the  hydraulic 
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radius  and  with  a  new  factor  "n"  which  is  termed  the  coefScient  of 
roughness.    The  value  of  this  coefficient  as  determined  by  these  ex- 
periments is  as  follows : 
For  large  pipe  with  the  following  characteristics: 

Exceptionally  smooth  cast  iron  pipe n  =»  .011 

Ordinary  new  cast  iron  or  wooden  pipe .0126 

New  riyeted  pipes  and  pipes  in  use .014 

Pipes  in  long  use 019 

For  open  channels  of  uniform  sections: 

For  planed  timber  sides  and  bottom n  =*  .009 

For  neat  cement  or  glazed  pipe 01 

For  unplaned  timber .012 

For  brick  work 013 

For  rubble  masonry .017 

For  irregular  channels  of  fine  gravel .02 

For  canals  and  rivers  of  good  section .025 

For  canals  and  rivers  with  stones  and  weeds .030 

For  canals  and  rivers  in  bad  order .035 

39.  Bazin's  Formula. — It  has  been  questioned  by  many  observers 
whether  the  slope  of  the  channel  has  any  material  influence  on  the 
value  of  the  coefficient  c.  Bazin  has  derived  a  formula  based  on  his 
examination  of  this  subject  in  which  he  asstunes  that  c  does  not  vary 
with  the  slope.  His  formula,  which  is  intended  for  the  calculation 
of  flow  in  open  channels  is  shown,  together  with  a  graphical  table 
based  thereon,  in  Fig.  41,  page  75.  This  figure  illustrates  the  law 
of  variation  of  c  and  is  applicable  in  principle  in  a  general  way  to  all 
channels  and  passages. 

40.  Efficiency  of  Section. — It  will  be  noted  from  the  previous 
equation 

/ahl 

(11)  q  =  va  =  ca  Vrs  =  ca  / 

V   pi 

that  with  c  and  s  constant  q  varies  as  a  Vr  or  as     / — 

V  p 
From  this  the  conclusion  may  be  drawn  that  other  things  being 
equal  the  maximum  quantity  of  water  will  pass  through  any  section 
of  any  river  or  other  channel  in  which  the  hydraulic  radius  is  a  maxi- 
mum or  the  wetted  perimeter  a  minimum..  Where  a  choice  exists 
as  to  the  class  of  material  with  which  the  channel  is  to  be  lined  c 
becomes  a  variable  and  q  will  vary  as 

ca  Vr  or  as  c  / — 


P 
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75 


cocrriciENT  "c   in  formula   v  =  cVrT 

Fig.  41. — ^Diagram  For  Solution  of  Bazln's  Formula  (see  page  74). 
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That  is  to  say,  under  circumstances  where  different  characters  of 
lining  may  be  used  the  maximum  quantity  will  pass  a  given  section 
with  c  and  r  maximtun  or  with  c  a  maximum  and  p  a  minimiun  for 
a  given  area. 

41.  Determination  of  Canal  Cross-section. — ^The  velocity  of  the 
water  in  any  artificial  channel  must  be  limited  by  the  class  of  ma- 
terial used  in  its  construction  and  the  head  which  it  is  found  prac- 
ticable to  use.  As  noted  above  the  efficiency  of  a  section  is  greatest 
with  the  value  of  />  minimum.  Therefore,  the  semi-circular  section 
is  the  most  advantageous  cross-section  that  can  be  used  in  a  chan- 
nel where  resistance  alone  is  considered  and  when  the  canal  is  to  be 
lined  with  material  which  can  be  readily  shaped  into  this  form.     If 


l^ 


Fig.  42. — ^Relations  of  Depth,  Width  and  Side  Slopes  of  Canal  CroBS-Bections. 

the  canal  is  to  be  lined  with  stone  masonry  it  is  frequently  more  ad- 
vantageous to  make  the  face  perpendicular  and  to  place  the  batter 
of  the  wall  at  the  back.  Where  the  canal  is  cut  from  stone  or  shales 
which  will  not  readily  disintegrate  in  contact  with  the  water,  a  slope 
of  ninety  degrees  to  forty  degrees  may  be  sometimes  used.  Quite 
steep  slopes  can  also  be  used  with  dry  masonry  walls.  In  material 
which  can  be  handled  with  pick  and  shovel,  slopes  may  be  used  from 
1.25 : 1  to  1.50:1.  With  artificial  banks  of  dirt  and  gravel  and  in  most 
earth  channels  a  less  slope  angle  is  necessary  and  the  slope  must  fre- 
quently be  made  as  low  as  two  to  one. 

Table  7,  which  is  taken  partially  from  "Uber  Wasserkraft  und 
Wasser  Versorg^ngsanlagen,"  by  Ferdinand  Schlotthauer,  is  of  con- 
siderable value  in  determining  the  most  advantageous  cross-section 
in  various  sections  which  may  be  adopted  in  the  construction  of  a 
canal.  As  seen  in  the  discussion  above,  the  most  advantageous 
cross-section,  other  things  being  equal,  is  that  in  which  the  wetted 
perimeter  is  a  minimum  or  the  hydraulic  radius  is  a  maximum.  The 
following  general  discussion  of  the  relations  is  based  on  Fig.  42. 
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From  this  figure  it  will  be  seen  that  7^  - 

(13)  a=»b<i  +  d«cota  '^    *  " 

(14)  p  =»  b  +  2d  coaec  a 

The  transposition  of  ( 14)  gives 

(15)  b  =  p  —  2dco8eca 

Substituting  (15)  in  (13) 

(16)  a=dp  —  2daco8eca  +  d2cota 

The  above  equation  now  contains  the  area,  depth,  wetted  peri- 
meter and  functions  of  the  slope  angle,  in  this  case  a  constant.  The 
conditions  of  maximum  efficiency  of  a  canal  section  require  that  the 
wetted  perimeter  be  a  minimum  or  what  amounts  to  the  same  thing 
with  a  given  wetted  perimeter  the  area  a  must  become  a  maximum. 
The  value  of  d  which  makes  a  the  maximum  is  determined  by  putting 
d(a)__ 

dCd)"" 

d(a) 

(17)  =*p  —  4dcoBeca  +  2dcota 

d(d) 

(18)  0  =a  p  —  4d  cosec  a  +  2d  cot  a 


(19) 


4  coaec  a  —  2  cot  a 
Substituting  for  p  its  value  in  (14) 

b  +  2d  cosec  a 


(20) 


4  cosec  a  —  2  cot  a 
Equation  (13)  transposed  reads 

a  —  d^cot  a 

(21)  b= 

d. 

Substituting  this  value  in  (20)  we  have 

a 

d  cot  a  4-  2d  cosec  a 

d 

(22)  d  = 

4  cosec  a  — 2  cot  a 

Clearing: 

(23 )  4d<C08ec  o  —  2d2cot  o  =a  —  d^cot  a  +  2d2cOBec  a 

Transposing: 

a 

(24)  d«=«- 


2  cosec  a  —  cot  o 
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Transforming  trigonometric  functions 

a 


(25)  d2« 


Bin  a 


-  COS  a  cosec  a 


(26) 


2  —  siu  a  cos  a  cosec  a 


sin  a 
a  sin  a 


(27) 
Finally : 

2  —  coso 

(28) 

/a  sin  a 

d=     / 

V2  —  cos  a 

Equation  (21) 

may 

be  written 

(29) 

a 

b  = dcota 

d 

Table  7  is 

ca 

Iculat 

ed  from  the  formulas : 

(28) 

/a  sin  0 

d=    / 

V  2  —  cos  a 

(30) 

a 

b  = d  cot  a 

d 

(81) 

B  =  b  +  2dcoto 

(82) 

2d 

P»=b  + 

sin  a 

In  the  above,  a  =-  cross-section  area ;  d  «=  depth  of  water  in  channel ; 
b  =»  bottom  width ;  B  =»  width  at  water  level ;  p  «=  wetted  perimeter ; 

d 

c  =  the  length  of  slope  which  is  equal  to  

sin  a 
In  Table  7,  page  79,  the  relation  of  these  functions  for  the 
slopes  ordinarily  used  in  practice  have  been  calculated  as  well  as 
for  the  semi-circular  section.  The  use  of  the  table  may  be  illus- 
trated as  follows :  The  quantity  of  water  which  it  is  desired  to  de- 
liver is  determined  by  the  conditions  of  the  problem  or  by  measure-^ 
ment.  The  velocity  to  be  maintained  in  the  channel  is  determined 
by  the  existing  slope,  the  nature  of  material  encountered,  or  the 
friction  head  which  it  is  found  desirable  to  maintain.    The  area  of 
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the  cross-section  required  to  carry  the  quantity  x[  with  velocity  v  is 

^  ..." 

a= — .    After  the  slope  a;hgle  has  been  selected,  for  the  material  in 

V 

which  the  channel  is-  to  be  constructed,  the  corresponding  values 
may  be  taken  out  of  the  table  from  their  respective  columns  and 
multiplied  by  the  square  root  of  a.  The  result  thus  obtained  gives 
the  desired  dimeilsions.  If,  for  example,  we  desire  to  carry  loo 
cubic  feet  of  water  per  second  in  a  canal  at  a  velocity  of  two  and 
one-half  feet  per  second  at  which  velocity  small  pebbles  are  un- 
affected, and  a  side  slope  of  one  and  five-tenths  to  one,  which  is 
suitable  for  earth,  has  been  decided  upon,  the  required  area  of  cross- 
section  will  be  100/2.5  ■=»  40  square  feet.  The  square  root  of  40  is  6.33. 
The  required  dimensions  of  canal  as  taken  from  the  table  are 

Depth  d  =  .689  x  6.33  =  4.36  ft 

Bottom  width  b  =  .418  x  6.33  =  2.65  ft  - 

Top  width  B  =  2.485  x  6.33  =  15.73  ft  and 

The  wetted  perimeter  p  =  2.904  x  6.33  =  18.38  ft 

Computation  of  the  area  from  the  above  dimensions  gives  forty 
square  feet.    Hence  the  work  has  been  checked. 

In  the  actual  design  of  canals,  other  factors  beside  the  most  ef- 
ficient cross-section  will  have  an  important  bearing.  The  presence 
of  rock  or  ground  water  in  the  section,  the  necessity  of  securing 
sufficient  suitable  material  for  embankment  and  various  other  condi- 
tions, may  make  some  other  than  the  most  efficient  section  desirable 
in  any  particular  case.  The  efficient  section  is  therefore  an  ideal  to  be 
approximated  and  must  be  modified  by  other  practical  considerations. 

42.  Flow  in  River  Channels. — ^The  previous  discussion  of  the  flow 
of  water  in  channels  applies  only  to  such  channels  as  have  uniform 
cross-sections,  alignment,  and  gradient  and  a  bed  of  uniform  char- 
acter throughout  the  length  considered.  Such  conditions  may  be 
closely  approximated  in  artificial  channels  in  which  the  quantity  of 
water  flowing  is  under  control.  In  such  channels,  and  with  a  steady 
flow,  that  is  with  the  same  quantity  of  water  passing  every  cross- 
section  in  the  same  time,  equations  (10)  and  (11)  are  found  to  fairly 
represent  the  conditions  of  flow. 

In  natural  water  courses  no  two  cross-sections  are  the  same  and 
the  area  a,  and  wetted  perimeter  p,  and  the  fall  h,  in  any  length  /, 
usually  differ  considerably  from  reach  to  reach.  The  quantity  q, 
of  water  flowing  in  any  such  stream  is  also  constantly  changing. 
There  every  condition  of  uniform  flow  is  lacking  and  can  only  be 
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approximated  for  selected  reaches  of  such  streams  and  during  pe- 
riods when  stream  flow  is  fairly  steady. 

43.  Changes  in  Value  of  Factors  with  Changes  in  Flow. — From 
an  examinaticm  of  equation  (11)  it  is  evident  that  in  any  channel  as 
the  quantity  of  water  flowing,  q,  •  changes,  there  must  be  a  corre- 
sponding change  in  some  or  all  of  the  factors  on  the  other  side  of 
the  equation. 

For  steady  flow  in  a  imiform  channel,  s  remains  constant  and  all 
changes  are  confined  to  the  values  of  a,  c  and  r.  The  laws  of  change 
in  tile  values  of  c  are  given  by  Kutter's  and  Bazin's  formulas,  but 
are  best  illustrated  and  understood  by  reference  to  Fig.  41,  which  is 
a  graphic  expression  of  the  formula  of  Bazin. 
'  In  variable  flow  a  change  in  all  of  the  factors  usually  accompanies 
a  change  in  the  value  of  q,  eachi  factor  changing  in  accordance, with 
the  physical  conditions  of  the  channel. 


Fig.  43. — ^Variation  in  Hydraulic  Conditions  with  Change  in  Stage  of  ^iver. 

i 
The  changes  in  the  value  of  c,  in  an  irregular  channel,  ma]|r  not 
and  usually  do  not  follow  closely  the  laws  expressed  by  Kutter's  or 
Bazin'ls  formulas.  This  is  due .  principally  to  the  fact  that  ap  in- 
<^rease  in  the  depth  of  water  in  a  channel  may  be  accompanied  by  a 
^adicil  change  in  both  the  character  of  the  friction  area  of  cojntact 
added  to  the  stream  bed,  and  the  shape  of  the  cross-section  (see 

I^'ig-  43)- 

In  such  cases  c  is  even  found  to  decrease  as  r  increases.  The  law 
of  simultaneous  increase  in  c  and  r  presupposes  a  channel  of  uni- 
form character  and  condition.  If  an  increase  in  the  hydraulic  ra- 
dius r,  in  any  channel  is  accompanied  by  a  radical  change  in  the 
character  and  shape  of  its  bed  the  general  law  will  not  hold.  It  is 
evident  that  under  such  conditions  where  the  character  and  bed  are 
not  relatively  similar  the  values  of  c  for  different  values  of  r  may 
not  be  fairly  comparative.    No  more  uniform  law  of  change  can  be 
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expected  under  such  conditions  than  would  occur  in  the  comparison 
of  the  relation  of  c  and  r  for  entirely  different  channel  sections. 

In  Fig.  44  are  shown  the  observed  values  of  c  and  r  for  certain  reaches 
of  the  Wisconsin  River  above  Kilboum,  Wisconsin.    It  will  be  noted 


^  60  70 

ni/uej  or  'C 


no     i2d 


Fig.  44. — Relations  of  Coefficient  to  Hydraulic  Radius  in  Certain  Reaches  ol 

the  Wisconsin  River. 

that  the  value  of  c  for  reaches  A,  D  and  E  decrease  with  the  decrease 
of  r  and  roughly  approximate  th6  law  established  by  Bazin.  On  the 
other  hand  the  value  of  e  and  r  for  reaches  B  and  C  increase  with  a 
decrease  in  r,  a  ccmdition  due  to  irregularities  in  the  cross-section  of 
the  reach. 
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Wbere  the  values  of  a,  p  and  r  vary  radically  from  section  to  sec- 
tion and  differ  materially  from  the  values  in  the  sections  considered 
and  on  which  calculations  are  based,  the  value  of  c  will  be  fotmd  to 
differ  considerably  from  that  which  the  character  of  the  bed  and  the 
entire  section  would  indicate.  Absurd  values  of  c  are  a  clear  indi- 
cation that  the  sections  selected  are  not  representative.  The  calcu- 
lated value  of  c  is  modified  by  all  unknown  or  unconsidered  factors 
of  the  reach.  The  influences  of  irregularities  in  bed  or  section,  the 
presence  of  unconsidered  bends  or  changes  in  the  gradient,  and  all 
other  irregularities  in  the  channels,  modify  the  values  of  c. 

44.  E£Fect8  of  Variable  Flow  on  the  Hydraulic  Gradient — In  or- 
der to  understand  the  effect  of  variable  flow  on  the  surface  gradient 
of  a  stream,  and  in  order  to  realize  how  conclusions  drawn  from  the 
laws  of  uniform  flow  must  be  modified  to  meet  conditions  found  in 
natural  streams,  it  is  necessary  to  consider  the  cause  of  variable 
flow  in  a  stream,  the  variation  in  channel  conditions,  and  both  the 
effect  of  flow  on  such  conditions  and  the  effect  of  such  conditions  on 
the  flow  of  a  stream. 

The  surface  of  a  stream  is  constantly  fluctuating,  not  only  on  ac- 
count  of  the  variaTion  in  flow,  fcut  also  on  account  of  wind,  baro- 
metric pressure  and  changes  in  the  hydraulic  gradient.  Such 
changes  occur  from  hour  to  hour,  and  even  from  minute  to  minute. 
Larger  rivers,  fed  directly  by  great  lakes,  are  more  susceptible  to 
these  changes  on  account  of  the  broad  lake  area,  giving  wind  and 
barometric  pressure  greater  opportunity  to  act.  Every  stream  is, 
however,  more  or  less  susceptible  to  these  changes,  and  gauge  read- 
ings taken  daily,  therefore,  show  only  in  an  approximate  way  the 
true  height  of  the  surface  of  the  river  at  the  point  of  observation. 
This  is  well  shown  by  Fig.  45,  page  84,  which  is  reproduced  from  the 
autographic  record  of  a  gauge  at  the  head  of  the  St.  Qair  River. 

45.  Effects  of  a  Rising  or  a  Palling  Stream  on  Gradient. — ^In  a 
channel  of  uniform  section,  the  bed  of  the  channel  AB  (see  diagram 
A,  Fig.  46,  page  85)  having  a  uniform  slope,  all  cross-sections,  such 
as  Aa  and  Bb,  will  be  alike  and  the  wetted  perimeters  and  the  hy- 
draulic radii  will  be  identical  for  all  sections.  The  fall,  bx,  will  be 
uniform  in  all  equal  lengths  /,  of  the  channel,  and  such  uniform  con- 
ditions will  be  maintained  for  all  regfular  discharges  after  regular 
flow  is  once  established. 

In  such  channels,  during  changes  in  the  stages  of  flow,  the  hy- 
draulic gradient  or  slope  will  change  until  uniform  flow  is  estab- 
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lished.  In  all  cases  illustrated  in  Figs.  46,  page  85,  and  47,  page  88, 
the  line  ab  represents  the  hydraulic  gradient  which  will  obtain  if 
uniform  flow  is  maintained  in  the  channel  and  if  there  be  no  change 
in  the  channel  section  or  other  conditions.  The  actual  water  sur- 
face, caused  by  variable  flow,  is  in  each  case  shown  by  the  line  a'fe. 
In  each  case,  the  fall,  bx,  would  be  necessary  to  produce  uniform 
flow  from  A  to  B  and  to  assure  the  flow  of  the  normal  quantity  of 
water  passing  the  section  Bb  as  in  diagram  A.  In  diagrams  B  and 
C,  Fig.  46  the  conditions  of  variable  flow  in  a  tmiform  channel  are 
graphically  represented.  The  actual  flow  is  greater  or  less  than  the 
normal  quantity,  according  as  the  gradient  is  increased  or  dimin- 
ished. 
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Fig.  45.^Varlation8  in  Gauge  Height  of  the  St.  Clair  River  (see  page.  83). 

In  diagram  B,  the  conditions  with  a  rising  stream  are  shown. 
Under  these  conditions  the  quantity  of  water  passing  the  section  Aa 
is  greater  than  the  quantity  passing  the  section  Bb,  by  the  quantity 
of  water  necessary  to  fill  up  the  channel  of  the  stream  to  a  new  and 
uniform  surface  gradient.  The  head  needed  to  produce  the  flow 
past  the  section  Aa,  is  represented  by  the  height  xx\  The  total  fall 
between  A  and  B  is  therefore  greater  than  that  required  for  the  uni- 
form flow  as  represented  by  the  head  bx\  This  produces  not  only 
a  greater  flow  at  Aa,  but  also  a  flow  greater  than  would  be  normal 
at  section  Bb. 

In  diagram  C,  Fig.  46,  page  85,  the  conditions  of  a  falling  stream 
are  represented.     In  this  case,  the  depth  at  section  Bb  at  the  moment 
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Fig^  46. — ^Effects  <rf  Variable  Flow  and  Channel  Conditions  on  the  Hydraulic 
Gradient  of  a  Stream  (see  page  83). 
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of  observation  would,  if  the  flow  was  uniform,  represent  a  normal  flow 
which  would  require  the  fall  bx,  to  maintain  it  With  a  falling  stream, 
the  section  AB  is  emptying  and  the  quantity  of  water  passing  the  sec- 
tion Aa  is  less  than  the  quantity  of  water  passing  the  section  Bb,  which 
in  turn  is  also  less  than  the  normal  flow  indicated  by  the  existing  depth. 
A  less  fall  bx^,  is  therefore  required  to  produce  the  flow  passing  Bb, 
which,  with  the  lower  slope  and  the  same  cross-section  is  less  in  quantity 
than  would  be  the  case  imder  conditions  of  uniform  flow.  This  fall  bx^, 
is  less  than  the  fall  bx,  required  for  uniform  flow  by  the  height  xx\' 
consequently  the  slope  of  the  river  is  a^b. 

From  the  above  considerations  it  will  be  seen  (see  diagram  D, 
Fig.  46)  that  a  given  gauge  height  Bb,  may  not  always  represent 
the  same  flow,  for  the  discharge  Q,  is  a  function  not  only  of  the 
cross-section  o>  but  also  of  the  slope  s.  A  single  gauge  height  may 
therefore  represent  a  considerable  range  of  flows  depending  on  the 
hydraulic  gradient  which  may  pass  through  the  point  with  a  uni- 
form, a  rising  or  a  falling  stream.  It  is  obvious  that  the  flows  rep- 
resented by  the  hydraulic  gradient  a'&c',  abc  and  ol'bc'' ,  while  pro- 
ducing the  same  gauge  height  at  Bb>  nevertheless  represent  tiiree 
different  conditions  of  flow. 

In  the  establishment  of  the  relations  between  gauge  heights  and 
flow,  it  is  therefore  important  that  the  observed  flow  corresponding 
to  a  given  gauge  reading  be  taken  during  a  period  of  essentially  uni- 
form flow,  for,  from  the  above  considerations,  it  will  be  seen  that 
any  determination  or  observation  made  with  a  rising  or  a  falling 
stream  must  necessarily  be  more  or  less  in  error.  It  will  also  fol- 
low that,  after  a  rating  curve  and  rating  table  have  been  established, 
the  gauge  height  taken  during  changes  in  the  conditions  of  flow  will 
be  more  or  less  in  error,  although  such  errors  will  compensate  to  a  con- 
siderable extent  and  will,  in  the  main,  prove  unimportant. 

46.  Effects  of  Channel  Condition  on  Gradient — ^The  flow  of  water 
in  a  natural  channel  is  far  from  being  uniform  and  it  is  important 
for  the  engfineer  to  realize  this  lack  of  uniformity  and  the  effect  of 
such  conditions  upon  the  flow  of  the  stream.  In  any  channel  of 
uniform  gradient,  as  AB  in  diagram  E  (Fig.  46),  if  at  the  section  Bb 
the  coefficient  c  is  decreased  on  account  of  increased  roughness  in 
the  bed  of  the  stream,  or  if  the  area  of  the  channel  a,  is  contracted, 
a  change  in  the  hydraulic  gradient  will  follow.  The  normal  gradi- 
ent with  uniform  flow  would  take  the  position  ab,  but  on  account  of 
the  change  in  conditions  at  S&,  the  depth  must  increase  to  keep  q 
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a  constant;  a  must  increase  to  offset  the  decrease  in  i:  or  ^  must  in* 
crease  to  offset  the  decrease  in  a  if  9  remains  constant.  The  sur- 
face must  therefore  rise  to  the  point  x  and  a  new  hydraulic  gradient 
will  be  established  and  maintained  until  other  changes  in  the  chan* 
nel  condition  again  modify  the  same.  Between  the  new  and  old 
gradients,  a  transition  curve  will  be  established  extending  both 
above  and  below  the  point  at  which  the  change  in  condition  takes 
place  to  sc«ne  point  y,  frequently  a  long  distance  upstream. 

The  opposite  condition  is  shown  by  diag^ram  F,  Fig.  46,  page  85. 
In  this  diagram  the  effect  of  an  increase  in  the  coefficient  c,  of  the 
bed  or  in  the  area  a,  of  the  stream  is  represented.  If  c  increases,  a 
less  section  will  be  required  below  that  point  arid  again  the  surface 
is  lowered;  or  if  the  width  of  the  stream  increases,  the  depth  will 
diminish  in  order  that  ca  may  remain  constant. 

Variable  flow  is  also  caused  by  a  sudden  enlargement  in  the  river 
section  or  by  a  discharge  of  the  stream  into  a  larger  stream  or  into 
a  lake  or  pond.  Such  conditions  are  shown  by  diagrams  Q  and  H, 
Fig.  46.  The  character  of  the  transition  curve  in  such  cases  will 
depend  on  the  height  of  the  surface  of  the  water  into  which  the 
stream  is  discharged.  If  the  water  surface  of  the  lake  is  above  b, 
the  curve  will  be  concave  upward  (see  diagram  G)  and  if  the  sur- 
face is  below  b,  the  curvature  will  be  downward  (see  diagram  H). 

47*  Effect  of  Change  in  Grade  and  of  Obstructions. — ^Variable 
flow  may  also  be  caused  by  changes  in  the  slope  of  the  stream  bed 
as  shown  by  diagrams  A  and  B,  Fig.  47.  The  area  of  the  stream 
must  increase  as  the  bed  slope  is  decreased,  or  must  decrease  as  the 
slope  of  the  bed  is  increased  in  order  to  fulflll  the  conditions  of  equa- 
tion (11). 

It  is  evident  that  uniform  slope  may  be  *  maintained  even  with 
changed  conditions  if  the  changes  that  occur  give  rise  to  equal  and 
opposite  effects.  For  example,  uniform  slope  may  be  maintained 
if  the  area  of  section  a  is  reduced  and  the  coefficient  c  is  increased 
to  such  an  extent  that  the  product  ac  remains  constant  at  each  sec- 
tion of  the  channel. 

Variable  flow  is  also  caused  by  the  passage  of  the  stream  over 
weirs  or  dams  and  the  effect  on  the  gradient  will  vary  as  shown  by 
diagrams  C  and  D,  Fig.  47,  page  88.  Variations  may  also  be  caused 
by  a  change  in  the  bed  (see  diagram  E,  Fig.  47),  or  by  local  con- 
tractions, submerged  weirs  or  other  obstructions  as  shown  by  dia- 
gram F.  Fig.  47. 
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In  all  of  the  above  described  cases  it  is  obvious  that  if  the  sloi)e 
of  the  stream  is  measured  on  any  of  these  transition  curves,  a  false 
idea  of  slope  will  obtain  and  a  false  relation  will  be  established  for 

.y  I  .  ^h^  V       I 


E  F 

Fig.  47. — Effects  of  Channel  Grade  and  df  Obstruction  on  the  Hydraulic  Gra- 
dient of  a  Sttream  (see  page  87). 

the  condition  of  stream  flow.  It  is  therefore  essential  in  any  meas- 
urement of  a  stream  or  in  the  establishment  of  any  gauging  station 
that  the  location  for  such  observations  be  carefully  selected  on  a 
reach  of  the  stream  where  conditions  of  essentially  uniform  flow 
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prevail  and  that  all  observations  be  taken  during  stages  where  the 
flow  of  the  stream  is  practically  constant.  If  gaugfes  are  established 
at  various  points  along  the  course  of  a  river  and  are  read  simultan- 
eously, and  if  the  flow  is  uniform  and  no  falls,  rapids  or  tributaries 
intervene,  the  same  differences  in  elevation  should  always  obtain 
with  the  same  stage  of  water. 

A  system  of  gauges  as  described  above  was  established  at  Kilboum 
on  the  Wisconsin  River  in  order  to  determine  the  river  slopes  near  that 
place.  A  large  number  of  practically  simultaneous  readings  were  taken 
in  order  to  determine  the  relations  between  the  gauge  heights  at  the 
various  points  compared  with  the  Kilbourn  gauge. 

Figure  48,  page  90,  shows  the  results  of  the  gauge  readings  at  the 
various  stations  compared  with  the  gauge  readings  at  Kilbourn.  It 
will  be  noted  from  the  diagram  that  the  slope  of  the  river  was  far 
from  uniform  at  different  times  during  these  readings,  and,  in  a 
number  of  cases,  the  same  gauge  reading  at  Kilbourn  was  accom- 
panied by  readings  at  other  gauges  that  differed  from  each  other  by 
more  than  a  foot  For  example,  compare  the  gauge  readings  at 
Kilbourn  with  the  readings  at  gauge  No.  5.  With  a  gauge  reading 
of  seventeen  feet  at  Kilbourn,  the  normal  gauge  reading  at  No.  5 
should  be  twenty-three  feet,  and  with  a  normal  flow,  the  fall  be-" 
tween  gauge  No.  5  and  the  Kilbourn  gauge  would  be  six  feet. 
From  the  diagram  it  will  be  seen  that  during  a  certain  stage  of  flow 
in  the  river  the  gauge  reading  at  gauge  No.  5,  with  a  seventeen  foot 
reading  at  Kilbourn,  was  about  twenty-two  and  one-half  feet.  Un- 
der these  conditions  the  fall  between  gauge  No.  5  and  the  Kilbourn 
gauge  was  only  five  and  one-half  feet.  The  slope  being  reduced, 
the  quantity  of  water  actually  passing  the  Kilbourn  gauge  under 
these  conditions  was  less  than  the  normal  flow  for  the  seventeen 
foot  gauge  height.  On  two  other  occasions  where  the  gauge  tend- 
ing at  Kilbourn  was  approximately  seventeen  feet,  the  actual  gauge 
'reading  at  gauge  No.  5  was  about  twenty-four  feet.  During  these 
conditions  the  actual  fall  in  the  river  between  gauge  No.  5  and  the 
Kilboum  gauge  was  seven  feet,  or  one  foot  more  than  normal.  Hence 
the  quantity  of  water  flowing  by  the  Kilbourn  gauge  at  this  time 
was  more  than  the  normal  quantity  indicated  by  the  Kilboum  gauge. 

Readings  of  other  gauges  compared  with  the  Kilboum  readings 
will  show  that  at  certain  times  the  flow  was  normal  and  at  other 
times  the  river  must  have  been  rising  or  falling  and  that  conse- 
quently the  gauge  at  Kilbourn  at  the  time  of  such  reading,  was  not 
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Fig.  48.^RelationB  of  Gauge  Heights  at  Various  Stations  on  the  Wisconsiii 

River  (see  page  89). 
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accurately  representing  the  quantity  of 
water  flowing  by  tiie  Kilbourn  section. 
The  above  example  of  the  variation  in 
slope  between  the  Kilbourn  gauge  and 
gauge  No,  5  indicated  practically  the 
maximum  abnormal  conditions.  The  act- 
ual variation  in  flow  at  Kilbourn  during 
these  conditions  was  not  determined  and 
is  not  definitely  known. 

48.   Relation    of    Gauge    Heights    to 

Flow. — ^The    area    of    any    cross-section 

equals  the  product  of  the  height  of  the 

section  into  some  function  of  its  width: 

(83)  a=hX/(w) 

In  a  rectangular  cross-section  f  =- 1  (see 
A,  Fig.  49).  In  a  triangular  section 
/  — .5  (see  B,  Fig.  49).  In  all  cases  of 
regular  sections  /  can  be  mathematically 
expressed,  and  for  irregular  sections  (see 
C,  Fig.  49)  the  relation  may  be  obtained  by  measurement.  If  the 
height  of  the  surface  is  referred  to  a  gauge  height  H,  the  zero  of  the 
gauge  may  or  may  not  correspond  with  the  bottom  of  the  channel. 
If  //  =»  the  gauge  height,  then  h=^H  -\-  e,  in  which  e  is  the  distance 
from  the  bottom  of  the  channel  to  the  bottom  of  the  gauge.  Sub- 
stituting, therefore,  the  value  of  h  in  equation  (33)  it  becomes: 

(34)  a— (H  +  e)  X /(w)  =H/(w)  +  e/(w), 

And  substituting  this  value  in  equation  (11)  it  becomes: 

(36)  Q *=  H/( w)  c  V ri  +  e/(w)  c  Vre 

With  this  equation,  and  with  the  flow  in  a  fixed  and  uniform  chan- 
nel, if  the  relation  can  be  established  between  r,  s,  c,  e,  w  and  f  for 
each  gauge  height  H,  the  corresponding  value  of  Q  can  be  deter- 
mined. As  these  relations  are  mathematically  expressed  for  uni- 
form flow  by  the  above  equation,  they  can  also  be  represented 
graphically  by  a  curve  which  will  show  the  relation  between  Q  and 
H  for  all  conditions  of  uniform  flow  that  obtain  in  the  given  chan- 
nel. Such  a  curve  is  called  a  discharge  or  rating  curve.  This  equa- 
tion (35)  can  be  readily  solved  when  /  is  a  regular  variable  and  when 
c,  r  and  s  can  be  determined.    Where  the  function  f,  is  an  irregular 
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variable,  no  mathematical  solution  is  practicable  but  the  relations 
may  be  determnned  experimentally  and  can  be  expressed  by  a  rating 
table  or  graphically  by  a  rating  curve.  Such  a  rating  table  and 
curve  can  be  constructed  for  every  fixed  channel  or  section  of  a 
stream  for  condition  of  uniform  flow,  no  matter  how  irregfular  the 
section  or  how  the  values  of  the  function  of  the  section  may  vary  for 
different  gauge  heights. 
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Discharge  in  Cubic  Feet  per  Second. 
Pig.  50.— Rating  Curve  for  Wisconsin  River  at  Kilboum,  Wis. 

Figure  50  shows  a  rating  curve  established  for  the  Wisconsin  River 
at  Kilbourn,  Wis.  The  small  circles  show  the  flow  relative  to  gauge 
height  at  the  time  the  observations  were  made.  They  were  care- 
fully made  in  a  quite  satisfactory  section  and  fall  fairly  well  on  a 
smooth  ^rve  drawn  from  these  data  to  represent  the  relation  of 
gauge  height  to  flow  at  similar  or  intervening  heights. 

The  character  of  the  rating  curve  for  regfular  and  irregular  sec- 
tions is  shown  by  Fig.  51,  page  93.  Whenever  the  section  remains 
similar  for  different  gauge  heights,  the  rating  curve  will  be  a  smooth 
curve  (see  A,  Fig.  51),  but  when  irregfularities  occur  in  the  section. 
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Ae  curve  becomes  brdcen  more  or  less  according  to  the  extent  of 
the  iijcg^larity. 

The  form  of  the  rating  curve  varies  with  the  various  conditions 
of  the  cross-section  both  at  the  immediate  point  and  for  a  consider- 
able distance  above  and  below  the  location  considered  and  can  usu- 
ally be  determined  only  by  detail  observations.  If,  on  account  of 
overflow  conditions,  or  sudden  enlargements,  the  cross-section  varies 
radically  in  form  or  if  variations  in  roughness  occur  at  a  given  height^ 
then  at  this  elevation  a  radical  change  in  the  slope  of  the  rating  curve 
is  likely  to  occur  (see  B  and  C,  Fig.  51). 


Fig.  61. — ^The  Influence  of  the  Stream  CrosB-section  on  the  Rating  Curve. 

Any  change  in  the  bed  of  the  stream  may,  and  frequently  does, 
inodify  to  a  considerable  extent  the  rating  curve,  which  must  be 
expected  to  vary  under  such  conditions  to  an  extent  that  depends 
on  the  variations  that  take  place  in  the  cross-section  and  elevation 
of  the  stream  bed.  Such  variations,  however,  are  not,  as  a  rule,  of 
great  magnitude  and  consequently  will  not  usually  affect  the  head 
materially  at  a  given  point,  and  especially  not  during  high  wateif 
tinder  which  conditions  slight  changes  in  the  section  become  in< 
significant. 
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In  Fig.  52,  which  shows  the  rating  curve  of  the  Wisconsin  River 
at  Necedah,  Wis.,  as  determined  at  different  times  during  the  years 
1903  and  1904,  an  extreme  change  of  head  of  about  six  inches  will 
be  noted  for  ordinary  flows.  When  the  change  in  head  is  of  suf- 
ficient importance  to  warrant  the  expense,  the  river  channel  may  be 
so  dredged  out  as  to  restore  the  original  head  when  the  reduction  in 
head  is  occasioned  by  the  filling  of  the  section. 

An  example  of  the  actual  change  in  channel  conditions  that  some- 
times affects  the  relation  of  head  and  flow  is  illustrated  by  Fig.  53,  page 
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Pig.  52.— Rating  Curves,  Wisconsin  River  at  Necedah,  Wis.,  Showing  Changes 
in  Head  Due  to  Changes  in  Cross-section. 

95,  which  shows  the  changes  that  have  actually  taken  place  in  the  cross- 
section  of  the  Missouri  River  near  Omaha,  Nebraska. 

49.  Variations  in  Velocity  in  the  Cross-section  of  a  Stream. — ^The 
velocUy  of  flow  of  a  stream  varies  gjeatly  at  different  points  in  any 
cross-section.  In  any  channel  the  friction  of  the  sides  and  bed  re- 
duces the  velocity  of  that  portion  of  the  stream  in  contact  and  ad- 
jacent to  them.  If  the  bed  at  different  points  of  the  cross-section  is 
not  uniform,  as  is  always  the  case  in  the  beds  of  natural  streams, 
the  retarding  effects  on  different  portions  of  the  stream  varies,  and 


Digitized  by 


Google 


Velocity  in  the  Cross-section  of  a  Stream.  95 

a  consequent  variation  in  velocity  results.  The  distribution  of  the 
velocities  in  the  cross-section  of  the  St.  Clair  River  is  shown  in 
Fig.  54,  page  96,  by  lines  of  equal  velocity  as  actually  meas- 
ured.   In  this  figure  the  effect  of  the  friction  of  the  bed  and  banks 


Flir.  53. — ^Variations  in  the  Cross-section  of  the  Missouri  River  near  Omahat 

Neb.*  (see  page  94). 

is  clearly  shown.  The  friction  between  the  stream  surface  and  the 
atmosphere  is  also  shown  by  the  fact  that  the  maximum  velocity  is 
not  at  the  surface  but  is  a  short  distance  below  the  surface.  The 
surface  velocity  may  be  modified  radically  by  the  direction  and 
velocity  of  the  wind. 

Figure  55,  page  96,  shows  the  transverse  curve  of  mean  velocities  in 
this  section.  The  distribution  of  velocities  in  each  vertical  section 
is  shown  in  Fig.  56,  page  96.  The  velocities  here  shown  are  rela- 
tive only  as  compared  with  each  vertical.  The  velocity  at  the  bot- 
tom of  each  curve  is  that  shown  in  Fig.  54,  page  96. 

The  distribution  of  velocities  in  a  section  is  not  the  same  imder 
all  conditions  of  flow  but  differs  materially  with  the  stage  of  the 
river.  This  is  illustrated  by  Fig.  57,  page  97,  in  which  are  shown  three 
sections  of  the  same  stream  illustrating  conditions  of  low,  medium  and 
high  water.  Above  each  section  is  shown  a  corresponding  trans- 
verse curve  of  mean  velocities  of  flow.  The  change  in  the  distribution 
of  velocities  as  the  stream  increases  should  be  noted. 

The  distribution  of  velocity  is  also  affected  by  bends  in  the  stream 
above  the  point  of  observation  which  tends  to  throw  the  current  of 

♦  Todd.  Bull.  158  U.  S.  Geol.  Sunr. 
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Fig.  64. — Curves  of  Equal  Velocity,  Section  Dry  Dock  (see  page  95). 
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Fig.  55. — Transverse  Curve  of  Mean  Velocities,  Section  Dry  Dock   (see 

page  95). 
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Fig.  56.— Vertical  Velocity  Curves,  Section  Dry  Dock  (see  page  95). 
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the  stream  toward  the  concave  side, 
and  to  cause  a  transverse  slope  in  the 
section  of  the  stream  at  the  curve. 
Such  a  condition  (see  Fig.  58,  page 
98)  creates  cross  currents  and  eddies 
"and  produces  conditions  of  variable 
flow. 

-  From  Fig.  54,  page  96,  it  will  be 
seen  that  in  any  vertical  line  in  a 
given  section,  the  velocities  will  vary 
with  the  condition  of  the  bed,  and  the 
influence  of  air  current  or  ice  at  the 
surface.  These  conditions  have  an  in- 
fluence on  the  velocities  in  each  sec- 
tion considered.  Variations  in  the  ver- 
.tical  velocities  can  be  better  studied 
by  means  of  the  vertical  velocity 
curve,  which  can  be  obtained  by 
means  of  velocity  observations  taken 
in  a  vertical  line  from  the  surface  of 
the  bed  of  the  stream.  Ideal  curves 
under  various  conditions  are  illus- 
trated by  Fig.  59,  page  98.  Figs.  60, 
page  98,  61,  page  99  and  62,  page  100, 
are  reproduced  from  the  report  of  the 
State  Engineer  of  New  York  for  the 
year  1902.  These  diagrams  show  com- 
parisons between  the  mean  vertical 
velocities  of  streams  having  different 
classes  of  beds.  From  these  illustra- 
tions it  will  be  noted  that  there  is  a 
general  similarity  between  the  various 
velocity  curves  which  aids  materially 
in  the  measurement  of  stream  flow. 
It  will  be  noted,  for  example,  that  the 
mean  velocity,  in  any  vertical  velocity 
curve  from  an  open  chanfiel,  lies  near 
the  point  of  six-tenths  total  depth  but  that  with  varying  conditions 
this  position  may  vary  from  fifty-five  per  cent,  to  about  seventy-five 
per  cent,  of  the  depth.    The  velocity  at  six-tenths  depth  is  found  to 
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Fig.  58. — ^Effect  of  Bends  on  the  Flow  of  a  Stream  (see  page  97). 
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Fig.  69.~Ideal  Vertical  Velocity  Curves  (see  page  97)  • 
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Fig.  60.— Mean  Vertical  Velocity  Curves  (see  page  97), 
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average  nearly  icx)  per  cent,  of  the  mean  velocity,  but  may  actually 
vary  from  ninety-five  per  cent,  to  105  per  cent,  of  the  mean  velocity. 
The  velocity  at  the  surface  is  subject  to  the  external  influence  of 
atmospheric  currents  and  is  not  so  constant  in  its  relation  to  the 
mean  velocity.  The  surface  velocity  will  average  about  no  per 
cent,  of  the  mean  velocity  of  the  vertical  curve,  but  is  found  to  vary 
with  the  variations  in  conditions  from  105  per  cent  to  130  per  cent, 
of  such  velocity. 
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Fig.  (SL^Mean  Vertical  Velocity  Curves  (see  page  97). 

50.  Effects  of  Ice  Covering  on  the  Distribution  of  Velocities.— ^ 

The  effect  of  the  formation  of  an  ice  sheet  over  a  stream  is  to  ma- 
terially increase  the  surface  friction  and  results  in  a  rearrangement 
of  velocities  in  the  cross-section.  As  the  ice  sheets  form  in  winter, 
the  conditions  will  vary  from  that  of  an  open  stream  to  that  of  a 
closed  channel.  The  velocities  are  gradually  affected  as  the  ice  be- 
gins to  form,  until  the  entire  surface  is  affected  where  the  stream 
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becomes  entirely  covered.  As  the  ice  sheet  thickens,  more  of  the 
cross-section  of  the  stream  is  occupied  by  the  ice  sheet,  and  greater 
friction  results.  Fig.  63,  page  loi,  shows  two  vertical  velocity 
curves,  one  for  an  open  and  one  for  an  ice-covered  channel.  These 
may  be  regarded  as  typical  of  open  and  closed  conditions  between 
which  the  actual  velocities  will  vary  with  the  conditions  of  the  ice. 
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J^g.  62. — Mean  Vertical  Velocity  Curves  (see  page  97). 
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The  change  in  the  distribution  of  velocities  results  in  an  entire 
change  in  the  relation  between  gauge  height  and  flow  so  that  the 
rating  curve  for  an  open  section  will  not  apply  to  the  river  under  ice 
conditions. 

If  therefore  the  stream  flow  is  to  be  accurately  determined  during 
such  condition,  itCbecames  necessary  to  establish  the  new  relation 
between  gauge  height  and  flow. 

As  before  noted,  such  relations  vary  somewhat  with  the  condi- 
tions of  the  ice  sheet  but  may  be  regarded  as  quite  constant  when 
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the  section  is  fairly  clear  and  deep.  The  relations  between  the  rat- 
ing  curves  for  this  open  channel  and  for  ice  conditions  as  deter- 
mined by  the  United  States  Geological  Survey  for  the  Wallkill 
River  at  Neupaltz,  New  York,  is  shown  in  Fig.  64,  page  102. 

Table  8,  from  an  article  by  F.  A.  Tillinghast  (see  Engineering  News, 
May  nth,  1905),  shows  the  relations  of  maximum  and  mean  velocities 


50         60         70  60         90         100        110        120        130        140 

PER    CENT    OP    MEAN    VELOCITY 

Fig.  63. — Comparatiye  Mean  Vertical  Velocity  Curves  for  Open  and  Ice  Gov 
ered  Section  (see  page  100). 

in  the  verticals.  It  should  be  noted  that  there  are  two  points  of  mean 
velocity  under  ice  conditions  that  average  eleven  per  cent,  and  seventy- 
one  per  cent,  of  the  total  depth  below  the  surface.  The  point  of  maxi- 
mum velocity  is  at  an  average  depth  of  thirty-six  per  cent,  of  the  total 
depth  of  the  stream  and  averages  119  per  cent,  of  the  mean  velocity. 

51.  The  Back  Water  Curve. — ^The  erection  of  a  dam  across  a 
stream  raises  the  surface  at  the  point  of  construction  an  amount 
which  depends  on  the  height  of  the  dam,  the  amount  of  water  flow- 
ing in  the  stream,  the  amount  of  water  diverted  above  the  dam  or 
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Fig.  64.— Rating  Curve  for  Wallklll  River  at  Neupaltz,  N.  Y.  (see  page  IW) 

TABLE  8. 
'Pw\i^n  of  Mean  and  Maximum  VelocUies  in  a  Verticat  Plane  Under  Ice. 


Depth 
from  Un- 
der Sur- 
face of  Ice 
Feet. 

1 
•3 

1 

15 

Proportionate  Depth 

Stream  and  Place. 

Mean 
Velocity. 

if 
1? 

-2 

Wallklll  at  Neupaltz,  N.  Y. .  (a) 
Wallklll  at  Neupaltz,  N.  Y. .  (b) 
Esopus  at  Kingston,  N.  Y. .  (a) 
EsopuB  at  Kingston,  N.  Y. . .  (b) 
Rondout  at  Rosendale,  N.  Y.(a) 
Rondout  at  Rosendale,  N.  Y.(b) 
Connecticut  at  Orford,  N.  H.(c) 
Mean 

4  to  12 
4  to  19 

2.3  to  7.4 
6  to  8 
4  to  8 
5to7 

2.6  to  7.7 

20 

26 

16 

8 

5 

8 

18 

0.12 
0.13 
0.08 
0.11 
0.08 
0.13 
0.11 
0.11 

0.71 
0.74 
0.68 
0.78 
0.68 
0.21 
0.69 
0.71 

0.88 
0.38 
0.86 
0.37 
0.35 
0.35 
0.35 
0.36 

0.85 
0.86 
0.80 
0.85 
0.82 
0.86 
0.85 
0  84 

Notes:  a.  By  F.  H.  Tillinghast. 

b.  By  W.  W.  Schlecht 

c.  By  C.  A.  Holden. 
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through  water  wheels,  and  the  length  and  section  of  its  spillway 
or  the  character  and  condition  of  its  waste  or  flood  gates,  over  or 
through  which  the  waste  water  must  pass. 

The  new  elevation  of  the  water  surface  under  assumed  conditions 
and  with  a  given  flow  q,  can  be  accurately  determined  from  the  as- 
sumption of  the  proposed  design  and  the  increased  elevation  of  the 
water  surface  at  the  dam  will  therefore  be  known.  The  increase 
in  depth  and  cross-section  of  the  channel  immediately  above  the 


Pig.  65. — ^Relation  of  the  Back  Water  Curve  to  Normal  Flow. 


dam  under  the  new  conditions,  will  decrease  the  velocity  of  flow  v, 
and  therefore  the  slope  s  will  decrease,  and  hence  at  points  above 
the  dam  the  new  water  surface  will  approach  nearer  and  nearer  to 
the  old  water  surface,  as  the  distance  from  the  dam  increases,  until 
finally  the  same  will  coincide,  and  the  interference  will  cease.  The 
new  water  surface  is  called  the  "back  water  curve,"  and  the  deter- 
mination  of  l3ie  elevation  of  the  curve  and  Ifie  poinf  at  which  it 
"runs  out"  or  coincides  with  the  old  water  surface  under  various 
conditions  of  flow  and  especially  under  flood  conditions,  becomes  an 
important  problem  in  the  determination  of  the  amount  of  land 
needed  for  flowage  or  the  amount  of  damage  occasioned  to  prop- 
erty  above  the  dam  from  the  back  water  effect. 

Most  of  the  formulas  for  the  back  water  curve  are  based  on  as- 
sumptions that  are  entirely  incorrect,  for  all  except  the  special 
channels  to  which  they  apply,  and  therefore  cannot  be  applied  to 
the  irregular  channels  of  streams.  The  approximate  back  water 
curve  can  best  be  calculated  by  the  use  of  the  simple  formulas  for  flow 
in  channels.    From  equation  (9),  page  72. 


(9) 


v*pl  /aht 

htsaC orve=c  / 

a  v    pi 

and  from  equation  (11),  page  73 
(11)  q  =  av 
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From  equations  (9)  and  (11) 

(36)  Q«  =  a*v«=.- 


Pl 

a^d  q«pl        ql         p 

(37)  h,« = X  — 

c*a»        c*         a' 

52.  Conditions  for  Small  Changes  in  Section. — When  the  term 
qn 

—     remains  constant  as  it  will  approximately,  if  the  change  in  sec- 
c* 

tions  is  not  too  great  for  the  two  conditions  to  be  considered,  then : 

P    P' 

h,:h'.::-:- 

a^    a" 

or  h.       p/a» 

(38)  — = - 

h\      p7a'» 

and,  therefore,  hap'/a"       h.p'a»       h,a"r 

(39)  h',  = = = 

p/a«  pa'»         a'V 

53.  Conditions  for  Large  Changes  in  Section. — ^When  the  depth 
of  the  new  section  changes  greatly,  in  relation  to  the  first  section, 
q  and  /  will  remain  constant  but  c  will  vary,  hence  under  these  con- 
ditions 

p        p 

c»a»     C^a" 
and  h4)'a»c«      li,a*rc" 

(40)  h',= = 

pa'^c"       a'^r'c^ 

In  the  practical  solution  of  this  problem,  the  various  sections  of 
the  stream  considered,  are  determined  by  surveys  and  the  relations 
of  a,  A3,  p  and  r  are  determined  or  accurately  calculated  from  such 
surveys  for  the  various  reaches  between  sections  under  various  vol- 
umes q,  of  flow,  the  various  values  of  q  being  at  the  same  time  de- 
termined from  meter  measurement  and  the  corresponding  values  of 
c  calculated. 

The  effect  of  the  proposed  change  on  the  first  or  lower  cross- 
section  must  first  be  calculated  and  that  on  the  other  sections  of 
the  reaches  can  first  be  estimated  or  assumed,  and  with  such  as- 
sumptions as  a  basis,  the  corresponding  average  values  of  />',  a^  and 
c^  can  be  determined.  Then  from  these  and  the  known  values  of 
As,  p,  Of  and  c,  the  value  of  h\  can  be  -calculated  by  use  of  equa- 
tion 40.  The  results  of  this  calculation  will  probably  show  that  the 
assumed  section  is  incorrect  and  new  values  for  the  properties  of 
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the  section  may  be  assiuned  with  the  preliminary  value  of  h\  so 
obtained  as  a  guide,  and  the  computations  repeated  until  the  as- 
stmied  value  of  h'^  and  the  computed  value  check  within  reasonable 
limits. 

Then,  having  thus  determined  the  value  for  h\  at  the  new  sec- 
tion^  at  the  upper  end  of  the  first  reach,  the  total  depth  is  known 
approximately",  "and  consequently  the  other  properties  for  this  cross- 
section  of_the  stream  are  known  from  the  results  of  the  survey. 
The  slope  or  fall  in  the  second  reach  may  then  be  computed  in  the 
same  manner  using  the  properties  of  the  new  section  as  a  basis, 
and  so  on  until  the  water  surface  under  the  new  order  of  flow  prac- 
tically coincides  with  the  original  water  surface,  showing  that  the 
limit  of  the  back  water  effect  has  been  reached. 

In  the  practical  application  of  this  method  of  predicting  the  form 
of  the  surface  curve  under  the  changed  conditions  of  flow,  the  sur- 
veys first  made  to  determine  the  actual  existing  conditions  should 
cover  a  range  as  wide  as  possible,  that  is  to  say,  the  observations 
should  include  data  for  stages  of  the  stream  varying  as  widely  as 
can  be  obtained  between  extreme  low  and  extreme  high  water  con- 
ditions and  should  be  taken  at  the  several  sections  of  the  stream 
which  may  be  selected.  The  value  of  c  for  the  various  reaches  of 
the  stream  between  the  points  of  observation  for  the  various  stages 
of  the  flow  are  then  computed  from  the  formula 


/ah. 

*/ 

V    pi 


(11)  q=«ca, 

pi 

These  values  may  then  be  platted  against  the  values  of  r  at  each 
section  and  the  curve  of  variation  in  the  value  so  found  may  be  ex- 
tended and  thus  serve  as  a  basis,  for  estimating  the  value  to  be  used 
in  the  computations  of  the  back  water  curve  under  the  new  condi- 
tions which  will  be  caused  by  the  proposed  obstruction. 

It  is  well,  in  obtaining  the  data  for  the  existing  conditions  of 
flow,  to  include  a  number  of  sections  in  each  reach  considered,  and 
in  this  manner  obtain  a  value  for  c  more  nearly  equal  to  the  real 
average  value  than  would  be  given  by  the  computation  based  on 
sections  only  at  the  ends  of  the  reach  in  case  any  considerable 
length  is  included  in  one  reach.  The  principal  error  in  all  such  calcu- 
lations where  the  surveys  are  so  complete  that  a,  p  and  r  are  accurately 
known  lies  in  the  variations  in  c  as  the  water  surfaces  rise  or  fall  from 
the  section  for  which  these  values  of  c  have  been  actually  determined. 
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54.  Back  Water  Computation. — A  method  of  computing  the  back 
water  curve  which  applies  more  particularly  to  regular  channels, 
but  which  may  be  used  to  obtain  a  rough  approximation  for  natural 
water  courses  in  the  absence  of  sufficient  data  to  use  the  foregoing 
method,  is  as  follows:  The  values  of  c  to  be  used  in  the  Chezy 
formula  may  be  obtained  by  Bazin's  formula  (see  Fig.  41,  page  75). 

87 

c  = 

.552  4-  m 

vT  

/ah. 

and  this  value  used  in  the  equation  for  flow    v«c  Vr8=«c  / 

we  have:                                    y^i      n  ^   ^^ 

(41)  h,  = = 

The  portion  of  the  stream  under  consideration  is  to  be  divided 
into  reaches  and  the  drop  of  the  water  surface  in  each  reach  is  c<^m- 
puted. 

A  depth  at  the  upper  end  of  the  first  reach  must  be  assumed,  the 
value  of  V,  a,  c  and  r  computed  and  averaged  with  values  taken  at 
other  points  throughout  the  reach  and  these  average  values  used  in  the 
equations. 

Following  is  a  problem  computed  by  this  method  for  assumed 
conditions.  It  should  be  borne  in  mind  that  in  the  practical  ap- 
plication of  this  method,  the  coefficient  c  does  not  necessarily  vary 
as  given  by  either  Bazih's  or  Kutter's  Formulas,  and  in  fact  is  quite 
apt  to  follow  an  entirely  different  law.  In  this  connection  atten- 
tion is  called  to  Fig.  44,  page  82,  as  showing  the  variations  actually 
obtained  from  observations  on  the  Wisconsin  River. 

PROBLEM 

Consider  an  earth  canal  or  ditch  with  trapezoidal  section,  base  width  20.0 
ftet,  depth  5  feet,  side  slopes  1^  to  1.    Slope  one  foot  in  2000  or  gradient 
.0005.    Consider  a  dam  with  sharp  crest  raises  the  water  surface  2.0  feet. 
Compute  the  hack  water  curre  by  finding  the  elevation  of  water  surface  at 
each  thousand  feet  upstream  from  the  obstruction. 
Original  section  area  =  137.5  sq.  ft 
Wetted  perimeter      =   38.02  feet. 
Hydraulic  radius       =     3.615  feet 

87 

.552  4- 1.30 


_  V  3.615 

v  «=  c  V  rs  =  2.99  feet  per  second. 
QBsay^s  411.4  second  feet 
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This  yalue  of  q  will  remain  constant  tliroughout  the  computation.  When 
the  water  surface  is  raised  2.0  feet  by  the  obstruction,  the  new  depth  imme- 
diately above  the  obstruction  will  be  7.0  feet    Then  for  this  particular  point: 

a' =  213.5 

p'^  45.24 

r'-.     4.72 

a 

y^  — =  1.93 

a 

Now  considering  the  point  1000  feet  from  the  obstruction.  Assume  the 
depth  will  be  6.65  feet,  then  the  average  properties  of  the  lower  and  upper 
sections  will  be 

a' =  206.45  sq.  ft  i 

V=     1.99 

r'^     4.64 

C'=   75.0 

Using  these  values  in  Equation  (41) 

1.99»  X  1000 
h', = =  .152 

75"  X  4.64 

Let  the  elevation  of  canal  bed  at  obstruction  ==  00.0 
Then  elevation  of  water  surface  at  obstruction  =  7.0 
The  elevation  of  water  surface  at  1000  feet=  7.152 
The   elevation    of   canal   bed    at   1000    feet=  0.50 

Depth  of  water  at  1000  feet=  6.652 

Now  consider  a  point  2000  feet  from  the  obstruction.  Assume  the  depth 
will  be  6.34  then  the  average  value  of  the  properties  of  the  second  reach 
will  be 

a' =  193.36  sq.  ft 

V'  =a     2.13  ft  per  sec. 

r'=     4.450 

c'=   74.4 


2.13*  X  1000 
h',  = =  .184 

tI?  X  4.45 

Elevation  water  surface  at  1000  feet 7.152 

Pall  in  second  reach 184 

Elevation  water  surface  at  2000  feet 7.336 

Elevation  canal  bottom  at  2000  feet 1.000 

Depth  of  water  at  2000  feet 6.336 
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Consider  a  point  3000  feet  from  obstruction.  Assume  the  depth  at  this 
point  will  be  6.04  feet,  then  the  average  values  of  the  channel  properties 
will  be: 

a' =  181.27  SQ.  ft 

v*  =     2.27  ft  per  sec 

r'^     4.275 

c'=  73.6 


2.27«  X  1000 
And  h',  = =r.222 

73.6^  X  4.275 

Elevation  of  water  surface  at  2000  feet 7.336 

Pall  in  third  reach 222 

Elevation  water  surface  at  3000  feet 7.55S 

Elevation  canal  bottom  at  3000  feet 1.500 

Depth  of  water  at  3000  feet 6.058 

In  general  more  than  one  assumption  as  to  the  depth  must  be  made  before 
one  will  be  found  which  will  check  with  the  computed  value. 
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CHAPTER  V 

THE  MEASUREMENT  OF  STREAM  FLOW* 

55^  Letters  and  S3rmbolSw — ^The  letters  and  symbols  used  in  this 
chapter  have  the  following  significance : 

]i=s Total  head  (feet). 
h'  =  Velocity  head  ( feet) . 
▼= Velocity  of  flow  (feet  per  second). 
▼*  =  Velocity  of  approach  to  weir  (feet  per  second). 
q  =  Discharge  (cnhic  feet  per  second). 

q'  =  Discharge  through  a  single  section  of  stream  cross-section. 
q^  =  Discharge  through  a  double  section  of  stream  cross-section. 
q^  =  Discharge  of  stream  as  deterimned  by  float  measurement 
m  =  Ck>efl!cient  for  orifices  under  low  heads. 
c  =  Coefllcient  of  discharge. 
n  =  Number  of  end  contractions  of  a  weir. 

L.  or  1  =  Length  in  feet  of  weir  crest,  section  of  stream  width,  etc 
distance  from  bottom  of  float  to  bottom  of  stream 

D  =  RaUa 

depth  of  stream. 

d^,  dj,  d^ =  Consecutive  depths  across  a  stream. 

d''»  =  Mean  depth  for  double  section  across  a  stream. 
d'ai  =  Mean  depth  for  a  single  section  across  a  stream. 

T^  Tj,  T^ =>mean  velocities  in  the  verticals  where  the  depths  are  d  ,  d  , 

d^ respectively. 

Y'm  =  Mean  velocity  for  a  double  section  of  stream  cross-section. 
v'masaMean  velocity  for  a  single  section  of  stream  cross-section. 
IT  =  Acceleration  due  to  gravity  (32.2  feet  per  second). 

56.  Necessity  for  Stream  Flow  Measurements. — In  order  to  as- 
certain the  value  of  a  stream  for  water  power  purposes,  it  is  neces- 
sary to  determine  the  amount  and  variations  in  its  continuous  flow 
cither  by  comparison  with  the  flow  of  other  streams  or  by  the  direct 
observation  of  the  flow  of  the  stream  itself.  As  has  already  been 
shown,  the  latter  method  is  by  far  the  most  satisfactory  as  the  de- 
termination of  the  actual  flow  of  the  stream  eliminates  all  errors  of 
comparison  and  the  necessity  for  any  allowances  or  modifications 
on  account  of  differences  in  geological,  geographical,  topographical 
or  meteorological  conditions  on  the  drainage  area. 

The  Hydrographic  Division  of  the  United  States  Geological  Sur- 
vey has  undertaken  the  gauging  of  a  large  number  of  streams  in  the 


•  See  River  Discharge  by  Hoyt  and  Grover  for  a  very  complete  discussion 
of  this  subject 
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United  States  and  has  established  numerous  gauging  stations  at 
which  observations  have  been  made  for  a  number  of  years.  These 
data,  references  to  which  are  given  in  the  list  of  literature  appended 
to  Chapter  VI,  are  of  great  value  for  comparative  purposes.  It  is 
seldom,  however,  that,  when  a  stream  is  to  be  investigated  for  water 
power  purposes,  flow  data,  at  the  particular  point  under  consider- 
ation, are  available.  One  of  the  first  duties  of  the  engineer,  there- 
fore, usually  consists  in  making  measurements  of  the  stream  flow 
and  establishing  stations  at  which  the  daily  flow  can  be  observed  and 
recorded. 

The  methods  in  use  by  the  United  States  Geological  Survey  are 
the  result  of  much  study  and  investigation  and  probably  represent 
the  most  practical  methods  for  making  such  observations  with  a  fair 
degree  of  accuracy.  Many  of  the  methods  and  suggestions  in  this 
chapter  are  based  on  the  methods  and  conclusions  of  the  Survey  as 
modified  by  the  experience  and  practice  of  the  writer.* 

57.  Methods  for  the  Estimate  or  Determination  of  Flow  in  Open 
Channels. — There  are  three  general  methods  of  estimating  or  deter- 
mining the  flow  of  water  in  streams  with  open  channels. 

First:  By  the  measurement  of  the  cross-section  and  slope  and  the 
calculation  of  flow  by  Chezy's  formula,  together  with  Kutter's  or 
Bazin's  formulas  for  estimating  the  values  of  the  coefficient. 

Second:  By  means  of  orifices,  overflow  weirs  or  dams  of  such  form 
that  the  coefficient  of  discharge  is  known. 

Third:  By  the  measurement  of  the  cross-section  area  and  the  ve- 
locity of  current  passing  through  the  same. 

The  method  which  should  be  selected  for  any  particular  location 
depends  on  the  physical  conditions  of  the  problem,  the  degree  of 
accuracy  required,  the  expense  which  may  be  permissible  and  the 
length  of  time  during  which  the  record  is  to  be  continued. 

58.  Estimates  from  Cross-section  and  Slope. — Chezy's  formula, 

(10)  v=cVrB 

together  with  the  formulas  of  Kutter  and  Bazin,  for  the  determina- 
tion of  the  flow  of  streams,  has  already  been  discussed  in  Chap- 
ter IV.    Much  information  is  now  available  in  regard  to  the  value 

*  These  methods  are  described  in  detail  in  Water  Supply  and  Irrigaticm 
Papers  No.  94,  entitled,  "Hydrographic  Manual  of  the  United  States  (Jeolosi- 
cal  Survey,"  and  No.  95,  entitled  "Accuracy  of  Stream  Measurements."  See 
also  "River  Discharge"  by  J.  C.  Hoyt  and  N.  C.  Grover, — ^John  Wiley  and 
Sons,  1907. 
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of  the  coefficient  c,  but  this  value  varies  greatly  in  different  streams, 
in  accordance  with  the  conditions  of  the  beds,  and  in  the  same 
stream  under  various  volumes  of  flow.  The  results  obtained  from 
the  application  of  these  formulas  are  therefore  necessarily  very  ap- 
proximate. The  method,  however,  is  of  considerable  value  in  esti- 
mating the  flood  discharge  of  streams  and  in  obtaining  an  approxi- 
mate knowledge  of  flow  under  other  conditions  where  other  methods 
are  not  available  or  are  difficult  of  application. 

In  using  this  method  two  or  more  cross-sections  of  the  stream 
should  be  measured  on  reaches  of  the  river  where  the  cross-section 
and  other  conditions  are  fairly  uniform  and  can  be  readily  deter- 
mined and  at  a  time  when  the  flow  is  steady.  It  is  also  important 
that  the  stream  in  which  the  flow  is  to  be  estimated  shall  be  compar- 
able in  cross-section,  depth,  and  other  conditions,  on  which  the 
value  of  the  coefficient  c  depends,  with  other  streams  on  which  the 
value  of  c  has  been  determined. 

59.  The  Use  of  Orifices  and  Weirs  for  Discharge  Measurements. — 
The  gates  or  openings  in  permanent  dams  and  the  overflow  section 
of  same,  when  of  such  form  that  the  coefficients  of  discharge  are 
known  or  can  be  closely  approximated,  and  temporary  dams  with 
openings  or  weirs  of  desired  form  and  known  coefficients,  con- 
structed for  the  purpose  of  measurement,  afford  the  best  practical 
method  for  measuring  stream  flow. 

Orifices  may  be  considered  as  free  or  submerged.  The  discharge 
of  submerged  weirs  has  not  been  determined  with  sufficient  accuracy 
for  gauging  purposes. 

In  order  to  assure  accurate  results  in  weir  measurements,  the  fol- 
lowing conditions  must  be  fulfilled :  * 

First:  The  dam  or  weir  must  have  sufficient  height  so  that  back 
water  will  not  interfere  with  the  free  fall  over  the  same. 

Second:  The  dam  or  weir  body  must  be  so  constructed  that  no 
leak  of  appreciable  size  will  occur  during  the  time  when  it  is  utilized 
for  measuring  purposes. 

Third:  The  abutments  of  the  dam  or  sides  of  the  weir  must  be  so 
constructed  as  to  confine  the  flow  over  the  dam  at  all  stages :  other- 
wise the  weir  will  be  useless  for  measurements  during  flood  condi- 
tions. 

Fourth:  The  crest  of  the  weir  must  be  level  and  must  be  kept  free 
from  obstructions  caused  by  floating  logs  or  ice. 

Fifth:  The  crest  of  the  dam  or  weir  must  be  of  a  type  for  which 


•  See  River  Discharge  by  Hovt  nnd  Grover,  p.  85. 
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coefficients  for  use  in  the  ordinary  weir  formula  have  been  deter- 
mined *  (see  Appendix  C,  page  814.) 

Sixth:  If  the  dam  has  an  adjustable  crest,  great  care  must  be  used 
to  prevent  leakage  along  such  crest  and  to  keep  a  complete  and  de- 
tailed record  of  the  condition  of  the  crest  during  the  time  of  the 
observations. 

Seventh:  If  water  is  diverted  around  the  dam,  which  is  usually 
the  case  when  a  dam  is  built  for  power  purposes  or  for  navigation, 
the  diverted  water  must  be  measured  or  estimated  and  added  to  the 
amount  passing  over  the  dam.  Such  diverted  water  can  sometimes 
be  measured  by  a  weir  or  current  meter.  When  such  water  is  used 
in  water  wheels,  an  accurate  record  of  the  gate  opening  of  the 
wheels  can  be  kept,  from  which  the  amount  of  water  used  in  the 
wheels  can  be  estimated  if  the  wheel's  discharge  has  been  calibrated 
of  if  the  wheel  is  of  some  well  known  type.t  The  conditions  for  the 
accurate  determination  of  weir  discharge  should  be  such  as  not  to 
involve  the  use  of  low  heads  of  less  than  six  inches  over  broad  crested 
dams. 

Measurements  by  means  of  a  weir  or  dam  have  the  general  advan- 
tage of  continuity  of  record  during  the  periods  of  ice  and  flood  and 
the  disadvantage  of  uncertainty  of  the  coefficient  to  be  used  in  the 
weir  formula,  of  complication  by  the  diversion  of  water  around  the 
dam,  and  the  interference  of  flow  by  the  occasional  lodgement  of 
material,  or  of  injury  to  the  crest. 

60.  The  Flow  of  Water  Through  Orifices. — It  is  found  that  water 
flowing  through  an  orifice  in  the  side  of  a  vessel  acquires  a  velocity 
practically  equal  to  that  which  would  be  acquired  by  a  falling  body 
in  passing  through  a  space  equal  to  the  head  above  the  center  of 
the  opening,  1.  e., 

(42)  v=V2iE  =  8.025  Vh 
in  which 

y=:  velocity  of  spouting  jet 
g  =  acceleration  of  gravity  =  32.2. 
h  =  head  on  opening. 
The  discharge  through  the  opening  would  therefore  be  theoreti- 
cally 

(43)  qocva  =  aV2gE 

♦  See  Water  Supply  and  Irrigation  Paper  No.  200, — ^Weir  Experiments,  Co- 
efficients and  Formulas — ^by  R.  E.  Horton. 

t  See  Water  Supply  and  Irrigation  Paper  No.  180,— Turbine  Water  Wbeel 
Tests  and  Power  Tables — ^by  R.  E.  Hcrtoa 
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or  practically 


(44)  q=caV2gh 

where  c  is  a  coefficient  varying  with  the  size  and  shape  of  the  orifice 
and  with  various  other  factors. 

A  more  accurate  determination  of  the  theory  ol 
flow  through  a  given  orifice  is  derived  as  follows : 
If  a  thin  opening  is  considered  at  a  depth  y  below 
the  surface,  the  discharge  through  the  elementarv 
section  Idy  would  be 


iVafer  Leye/ 


i~T  r 


^ 


yyi/iWyZV^y^  TXfZ. 


(45)  dq  =  ldyV2gy 


Integrating  this  equation  between  the  limits  Aj 
Fig.  66.  ^jjj  ^^  ^^  obtain  the  following: 

(46)  q  =  |l(h,'-hi*)l/2i  or  practically 

(47)  q  =  m|V2i(h,*-h,J) 

m  being  the  coefficient  of  practical  modification  due  to  condition  of 
the  orifice. 

For  all  except  very  low  heads,  the  equation 


(44)  q  =  caV2gh 

is  sufficiently  accurate  for  all  practical  purposes.  For  complete 
contraction  (i.  e.  with  a  sharp  edged  orifice)  the  average  value  of 
the  coefficient  will  be  about  .60.  With  rounded  corners  the  dis- 
charge will  be  gradually  increased.  When  the  curve  of  entrance 
entirely  eliminates  the  contraction,  the  value  of  the  coefficient  will 
approach  unity.  The  values  of  the  coefficient  with  large  orifices  and 
various  conditions  of  the  suppression  of  contraction  are  illustrated 
both  for  submerged  orifices  and  short  tubes  in  Table  9,  taken  from 
experiments  by  Mr.  C.  B.  Stewart  at  the  hydraulic  laboratory  of 
the  University  of  Wisconsin. 

T\e  Farms  of  Entrance  and  Outlet  Used  for  the  Tubes  in  the  Experiment 

Were  as  Follows: 

A  Entrance;  all  comers  90*. 

Outlet;  tube  projecting  into  water  on  down  stream  side  of  bulkhead. 
a  Entrance;  contraction  suppressed  on  bottom. 

Outlet;  tube  projecting  into  water  on  down  stream  side  of  bulkhead. 
h  Entrance;  contraction  suppressed  on  bottom  and  one  side. 

Outlet;  tube  projecting  into  water  on  down  streani  side  of  bulkhead, 
c  Entrance;  contraction  suppressed  on  bottom  and  two  sides. 

Outlet:  tube  projecting  into  water  on  down  stream  side  of  bulkhead. 
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d  Entrance;  contraction  suppressed  on  bottom,  two  sides  and  top. 
Outlet;  tube  projecting  into  water  on  down  stream  side  of  bulkhead. 

From  this  table  it  will  be  noted  that  a  partial  suppression  of  con- 
traction does  not  always  improve  results,  and  that  by  complete  sup- 
pression, the  coefficient  is  greatly  increased  with  a  corresponding 
decrease  in  lost  head. 

TABLE  9. 
Value  of  the  Coefficient  of  Discharge  for  Flow  Through  Horizontal  Submerged 
Tube,  4  Feet  Square,  for  Various  Lengths,  Losses  of  Head  and  Forms  of 
Entrance  and  Outlet 


Loss  of 
head, 
h«in 
feet 


P 


Length  of  tube,  in  feet 


0.31 


0.62 


1.25 


2.50 


5.00 


Value  of  the  coefficient,  c. 


10.0 


14.0 


.05.... 


.10. 


.15. 


.26. 


M. 


A 

a 
b 
c 
d 

A 

a 
b 
c 

d 

A 
a 
b 
c 
d 

A 

a 
b 
c 

d 

A 

a 
b 
c 
4 

A 
a 
b 
c 
d 


.631 
.762 
.740 
.S34 
.948 

.611 
.636 
.685 
.772 
.932 

.609 
.630 
.677 
.765 
.936 

.609 
.632 
.678 
.771 
.948 

.610 
.634 
.683 
.779 
.965 

.614 
.639 
.689 
.788 
.984 


650  .672 

I 

631     I      .647 
] 

628      I      .644 

'.'.//.  \'.\'.y.'. 

I 

630     I      .647 


634  .652 


.639 


.660 


.718 
.698 
.718 
.718 
.911 

.708 
.689 
.708 
.70S 
.910 

.711 
.694 
.711 
.711 
.923. 

.720 
.705 
.720 
.720 
.938 

.731 


.769 

.807 

.742 

.810 

.769 

.832 

769 

.875 

943 

.940 

.763 
.771 
.791 
.828 
.899 

.758 
.767 
.787 
.828 
.899 

.768 
.777 
.796 
.838 
.911 

.782 
.790 
.809 
.854 
.928 

.796 


.824 

!927' 
.780 

.892' 
.779 

MZ 
.794 

[906' 
.812 


.838 
.848 
.862 
.890 
.931 

.795 
.801 
.813 
.841 
.893 

.794 
.803 
.814 
.839 
.894 

.809 
^19 
.833 
.856 
.905 

.828 


.85( 
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61.  Flow  Over  Weirs. — In  a  weir  h^-^o  (see  Fig.  66,  page  115). 
Hence  equation  (47)  becomes 

(48)  q  =  m(i)lv^h» 

in  which  h  is  the  head  on  the  crest  of  the  weir,  i.  e.,  the  vertical 
distance  from  the  water  level  above  the  crest  of  the  weir  corrected 
for  velocity  of  approach. 

For  practical  use  the  coefficient  m  together  with  the  constants 
J  and  2g  are  combined  as  follows : 

c  =  mi  V2i  =  M  V2i  and  equation  (48)  becomes 

(49)  q  =  c  Ih* 

The  value  of  m  and  consequently  of  c  varies  with  the  shape  of  the 
weir  and  with  other  factors  and  must  be  determined  experimentally. 
This  has  been  done  with  weirs  of  many  forms,  both  by  Bazin  in 
France  and  by  Rafter  and  Williams  at  the  Cornell  hydraulic  lab- 
oratory. The  results  obtained  by  Rafter  and  Williams  have  been  re- 
computed by  Horton  and  the  coefficients  obtained  by  this  recomputa- 
tion  are  given  by  Figs.  431  to  436  inclusive.*  (See  Appendix  C, 
pages  814  to  820.) 

In  practice  many  weir  formulas  are  in  use,  based  on  various  ex- 
periments and  observations.  The  formula  of  Francis,  equation  (50), 
is  probably  the  best  known  in  this  country.  It  is  best  adapted  to 
long,  sharp  crested  weirs  without  end  contractions. 

(50)  q  =  3.33  Ih* 

A  number  of  different  formulas  for  the  flow  over  weirs  are  given 
on  Fig.  437,  page  820,  and  the  flow  as  calculated  by  these  formulas  is 
shown  on  the  diagram.  L  in  these  formulas  represents  the  lengfth 
of  the  weir  crest  which  in  the  dimension  above  is  represented  by  /. 

Figure  436,  page  819,  shows  graphically  the  results  of  the  application 
of  the  value  of  c  as  given  in  Figs.  431  to  435,  pages  814  to  818,  as  com- 
pared with  Francis'  formula. 

In  small  weirs  the  effect  of  end  contraction  and  of  the  velocity  of 
approach  becomes  important  and  corrections  to  the  formulas  must 
be  applied  in  order  to  allow  for  those  influences. 

If  n  —  the  number  of  end  contractions  and  the  effect  of  each  is  to 
reduce  the  effective  length  of  the  weir  by  one-tenth  the  head  on  the 
weir,  equation  (49)  will  become 

(51)  q  =  c(l-nil)h» 

The  effect  of  the  velocity  of  approach,  for  a  given  quantity,  is  to 
reduce  the  head  on  the  weir  by  the  velocity  head.  This  reduction 
is  given  by  the  formula :  ^2 

(52)  h'  = 

2g 
in  which  1/  —  velocity  of  approach  and  A'  > 


*   From  U.  8.  G.  S.  Water  Supply  and  Irrigation 
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To  allow  far  the  influence  of  velocity  of  approach  fe'  must  be  con- 
sidered and  the  equation  becomes  * 

(63)  q  =  c(l-n^)((h+h')*_h'») 

Experimental  results  at  the  hydraulic  laboratory  of  the  Univer- 
sity of  Wisconsin  show  that  for  small  sharp  crested  weirs,  with  end 
contraction,  the  formula  (54)  of  Hamilton  Smith,  Jr.,  is  practically 
correct : 

(54)  q  =  ofi/2i"lh» 

In  this  formula 

c  =  coefficient  of  discharge  (to  be  taken  from  Table  10). 
li  =  observed  head  on  crest  (H)  plus  correction  due  to  Telocity  of  ap- 
proach. 
Representing  the  head  equivalent  to  the  mean  velocity  in  the  chan- 
nel by  h  : 

4 

h  =  HH h'  for  weir  with  suppressed  end  contractions 

3 
h  =  H  +  1.4  h'  for  weir  with  full  end  contractions 

Variations  in  the  forms  of  the  crest  of  weirs  and  in  the  arrange- 
ment of  sides  and  bottom  of  the  channel  of  approach  cause  consid- 

TABLE  10. 

Coefficient  of  Discharge  c  for  Use  toith  Hamilton  Smith,  Jr,*8  Formula  (54)  for 

Flow  of  Water  Over  Sharp  Crested  Weirs  Having  Full  Contraction, 

1  =  length  of  weir  in  feet. 


Effective 
head  =  h 

.66 

1(?) 

2 

2.6 

3 

4 

5 

7 

10 

15 

19 

.1 

.15 

.2 

.25 

.3 

.4 

.5 

.6 

.7 

.8 

.032 
.619 
.611 
.605 
.601 
.595 
.590 
.587 
.585 

.639 
.625 
.618 
.612 
.608 
.601 
.596 
.593 
.590 

.646 
.634 
.626 
.621 
.616 
.609 
.605 
.601 
.598 
.595 
.592 
.590 
.587 
.585 
.582 
.580 

.650 
.637 
.629 
.623 
.618 
.612 
.607 
.604 
.601 
.598 
.596 
.593 
.591 
.589 
.586 
.584 
.582 
.580 

.652 
.638 
.630 
.624 
.619 
.613 
.608 
.605 
.603 
.600 
.598 
.595 
.593 
.591 
.589 
.587 
.585 
.582 

.653 
.639 
.631 
.625 
.621 
.614 
.610 
.607 
.604 
.602 
.600 
.598 
.596 
.594 
.592 
.590 
.589 
.587 

.653 
.640 
.631 
.626 
.621 
.615 
.611 
.608 
.606 
.604 
.603 
.601 
.599 
.597 
.596 
.594 
.592 
.591 

.654 
.640 
.632 
.627 
.623 
.617 
.613 
.611 
.609 
.607 
.606 
.604 
.603 
.601 
.599 
.598 
.596 
.595 
.594 

.655 
.641 
.633 
.628 
.624 
.618 
.615 
.613 
.612 
.611 
.609 
.608 
.606 
.605 
.604 
.602 
.601 
.600 
.599 

.655 
.642 
.634 
.628 
.624 
.619 
.616 
.614 
.613 
.612 
.611 
.610 
.609 
.608 
.607 
.606 
.605 
.604 
.603 

.656 
.642 
.634 
.629 
.625 
.620 
.617 
.615 
.614 
.613 
612 

.9 

1.0 

611 

1.1 

.610 
ftIO 

1.2 

1.3 

.609 
.609 
.608 
.607 
.607 

1.4 

1.5 

1.6 

1.7 

2.0 

•  See  Hoskins  "Text  Book  on  Hydraulics,"  p.  57. 
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erable  variation  in  their  discharging  capacity.  It  is  therefore  ap- 
parent that  unless  the  conditions  closely  agree  with  those  for  which 
experimental  data  are  available  that  the  error  of  calculation  may  be 
considerable. 

62.  Measurement  of  Flow  by  the  Determination  of  Velocity. — ^The 
discharge  of  a  stream,  or  the  quantity  of  water  flowing  past  a  cer- 
tain section  of  the  stream  in  a  given  time,  is  the  product  of  two  fac- 
tors :  first,  the  area  of  the  cross-section ;  and  second,  the  mean  veloc- 
ity of  flow  through  said  section. 


Fig.  67.— Price  Electric  Current  Meter  with  Buzzer. 

If  the  flow  in  the  cross-section  of  the  stream  were  uniform  the 
measurement  of  the  flow  would  be  a  simple  matter.  A  surface  float, 
timed  between  given  stations,  or  a  current  meter  placed  at  any  point 
in  the  cross-section,  would  then  indicate  the  average  velocity.  Such 
conditions,  however,  never  obtain.  It  is  therefore  necessary  to  as- 
certain the  mean  velocity  of  flow  in  the  section  which  is  a  much 
more  diflicult  matter. 

Two  methods  of  measuring  the  velocity  of  a  stream  are  in  use: 
first,  by  the  use  of  a  current  meter,  and  second,  by  the  use  of  floats. 
Each  of  these  methods  has  advantages  peculiar  to  itself,  which  must 
be  known  and  appreciated  in  order  that  intelligent  measurements 
may  be  made. 
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63.  The  Use  of  the  Current  Meter. — ^The  current  meter  (Figa.  67 
and  68)  is  an  instrument  designed  to  revolve  freely  with  the  current 
so  that  by  determining  the  number  of  its  revolutions  the  velocity  of 
the  current  will  be  known.  A  well  made  current  meter  carefully 
maintained  and  frequently  rated  is  reasonably  accurate  when  prop- 
erly used  under  conditions  to  which  it  can  be  applied.  As  the  fric- 
tion of  operation  is  rarely  constant,  the  relation  of  current  velocities 
to  number  of  revqlutions  is  not  always  strictly  proportional  and  it  is 
necessary  to  determine  the  relation  between  the  revolutions  of  the 

Section    A-A 


1  « 

Fig.  68.— Cross-section  of  Small  Price  Electric  Currenr  Meter.  Showing 

Details.* 

.meter  and  the  corresponding  velocity  of  water.  This  is  accom- 
plished by  rating  the  meter,  which  is  usually  done  by  passing  it 
through  still  water  at  known  velocities  and  noting  the  results.  It  is 
assumed  that  the  same  relation  will  exist  between  the  revolutions  of 
the  meter  and  its  longitudinal  velocity  through  still  water  and  be- 
tween its  revolutions  and  the  velocity  of  flowing  water  when  the 
meter  is  held  in  a  similar  position  in  a  stream.    The  meter  should  be 


♦  From  Water  Supply  and  Irrigation  Paper  No.  94, — Hydrographic  Manual 
by  B.  C.  Murphy,  J.  C.  Hoyt  and  G.  B.  Hollister. 
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rated  under  conditions  as  nearly  similar  as  possible  to  those  under 
which  it  was,  or  is  to  be,  used.  The  meter  when  being  rated  is 
usually  attached  to  some  movable  device  (see  Fig.  69)  such  as  a  car- 
riage or  boat  which  is  propelled  by  hand  or  machinery  at  a  known 
rate  over  a  fixed  distance.  Observations  of  the  revolutions  of  the 
meter  at  various  rates  of  speed  are  noted  and  the  relation  is  then 
established  between  the  velocity  of  the  meter  and  the  revolutions  of 
the  meter  wheel.    These  data  may  be  platted  upon  cross-section  paper 


Fig.  69.— Current  Meter  Rating  Station  at  Denver,  Colo.* 

or  so  arranged  in  tabular  form  that  the  corresponding  velocity  may 
be  immediately  ascertained  when  the  revolutions  of  the  meter  are 
known  (see  Fig.  70,  page  122).  Experiments  have  shown  that  with 
velocities  less  than  one-half  of  a  foot  per  second  little  or  no  depend- 
ence can  be  placed  upon  the  meter  observations  and  that  for  veloci- 
ties below  one  foot  per  second,  the  meter  usually  under  registers. 
Where  such  low  velocities  obtain,  float  measurements  are  believed 
to  be  more  accurate. 


^From  Hjdrographic  ManuaL 
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64.  Current  Meter  Observations  and  Computationw — On  account 
of  the  great  variation  in  velocity  at  different  points  in  the  cross- 
section,  the  flow  through  any  unit  of  area  may  vary  more  or  less 
from  the  flow  through  other  similar  areas.  On  this  account  it  is 
desirable,  in  order  to  systematically  survey  the  velocities  in  a  cross- 
section,  as  well  as  for  ease  in  calculation,  to  divide  the  cross-section 
area  into  parts,  both  horizontally  and  vertically,  and  determine  the 


4.0 

/ 

9.t 

/ 

9.t 

V 

/ 

S.4 

./ 

/ 

S.t 

y 

/ 

" 

A 

y 

5t^ 

r 

r 

,/ 

OEM 

fetl«   A 

/ 

«*•* 

/ 

«" 

*^*ll 

/ 

a.i'O 

/ 

/' 

tf)i.t 

z 

/ 

/ 

3'-* 

A 

A 

_/ 

/ 

OB  1^ 

y 

/ 

0.i 

/ 

' 

/ 

/ 

/ 

/. 

/ 

0.0 

0 

\ 

1 

V 

EL 

FY 

s 

IN 

FE 

1 

ET 

PI 

:r 

SEC 

^N 

1 
0 

1 

I 

0 

1 

1 

V 

1 

Fig.  70. — Current  Meter  Rating  Curve  (see  page  121). 

actual  velocity  of  each  of  said  parts.  As  a  basis  for  the  work,  the 
cross-section  of  the  stream  should  first  be  obtained  by  sounding. 
The  vertical  sections,  chosen  for  the  purpose  of  water  observation, 
are  usually  five  feet  or  more  apart  but  the  horizontal  divisions  are 
usually  somewhat  less  as  the  varitions  in  the  vertical  velocities  are 
usually  much  greater  than  in  horizontal  velocities.  The  size  of  both 
horizontal  and  vertical  division  depends  on  the  irreg^arity  of  the 
distribution  of  velocity  in  the  cross-section  as  well  as  on  the  ac- 
curacy required  in  the  determination  of  flow.  The  greater  the  care 
used  in  the  determination  of  the  velocities  in  the  unit  areas  and  the 
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greater  the  number  of  such  sub-divisions  of  the  cross-section,  the 
more  accurate  will  be  the  work. 

The  observations  of  the  velocity  of  flow  by  means  of  the  current 
meter  may  be  made  in  one  of  four  ways : 

First:  By  determining  the  velocity  at  frequent  definite  intervals  of 
depth,  and  then  ascertaining  the  amount  of  the  average  velocity  in 
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Fig. 


71. — Ck>mpari8on  of  Vertical  Velocity  Curves  With  and  Without  Ice 
Cover  (see  page  124). 


each  vertical  section.    This  is  known  as  the  vertical  velocity  curve 
method. 

Second:  By  determining  the  velocity  at  two  points  whose  average 
is  the  average  velocity  in  the  vertical  section,  and  consists  of  mak- 
ing determinations  of  the  velocity  at  two-tenths  and  eight-tenths  of 
the  total  depth  respectively.    This  method  has  been  compared  with 
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the  vertical  velocity  curve  method  and  the  average  of  the  two  deter- 
minations is  found  to  give  results  very  nearly  the  actual  mean  veloc- 
ity both  for  open  water  and  for  ice  conditions,  as  shown  by  Figs,  yi, 
page  123  and  72.*     This  is  known  as  the  two  point  method. 

Third:  By  making  an  observation  of  the  velocity  at  a  single  point 
on  the  vertical  corresponding  to  the  depth  of  the  thread  of  mean 
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Fig.  72.— Vertical  Velocity  Curves  Under  Ice  Cover,  Wallkill  River  at  New 

Paltz.  N.  Y. 

velocity  as  indicated  by  investigations  of  the  vertical  velocity  curves 
as  determined  for  the  section.  Observations  of  velocity  at  some 
other  depth  than  that  at  which  the  mean  velocity  occurs  are  some- 
times made,  the  mean  velocity  to  be  used  is  deduced  from  the  vertical 

♦  See  Water  Supply  and  Irrigation  Papers  (U.  S.  G.  S.)  Nob.  187  and  887. 
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velocity  curve  applying  to  the  same  point  and  which  was  taken  under 
similar  conditions  as  exist  during  the  single  point  observation.  This 
is  known  as  the  single  point  method. 

Fourth:  By  what  is  known  as  the  integration  method,  which  con- 
sists in  lowering  and  raising  the  meter  at  a  uniform  speed  from  the 
surface  to  the  bottom  of  the  vertical  and  back,  and  noting  the  veloc- 
ity indicated  by  the  meter  during  the  operation.  The  accuracy  of 
the  results  obtained  by  this  method  has  been  questioned  and,  since 
it  g^ves  no  data  for  the  study  of  the  vertical  velocity  curve  and  is 
inconvenient  to  apply  during  cold  weather,  it  is  not  widely  used. 

Figure  73  shows  the  cross-section  of  the  Saline  River  near  Salina, 
Kansas  on  September  30th,  1903,  while  the  discharge  measurements 


Pig.  73. — Cross-section  of  Saline  River  at  €kiugiiig  Station  Near  Salina,  Kan.^ 

recorded  in  Table  11  were  being  made.  The  soundings  were  taken 
at  each  five  feet  of  width  from  tiie  initial  point  and  the  velocity  was 
observed  at  six-tenths  depths  below  the  surface  in  each  of  these  ver- 
ticals. 

The  discharge  through  each  five-foot  strip  might  be  computed  sep- 
arately, but  the  computations  are  shortened  by  finding  the  discharge 
through  each  double  strip  at  a  time. 

The  mean  depth  and  the  mean  v^ocil}''  for  the  double  strip  of 

width  ten  feet  are  found  from  the  formula : 

d,  +  4d,  +  d. 
(66)  d''m  = 


(66) 


6 


*  From  Water  Supply  and  Irrigation  Paper  No.  94, — ^Hydropraobic  MAii*udt 
by  E.  C.  Murphy,  J.  C.  Hojrt  and  G.  B.  Hollister.    See  page  47  et  ffeo. 
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The  discharge  through  the  double  strip  is 

2L    If 1 

Formulas  (55)  and  (56)  are  based  on  the  assumption  that  the 
stream  bed  is  a  series  of  parabolic  arcs,  also  that  the  horizontal  ve- 
locity curves  are  parabolic  arcs,  both  of  which  assumptions  are  ap- 
proximately true  at  good  current-meter  stations. 

In  computing  the  discharge  and  the  mean  depth  through  a  single 
strip  near  the  stream  bank  or  a  pier  the  mean  velocity  is  found  from 
the  formulas: 

Vo  + Vi 

(58)  Vm= 

2 

d«  +  d, 

(59)  d'«  = 

2 

where  either  v^  or  v^  and  d^  or  di  may  be  zero. 

Velocity  is  computed  to  two  places  of  decimals,  mean  depth,  area, 
and  discharge  to  one  place  of  decimals  for  streams  of  ordinary  size ; 
for  small  streams  with  hard,  smooth  bottom,  where  depth  can  be 
measured  to  hundredths  of  a  foot,  the  mean  depth  and  area  should  be 
computed  to  two  places  of  decimals  and  the  discharge  to  one  place. 

These  observations  can  be  taken  in  shallow  streams  by  wading 
or  from  a  cable  car  (see  Fig.  74,  page  129),  boat  or  bridge  as  the  cir- 
cumstances and  conditions  permit.  A  rope  or  cable,  marked  into 
suitable  divisions  and  stretched  across  the  stream,  offers  the  best 
means  of  locating  the  horizontal  points  at  which  observations  in  the 
vertical  planes  are  to  be  made. 

Table  12  gives  the  results  of  a  flow  measurement  of  the  Niangua 
River,  Missouri,  about  forty  miles  south  of  its  mouth.  The  meas- 
urement was  made  by  wading,  using  a  Price  current  meter  held  on 
a  staff.  Observations  of  velocity  were  made  at  two-tenths,  six- 
tenths  and  eight-tenths  of  the  depth  and  computations  were  made 
by  the  "single  point"  and  "two  point"  methods  previously  explained. 
The  computations  of  mean  velocity  were  made  by  taking  the  simple 
arithmetical  averages  of  the  various  points  as  shown  in  the  table. 
The  results  of  the  two  methods  correspond  within  three  second  feet 
or  a  difference  between  results  by  the  two  methods  of  one  and  two- 
tenths  per  cent. 

It  is  not  believed  that  the  mean  velocity  in  a  vertical  is  obtained 
with  sufficient  accuracy  except  by  the  most  elaborate  series  of  ob« 
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servations  to  justify  any  great  mathematical  refinement  in  computi. 
tion.  The  latter  method  of  computation  is  represented  by  the  fol- 
lowing : 

L  1x1 I 

and  the  total  discharge 

(61)  q  =  2q' 

This  method  assumes  that  both  the  depth  and  velocity  vary  on 
straight  lines,  and  affords  a  convenient  means  of  calculation,  particu- 
larly when  the  lengths  of  section  are  not  constant,  and  gives  good 
results  although  it  is  not  based  on  theoretical  considerations. 


Pig.  74. — Cable  Station,  Car  Guage,  etc.  (see  page  127). 

In  using  the  vertical  velocity  curve  to  obtain  the  mean  velocity 
in  the  vertical,  the  desired  mean  is  obtained  by  dividing  the  area 
enclosed  by  the  vertical  curve  and  the  vertical  line  representing  zei  o 
velocity  by  the  depth.  For  precise  work  the  lines  of  equal  velocity 
are  drawn  on  the  platted  cross-section  of  the  stream  (see  Fig.  54, 
page  96)  and  the  separate  areas  enclosed  by  the  curves  are  multi- 
plied by  the  velocity  which  obtains  across  the  a^ea. 

65.  Float  Measurements. — ^Where  a  single  or  only  an  occasional 
measurement  of  the  flow  of  a  stream  is  to  be  made,  the  use  of  float* 
is  believed  to  be  preferable,  as  under  such  conditions  the  calibration 
of  the  current  meter  and  the  exercise  of  necessary  skill  in  its  use  are 
not  apt  to  receive  proper  attention.  Under  such  circumstances,  there- 
fore, float  measurements  are  believed  to  be  more  accurate. 

In  the  use  of  floats  the  writer  usually  selects  round  soft  wood  one 
to  two  inches  in  diameter  and  in  various  lengths,  varying  by  about 
six  inches.  These  are  weighted  at  the  lower  end,  usually  by  attach- 
ing pieces  of  lead  pipe  so  that  they  will  float  with  only  about  one  to 
three  inches  of  the  rod  exposed.    To  the  exposed  end  is  usually  at- 
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tached  small  red  or  white  streamers  so  that  they  may  be  readily 
seen  and  yet  not  be  seriously  affected  by  wind. 

A 'point  for  the  gauging  is  selected  where  the  stream  is  fairly 
straight  and  uniform  in  section,  and  ropes,  wires,  or  cables  are 
stretched  tightly  across  the  stream,  parallel  to  each  other  and 
twenty-five,  fifty  or  loo  feet  apart,  as  the  location  and  velocity  of 
the  stream  seem  to  demand.  The  ropes  or  wires  should  be  tagged 
at  intervals  of  five,  ten  or  twenty-five  feet,  as  the  conditions  seem  to 
warrant,  beginning  at  zero  on  the  straight  bank. 

In  starting  the  work  a  float  is  selected  that  will  reach  as  near  the 
bottom  as  possible  without  touching  and  should  be  about  nine-tenths 
depth.  The  float  is  started  five  to  ten  feet  above  the  upper  line  and 
so  placed  that  it  will  pass  as  nearly  as  possible  under  one  of  the 
tags.  The  point  at  which  it  actually  passes  under  the  line  is  noted 
and  recorded,  also  the  point  and  time  at  which  it  passes  the  lower 
line.  If  the  float  should  touch  the  bottom  or  a  snag  in  its  passage, 
the  next  shorter  length  should  be  used  until  the  float  passes  both 
lines  freely.  Floats  should  be  run  at  frequent  intervals  across  the 
stream  usually  at  each  of  the  tagged  stations. 

Extensive  experiments  were  made  by  Francis  at  Lowell,  Massa- 
chusetts, in  1852,  to  determine  the  accuracy  of  rod  float  measure- 
ments.* 

He  found  that  discharge  measurements  based  on  the  determina- 
tion of  velocities  by  floats  were  nearly  always  large  as  compared 
with  measurements  by  a  standard  weir.  This  was  due  to  the  fact 
that  the  rod,  on  account  of  not  reaching  the  bottom,  was  not  af- 
fected by  the  low  velocity  near  the  stream  bed  and  hence  indicated 
too  great  a  velocity.  He  found  that  the  effect  could  be  corrected  by 
multiplying  the  discharge  as  obtained  by  the  floats  by  a  coefficient 
as  follows : 

(62)        q  =  Cqj  in  which 

q  =  actual  discharge 
q^  =  discharge  as  determined  hy  floats. 

(68)        C = coefficient  =  1  —  0.116  ( V  d"—  0.1 )  and 

distance  of  bottom  of  float  from  bottom  of  stream 
(64)       D= ratio 


depth  of  stream. 

It  will  be  observed  that  this  coefficient  C  is  always  less  than  unity 
except  where  D  is  less  than  o.oi  which  condition  could  not  be  pos- 
sible in  any  natural  stream. 


♦  See  "Lowell  Hydraulic  Experiments"  by  James  B.  Francis,  pp.  146-208. 
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The  Francis  experiments  were  made  in  a  channel  of  rectangular 
cross-section  and  floats  of  uniform  length  were  used.  In  a  natural 
stream  the  depth  will  vary  at  different  points  in  the  cross-section 
and  floats  of  different  lengths  must  be  used.  In  such  cases  D  will 
vary  widely  for  the  various  floats  used  and  to  apply  the  correction, 
the  velocity  as  determined  by  each  float  should  be  reduced  by  its 
particular  constant  C 

Experiments  made  at  the  Cornell  hydraulic  laboratory  in  1900 
by  Kuichling,  Williams,  Murphy  and  Boright  confirmed  Francis' 
conclusion  that  rod  float  measurements  are  too  large,  only  two  out 
of  thirty  being  smaller  than  measurements  made  by  a  standard  weir. 
No  attempt  was  made,  however,  to  verify  Francis'  formula  for  the 
correction  of  such  observations,  t 

In  calculating  the  discharge  from  these  measurements  the  average 
cross-section,  in  square  feet,  of  each  division  is  calculated  and  multi- 
plied by  the  average  velocity  for  the  same  in  feet  per  second  and  the 
product  will  represent  the  discharge  in  cubic  feet  per  second  of  the 
section  represented  by  that  float  and  the  sum  of  the  sections  of  all 
the  floats  will  give  the  total  discharge  of  the  stream. 

It  is  frequently  desirable  to  calculate  the  discharge  graphically, 
which  may  be  done  as  shown  by  Fig.  75,  page  132.  This  is  done  by 
plotting  the  two  sections  at  the  tag  lines  over  each  other  and  draw- 
ing in  an  average  section  between  them.  It  is  frequently  desirable 
to  draw  in  the  floats  in  their  true  length  and  average  position  so 
that  it  may  be  seen  at  once  how  well  the  section  was  covered  by  the 
floats. 

Under  each  float  is  laid  off  the  velocity  as  determined  by  the  same, 
to  a  selected  scale,  and  a  mean  velocity  curve  is  drawn  through 
these  points.  By  multiplying  the  ordinate  of  the  velocity  curve  by 
the  ordinates  of  the  mean  section,  a  quantity  is  obtained  on  the  dis- 
charge curve  which,  when  fully  constructed,  gives  a  discharge  poly- 
gon, the  area  of  which  represents  at  the  correct  scale  the  discharge 
in  cubic  feet  per  second  of  the  stream. 

66.  The  Application  of  Stream  Gaugings. — ^A  single  measurement 
of  stream  flow  is  of  comparatively  little  value  as  a  basis  for  estimat- 
ing the  continuous  character  of  the  flow  of  the  stream,  as  will  be 
seen  by  examination  of  any  of  the  hydrographs  previously  shown. 
The  flow  of  a  stream,  while  it  may  appear  to  the  casual  observer 


t  See  Water  Supply  and  Irrigation  Paper  No.  95, — ^Accuracy  of  Stream  Meas- 
urements, p.  64. 
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Kig.  75. — Graphic  Determination  of  Stream  Flow  From  Measurements  (see 

page  131). 

uniform,  is  actually  subject  to  many  and  violent  fluctuations  and  the 
flow  may  vary  several  hundred  per  cent,  from  minimum  to  maxi- 
mum within  a  few  days. 

It  has  already  been  pointed  out  that  in  order  to  study  the  flow  of 
a  stream  intelligently  it  is  necessary  to  know  the  variations  in  flow 
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that  take  place  from  day  to  day  for  a  long  term  of  years  during 
which  the  effect  of  the  extreme  of  all  of  the  factors  controlling 
stream  flow  may  have  made  themselves  manifest 

The  actual  measurement  of  the  flow  of  a  stream  by  current  meter 
or  floats  is  usually  accomplished  with  considerable  difficulty,  and  it 
would  be  practically  impossible  to  repeat  such  measurements  daily 
for  the  length  of  time  for  which  records  are  desired.  It  has  already 
been  pointed  out  that  under  many  conditions  it  is  possible  to  estab- 
lish a  discharge  or  rating  curve  which  will  show  the  relation  of  the 
height  of  the  water  surface  to  the  flow  through  orifices  over  weirs 
or  through  channels  of  various  forms.  In  the  establishment  of  such 
relation  it  is  assumed  that  the  raising  of  the  water  surface  to  a  given 
height  is  always  accompanied  by  the  same  flow  of  water  through  tlie 
section.  In  order  to  assure  accuracy  in  the  observations  based  on 
such  a  rating  curve,  sections  must  be  selected  where  the  conditions 
assumed  are  correct.  Such  stations  should  be  selected,  where  pos- 
sible, on  a  fairly  long  uniform  reach  of  the  stream  and  beyond  the 
influences  of  the  back  water  from  large  rivers  or  dams. 

After  gaugings  of  the  stream  have  been  made  under  a  considerable 
range  of  conditions  and  a  rating  curve  is  established  therefrom,  it  is 
not  necessary  thereafter  to  measure  the  daily  flow  but  only  to  note 
d^ily  the  gauge  height.  It  has  been  determined  by  many  observa- 
tions that  under  constant  conditions  a  fixed  relationship  exists  be- 
tween gauge  height  and  the  discharge  of  a  stream,  subject  to  the 
errors  due  to  variable  flow  as  described  in  Chapter  IV.  If  the  sec- 
tion and  other  conditions  of  the  stream  flow  remain  unchanged,  the 
rating  curve  will  remain  constant  and  hence  the  daily  g^uge  height 
can  be  quickly  read  and  recorded  and  will  give  at  once,  by  reference 
to  the  rating  curve  or  table,  the  quantity  of  water  flowing  in  the 
stream  at  all  times. 

From  the  soundings  and  levels  made  to  determine  the  cross-sec- 
tion, an  area  curve  can  be  constructed  showing  the  variation  of  area 
with  gauge  height.  The  float  or  current  meter  observations  furnish 
the  necessary  data  for  the  construction  of  a  curve  of  mean  velocities. 
The  product,  of  the  area  'xnd  mean  velocity,  as  shown  by  these  two 
curves,  for  any  gpiven  gauge  height,  must  equal  the  discharge  and 
must  equal  the  reading  of  the  discharge  curve  for  the  same  gauge 
height.  The  construction  of  these  curves,  and  a  consideration  of 
their  properties,  furnishes  a  check  on  the  construction  of  the  dis- 
charge curve  and  aids  materially  in  correcting  any  apparent  irregu- 
larities therein. 
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Figure  76,  page  133,  shows  the  discharge,  mean  velocity  and  area 
curves  for  the  Potomac  River  at  Point  of  Rocks,  Maryland,  and 
Fig.  64,  page  ib2,  shows  the  discharge  and  mean  velocity  curves  for 
the  Wallkill  River  at  New  Paltz,  New  York, 
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CHAPTER  VI 

THE  STUDY  OF  THE  POWER  OF  A  STREAM  AS  AFFECTED 

BY  FLOW 

67.  Source  of  Water  Power. — The  amount  of  water  power  which 
may  be  developed  from  a  stream  in  any  particular  case  depends  pri- 
marily on  the  flow  of  the  stream  and  on  the  head  that  can  be  developed,  L.  fj,f^, 
mamtained  and  utilized  at  the  site  proposed  for  the  power  plant.    Both      -    u 
head  and  flow  are  essential  for  the  development  of  water  power,  and     '^    ! 
both  are  variable  quantities  which  are  seldom  constant  for  two  con-   ^^^'    - 
secutive  days  at  any  point  in  any  stream.    The  variations  in  head  and 

flow  radically  affect  the  power  that  can  be  generated  by  a  plant  installed 
for  power  purposes.    These  variations  also  greatly  affect  the  power 
that  can  be  economically  developed  from  a  stream  at  any  locality.    The 
accurate  determinatipn  j>f  igtbJxead  and  flow  therefore  becomes  very  L  ' 
important  in  considering  water  power  installations  and  hence  should  *-    ;.    \ 
receive  the  careful  consideration  of  the  engineer.    The  neglect  of  a     ^  ^r  ( 
proper"  consideration  of  either  or  both  of  these  factors  has  frequently  ' 
been  fatal  to  the  most  complete  success  of  water  power  projects. 

68.  Factors  of  Stream  Flow. — ^The  quantity  of  water  flowing  in  a 
stream  at  any  time,  which  is  more  briefly  termed  "stream  flow"  or  "run- 
off," depends  primarily  upon  the  rainfall.  It  is,  however,  influenced 
by  many  other  elements  and  conditions.  It  depends  not  only  upon  the 
total  quantity  of  the  yearly  rainfall  on  the  drainage  area,  but  also  on  the 
intensity  and  distribution  of  the  rainfall  throughout  the  year.  In  addi- 
tion  to  these  factors  the  geological  structure  of  the  drainage  area,  the 
topographical  features,  the  surface  area  of  the  catchment  basin,  the 
temperature,' tTie'T>arometric  condition,  all  influence  and  modify  the 
run-off.  Suificient  data  are  not  available  for  a  full  understanding  of  this 
subject,  but  enough  are  available  so  that  the  general  principles  involved 
can  be  intelligently  discussed  and  the  problems  considered  in  such  a 
way  as  to  g^ve  a  fairly  satisfactory  basis  for  practical  work.  A  knowl- 
edge of  the  importance  of  the  factors  above  mentioned  and  the  extent 
to  which  they  modify,  influence  or  control  stream  flow,  is  essential  to  a 
broad  knowledge  of  water  power  engineering.  Space  will  not  permit 
an  extensive  discussion  of  these  factors  in  this  volume  but  they  have 
been  more  fully  discussed  by  the  auther  in  another  volume  (see  Prin- 
ciples of  Hydrology) . 
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69.  Broad  Knowledge  of  Stream  Flow  Necessary. — ^The  flow  of  a 
stream  is  constantly  changing  and  any  single  measurement  of  that  flow 
will  not  furnish  sufiicient  data  oa  which  to  base  an  intelligent  estimate 
of  the  extent  of  its  possible  or  even  probable  economical  power  develop- 
ment A  knowledge  of  the  economical  possibilities  of  such  develop- 
ment must  be  based  upon  a  much  broader  knowledge  of  the  variations 
that  take  place  in  the  flow  of  tiie  stream.  In  order  to  fully  appreciate 
the  power  value  of  a  jtream,^th£  character  an!J^xtent^7  its'  daily 
fluctuations  must  be  known  or  estimated.  Averages  for  the  year, 
monthly  averages,  and  estimates  of  average  flow  have  often  been  taken 
as  a  basis  for  water  power  estimates,  but  tiiey  are  more  or  less  mislead- 
ing, unsatisfactory  and  uncertain  for  the  reason  that  such  averages  in- 
clude extremes,  the  maximum  of  which  are  seldom  available  for  water 
power  purposes  without  more  extensive  storage  than  is  usually  prac- 
ticable. These  maximum  and  minimum  flows  which  affect  the  power 
of  a  stream  not  only  through  the  quantity  flowing  but  also  through 
their  effect  on  head  as  well,  as  will  be  hereafter  discussed,  are  of  the 
utmost  importance  for  a  thorough  consideration  of  water  power.  So 
also  is  a  knowledge  of  the  various  stages  of  flow  and  the  length  of  time 
that  each  will  prevail.  Such  knowledge  demands  daily  observations  or 
estimates  of  daily  flow  for  a  considerable  period. 

70*  Sources  and  Reliability  of  Hydrological  Data.— In  the  liter- 
ature listed  at  the  end  of  this  chapter  is  given  the  publication  of  the 
United  States  Geological  Survey,  which  contains  most  of  the  available 
stream  flow  data  of  the  streams  of  the  United  States.  Some  of  these 
data  have  also  been  published  in  various  state  reports.  The  United 
States  Weather  Bureau  also  published  data  covering  the  daily  river 
stages  of  many  of  the  leading  streams  of  the  United  States.  While 
these  publications  do  not  include  rating  curves  from  which  their  gauge 
height  can  be  translated  into  stream  flow,  they  nevertheless  furnish  in- 
formation of  value  for  comparative  study.  The  engineering  depart- 
"lent  qfJheJLJnited  States  army  also  records  gauge  height  and  to  some 
extent  stream  flow  data  on  various  navigable  rivers  of  the  United 
States.  In  many  cases  these  data  are  unpublished,  but  arc  available  at 
the  local  office  of  the  engineering  department.  The  water  power 
branch  of  the  Department  of  Interior  of  Canada  also  publishes  stream 
flow  data,  covering  the  flow  of  various  Canadian  streams. 

While  the  data  from  these  various  sources  may  be  regarded  as  rea- 
sonably accurate,  before  they  are  used  as  a  basis  for  proposed  develop- 
ment, in  which  considerable  investments  are  involved,  they  should  be 
checked  up  as  far  as  practicable. 
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Occasionally  a  dam,  in  which  there  is  a  considerable' leakage,  is  used 
for  measuring  stream  flow,  and  such  leakage  is  ignored,  although  ib 
seriously  affects  the  apparent  low  water  flow  of  the  stream.  Some- 
times the  coefficient  used  for  calculating  the  discharge  from  a  dam  or 
river  is  not  suitable  for  the  type  of  over  fall  and  the  results  are  seri- 
ously in  error.  In  other  cases  the  rating  section  has  been  changed  by 
filling  or  by  excavation,  until  the  rating  curve  especially  for  the  state 
of  low  water  is  unsuited  to  the  existing  conditions.  In  still  other  cases 
serious  errors  have  been  made  in  establishing  the  rating  curve  or  in 
setting  the  gauge  from  which  the  water  height  is  determined  or  the 
gauge  has  been  displaced  and  wrongly  reset,  so  that  the  gaugings  are 
erroneous. 

The  more  important  the  project,  the  greater  the  care  that  should  be 
taken  to  ascertain  all  available  hydrographic  data,  and  to  so  check  the 
data  available  that  their  true  value  may  be  determined. 

71.  The  Hydrograph  and  Its  Uses. — On  account  of  the  great  vari- 
ation in  stream  flow,  the  data  are  often  best  studied  in  graphical  form. 
The  hydrograph,  constructed  for  the  stu^y  of  stream  flow  and  its  in- . 
fluence  on  water  power,  may  be  drawn  by  representing  the  daily  flow 
in  cubic  feet  per  second  at  riic  point  of  observation  by  the  qrdinates  of 
th^  diagram  and  th^  element  of  time  by  the  abscissas.  The  data  may 
be  platted  chronologically  as  the  flow  actually  occurs,  or  in  the  order  of 
their  magnitudes,  showing  the  duration  of  the  occurrence  of  each  stage 
for  the  current  year  (see  Fig.  yy,  page  142).  The  results  are  graphical 
diagrams  which  show  the  character  and  extent  of  the  daily  fluctuations 
and  the  proportional  duration  of  stage  in  the  flow  of  the  stream  at  the 
point  of  observation  during  the  period  for  which  the  hydrograph  has 
been  prepared. 

In  this  hydrograph  the  irregular  full  line  shows  the  discharge  of  th^ 
stream  at  Necedah,  Wisconsin,  based  on  the  established  rating  curve. 
During  the  ice  season  it  is  known  that  the  discharge,  as  shown  by  the 
water  levels  and  rating  curve,  is  too  large  on  account  of  the  effect  of 
the  ice  on  the  flow  (see  section  50,  page  99).  As  no  ratings  under  ice 
conditions  had  been  made  at  this  station,  the  discharge  during  the  ice 
season  (December  ist  to  March  25th)  were  reduced  by  one-third  to 
allow  for  this  reduction  in  flow.  The  estimated  flow  during  this  period 
is  therefore  shown  by  the  dotted  line  during  the  ice  period.  The  chron- 
ological hydrograph  shows  a  maximum  flow  for  this  year  of  33,350 
second  feet,  or  5.75  second  feet  per  square  mile,  and  a  minimum  flow  of 
1,160  second  feet  or  0.2  second  feet  per  square  mile  on  December  3. 
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The  duration  curve  shows  that  a  flow  of  i,i6o  second  feet  was  main- 
tained for  lOO  per  cent  of  the  year,  3,100  second  feet  for  seventy-five 
per  cent  of  the  year,  and  5,150  second  feet  for  fifty  per  cent  of  the 
year. 

It  should  be  noted  that  any  single  observation  of  the  flow  of  a  stream 
represents  a  totally  inadequate  and  unsatisfactory  criterion  for  water 
power  consideration.  By  reference  to  Fig.  yy  it  will  be  seen  that,  if 
the  discharge  of  the  Wisconsin  River  at  Necedah  had  been  measured 
only  on  August  5,  1904,  the  conclusion  would  have  been  reached  that 
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Pig.  77. — Discharge  flydrograph  of  the  Wisconsin  River  at  Necedah,  Wis. 

(see  page  141). 

the  discharge  of  the  river  was  about  2,100  cubic  feet  per  second.  If 
the  measurement  had  been  taken  only  on  August  15,  1904,  the  flow 
would  have  been  determined  at  about  5,850  cubic  feet  per  second,  or 
almost  three  times  as  great  as  on  the  first  date.  The  difference  be- 
tween  any  two  dates  might  be  even  greater.  No  single  measurement 
nor  any  series  of  measurements  for  a  single  week  or  month  would  give 
a  fair  criterion  from  which  the  normal  How  of  a  river  can  be  judged._ 

The  hydrograph  of  the  daily  flow  of  a  river  for  a  single  year  gives  a 
knowledge  of  the  variation  in  flow  for  that  year  only  under  the  peculiar 
conditions  of  the  rainfall,  the  evaporation,  and  the  other  physical  fac- 
tors that  modify  the  same  and  that  obtain  for  that  particular  year. 
Such  information,  while  important,  is  not  sufficient  for  the  purpose  of  a 
thorough  understanding  of  the  availability  of  the  stream  flow  for  power 
purposes.  Observations  show  that  stream  flow  varies  greatly  from  year 
to  year,  and  while,  with  a  careful  study  of  the  influences  of  the  various 
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factors  on  stream  flow,  together  with  a  knowledge  of  the  past  varia- 
tions in  such  factors,  the  hydrograph  for  a  single  year  may  give  a 
fairly  clear  knowledge  of  the  variations  to  be  expected  in  other  years 
where  conditions  differ  considerably,  still  it  is  desirable  that  the  obser- 
vations be  extended  for  as  long  a  period  as  possible. 

The  relation  of  rainfall  and  other  modifying  factors,  to  stream  flow 
are  so  indefinite  that  only  by  a  long  series  of  actual  observations,  can 
the  variations  and  the  mean  conditions  be  actually  and  accurately  deter- 
mined, ^ 

7a.  Comparative  Hydrographs. — Hydrographs  based  on  observa* 
dons  made  at  other  points  on  the  same  river,  or  on  other  adjaoent 
rivers  where  conditions  are  fairly  similar,  are  of  great  value  in  consid- 
ering the  local  stream  flow, — ^provided  all  modifying  conditions  are 
understood  and  carefully  considered.  Hydrographs  are  ordinarily  pre- 
pared to  show  the  actual  flow  at  the  point  at  which  observations  are 
made.  If  the  observations  (and  the  hydrographs  based  thereon)  made 
at  some  other  point  on  a  stream,  or  on  some  other  streams,  are  to  be 
used  for  the  consideration  of  the  flow  at  a  point  where  a  water  power 
plant  is  to  be  installed  or  considered,  the  relation  of  the  flows  at  the 
several  points  must  be  determined. 

As  a  basis  for  such  comparison  of  stream  flow,  it  may  be  assumed 
that  the  flow  per  unit  of  area  at  different  points  on  the  same  stream,  or 
at  points  on  different  streams  under  similar  circumstances,  is  essentially 
the  same  oiTis  TnsomcT  definite  proportion.  This  is  not  strictly  true, 
or  perhaps  it  may  be  more  truly  said  that  the  apparent  similarity  of 
conditions  is  only  approximate  and  hence  errors  in  comparative  results 
must  necessarily  follow.  For  a  satisfactory  consideration  of  the  sub- 
ject of  comparative  hydrographs  the  variations  from  these  assumptions 
must  be  understood  and  appreciated. 

A  comparison  of  streams  in  different  parts  of  the  country  widely 
separated  are  seldom  warranted,  and  frequently  the  flow  of  streams  in 
the  same  state  is  widely  different.  For  example,  the  Wisconsin  River 
has  a  low  water,  high  water  and  mean  flow  per  square  mile  about 
double  that  of  the  Rock  River  in  the  same  state,  and  the  flow  of  the 
Hudson  River,  the  Oswego  River  and  the  Genesee  River  in  the  state 
of  New  York  are  widely  different  and  not  at  all  suitable  for  a  basis  of 
estimates  of  each  others  flow.  When  conditions  are  fairly  comparative 
the  assumption  of  similarity  of  flow  is  often  essentially  correct  and  in 
such  cases  comparative  hydrographs  will  afford  a  basis  for  an  intelli- 
gent consideration  of  stream  flow  where  local  hydrographs  are  not  avail- 
able.   Fig.  yj  is  a  hydrograph  constructed  from  observations  made  on 
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Vig.  78. — Drainage  Area  of  Wisconsin  River  Above  Kilboum,  Wl8. 
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the  Wisconsin  River  at  Necedah,  Wisconsin,  by  the  United  States  Geo- 
logical Survey  for  the  water  year,  1904,  and  shows  the  daily  rate  of 
discharge  of  the  Wisconsin  River  at  that  point  for  the  year  named. 
The  area  of  the  Wisconsin  River  (see  Fig.  78,  page  144)  above  Necedah 
is  5,800  square  miles.  If,  therefore,  a  horizontal  line  be  drawn  from 
the  point  representing  5,800  cubic  feet  per  second  on  the  discharge 
scale  (see  Fig.  'jj^,  the  line  so  drawn  will  represent  a  discliarge  at 
Necedah  of  one  cubic  foot  per  second  per  square  mile  of  drainage  area, 
and  a  similar  line  drawn  from  the  11,600  cubic  foot  point  on  the  ver- 
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Fig.  79. — ^Hydrograph  of  Wisconsin  River  Based  on  Observations  at  Necedah, 

Wis.,  Adapted  by  Change  of  Scale  to  Conditions  at  Kilbourn,  Wis. 

(see  page  146). 

tical  scale  will  represent  a  discharge  of  two  cubic  feet  per  second  per 
square  mile,  and  so  on.  These  lines  may  be  fairly  regarded  not  only  as 
indicating  the  flow  per  unit  of  area  of  the  river  at  Necedah,  but  also 
the  relative  flow  per  unit  of  area  of  the  Wisconsin  River  at  points  not 
greatly  distant  therefrom.  At  Kilbourn  (see  Fig.  78),  located  on  the 
same  river  about  forty  miles  below  Necedah,  the  flow  may  be  assumed 
to  be  similar  and  proportionate  to  the  flow  at  Necedah.  Above  Kil- 
houm  the  drainage  area  is  7,900  square  miles,  and  with  similar  flow  the 
discharge  would  be  proportionately  greater.  The  fact  jnust^  be  rec- 
ognized, and  acknowledged,  that  the  hydrograph  is  strictly  applicable 
only  to  the  point  at  which  it  is  taken,  and  that  certain  errors  will  arise 
m  considering  its  application  to  other  points,  yet  observations  and  com- 
pansons  show  that,  while  such  errors  exist,  they  are  not  nearly  so  im- 
portant as  the  errors  which  arise  from  the  consideration  of  averages, 
^jther  annually  or  monthly. 
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Consider,  therefore,  on  this  basis  the  Necedah  hydrograph  as  shown 
in  Fig,  TJ.  On  this  diagram  a  flow  of  one  cubic  foot  per  second  per 
square  mile  at  Necedah,  representing  an  actual  flow  of  5,800  cubic  feet 
per  second  at  that  point,  would,  by  proportion,  represent  a  flow  of 
7,900  cubic  feet  per  second  at  Kilboum  and,  with  a  suitable  change  in 
scale,  the  diagram  may  be  redrawn  to  represent  the  flow  at  Kilbourn  as 
shown  in  Fig.  79,  page  145.  This  same  method  can  be  applied  to  any 
point  on  the  same  river  or  to  comparative  points  on  different  rivers. 

73.  The  Hydrograph  as  a  Power  Curve. — ^The  hydrograph,  by  a 
simple  change  in  the  vertical  scale  similar  to  that  already  considered, 
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Fig.  80. — Power  Hydrograph   Showing  Continuous    (24   Hour)    Theoretical 
Horse  Power  at  Kilboum,  Wis.  (17  Foot  Head). 

may  also  be  made  to  show  graphically  the  variations  in  the  power  of 
the  stream.  If,  for  example,  at  Kilboum,  a  constant  fall  of  seventeen 
feet  be  assumed,  then  a  flow  of  one  cubic  foot  per  second  per  square 
mile  represents  a  total  flow  of  7,900  cubic  feet  per  second,  and  this  flow, 
under  seventeen  foot  head,  will  give  a  theoretical  hydraulic  horse  power 
as  follows : 

7900  X  17 

H.  P.  = =  15261 

8.8 

Now  if  a  hydrograph  be  constructed  on  such  a  scale  that  the  line  of 
flow  of  one  cubic  foot  per  second  per  square  mile  will  also  represent 
15,261  H.  P.,  the  result  will  be  a  power  hydrograph  (see  Fig.  80), 
which  represents  the  continuous  (twenty-four  hours  per  day)  theoreti- 
cal power  of  the  river  under  the  conditions  named. 
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On  account  of  losses  in  the  development  of  power  the  full  theoretical 
power  of  a  stream  cannot  be  developed,  and  hence  the  actual  power 
that  can  be  realized  is  always  less  than  the  theoretical  power  of  the 
stream.  If  it  is  desired  to  consider  the  actual  power  of  the  stream  on 
the  basis  of  developing  the  same  with  turbines  of  eighty  per  cent,  ef- 
ficiency, the  line  representing  the  flow  of  one  cubic  foot  per  second  per 
square  mile  will  represent  the  actual  horse  power  to  an  amount  deter- 
mined as  follows: 

7900  X  17  X  .80         7900  X  17 

A.H.P.  = = =12209 

8.8  11 

A  hydrograph  platted  so  that  the  line  of  one  cubic  foot  per  second  per 

square  mile  will  represent  this  amount,  will  indicate  the  actual  horse 
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Fig.  81.— Power  Hydrograph  at  Kilboum,  Wis.  (17  Foot  Constant  Head/. 

power  of  the  river  at  Kilbourn  with  the  wheels  working  with  the  effi- 
ciency and  under  the  head  named.  Such  a  hydrograph  is  shown  by 
Fig.  8i,  referred  to  by  the  left-hand  scale  (A).  Power,  however, 
is  not  always  used  continuously  for  twenty-four  hours.  If  pond- 
age is  available  the  night  flow  may  be  stored  and  utilized  during  the  day. 
If  the  flow  of  twelve  hours  at  night  is  impounded  and  used  during  the 
day  under  the  seventeen  foot  head,  the  power  will  be  double  that  shown 
on  scale  A,  and  can  be  represented  by  another  change  in  scale  as 
shown  by  Fig.  8i,  referred  to  scale  B.  If  the  flow  for  the  fourteen 
hours  of  night  is  stored  and  utilized  in  the  ten  hours  of  day,  then  the 
hydrograph  can  be  made  by  another  change  in  scale  to  represent  the 
ten  hours  power  as  shown  by  Fig.  82,  page  148. 
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The  total  horse  power  hours  which  are  available  from  a  stream  lor 
each  day  may  be  represented  (either  theoretically  or  actually)  by  mul- 
tiplying the  scale  of  continuous  power  by  twenty-four.  The  actual 
horse  power  available  at  Kilboum  under  the  conditions  named  is  rep- 

r  resented  by  scale  C  in  Fig.  8i.    It  will  be  noted  that  by  pointing  off 

^  one  place  in  the  figures  of  scale  C,  Fig.  8i,  the  hydrograph  will  repre- 

^  sent  the  same  condition  as  shown  in  Fig.  82. 

-  74.  The  Practical  Study  of  Stream  Flow. — ^When  local  observa- 
tions are  available  for  extended  periods,  such  long  time  observations 
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Pig.  82. — Power  Hydrograph  at  Kilbourn,  Wis.  (Ten  Hour  Power  With  Per- 
fect Pondage  and  17  Foot  Constant  Head). 

may  remove  the  estimates  of  flow  entirely  »f rom  the  domains  ot  specu- 
lation and  place  them  on  the  solid  ground  of  observed  facts.  Hydro- 
graphs  of  a  river  that  cover  the  full  range  of  conditions  of  rainfall, 
temperature,  etc.,  which  are  liable  to  prevail  on  its  drainage  area,  give 
a  very  complete  knowledge  of  the  flow  of  the  stream  for  the  purpose 
of  the  consideration  of  water  power. 

It  is  rare,  however,  that  observations  of  stream  flow  for  a  long  term 
of  years  are  available  at  the  immediate  site  of  a  proposed  power  plant 
Such  observations  are  ordinarily  made  only  at  locations  where  power 
has  been  developed  and  where  water  power  or  similar  interests  have 
been  centered  for  a  long  period  of  time.  Occasionally,  however,  the 
future  value  of  potential  powers  is  recognized  and  appreciated,  and 
local  observations  are  maintained  for  a  series  of  years  by  interested 
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parties,  having  a  sufficient  knowledge  of  the  subject  to  recognize  the 
value  and  importance  of  such  information.  The  variation  of  flow  for 
some  considerable  time  previous  to  construction  is  thus  available  upon 
which  to  base  the  design. 

In  considering  new  installations,  one  of  four  conditions  obtains : 

First:  Hydrographs  are  available  at  the  immediate  site  proposed. 

Second:  Hydrographs  are  available  at  some  other  point  on  the  river 
above  or  below  the  proposed  installation. 

Third:  Hydrographs  are  not  available  on  the  river  in  question  but- 
are  available  on  other  rivers  where  essentially  similar  conditions  of 
rainfall  and  stream  flow  prevail. 

Fourth:  No  hydrog^phs,  either  on  the  river  in  question  or  on  other 
rivers  of  a  similar  character  and  in  the  immediate  vicinity,  are  available,      a 

75.  Local  Hydrographs. — ^When  hydrographs,  constructed  from 
observations  taken  at  the  immediate  site  of  the  proposed  water  power 
installation,  are  obtainable,  for  a  considerable  number  of  years,  the 
most  satisfactory  character  of  information  is  available  for  the  consid- 
eration of  a  water  power  project.  Under  such  conditions  the  engineer 
is  not  obliged  to  consider  the  relation  of  rainfall  to  run-off  or  to  spec- 
ulate as  to  the  relative  value  of  the  stream  in  question  compared  with 
other  adjacent  streams,  or  as  to  the  effects  of  the  physical  conditions  of 
drainage  area,  evaporation,  temperature  and  other  factors  on  stream 
flow.  The  actual  flow  of  the  stream  from  day  to  day,  perhaps 
through  all  ranges  of  rainfall,  temperature,  evaporation  and  other  phys- 
ical conditions,  is  known  and  the  principal  points  which  must  be  con- 
sidered are :  First^  the  head  available ;  Second,  the  effects  of  the  varia- 
tions  of  flow  on  the  variations  in  head;  and  Third,  the  extent  to  which 
the  flow  can  be  economically  developed  or  utilized.  Generally,  however, 
even  where  local  hydrographs  are  available,  they  are  not  sufficiently 
extended  to  cover  all  the  variations  in  river  flow  which  must  be  antici- 
pated, and  it  is  ordinarily  desirable  to  compare  the  available  data  with 
the  flow  at  other  points  on  the  stream  in  question  or  with  other  streams 
in  the  immediate  vicinity. 

76.  The  Study  of  Local  Hydrographs. — As  an  example  of  the  con- 
sideration of  flow  data  available  at  the  immediate  site  of  a  proposed 
hydraulic  development,  let  the  possibilities  of  the  development  of  the 
Fox  River  diversion  at  the  Rapide  Croche  Dam  be  investigated.  The 
drainage  area  of  the  Fox  River  above  the  outlet  of  Lake  Winnebago 
(see  Fig.  83,  page  150)  is  about  6^200  square  miles.  As  the  lower  Fox 
has  few  tributaries  this  average  area  may  be  regarded  as  common  to 
any  power  location  on  the  lower  Fox  River. 
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Fig.  88.— Dramage  Area  of  the  Fox  River  and  Ite  Tributariee  (see  page  149). 
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The  Green  Bay  and  Mississippi  canal,  which  connects  Green  Bay 
with  Lake  Winnebago  in  Wisconsin,  parallels  the  Fox  River  and  is 
owned  and  operated  by  the  United  States  government.  The  Fox 
River  has  been  gauged  by  the  United  States  army  engineers  at  the 
Rapide  Croche  Dam  for  many  years.  The  gaugings  prior  to  1895  ^^^ 
questionable,  as  the  dam  was  not  maintained  in  good  order,  but  since 
that  date  attention  has  been  given  to  the  maintenance  of  the  dam,  and 
the  gaugings  are  believed  to  be  fairly  accurate.  For  the  purpose  of 
this  study  they  may  be  assumed  to  be  correct,  although  the  matter 
should  be  investigated  if  the  data  are  to  be  used  as  the  basis  of  any  con- 
siderable investments. 

The  gaugings  show  the  amount  of  water  flowing  in  the  river,  and 
available  for  power  purposes  from  1895  to  1913  inclusive.    The  amoimt^  . 
discharged  through  the  canal  is  not  known,  but  it  is  not  large,  and  will  T 
probably  not  materially  increase.    The  annual  second-feet  hydrographs 
showing  the  rate  of  daily  flow  at  the  Rapide  Croche  Dam  are  shown 
in  Figs.  84  and  85,  pages  152  and  153. 

From  the  daily  records  of  flow  the  average  shortage  of  water  has 
been  estimated  for  each  one-tenth  of  a  cubic  foot  per  second  per  square 
mile  from  one-tenth  to  seven-tenths  and  for  the  entire  length  of  time 
for  which  records  are  available.  Tabulations  of  the  results  of  the  in- 
vestigation for  three-tenths  and  seven-tenths  cubic  feet  per  second  per 
square  mile  are  shown  in  Tables  13  and  14,  pages  154  and  155. 

In  the  last  column  of  each  table  is  shown  the  average  deficiency  in 
the  same  units  for  each  year,  and  at  the  foot  of  this  last  column  the 
average  deficiency  for  the  entire  period  of  nineteen  years. 

Table  15,  page  156,  is  a  tabulation  of  the  maximimi  and  minimtmi  \  1 
flows  of  the  Fox  River.  The  greatest  discharge  recorded  in  the  nine- 
teen-year period  occurred  on  April  16,  jpojS,  and  reached  15,912^  second  ^' 
feet,  or  2.547  cubic  feet  per  second  per  square  mile  on  a  drainage  area 
of  6,250  square  miles.  This  maximum  was  closely  approached  on 
June  6  of  1895  ^ind  1905  and  ag^in  on  April  11,  1913.  The  lowest 
maximum  flood  of  any  year  occurred  on  June  11,  1896,  with  a  dis- 
charge of  4,605  second  feet,  or  .737  cubic  feet  per  second  per  square 
mile. 

On  July  18  and  again  on  Aug[ust  18,  1910,  and  during  a  period  ex- 
tending^ from  August  I,  to  August  10,  191 1,  no  flow  was  recorded  over 
the  government  dam  at  Rapide  Croche.  Some  water  was  used  for  nav- 
igation purposes  in  the  locks  around  the  rapids,  but  as  a  supply  for 
water  power  at  this  point,  tiie  flow  of  the  river  must  be  considered  zero 
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Fig.  84. — Discharge  Hydrographs  of  the  Fox  River  at  Rapide  Croche  Dam 
for  the  Years  1895  to  1904,  Inclusive  (see  page  151). 
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Fig.  85. — Discharge  Hydrographs  of  the  Fox  River  at  Rapide  Croche  Dam  for 
the  Tears  1906  to  1913,  Indiisiye  (see  page  151). 
Note:  Flow  indicated  found  in  error.    Diagram  is  illustrative  only. 
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on  the  above  dates.  The  next  lowest  flow  was  on  September  28,  18^, 
when  a  minimum  of  nine  second  feet  was  recorded.  The  minimum 
flows,  with  the  exception  of  one  year  in  January  and  another  in  March, 
have  been  in  the  summer  and  autumn  months.  July  is  credited  with 
three ;  August,  four ;  September,  four ;  October,  three ;  November,  two ; 

TABLE  13. 
Deficiencies  in  Flow  in  Cubic  Feet  per  Second  per  Square  Mile  of  the  Fox 
River  at  Rapide  Croche  Dam  at  O.S  Cubic  Feet  per  Second  per  Square 
Mile  (Equivalent  to  a  Flow  of  1875  Second  Feet). 
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and  December,  two.  September,  1896,  with  a  mean  monthly  flow 
of  .024  cubic  feet  per  second  per  square  mile,  is  the  lowest  month  of 
the  nineteen-year  period. 

Table  16  shows  not  only  the  deficiencies  in  flow  but  also  the  theo- 
retical horse  power  of  the  assumed  flow,  under  a  constant  head  of 
twenty  feet,  the  theoretical  horse  power  hours  (T.  H.  P.  hours)  per 
annum,  the  annual  deficiency  in  theoretical  horse  power  hours  per  an- 
num and  the  percentage  of  such  deficiency  to  the  total  annual  power. 
This  table  therefore  shows  the  amount  of  auxiliary  power  that  would 
be  theoretically  necessary  to  maintain  a  continuous  output  of  from 
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1,420  T.  H.  P.  to  9,940  T.  H.  P.  and  the  equivalent  daily  output  in 
theoretical  horse  power  hours,  provided  there  is  sufficient  pondage  to 
take  care  of  the  fluctuations  in  daily  load. 

As  the  hydrograph  shows  that  at  certain  times  no  flow  is  available 
it  is  evident  that  in  order  to  maintain  power  at  all  times  an  auxiliary 
steam  plant  would  have  to  be  installed  with  a  capacity  as  gfreat  as  that 

TABLE  15. 

Maximum  and  Minimum  Discharges  of  the  Fox  River  at  Rapide  Croche  Dam> 

for  Each  Year  from  189o  ta  191S  Inclusive. 


Date. 

Max.  Flood. 

Date. 

Min.  Discharge, 

Year. 

cu.  ft. 

per  sec. 

per  sq. 

mi. 

cu.  ft. 
per  sec. 

cu.  ft  per 
hec.  per 
sq.  mi. 

cu.  ft  pet 
sec 

1895.. 

June  6 

June  11 

Apr.  23 

May  6 

May  17 

Nov.  3 

Apr.  12 

May  29 

Apr.  5 

May  13 

June  6 

Apr.  16 

Apr.  11 

May  21 

May  8....... 

Apr.  27 

Dec.  19 

May  30 

Apr.  11 

2,467 
.737 
1.397 
1.096 
1.403 
1.536 
1.925 
1.971 
1.488 
1.869 
2.467 
2.547 
1.950 
2.086 
2.092 
.851 
1.932 
1.858 
2.350 

15416 

4605 

8728 

6852 

8767 

9597 

12033 

12317 

9297 

11682 

15416 

15919 

12190 

13037 

13075 

5319 

12075 

11612 

14874 

Mar.  14 

0.330 
.001 
.019 

2062 

1896.. 

Sept.  28 

9 

1897. . 

Aug.  30 

lift 

1898 

Oct    9 

061              383 

1899 

Dec  25. .   .     .  •  • . 

.017              iftK 

1900.. 

July  4 

.021 
.180 
.070 
.193 
.158 
.297 
.130 
.122 
.031 
.060 
.000 
.000 
.118 
.015 

131 

1901.. 

Sept  22 

675 

1902. 

Oct.  5 

435 

1903.. 

Jan.  4 

1206 

1904.. 
1905.. 

Sept.  22 

Dec.  25 

988 
1851 

1906. . 

Oct  22 

811 

1907.. 

Nov.  3 

766 

1908.. 

Aug.  23 

194 

1909. . 

Nov.  7 

375 

1910.. 
1911.. 
1912.. 

July  18  &  Aug.  18 
Aug.  1  to  Aug.  10 
July  4 

0 

0 

738 

1913.. 

Sept  22 

97 

of  the  hydraulic  plant,  unless  the  industry  for  which  the  plant  is  to  be 
installed  can  utilize  the  power  as  available,  closing  down  partially  or 
wholly  on  occasion  as  the  flow  decreases. 

The  extent  to  which  a  development  should  be  made  will  depend  on 
the  value  of  the  power,  the  necessity  and  cost  of  auxiliary  power,  the 
cost  of  development  and  the  nature  of  the  industry  for  which  the  power 
is  to  be  utilized. 

On  account  of  the  load  factor  of  every  industry,  constant  power  is 
never  fully  utilized  and  there  are  numerous  irregularities  in  loads  which 
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must  be  considered  as  influencing  output  and  possibly   influencing 
somewhat  the  amount  of  auxiliary  power  which  may  be  actually  needed. 
The  influence  of  the  variation  in  the  demand  for  power  may  be  con- 
sidered as  follows : 

In  an  installation  recently  contemplated,  the  variation  in  load  was 
estimated  as  follows : 

Average  dally  load 100  per  cent 

Average  dally  load  maximum  month 130  per  cent 

Maximum  dally  load 150  per  cent 

Peak  load  maximum  day 200  per  cent 

Average  dally  load  minimum  month 85  per  cent 

Average  load  of  minimum  day 65  per  cent 

Let  this  load  be  superimposed  on  the  mean  annual  hydrograph  (see 
Fig.  86,  page  159).  In  Fig.  86  the  irregular  line  aaa  shows  the  varia- 
tion of  the  mean  annual  hydrograph.  The  average  power  output  for 
which  the  plant  is  to  be  designed  is  shown  by  the  straight  line  bbb,  and 
the  irregular,  average  monthly  load  which  must  be  anticipated  (as  as- 
sumed for  the  conditions  existing  in  this  case),  is  shown  by  the  stepped 
line  c  c  c. 

The  limit  to  the  variations  in  the  demand  for  power  as  estimated 
above  is  also  shown  by  horizontal  lines  duly  indicated.  By  various 
cross  hatching  the  diagram  indicates : 

First:  The  average  water  available  to  maintain  average  power  but 
unutilized. 

Second:  The  water  available  to  develop  average  power,  but  which 
will  probably  be  wasted  (without  storage)  because  less  than  average 
power  will  be  used  at  that  period. 

Third:  The  auxiliary  power  required  to  develop  the  average  power 
during  periods  of  deficient  water  supply. 

Fourth:  The  auxiliary  power  required  to  supply  power  during  pe- 
riods of  more  than  average  demand. 

Fifth:  The  auxiliary  power  required  to  maintain  the  average  load, 
but  which  will  be  saved  on  account  of  less  than  average  demand  for 
power. 

Sixth:  The  average  water  not  necessary  to  maintain  average  power 
but  which  is  utilized  on  account  of  the  average  monthly  load  variation. 

The  effect  of  the  variations  of  the  daily  load  have  been  discussed  in 
section  35,  page  64,  and  illustrated  by  Figs.  37,  38  and  39,  pages  65, 
67  and  68. 

From  a  study  of  this  figure,  it  will  be  noted  that  there  will  be  times 
when  water  is  available,  and  is  estimated  in  the  table,  when  in  fact  it 
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Average  water  not  used  to  maintain  average  power. 

Water  available  to  develop  average  power  but  which  will  probably 
be  wasted  (without  storage)  because  less  than  average  power  will 
be  used  at  that  period. 

Auxiliary  power  required  to  develop  the  average  power  during  pe- 
riods of  deficient  water  supply. 

Auxiliary  power  required  to  supply  power  during  periods  of  more 
than  average  demand. 

Auxiliary  power  required  to  maintain  average  load  but  which  will 
be  saved  on  account  of  less  than  average  demand  for  power. 

m  Average  water  not  necessary  to  maintain  average  power  but  which 
Is  utilized  to  maintain  average  monthly  load  variation. 

Pig.  86. — Mean  Annual  Hydrograph  of  a  River  and  Its  Relation  to  Load 

Requirements. 

cannot  be  used  on  acjcount  of  the  irregularity  of  the  proposed  load,  and 
there  are  also  times  when  fuel  has  been  estimated  to  supply  auxiliary 
power  that  will  not  be  needed  for  the  same  reason. 

On  the  whole,  it  seems  probable  that  more  than  the  estimated  amount 
of  auxiliary  power  will  actually  be  needed  to  maintain  the  average  load. 

77.  The  Study  of  Comparative  Hydrographs. — It  must  be  clearly 
understood  that  comparative  hydrographs  are  of  value  only  as  the  con- 
ditions are  essentially  similar  on  the  various  drainage  areas  compared. 
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Stream  flow  at  the  best  is  very  irregular  and  varies  greatly  from 
year  to  year.  The  actual  departure  from  the  truth  can  best  be  under- 
stood ai\d  appreciated  from  an  actual  comparison  of  flows  on  adjacent 
drainage  areas  where  observations  have  actually  been  made  for  a  term 
of  years.  From  such  an  investigation,  which  can  be  made  as  extended 
as  desirable,  the  true  weight  to  be  given  to  the  comparative  hydrograph 


Fig.  87. — Drainage  Areas  of  the  Peshtigo,  Upper  Wisconsin  and  Menominee 

Rivers. 

can  best  be  judged.  It  is  not  believed  that  the  actual  variations  from 
the  truth,  as  shown  by  carefully  selected  comparative  hydrographs,  will 
be  any  greater  than  the  flow  variations  which  actually  take  place  from 
a  drainage  area  from  year  to  year  under  the  varying  conditions  of  rain- 
fall and  climate.  This  method,  therefore,  is  believed  to  be  a  scientific 
and  systematic  one  for  the  consideration  and  discussion  of  probable 
variations  in  stream  flow  at  any  given  point,  if  its  limitations  and  the 
modifying  influences  known  to  exist  on  different  drainage  areas  and 
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under  diflFerent  geographical,  geological  and  meterological  conditions 
are  known  and  appreciated. 

The  estimates  of  possible  power  development  on  the  Peshtigo  River 
at  High  Falls,  Wisconsin,  were  made  when  few  gaugings  were  available 

Jan.       Feb.    Man      ^P^-      ^'^/     Jvne   Jt/fy      Au^.    S^     Oct     ^OK     Dee. 


^  o 

^  /ienominee  Pirtr    n^ar  Iron  Mountain,  /f/ch.  Drvincfe  fir*a,  £415  S^,Aff7es. 


ZO 


\ 


^  LO 


^^^^zit^^^-- 


Rrsfiti'go  Pi^er  at   /itrman^  farm.      Draina^  Area,  670  Sf,  Aft'/es. 


Ifhconsin  Rirer  at  Merril/.  Drainage  Area,  £6JO  S^Mtfe9» 

Pig.  88. — Ck>mparatlye  Discharge  Hydrogrttphs  of  Three  Wisconsin  Rivers 
for  the  Tear  1907  (see  page  162). 

and  were  based  upon  the  comparative  hydrographs  of  the  upper  Me- 
nominee and  upper  Wisconsin  rivers.  The  relative  locations  of  the 
drainage  areas  considered  are  shown  in  Fig.  87,  page  160.  The  obser- 
vations made  since  the  report  was  issued  show  that  the  flows  of  the 
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streams  are  fairly  comparative  as  may  be  seen  by  reference  to  Fig. 
88,  page  i6i  and  Fig.  89.  That  such  comparisons  may  lead  to  er- 
roneous conclusions,  unless  carefully  chosen,  may  be  seen  by  an  ex- 
Jffn,       Feb.    Man      /ffiK      May     Jtfn&   Jufy      Aa^.    Sept     Oct      Nor.      Plec. 


I 
1 


zo 


10 


Menominee  Pii^r   near  iron  Moantoin,  Mich.         Drainage  Area,  ^4iS  S^M/ias. 


ji 

n 

V^ 
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fl  I 
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/y 
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^^ 

^np' 

Beshti^o  Pirer  at   Nermann  Farm,      Dnrina^  ^re^,  670  S^.Miies. 


m^consin  /Si^er  of  /ferr/ii.  Draina^  /irea,  £6JO  Sf.Afiies, 

Fig.  89. — Comparative  Discharge  Hydrographs  of  Three  Wisconsin  Riven 

for  the  year  1908. 


amination  of  Fig.  91,  page  164  and  Fig.  92,  page  165,  which  show  the 
comparative  chronological  and  duration  hydrographs  for  various  rivers 
of  Michigan,  the  relative  locations  of  which  are  shown  in  Fig.  90, 
page  163.  From  these  hydrographs  it  may  be  seen  that  if  the  flow  of 
the  Thunder  Bay  River  had  been  estimated  on  the  basis  of  the  actual 
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flow  of  the  Au  Sable  River  the  estimate  would  have  been  twice  too 
large.  If  the  flow  of  the  Au  Sable  River  had  been  estimated  on  the 
basis  of  the  actual  flow  of  the  Grand  River  at  North  Lansing,  the  esti- 
mated flow  would  have  been  only  about  one-third  of  the  actual  flow. 
Even  the  flows  of  the  Grand  River  itself  at  North  Lansing  and  Grand 


Fig.  90. — ^Map  Showing  Location  of  Various  Michigan  Drainage  Areas  (see 

page  162). 


Digiti 


zed  by  Google 


1 64  Power  of  a  Strecon  as  Affected  by  Flow. 

Rapids  differ  considerably.  A  study  of  comparative  How  is  cUzvays 
luxzardous  as  a  basis  for  any  considerable  investment  and  must  be  made 
with  the  greatest  care. 

78.  When  no  Hydrographs  are  Available. — In  a  new  co-untry 
where  no  observations  are  available  either  on  the  drainage  area  under 
consideration  or  on  other  areas  adjacent  thereto,  the  study  of  compara- 
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Fig.  91.-^omparatiye  Hydrographs  of  Various  Michigan  Rivers  for  the  Year 

1904  (see  page  162). 
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tive  hydrographs  is  impossible  and  a  different  method  of  consideration 
must  be  used.  If  no  data  are  available,  time  must  be  taken  to  acquire 
a  reasonable  amount  of  local  information  which  should  include  not 
less  than  one  yearns  observation.  In  addition  to  such  observation  a 
study  as  thorough  as  practicable  should  be  made  of  the  geology,  topo- 
graphy, and  other  physical  conditions  that  prevail  on  the  water  shed. 
Rainfall  data  are  commonly  available  for  a  much  greater  range  of  time 
than  the  observations  of  stream  flow.  The  relations  of  rainfall  to  run- 
off are  very  jndefinite  but  give  some  indication  as  to  whether  the  flow 
data  for  a  given  year  may  be  regarded  as  a  maximum,  minimum  or 
mean  and  afford  the  basis  for  a  conservative  estimate  of  probable  aver- 
age flow  conditions. 

From  such  relations,  and  from  a  single  year's  observations,  conclu- 
sions may  be  drawn  as  to  the  probable  variations  from  the  obser\'ed 
flow  which  will  occur  during  the  years  where  the  rainfall  varies  greatly 
from  that  of  the  year  during  which  observations  are  available.  Such 
conclusions  are  necessarily  unsatisfactory,  or  at  least  much  less  satis- 
factory than  conclusions  based  on  actual  stream  flow. 

Tl^e  consideration  of  the  best  information  available  on  any  project  is 
the  basis  on  which  the  engiticcr  should  always  rest  his  conclusions,  and 
all  relations  which  will  throw  light  on  the  actual jiqnditions  should  be 
given  careful  attention.  If  a  water  power  plant  must  be  immediately 
constructed  upon  a  stream  concerning  which  little  or  no  information  is 
available,  then  the  risk  is .  proportionately  greater,  and  safety  is  ob- 
tained only  by  building  in  such  a  conservative  manner  that  success  will 
be  assured  for  the  plant  installed  and  on  plans  that  will  permit  of 
future  extensions  should  the  conditions  that  afterward  develop  warrant 
an  extension  of  the  same. 
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CHAPTER  VII 

PONDAGE  AND  STORAGE 

79.  Effect  of  Pondage  on  Power. — The  terms  "Pondage''  and 
"Storage'*  are  quite  similar  in  meaning,  both  having  reference  to  the 
impounding  of  water  for  future  use.  The  term  pondage  usually  refers 
to  the  smaller  ponds  which  permit  of  the  impounding  of  the  night  flow 
for  use  during  the  working  hours  of  day.  Storage,  on  the  other  hand, 
is  usually  applied  to  the  larger  impounding  reservoirs  that  enable  a 
sufficient  quantity  of  water  to  be  stored  to  carry  the  plant,  to  some  ex- 
tent at  least,  through  the  dry  season  of  the  year.  Between  these  limits 
every  variation  in  capacity  is  of  course  possible. 

In  Chapter  VI,  Section  73,  the  effect  of  pondage  on  the  power  of  a 
stream  is  briefly  outlined  and  illustrated  by  hydrographs  shown  in 
Figs.  81,  page  147  and  82,  page  148.  The  pondage  illustrated  by  these 
diagrams  is  sufficient  to  store  the  entire  flow  of  the  river  during  the 
parts  of  the  day  when  the  power  is  not  in  use  and  reserve  it  for  those 
hours  of  the  day  when  the  power  is  needed.  Such  a  condition  can  fre- 
quently be  realized  for  the  low  flows  during  the  dry  seasons,  but  the 
capacity  is  seldom  sufficient  to  store  the  larger  flows,  and  if  sufficient 
should  be  investigated  in  a  different  manner  to  be  discussed  later. 
These  hydrographs  should  therefore  be  examined  with  these  points  in 
view. 

In  some  water  power  installations  practically  no  pondage  is  possible 
and  the  power  of  the  stream  must  be  utilized  as  it  flows  or  otherwise  it 
will  be  wasted.  On  continuous  service,  such  as  is  sometimes  required 
by  cotton  factories,  paper  mills,  and  electro-chemical  works  that  run 
twenty-four  hours  per  day,  pondage  is  not  so  essential.  With  most 
power  loads,  such  as  are  shown  by  the  various  load  curves  in  Chap- 
ter III,  the  night  load  is  small  and  the  pondage  of  the  night  flow  will 
frequently  permit  of  more  than  doubling  the  power  that  can  be  other- 
wise utilized. 

80.  Effect  of  Limited  Pondage  on  the  Power  Curve. — Frequently 
limited  pondage  only  is  possible  and  its  influence  on  the  possible  power 
that  can  be  generated  must  be  carefully  investigated.  If  power  is  to  be 
used  for  a  limited  number  of  hours  each  day,  the  rate  at  which  power 
can  be  used  for  this  time  without  pondage  will  be  the  same  as  for  the 
continuous  power  of  the  stream. 
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Sudi  proportions  of  the  otherwise  unutilized  flow  of  the  stream  as  'T 
can  be  impounded  during  periods  of  light  load  can  be  added  to  the    ■ 
daily  output    Thus,  if  power  is  used  for  twelve  hours  per  day,  and  the 
night  flow  can  be  impounded  and  utilized  during  the  day,  the  day  power  I 
will  be  increased  to  double  what  it  otherwise  would  be. 

If  power  is  used  for  only  ten  hours  per  day,  with  perfect  pondage  - 
the  day  power  will  be  increased  to  two  and  four-tenths  times  what  it 
would  otherwise  be. 

In  twelve  hours  there  are  43,200  seconds,  and  in  each  acre  there  are 
43>S6o  square  feet.  It  can  jtherefore  readily  b?_r?!??.5^!?^J^^  ^^^^  f^T, 
twelve  hour  pondage  there  must  be  practically  as  many  acres  one  foot 
deep  (or  acre  feet)  in  the  pond  as  there  are  cubic  feet  per  second  to  be 
impounded.  For  ten  hour  use  and  fourteen  hour  storage,  the  pond 
area  must  be  increased  by  one-sixth  above  the  capacity  needed  for 
twelve  hour  service.  For  example :  In  order  to  utilize  the  full  flow  of 
the  Wisconsin  River  at  Kilboum  in  twelve  hours  (see  Fig.  79,  page  145) , 
on  the  day  of  lowest  flow  (in  August,  1904),  a  pondage  of  ^^ooo  acre 
feet  would  have  been  necessary,  and,  to  utilize  this  full  flow  in  ten  work- 
ing hours,  would  have  required  a  pondage  of  about^,5oo jicre  feet. 

Where  the  depth  of  pondage  is  considerable  the  effect  of  the  varia- 
tion in  head  on  the  power  should  receive  careful  consideration. 

81.  Power  Hydrograph  at  Sterling,  Illinois. — In  1903  an  investi- 
gation was  made  of  the  probable  effect,  on  the  water  power  at  Sterling, 
Illinois,  of  the  proposed  diversion  of  water  for  feeding  the  Illinois  and 
Mississippi  or  "Hennepin"  Canal. 

The  pondage  formerly  available  at  Sterling,  by  using  eighteen  inch 
flash  boards  on  the  dam,  was  about  42,000,000  cubic  feet  (almost  1,000 
acre  feet). 

The  diversion  dam  at  Sterling  has  been  constructed  about  one  mile 
above  the  dam  of  the  Sterling  Hydraulic  Company  and  has  limited  the 
available  pondage  to  an  area  of  about  5,000,000  square  feet,  and  a  pond- 
age of  about  7,000,000  cubic  feet.  This  change  has  therefore  caused  a 
loss  of  pondage  of  about  35,000,000  cubic  feet,  which  represents  the 
night  storage  (i.  e.,  the  storage  during  the  fourteen  hours  of  night),  of 
700  cubic  feet  per  second,  which  represents  980  hydraulic  horse  power 
for  the  ten  hours  of  day.  That  is  to  say, — ^the  loss  of  35,000,000  cubic 
feet  of  storage  capacity  caused  by  the  construction  of  the  United  States 
Government  dam  near  the  mouth  of  the  Illinois  and  Mississippi  Canal, 
has  lost  to  the  Sterling  Hydraulic  Company  about  980  hydraulic  horse 
power  during  such  periods  as  the  flow  of  the  river  is  more  than  840 
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cubic  feet  per  second,  and  less  than  the  capacity  of  the  wheels  installed 
(i.  e.,  4450  cubic  feet  per  second). 

Figure  93,  page  171,  gives  a  graphical  illustration  of  the  effects  of  stor- 
age on  the  normal  water  power  at  Sterling  and  the  loss  resulting  from 
the  diminished  storage.  The  lower  flow  line  is  the  line  of  the  normal 
hydraulic  horse  power  of  the  Rock  River  for  continuous  (twenty- four 
hour)  service.  It^also  shows  the  total  power  available  for  ten-hour 
service  without  gondage.  The  flow  line  just  above  the  line  of  normal 
power,  and  parallel  thereto,  shows  the  additional  ten-hour  power  avail- 
able from  a  pondage  of  7,000,000  cubic  feet.  The  upper  flow  line 
shows  the  ten-hour  power  made  available  by  the  storage  of  42,000,000 
cubic  feet.  The  hatched  area  between  lines  two  and  three  represents 
therefore  the  loss  in  ten-hour  power  which  has  been  caused  by  the  de- 
crease in  storage  of  35,000,000  cubic  feet. 

From  this  diagram  |t  will  be  noted  that  when  the  flow  of  the  river  is 
sufficient  to  supply  the  wheels,  no  loss  would  be  occasioned  by  the  de- 
crease in  pondage,  and,  as  the  flow  approaches  this  pointy  the  actual  loss 
decreases.  It  should  also  be  noted  that  when  the  flow  of  the  river  is  less 
than  840  cubic  feet  per  second  (above  the  amount  diverted  by  the 
canal)  the  total  storage  of  42,000,000  cubic  feet  is  more  than  necessary 
to  store  the  night  flow,  hence  the  loss  at  such  times  caused  by  the  di- 
minished pondage  also  decreases. 

The  approximate  total  loss  of  power  for  the  year  caused  by  the  loss 
of  35,000,000  cubic  feet  of  storage,  as  measured  from  this  diagram,  is 
980  hydraulic  horse  power  for,  approximately,  250  ten-hour  days. 

82.  Effect  of  Pondage  on  Other  Power. — ^The  pondage  of  water 
during  the  night  naturally  interferes  with  the  normal  flow  of  the  stream 
and  alters  the  regimen  of  the  river  at  points  below  the  point  of  pondage. 
The  effect  of  such  interference  on  other  power,  and  the  effect  of  other 
ponds  on  the  plant  contemplated,  should  be  carefully  considered. 

The  hydrographs  of  the  Fox  River  (see  Figs.  84  and  85,  pages  152  and 
153)  are  taken  from  observation  by  the  government  engineers  at  Rapide 
Croche,  Wisconsin.  Above  this  point  are  a  number  of  water  power 
dams.  Many  of  the  plants  run  twenty- four  hours  daily,  but  close  down 
on  Sundays.  The  effect  of  the  Sunday  shut-down  on  the  stream  flow 
is  well  shown  in  the  hydrograph  and  is  evident  even  during  floodjpe- 
rjods.  It  is  to  be  noted  that  if  a  certain  minimum  power  must  be  main- 
tained at  all  times  by  a  plant  on  the  lower  river,  this  interference  in  flow 
may  create  the  necessity  for  an  auxiliary  plant,  or  the  necessity  of  en- 
largement of  the  auxiliary  plant  otherwise  required  in  order  to  main- 
tain the  required  capacity  at  all  times. 
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83.  Effect  of  Limited  Storage^ — ^When  the  pondage  available  is 
more  than  sufficient  to  carry  the  night  flow  of  the  low  water  period 
over  for  day  use,  it  becomes  possible  to  equalize,  to  a  greater  or  less 
extent,  the  variation  in  daily  flow  and  to  utilize  excess  flow  to  increase 
deficient  flows,  thus  raising  the  quantity  of  available  continuous  power. 
The  extent  of  this  equalization  depends  on  the  quantity  of  storage  and 
can  readily  be  investigated  graphically. 

Figure  94  shows  the  estimated  daily  flow  of  the  Wisconsin  River  at 
Kilboum  for  July,  August,  and  September  (the  low  water  period), 
1904.  From  this  hydrogjaph  it  will  be  seen  that  the  lowest  flow  is 
3,000  cubic  feet  per  second.  From  Sec.  80  it  is  seen  that  in  order  to 
utilize  the  night  flow  during  the  twelve  hours  of  day,  a  pondage  of 
3,000  acre  feet  must  be  available.    With  such  a  pondage  the  night  flow 
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n  can  ordinarly  be  distributed  so  as  to  be  available  either  for  twelve  hour 

c:£         constant  power  or  to  furnish  power  for  any  equivalent  load  curve. 

In  Fig.  94  the  vertical  spaces  each  represent  a  flow  of  1,000  cubic 
feet  per  second,  and  the  horizontal  spaces,  one  day.  The  area  of  eadi 
space  therefore,  represents  86400,000  cubic  feet,  or  approximately 
2,000  acre-feet. 

To  increase  the  low  water  flow  of  the  river  to  4,000  second  feet  will 
require  a  storage  capacity  equivalent  to  that  represented  by  approxi- 
mately three  spaces,  or  a  storage  of  6,000  acre  feet  in  addition  to  the 
pondage,  or  a  total  storage  of  about  9,000  acre  feet.  To  increase  the 
flow  to  5, 000  second  feet,  a  total  storage  of  28,000  acre  feet  in  addition 
to  the  pondage  would  be  required ;  and  a  flow  of  6,000  second  feet,  will 
require  a  storage  of  90,000  acre  feet  in  addition  to  the  pondage.  In 
this  latter  case  the  conditions  to  September  6th  must  be  considered,  for 
the  increased  flow  from  August  12th  to  17th  is  not  sufficient  to  fill  the 
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reservoir,  although  it  will  reduce  the  capacity  required,  as  will  also  the 
increased  flow  of  August  20th. 

The  reservoir  capacity  represented  by  90,000  acre  feet  is  shown  on 
the  diagram  both  by  the  cross  hatched  area  above  the  flow-line  and 
by  the  rectangular  shaded  area  as  well. 

If  the  reservoir  capacity  is  known,  and  its  equivalent  represented  on 
the  drawing,  its  eflfect  on  the  hydrograph  can  readily  be  determined  by 
trial  (see  also  Fig.  97,  page  176). 

84.  Effect  of  Large  Storage. — ^When  large  storage  is  available,  the 
daily  flow  of  a  stream  can  be  equalized  and  its  variations  therefore  be-\ 
comes  less  important.     In  such  cases  the  power  of  a  plant  depends  on-| 
the  average  weekly  or  monthly  flow  of  the  stream  and  the  possible  stor- 
age capacity. 

S.  B.  Hill,  C.  E.,  has  suggested  a  method  of  discussing  the  eflfect  of  ; 
storage  on  the  flow  and  power  of  a  stream  which  is  illustrated  by 
Figs.  95  and  96.  These  hydrographs  were  prepared  by  the  writer  to 
illustrate  a  report  on  the  probable  power  of  a  proposed  hydraulic  de- 
velopment in  the  south.  Fig.  95  represents  the  mean  monthly  flow  of 
the  river  in  question  for  the  years  1893  to  1906  inclusive.  .In  this  case 
the  scale  above  the  zero  line  shows  both  the  mean  monthly  flow  of  the 
stream  in  cubic  feet  per  second  and  the  mean  monthly  power  of  the 
stream  in  horse  power  hours  per  day  with  the  head  available.  The 
available  storage  is  here  51,000  acre  'feet  or  2,221,560,000  cubic  feet. 
This  storage  is  equivalent  to  a  flow  of  857  second  feet  for  thirty  days, 
or  a  storage  of  energy,  with  the  available  head,  of  about  5,000,000  H.  P. 
hours. 

The  maximum  daily  continuous  power  (see  A- A,  Fig.  95)  is  deter- 
mined by  the  effect  of  the  driest  year  (viz.  1904)  on  the  storage.    The 
effect  of  the  dry  periods  on  the  storage  is  shown  by  the  incisions  into 
the  lower  or  storage  line  of  the  diagram.     In  the  year  1904  the  reser- 
voir capacity  would  have  been  just  exhausted  in  order  to  maintain  the 
power  during  the  low  flows  of  September,  October  and  November  of 
that  year.    The  amount  of  available  continuous  energy  (i.  e.  the  posi- 
tion  oi  the  line  A- A)  is  determined  by  equalizing  the  deficiency  in  flow 
J  Jhg  the  dry  months  with  the  total  reservoir  capacity. 
yi  is  important  in  the  study  of  storage  to  see  that  in  the  intervening 
/io<ls  of  excessive  flow,  such  flows  are  sufficient  to  supply  the  de- 
^ciency  occasioned  by  previous  demands  on  the  reservoir,  otherwise  the 
effect  of  one  dry  period  must  be  considered  in  its  relation  to  subsequent 
perio<Js  in  determining  the  available  continuous  power  (see  Fig.  95, 
1897  and  1898). 
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The  daily  flow  of  this  river  for  the  year  1904  is  shown  by  the  hydro- 
graph,  Fig.  97.  from  which  it  will  be  seen  that  with  pondage,  but  with- 
out storage,  the  available  power  of  this  stream  would  be  limited  to  a 
minimum  of  27,000  H.  P.  hours  per  day. 

85.  Effect  of  Auxiliary  Power. — In  order  to  maintain  a  continuous 
power  greater  than  that  due  to  the  minimum  flow  of  the  stream  plus 
the  pondage,  some  source  of  auxiliary  power  must  be  available.  If  it 
is  desired  to  increase  the  power  of  the  stream  represented  in  Fig.  95 
by  50,000  H.  P.  hours  per  day,  making  the  total  horse  power  hours 
delivered  163400  (represented  by  line  B-B,  Fig.  96),  auxiliary  power, 
as  represented  by  the  shaded  areas  on  this  diagram,  would  be  needed. 
As  at  all  other  times  water  power  would  be  available,  the  addition  of 
steam  auxiliary  power  would  apparently  be  warranted.  The  size  of 
the  plant  needed  to^  furnish  such  excess  power  would  depend  on  the 
method  of  power  utilization.  It  is  evident  that  during  the  dry  periods 
in  1899,  1904  and  1905,  if  the  water  power  was  first  used  to  its  maxi- 
mum, and  the  storage  exhausted,-  an  auxiliary  plant  would  be  needed  of 
a  capacity  almost  equal  to  the  maximum  demand  on  the  plant,  and  that 
a  plant  of  less  capacity  could  be  utilized  satisfactorily  only  by  operating 
it  to  a  considerable  capacity  whenever  a  considerable  draft  began  to  be 
made  on  the  storage.  As  the  extent  of  the  drought,  or  deficiency  of 
water,  could  not  be  anticipated  such  a  use  of  the  auxiliary  plant  would 
require  a  greater  expenditure  of  auxiliary  horse  power  hours  than  is 
represented  by  the  shaded  areas  in  Fig.  96. 

An  investigation  of  the  capacity  and  amount  of  auxiliary  power 
needed,  without  pondage  or  storage,  to  maintain  a  given  continuous 
power,  can  be  readily  made  from  the  hydrograph  of  daily  flow  as  shown 
by  Figs.  98  and  99,  page  176,  which  represent  such  a  study  of  the  Rock 
River  at  Sterling,  Illinois,  before  the  diversion  of  water  for  use  in  the 
Illinois  and  Mississippi  canal,  and  the  probable  additional  auxiliary 
power  required  to  maintain  the  same  power  after  such  diversion. 

86.  Effect  of  Maxiniiim  Storage. — As  the  head  increases  the  quan- 
tity of  water  needed  to  develop  a  given  amount  of  power  decreases,  and 
storage  becomes  of  much  greater  relative  value.  The  storage  of  com- 
paratively small  quantities  of  water  also  becomes  a  more  simple  matter, 
but  conditions  which  need  little  consideration  with  larger  flows  and 
lower  heads,  then  become  more  important.  In  such  cases,  relatively 
laige  reservoir  capacity  sometimes  becomes  possible  and  only  the  ques- 
tions of  desirability  and  cost  limit  the  extent  to  which  such  storage  may 
be  carried. 
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Pig.  97. — Discharge  Hydrograph  of  Daily  Flow  of  a  Southern  River  (see 

page  175). 
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Fig.  98. — Power  Hydrograph  Showing  Auxiliary  Power  Necessary  to  Main- 
tain 4450  Ten-hour  Horse  Power  at  Sterling,  111.  (see  page  176). 


•^1 


1^. 


IZOO 

o 


Fig.  99. — Power  Hydrograph  Showing  Auxiliary  Power  Needed  to  Maintain 

Capacity  of  Wheels  and  Probable  Increase  Due  to  Diversion  of 

Water  for  Illinois  and  Mississippi  Canal  (see  page  176). 
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87.  Calculations  for  Storage. — Rippl  has  outlined  a  method  of 
computing  storage  which  may  occasionally  be  used  to  advantage  under 
high  head  conditions,  when  it  is  desired  to  utilize  the  average  flow  of  a 
series  of  dry  months  or  years  by  extensive  storage.  This  method  con- 
sists in  graphically  representing  the  net  yield  of  the  stream  during  the 
period  of  low  flow  and  from  the  curve  of  the  net  flow  estimating  the 
quantity  of  storage  necessary  for  its  full  utilization. 

The  method  suggested  may  be  illustrated  as  follows : 

From  a  study  of  the  hydrographic  conditions  on  the  water  shed  for 
a  considerable  term  of  years,  the  period  of  extreme  low  flow  is  selected. 
For  this  period  the  observed  or  estimated  flow  of  the  stream  for  each 
month  is  reduced  by  the  loss  due  to  evaporation,  seepage,  etc.  The 
remainder  represents  the  net  quantity  of  water  available  for  power  pur- 
poses. The  summation  of  these  monthly  balances,  added  one  to  the 
other  consecutively  can  be  platted  in  a  curve  in  which  the  abscissa  of 
each  point  represents  the  total  time  from  the  beginning  of  the  period ; 
and  the  ordinate,  the  total  quantity  of  water  available  during  the  same 
interval.  The  scale  may  represent  inches  on  the  drainage  area,  cubic 
feet,  acre  feet,  or  such  other  unit  as  may  be  desired.  Such  a  curve  is 
represented  in  Fig.  100  by  the  irregular  curve  A-B-C-D-E-F.  The  in- 
clination of  the  curve  at  any  point  indicates  the  rate  of  the  net  flow  at 
that  particular  time.  When  the  curve  is  parallel  to  the  horizontal  axis, 
the  flow  at  that  time  will  just  balance  the  losses  caused  by  evaporation, 
seepage,  etc.  A  negative  inclination  of  the  supply  line  shows  that  a 
loss  from  the  reservoir  is  taking  place. 

In  a  similar  manner  the  curve  of  consumption  can  be  platted.  For 
most  purposes  this  can  be  considered  a  straight  line  as  the  variation  in 
the  use  of  power  from  season  to  season  is  a  refinement  not  usually  war- 
ranted, unless  the  uses  to  which  the  power  is  to  be  put  at  various  times 
of  the  year  are  well  established.  In  Fig.  100,  page  178,  a  series  of 
straight  lines  of  consumption  are  drawn,  representing  the  use  of  water 
at  rates  of  100  to  600  acre  feet  per  day.  These  rates  correspond  es- 
sentially to  rates  of  from  50  to  300  cubic  feet  per  second.  - 

The  ordinate  between  the  supply  and  any  demand  line  represents  the 
total  surplus  from  the  beginning  of  the  period  considered,  and  when 
inclination  of  the  supply  line  is  less  than  that  of  the  demand  line,  the 
yield  of  the  drainage  area  is  less  than  the  demand  and  a  reservoir  is 
necessary. 

The  deficiency  occurring  during  dry  periods  is  found  by  drawing 
lines  parallel  to  the  demand  line,  or  lines,  and  tangent  to  the  curve  at 
the  various  summits  of  the  supply  curve,  as  at  B. 
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The  maximum  deficiency  in  the  supply,  and  the  necessary  capacity  of 
the  reservoir  to  maintain  the  demand  during  the  period,  is  shown  by 
the  maximum  ordinate  drawn  from  the  tangent  to  the  curve  itself. 
The  period  during  which  the  reservoir  would  be  drawn  below  the  high 
water  line  is  represented  by  the  horizontal  distance  between  the  tan- 
gent point  and  the  first  point  of  intersection  of  the  curve.  If  the  tan- 
gent from  any  summit  parallel  to  any  demand  line  fails  to  intersect  the 


%oo,ooo 


SCALE  or  MONTHS 

Fig.  100.— Diagram  Illustrating  Rippl  Method  of  Calculating  Storage. 

curve,  it  indicates  that,  during  that  period,  the  supply  is  inadequate  for 
the  demand.  To  insure  a  full  reservoir  it  is  necessary  that  a  parallel 
tangent  drawn  backward  from  the  low  points  on  the  supply  curve  shall 
intersect  the  curve  at  some  point  below.  For  example :  The  line  B-y, 
representing  a  daily  consumption  of  700  acre  feet,  does  not  again  inter- 
sect the  curve  and  is  therefore  (within  the  period  represented  by  the 
diagram)  beyond  the  capacity  of  the  stream.  The  line  B-6  intersects 
the  curve  at  E  and  is  the  limit  of  the  stream  capacity.  Such  a  con- 
sumption will  be  provided  by  a  storage  of  about  150,000  acre  feet  as 
represented  by  the  length  of  the  line  6-D,  and  such  a  reservoir  will  be 
below  the  flow  line  for  about  twenty-two  months  during  the  dry  period 
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illustrated  in  this  diagram.  That  this  reservoir  will  fill  is  shown  by  the 
intersection  of  the  lower  tangent  D-A  with  the  curve  near  A.  The 
conditions  necessary  to  maintain  rates  of  500,  400  and  300  second  feet 
are  shown  respectively  by  the  tangents  S-5,  B-4  and  5-3,  and  the  ver- 
ticals 5'D,  4-C  and  3-C. 

If  the  amount  of  storage  is  known,  and  it  is  desired  to  ascertain  the 
maximum  demand  that  can  be  satisfied  by  such  fixed  capacity,  the  rate 


/S^  /dd7  /Q66  1669  f690  f69t   /692  /693  /694  /69^  /696  /697  /69S  /699 
Fig.  101. — Diagram  Showing  Annual  Run-off  from  Tohickon  Creek. 

is  determined  by  drawing  various  tangent  lines  from  the  summits,  hav- 
mg  the  maximum  ordinates  equal  to  the  fixed  storage. 

88.  Method  of  Storage  Calculations. — ^The  results  of  calcuIaticMis, 
as  outlined  in  Sec.  87  for  various  conditions  of  storage  on  Tohickon 
Creek,  are  shown  in  Table  17,  page  180  and  Fig.  102,  page  182.  To- 
hickon Creek  is  one  of  the  possible  sources  of  water  supply  which  has 
been  investigated  by  the  city  of  Philadelphia  for  a  considerable  period. 
The  observed  monthly  rainfalls  and  stream  flows  from  the  drainage 
area  of  this  stream  (in  inches  on  the  drainage  area)  are  given  in 
Tables  18  and  19.  A  five  year  period  of  low  flow  is  found  by  inspec- 
tion to  run  from  December,  1893,  to  November,  1898,  as  shown  by 
Fig.  loi. 
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The  calculations  of  the  mass  curves  are  based  on  the  extreme  varia- 
tions in  reservoir  area  of  o  to  lOO  per  cent ;  that  is,  on  the  assumption 
that  the  reservoir  may  occupy  from  nothing  to  the  entire  drainage  area. 

TABLB  18. 
Tohickon  Creek — Monthly  Rainfall  in  Inches. 


TABLB  19. 
Tohickon  Creek — Monthtv  Discharge  in  Inches  on  Drainage  Area. 


Year. 

s 

1 

u 

1 

i 
5 

H9 

1 

1 

i 

1 

i 

y 

1886 

4.36 
5.04 
6.38 
4.38 
2.06 
6.15 
6.63 
2.22 

.80 
3.95 

.54 
1.81 
3.70 
4.72 
3.59 

9.19 
6.25 
6.72 
1.51 
3.78 
5.68 
1.19 
6.64 
8.80 
1.70 
4.59 
2.92 
4.05 
5.56 
4.25 

4.28 
3.84 
6.27 
3.86 
6.37 
5.03 
4.87 
4.54 
3.09 
5.37 
5.48 
2.19 
1.83 
8.99 
4.70 

4.75 
1.02 
4.28 
2.88 
1.79 
1.58 

.84 
8.22 
228 
4.6C 

.73 
1.55 
2.50 
1.57 
2.50 

3.43 

.93 

.52 

1.70 

3.09 

.28 

2.06 

3.79 

8.58 

.66 

.30 

4.63 

5.04 

.2^ 

2.08 

1.41 

1.21 
.15 

2.29 
.75 
.17 
.70 
.45 
.53 
.27 
.18 

1.71 
.19 
.07 
.76 

.77 

1.63 

.06 

6.41 

.87 

.90 

.51 

.10 

.19 

.80 

2.54 

2.68 

.07 

.06 

1.15 

.09 

L96 

L77 

3.75 

.92 

8.92 

.30 

1.56 

.12 

.37 

.19 

.73 

.74 

1.02 

1.19 

.08 

.40 

5.50 

3.40 

1.22 

.94 

.19 

.83 

3.37 

.08 

1.12 

.12 

.08 

2.26 

L36 

.06 

.26 

1.54 

2.38 

8.64 

.46 

.06 

.60 

2.10 

.09 

1.06 

.67 

.60 

.19 

1.20 

1.91 

.26 

8.11 

7.97 

.69 

.63 

8.19 

2.62 

2.67 

.18 

2.34 

L79 

1.89 

2.38 
3.20 
8.47 
1.92 
1.51 

L6/ 
8.10 
8.67 
.67 
.80 
4.08 
4.23 
1.28 
?89 

32.65 

1887 

24.98 

1888 

39.77 

1889 

42.40 

1890 

26.59 

1891 

80.01 

1892 

22.13 

1898 

29.67 

1894 

31.10 

1895 

18.69 

1896 

19.87 

1897 

24  28 

1898 

27.53 

1899 

27.01 

Avertigc 

27  68 

The  conditions  on  the  reservoir  area  are  those  due  to  the  equalization 
of  the  rainfall  with  the  evaporation,  seepage  and  other  losses.  The 
conditions  on  the  balance  of  the  water  shed  are  given  by  the  run-off  and 
its  summation. 

Table  17  shows  these  calculations  in  detail  and  the  mass  curves 
drawn  from  columns  6,  10,  14,  18  and  19  are  platted  in  Fig.  102.  The 
maximum  continuous  power  which  could  be  maintained  throughout 
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this  period  without  storage  is  shown  by  the  lowest  slopes  of  the  zero 
per  cent,  mass  curve.  The  possible  maximum  development  of  the 
stream  with  various  percentages  of  reservoir  area  can  be  determined 
by  an  analysis  of  the  lower  curves  similar  to  that  described  in  Sec.  87. 

89.  Analytical  Methods. — Graphical  methods  of  computation  have 
been  heretofore  suggested  as  a  means  of  investigating  pondage  and 
storage  conditions.  Such  methods  are  believed  to  be  advantageous  in 
most  cases  on  account  of  presenting  visible  evidence  which  can  usually 
be  more  clearly  understood  than  an  abstract  analysis. 

Analytical  methods  for  the  consideration  of  these  questions  are  usu- 
ally obvious  after  the  graphical  methods  discussed  are  imderstood,  and 
such  methods  should  usually  be  employed  to  check  up  the  graphical 
deductions.  Such  methods  may  be  illustrated  by  the  following  analysis 
of  the  effect  of  low  water  conditions  on  a  proposed  water  power  on  a 
western  river. 

In  this  case  daily  gauge  readings  were  available  for  about  ten  years, 
and  the  rainfall  records  were  available  for  a  considerably  longer  j>eriod. 

From  these  records  it  appeared  that  the  year  1905  was  the  driest  year 
on  record,  and  that  the  power  available  during  the  low  water  period  of 
that  year  would  have  been  equalled  at  least  at  all  times  during  every 
year  in  the  past  twenty  years,  and  with  a  probable  like  result  in  the 
future. 

At  the  proposed  plant  each  cubic  foot  per  second,  flowing  during  a 
day  of  twenty-four  hours,  would,  at  eighty  per  cent,  efficiency,  produce 
3.63  continuous  horse  power.  In  order  to  develop  8,000  twenty-four 
hour  horse  power,  it  would  be  necessary,  therefore,  to  have  available  a 
continuous  flow  of  2,200  second  feet,  while  the  minimum  flow  in  1905 
was  only  1,240  second  feet.  An  examination  of  the  gaugings  shows 
that  during  the  dry  period  of  1905  the  water  was  deficient  in  quantity 
for  sixty-eight  days.  The  average  flow  for  this  period  was  1,700  sec- 
ond feet,  causing  an  average  deficiency  of  500  second  feet.  To  im- 
pound sufficient  water  to  maintain  2,200  second  feet  would  require, 
therefore,  a  storage  capacity  of  about  1,000  acre  feet  for  each  day  of 
the  dry  period,  or  a  total  reservoir  capacity  of  about  68,000  acre  feet. 
Above  the  proposed  dam  site  is  a  lake  having  an  area  of  about  sixty 
square  miles  or  38400  acres.  By  raising  the  level  of  this  lake  two  feet 
a  storage  of  76,800  acre  feet  would  be  attainable  which,  with  careful 
manipulation  would  be  sufficient  to  maintain  the  desired  power. 

If  no  storage  were  possible,  and  auxiliary  power  was  to  be  estab- 
lished, the  maximum  capacity  of  the  auxiliary  plant  would  be  deter- 
mined by  the  day  of  lowest  flow.    During  this  day  there  was  a  die- 
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ficienqr  of  960  second  feet,  equivalent  to  about  3,SCX)  H.  P.  The  aver- 
age deficiency  for  the  period  was  500  second' feet,  representing  a  neces- 
sary average  of  auxiliary  power  of  1,815  H.  P.,  or  43,560  H.  P.  hours 
per  day.  The  total  auxiliary  power  for  this  period  (sixty-eight  days) 
would  therefore  be  about  3,000,000  H.  P.  hours. 

In  the  same  manner  the  total  amount  of  auxiliary  power  necessary 
during  each  year  could  be  estimated  and  the  interest  and  depreciation 
on  the  cost  of  the  plant,  plus  the  average  annual  operating  expenses  of 
the  auxiliary  plant,  when  considered  in  connection  with  similar  ele- 
inents  of  the  water  power  installation,  would  furnish  the  basis  for  an 
estimate  of  the  first  cost  and  operating  expenses  of  the  combined  plant 
to  develop  the  required  power. 
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CHAPTER  VIII 

THE  STUDY  OF  THE  POWER  OF  A  STREAM  AS  AFFECTED 

BY  HEAD 

go.  Variations  in  Head. — In  the  previous  chapter  the  graphical 
representation  of  stream  flow  has  been  considered.  A  method  for  tlie 
expression  of  the  power  resulting  from  the  fluctuations  of  stream  flow^ 
and  under  a  constant  head  has  also  been  shown.  Experience  shows, 
however,  that  such  a  condition  seldom  if  ever  occurs.  In  many 
cases  where  the  available  heads  are  considerable,  the  importance  of  the 
fluctuation  in  head  is  comparatively  small,  under  which  condition  the 
diagrams  already  discussed  are  essentially  correct  and  are  satisfactory 
for  the  consideration  of  the  varying  power  of  the  stream.  In  power 
developments  under  the  low  heads  available  in  many  rivers,  the  fluctua- 
tion in  head  has  almost  or  quite  as  much  influence  on  the  continuous 
power  that  may  be  economically  developed  from  a  stream  as  the  mini- 
mum flow  of  the  stream  itself. 

The  hydraulic  gradient  of  a  stream  varies  with  the  quantity  of  water 
flowing.  At  times  of  low  water  the  fall  available  in  almost  ever}^  por- 
tion of  its  course  is  greater  than  is  necessary  to  assure  the  flow  between 
given  points  and  frequent  rapids  result  {see  R  R,  Fig.  103)  which  are 
commonly  the  basis  for  water  power  developments.  As  the  flow  in- 
creases, however,  a  higher  gradient  and  greater  stream  section  is  neces- 
sary in  order  to  pass  the  greater  quantity  of  water,  and  the  rapids  and 
small  falls  gradually  become  obscured  (as  shown  by  the  n;edium  water 
lines,  Fig.  103  or  disappear  entirely  under  the  larger  flows  (as  shown 
by  the  higher  water  line,  Fig.  103).  Water  power  dams  concentrate 
the  fall  of  the  river  that  is  unnecessary  to  produce  flow  during  condi- 
tions of  low  and  moderate  water  (as  shown  in  Fig.  104),  and  when  the 
gradient  of  the  water  surface  and  the  cross-section  of  the  stream  are 
increased  to  accommodate  the  larger  flow,  the  fall  at  such  dams  is  fre- 
quently greatly  reduced  (as  shown  by  the  medium  water  line  in  Fig. 
104)  or,  during  high  water,  the  fall  is  largely  or  completely  destroyed 
(as  shown  by  the  high  water  lines  in  the  Figure),  or  at  least  is  so  re- 
duced as  to  be  almost  or  quite  ineflfective  under  practical  water  power 
conditions. 

The  cross-section  of  the  river  bed,  its  physical  character  and  longi- 
tudinal slope,  are  the  factors  which  determine  the  hydraulic  gradient  of 
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a  stream  under  different  flows.  They  are  so  variable  in  character  and 
their  detail  condition  is  so  difficult  of  determination  that  sufficient 
knowledge  is  seldom  available,  except  possibly  in  the  case  of  some  arti- 
ficial channels,  to  determine,  with  reasonable  accuracy,  the  change  of 
the  surface  gradient  and  cross-section  of  the  water  under  various  qon- 
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Fig.  103.— Hydraulic  Gradients  of  a  Stream  Under  Various  Conditions  of  Flow. 

ditions  of  flow.  Where  a  power  plant  is  to  be  installed,  it  is  important 
to  ascertain  the  relation  of  flow  to  head  in  order  that  the  available 
power  may  be  accurately  determined.  Where  a  river  is  in  such  condi- 
ticm  as  to  make  the  determination  of  a  discharge  rating  curve  possible, 
either  by  direct  river  measurement  at  the  point  in  question  or  by  a  com- 
parison with  the  flow  over  weirs  at  some  other  point,  such  determina- 
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Fig.  104. — Hydraulic  Gradients  of  the  Same  Stream  After  the  Construction  of 
Dam  and  Under  Various  Conditions  of  Flow. 

tion  should  be  carefully  made,  as  such  knowledge  is  of  the  utmost  im- 
portance in  considering  the  problem  of  continuous  power. 

91.  The  Tail  Water  Curve. — It  will  be  readily  seen  that  while  the 
rating  curve  shows  the  relation  between  stream  flow  and  river  heijght 
prior  to  the  construction  of  a  dam,  it  will  still  represent  the  condition 
of  flow  below  the  dam  after  construction  is  completed.  The  water 
flowing  over  the  dam  will  create  a  disturbed  condition  immediately  be- 
low. If  the  velocity  of  the  flow  is  partially  checked  or  entirely  de- 
stroyed, a  heading-up  of  the  water  may  result  below  the  dam  suflScient 
to  give  the  velocity  required  to  produce  the  flow  in  the  river  below,  but 
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it  will  soon  reach  a  normal  condition  similar  to  that  which  existed  pre- 
vious to  the  construction  of  the  dam. 

92.  The  Head  Water  Curve. — In  Appendix  C  are  shown  (see 
Figure  436  and  Figure  437)  the  discharge  curves  for  weirs  of 
various  forms  and  the  formulas  representing  them  are  also  discussed 
in  Chapter  V.  From  these  formulas  or  diagrams  a  discharge  curve 
can  be  readily  calculated,  with  reasonable  exactness,  for  a  dam  with  a 
certain  form  and  length  of  crest.  Such  a  curve  will  show  the  height 
of  the  head  waters  above  the  dam  and  under  any  assumed  conditions  of 
flow.  From  the  rating  curve  of  the  river  at  the  point  considered,  and 
the  discharge  curve  of  the  weir  proposed,  the  relative  positions  of  head 
and  tail  waters  under  varying  conditions  of  discharge  can  be  readily 
and  accurately  determined,  and  if  a  weir  is  to  be  built  to  a  certain  fixed 
height,  it  will  be  seen  that  the  head  under  any  given  conditions  of  flow 
may  be  thus  determined. 

93.  Graphic  Representation  of  Head. — Fig.  105  shows  the  rating 
curve  of  the  Wisconsin  River  (see  lower  curve  marked  "Tail  Water 
Curve")  at  Kilboum.  On  this  diagram  has  also  been  platted  several 
discharge  curves,  two  being  for  a  weir  of  300  feet  in  length  and  two 
for  a  weir  of  350  feet  in  length.  Both  weir  curves  in  the  upper  set  arc 
based  on  the  assumption  that  the  entire  flow  of  water  is  passing  over 
the  weir.  The  crest  of  the  dam  is  shown  as  raised  to  gauge  nineteen, 
and  the  distance  between  the  rating  curve,  which  now  represents  the 
height  of  the  tail  water,  and  the  weir  discharge  curves,  which  represent 
the  height  of  the  head  water  (with  two  different  lengths  of  weir)  under 
different  conditions  of  flow,  shows  the  heads  that  obtain  at  all  times 
under  these  assumptions. 

The  entire  discharge  of  the  stream,  however,  will  not  pass  over  the 
dam  except  when  the  plant  is  entirely  shut  down,  which  will  seldom  be 
the  case.  The  essential  information  which  is  desired  therefore  is  the 
available  head  when  the  plant  is  in  active  operation.  At  the  Kilboum 
plant  the  discharge  of  the  turbines  installed  under  full  head  is  7,000 
cubic  feet  per  second ;  hence,  with  the  plant  in  full  operation,  this  quan- 
tity of  water  is  passing  through  the  wheels.  Therefore  in  determining 
the  relation  between  head  water  and  tail  water  it  must  be  considered 
that  with  a  flow  of  7,000  cubic  feet  per  second,  the  water  surface  above 
the  dam  is  at  the  elevation  of  its  crest,  no  flow  occurring  over  the  spill- 
way, and  that  only  the  flows  greater  than  this  amount  pass  over  the 
dam.  Another  curve  for  each  weir  has  therefore  been  added  to  the 
diagram  in  which  the  zero  of  the  weir  curves  is  platted  from  the  point 
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wnere  the  line  representing  the  height  of  the  dam  (elevation  19)  inter- 
sects the  line  representing  a  discharge  of  7,000  cubic  feet  per  second. 
From  this  diagram  (Fig.  105)  it  will  be  seen  that  other  heads,  shown 
in  Table  20,  will  obtain  under  various  conditions  of  flow. 
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Fig.  106. — Showing  Head  at  the  Kllbourn  Dam  Under  Various  Conditions  of 

Flow. 

It  will  readily  be  seen  that  the  line  representing  the  height  of  the  dam 
is  not  essential  and  that  the  curves  may  be  platted  relative  to  each  other^ 
leaving  the  height  of  the  dam  out  of  the  question  entirely  and  indeter- 
minate. A  curve  constructed  on  this  basis  but  otherwise  drawn  in  the 
same  manner  as  in  Fig.  105,  is  shown  in  Fig.  106,  page  191.  In  Fig.  106, 
wherever  the  weir  or  head  water  curves  pass  above  the  tail  water  curve. 
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it  shows  that  an  increase  in  the  head  will  result  under  the  correspond- 
ing condition  of  flow  and  wherever  they  pass  below  such  curve,  it 
shows  that  a  decrease  in  the  head  will  result  under  the  corresponding- 
condition  of  flow,  the  amount  of  which  is  clearly  shown  by  the  scale  of 
the  diag^ram.  Consequently,  having  given  the  height  of  the  dam  above 
tail  water  at  the  point  of  no  discharge,  the  head  available  under  any 
other  condition  can  be  immediately  determined  from  the  diagram. 

From  this  diagram  the  changes  in  head  (as  shown  in  Table  21)  can 
be  determined  and  these,  with  a  seventeen  foot  dam,  will  give  the  total 

TABLE  20. 

Gauge  heights  and  heads  available  at  Kilboum  Dam  under  various  conditions 
of  fioiv,  ivith  a  length  of  spillway  of  300  and  S50  feet 


Flow  in  cubic  feet 
per  second. 


Head  Water 

300 

350 

ft.  dam. 

ft  dam. 

19 

19 

22.9 

22.3 

25.2 

24.6 

27 

26.2 

28.5 

27.7 

30.2 

29.3 

31.5 

30.4 

32. '^ 

31.6 

Tail 
Water. 


Head  with 


300 
ft.  dam. 


350 
ft  dam. 


7000 
14000 
21000 
28000 
35000 
420C0 
490C0 
66000 


2 

17 

5.1 

17.8 

8 

17.2 

10.3 

16.7 

12.2 

16.5 

13.6 

16.6 

14.7 

16.8 

15.6 

17.1 

17 

17.2 

16.6 

15.9 

15.5 

15.7 

15.7 

15.8 


heads  available  under  various  conditions  of  flow  as  shown  in  the  last 
two  columns.  These  heads  will  be  seen  to  correspond  with  the  heads 
given  in  Table  20. 

94.  Effects  of  Design  of  Dam  on  Head. — It  should  be  noted  in 
both  of  the  last  diagrams  that  the  height  of  the  water  above  the  dam  is 
readily  controlled  by  a  change  in  the  form  and  length  of  the  weir ;  that 
a  contraction  in  the  weir  length  produces  a  corresponding  rise  in  the 
head  waters  as  the  flow  increases,  while  the  lengthening  of  the  weir 
will  reduce  the  height  of  the  head  water  under  all  conditions  of  flow. 
The  physical  conditions  relative  to  overflow  above  the  dam  will  control 
the  point  to  which  the  head  waters  may  be  permitted  to  rise  and  will 
modify  the  length  and  the  construction  of  the  dam.  Where  the  over- 
flow must  be  limited,  the  waters,  during  flood  times,  must  be  controlled 
either  by  a  sufficient  length  of  spillway  or  by  a  temporary  or  permanent 
reduction  in  the  height  of  the  dam  such  as  the  removal  of  flash  boards, 
the  opening  of  gates,  or  by  some  form  of  movable  dam. 
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Fig.  106. — Showing  Change  in  Head  at  Kilboum  Dam  Under  Various  Condi- 
tion of  Flow  (see  page  189). 

Having  determined  the  head  available  at  all  conditions  of  river  flow, 
the  hydrograph,  as  previously  shown,  may  be  modified  to  show  the 
actual  power  of  the  river  under  the  varying  conditions  of  flow.  The 
vertical  scale,  in  this  case,  instead  of  being  uniform  must  be  variable 
as  the  head  varies.  Fig.  107,  page  192,  shows  graphically  the  variation 
in  the  continuous  theoretical  power  of  the  river  taking  into  considera- 

TABLE  21. 

Changes  in  head  at  KiXbourn  Bam  with  lengths  of  crest  SOO  and  S50  feet  and 
under  various  conditions  of  flow  with  resulting  total  available  head  with 
n  ft.  dam. 


Flow  in  cubic  feet 
per  second. 

Changes  in 

Head  with 

Total  Head  with 

800 
ft.  dam. 

350 
ft.  dam. 

300 
ft.  dam. 

350 
ft  dam. 

7000 

0 
+   .8 
+   .2 

—  .3 

—  .5 

—  .4 

—  .2 
+   .1 

0 
+    .2 
—  .4 
—1.1 
—1.5 
—1.3 
—1.3 
—1.2 

17 

17.8 

17.2 

16.7 

16.5 

16.6 

16.8 

17.1 

17 

14000 

17.2 

21000.. 

16.6 

28000 

15.9 

35000 

42000 

15.5 
15.7 

49000 

56000 

15.7 
15.8 
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tion  the  variation  in  head  which  will  actually  occur.  Compare  this  hy- 
drograph  with  Fig.  80,  page  146,  in  which  no  variation  in  head  is  con- 
sidered. 

95.  Effect  of  Head  on  the  Power  of  the  Plant. — It  is  important  at 
this  point  to  take  into  consideration  the  effect  of  hekd  and  flow  on  the 
actual  power  of  the  plant.  In  most  rivers,  under  flood  conditions, 
the  power  theoretically  available  is  largely  increased,  for,  while  the 
head  may  diminish,  the  flow  becomes  so  much  greater  tiiat  the  effect  of 
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Fig.  107. — Power  Hydrograph  Showing  Continuous   (24  Hour)   Theoretical 
Horse  Power  at  Kilboum,  Wis.,  With  Actual  Head  (see  page  191). 

head  on  the  theoretical  power  is  more  than  offset  thereby.  Practi- 
cally, however,  the  conditions  of  head  under  which  a  given  water  wheel 
will  operate  satisfactorily  (i.  e.  at  a  fixed  speed)  are  limited,  and,  while 
the  theoretical  power  of  the  river  may  radically  increase,  the  power  of 
the  plant  installed  under  such  conditions  will  often  seriously  decrease, 
and  under  extreme  conditions  may  cease  entirely.  The  discharging 
capacity  of  any  opening  is  directly  proportional  to  the  square  root  of 
the  head,  and  the  water  wheel,  or  water  wheels,  simply  offers  a  par- 
ticular form  of  opening,  or  openings,  and  operates  essentially  under 
this  general  law.  With  a  fixed  efficiency,  therefore,  the  power  which 
may  be  developed  by  a  water  wheel  is  in  direct  proportion  to  its  dis- 
charging capacity  and  to  the  available  head.  Hence,  the  power  of  the 
wheel  decreases  as  the  product  of  these  two  factors,  and  therefore  the 
power  available  under  conditions  of  high  flow  and  small  head  are  much 
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less  than  where  the  head  is  large  and  the  total  flow  of  the  river  is  less. 
The  only  way,  therefore,  to  take  advantage  of  the  large  increase  in 
theoretical  power  during  the  high  water  conditions  is  to  install  a  sur- 
plus of  machinery  above  that  required  for  the  condition  of  average 
water.  This  may  sometimes  be  done  to  advantage,  but  its  extent  soon 
reaches  a  practical  limitation  on  account  of  the  expense.  It  often  be- 
comes desirable  to  take  care  of  such  extraordinary  condition  by  the  use 
of  supplemental  or  auxiliary  power.  Such  power  can  usually  also  be 
applied  during  conditions  of  low  water  flow  when  the  power  is  limited 
by  the  other  extreme  of  insxifficient  water  under  maximum  head. 

In  considering  the  effect  of  head  on  the  power  of  a  plant,  it  is  neces- 
sary to  understand  that  water  wheels  are  almost  invariably  selected  to 
nm  at^a^^J^iii  definite  speed  for  a  given  power  plant  and  cannot  be 
used  satisfactorily  unless  this  speed  can  be  maintained.  Also  that  any 
wheel  will  give  its  best  efficiency  at  a  fixed  speed  only  under  limited 
changes  in  head.  If  the  head  changes  radically,  the  efficiency  changes 
as  well  and  this  effect  becomes  more  serious  under  a  reduction  in  head. 
As  the  head  is  reduced,  the  discharging  capacity  of  the  wheel  and  its 
efficiency  is  also  rapidly  reduced  so  that  the  power  of  the  wheel  de- 
creases more  rapidly  than  the  reduction  in  the  discharging  capacity 
would  indicate.  When  the  reduction  of  head  reaches  a  certain  point 
the  wheel  is  able  to  simply  maintain  its  speed  without  developing  power, 
and  when  the  head  falls  below  that  point,  the  speed  can  no  longer  bo 
maintained.  It  is  therefore  plain  that  when  the  head  of  a  stream  varies 
greatly,  it  becomes  an  impoftant  and  difficult  matter  to  select  wheels 
which  will  operate  satisfactorily  under  such  variations,  and,  when  the 
variations  become  too  great,  it  may  be  practically  or  financially  impos- 
sible to  do  so.  This  subject  is  discussed  at  leng^  in  Chapters  XI  and 
XIII,  but  is  called  to  the  attention  of  the  engineer  as  an  important  mat- 
ter in  connection  with  the  study  of  head.  "^ 

96.  Graphical  Investigation  of  the  Relations  of  Power,  Head  and 
Flow. — The  relation  of  head  and  flow  to  the  horse  power  of  any  . 
stream  on  which  a  dam  has  been  constructed,  may  be  graphically  in- 
vestigated and  determined  by  a  diagram  similar  to  Fig.  108,  page  194. 
On  this  diagram  are  platted  hyperbolic  lines  marked  "horse  power 
curves"  which  show  the  relation  of  horse  power  to  head  and  flow  within 
the  probable  limits  of  the  conditions  at  Three  Rivers,  Michigan.  These 
lines  are  drawn  to  represent  the  actual  horse  power  of  a  stream  under 
limited  variations  in  head  and  flow  and  on  the  basis  of  a  plant  efficiency 
of  seventy-five  per  cent.    These  heads,  which  actually  obtain  at  the 
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Three  Rivers  dam,  were  observed  under  three  conditions  of  flow,  and 
these  observations  were  platted  on  the  diagram  at  ^  ^  ^  and  a  curve  was 
drawn  through  them.     From  the  intersection  of  this  curve  with  tlie 
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Fig.  108.— Graphical  Study  of  Head  (see  page  193). 

horse  power  curves,  the  actual  power  of  the  river  available  under  the 
actual  variations  of  head  and  flow,  is  determined.  These  measurements 
were  taken  with  all  of  the  water  passing  over  the  dam. 

Let  us  assume  that  it  is  desired  to  investigate  the  eflfect  of  an  installa- 
tion of  wheels,  using  6oo  cubic  feet  per  second,  under  a  nine  foot  head. 
Under  these  conditions  part  of  the  water  will  pass  through  the  turbines 
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instead  of  over  the  crest  of  the  dam,  the  available  head  will  therefore 
be  somewhat  reduced,  and  the  power  curve  of  the  river,  under  these 
new  conditions,  is  shown  on  the  diagram  by  the  curve  /  /  /.  This  curve 
was  platted  from  the  curve  e  eehy  computing  the  amount  the  head  on 
the  crest  of  the  dam  would  be  lowered  at  different  stages  of  the  river 
by  diverting  through  the  wheels  the  quantity  of  water  which  they  will 
pass  under  the  reduced  head.  The  actual  power  of  the  river  at  differ- 
ent heads  and  under  these  conditions  is  shown  by  the  intersection  of 
the  line  /  /  /  with  the  horse  power  curve,  and  the  actual  power  of  the 
proposed  plaiit  under  various  conditions  of  flow  is  obtained  by  pro- 
jecting the  point  of  intersection  of  the  discharge  line  with  the  line  /  /  / 
on  the  turbine  discharge  line  d  rf. 

Thus,  with  a  flow  of  600  cubic  feet  per  second,  the  power  of  the  pldnt 
would  be  about  470  H.  P.,  while,  with  a  flow  of  2,100  feet  per  second, 
the  power  of  the  plant  would  decrease  to  about  420  H.  P.  At  dis- 
charges below  600  cubic  teet  per  second  the  head  would  drop  rapidly 
unless  a  portion  of  the  installation  was  shut  down. 

97.  Graphical  Study  of  Power  at  Kilboum. — ^A  more  detailed 
study  of  head  in  connection  with  the  conditions  at  Kilboum,  Wiscon^ 
sin,  is  illustrated  by  Figs.  109,  page  196  and  no,  page  200.  In  Fig.  109, 
the  theoretical  horse  power  of  any  stream  resulting  from  any  variation 
between  head  and  flow  is  shown  by  the  hyperbolic  curves,  marked 
10,000  H.  P.,  etc.  These  curves  are  perfectly  general  and  depend  only 
upon  the  scales  of  river  flow  and  "head"  shown  at  the  left  and  at  the 
bottom  of  the  diagram.  These  curves  give  the  relation  between  head 
and  river  discharge  to  produce  the  theoretical  horse  power  marked  on 
each  curve. 

The  curve  marked  "Discharge — 24-57''  Turbines"  is  general  and 
shows  the  total  discharge  of  24-57  inch  turbines  in  cubic  feet  per  sec- 
ond for  the  various  values  of  head  given  on  the  scale  at  the  bottom  of 
the  diagram.  Fig.  105,  page  189,  previously  considered,  shows  the  re- 
lation between  discharge  of  the  river  and  height  of  head  and  tail  water. 

The  curve  marked  "Height  of  Crest  above  Tail  Water"  was  obtained 
by  subtracting  the  height  of  tail  water  at  various  stages  of  the  river  as 
given  by  the  rating  curve  of  the  river,  from  the  height  to  which  the 
spillway  of  the  dam  is  to  be  constructed,  and  platting  the  values  thus 
obtained  in  their  correct  position  on  the  diagram.  The  dam  here  con- 
sidered IS  seventeen  feet  in  height  above  average  water,  and  its  crest 
corresponds  to  the  elevation  of  nineteen  feet  on  the  gauge.  Thus  in 
determining  this  curve,  the  tail  water  gauge  height  (see  tail  water  curve, 
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Fig.  109.— Graphical  Analysis  of  Relation  of  Power,  Head  and  Plow  at  Kll- 
bourn  Plant  of  Southern  Wisconsin  Power  Co.  (see  page  195). 
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Fig.  105)  was  subtracted  from  nineteen,  and  this  value  platted  on  the 
scale  of  "head"  at  the  bottom  of  the  diagram  at  the  given  value  of  the 
discharge. 

The  curve  marked  "Fall  over  Dam,  All  Gates  Closed"  was  con- 
structed by  laying  off  as  abscissas  on  the  scale  of  "head,"  the  values  of 
actual  head  as  given  by  the  vertical  intercept  between  the  tail  water 
curve  and  head  water  curve,  with  all  water  flowing  over  the  dam  with 
350  foot  spillway  (Fig.  105).  This  curve  then  gives  the  distance  be- 
tween head  water  and  tail  water  for  various  quantities  of  river  dis- 
charge. The  horizontal  intercept  between  this  curve  and  the  curve 
marked  "Height  of  Crest  above  Tail  Water,"  gives  the  depth  on  the 
crest  of  tfie  dam  with  350  foot  spillway  for  various  rates  of  river  flow 
when  the  whole  discharge  is  passing  over  the  dam.  Thus  for  any 
given  river  discharge,  the  total  fall  can  be  obtained  by  finding  the  in- 
tersection of  the  line  representing  the  value  of  the  discharge  (for  in- 
stance, 16,000  cubic  feet  per  isecond),  with  the  curve  marked  "Fail 
over  Dam,  All  Gates  Qosed,"  giving  .in  this  case  18.8  feet.  The  theo- 
retical horse  power  of  the  river  imder  the  same  conditions  is  given  by 
interpolating  between  the  hyperbolic  iiorse  power  curves  (in  the  as- 
sumed case  equals  34,000  horse  power) .  This  is  also  given  by  the  first 
scale  on  the  right  hand  side  of  the  diagram. 

The  curve  marked  "Head — 24  Turbines"  shows  the  head  acting  on 
the  turbines  for  various  values  of  river  discharge.  The  head  acting 
on  the  turbines  is  less  than  the  fall  over  the  dam  with  all  gates  closed, 
due  to  the  additional  effect  of  the  turbines  themselves  in  drawing  down 
the  head  water,  while  the  tail  water  remains  at  its  normal  value,  cor- 
responding to  the  total  flow  of  the  river.  Points  on  this  curve  are 
given  by  the  values  of  the  intercepts  between  the  tail  water  curve  and 
the  head  water  curve,  for  the  dam  with  350  foot  spillway,  operating 
24-57''  turbines.  An  examination  of  this  curve  in  connection  with  the 
turbine  discharge  curve  shows  that  the  head  on  the  turbines  increases 
with  the  discharge  of  the  river  as  the  abscissas  to  a  parabola  with  hori- 
zontal axis  and  origin  at  zero,  until  the  height  of  crest  curve  is  inter- 
sected, beyond  which  the  head  increases  but  slightly,  and  afterward 
reduces  with  further  increase  in  river  flow. 

98.  Power  of  the  Kilboum  Wheels  Under  Variations  in  Flow. — 
When  the  gates  to  the  turbines  are  open  a  less  quantity  of  water  will 
flow  over  the  dam  and  the  head  on  the  crest  will  therefore  be  dimin- 
ished. The  amount  of  water  which  will  pass  through  the  proposed 
installation  under  various  heads,  is  shown  by  the  curve  marked  "Dis- 
charge 24-57''  turbines."    The  intersection  of  this  curve,  with  the  dis- 
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charge  lines,  at  all  points  to  the  left  of  the  curve  marked  "Height  of 
Crest  of  Dam  above  Tail  Water"  indicates  that  such  flows  will  pass 
through  the  wheels  at  the  head  indicated  by  the  point  of  intersection. 
The  practical  limit  of  the  turbine  capacity  is  the  discharge  indicated  by 
the  point  of  intersection  of  the  turbine  discharge  curve  with  the  "Height 
of  Crest  of  Dam  above  Tail  Water."  It  will  be  noted  that  this  intersec- 
tion shows  a  maximum  discharge  of  7,000  cubic  feet  per  second  under 
a  head  of  seventeen  feet.  A  further  increase  in  the  discharge  of  the 
river  up  to  8,700  cubic  feet  per  second,  causes  an  increase  in  the  head, 
which  is  found  by  following  upward  the  curve  marked  "Head  24  tur- 
bines" to  the  point  nt  where  a  maximum  head  is  indicated.  The  dis- 
charge from  the  turbines  under  this  condition  increases  but  slightly 
and  is  indicated  by  the  vertical  projection  of  the  point  of  greatest  head 
(w)  on  the  turbine  discharge  line  (at  n)  which  is  so  slightly  above  the 
7,000  cubic  feet  line  as  to  be  hardly  distinguishable  on  the  diagram. 

The  power  of  the  plant  depends  upon  the  head  and  the  discharge 
through  the  wheels,  hence  the  theoretical  power  which  might  be  de- 
veloped by  the  twenty-four  turbines  with  a  flow  of  8,700  cubic  feet  per 
second  would  be  about  13,800  H.  P.,  which  can  be  determined  by  cal- 
culation or  is  shown  by  the  relation  of  the  point  n  to  the  power  curves. 
The  actual  value  of  these  various  points  is  more  clearly  shown  on  the 
second  scale  to  the  right,  marked  "Theoretical  Power  of  Plant  24-57'' 
Turbines."  A  further  increase  in  the  discharge  decreases  the  head  un- 
til for  the  twenty- four  turbines  a  minimum  is  reached  at  a  discharge  of 
42,500  cubic  feet  per  second.  Under  this  condition  of  head  the  dis- 
charge through  the  wheels  has  also  been  somewhat  reduced,  and  the 
corresponding  horse  power  is  reduced  to  11,300  as  shown  by  the  inter- 
section of  the  discharge  curve  and  the  line  indicating  the  head  existing 
under  these  conditions. 

99.  Effects  of  Low  Water  Flow. — In  the  case  of  low  water  when 
the  flow  is  not  sufiicient  to  maintain  the  flow  over  the  dam,  if  the  tur- 
bines are  run  at  full  capacity,  the  water  level  behind  the  dam  will  drop 
until  a  point  of  equilibrium  is  attained  where  the  head  is  just  sufiicient 
to  force  the  entire  discharge  through  the  turbines.  As  the  water  level 
is  lowered  below  the  crest,  the  power  of  the  plant  rapidly  diminishes 
owing  to  the  great  decrease  in  the  head  for  a  small  decrease  in  the  flow. 
When  the  head  decreases  beyond  a  certain  point  the  power  of  the  plant 
may  be  increased  by  closing  some  of  the  gates  of  the  turbines  until  the 
discharge  through  the  turbines  is  less  than  the  discharge  of  the  river, 
when  the  head  will  increase  by  the  backing  up  of  the  water  behind  the 
dam. 
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Thus  it  will  be  seen  by  tht  diagram  that,  with  only  6,000  cubic  feet 
per  second  flowing  in  the  rivtr,  if  all  of  the  turbines  are  operated  the 
head  will  drop  to  about  12.7  fe^t,  and  the  power  of  the  plant  under  this 
head  and  flow  would  be  about  8,660  H.  P.  If,  under  these  conditions, 
one  unit  of  six  turbines,  amounting  to  one-fourth  of  the  plant,  is  shut 
down,  the  water  will  rise  until  the  head  is  increased  to  about  eighteen 
feet.  Under  these  conditions  about  800  cubic  feet  per  second  of  this 
water  will  waste  over  the  dam,  and  the  power  developed  by  the  remain- 
ing portion  of  the  plant  will  be  10,630  H.  P.,  or,  about  2,000  H.  P. 
more  with  one  unit  shut  down  and  with  the  resulting  head  than  with 
all  units  in  operation  and  the  consequent  lower  head.  The  above  dis- 
cussion simply  illustrates  the  point  that  it  is  rarely  desirable  to  draw 
down  the  head  of  an  operating  plant,  at  least  to  any  great  extent,  for  the 
sake  of  operating  a  greater  number  of  wheels,  unless  this  is  done  for 
the  purpose  of  impounding  the  night  flow  for  use  during  the  day  or  at 
times  of  maximum  load.  Even  in  this  case  too  great  a  reduction  in 
the  head  is  undesirable  and  uneconomical. 

100.  Effects  of  Niunber  of  Wheels  on  Head  and  Power. — ^A  dia- 
gram may  be  constructed  which  will  show  how  the  head  on  the  wheel 
may  be  maintained  by  shutting  off  some  of  the  wheels  in  case  the  flow 
becomes  so  small  as  to  entirely  pass  the  wheels,  and  thus  reduce  the 
head  as  previously  described.  An  example  of  such  a  diagram  is  shown 
in  Fig.  1 10,  page  200,  which  is  that  portion  of  Fig.  109  enclosed  by  the 
dashed  lines,  enlarged  and  with  additional  lines  which  show  the  dis- 
charge and  head  curves  for  various  numbers  of  wheels  from  four  to 
forty-eight  and  with  an  additional  number  of  horse  power  curves. 
These  latter  are  not  the  same  curves  as  are  shown  in  Fig.  109,  since 
they  are  computed  on  the  basis  of  a  plant  efficiency  of  seventy-five  per 
cent,  of  the  theoretical  power  instead  of  simply  the  theoretical  power 
as  shown  in  Fig.  109.  Other  curves  shown,  namely  "Height  of  Crest 
above  Tail  Water"  and  "Flow  over  Dam — ^All  Gates  Closed"  are  the 
same  as  shown  in  Fig.  109. 

Two  other  lines  on  the  diagram,  namely  curve  A  and  curve  B,  show 
the  limiting  conditions  of  economic  operation,  and  their  location  and 
construction  will  now  be  explained. 

The  problem  to  be  solved  in  locating  points  on  the  lines  is  to  find 
that  point  at  which  the  same  river  discharge  produces  the  same  amount 
of  power  in  a  group  of  turbines  one  unit  less  in  number  than  the  group 
considered.     This  may  be  solved  graphically  in  the  following  manner : 

First,  dmw  horizontal  river  discharge  lines  quite  close  together,  say 
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at  each  200  second  feet,  in  the  diagram  considered ;  from  the  intersec- 
tion of  these  lines  with  the  "Turbine  Head  Curves"  to  the  right  of  the 
"Height  of  Crest"  line,  drop  perpendiculars  to  intersect  the  "Turbine 
Discharge  Curve."  Of  tliese  latter,  find  the  one  which  lies  on  the 
same  power  line  as  does  the  intersection  of  the  corresponding  river 
discharge  line  with  the  turbine  discharge  line  of  the  next  higher  num- 
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Fig.  110. — ^Relation  of  Number  of  Wheels  to  Power  and  Head  (see  page  199). 

ber  of  turbines.  The  points  which  will  fulfill  these  measurements  will 
ordinarily  lie  between  the  lines  drawn  as  described,  but  the  lines  drawn 
horizontally  and  vertically  will  assist  in  determining  the  location  of  the 
points. 

This  construction  results  in  forming  closely  a  right  triangle,  depart- 
ing from  the  true  triangle  because  of  the  hyperbolic  form  of  the  power 
curve  which  forms  the  hypothenuse.  The  right  angle  of  the  triangle 
is  located  on  the  head  curve  for  a  total  number  of  machines  at  a  point 
where  this  number  of  wheels  will  epive  the  same  power  at  the  same  rate 
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of  river  discharge  as  will  a  group  of  wheels  containing  one  more  unit 
The  smallest  angle  of  the  right  triangle  is  located  on  the  discharge 
curve  for  a  certain  total  number  of  turbines  which  will  produce  the 
same  power  at  the  same  rate  of  river  discharge  as  will  a  group  of  tur- 
bines one  unit  less  in  number. 

A  series  of  such  points  determine  two  lines  on  the  diagram  which 
indicate  the  economic  limits  of  operation  of  the  plant:  that  is  to  say, 
these  lines  show  the  conditions  at  which  the  plant  should  be  operated 
in  order  to  produce  the  greatest  amount  of  power.  For  example,  as- 
sume a  river  flow  of  10,000  second  feet.  It  is  at  once  seen  that  this 
will  operate  thirty-six  machines  to  the  best  advantage,  since 

34  turbines  produce 13,100  horse  power 

36  turbines  produce ^ 13,200  horse  power 

88  turbines  produce 12,000  horse  powBr 

Thirty-six  turbines  being  the  proper  number  to  operate  under  the 
assumed  conditions,  there  is  very  little  flow  ove£  the  dam  since  the  tur- 
bines take  about  9,950  second  feet  at  the  head  of  15.55  f^^t  indicated 
by  the  point  of  intersection  if  the  10,000  second  foot  river  discharge 
line  with  the  head  curve  for  thirty-six  turbines.  Now  should  the  river 
discharge  decrease  somewhat  so  that  the  power  output  of  the  thirty-six 
machines  is  about  13,100  H.  P.,  it  is  seen  that  the  same  amount  of 
power  can  be  produced  by  operating  thirty-four  turbines.  This  num- 
ber will  require  less  water  than  the  river  flow,  and  in  consequence  the 
head  will  rise  to  slightly  more  than  sixteen  feet,  and  about  450  second 
feet  will  pass  over  the  dam.  Similarly,  if  the  river  discharge  decreases 
to  about  9,450  second  feet,  while  thirty-four  wheels  are  in  operation, 
giving  12,600  H.  P.,  the  same  power  can  be  produced  by  closing  down 
two  wheels  and  operating  thirty-two  wheels  under  the  head  which  will 
result  from  this  ratp  of  river  discharge,  namely  about  16.3  feet. 

A  study  of  the  diagram  will  show  that  if  the  flow  decreases  and  the 
head  on  a  certain  number  of  turbines  is  allowed  to  fall  until  the  point 
representing  the  conditions  of  operations  lies  to  the  left,  or  below  the 
limiting  line,  curve  A,  a  gpreater  amount  of  power  can  be  produced  by 
closing  down  some  of  the  wheels  and  operating  a  less  number  at  an 
increase  in  head. 

On  the  other  hand,  if  the  point  representing  the  operating  conditions 
for  a  certain  number  of  wheels  falls  to  the  right  or  above  the  upper 
limiting  line,  curve  B,  the  power  output  will  be  increased  by  increasing 
the  number  of  wheels  acting.  For  example,  consider  that  twenty-four 
wheels  are  operating  with  a  river  discharge  of  7,600  second  feet.    The 
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power  production  will  be  about  10,300  H.  P.  at  a  head  of  17.25  feet 
Twenty-six  wheels  operating  at  the  same  river  discharge  will  produce 
10,800  H.  P.  at  a  head  of  16.8  feet,  according  to  tlie  diagram. 

Thus  it  is  seen  that  in  order  to  operate  the  plant  to  produce  the  maxi- 
mum amount  of  power,  the  operation  should  be  confined  to  conditions 
as  shown  by  a  diagram  of  this  sort  between  the  two  limiting  lines 
marked  as  curve  A  and  curve  B. 

In  order  to  secure  more  accurate  results  a  small  correction  for  the 
variations  in  efficiency  under  the  variations  in  head  may  sometimes  be 
desirable.  In  the  problem  under  consideration  this  is  unnecessary  on 
account  of  the  small  variation  which  takes  place.     However,  when  the 
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Fig.  111. — ^Power  Hydrograph  of  the  Wisconsin  River  at  Kilboum,  Wis. 

variations  in  head  are  considerable,  this  correction  is  essential  if  a  close 
estimate  of  power  at  diflferent  heads  is  desired. 

loi.  The  Hydrograph  Showing  Variations  in  Power  With  Both 
Flow  and  Head. — Fig.  Ill  shows  a  power  hydrograph  similar  to 
those  previously  discussed  but  with  such  changes  in  the  scale  as  are 
necessary  to  show  the  continuous  power  that  could  have  been  de- 
veloped by  the  four  sets  of  turbines  installed  at  Kilbourn,  Wiscon- 
sin, during  the  year  1904,  under  the  variations  in  head  which  would 
actually  have  occurred  with  a  300  foot  dam  with  a  fixed  crest. 

From  the  previous  discussion  of  the  conditions  at  Kilbourn  it  is  seen 
that  with  a  dam  with  fixed  crest  the  variations  in  head,  due  to  variations 
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in  flow,  are  comparatively  small  (see  Fig.  105,  page  189  and  Table  20, 
page  190).  Consequently  the  power  of  the  wheels  would  not  decrease 
with  an  increase  in  flow  to  as  great  an  extent  as  usually  occurs  in  water 
power  plants.  With  a  system  of  flash  boards  or  an  adjustable  crest 
to  prevent  overflow  of  lands  above  the  dam  at  times  of  flood,  the  power 
of  the  plant  when  the  crest  is  lowered  would  be  still  further  reduced. 
The  curve  showing  the  change  of  head  with  the  change  in  flow 
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Hg.  112.— Variation  In  Power  and  Head  With  Changes  In  Flow  as  Applied 
to  Kilboum  Conditions. 

(Fig.  106,  page  191)  may  be  combined  with  the  duration  curve  pre- 
viously described  (see  Fig.  'jTy  page  142)  and  a  theoretical  power  curve 
derived  from  their  relations.  For  an  actual  powxr  curve,  the  decrease 
of  head  due  to  the  passage  of  the  water  through  the  turbine,  instead  of 
over  the  crest  of  the  dam  (see  Fig.  no,  page  200),  and  the  decrease  in 
power  due  to  the  limited  flow  utilized  and  to  the  loss  of  energy  in  the 
"wheels  must  be  considered.  These  relations  are  illustrated,  for  Kil*- 
bourn  conditions  and  for  the  year  1904,  in  Fig.  112. 
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CHAPTER  IX 

WATER  WHEELS 

102.  Classificatioii  of  Water  Wheels. — Water  wheels  include  most 
of  the  important  hydraulic  motors  that  are  adaptable  to  large  hydraulic 
developments.    They  may  be  divided  into  three  classes,  viz : 

First:  Gravity  wheels. 

Second:  Reaction  or  pressure  wheels. 

Third:  Impulse  or  velocity  wheels. 

In  gravity  wheels  the  energy  of  the  water  is  exerted  by  its  weight 
acting  through  a  distance  equal  to  the  head. 

In  both  reaction  and  impulse  wheels  the  potential  ^nergy  due  to  the 
weight  of  the  water  under  the  available  head  is  first  converted  into 
kinetic  energy.  This  kinetic  energy  does  work  in  the  reaction  wheel 
through  the  reactive  pressure  of  the  issuing  streams  upon  the  movable 
buckets  from  which  they  issue. 

In  the  impulse  wheel  the  nozzles  or  glides  are  stationary  and  the 
energy  of  the  issuing  streams  is  utilized  by  the  impulsive  force  which 
they  exert  in  impinging  against  movable  surfaces  or  buckets. 

Figures  113,  114  and  115,  pages  205,  206  and  208,  which  illustrate  the 
various  types  of  wheels  included  in  the  above  classes,  are  adapted,  with 
many  modifications,  from  Reuleaux's  "Constructor."  * 

103.  Gravity  Wheels. — Fig.  113  shows  the  various  types  of  grav- 
ity water  wheels  or  those  wheels  that  are  driven  by  the  weight  of  the 
water.  At  moderate  velocity,  these  motors  are  practically  operated  by 
gravity  only,  although  under  some  conditions  the  impulse  due  to  the 
velocity  of  the  entering  water  may  have  an  appreciable  effect.  In 
Fig.  113,  A  is  an  undershot  water  wheel ;  B  is  a  half-breast  wheel  (see 
also  Figs.  3  and  4,  pages  3  and  4),  and  C  is  a  high  breast  wheel.  D 
18  an  overshot  wheel.  In  C  and  D  the  buckets  should  be  so  designed  as 
to  retain  the  water  until  they  reach  the  lowest  point  in  the  revolution 
of  the  wheel  E  in  this  figure  illustrates  Zuppinger's  side-fed  wheel. 
F  illustrates  an  endless  chain  of  buckets  which  is  essentially  the  same 
in  principle  as  the  overshot  wheel.     G  is  a  similar  arrangement  using 


♦"The  Constructor."    F.  Reuleaux— trans,  by  H.  H.  Suplee,  Philadelphia* 
Pa.,  1893. 
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discs  running  with  as  small  a  clearance  as  possible  in  a  vertical  tube. 
When  the  water  acts  only  by  gravity,  the  wheels  represented  by  A  to 
E,  inclusive,  are  only  practicable  when  the  wheel  can  be  made  as  large 
or  larger  in  diameter  than  the  fall  of  the  water.  Where  small  diam- 
eters must  be  used,  the  arrangements  shown  in  F  and  G  are  available. 


"^  -  'i  '    <-  -^*        ng.  113. — ^Diagrams  of  Gravity  Wheels. 

very  small  wheels  acting  under  high  pressures  may  be  employed  by 
making  use  of  the  so-called  chamber  wheels,  illustrated  in  H,  I  and  J. 
104.  Reaction  Wheels. — ^The  wheels  illustrated  by  the  diagrams  in 
Fig.  1 14  are  of  the  second  class  or  reaction  wheels.  Diagpram  A  illus- 
trates Barker's  Mill  of  the  form  known  as  the  Scotch  turbine  illustrated 
also  by  Fig.  8  (see  page  7).  This  form  of  turbine  is  known  in  Ger- 
many as  the  Segner  wheel.  The  water  enters  the  vertical  axis  and 
discharges  through  the  curve  arms.    B  represents  a  screw  turbine 
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which  is  entirely  filled  with  water.  C  shows  a  Girard  current  turbine 
which  has  a  horizontal  axis  and  is  only  partially  submerged.  D  is 
Cadiat's  turbine  with  central  delivery.    It  resembles  the  Foumeyron 


Fig.  114. — Diagrams  of  Reaction  Wheels. 

turbine  except  that  there  are  no  guides  to  direct  the  flow  into  the 
buckets.  E  is  Thompson's  turbine  with  circumferential  delivery  and 
horizontal  axis.  The  discharge  from  this  turbine  is  about  the  axis  at 
both  sides. 
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In  diagrams  A,  B,  C,  D  and  E  the  column  of  water  is  received  as  a 
whole  and  enters  the  wheel  undivided.  The  remainder  of  the  forms 
illustrated  in  Fig.  114  show  wheels  in  which  the  flow  is  divided  into  a 
number  of  separate  streams  by  guides  interposed  in  the  streams  before 
the  water  enters  the  wheel.  Diagram  F  illustrates  the  Foumeyron 
turbine  which  acts  with  central  delivery.  The  guide  vanes  are  fixed 
and  the  discharge  of  the  water  is  at  the  circiunference  of  the  wteel. 
The  ordinary  vertical  form  of  the  Foumeyron  turbine  is  illustrated  in 
Fig.  114.  Diagram  G,  also  in  Fig.  114,  is  a  modification  of  the  Four- 
neyron  turbine  in  which  the  water  is  being  delivered  upward  from  be- 
low. This  form  is  sometimes  called  the  Nagel  turbine.  Diagram  H 
is  the  Jonval  or  Henschel  turbine  (see  also  Fig.  121,  page  220).  The 
guide  vanes  in  this  turbine  are  above  the  wheel  which  is  entirely  filled 
by  the  water  column.  Diagram  J  is  the  Francis  turbine  in  practically 
its  original  form  (see  also  Fig.  14,  page  12).  Diagram  I  illustrates 
the  present  American  form  or  modification  of  the  original  Francis  tur- 
bine. K  is  the  Schiele  turbine,  a  double  wheel  with  circumferential  de- 
livery and  axially  directed  discharge.  In  forms  H,  I,.J  and  K,  a  draft 
tube  may  be  used  below  the  wheel  to  Utilize  any  portion  of  the  fall 
which  occurs  below  the  level  of  the  bottom  of  the  wheel. 

In  all  reaction  turbines,  the  water  acts  simultaneously  through  a 
number  of  passages  around  the  entire  circumference  of  the  wheel.  In 
the  impulse  or  velocity  turbine,  the  water  may  be  applied  to  all  of  the 
buckets  simultaneously  or  to  only  a  portion  of  the  circumference  at  a 
time. 

105.  Impulse  Wheels. — ^The  wheels  illustrated  in  Fig.  115  are  the 
third  class  of  wheels  which  are  driven  by  the  impulse  due  to  the  weight 
of  water  acting  through  its  velocity.  Of  these  wheels,  A  is  the  current 
wheel  or  common  paddle  wheel.  The  paddles  are  straight  and  either 
radial  or  slightly  inclined  toward  the  current,  as  in  the  illustration  (see 
also  Figs.  I  and  2,  page  2). 

Diagram  B  is  Poncelet's  wheel  (see  also  Fig.  5,  page  4).  The 
buckets  nm  in  a  grooved  channel  and  are  so  curved  that  the  water 
drives  upward  and  then  falls  downward,  thus  giving  a  better  contact 

Diagram  C  shows  an  externally  driven  tangent  wheel.  The  buckets 
are  similar  to  the  Poncelet  wheel  but  with  a  sharper  curve  inward. 
The  discharge  of  the  water  is  inward.  D  is  an  internally  driven  tan- 
gent wheel  similar  to  the  preceding  but  with  an  outward  discharge. 

E  is  the  so-called  hurdy-gurdy  or  tangential  wheel.  The  water  is 
delivered  through  a  nozzle  ai\d  the  wheel  is  practically  an  externally 
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driven  tangent  wheel  of  larger  diameter  and  with  a  smaller  number  of 
buckets. 

Diagrams  F,  G  and  H  illustrate  three  types  of  impulse  wheels  with 
inclined  delivery  (see  also  Figs.  6,  7,  9  and  10,  pages  5  to  9).    Dia- 


Fig.  115. — Diagrams  of  Impulse  Wheels. 

gram  F  shows  a  crude  form  of  vertical  wheel  similar  in  form  to  the 
Indian  wheel.  Fig.  6.  It  is  used  on  rapid  mountain  streams  and  is 
probably  the  original  conception  from  which  the  turbine  has  been  de- 
veloped. Diagram  G  is  the  Borda  turbine  and  consists  of  a  series  of 
spiral  buckets  in  a  barrel-shaped  vessel.    Diagram  H  is  a  Danaide 
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ttirbine  which  has  spiral  buckets  enclosed  in  a  conical  tube.    This  is 
an  old  form  of  wheel  formerly  used  in  France. 

106.  Use  of  Water  Wheels. — Almost  all  water  wheels  in  practical 
use  are  modifications  of  some  of  the  above  forms  and  by  a  study  of 
these  forms  a  wheel  may  be  classified  and  a  clearer  understanding  ob- 
tained of  the  principles  of  its  operation.  Many  of  the  forms  of  wheels 
shown  in  Figs.  113,  114  and  115  are  practically  obsolete  or  are  used 
only  in  minor  plants  or  for  special  conditions  that  make  them  of  ooly 
general  interest  in  the  study  of  water  power. 


Fig.  116.-- J^Overshot"  Water  Wheel.    Manufactured  by  Fitz  Water  Wheel  Co./ 

While  gravity  wheels  are  still  occasionally  used  their  application  is. 
entirely  to  the  smaller  water  power  plants.  In  many  cases  the  turbines 
purchased  for  such  installations  are  of  cheaper  make,  poorly  designed, 
construtted  and  selected,  and  often  improperly  set  and,  consequently, 
inefficient.  In  such  cases,  and  where  the  question  of  back  water  and 
the  interference  of  ice  is  not  important,  the  gravity  wheel  may  be  more 
efficient  and  quite  satisfactory.  Well  designed  and  well  constructed 
gravity  wheels  are^said  to  give  efficiencies  of  eighty-five  per  cent,  and 
r)W>vc  (see  Fig.  18,  page  20,  and  Fig.  116).    With  such  plants  the  en- 
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gineer  has  usually  littie  to  do  and  consequently  they  will  not  be  further 
considered  here.  The  types  of  wheels  now  most  largely  used  for  mod- 
erate and  large  water  power  developments  are  the  reaction  and  impulse 
turbines. 

107.  Classification  of  Turbines. — All  modern  turbines  consist  of  a 
wheel  to  which  buckets  are  attached  and  which  is  arranged  to  revolve 
in  a  fixed  case  having  attached  to  it  a  nozzle,  guide  or  series  of  guides. 
The  guide  passages  or  nozzles  direct  the  water  at  a  suitable  angle  onto 
the  buckets  of  the  wheel.  The  revolving  wheel  contains  curved  buckets 
or  passages  whose  functions  are  to  receive  the  water,  utilize  its  energy 
and  discharge  or  waste  it  as  nearly  devoid  of  energy  as  possible. 

Turbines  may  be  classified  in  various  ways : 

First:  In  accordance  with  the  action  of  the  water  on  the  same^ 

(A)  Reaction  or  pressure  turbines,  such  as  the  Foumeyron,  Jonval, 
Francis,  etc.  (see  Fig.  114,  page  206,  G,  H,  I  and  J). 

(B)  Impulse  or  velocity  turbines,  such  as  the  Girard  and  tangential 
wheels  (see  Fig.  115,  page  208,  diagrams  D  and  E). 

(C)  Limit  turbines,  which  may  act  either  by  reaction  or  impulse. 
Second:  In  accordance  with  the  direction  ^f  flow  in  reference  to  die 

wheel. 

(A)  Radial  flow  turbines.  In  these  turbines  the  water  flows  through 
the  wheel  in  a  radial  direction.    These  may  be  subdivided  into— 

(a)  Outward  radial  flow  turbines,  such  as  the  Fourneyron  and  Ca- 
diat  (see  Fig.  114,  diagrams  F  and  D). 

(b)  Inward  radial  flow  turbines,  or  wheels  in  which  the  water  flows 
inward  in  a  radial  direction  such  as  the  Francis  and  Schiele  turbines 
(see  Fig.  114,  J  and  K). 

(B)  Axial  flow  turbines  in  which  the  general  direction  of  the  water 
is  parallel  to  the  axis  of  the  wheel  such  as  the  Jonval  and  Girard  wheels 
of  similar  design  (see  Fig.  114,  H). 

(C)  Mixed  flow  turbines,  or  turbines  in  which  the  flow  is  partially 
radial  and  partially  axial  as  in  turbines  of  the  American  type  (see 
Fig.  114,  diagram  I;  also  Figs.  125  to  142  inclusive). 

Third:  In  accordance  with  the  position  of  the  wheel  shaft. - 

(A)  Vertical  (see  Figs.  118,  120,  121,  133,  etc.,  pages  217  to  226). 

(B)  Horizontal  (see  Fig.  134,  page  227). 

Fourth:  In  accordance  with  the  arrangement  of  nozzles  or  guides. 

(A)  Complete  turbines  with  guides  surrounding  the  entire  wheel. 

(B)  Partial  turbines  with  guides  partially  surrounding  the  wheel  in 
one  or  more  gproups. 
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The  reaction  turbine  is  a  turbine  with  restricted  discharge  which 
acts  through  the  reactive  pressure  of  the  water.  Under  some  condi- 
tions the  energy  of  the  water  may  be  exerted,  at  least  in  part,  by  virtue 
of  its  velocity.  The  impulse  turbine  receives  energy  practically  en- 
tirely through  the  reactive  pressure  on  the  buckets  caused  by  changing 
the  direction  of  flow  of  the  moving  mass  of  water,  which  moves  over 
the  surface  of  the  bucket  with  the  velocity  due  to  the  head,  since  the 
discharge  is  unrestricted.  The  limit  turbine  may  act  entirely  as  a  re- 
action or  as  an  impulse  turbine  according  to  the  conditions  under  which 
it  operates. 

io8.  Condition  of  Operation. — ^These  wheels  operate  under  the  fol- 
lowing conditions : 

REACTION  OR  PRESSURE  TURBINES. 

Guides  complete. 
Buckets  with  restricted  outlets. 
Buckets  or  wheel  passages  completely  filled. 
Energy  most  largely  developed  through  reactive  pressure. 
Discharge  usually  below  tail  water  or  into  a  draft  tube. 

IMPULSE  OR  VELOCITY  TURBINES. 

Guides  partial  or  complete. 
Buckets  with  outlets  free  and  unrestricted. 
Wheel  passage  never  filled. 
Energy  entirely  due  to  velocity. 
Discharge  must  be  above  tail  water. 

No  draft  tube  possible,  except  with  special  arrangement  wHich  will 
prevent  contact  of  tail  water  with  wheels. 

LIMIT  TURBINES. 

(A)  Buckets  so  designed  that  the  discharge  is  unrestricted  when 
above  tail  water. 

Buckets  in  this  case  are  just  filled.    Act  primarily  by  effect  of  ve- 
locity. 
Discharge  above  tail  water. 

(B)  If  tail  water  rises  to  buckets,  the  discharge  is  restricted  and 
pressure  reaction  results. 

In  this  case  the  full  bucket  admits  reaction  and  discharge  may  be 
below  tail  water. 

109.  Relative  Advantage  of  Reaction  and  Impulse  Turbines. — ^The 
reaction  wheel  is  better  adapted  for  low  and  moderate  heads,  especially 
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whai  the  height  of  the  tail  water  varies  and  where  the  amplitude  of 
such  variation  is  a  considerable  percentage  of  the  total  head.  Such  a 
wheel,  which  is  designed  to  operate  with  the  buckets  filled,  can  be  set 
low  enough  to  utilize  the  entire  head  at  all  times  and  will  operate  ,ef- 
jficiently  when  fuU^  subm^^  The  reaction  wheel  can  therefore  be 
set  to  utilize  the  full  head  at  time  of  low  tail  water  and  when  the  quan- 
tity of  flow  is  limited.  For  low  head  developments  this  is  an  important 
factor.  The  impulse  turbine,  on  the  other  hand,  must  have  a  free  dis- 
charge and  must  therefore  be  set  far  enough  above  the  tail  water  to  be 
free  from  back  water  if  it  is  to  be  operated  at  such  times. 

Another  difference  between  the  reaction  and  the  impulse  turbine  is 
the  higher  relative  speed  \\'ith  which  the  former  operates.  This  is  often 
a  distinct  advantage,  for  direct  connection  with  high  speed  machinery, 
and  with  low  and  moderate  heads.  On  the  other  hand,  with  high  heads 
the  slower  speed  of  the  impulse  wheels  is  frequently  of  great  advan- 
tage, especially  in  the  form  of  the  tangential  wheel  when  the  diameter 
can  be  greatly  increased  and  very  high  heads  utilized  with  moderate 
revolutions.  In  such  cases  the  height  of  the  back  water  is  usually  but 
a  small  percentage  of  the  total  head,  and  the  loss  due  to  the  higher 
position  of  the  wheel  is  comparatively  small. 

The  speed  of  a  wheel  for  efficient  service  is  a  function  of  the  ratio 
of  the  peripheral  velocity  of  the  wheel  to  the  spouting  velocity  of  water 
under  the  working  head.  This  ratio  will  ordinarily  vary  from  .60  to 
.95  in  reaction  turbines,  according  to  the  design  of  the  wheel.  In  im- 
pulse turbines  this  ratio  varies  from  43  to  .48. 

no.  Relative  Turbine  Efficiencies. — The  impulse  turbine  has  the 
further  advantage  of  greater  efficiency  under  part  gate, — ^that  is,  at  less 
than  its  full  capacity.  When,  as  is  usually  the  case,  a  wheel  must 
operate  under  a  variable  load  it  becomes  necessary  to  reduce  the  dis- 
charge of  the  wheel  in  order  to  maintain  a  constant  speed  with  the  re- 
duced power  required  (see  Fig.  117,  page  213).  This  is  accomplished 
by  a  reduction  in  the  gate  opening  which  commonly  greatly  affects  the 
economy  of  operation. 

The  comparative  efficiencies  of  various  types  of  the  turbines  are 
shown  in  Fig.  117.  The  maximum  efficiency  of  turbines  when  op- 
erated at  the  most  satisfactory  speed  and  gate  will  be  about  the  same 
for  every  type,  if  the  wheel  is  properly  designed  and  constructed  and 
the  conditions  of  operation  are  suitable  for  the  type  used.  This  maxi- 
mum efficiency  may  vary  from  seventy-five  to  eighty-five  per  cent.,  or 
even  between  wider  limits,  but,  with  suitable  conditions,  should  not  be 
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less  than  eighty  per  cent.  In  order  to  make  the  curves  on  the  diag^m 
truly  comparative,  the  percentage  of  maximum  efficiency  and  of  maxi- 
mum discharge  are  plotted  instead  of  the  actual  efficiencies  and  actual 
discharge. 

The  Foumeyron  turbine  usually  shows  very  poor  efficiencies  at  part 
gate  as  shown  in  Fig.  117.    The  curve  for  this  turbine  is  drawn  from 
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Fig.  117. — Comparative  Efficiencies  of  Various  Types  of  Turbines. 

Francis'  test  of  the  Tremont  (Fourneyron)  turbine  (see  Fig.  118,  also 
Appendix  B,  page  744)  and  is  substantiated  by  efficiency  curves  shown 
by  various  tests  by  James  Emerson.* 

The  Jonval  turbines  usually  show  better  part  gate  efficiencies  than 
the  Foumeyron  but  are  not  as  efficient,  under  such  conditions,  as  tur- 
fei/ies  of  the  inward  flow  or  Francis  type.     The  Jonval  curve,  shown 

^6«e  "Hydrodynamics"  by  James  Emerson. 
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in  Fig.  117,  is  plotted  from  the  test  made  in  1884  at  the  Holyoke  test- 
ing flume  *  of  a  thirty-inch  regular  Chase- Jonval  turbine  (see  Appen- 
dix B,  page  746). 

The  American-Francis  turbine  varies  greatly  in  part  gate  eflSciency 
according  to  the  details  of  design  and  the  relation  of  speed  and  head 
under  which  it  operates.  The  curve  shown  in  Fig.  117,  representing 
this  type,  is  from  the  test  of  a  wheel  manufactured  by  J.  &  W.  Jolly  of 
Holyoke,  Massachusetts. 

The  impulse  wheels  when  properly  designed  and  operated  show  a 
higher  part  gate  efficiency  than  any  other  type  of  wheel.  The  curve 
shown  in  Fig.  117  is  from  a  test  of  a  twelve-inch  Doble  tangential  wheel 
in  the  laboratory  of  the  University  of  Wisconsin.! 

As  already  indicated,  the  design  of  the  wheel  has  a  great  influence  on 
its  efficiency  at  part  gate.  Individual  wheels  or  series  of  wheels  of  any 
type  may  therefore  depart  widely  from  the  curves  above  shown,  which 
are  intended  only  to  show  as  fairly  as  possible  the  usual  results  ob- 
tained from  well  made  wheels  of  each  type. 

It  should  be  noted  also  that  efficiency  is  only  one  of  the  factory  in- 
fluencing the  choice  of  a  wheel  and  that  many  other  factors  must  be 
weighed  and  carefully  considered  before  a  type  of  wheel  is  selected  as 
the  best  for  any  particular  set  of  conditions. 

III.  Turbine  Development  in  the  United  States. — ^The  develop- 
ment of  the  turbine  in  the  United  States  has  been  the  outgrowth  of 
some  seventy  years  of  practical  experience.  In  the  early  settlement  of 
the  country  tHe "great  hydraulic  resources  afforded  facilities  for  cheap 
power  and  numerous  water  powers  were  developed  under  low  and 
moderate  heads.  These  developments  created  a  correspondingly  great 
demand  for  water  wheels  and  stimulated  invention  and  manufacturing 
in  this  line.  American  inventors  have  devised  many  different  forms  of 
wheels  which  were  patented,  constructed,  tested  and  improved  to  meet 
the  prevailing  conditions.  When  a  successful  wheel  was  designed,  it 
was  duplicated  in  its  original  form  and  its  proportions  increased  or 
diminished,  to  conform  to  the  desired  capacity.  As  wheels  of  greater 
capacity  or  of  higher  speed  have  been  required,  modifications  have  been 
made  and  improved  systems  have  resulted. 

The  best  American  water  wheel  construction  began  witli  the  Boyden2__ 

*  See  page  44  of  1897  catalogue  of  Chase  Turbine  ManufacV^rliitf  Co.,  Orange, 
Mass. 

tFrom  'Test  of  a  12"  Doble  Tangential  Water  Wheel  an  unpublished 
thesis  by  H.  J.  Hunt  and  F.  M.  Johnson. 
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Fourneyron  and  Geylin-Jonval  turbines  of  improved  French  design, 
but  modem  American  practice  began  to  assume  its  characteristic  de- 
velopment with  the  construction  of  the  Howd-Francis  turbines,  already 
described.  Moderate  changes  in  the  form  and  arrangement  of  buckets 
and  other  details  gave  rise  to  the  earlier  forms  of  "Swain,"  "Leflfel" 
and  "American"  wheels  each  of  which  consisted  of  an  inward  flow  tur- 
bine modified  from  the  earlier  designs  of  Howd  and  of  Francis  as  the 
experience  of  the  inventor  seemed  to  warrant.  In  all  of  these  cases 
the  wheels  discharged  inward  and  essentially  in  a  radial  direction  and 
had  to  be  built  of  sufficient  diameter  to  provide  an  ample  space  for 
receiving  the  discharging  waters.  This  necessitated  slow  speed  wheels 
of  comparatively  low  capacity  (see  Table  i,  page  14).  In  order  to  se- 
cure higher  speed,  the  diameters  of  the  wheels  were  reduced,  thus  re- 
ducing the  power.  This  reduction  was,  however,  more  than  counter- 
balanced, in  the  later  wheels,  by  an  increase  in  the  width  of  the  bucket^ 
in  an  axial  direction.  It  was  found  also  that  the  capacity  of  the  wheels 
could  be  materially  increased,  with  only  small  losses  in  efficiency, 
by  decreasing  the  number  of  buckets.  Wheels  were  gradually  reduced 
m  diameter  and  the  Suckets  increased  in  breadth  until,  in  many  cases, 
they  reached  very  nearly  to  the  center  of  the  wheel.  This  necessitated 
a  downward  discharge  in  the  turbine  and  resulted  in  the  prolongation 
of  the  buckets  in  an  axial  direction  in  many  cases  to  almost  double  the 
width  of  the  gate.  From  this  development  has  resulted  the  construc- 
tion of  a  series  of  wheels  known  as  the  "American  turbines"  having 
higher  speed  and  greater  power  than  has  been  reached  in  European 
practice. 

The  entire  line  of  development  has,  until  within  the  last  fifteen  years, 
been  toward  the  increase  of  speed  and  power  for  low  and  moderate  head 
conditions.  It  is  only  within  this  period  that  a  considerable  demand 
has  been  felt  in  this  country  for  turbines  having  other  characteristics 
and  adapted  for  higher  heads. 

The  American  type  of  turbine,  prior  to  1890  was  not  designed  or 
suitable  for  high  heads,  its  origin  being  the  result  of  entirely  different 
conditions.  About  1890  came  a  demand  for  turbine  wheels  tmder  com- 
paratively high  heads  which  manufacturers  of  wheels  of  the  American 
type  were  poorly  equipped  to  meet.  The  first  of  such  wheels  supplied 
were  therefore  of  European  types,  which  apparently  better  suited  such 
conditions.  Recognizing,  however,  the  importance  of  meeting  such  de- 
mands, the  American  manufacturer  found  that  the  wheels  of  essentially 
the  original  Francis  type  were  well  suited  for  this  purpose.    The  nar- 
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row  wheel  and  numerous  buckets  of  the  earlier  types  reduced  the  dis- 
charge of  water,  and,  increasing  the  diameter,  reduced  the  number  of 
revolutions.  Such  types  of  wheels  of  high  efficiency  can  now  be  ob- 
tained from  the  leading  manufacturers  in  the  United  States,  and,  while 
some  manufacturers  still  furnish  only  from  their  standard  designs, 
which  are  suited  only  for  the  particular  conditions  for  which  they  were 
designed,  others  are  prepared  to  furnish  special  wheels  which  are  de- 
signed and  built  for  the  particular  conditions  imder  which  they  are  to 
be  used. 

The  systems  of  wheels  offered  by  American  manufacturers,  which 
can  be  readily  and  quickly  duplicated  from  stock  patterns  at  a  much  less 
expense  than  would  result  from  the  design  of  special  wheels  for  each 
particular  case,  has  enabled  American  manufacturers  to  furnish  water 
wheels  of  a  fairly  satisfactory  grade  and  at  a  cost  which  would  have 
been  possible  in  no  other  way.  In  the  United  States  the  cost  of  labor 
has  been  comparatively  high  and  special  work  is  particularly  expensive, 
much  more  so  than  in  Europe  where  skilled  mechanics  receive  a  com- 
pensation for  labor  which  is  but  a  small  fraction  of  that  of  their  Ameri- 
can competitors.  Average  American  practice,  at  the  present  time 
( 1907)  undoubtedly  leaves  much  to  be  desired  and  considerable  advance 
may  be  expected  from  the  correction  of  designs,  resulting  from  prac- 
tical experience  and  by  the  application  of  scientific  analysis. 

During  the  last  eight  years  (1907  to  1915),  the  improvement  in  tur- 
bine design  and  construction  in  the  United  States  has  been  very  great. 
The  increase  in  the  efficiency  of  turbines  has  been  fully  ten  per  cent.,. a 
maximum  of  93.7  per  cent,  having  been  reached  within  the  last  year. 
High  capacity  has  also  been  developed  (see  Tables  i  and  2,  page  14) 
together  with  the  ability  to  manufacture  wheels  of  large  diameter  (see 
page  244  and  Fig.  142,  page  231),  making  possible  the  use  of  single 
vertical  wheels  where  multiple  vertical  wheels  were  necessarijy  used 
ten  years  ago.  At  the  present  time  ^igijj),  the  best  American  prac- 
tice^ turbine  design  and  construction  is  fully  abreast  with  the  best 
European  practice,  and  in  some  ways  considerably  in  advance. 

112.  The  American  Foumeyron  Turbine. — As  noted  in  Chapter  I, 
one  of  the  first  reaction  turbines  developed  in  the  United  States  was  the 
Boyden  wheel  of  the  Foumeyron  type. 

In  these  wheels  (see  Fig.  118)  the  water  entered  from  the  center, 
guided  by  fixed  curve  guides  g  (Fig.  119)  and  discharged  outward 
through  the  buckets  B.  The  use  of  these  wheels  gradually  spread  and 
they  rapidly  replaced  many  of  the  old  overshot  and  breast  wheels  used 
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Fig.  118. — Tremont  (Boyden-Pourneyron)   Turbine.     (After  Francis.) 


Pig.  119.— Guides  and  Buckets  of  Tremont  (Boyden-Foumeyron)  Turbine. 

up  to  that  time,  and  soon  became  the  foremost  wheel  in  New  England. 

The  manufacture  of  the  Foumeyron  turbine  has,  for  common  use, 

been  discontinued  on  account  of  the  competition  of  other  cheaper 
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.wheels  which  were  fotind  to  be  more  efficient  at  part  gate  and  more 
generally  satisfactory  under  ordinary  conditions  of  service. 

The  Foumeyron  turbine,  when  well  designed  and  constructed,  is  a 
turbine  of  high  full  gate  efficiency.  This  wheel  is  adapted  for  high 
heads  where  a  comparatively  slow  speed  is  desired,  and  it  is  now  fre- 
quently used  for  high  grade  and  special  work  where  its  peculiarities 
seem  best  suited  to  such  conditions. 

One  of  the  modem  applications  of  the  Foumeyron  turbine  is  that  in 
the  power  plant  of  The  Niagara  Falls  Water  Power  Company.  Fig. 
I20,  page  219,  shows  vertical  and  horizontal  sections  of  one  of  the 
double  Foumeyron  units  used  by  this  company  in  their  first  plant 
These  wheels  discharge  430  cubic  feet  per  second  and  make  250  rev- 
olutions per  minute ;  at  seventy-five  per  cent,  efficiency  each  wheel  will 
develop  5,000  H.  P.  The  buckets  of  these  wheels  are  divided  vertically 
into  three  sections  or  stories  in  order  to  increase  their  part  gg^e  ef- 
ficiencies. These  wheels  are  of  Swiss  design  by  the  firm  of  Faesch  and 
Picard  and  were  built  by  The  I.  P.  Morris  Company  of  Philadelphia. 
The  wheels  are  vertical  and  connected  by  vertical  shafts,  each  with  one 
of  the  dynamos  in  the  station  above.  The  shaft  is  built  of  three-quarter 
inch  steel,  rolled  into  tubes  thirty-eight  inches  in  diameter.  At  inter- 
vals the  shafts  pass  through  journal  bearings,  or  guides,  at  which  points 
the  shafts  are  reduced  to  eleven  inches  in  diameter  and  are  solid.  The 
speed  gates  of  these  wheels  are  plain  cylindrical  rims  which  throttle 
the  discharges  on  the  outside  of  the  wheels  and  which,  with  the  co- 
operation of  the  governor,  keeps  the  speed  constant  within  two  per 
cent,  under  ordinary  conditions  of  operation.  Another  wheel  of  this 
type  is  that  manufactured  and  installed  at  Trenton  Falls,  New  York, 
by  the  same  firm  (see  Fig.  322). 

113.  The  American  Jonval  Turbine. — ^The  Jonval  turbine,  origi- 
nally of  French  design,  was  introduced  into  this  country  about  1850 
and  became  one  of  the  most  important  forms  of  turbine  of  early  Amer- 
ican manufacture.  In  the  tests  of  turbines  at  Philadelphia  in  1859-60 
(see  page  340)  a  Jonval  turbine  developed  the  highest  efficiency  and  the 
type  was  adopted  by  the  city  for  use  itt  the  Fairmount  Pumping  Sta- 
tion. Like  the  Foumeyron  turbine,  these  wheels,  while  highly  efficient 
at  full  gatCj^  have  largely  been  superceded  by  other  cheaper  and  more 
efficient  part  gate  types,  except  for  special  conditions. 

Figure  121  shows  the  Gey lin- Jonval  turbine  as  manufactured  by  the 
R.  D.  Wood  Company  of  Philadelphia.    W  represents  the  runner,  B 
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J'lg.  120. — ^Double  Fourneyron  Turbine  of  The  Niagara  Palls  Water  Power 
Company.     (Designed  by  Faesch  &  Picard;  built  by  I.  P.  Morris  &  Co.)  [q 
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the  buckets  which  receive 
the  water  through  the 
glides  g.  The  wheel  shown 
has  double  inlets  that  are 
closed  by  the  double  cylin- 
der gates  GG.  This  gate 
closes  up  against  the  hood 
C,  by  means  of  the  rods  r,  r, 
which  connect  with  the  gov- 
ernor mechanism.  The  gen- 
eral design  of  the  ordinary 
wheel  of  this  type  is  per- 
haps best  shown  by  Fig. 
122,  page  221.*  In  this  fig- 
ure A  is  the  fixed  or  g^ide 
wheel  and  B  is  the  movable 
or  turbine  nmner. 

In  the  later  hydraulic  de- 
velopments the  use  of  this 

Fig.    I21.-Vertlcal    Geylln-Jonval    Turbine     w*^^^'    ^^^    ^^^"    confined, 
(Manufactured  by  R.  D.  Wood  ft  Co.)  largely  at  least,  to  locations 

that  require  special  designs. 

1 14.  The  American  Type  of  Reaction  Turbine. — ^The  Howd  Wheel 
(Fig.  13,  page  11)  from  which  the  idea  of  the  Francis  inward  flow 
wheel  (Fig.  12,  page  10)  was  derived,  was  invented  in  1838  and  ac- 
quired a  considerable  market  throughout  New  England.  From  these 
wheels  originated  the  American  inward  and  downward  or  mixed  flow__ 
turbines. 

The  early  wheels  of  American  manufacture  were  designed  very 
much  after  the  style  of  the  Francis  wheel  with  changes,  more  or  less 
radical,  in  the  shape  and  details  of  the  buckets.  The  demand  for 
wheek  of  greater  power,  and  higher  speed,  has  resulted  in  a  gradual 
development  of  other  and  quite  different  forms. 

The  development  of  the  turbine  in  the  United  States  is  well  illus- 
trated by  that  of  the  "American"  turbine  of  Stout,  Mills  &  Temple, 
now  The  Dayton  Globe  Iron  Works  Company.  This  wheel  was  de- 
signed in  1859  and  was  called  the  American  Turbine.  The  general 
form  of  the  original  turbine  wheel  is  shown  in  Fig.  123,  page  221. 

This  was  followed  (1884)  by  the  design  of  what  is  known  as  the 

*  Set  page  7, 1877  catalogue,  J.  L.  &  S.  B.  Diz,  Olen  Falls,  N.  T. 
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"New  American"  turbine,  illus- 
trated by  Fig.  124,  In  this  wheel 
the  buckets  are  lengthened  down- 
ward and  have  a  partially  down- 
ward as  well  as  inward  discharge. 
This  wheel  was  followed  in  1900 
by  the  "Special  New  American"  il- 
lustrated in  Fig.  125,  page  223,  hav- 
ing a  great  increase  in  capacity  and 
power. 

The  fourth  and  most  recent  type 
(1903)  is  the  "Improved  New 
American"  illustrated  in  Fig.  126, 

'  page  223.    The  comparative  powei 

and  speed  of  these  various  wheels 
is  shown  in  the  tables  on  page  22Z 
Table  22  is  misleading  to  the  ex- 
tent that  while  the  diameter  of  each 

Pig.  122. — Jonval  Turbine  as  Manu-  wheel  is  given  as  forty-eight  inches 
factured  by  J.  L.  A  S.  B.  Dlx. 


Fig.   124.— New  American 
Turbine  Runner. 


Fig.  128. — ^American  Turbine  Runner* 
(see  page  220). 


*  Manufactured  by  The  Dayton  Globe  Iron  Works  Co. 
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such  dianjeters  are  not  strictly  comparative.  Part  of  the  additional  ca- 
pacity and  power  of  the  "Special  New  American"  and  of  the  "Improved 
New  American"  is  due  to  the  cutting  back  of  the  buckets  (see  Figs.  123 
to  126)  which,  while  it  reduces  the  diameter  at  the  point  of  measure^ 
ment,  gives  a  discharge  which  would  be  fairly  comparative  with  wheels 
of  the  older  type  of  perhaps  three  or  four  inches  larger  diameters  (see 
Section  120,  page  246). 

TABLE  22. 

Dev€U>pinent  of  "American'*  Turbines, — Capacity,  Speed  and  Power  of  a  48^ 
inch  Turbine  under  a  16-foot  Head. 


Year 
brought  out. 

Discharge 
in  cu.  ft 

Rev.  per 
min. 

Horse 
power. 

American  

1859 
1884 
1894 
1900 
1903 

3271 

5864 

9679 

11061 

13234 

102 
102 
107 
107 
139 

79.1 

Standard  New  American 

New  American 

141.8 
234.0 

Special  New  American 

Improved  New  American 

267.0 
325.6 

The  development  of  turbines  may  also  be  illustrated  by  a  compar- 
ison of  the  size  and  speed  of  turbines  of  various  series  required  to 
develop  essentially  the  same  power  (see  Table  23). 

TABLE  23. 
Increase  in  Speed  of  "American**  Turbines  for  Same  Power  (IS-foot  head). 


Size  of 
wheel. 

Horse 
power. 

R.  P.  M. 

American 

48 

36    . 
271 
25 

79.1 
81.5 
87.3 
87.5 

102 

New  American. .».»..,  ^ ,  -  r  r  --,,,,.  t  .  -  -  r  r 

136 

Snecial  New  American 

186 

Imnroved  New  American 

267 

Figures  127  and  128,  page  224,  show  a  vertical  and  a  horizontal  half 
plan,  half  section  of  a  vertical  Improved  New  American  turbine.  IV 
is  the  crown  and  hub  of  the  wheel ;  B,  the  buckets ;  G,  G,  are  the  wicket 
gates  that  control  the  admission  of  water  to  the  wheels  and  which  are 
operated  by  means  of  the  ring  Gr,  which  is  moved  by  an  eccentric  and 
rod  r,  connected  with  the  governor  through  the  shaft  P. 

The  inner  edges  of  the  bucket  are  spaced  some  distance  from  the 
shaft  and  the  main  discharge  is  inward  and  downward,  though  a  por- 
tion of  the  bucket  will  admit  of  a  slightly  outward  discharge. 
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115.  The  Double  Leffel  Turbine. — Perhaps  the  greatest  departure 
of  American  inventors  from  the  lines  of  the  original  Francis  type  of 

turbine  was  that  of  James 
Leffel.  In  this  wheel  was 
combined^  jt^  double  runner, 
the  upper  half  being  a 
radial  inflow  runner  of  the 
Francis  type  and  the  lower 
half  consisting  of  a  runner 
with  inward  radial  admis- 
sion and  axial  discharge,  es- 
sentially on  the  line  of  the 
later  development  of  the 
American  type  of  wheels. 
I  The    wheel,    as    originally 

'  designed,  had  the  narrow 

bucket,  slow  speed  and  low 
power  of  all  early  Ameri- 
can wheels.  In  its  later  de- 
velopment the  buckets  have 
been  extended  inward  and 
downward  and  these  wheels 
have  found  their  best  mod- 
em development  in  the 
Samson-Leffel  wheel,  illus- 
trated in  Figs.  129  to  133, 
pages  225  to  226. 

In  Fig.  129,  W  repre- 
sents the  hub  and  crown  of 
the  wheel  which  is  securely 
keyed  to  the  shaft  S,  B'B' 
are  the  upper  buckets  that 
discharge  inward  and  down- 
ward through  the  passage 
aa.  The  lower  buckets  BB, 
it  will  be  noted  have  the 
same  lines  as  other  modem 
wheels  of  the  American 
type.    They  receive  the  wa- 


Fig. 


125.— Special 
Runner ♦ 


New  American 
(see  page  221). 


Turbine 


Fig. 


126. — Improved  New  American  Turbine 
Runner*  (see  page  221). 


*  Manufactured  by  The  Dayton  Globe  Iron  Works  Co. 
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Figs.  127  and  128. — Section  and  Plan  of  Improved  New  American  TorMne^ 

.. (see  page  222). 

♦  Manufactured  by  The  Dayton  Globe  Iron  Works  Co.    Digitized  by  GoOqIc 
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FiKS.  129  and  130. — Section  and  Plan  of  Samson  Turbine*  (see  page  223V 


•  Manufactured  by  Tbe  James  Leflel  ft  Co. 
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FlgB.  131, 132  and  133.— Top  View,  Runner  and  Outside  View  of  Samson  TuT 

bine*  (see  page  227). 


*  Manufactured  by  The  James  LefFel  ft  Co. 
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ter  inward  and  discharge  it  downward,  outward  and  inward  with  the 
general  purpose  of  distributing  it  over  the  cross-section  of  the  turbine 
tube.  The  gates  G,  are  of  the  wicket  type  and  are  conneccted  by  rods 
with  an  eccentric  circle  which  is  operated  through  the  arm  A,  and  the 
gearing  Gr,  by  the  governor  shaft  P.  The  gate  gearing  is  well  shown 
by  reference  to  the  section-plan.  Fig.  130,  and  the  top  view.  Fig.  131, 
page  226. 

The  Samson  turbine  runner  as  illustrated  in  Fig.  132  and  Fig.  133 
shows  an  outside  view  of  one  of  the  vertical  turbine  units.     The  de- 


Flg.  134. — Double  Horizontal  Leffel  Turbine  of  The  Niagara  Falls  Hydraulic 

Power  &  Manufacturing  Co.    Manufactured  by  The  James  Leffel 

&  Co.  (see  page  228). 

velopment  of  this  wheel  is  illustrated  by  Table  24.  This  table  is  fairly 
representative  of  the  growth  of  this  turbine  as  the  diameter  is,  in  all 
cases,  the  maximum  diameter  of  the  wheel  (see  Section  120,  page  246). 
The  adaptability  of  the  earlier  turbine  designs  to  the  later  moderate 
head  developments  is  well  illustrated  in  the  design  of  the  wheels  for 
The  Niagara  Falls  Hydraulic  Power  and  Manufacturing  Company, 
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installed  by  The  James  LefFel  Company  about  1892.  These  turbines 
have  the  single  narrower  buckets,  smaller  discharge  and  relatively  slower 
speed  of  the  earlier  designs.  The  runners  are  double  discharge,  hori- 
zontal, seventy-four  inches  in  diameter  and  operate  at  a  speed  of  250 

TABLE  24. 

Development  of  **LeffeV*  Wheel, — Capacity,  Power  and  Speed  of  iO-indh 
Wheel  Under  IB-fooi  Bead. 


Year 
brought  out 


Discharge. 


Rev.  per 
minute. 


Horse 
power. 


Standard  

Special 

Samson 

Improved  Samson 


1860 
1870 
1890 
1897 


2547 
3672 
6551 
8446 


138 
138 
158 
163 


64i 

93 
155 
207 


Fig.  135.^Leffel  Double  Runner  of  The  Niagara  Falls  Hydraulic  Povrer  A 

Manufacturing  Co.    Manufactured  by  The  James  Leffel  ft  Co. 

74*^  3100  H.  P.  213  ft  head  250  R.  P.  M. 

revolutions  per  minute  under  a  head  of  213  feet,  and  each  wheel  de- 
velops about  3,100  H.  P. 

Figure  134  shows  one  of  these  units  complete.     Fig.  135  is  a  view  of 
the  runner.    For  a  test  of  this  wheel,  made  December  1903,  see  Fig.  231. 
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116.  OAer  American  Wheels. — ^The  development  of  modem  Amer- 
ican wheels  could,  perhaps^  have  been  equally  well  illustrated  by  the 
growth  of  various  other  American  turbines.    The  development  of  all 
American  wheels  up  to  the  present  time  has  been  on  the  line  of  increas- 
ing both  the  speed  and  the 
power  of  the  wheel  for  low 
head,  with  a  return  to  the 
earlier  type  for  wheels  to  be 
used   under   the   moderate 
heads. 

Figure  136  illustrates  a 
runner  of  the  well-known 
McCormick  pattern.  Mr.  J. 
B.  McCormick,  who  had 
previously  become  familiar 
with  certain  wheels  of  large 
capacity  designed  and  pat- 
ented by  Matthew  and  John 
Obenchain,  re-designed  and 
improved  these  wheels, 
about  1876,  and  secured 
high  efficiencies  together 
with  increased  power  far  be- 
yond any  other  wheels  of 
that  period.  McCormick 
wheels  in  their  original  or 
modified  form  are  now  made 
by  a  large  number  of  Ameri- 
can manufacturers  and  these 
wheels  have  had  a  marked 
effect  on  the  design  of  al- 
most all  modem  American 
water  wheels.  The  runner 
in  the  illustration  is  the 
Hunt-McCormick  runner  as 
manufactured  by  The  Rod- 
ney Hunt  Machine  Com- 
pany, but  IS  very  similar  to 
Fig.  137.— Smith  Runner  of  S.  Morgan  the  McCormick  wheels  of 
Smith  Co.  various  other  manufacturers. 


Fig.  136. — Hunt-McCormick  Runner  of  The 
Rodney  Hunt  Machine  Co. 
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Fig. 


138.--Victor  or  "Type  A"   Runner 
The  Piatt  Iron  Works  Co. 


The  Smith-McCormick 
runner  is  manufactured  by 
The  S.  Morgan  Smith  Com- 
pany. This  company  has 
also  recently  brought  out  a 
new  wheel  called  the  "Smith 
Turbine,"  of  greater  power 
and  higher  speed,  the  run- 
ner of  which  is  illustrated 
by  Fig.  137.  Fig.  138  rep- 
resents the  Victor  runner  or 
"type  A"  runner  of  The 
Piatt  Iron  Works  Com- 
pany, designed  for  low 
heads. 

Figure  139  is  the  "type  B" 
of     runner,  of  the  same  com- 
pany, designed  for  medium 
heads.     This  runner  again 
illustrates  the  tendency  to 
return  to  the  earlier  forms 
of  runner  for  medium  head 
wheels.  This  latter  type  has 
also  been  adopted  by  other 
manufacturers  of  turbines, 
as  may  be  seen  by  reference 
to  Fig.  140  which  shows  a 
1,250  H.  P.  single  turbine 
runner  and  the  twin  run- 
ners of  a  2,400  H.  P.  double 
turbine  manufactured  by  the 
Allis-Chalmers      Company. 
Fig.    141    shows  a  bronze 
runner    for    a    horizontal 
Runner     double     quarter-turn     dis- 
charge setting,  to  develop 
8,500  H.  P.  at  300  R.  P.  M. 
under  450  feet  head  built  for  the  Grace,  Idaho,  plant  of  the  Telluride 
Power  Company  by  the  AlHs-Chalmers  Company.     Fig.  142  shows  one 
of  the  10,000  H.  P.  runners  for  the  Keokuk  plant  of  the  Mississippi 


Fig.  139.— High  Head  or  "Type  B" 
of  The  Piatt  Iron  Works  Co. 
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Fig.  140.— 1250  H.  P.  Single  Turbine  Runner  and  2400  H.  P.  Double  Runner. 


Fig.  141. — Bronze  Runner  for  8500  H.  P. 
Horizontal  Double  Quarter-turn-dlscharge 
Reaction  Turbine  for  Grace,  Idaho,  Plant 
of  Tellurlde  Power  Co. 


River  Power  Company  built 
by  the  Wellman,  Seaver, 
Morgan  Company.  This 
runner  is  138  inches  meas- 
ured on  the  medial  diameter 
of  the  vanes  and  144  inches 
in  diameter  at  the  band. 

Figure  143  is  from  a  shop 
photograph  of  the  Shawin- 
igan  Falls  turbine  manu- 
factured by  the  I.  P.  Mor- 
ris Company.  This  is  one 
of  the  largest  turbines  ever 
constructed  and  develops 
10,500  H.  P.  under  a  head 
of  140  feet.  It  is  a  double 
mixed  inflow  type  with 
spiral  casing  and  a  double 
draft  tube  through  which 
the  water  discharges  out- 
ward* from  the  center.  The 
diameter  of  the  casing  at 
the  intake  is  ten  and  one- 
half  feet  and  the  sectional 
area  gradually  diminishes 
around  the  wheel  in  pro- 
portion to  the  amount  of 
Fig.  142.-10,000  H.  P.  Runner  for  Keokuk  water  flowing  at  each  point 
Plant  The  wheel  complete  is  thirty 
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Pig.  143. — Shawinlgan  Palls  Turbine,  Manufactured  by  L  P.  Morria  Co.  (see 

page  231). 
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feet  in  height  and  weighs  182  tons.  The  runner,  which  is  of  bronzey 
is  shown  in  Fig.  144. 

Figures  145,  page  234,  and  146,  page  235,  show  two  sections  of  a 
single  turbine  of  the  Francis  inflow  type  built  for  the  Snoqualmie  Falls 
plant  of  The  Seattle  &  Tacoma  Power  Company  by  The  Piatt  Iron 
Works  Company.  The  turbme  has  a  capacity  of  about  9,000  H.  P.  un- 
der 270-foot  head  at  300  R.  P.  M.  The  runner  is  sixty-six  inches  in 
diameter  and  has  a  width  of  nine  and  one-half  inches  measured  radially 
through  the  buckets.* 

For  further  details  see  Figs.  168,  174  and  175,  pages  259,  266,  267. 


Fig.  144.— -Shawinigan  Falls  Turbine  Runner. 

117.  American  Impulse  Wheels. — Some  of  the  many  forms  of 
American  buckets  used  are  shown  in  Fig.  16,  page  17,  with  the  ap- 
proximate date  of  their  invention  or  design. 

The  general  arrangement  of  a  double  2,000  H.  P.  unit,  running 
at  200  R.  P.  M.  under  500  foot  head  is  shown  in  Fig.  147,  page  236. 
This  is  one  of  three  units  installed  by  The  Pelton  Water  Wheel  Com- 
pany for  The  Telluride  Transmission  Plant  of  Colorado. 

The  wheels  are  of  cast  steel  fitted  with  steel  buckets,  held  in 
position  by  turned  steel  bolts.  They  are  connected  by  a  flexible 
coupling  to  a  1,200  H.  P.  generator. 

Figtire  148,  page  237,  shows  the  runner  of  an  impulse  wheel  made  by 
the  same  company.  This  is  nine  feet  ten  inches  in  diameter,  and  is  de- 
signed to  develop  5,000  H.  P.  at  225  R.  P.  M.  under  an  effective 
head  of  865  feet. 

*8ee  "Engineering  News"  March  29,  1906. 
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Figure  150,  page  239,  shows  the  runner  of  an  impulse  wheel  manufac- 
tured by  the  Abner  Doble  Company.  This  runner  was  from  the  Doble 
Water  Wheel  Exhibit  at  the  St  Louis  Fair  and  developed  170  H.  P. 


Pig.  145. — Section  Snoqualmie  Falls  Reaction  Turbine. 
Company  (see  page  233). 


THe  Piatt  Iron  Works 


a,t  170  R.  P.  M.  under  a  head  of  700  feet  and  generated  direct  current 
for  use  on  the  intramural  railway. 

Figure  149,  page  238,  shows  the  runner  of  an  impulse  wheel  of  5,500 
H.  P.  under  865  feet  fall  at  250  R.  P.  M.  built  for  the  Edison  Electric 
Company's  Kern  River  Plant  No.  i  by  the  Allis-Chalmers  Company. 
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In  addition  to  the  tangential  wheels  already  described^a  few  manu- 
facturers have  developed  wheels  of  the  Girard  type.  One  such  wheel, 
designed  and  built  by  The  Piatt  Iron  Works  Company,  is  illustrated 
in  Figs.  151  to  154,  pages  240  to  242  inclusive.  Fig.  151  is  a  section- 
elevation  showing  the  arrangement  and  design  of  the  g^des  and  budc- 


Flg.  146. — Section-Elevation  Snoqualmie  Falls  Reaction  Turbine.    The  Piatt 
Iron  Works  Company  (see  page  233). 

ets  of  the  wheel.  Fig.  152,  page  241,  shows  a  section  through  the  wheel 
and  on  the  line  of  the  shaft.  In  these  figures  W  represents  the  runner; 
B  B  the  buckets ;  g,  the  inlet  guides,  and  G,  the  gate  by  which  all  or  a 
portion  of  the  guide  passages  may  be  closed  and  the  power  of  the 
wheels  reduced.  The  gate  G,  is  connected  by  the  gearings  Gr,  with 
the  rod  r,  which  is  connected  through  the  rocker  arm  with  the  gov- 
ernor mechanism.    The  wheel  or  runner  of  this  turbine  is  shown  by 
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Fig.  153,  page  242,  and  a  general  view  of  the  wheel  is  shown  by  Fig. 
154,  page  242. 

X18.  Modem  Turbine  Development. — Modern  European  turbine 
practice  has  been  the  development  of  the  last  thirty  years.  European 
manufacturers  approached  the  subject  more  on  the  basis  of  theoretical 
analysis  than  was  at  first  done  in  America.  The  conditions  of  de- 
velopment have  also  been  largely  special  and  not  imder  such  uniform 
conditions  as  in  America.    The  result  has  been  the  development  of 


Pig.  147.— Tellurlde  Double  Tangential  Wheels.    2000  H.  P.  500  Foot  Head^ 
Pelton  Water  Wheel  Company  (see  page  233). 

special  designs  for  special  locations  and  the  rapid  accumulation  of  a 
considerable  experience  under  a  wide  range  of  conditions.  While  the 
radial  flow  turbines  were  the  earlier  type  developed,  European  practice 
has  been  largely  centered  on  the  axial  flow  wheels  of  the  Jonval  type 
for  complete  turbines,  and  axial  flow  and  radial  flow  wheels  of  the 
Girard  type  for  partial  turbines  under  high  heads. 

The  axial  flow  turbine  while  simple  in  construction  and  low  in  cost 
is  difficult  to  regelate  and  hence  the  demands  of  electrical  development 
for  close  regulation  has  given  rise  to  a  variety  of  modem  European  de- 
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signs  which  were  summarized  by  Mr.  J.  W.  Thruso  (in  1905)  essen- 
tially as  follows :  * 

First:  For  low  heads  to  twenty  feet.  Radial  inward  flow,  reaction 
turbines  with  vertical  shafts  and  draft  tubes. 

Second:  For  medium  heads,  20  to  300  feet  Radial  inward  flow  re- 
action turbines  with  horizontal  shafts  and  concentric  or  spiral  cases 
and  draft  tubes. 

Third:  For  high  heads  over  300  feet.  Radial  outward  flow,  full  or 
partial  action  turbines   (of  the  Girard  type)   with  horizontal  shafts, 

often  with  draft  tubes;  also,  modi- 
fied impulse  wheels  of  a  tangential 
type. 

The  types  of  turbines  for  low  and 
moderate  heads  are  modifications  of 
the  Francis  inward  flow  turbine. 

In  the  United  States  an  enlight- 
ented  demand  for  true  economy  in 
water  power  installation  has  ma- 
terially improved  the  results  that 
can  now  be  secured  from  hydraulic 
turbines. 

The  "Standard"  wheel  in  its  orig- 
inal  form  finds  little  market,  except 
in  the  small  mill  powers  where  econ- 
omy is  unrecognized  or  unneces- 
sary, and  in  many  cases  the  manu- 
facturers of  such  wheels  have  dis- 
continued business.  Many  former 
manufacturers  of  standard  wheels 

«.      ..«     T>,.       m  *4  1   w-.*^^  have  improved  their  turbines,  and 

Pig.   148.— Pelton   Tangential   Water  ^  .  ,   .    .       V 

Wheel  Runner.    Designed  for  5000  ^Y  more  or  less  special  designs  have 

H.  P.  at  865  foot  head  and  225  R.  adapted  them  to  the  special  condi- 

P.  M.  (Pelton  Water  Wheel  Co.).     tions  to  which  their  characteristics 

apply.    They  have  added  other  types 

in  order  to   extend   the   range  of 

application,  and  while  still  adhering  to  a  system  of  construction  which 

admits  of  economy  in  the  cost  of  manufacture,  adapt  their  design  to 

the  special  condition  of  each  installation.    Other  manufacturers  give 

♦See  "Modern  Turbine  Practice'*  page  3,  by  J,  W.  Thurso.  D.  Van  No- 
ftrand  Co.,  New  York,  1905, 
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attention  only  to  special  designs  for  the  larger  installations  where  the 
importance  of  the  results  admit  of  special  treatment  and  the  necessary 
higher  first  cost.  There  has  been  an  exceedingly  rapid  improvement 
in  the  character  of  turbine  installations,  in  the  direction  of  higher  ef- 
ficiency, greater  strength  and  durability  and  application  to  a  wider 
range  of  conditions.  While  guarantees  above  eighty  per  cent  were 
rare  prior  to  1905,  guarantees  of  eighty-six  per  cent,  to  eighty-eight 
oer  cent,  are  now  readily  secured  for  high  grade  installation,  and  the 
importance  of  first  class  results  are  being  recognized  by  often  including 


Fig.  149.— Impulse  Wheel,  5500  H.  P.  865- 
Foot  Head,  250  R.  P.  M.,  Built  by  the 
AlllB^Jhalmers  Co.  (see  page  234). 

a  bonus  and  penalty  clause  for  the  payment  of  a  stipulated  sum  per 
unit  for  each  per  cent,  above  or  below  the  contract  guarantee. 

The  increase  in  the  specific  power  of  wheels  and  the  ability  of  manu- 
facturers to  construct  wheels  of  larger  diameter,  has  materially  altered 
the  best  practice  for  low  heads  by  the  adoption  of  single  direct  con- 
nected units  which,  while  greater  in  expense  on  account  of  lower 
speeds,  have  many  mechanical  advantages  over  the  higher  speed  of  the 
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installation  having  two  or  more  runners.    Taylor  summarizes  the  ad- 
vantage of  the  single  runner  tmit  as  follows :  * 

I.  "Only  one  gate  mechanism  is  required,  and  this  is  located  above 
the  head  cover  of  the  turbine  and  is  accessible  at  all  times  for  inspec- 
tion while  the  tmit  is  in  operation.    The  only  parts  of  the  turbine  that 


Fig.  150.— Doble  Runner.    Pelton  Water  Wheel  Company  (see  page  234). 

are  submerged  are  the  runner  and  the  guide  vanes.    Repairs  can  be 

made  to  the  gate  operating  mechanism  without  dismantling  the  turbine. 

2.  "Owing  to  the  fact  that  only  one  gate  operating  mechanism  is 

used,  involving  a  small  number  of  parts,  the  chance  for  breakage  is 

^From  extracts  from  a  paper  before  the  Canadian  Society  of  Civil  Bngi- 
neers,  Jaa  15,  1914.    See  Engineering  News,  February  5, 1914. 
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reduced  to  a  minimum,  and  lost  motion  and  deflection  in  the  governor 
engine  connections  are  avoided. 

3.  "It  is  possible  to  secure  an  ideal  draft  tube  of  long  flaring  sec- 
tion, without  an  obstruction  or  sudden  turn.  Therefore  it  is  possible 
to  use  runners  of  the  very  highest  specific  speed,  as  the  draft  tube  can 


Fig.  151. — ^End  Section  and  Elevation  Girard  Impulse  Turbine  With  Draft 
Tube.    Piatt  Iron  Works  Company  (see  page  235). 

be  designed  to  convert  the  velocity  at  the  discharge  from  the  runner 
buckets  into  effective  head  with  small  degree  of  loss. 

4.  "It  is  possible  to  mold  in  the  concrete  a  spiral  turbine  casing  sim- 
ilar in  design  to  the  cast-iron  spiral  casings  used  in  connection  with 
high-head  turbines.    It  would  be  impracticable  to  prepare  spiral  cas- 
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ings  for  vertical  or  horizontal  turbines  having  two  or  more  runners, 
for  obvious  reasons. 

5.  "It  is  very  often  possible  to  locate  the  runner  and  gate  mechanism 
above  high  tailwater  level,  so  that  after  closing  down  the  head  gates 
and  draining  the  wheelpit^  an  attendant  may  examine  all  parts  of  the 
turbine  without  first  having  to  pump  out  the  wheel-chamber/' 


-^ "^ "^ 

Fig.  152.— Longitudinal  Section  Girard  Impulse  Turbine. 
Company  (see  page  236). 


Piatt  Iron  Works 


The  improvement  in  the  design  of  reaction  rtmners  has  greatly  re- 
duced or  eliminated  the  corrosion  formerly  due  to  imperfect  hydraulic 
conditions,  ^nd  has  extended  their  use  to  heads  as  high  as  670  feet. 
The  types  of  wheels  now  generally  installed  in  the  United  States  are 
confined  to  reaction  turbines  for  heads  as  high  as  700  feet  and  tan- 
gential wheels  for  still  higher  heads. 
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Fig.  153.— Runner  of  Glrard  Turbine.    Type  C, 

High-Pressure  Runner.    Piatt  Iron  Worka 

Company  (see  page  235). 


Fig,  154.— General  View  of  Girard  Turbine  with 
Cover  Raised.    Piatt  Iron  Works  Com- 
pany (see  page  235). 
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CHAPTER  X 

TURBINE  DETAILS  AND  APPURTENANCES 

119.  The  Runner — ^Its  Material  and  Construction. — The  runners 
of  most  reaction  turbines  (see  Figs.  122,  124,  132,  136  to  140)  con- 
sist of  hubs,  crowns  and  rings,  to  which  the  buckets  are  attached. 
The  wheels  are  sometimes  cast  solid,  and  sometimes  built  up.  In 
built-up  wheels  the  buckets  are  first  cast,  or  otherwise  formed,  after 
which  they  are  placed  in  form  or  mould  and  the  crowns,  hubs  and  rings 
are  cast  to  them. 

There  are  four  materials  in  general  use  in  the  construction  of 
water  wheel  runners,  namely : 

Cast  Iron 

Cast  Bronze 

Cast  Steel 

Plate  Steel  Vanes,  cast  in  hubs  of  cast  iron. 
The  best  material  to  be  used  depends  upon  the  local  conditions  of 
head,  speed  and  quality  of  the  water.  The  use  of  bronze  is  neces- 
sitated by  requirements  for  resistance  to  corrosive  chemical  action. 
In  general,  manufacturers  prefer  the  cast  bronze  runner  because  of 
the  greater  strength  of  casting  and  greater  ease  in  finishing,  al- 
though the  cost  is  greater.  Cast  iron  runners  have  been  generally 
used  under  relatively  low  head  conditions,  but  their  use  in  this  re- 
gard is  extending.  Their  principal  advantage  lies  in  the  fact  that 
the  use  of  cast  iron  results  in  more  homogeneous  castings  and 
greater  stiffness.  Cast  steel  is  tougher  and  stronger  than  cast  iron, 
but  castings  are  liable  to  show  blow  holes  and  cavities  and  a  mora 
uneven  surface.  An  advantage  in  the  use  of  cast  steel  is  the  less 
liability  to  cracks  from  shrinkage  stresses  and  from  handling. 

Probably  the  majority  of  cast  wheels  manufactured  at  the  present 
time  are  made  in  one  solid  casting  of  buckets,  rings,  hubs,  and 
crowns.  The  buckets  are  formed  by  carefully  prepared  cores  and 
in  such  manner  as  to  leave  them  uniform  in  spacing  and  thickness, 
and  smoothly  finished  so  as  to  admit  of  the  passage  of  water  through 
or  between  them  without  excessive  friction.  With  wheels  so  cast, 
no  material  finishing  or  smoothing  of  the  surfaces  of  the  bucket  is 
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practicable,  and  the  casting  must  come  from  the  sand  with  a  satis- 
factory surface.  In  wheels  cast  solid,  gjeat  care  is  necessary  in 
order  to  prevent  serious  shrinkage  strains.  This  is  practically  over- 
come by  the  use  of  soft  iron,  whicii  results,  however,  in  increased 
wear  of  runners  when  subjected  to  the  action  of  sand-bearing 
waters. 

Turbine  water  wheels  for  low  heads,  are  usually  made  of  cast  iron 
or  cast  iron  with  steel  buckets.  Wheels  for  high  heads  are  made  of 
cast  iron,  cast  bronze  or  of  cast  steel  (see  Figs.  141  and  144,  pages 
231  and  233).     A  higher  surface  finish  of  the  bucket  is  possible  with 

buckets  cast  separately,  but 
when  separate  buckets  of 
cast  iron  are  made  and 
afterwards  united,  the  run- 
ner must  be  strongly  banded 
in  order  to  g^ve  it  the  neces- 
sary strength,  since  there  b 
a  tendency  for  the  buckets 
to  work  loose,  due  to  the 
imperfect  bond  between  the 
cast  bucket  and  the  hub 
casting.  Their  use  has  not 
proved  entirely  satisfactory 
either  in  Europe  or  Amer- 
ica, except  under  low  head 
PJg.  m-Result  of  Strength  Test  ol  Alto  conditions,  and  where  the 
Chalmers  BuUt-up  Rtinner.  vibration  is  not  great.    Steel 

plate  buckets  cast  welded 
into  cast  iron  hubs  and  discharge  rings  are  much  mpre,.satisfaitOIX 
within  certain  limits  of  siz^.  When  properly  manufactured  there  is 
little  tendency  for  the  buckets  to  work  loose.  The  union  of  the  buckets 
and  hub  of  a  built-up  turbine  runner  of  this  kind  manufactured  by  the 
AUis-Chalmers  Company  is  shown  in  Fig.  155,  where  imder  test  the 
bond  obtained  between  the  steel  plate  buckets  and  the  cast  iron  hub 
was  so  great  as  to  cause  the  plate  to  tear  away  without  pulling 
loose  from  the  casting.  For  high  head  conditions,  and  for  runners 
above  six  feet  in  diameter,  the  built-up  runner  must  usually  be  replaced 
by  solid  cast  runners  on  account  of  strength  and  stiffness. 

The  abrasion  of  turbine  runners  is  due  to  the  mechanical  erosive 
action  of  sand  or  other  material  carried  in  the  water.    Runners  of 
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bronze  will  not  resist  this  action  as  well  as  runners  of  cast  iron  or 
cast  steel.  With  thin  plate  steel  buckets  an  equal  depth  of  abrasion 
is  a  larger  proportion  of  the  total  thickness  than  is  the  case  in  cast 
buckets  which  usually  have  greater  thickness.     Cast  steel  runners 

are  of  great  strength 
and  will  in  general 
stand  more  severe  us- 
age than  runners  of 
other  materials.  Fig. 
156  shows  a  cast  iron 
runner  which  was  set 
in  a  vertical  position 
and  which,  while  in 
operation,  dropped 
from  the  shaft  and  re- 
volved on  the  bridge 
tree,  breaking  the 
lower  ends  of  the 
buckets  as  shown. 
Fig.  157  shows  a  run- 

Ffg.  156.— Vertical  Cast  Iron  Runner  Injured  by       ner    with    pfate    steel 
Falling  From  Shaft.  buckets,  which  was  in- 

jured as  shown  by  a  steel  bar  working  loose 
from  the  casing  and  falling  against  the  revolv- 
ing runner.  It  is  not  feasible  to  design  run- 
ners which  will  be  proof  against  such  extra- 
ordinary accidents,  but  the  design  of  the  casings, 
fastenings,  and  supports  should  be  such  as  to 
prevent  the  occurrence  of  such  accidents  so  far 
as  practicable. 

Up  to  about  1905,  the  reaction  turbine  was  not 
Fig.  157.— Steel  Plate  considered  as  suitable  for  heads  above  300  feet. 
Runner  Injured  by  ^jg  ^^g  j^^  ^^  ^^le  fact  that,  especially  under 
a  Steel  Bar  Which  ,.  ,    ,      j         j  i.  u-  u       1     •*• 

had  Become  Loose  ^'^^  ^^^^^  ^"^  consequent  high  velocities,  reac- 
FVom  the  Casing.  t^^n  runners  were  rapidly  destroyed  by  corrosion 
or  pitting,  which  usually  occurred  on  the  back  of 
the  bucket.  It  is  now  well  established  that  corrosion  is  generally  due 
to  improper  hydraulic  design,  and  to  obviate  this  action  the  turbine  must 
be  so  designed  as  to  avoid  sharp  curves,  improper  contractions  or  de- 
pressions in  the  bucket  surface,  and  so  that  the  bucket  will  be  completely 
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filled  under  all  conditions  of  gate.  If  the  design  is  such  that  under  some 
or  all  conditions  of  gate  the  water  leaves  the  back  surface  of  the  bucket, 
a  vacuum  is  created  and  oxygen  is  released  from  the  water,  causing 
ragid  oxidation.  The  oxide  so  formed  may  be  removed  by  the  cur- 
rent of  water  where  the  bucket  is  filled  under  other  gate  conditions, 
so  that  the  action  may  be  quickly  repeated  and  the  corrosion  may 
proceed  with  great  rapidity.  This  action  takes  place  with  heads  as 
low  as  thirty  feet  with  runners  of  improper  design,  and  has  been 
prevented  under  heads  as  high  as  600  feet  or  more  by  proper  design. 

Corrosion  may  take  place  with  wheels  of  high  efficiency  as  the  ef- 
ficiency is  less  affected  than  the  conditions  giving  rise  to  corrosion 
by  slight  errors  in  design ;  besides,  a  runner  may  be  well  designed, 
for  certain  gate  openings  and  still  allow  the  occurrence  of  conditions 
which  will  bring  about  corrosion  under  other  conditions  of  gate.  It  is 
therefore  especially  desirable  to  operate  high  head  plants  as  near  the 
point  of  maximum  efficiency  as  possible  in  order  to  minimize  this 
effect.  No  material  is  free  from  this  action,  but  when  corrosion  is 
due  to  acids  in  the  water,  bronze  runners  will  usually  give  better 
results  than  runners  of  iron  or  steel. 

The  runners  of  Girard  impulse  wheels  (see  Fig.  154,  page  242)  are 
made  in  the  same  manner  as  reaction  runners. 

The  runners  of  tangential  wheels  are  usually  made  with  separate 
buckets  and  body  (see  Figs.  149  and  150,  pages  238  and  239).  The 
bodies  are  made,  according  to  the  severity  of  the  service,  of  cast 
iron,  semi-steel,  forged  steel,  etc.  The  buckets,  dependent  on  the 
conditions  of  service,  may  be  of  cast  iron,  cast  steel,  gun  metal, 
bronze,  etc.  The  buckets,  in  the  best  wheels,  are  cast,  shaped  and 
polished  and  carefully  fitted  to  the  wheel  body.  The  bolt  holes*  are 
then  carefully  drilled  and  reamed  and  the  buckets  are  bolted  in  po- 
sition by  carefully  turned  and  fitted  bolts. 

120.  Diameter  of  the  Runner. — The  diameters  of  reaction  runners 
are  rneasured  at  the  inlet,  and,  when  the  buckets  at  the  inlet  are 
parallel  and  of  one  size,  the  determination  of  the  turbine  diameter 
is  a  simple  matter  (see  Fig.  158,  page  247,  diagram  A).  In  order  to 
give  the  runner  greater  speed  and  capacity,  the  buckets  are  cut 
back  from  the  crown  to  a  point  opposite  the  bottom  of  the  gate 
opening  (see  diagram  B).  In  such  cases  the  edges  of  the  buckets 
are  sometimes  made  parallel  with  the  shaft  but  are  usually  inclined. 
In  the  latter  case,  the  diameter  of  the  wheel  at  its  top  may  be  consid- 
erably reduced  over  its  diameter  at  the  offset.    In  such  cases  the  cutting 
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back  of  the  runner  may  be  one  or  more  inches  at  the  bottom  line  of  the 
gate  with  an  inch  or  more  inclination  to  the  top  of  the  buckets,  and  the 
diameter  of  the  wheel  at  D  and  jD'",  diagram  B,  may  differ  from  two 
to  six  inches  or  even  more. 

With  wheels  so  constructed,  there  is  considerable  difference  in 
the  practice  of  different  manufacturers  in  measuring  and  listing  the 
diameter  of  the  wheels  made  by  them.  In  some  cases,  the  inside 
diameter,  from  ring  to  ring  D,  diagram  B,  of  the  runner,  is  taken  as 
the  nominal  diameter.  In  other  cases,  the  diameter  is  taken  at  the 
inner  angle  of  the  offset  as  D\  In  a  number  of  cases  the  diameter 
is  measured  on  the  pitch  diameter  at  about  the  center  of  the  gate- 
way D",  and  in  other  cases,  the  diameter  is  measured  at  the  upper 
and  smaller  diameter  of  the  runner  C".  This  variable  practice 
leads  to  a  considerable  difference  in  the  nominal  diameter  of  the 


Fig.  158. — ^Positions  at  Wliich  Nominal  Diameters  are  Measured  (see  page  246). 

various  turbines  as  listed  in  the  catalogues  or  specified  in  proposals 
and  frequently  a  runner  of  a  certain  specified  fliameter  of  one  man- 
ufacturer may  be  two  to  six  inches  larger  than  the  runner  of  another 
manufacturer  which  is  specified  as  of  the  same  diameter.  This  dis- 
crepancy  in  the  method  of  measuring  the  diameter  of  turbine  run- 
ners  may  account  for  the  apparent  greater  capacity,  higher  speed 
or^eater  j)ower  of  the  wheels  of  one  manufacturer  over  those  of 
another. 

The  practice  of  some  of  the  American  manufacturers  of  turbines, 
in  measuring  and  specifying  the  diameters  of  their  wheels,  is  shown 
in  Table  25.  In  this  table,  all  runners  which  are  not  cut  back  and 
with  edges  parallel  to  the  shaft,  are  classified  as  Style  A,  even  where 
they  differ  widely  from  the  form  shown  in  diagram  A,  Fig.  158. 

All  runners  with  buckets  cut  back  are  classified  as  Style  B,  even 
where  the  bucket  edges  are  paraWel  with  the  shaft 
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The  diameters  of  tangential  runners  are  usually  measured  be- 
tween the  centers  of  buckets  or  on  the  diameter  of  the  circle  on 
which  the  center  of  the  jet  impinges  on  the  buckets  (see  Fig.  159, 
page  249). 

TABUE  25. 

Pradioe  of  Various  American  Manufacturers  in  Measuring  and  Cataloging  the 

JHameter  of  Turbine  Water  Wheels. 


Manufacturer. 


Name  of  Runner. 


Style. 


Point  of 
Measure- 
ment 


AlllB-ClialmerB  Co 

Bayton  Globe  Iron  Works. 

Rodney  Hunt  Machine  Co. 
Junes  Leffel  &  Co 


American 

New  American 

Special  New  American^ . . 
Improved  New  American- 

McCormick* 

Hunt 


J.  and  W.  Jolly 

Piatt  Iron  Works  Co. 


S.  Morgan  Smith  Co. 


Standard  Leffel... 

Special  LefTel 

Samson 

Improved  Samson. 

McCormick 


Type  A 

Types  B  and  C. 

McCormick*  ... 
Smith 


The  Trump  Manufacturing 
Co.  

Wellman,   Seaver,  Morgan 
Co 


Standard  Trump»... 
High  Speed  Trumpi. 


I.  P.  Morris  Co. 


Hydraulic  Turbine  Corp.  .. 
(Camden  Water  Wheel  Co.) 


B 

A 
A 
B 
B 

B 
A 

A 
A 
B 
B 

B 

B 
A 

B 
B 


B 

B 

B 
B 

B 


IT 

D 
D 

ly 
ly 

D 
D 

D 
D 
D 
D 

rr 
rr 

D 

jy 


D 


1  Bucket  of  high  speed  runner  has  parallel  edges  but  is  cut  back  as  shown 
InB. 

«  Fillet  at  angle.    Diameter  measured  just  above. 

8  Diameter  of  Hunt-McCormick  runner  is  measured  at  the  crown  which  pro- 
jects  beyond  the  tips  of  the  buckets  and  is  essentially  the  same  in  diameter 
as  at  D'. 

*  Diameter  of  the  Smith-McCormick  runners  is  measured  at  the  crown 
which  projects  beyond  the  tips  of  the  buckets  and  is  essentially  the  same  in 
diameter  as  at  D'. 

B  Diameter  at  D  is  20%  greater  than  at  D'' '. 
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121.  The  Details  of  the  Runner. — The  reaction  runner  will  vary 
in  design  with  the  conditions  under  which  it  is  to  operate  and  the 
experience  and  ideas  of  its  designer.  In  American  practice  the 
manufacturer  of  standard  wheels  usually  constructs  a  series  of  run- 
ners of  similar  homologous  design ;  that  is  to  say,  each  wheel  of  the 
series  has  all  of  its  dimensions  proportional  to  that  of  every  other 
wheel  of  the  series,  and  is  of  similar  design  in  all  of  its  parts. 

On  account  of  demands  for  considerable  variations  in  speed  or 
power,  or  on  account  of  improvements  which  have  been  found  de- 


Flg.  159. — ^Measurement  of  the  Diameter  of  the  Tangential  Wheel. 

sirable  by  reason  of  the  demands  of  his  trade,  the  manufacturer 
often  designs  and  constructs  several  series  of  wheels,  each  of  which 
is  particularly  adaptable  to  certain  conditions  which  he  has  had  to 
meet  (see  Tables  22  and  23,  page  222).  In  such  cases  each  series  is 
best  suited  for  the  particular  condition  for  which  it  was  designed  and 
is  not  necessarily  obsolete  or  superseded  by  the  later  series. 

The  curves  of  the  runner  buckets  (see  Figs.  13,  page  11,  14,  page 
12,  119,  page  217,  120,  page  219,  122,  page  221,  128-130,  pages  224 
and  225  and  160,  page  250)  must  be  such  as  to  receive  the  jet  of 
water  from  the  nozzle  or  guides  without  shock,  permit  it  to  pass 
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E  P 

Fig.  160. — Curves  of  Buckets  and  Guides  in  Turbine  Wheels  (see  page  249). 
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along  the  surface  of  the  buckets  or  through  the  passages  in  the 
runner  with  minimum  friction,  and  discharge  it  as  nearly  devoid  of 
velocity  as  practicable. 

To  accomplish  this,  the  relative  position  and  relation  of  the  curves 
of  guides  and  buckets  must  be  carefully  designed.  As  the  jet  of 
water  is  always  directed  forward  in  the  direction  of  the  revolution 
of  the  wheel,  the  jet  has  an  original  velocity  in  that  direction,  and, 
since  the  bucket  must  be  so  shaped  as  to  give  a  continued  contact, 
as  the  jet  progresses  and  the  wheel  revolves,  the  portion  of  the 
bucket  farthest  away  from  the  guides  must  be  curved  backward,  and 
terminate  at  such  an  angle  as  will  permit  the  jet  to  pass  away  from 
the  wheel  with  free  discharge  (see  Figs.  i6o,  page  250  and  114, 
page  206). 

Reaction  runners  are  made  either  right  or  left  Jianded  as  condi- 
tions demand.  Where  turbines  are  installed  in  pairs  on  the  same 
horizontal  shaft,  a  right  and  left  hand  wheel  is  commonly  used  dis- 
charging into  the  same  draft  tube  (see  Figs.  330  and  334,  pages  521 
and  524).  When  lodcing  at  the  top  of  the  runner,  if  the  wheel  is 
designed  to  move  in  the  direction  of  the  hands  of  a  watch,  it  is 
called  a  right  handed  wheel,  and  if  it  moves  in  the  other  direction, 
it  is  called  a  left  handed  wheel  (see  Fig.  161). , 

The  buckets,  hub,  crown,  and  ring  of  the  reaction  runner  must  be 
of  sufficient  strength  to  receive  the  impact  or  pressure  of  the  mov- 
ing column  of  water  under  the  working  head,  and  to  transmit  the 
energy  to  the  shaft  through  which  it  is  to  be  transmitted  to  the  ma- 
chinery to  be  operated. 

A  heavy  ring  is  usually  desirable,  both  to  give  strength  and  sup- 
port to  the  outer  edge  of  the  buckets  and  also,  under  some  circum- 

stances,  to  give  the  effect  of  a  fly- 

//^    ^^^^  wheel  in  order  to  materially  assist 

I   TOP  Of  \  i^    maintaining   uniform    speed. 

I    wHCCU  J  FJo^tJ"&  blocks  or  other  material, 

V  y  in  spite  of  the  use  of  trash  racks, 

^*^  ■■■<^      sometimes  reach  the  turbine,  and 

ftlCHT  HAND        LEFT    HANO  ^^^^  caught  between  the  buckets 

Pig.  161.— Direction  of  RotaUon  of  ^"^  *^^  ^^^^  ^^^  ^P^  *^  <^^"se  seri- 

''Hand"  of  Water  Wheels.  ous  injury  to  the  buckets. 

The  runner  is  attached  td  a  shaft 
passing  through  the  hub,  to  which  it  should  be  closely  fitted  and 
strongly  keyed  to  prevent  its  becoming  loosened  by  vibration  and 
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the  strain  of  operation.  This  is  especially  necessary  in  vertical 
wheels,  for  if,  under  these  conditions,  the  wheel  becomes  loosened 
and  drops  from  the  shaft,  it  is  apt  to  be  practically  destroyed  (see 
Fig.  156,  page  245).  Impulse  runners  acting  under  high  heads  are 
subject  to  heavy  shocks  and  must  be  especially  substantial. 

122.  Vertical  Turbine  Bearings. — In  all  turbines  where  the  dis- 
charge is  axial  and  only  in  one  direction,  there  is  a  reaction  in  the 
other  direction  that  tends  to  unbalance  the  wheel  and  to  cause  a 
thrust  in  the  direction  opposite  to  the  discharge.  The  leakage  into 
the  space  back  of  the  runner  frequently  produces  a  thrust  in  the 
opposite  direction  which  may  be  wholly  or  partially  relieved  by 
openings  left  in  the  runner,  usually  close  to  the  axis.  In  large  units 
an  attempt  is  made  to  balance  these  various  pressures  with  some 
form  of  thrust  bearing  to  sustain  the  difference  in  pressure  which 
will  occur  under  different  conditions  of  operation. 


Fig.  162. — Geylin  (Patent)  Glass  Suspension  Bearing  (R.  D.  Wood  &  Co.). 

In  many  small  single  vertical  turbines  a  simple  step  bearing  is 
used.  The  bearing  itself  in  American  turbines  usually  consists  of 
a  lignum  vitae  block,  turned  to  shape,  and  centered  in  a  bearing 
block  which  is  held  firmly  and  centrally  in  place  by  the  cross  trees. 
The  bearing  block  is  shown  by  T,  and  the  cross  trees  by  t,  in  Figs. 
128,  page  224,  129,  page  225  and  172,  page  264.  The  bearing  on  the 
shaft  itself  is  usually  a  spherical  sector,  or  some  other  symmetrical 
curve  of  similar  form.  In  some  cases  this  bearing  is  cut  directly  in 
the  shaft  itself  (see  Fig.  129,  page  225).  In  others,  a  cast  iron  shoe 
is  provided  and  attached  to  the  shaft  (see  M,  Figs.  127,  page  224  and 
171,  page  263).  Above  the  turbine  a  second  bearing  is  also  provided 
(see  7',  Figs.  127  and  129)  to  keep  the  shaft  in  vertical  alignment. 
This  bearing  in  American  wheels  is  usually  of  the  type  shown  in 
Fig.  169,  page  260,  except  that  it  is  adapted  to  its  vertical  position. 

In  the  Geylin-Jonval  turbine,  manufactured  by  R.  D.  Wood  Com- 
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pany,  a  patent- glass  suspension  bearing  is  used  (Fig.  162,  page  252). 
This  bearing  is  attached  above  the  wheel  (see  T,  Fig.  121,  page  220) 
and  has  the  advantage  of  being  readily  accessible.  The  turbine  is  here 
suspended  on  a  circular  disc  composed  of  segments  of  glass  B  B 
(Fig.  162),  arranged  with  depressed  divisions  which  form  a  continu- 
ous space  around  each  segment  of  which  the  disc  is  composed,  al- 
lowing, while  the  turbine  is  in  motion,  a  perfect,  free  circulation  of 
the  lubricating  matter  with  which  the  space  is  filled.*  The  bearing 
is  a  true  metallic  ring  A,  firmly  secured  to  the  turbine  shaft  which 
revolves  on  these  stationary  glass  segments. 

The  above  bearings  are  applicable  only  to  small  vertical  units. 
In  modern  vertical  installations  of  large  capacity,  much  more  elab- 
orate and  complicated  bearings  are  necessary.  These  large  bear- 
ings have  given  much  trouble  in  the  past,  but  the  experience  of  the 
last  twelve  years  (1903-1915)  has  resulted  in  the  development  of 
some  very  satisfactory  designs. 

At  the  power  plant  of  The  Niagara  Falls  Power  Company  a 
thrust  or  hanging  bearing  of  the  disc  type  was  installed  about  1902 
(see  Fig.  163,  page  254).  In  this  bearing  the  shaft  is  suspended  to  a 
revolving  disc  carried  on  a  stationary  disc.  The  discs  are  of  close- 
grained  charcoal  iron  of  25,000  pounds  tensile  strength  and  of  fourteen 
inches  inside^  thirty-four  inches  outside  diameter.  The  lower  or  fixed 
disc  is  dowelled  to  a  third  disc  with  a  spherical  (three  feet  four  inches 
radius)  seat.  This  is  to  provide  for  an  automatic  adjustment  for 
slight  deviations  from  the  vertical  due  to  uneven  wear  of  the  discs 
and  other  causes. 

The  bearing  surfaces  between  the  discs  are  grooved  to  allow  a 
circulation  and  distribution  of  the  oil  over  the  surface. 

Three  methods  of  lubrication, — forced,  self,  and  a  combination 
system,  were  experimented  with  and  the  combination  system  finally 
adopted.  In  the  system  of  forced  lubrication,  the  oil  enters  the 
fixed  disc  at  two  diametrically  opposite  points  and  is  forced  between 
the  discs  under  400  pounds  pressure.  Self-lubrication  is  accom- 
plished by  oil  supplied  at  the  inner  circumference  of  the  disc  and 
thrown  outward  by  centrifugal  force. 

The  disc  bearings  are  enclosed  in  a  case  provided  with  sight  holes 
through  which  the  condition  of  the  bearing  as  well  as  the  tempera- 
ture of  the  oil  can  be  observed.     A  thermometer  and  an  incanr 


*  Catalosue  of  R.  D.  Wood  k  Co.,  1901,  page  107. 
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descent  light  are  suspended  in  the  casing  for  this  purpose.    The  oil 
is  cooled  by  water  circulating  pipes  inside  the  casing. 

The  shaft  is  provided  with  a  balancing  piston  (see  Fig.  164,  page 
255)  supplied  with  water  from  a  pipe  entirely  independent  of  the  pen- 
stock and  under  a  head  of  136  feet.    This  piston  carries  the  greater 


SsCTion  through  Doll  Disk  Oil  lnie^  Section  through  Oil  Sight  Hole 

t>i^Cii|iilMnWOP>0 

Pig.  163. — ^Vertical  Thrust  or  Hanging  Bearing  of  the  Niagara 
FYiUs  Power  Co.  Eng.  Record,  Not.  28, 1903  (see  page  253). 

part  of  the  load,  less  than  two  per  cent,  of  the  load  being  left  ti  be 
carried  by  the  oil-lubricated  disc  bearing  described  above. 

Figure  165  shows  a  section  of  the  combined  roller  and  pressure 
disc  bearing  used  on  the  10,000  H.  P.  wheels  of  the  Mississippi 
River  Power  Company.  It  is  placed  just  above  the  turbine  and  be- 
low the  direct-connected  generator  (see  page  256). 
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A  type  of  thrust  bearing  has  recently  been  developed  by  Mr.  Al- 
oert  Kingsbury  which  is  highly  efficient,  showing  a  coefficient  of  fric- 
tion less  than  .001  as  an  average.  This  bearing  is  an  oil  thrust  type 
in  which  the  adhesion  of  the  oil  to  the  moving  surface  is  utilized  to 
lubricate  the  bearing.  The  moving  or  rotating  surface  of  the  bear- 
ing consists  of  a  smooth  runner  ring  or  washer ;  the  stationary  part, 
over  which  the  runner  moves,  consists  of  babbitted  shoes,  each  shaped 
like  the  sector  of  a  ring.     The  construction  is  shown  in  Fig.  166,  page 

257.  Each  shoe  is  sup- 
ported by  a  hardened  steel 
pivot  pin,  placed  slightly  off 
center  in  the  direction  of 
rotation  and  free  to  move 
slightly,  allowing  the  film 
of  lubricating  oil  between 
the  shoe  and  the  runner  to 
take  the  form  of  a  thin 
wedge.  The  bearing  is  de- 
signed to  run  submerged  in 
oil  at  all  times. 

The  runner  N  is  attached 
to  the  shaft,  rotates  with  it 
and  slides  upon  the  station- 
ary shoe  B,      These  shoes 
are  sectors  of  a  ring  and 
each    sector    is    supported 
against  the  thrust   by   the 
Pig.  164.— Section  of  Turbine  Used  in  New     pieces  D  and  E.  E  is  crown- 
Power  House  of  The  Niagara  Falls  Power      •        ^^  ^j^^   j^^^  ^^         j^j^ 
Company,  Showing  Balancing  Hydraulic      ^-       ,        ^       j-     i.  -^    ir  i. 
PlBtOQ    Used    to    Sustain    Turbine    and      ^^^  ^^""^  ^^  ^.^^^^^  ^^^."  ^^ 
Shaft.    Eng.  Record,  Nov.  28,  1903  (see      the  best  bearing  condition, 
page  254).  An   adjusting   wedge   per- 

mits the  shoes  to  be  adjusted  for  an  equal  division  of  the  load.  The 
base  ring  C  is  supported  on  a  spherical  leveling  washer  or  on  a  flat 
base.  The  bearing  is  contained  in  a  housing  which  is  kept  full  of  oil 
to  a  level  above  the  sliding  surface. 

Te8t5  of  this  device  under  very  severe  conditions  have  been  made, 
and  the  results  are  said  to  have  been  very  satisfactory.  The  safe 
bearing  load  on  this  type  is  apparently  considerably  greater  than 
has  been  considered  safe  heretofore.    A  thrust  bearing  for  a  vertical 
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hydro-electric  generating  unit  containing  six  shoes  of  forty-eight 
inches  outside  diameter,  with  unit  pressure  of  350  pounds  per  square 
inch  under  test  at  a  mean  surface  speed  of  900  feet  per  minute, 
showed  a  coefficient  of  friction  of  .008  with  temperature  rise  of 
three  degrees  Centigrade.  This  bearing  had  operated  about  a  year 
without  requiring  attention. 

In  most  European  vertical  turbines,  even  of  small  sizes,  the  step 
bearing  is  simply  a  guide,  the  main  bearing  being  above  the  turbine 
and  readily  accessibW, 


Fig.  165. — Combined  Roller  and  Disc  Bearing  of  the  Mississippi  River 
Power  Co.  (see  page  254). 

Figures  167  and  168,  pages  258  and  259,  represent  vertical  bearings 
of  this  kind.  In  these  bearings  C  is  a  spherical  sector  so  arranged  as  to 
take  up  any  slight  error  in  the  vertical  alignment  of  the  shaft.  Fig. 
167  is  a  ball  bearing ;  the  hardened  steel  balls  A  A,  revolve  between  the 
special  bearing  plate  B  and  B^, 

In  Fig.  168  oil  is  pumped  under  pressure  through  the  inlet  pipe, 
OE,  into  the  space  A.  By  its  pressure  the  bearing  plate  B,  is  raised 
from  its  companion  plate  B,  and  the  oil  escaping  between  the  plates 
lubricates  them  and  overflows  through  the  overflow  pipe  00. 

In  both  Figs.  167  and  168  the  height  of  the  shaft  is  adjusted  by 
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the  nut  N,  which,  after  adjustment,  is  fastened  securely  in  such 
position. 

In  some  modem  direct  connected  plants  of  the  vertical  type  the 
vertical  bearings  are.  placed  above  the  generators,  thus  placing  the 
entire  shaft  in  tension  (see  Fig.  324,  page  516), 


Vlg.  166.— The  KingBlmry  Bearing  (from  National  Elec.  Light  Assoc.  36th 
ConventioB,  1913).     (See  page  255.) 

123.  Horizontal  Turbine  Bearings. — In  horizontal  wheels  various 
forms  of  bearing  may  be  used  according  to  the  conditions  and  cir- 
cumstances of  their  operation.  When  practicable  the  bearings 
should  not  be  submerged  and  should  otherwise  be  made  as  accessi- 
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ble  as  possible.     In  such  cases  the  forms  of  bearings  may  be  the 

same  as  those  used  on  other  machines  subject  to  similar  strains. 

In  many  horizontal  American  wheels,  where  submerged  bearings 

are  necessary,  lignum  vitae 
bearings  are  used  similar  in 
type  to  the  upper  vertical 
bearing  before  mentioned 
(see  r',  Figs.  127,  page 
224,  and  129,  page  225). 
Such  a  bearing  is  shown  in 
detail  in  Fig.  169,  page  260. 
In  this  bearing  the  shaft  5", 
is  sustained  in  position  by 
the  blocks  TT,  which  fit  the 
recesses  of  the  cast  iron 
bearing  block  K,  which  in 
turn  is  attached  to  a  cross 
tie  in  the  case  or  to  a  ped- 
estal P.  Tlie  blocks  TT, 
are  adjusted  by  means  of 
the  screws  BB,  which,  after 
adjustment  are  locked  in 
position  by  the  lock  nuts 
LL,  Such  submerged  bear- 
ings are  sometimes  lubri- 
cated by  water  only,  in ' 
which  case  opportunity 
must  be  given  for  the  free 
circulation  of  the  water.  In 
other  cases  the  boxes  are 
madfe  tight  and  flow  into 
them  along  the  shaft  is  pre- 
vented by  stuffing  boxes  at 
Fig.  167.— Vertical  Suspension  BaU  Bear-  ^^ch  end  of  the  main  box, 
Ing  (see  page  256).*  the  boxes  being  lubricated 

by  forced  grease  lubrication. 
Bronze  boxes  of  the  types  used  for  other  high  grade  machines  are 

sometimes  used  for  submerged  bearings.     In  such  cases  great  care 

*  Wasserkraftmaschlnen  von  L.  Quants. 
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is  necessary  to  prevent  the  entrance  of  grit-bearing  waters.     Such 
bearings  are  lubricated  by  forced  oil  or  grease. 

In  forced  lubrication  it  is  desirable  that  both  a  force  and  return 
pipe  be  used  so  as  to  give  visible  evidence  that  the  lubricant  is  actu- 
ally reaching  the  bearing.  In  some  cases  bearings  that  would  be 
otherwise  submerged  are  made  accessible  at  all  times  by  metallic 
tubes  (see  Fig.  337,  page  526)  used  as  manholes.  ^ 

124.  Thrust  Bearings. — ^Where  the  turbine  is  placed  horizontally, 
gravity  can  no  longer  offset  the  thrust  caused  by  the  reaction  of  the 
turbine  when  the  discharge  is  in  one  direction,  and  the  thrust  must 
^  therefore  be  overcome  by  the 

use  of  some  form  of  thrust- 
bearing.  Where  other  con- 
ditions permit,  it  is  quite 
common  practice  to  install 
two  turbines  on  a  single 
horizontal  shaft,  having 
their  discharges  in  opposite 
direcdons,  in  which  case  the 
tfirust  of  each  turbine  is 
overcome  by  the  thrust  of 
its  companion  (see  Figs. 
135.  page  228,  141,  page  231 
and  144,  page  233).  In 
many  cases,  however,  the 
Fig.  168.— Vertical  Suspension  Oil  Fressure  arrangement,  size  and  ca- 
Bearing  (see  page  256).*  pacity  of  the  wheels  to  be 

used  are  not  such  as  will 
permit  the  use  of  twin  turbines  and  thrust-bearing,  and  other  means  of 
taking  up  the  thrust  must  be  provided. 

In  the  Snoqualmie  Falls  turbine,  manufactured  by  The  Piatt  Iron 
Works  Company  (see  Figs.  145,  page  234,  and  146,  page  235),  the 
device  for  taking  up  the  thrust  is  thus  described  by  the  designing  en- 
gineer, Mr.  A.  Gieslerrt 

"Single-wheel  horizontal-shaft  units  are  relatively  infrequent  in 
turbine  practice,  especially  in  large  sizes,  where  the  thrust  of  a  sin- 
gle runner  is  large  enough  to  require  careful  consideration.  The 
thrust  is  made  of  two  parts:  (i)  that  due  to  the  static  pressure  or 


*  Wasserkraftmaschlnen  von  L.  Qnantz. 

t  See  "Engineering  News"  of  March  29,  1906. 
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eflfective  head  of  water  at  the  various  points  of  the  runner  surface ; 
and  (2)  that  due  to  the  deflection  of  the  water  from  a  purely  radial 
path  through  the  wheel.  As  concerns  the  first  part,  the  front  face 
of  the  wheel  is  pressed  upon  by  a  pressure  varying  from  the  supply 
head  at  the  outer  circumference  to  the  discharge  pressure  (vacuum) 
at  the  inner  edge  of  the  vanes,  which  latter  extends  over  the  whole 
central  area  of  the  runner  (and  shaft  extension).  The  rear  face  of 
the  runner  is  subjected  to  the  pressure  of  water  leaking  through  the 
radial  air-gap  between  casing  and  runner,  substantially  equal  to  the 


Fig.  169. — ^Horizontal  Lignum  Vitae  Bearing  as  Used  in  American  Turbines. 

(see  page  258). 

supply  head.  This  greatly  over-balances  the  pressure  on  the  front 
face,  and  the  resultant  thrust  is  to  the  right  in  Fig.  145,  page  234 
(toward  the  draft  tube).  The  discharge  ends  of  the  vanes,  being 
curved  transversely,  also  have  a  pressure  component  directed 
toward  the  right.  The  velocity  effect  produces  a  thrust  directed 
toward  the  left,  but  this  is  very  small  and  does  not  materially  re- 
duce the  pressure  thrust. 

"By  far  the  larger  part  of  the  pressure  thrust  is  eliminated  by 
venting  the  space  back  of  the  runner  into  the  discharge  space.  Six 
holes  through  the  wheel  near  the  shaft,  indicated  in  Fig.  145,  page 
234,  have  this  function.  The  water  leaking  in  through  the  air-gap  is 
continuously  discharged  through  these  vents  into  the  draft-tube, 
and  the  accumulation  of  any  large  static  pressure  back  of  the  wheel 
is  thereby  avoided. 
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'The  average  pressure  on  the  front  of  the  runner,  however,  is 
always  lower,  and  the  resultant  thrust  is  therefore  toward  the  draft- 
tube,  though  its  amount*  varies  considerably,  being  greatest  for  full 
gate  opening.  This  thrust  is  taken  up  by  the  balancing  piston  im- 
mediately back  of  the  rear  head  of  the  wheel  case,  and  the  ultimate 
balance  and  adjustment  of  position  is  accomplished  by  the  collar 
thrust-bearing  behind  the  balancing  piston. 

'The  balancing  piston  is  a  forged  enlargement  of  the  shaft^  fin- 
ished to  a  diameter  of  seventeen  inches,  which  works  in  a  brass 
sleeve  set  in  a  hub-like  projection  on  the  back  of  the  wheel-housing. 
The  inside  of  the  sleeve  has  six  circumferential  grooves,  each  one 


€ro«»    6«eHon.  iengitudinol 

Fig.  170.— Thmst-Bearlng  6noaaalmie  Wheels. 

inch  wide  and  one-quarter  inch  deep,  as  water  packing.  The  cham- 
ber in  front  of  the  piston  communicates  by  a  pipe  (containing  a 
strainer)  with  the  supply  casing  of  the  water-wheel,  and  therefore 
receives  the  full  pressure  of  the  supply  head.  The  chamber  back 
of  the  piston  is  drained  to  the  draft-tube,  so  as  to  carry  off  any  leak- 
age past  the  piston.  The  device  thus  produces  a  constant  thrust  on 
the  piston,  directed  toward  the  left.  By  throttling  the  pressure  pipe 
this  thrust  can  be  adjusted  as  desired. 

"The  thrust-bearing  shown  in  Fig.  145,  page  234,  and  in  detail  in 
Fig.  170,  consists  of  a  group  of  four  collars  on  the  shaft,  working  in 
a  babbitted  thrust-block  which  is  bolted  to  the  back  of  the  wheel- 
housing.  The  collars  are  formed  on  a  steel  sleeve  which  fits  over 
the  shaft  and  is  bolted  to  the  rear  face  of  the  balancing  piston ;  this 
■makes  it  possible,  when  the  collars  are  worn  out,  to  renew  the  bear- 
ing by  dismounting  the  thrust-block  and  placing  a  new  sleeve.    The 
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thrust-bearing  is  lubricated  by  oil  immersion.  An  oil  chamber  is 
cored  in  the  block  and  communicates  by  numerous  oil  holes  with 
the  bearing  faces ;  a  constant  flow  of  oil  is  maintained  by  means  of 
oil-supply  and  drain-pipes.  Concentric  with  the  oil  chamber  and 
outside  of  it  a  water  chamber  is  cored  in  the  block.  Cooling  water 
is  supplied  to  this  chamber  by  a  pipe  from  the  pressure  side  of  the 
turbine,  and  drains  from  the  top  of  the  bearing  through  a  drain-pipe 
to  ihe  draft-tube.  A  U-pipe  attached  at  one  side  of  the  bearing 
forms  connection  between  the  water  chambers  of  the  upper  and 
lower  halves  of  the  block.  This  detail  avoids  making  the  connec- 
tion by  a  hole  through  the  joint  face,  which  would  allow  leakage  of 
water  into  the  oil-space  and  into  the  bearing. 

"The  balancing  piston  is  so  proportioned  and  the  pressure  supply 
pipe  is  throttled  to  such  a  point  as  to  give  exact  balance  (i.  e.,  with 
zero  thrust  in  the  thrust-bearing)  at  about  half  to  five-eighths  the 
full  output  of  the  wheel.  At  larger  power  there  will  be  an  unbal- 
anced thrust  to  the  right,  and  at  smaller  output  to  the  left,  which 
are  taken  by  the  thrust-bearings.  The  maximum  thrust  on  the  col- 
lars is  about  25,000  pounds.  The  collars  are  two  and  one-half  inches 
high  (two  and  three-eighths  inches  effective)  by  thirteen  and  one- 
half  inches  mean  diameter,  giving  a  total  effective  bearing  area  on 
four  collars  of  418  square  inches. .  The  maximum  collar  pressure  is 
thus  about  sixty  pounds  per  square  inch." 

125.  The  Chute  Case. — The  chute  case  (see  Figs.  127,  page  224, 129, 
page  225  and  171,  page  263)  consists  of  the  fixed  portion  of  the 
turbine  to  which  are  attached  the  step  ajid  bearings  of  the  wheel  T, 
the  guide  passages  g  which  direct  the  passage  of  the  water  into  the 
turbine  bucket,  and  tfie  gates  G,  which  controllhe  entrance  of  the 
.  water,  and  also  the  case  cover  C.  The  case  cover  keeps  the  wheel 
from  contact  with  the  water  except  as  it  passes  through  the  guide 
and  gates-  To  the  chute  case  is  usually  attached  the  apparatus  and 
mechanism  for  manipulating  or  controlling  the  position  and  open- 
ing of  the  gate  (A,  P,  Gr,  etc.).  In  vertical  turbines  a  tube  d,  is 
usually  attached  to  the  lower  ring,  forming  a  casing  in  which  the 
lower  portion  of  the  turbine  revolves  and  on  which  the  bridge  tree  t, 
holding  the  step  bearing  is  attached.  When  this  tube  is  no  longer 
than  one  diameter  it  is  usually  called  the  turbine  tube ;  but  when  it 
is  considerably  extended,  it  is  termed  a  draft  tube. 

The  design  of  the  turbine  tube  depends  largely  on  the  character 
of  the  wheel.     Some  wheels  discharge  inward  and  downward,  some 
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almost  entirely  downward,  some  downward  and  outward,  and  in 
some  cases  the  wheel  discharges  in  all  three  directions.  For  the 
best  results  the  tube  should  be  so  designed  that  the  water  from  the 
wheel  shall  be  received  by  it  with  no  radical  change  of  velocity  and 
so  that  the  remaining  velocity  will  be  gradually  reduced  and  the 
water  discharged  at  the  lowest  practicable  velocity. 

The  chute  case  and  its 
appurtenances  should  be  so 
designed  that  the  water 
will  enter  the  bucket  with 
the  least  possible  shock  or 
resistance  at  all  stages  of 
gate  and  with  a  gradual 
.  change  in  velocity,  and  will 
discharge  from  the  buckets 
into  the  turbine  tube  with 
as  little  eddying  as  possi- 
ble  and  be  evenly  distributed 
over  the  cross-section  of  the 
tube  so  as  to  utilize  the 
suction  action  of  an  un- 
broken column  of  water. 
The  case  must  also  be  de- 
signed of  sufficient  strength 
to  sustain  the  weight  of 
the  turbine  wheel  and  so 
that  the  step  bearings  are 
accessible  and  can  be  read- 
ily replaced  or  adjusted. 
The  arrangement  of  the 
Fig.  171.— Vertical  Turbine  With  Cylinder  case  must  also  be  such  that 
Gate  (Wellman,  Seaver,  Morgan  Co.).  See  ^^  openings  between  the 
^*^®       '  wheel  and  the  case  are  as 

small  as  practicable  and  the  line  of  possible  leakage  will  be  as  indirect 
as  possible  so  as  to  avoid  leakage  loss. 

Most  chute  cases  are  either  cast  or  wrought  iron.  Cast  iron  usu- 
ally lends  itself  to  a  more  satisfactory  design  for  receiving  and 
passing  the  water  without  sudden  enlargement  and  opportunities 
for  losses  by  sharp  angles  and  irregular  passageways.  Wrought 
iron,  while  not  always  lending  itself  readily  to  designs  which  elim- 
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inate  all  such  losses,  possesses  much  greater  strength  for  a  given 
weight  which  is  a  great  advantage  under  some  conditions. 

126.  Turbine  Gates.— Threejorms  of  gates  are  in  common  use 
for  controlling  the  admission  of  water  into  reaction  turbines.  The 
cylinder  gate  consists  of  a  cylinder  closely  fitting  the  guide  that 
by  its  position  admits  or  restricts  the  flow  of  water  into  the  buckets. 
Fig.  171  is  a  section  of  a  turbine  of  the  McCormick  type,  manufac- 
tured by  the  Wellman,  Seaver,  Morgan  Company,  having  a  gate  of 
this  type  GG,  between  the  guides  and  runners,  which  is  shown 
closed  in  the  cut.  The  gate  is  operated  by  the  gearing  Gr,  which 
raises  it  into  the  dome  O,  through  connection  with  the  governor 

shaft  P.  This  same  tjrpe  of 
gate  is  used  over  the  dis- 
charge of  the  Niagara- 
Foumeyron  turbine  (see 
GG,  Fig.  120,  page  219), 
§ind  over  the  inlet  of  the 
Geylin-Jonval  turbine  GG, 
Fig.  121,  page  220. 

A  modified  form  of  the 
cylinder  gate  is  that  used 
by  the  Swain  Turbine  Com- 
pany (see  Fig.  172),  which 
is  lowered  into  opening  in- 
stead of  being  raised  into 

Fig.  172.— SecUon  Swiiln  Turbine  With  Drop    ^^^  ^^^^  ^^  ^  ^^?*    ^7h 
Cylinder  Gate.  page  263. 

A  similar  modification, 
called  a  sleeve  gate  by  its  designer,  J.  W.  Taylor,  is  shown  in  Fig.  173, 
page  265. 

When  partially  closed  the  cylinder  gate  causes  a  sudden  contrac- 
tion in  the  vein  of  water  which  is  again  suddenly  enlarged  in  enter- 
ing the  runner  after  opening  the  gate  (see  Fig.  176,  page  268).  These 
conditions  produce  eddying  which  results  in  decreased  efficiency  at 
part  gate  (see  Figs.  172  and  173). 

The  wicket  gate  when  well  made,  is  perhaps  the  most  satisfactory 
gate,  especially  for  moderate  and  high  heads.  It  can  be  balanced 
for  one  position  only,  and  should  usually  be  so  designed  that  in 
case  the  governor  mechanism  should  break,  or  become  disabled,  the 
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tendency  wUl  be  to  drift  shut,  so  as  to  avoid  overspeeding  as  far  as 

possible. 
These  gates  are  illustrated  by  GG,  Figs.  129  and  130,  page  225,  which 

illustrate  the  wicket  gate  of  the  Samson  turbine  of  The  James  Leflfel  & 

Company,  and  Fig.  174,  page  266,  which  shows  the  wicket  gate  of 

the  Wellman,  Seaver,  Morgan  Com- 
pany. In  both  cases  the  wickets  are 
connected  by  rods  with  the  eccentric 
circle  and  through  an  arm  and  sec- 
tion with  the  gearing  Gr. 

Figure  127  and  128,  page  224, 
show  the  wicket  gate  of  the  Im- 
proved New  American,  and  Figs. 
145,  page  234,  nad  146,  page  235, 
show  the  wicket  gates  of  the  Sno- 
qualmie  Falls  turbine,  manufac- 
tured by  The  Piatt  Iron  Works. 
In  both  the  New  American  and  Sno- 
qualmie  wheels,  the  gates  are  moved 
by  a  gate  ring  (see  Gr,  Fig.  127, 
page  224).  Figs.  177  and  178, 
page  269,  show  the  details  of  the 
wicket  gates  and  connection  of  the 
same  to  the  gate  ring  of  the  Sno- 
qualmie  Falls  turbine. 

The  tendency  to  produce  eddying 
is  much  reduced  in  well  designed 
wicket  gates,  although  the  sudden 
enlargement  of  the  reduced  vein  at 
part  gate  undoubtedly  reduces  the 

iM     f^o      a    **       au     t      mi      cfficiency  of  the  wheel    (see  Fig. 
Pig.  173.  —  Section  Showing  Taylor  -^  j  t»n 

Sieve  Gate  (see  page  264).  ^79y  page  270,  A  and  B). 

The  register  gate  (see  G,-  Fig. 
180,  page  271)  consists  of  a  cylinder  case  with  apertures  to  correspond 
with  the  apertures  in  the  guides  g,  and  is  so  arranged  that,  when  in 
proper  position,  the  apertures  register  and  freely  admit  the  water  to 
the  wheel,  and  is  also  so  constructed  that  when  properly  turned  the 
gate  cuts  off  the  passage  completely  or  partially  as  desired. 

Considerable  eddying  is  produced  by  the  partially  closed  register 
gate,  with  a  consequent  decrease  in  part  gate  efficiency  (see  Fig. 
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i8i,  page  271).  The  cylinder  gate  is  usually  the  cheapest  and  sim- 
plest form  of  gate,  but  the  wicket  gate,  if  properly  designed  and 
constructed  seems  to  admit  of  the  entrance  of  water  into  the  bucket 
with  least  possible  resistance  and  eddying,  and  in  the  most  efficient 
manner.  This  form  of  gate  is  the  most  widely  used  in  high-grade 
turbine  construction  at  the  present  time,  although  the  cylinder  gate 
is  largely  in  use  and  has  given  satisfactory  results. 

In  the  Engineering  Record  for  April  17,  19 15  page  485,  are  given 
two  tests  of  turbines  made  by  the  Holyoke  Machine  Company,  one 
being  a  wicket  and  one  a  cylinder  gate  wheel  of  the  same  diameter. 

These  tests  show  as  noted 
by  Mr.  H.  B.  Taylor  (see 
Eng.  Rec,  May  29th,  page 
690)  that  except  at  about 
full  power^  the  wheel  with 
wicket  gates  has  much 
higher  efficiencies  and  would 
have  shown  still  better  com- 
parative results  had  the  run- 
ner used  with  the  wicket 
gates  given  as  high  effi- 
ciency as  the  runner  used 
with  the  cylinder  gate  (see 
Figr-  I75»  page  267). 

In    impulse    wheels    the 
gates    are    usually    so    ar- 
ranged that  the  guide  pas- 
Pig.    174.-Wicket    Gate    of    the    WeUman,      ^^S^\  ^^«  ^P^"^^  ^""^  ^f  ^ 
Seaver,  Morgan  Co.  (see  page  265).  time  instead  of  all  opening 

partially,  as  in  part  gate 
conditions  with  the  reaction  wheel.  This  results  in  less  loss  in  the 
eddying  caused  by  part  gate.  Fig.  182,  page  272,  shows  the  type  of 
gate  used  by  The  Piatt  Iron  Works  in  their  Girard  turbines  where  the 
guide  passages  are  arranged  symmetrically  in  three  groups  about  the 
wheel.  In  the  tangential  wheel,  where  a  single  nozzle  is  used,  the  most 
efficient  method  found  for  reducing  the  opening  is  with  the  needle  as 
illustrated  in  Fig.  183,  page  273.  This  figure  shows  a  cross-section  of 
the  Doble  needle  nozzle,  a  form  which  gives  a  high  velocity  coefficient 
under  a  very  wide  range  of  opening.  The  character  of  the  stream  from 
a.  needle  nozzle  when  greatly  reduced  is  shown  by  Fig.  184,  page  273, 
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where  the  clear  and  solid  stream 
g^ves  evidence  of  high  efficiency. 
If  the  flow  of  water  through  the 
nozzle  IS  regulated  by  throttling  the 
water  with  a  valve  before  it  reaches 
the  nozzle,  a  very  low  efficiency  re- 
sults. 

127.  The  Draft  Tube, — ^The  reac- 
tion wheel  is  of  particular  advan- 
tage under  low  heads  on  account  of 
the  fact  that  it  can  run  efficiently 
under  water,  and  therefore,  under 
backwater  conditions,  can  be  made 
to  utilize  the  full  head  available. 
It  is  not  necessary,  however,  to  set 
the  reaction  wheel  low  enough  so 
that  it  will  be  below  tail  water  at 
all  times  for  the  principle  of  the 
suction  pipe  can  be  utilized  and  the 
wheel  set  at  any  reasonable  dis- 
tance above  the  tail  water  and  con- 
nected thereto  by  a  draft  tube 
which,  if  properly  arranged,  will  permit  the  utilization  of  the  full 
head  by  action  of  the  draft  or  suction  pull  exerted  on  the  wheel  by 
the  water  leaving  the  turbine  through  the  tube  from  which  all  air 
has  been  exhausted.  The  water  issuing  from  the  turbine  into  a 
draft  tube,  which  at  the  starting  is  full  of  air,  takes  up  the  air  in 
passing  and  soon  establishes  the  vacuum  necessary  for  the  draft 
tube  effects.  The  function  of  the  draft  tube  is  not  only  to  enable 
the  turbine  to  utilize  by  suction  that  part  of  the  fall  from  the  wheel 
discharge  to  the  tail  water  level,  but  it  should  also  gradually  in- 
crease in  diameter  so  as  to  gradually  decrease  the  velocity  of  the 
water  after  it  is  discharged  from  the  turbine  wheel,  thus  enabling 
the  turbine  to  utilize  as  much  as  possible  of  the  velocity  head  with 
which  the  water  leaves  the  turbine. 

In  the  modern  turbine  of  high  specific  power  operated  under  low 
heads,  the  velocity  head  to  be  recovered  in  the  draft  tube  sometimes 
amounts  to  almost  one-third  of  the  total  head,  hence  high  turbine 
efficiencies  are  only  possible  with  practically  perfect  draft  tube  con- 
ditions, as  a  vacuum  more  or  less  complete  will  be  established  in 


Fig.  176.— Showing  Cylinder  Qate 
Partially  Open  and  Eddies  Caused 
by  Sudden  Contraction  and  ETn- 
largement  of  E^ntering  Vein  of 
water  (see  page  264). 
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Fig.  177. — Showing  Relations  of  Gate  Guides  and  Buckets  in  Snoqualmic 
Falls  Turbine.    Piatt  Iron  Works  Company  (see  page  265). 


Fig.  178. — Showing  Rigging  for  the  Operation  of  Wicket  Gate  in  Snoqualmie 
Falls  Turbine.    Piatt  Iron  Works  Company  (see  page  265). 
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the  draft  tube  and,  therefore,  the  draft  tube  must  be  strong  enough 
to  stand  the  exterior  pressure  due  to  the  vacuum  so  created.  In 
order  to  perform  its  functions  in  a  more  satisfactory  manner,  it  must 
also  be  made  perfectly  air  tight. 

One  of  the  great  advantages  in  the  use  of  the  draft  tube  is  the 
possibility,  by  its  use,  of  setting  the  wheel  at  such  an  elevation 
above  the  tail  water  that  the  wheel  and  its  parts  can  be  properly 
inspected,  by  draining  the  water  from  the  wheel  pit.  Otherwise  it 
would  be  necessary  to  install  gates  in  the  tail  race  and  pumps  for 
pumping  out  the  pit  in  order  to  make  the  wheel  accessible.    The- 


A.  Gate  Wide  Open.  B.  Partial  Gate. 

Fig.  179.— Showing  Condition  of  Flow  Through  Open  and  Partially  Closed 
Wicket  Gates  (see  page  265). 

oretically,  the  draft  tube  can  be  used  of  as  great  length  as  the  suc- 
tion pipe  of  a  pump,  and  this  is  probably  true  of  draft  tubes  for 
very  small  wheels. 

Practically  the  height  of  the  wheel  above  the  tail  water  must  not 
exceed  the  sum  of  the  velocity  and  draft  heads  and  the  temperature 
of  the  water  and  height  of  the  location  above  sea  level  must  be 
taken  into  account  as  limiting  the  possibilities  of  the  vacuum.  The 
total  height  should  usually  be  less,  by  four  feet  or  more,  than  the 
barometric  limits  of  a  perfect  vacuum.  Should  the  vacuum  be 
broken,  irregular  running  will  result  and  corrosion  is  apt  to  occur 
on  account  of  the  consequent  liberation  of  oxygen. 
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180.— Register  Gate.    Piatt  Iron  Works 
Company  (see  page  265). 


The  draft  tube  should  be 
as  short  as  practicable  for 
large  wheels,  for  its  success 
in  the  utilization  of  the  head 
depends  on  the  maintenance 
of  a  solid,  unbroken  column 
of  water,  which  is  difficult 
to  maintain  in  large  tubes. 
As  the  size  of  the  wheel  in- 
creases the  difficulties  of 
maintaining  a  vacuum  in- 
crease and  the  length  of  the 
draft  tube  should  corre- 
spondingly decrease.  It  is 
practically  impossible  t  o 
maintain  a  working  head 
with  large  turbines  through 
long  draft  tubes  with  the 
turbine  set  at  great  distances  above 
the  water.  Long  draft  tubes  should, 
as  a  rule,  be  avoided,  and  in  all 
cases  where  draft  tubes  are  used, 
they  should  be  as  straight  and  di- 
rect and  as  nearly  vertical  as  prac- 
ticable. It  is  the  principle  of  the 
draft  tube  that  permits  horizontal 
shaft  wheels  to  be  utilized,  as  other- 
wise, with  this  type  of  machinery, 
only  a  small  portion  of  the  head 
could  be  used  to  advantage  under 
normal  conditions,  for  such  wheels 
being  often  direct  connected  to  the 
machinery  are,  of  necessity,  placed 
above  the  tail  water.  The  draft 
tube  is  commonly  of  iron  or  steel 
in  the  ordinary  small  installation 
but  in  modem  high  grade  installa- 

Fig.  l81.-8howlng  Eddying  Caused  *>«"  *«y  "«  commonly  molded  di- 
by  Partial  Closure  of  Register  Gate  rectly  in  the  concrete  of  the  station 
(see  pages  265  and  266).  or  wheel  foundation. 
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On  the  TFourneyron  turbine  Boyden  used  what  he  termed  a  dif- 
fuser  (see  Fig.  185,  page  274).  The  main  purpose  of  the  diflfuser, 
and  of  the  conical  tube  as  well,  is  to  furnish  a  gradually  enlarged 
passage  through  which  the  velocity  of  the  water  as  it  leaves  the 


Fig.  182. — Gates  and  Guides  of  Girard  Impulse  Turbine.  Turbine  Design  as 
Modified  for  Close  Speed  Regulation,  G.  A.  Buvlnger,  Proc.  Am.  Soc.  M.  EL, 
Vol.  XXVII  (see  page  266). 

wheel  is  so  gradually  reduced  as  to  enable  the  velocity  head  to  be 
utilized  in  the  wheel,  thus  saving  head  which  would  otherwise  be 
lost. 

It  has  already  been  noted  that  impulse  wheels  of  tlie  Pelton  and 
Girard  types  cannot  operate  satisfactorily  submerged,  and  must  be 
set  at  such  positions  that  they  will  be  above  the  tail  water  at  all 
times.  In  many  localities  where  the  variation  in  the  surface  of  tail 
waters  is  considerable,  this  means  a  large  relative  loss  in  the  head 
utilized,  and  this  type  of  wheel  will  therefore  not  be  practicable 
except  under  high  head  conditions  and  where  the  loss  entailed  by 
the  rise  and  fall  of  the  tail  water  will  be  inconsiderable.  An  at- 
tempt has  been  made,  however,  to  so  design  a  draft  tube  that  a 
vacuum  will  be  established  and  maintained  below  the  wheel,  in 


*  From  Bulletin  No.  6,  Abner  Doble  Co. 
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Fig.  183. — CroBBHsection  of  Doble  Needle  Nozzle  (see  page  266).* 


Pig.  184.— Stream  From  Doble  Needle  Nozzle  (see  page  266).* 


*  From  Bulletin  No.  6,  Abner  Doble  Co. 


Digiti 


zed  by  Google 


274  Turbine  Details  and  Appurtenances. 

such  a  manner,  however, 
that  the  water  will  not  come 
in  contact  with  the  wheel 
The  vacuum  is  so  main- 
tained as  to  hold  the  water 
at  an  established  point  just 
below  the  wheel,  thus  per- 
mitting the  wheel  to  utilize 
the  full  head  except  for  the 
small  clearance  between  the 
wheel  and  the  water  surface 
in  the  draft  tube.  This  ar- 
rangement is  shown  in  Figs. 
151.  page  240  and  154,  page 

«..«..     T»    ^      Tx.-.        TT    J  wi*i.  «         242,  as  applied  by  The  Piatt 
Pig.  185.— Boyden  Dlffuser  Used  With  Pour-      *^^  11  r    1      r^ 

nejron  Turbine  (see  page  272).  Iron  Works  Company  to  a 

Girard  turbine. 
The  successful  application  of  this  design  is  understood  to  be  very 
difficult  and  it  is  not  in  general  use  with  impulse  wheels. 
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CHAPTER  XI 

HYDRAULICS  OF  THE  TURBINE 

laS.  Symbols  Used  in  Chapter. — In  the  discussion  of  this  chapter 
the  letters  and  symbols  used  have  the  following  significance : 

a«=Area  of  ^te  orifice  or  orifices. 

a  Bs  Angle  of  deflection  of  jet 

/}  SB  Supplement  to  angle  of  deflection  «=  180^  —  a. 

D,  Dd  =  Diameters  of  homologous  wheels. 

D^,  D^^  :=3  Diameter  of  wheels  of  one  inch  and  forty-eight  inches,  respectively. 

B  =  Energy  in  foot  pounds  per  second. 

6ss3£«fflclency;  when  used  as  a  subscript  to  any  coelflclent,  it  indicates  that 
the  corresponding  value  is  for  the  condition  of  maximum  efllciency 
of  the  wheel. 

F= Force  producing  pressure  or  motion. 

gs=:  Acceleration  of  gravity. 

h,  hh  a=  EftectlYe  heads  under  which  wheels  are  to  operate. 

h^,  h^^  =  Eftective  heads  of  one  and  twelve  feet,  respectively. 

n  =s  r.  p.  m.  =  Revolutions  per  minute. 

n,nd"B  Revolutions  per  minute  of  homologous  wheels  of  diameters  D  and  D«» 
respectively. 

n,nhe»  Revolutions  per  minute  of  homologous  wheels  of  equal  diameters  un- 
der heads  h  and  hh,  respectively. 

n^,  n^^  as  Revolutions  of  homologous  wheels  of  equal  diameters  under  heads 
of  one  and  twelve  feet,  respectively.   . 

Ta  Ratio  of  circumference  to  diameter  =  8.1416. 

P  =  Horse  power  of  turbine  at  any  given  head. 

Pt  =  Theoretical  horse  power. 

P,Pda=  Horse  power  of  homologous  wheels  of  diameters  D  and  Dd,  respec- 
tively. 

P,  Pk »  Horse  power  of  homologous  wheels  of  equal  diameter  under  heads  h 
hh,  respectively. 

P  ,  P  s=  Horse  power  of  homologous  wheels  of  equal  diameters  under  heads 
of  one  and  twelve  feet,  respectively. 

q  =3  Discharge  in  cubic  feet  per  second. 

q,  qd  =  Discharge  in  cubic  feet  per  second  of  homologous  wheels  of  diameters 
D  and  Dd,  respectively. 

q^,qh=s  Discharge  in  cubic  feet  per  second  of  homologous  wheels  of  equal 
diameters  under  heads  of  h  and  T^h,  respectively. 

q^,q^  =s  Discharge  in  cubic  feet  per  second  of  homologous  wheels  of  equal 
diameters  under  heads  of  one  and  twelve  feet,  respectively. 

r^  s=  Internal  radius  of  wheel. 

r^«B  External  radius  of  wheeL 
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8  «a  Space  passed  through  by  force  acting. 

u' S3  Velocity  of  periphery  of  runner  at  discharge. 

u'ea  Absolute  velocity  of  water  leaving  wheeL 

Urea  Velocity  of  water  at  discharge  relative  to  velocity  of  wheel. 

V  SB  Theoretical  spouting  velocity  of  water  in  feet  per  second  »  V2gh. 

Vabs  Average  velocity. 

v*e=a  Velocity  of  water  entering  the  runner. 

T'sa  Velocity  of  periphery  of  runner  at  entrance. 

VrBs  Velocity  of  entering  water  relative  to  velocity  of  wheeL 

W  «»  Total  weight  per  second. 

w«»  Weight  of  unit  of  water  =»  62.5  lbs. 

X«»When  used  as  a  subscript  denotes  that  the  values  of  D,  n  and  h  thus 

indicated  are  directly  related  and  vary  with  each  other  in  order  to 

fulfill  the  requirements  of  the  formulas. 

TUBBINB  OONfiTAirrS 

v* 

^i«  Ratio  of  peripheral  velocity  of  wheel  to  spouting  velocity  of  water «» — 

V 

c»s  Coefficient  of  discharge  through  area  or  areas  a. 

c'tC^y  etc.  SB  Various  modifications  of  the  coefficient  of  discharge. 

A  Bs  Speed  coefficient  B=  speed  or  r.  p.  m.  of  a  one  inch  wheel  under  one  foot 

head. 
K  SB  Discharge  coefficient  =  discharge  of  a  one  inch  wheel  under  one  foot 

head. 
p«s  Power  coefficient  «=s  power  of  a  one  inch  wheel  under  one  foot  head. 
^t=a  Specific  power  coefficient  ~  power  of  a  wheel  at  one  revolution  per 

minute  imder  one  foot  head. 
N««3 Unity  speed  or  type  characteristic   (sometimes  called  specific  speed) 

Bsthe  revolutions  of  a  wheel  of  such  diameter  that  it  will  give  one 

horse  power  under  one  foot  head. 
Ks«  Specific  speed  as  adapted  to  the  metric  system. 

129.  First  Principles. — Shocks  caused  by  sudden  changes  in  the 
direction  of  flow  or  by  sudden  reduction  in  the  area  of  passages,  and 
sudden  enlargements  resulting  in  the  formation  of  eddies  in  the 
water  during  its  passage  through  hydraulic  machinery,  are  always 
sources  of  loss  of  head  and  consequent  loss  of  energy.  To  secure 
the  highest  efficiency  a  W(Uer  wheel  must  be  so  designed  that  the  water 
will  enter  the  wheel  without  shock,  and  leave  it  without  velocity,  so  far 
as  practicable.  This  should  be  understood  as  meaning  that  a  water 
wheel  must  be  so  designed,  constructed  and  operated  that  the  water 
in  its  approach  to  the  buckets  of  the  wheel,  in  its  entrance  into  and 
in  its  passage  through  the  buckets,  should  be  so  guided  as  to  pre- 
vent losses  from  sudden  contraction  or  enlargement  or  abrupt 
changes  in  direction  of  flow,  and  under  such  conditions,  that  by  the 
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gradual  reduction  of  its  absolute  velocity,  the  water  will  transfer 
its  energy  to  the  bucket  so  that  the  water  will  leave  the  bucket 
without  absolute  velocity,  and  consequently  without  energy,  as 
nearly  as  practicable. 

To  prevent  shock,  the  water  must  enter  the  buckets  of  any  water 
wheel  in  a  direction  tangential  to  the  curved  surface  of  the  bucket 
at  that  point  and  must  transfer  its  energy  by  weight,  pressure  or 
impulse  as  it  gradually  changes  its  direction  of  flow  relative  to  the. 
direction  of  motion  of  the  bucket  (see  Section  131,  page  281/and  Sec- 
tion 134,  page  285).  A  comparison  of  the  effect  of  the  impact  due 
to  the  jet  striking  the  bucket  in  other  than  a  tangential  direction 
is  shown  by  a  study  of  Equations  (70),  (71)  and  (72),  page  281. 
In  all  cases,  the  energy  remaining  in  the  water  as  it  leaves  the 
wheel,  either  in  the  form  of  velocity  or  head,  is  entirely  lost  unless 
partially  recovered  by  the  use  of  a  draft  tube  or  other  similar  de- 
vice. 

The  greater  the  reduction  in  the  velocity  of  the  water  leaving  the 
wheel,  or  draft  tube  where  draft  tube  is  used,  the  greater  the  pro- 
portion of  energy  that  can  be  utilized ;  but  there  comes  a  limit  be- 
yond which  it  is  not  practicable  to  reduce  velocities.  This  limit 
varies  with  diflferent  conditions,  and  may  and  usually  will  result 
from  limiting  the  expense  in  the  building  of  raceways  or  in  the 
construction  of  the  machine  itself.  The  theoretical  limit  of  reduc- 
tion in  velocity  is  reached  when  the  energy  lost  equals  the  interest 
and  depreciation  on  the  works  necessary  for  saving  it.  A  point 
might  also  be  reached  where  the  friction  expended  in  thie  large  ma- 
chine needed  to  further  reduce  the  velocity  of  the  discharging 
water,  would  consume  more  energy  than  would  be  lost  in  rejecting 
the  discharge  at  a  higher  velocity.  In  practice  it  is  found  that  about 
two  or  three  feet  per  second  are  satisfactory  velocities  at  which  to 
reject  or  discharge  the  water  used  by  water  wheels.  These  veloci- 
ties  represent  heads  of  from  -062  to  .14  feet,  or  from  three-quarters 
to  slightly  less  than  two  inches.  The  limit  of  the  velocity  of  dis- 
charge should,  however,  be  fixed  for  each  individual  case  and  after 
all  conditions  have  been  fully  considered. 

130.  The  Transformation  of  the  Energy  of  Water. — ^The  energy 
of  water  may  be  exerted  and  transformed  into  mechanical  energy 
in  water  motors  by  weight,  by  pressure,  by  reaction  and  by  impulse. 
In  most  motors  there  is  a  combination  of  these  transformation  meth- 
ods by  which  the  energy  is  exerted  and  the  transfer  takes  place. 
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In  the  gravity  wheel  (Fig.  113,  page  205)  weight  is  perhaps  the 
most  important  means  of  transformation,  but  the  impulse  or  pres- 
sure produced  by  the  entering  water  is  not  without  effect 

In  the  reciprocating  hydraulic  motor,  pressure  is  the  most  impor- 
tant method  of  transformation,  but  certain  velocity  changes  are  also 
active  in  the  transfer. 

When  the  entire  dynamic  energy  of  water  is  converted  into  kine- 
tic energy  through  velocity  due  to  its  head,  the  energy  of  the  issu- 
ing streams  may  be  transformed  by  reaction  on  the  vessel  of  which 
the  orifice  is  a  part  and  may  produce  motion  in  that  vessel,  if  it  be 
free  to  move,  or  it  may  produce  motion  in  another  body  by  impulse 
through  the  extinction  of  the  momentum  of  the  jet  in  impinging 
against  it 


Pig.  187. 


Fig.  186. 
Action  of  the  Jet  Deflected  in  Various  Ways. 


Fig.  188. 


These  equal  and  opposite  forces  are  shown : 

1.  By  the  force  required  to  sustain  a  hose  nozzle  against  the  re- 
action of  a  fire  stream,  and 

2.  By  the  force  of  the  jet,  from  the  nozzle  so  sustained  when  ex- 
erted against  any  object  in  its  course. 

In  Barker's  Mill  (Fig.  8,  page  7)  reaction  is  the  principal  means 
of  energy  transformation,  but  the  pressure  along  the  curved  chan- 
nels is  also  an  element  of  transfer.  If  the  flat  plate  in  Fig.  187, 
is  one  of  a  series  of  similar  buckets  on  a  tangential  wheel  as  in  Fig.  6, 
page  5,  the  transfer  of  energy  may  be  regarded  as  entirely  by  im- 
pulse. If,  however,  the  buckets  be  of  the  type  shown  by  Fig.  16, 
ps^e  17,  the  transfer  of  energy  is  partially  by  impulse  and  partially 
by  the  reactive  pressure  produced  by  the  change  in  velocity  and  di- 
rection of  the  water  jet 
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When,  as  in  most  so-called  impulse  and  reaction  wheels  of  mod- 
em design,  the  construction  and  speed  are  such  that  the  jet  or  jets 
of  water  enter  the  buckets  tangential  to  the  curved  surfaces,  they 
deliver  their  energy  by  changing  the  kinetic  energy  of  the  water 
jets  to  pressure  energy  as  the  paths  of  the  jets  are  changed  and 
their  velocities  checked.  The  transfer  of  energy  in  the  so-called 
impulse  wheel  cannot  be  regarded  as  due  to  impulse  as  above  de- 
fined but  occurs  through  reactive  pressure  produced  by  the  gradual 
extinction  of  absolute  velocity.  In  the  so-cafted  reaction  turbine, 
the  transformation  of  energy  is  most  largely  through  pressure  ex- 
erted throughout  the  breadth  of  the  bucket  and  produced  in  an  iden- 
tical manner  to  that  in  the  impulse  wheel.  In  this  case  the  buckets 
are  filled  and  as  the  cross-section  is  gradually  reduced  towards  their 
outlets  the  pressure  changes  with  the  velocity  and,  besides  the  pres- 
sure due  to  a  change  in  direction  and  absolute  velocity  of  the  jets 
of  water,  there  is  perhaps  an  element  of  tlie  purely  reactive  eflFect 
of  the  Barker's  Mill. 

From  elementary  principles  of  hydraulics,  it  is  established  that  a 
jet  of  water  spouting  freely  from  a  frictionless  orifice  will  acquire 

a  velocity  

(42)  V=V2gh 

and  will  possess  energy  in  foot  pounds  per  second  as  follows : 

Wv«       qwv« 

(4)  B= « 

2g  2g 

The  energy  of  the  jet  leaving  an  orifice  is  the  product  of  a  force 

F,  which  acts  on  a  weight  of  water  qw,  through  a  space  S,  in  one 

second  of  time,  giving  the  velocity  v.    This  energy  measured  in  foot 

pounds  is 

(65)  E»FS 

The  space  passed  through  by  the  force  in  one  second  in  raising 
the  velocity  from  o  to  v  is 

T 

(«6)  S—V.t— 

2 
Hence,  from  equation  (3), 

Pt 

(67)  B« 

2 

From  equations  (4)  and  (67)  therefore 

Pv       qwv« 

(68)  = 

2  2g 
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As  q'^av  it  therefore  follows  that 

(69)  P— — — 2awh 

The  force  F,  which  may  be  exerted  by  a  jet  impinging  against  a 
surface  depends  on  the  momentum  of  the  moving  stream  of  water 
and  is  directly  proportional  to  its  velocity.  It  is  also  a  function  of 
the  angle  through  which  the  jet  is  dej^ected.  If  friction  be  ignored, 
the  stream  will  be  deflected  without  change  in  velocity,  and  the  com- 
ponent of  the  force  exerted  against  the  surface  in  the  original  direc- 
tion of  the  jet  will  be  equal  to  the  momentum  of  the  original  stream 
less  the  component,  in  the  original  direction,  of  the  momentum  of 
the  diverted  jet  (see  Fig.  i86). 

qwv        QWV  QWV 

(70)  P== cosaB=i (l-'COSa) 

S  g  M 

If  the  jet  impinges  against  a  flat  surface  (see  Fig.  187) 
o  =  90*,Coso  =  Oand 
qwv 

(71)  F== 

S 

If  the  jet  is  deflected  180  degrees  by  means  of  a  semi-circular 
bucket  (see  Fig.  188) 

Cos  ISO*  «= — 1,  and  therefore 

QWV 

(72)  F==2 

131.  The  Impulse  Wheel, — Impulse  water  wheels  utilize  the  kine- 
tic energ^M^f  a  jet  entering  the  buckets  attached  to  the  circumfer- 
ence of  the  wheel,  tangentially  to  their  curved  surfaces.  The  bucket 
must  move  under  the  impulse  in  order  to  transform  the  energy  of 
the  water  into  work.  Let  the  ratio  of  z/,  the  velocity  of  the  peri- 
phery of  wheel,  to  the  velocity  v  of  the  jet  be  indicated  by  <f>  then 

v'  v' 

(73)  ^  =  — ==— -— andv^^^v 

V        V2gh 

In  determining  the  force  F,  exerted  upon  the  moving  bucket,  the 
relative  instead  of  the  actual  velocity  of  the  jet  must  be  considered 
and  it  is  readily  seen  that  the  value  of  the  relative  velocity  Vr  will 
be  as  follows : 

(74)  Vr  =  V  — ^v  —  d  — ^)v 

The  relative  weight  of  water  that  strikes  a  single  bucket  per  sec- 
ond will  also  be  less  on  account  of  the  movement  of  the  buckets. 
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but  as  new  buckets  constantly  intercept  the  path  of  the  jet  the  total 

amount  of  water  eflfective  is  equal  to  the  total  discharge  of  the  jet 

Hence  from  equations  (70)  and  (74) 

qwv 

(76)  F«=  (1  — cosa) (1  —  ^) 

g 

The  work  done  upon  the  buckets  per  second  is  equal  to  the  force 

F,  times  the  distance  4>v  throtfgh  which  it  acts,  1.  e. 


(76)  B=P^T=(1  — coso)  (1— ^)-^ — 0v 

8 

This  is  a  maximum  when  (i — ^)  <^  is  a  maximum  the  solution 
of  which  gives  ^  =-  .5 

Substituting  ^-=.5  and  a—  180**,  in  equation  (76),  there  is  ob- 
tained q^a 

(77)  B— 

That  is,  E  equals  the  entire  energy  of  the  jet  (see  equation  4),  and 
hence  the  theoretical  eflSciency  when  4>  =-  0.5  is  100  per  cent. 

Another  criterion  for  maximum  efficiency  is  that  the  absolute 
velocity  of  the  water  in  leaving  the  bucket  must  be  zero. 

When  a  —  180**,  the  absolute  velocity  with  which  the  water  leaves 
the  bucket  is  evidently  the  velocity  relative  to  the  bucket  minus  the 
velocity  of  the  bucket  or  ,       ;    \r'\   r*      c    ..       r. 

(78)  u^=-^(l— 0)  v;— ^v=-v— 20v=O 
his  gives  '       '^ 

(79)  "^     1^    c  \      .     4  0  —  0.6 

13a.  Illustration  of  Flow. — ^Fig.  189,  page  283,  illustrates  graphi- 
cally the  flow  of  water  into  and  through  the  bucket  of  a  tangential 
wheel  at  the  most  economical  relative  velocity.  The  bucket  is 
double,  each  half  being  essentially  semi-circular  in  section,  v  is  the 
absolute  velocity  of  the  jet ;  z/  is  the  absolute  velocity  of  the  bucket; 
Vt  is  the  relative  velocity  of  the  jet  in  relation  to  the  bucket :  or 

(74)  Vr=(l  — 0)V 

The  bucket  is  moving  in  the  direction  BB'  and  occupies  succes- 
sively the  positions  indicated  by  the  vertical  lines  a,  Aj,  o^,  etc.,  in 
equal  intervals  of  time.  The  water  moves  along  the  surface  of  the 
bucket  with  a  uniform  velocity  Vtj  passing  successively  through 
equal  distances,  indicated  on  the  surface  of  the  bucket  by  the  lines 
b,  &i,  &„  etc.,  in  equal  intervals  of  time. 

At  each  of  these  successive  points,  the  jet  has  changed  its  dircc- 
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283 


tion  and  its  absolute  velocity.  The  force  exerted  by  each  particle 
of  water  in  moving  around  the  semi-circular  bucket  is  constant  in 
amount  and  normal  in  direction,  to  the  surface  of  the  bucket.    Its 


FU^  189. — Oraphical  Illustration  of  Flow  Through  a  Tangential  Wheel  Bucket 

(see  pages  282,  285). 

useful  force  is  however  the  component  exerted  in  the  direction  of 
motion.  Its  path  through  space  is  represented  by  the  line  BCD. 
The  change  in  velocity  is  represented  by  the  absolute  velocity  curve 
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EF,  in  which  ordinates  are  the  resultants  obtained  by  applying  the 
principle  of  triangle  of  velocities  to  corresponding  velocities  of  the 
bucket  and  of  the  water  relative  to  the  bucket. 

At  the  time  of  entering  the  bucket,  the  stream  has  the  absolute 
velocity  v,  represented  by  the  length  of  the  lines  GE  and  G£'  in  the 
lower  diagram,  while  its  velocity  relative  to  the  bucket  is  constant 
and  equal  to  Vr,  equal  to  the  length  of  lines  GH  and  GH\  For  the 
most  efficient  speed, 

V 
(80)  Vr=  — 

2 

At  the  end  of  the  first  interval  of  time,  the  jet  has  moved  from  the 
original  point  of  contact  with  the  bucket  b,  to  the  position  b^.  Its 
direction  and  velocity  in  the  upper  half  of  the  bucket  are  repre-* 
sented  by  the  radius  GI  in  the  lower  velocity  diagram,  v-^  —  <^v,  is 
constant  both  in  magnitude  and  direction,  and  this  is  laid  off  in  the 
lower  diagram  on  the  line  //.  The  resultant  of  these  two  velocities 
is  represented  by  the  line  GJ  which  is  the  absolute  velocity  of  the 
water  in  space,  and  to  indicate  the  velocity  of  the  water  at  this  in- 
stant is  laid  off  for  the  purpose  of  the  velocity  diagram  on  the  ordi- 
nate Oj,  from  the  axis  GF  as  o  in  the  lower  diagram.  In  the  same 
manner  each  of  the  remaining  points  on  the  velocity  curve  £F.is 
constructed. 

133.  Effect  of  Angle  of  Discharge  on  Efficiency. — In  an  impulse 
wheel  it  is  not  practicable  to  change  the  direction  of  the  water 
through  180  degrees  as  it  would  then  interfere  with  the  succeeding 
bucket,  a  must  hence  be  less  than  180  degrees  and  the  absolute 
velocity  of  the  water  in  leaving  the  buckets  cannot  be  zero.  The 
loss  from  this  source  is  small  as  a  may  differ  considerably  from  180 
degrees  without  much  effect  on  the  bucket  pressure  and  hence  on 
the  efficiency.  For  example, — the  ratio  of  actual  pressure  when  0 
is  less  than  180  degrees  to  maximum  possible  pressure  with  a  =- 180* 
is  (see  Fig.  190,  page  285). 

(1  —  0)  V 
,  (1  —  cos  a)  qw  (1  —  <t>) 

g  1  —  COflo         14-C08/9 

(81) = = 

(1  —  0)  V  2  2 

(I  — cos  180**)  qw  (1  —  0) 


1  —  cos  a 
If^  =  8%o  =  172«,and ==.995 
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showing  only  0.5  per  cent  reduction.    The  effect  on  the  efficiency 
is  in  the  same  ratio. 

In  Fig.  189,  page  283,  the  jet  leaves  the  bucket  as  shown  with  a 
velocity,  relative  to  the  bucket,  of  (i — <^)  v.  If  this  velocity  is 
combined  graphically  with  the  velocity  of  the  bucket  ff^v,  the  true 
absolute  residual  velocity  Vt,  of  the  water  will  be  obtained.  The  ef- 
ficiency is  evidently  maximum  when  <^  has  a  value  which  makes  Vr 
equal  zero.  When  this  condition  exists,  then 
(82  0v  —  (1 — ♦)  v  which  gives 

(79)  ^—0.5 

as  obtained  by  two  other  methods, 
and  here  shown  to  be  independ- 
ent of  p.  This  is  also  shown  by 
equation  (76), 

The  theoretical  considerations 
thus  far  discussed  are  modified 
by  the  frictional  resistance  which 
the  bucket  offers  to  the  flow  of 
water  over  its  surface  and  by  the 
Fig.  190.— DellecUon  of  the  Jet  In  a  spreading  of  the  original  jet  from 
Tangential  Wheel  Bucket  (see  page     its  semi-circular  section  to  a  wide 

thin  layer  in  leaving  the  bucket. 
Further  loss  no  doubt  takes  place  as  a  result  of  the  fact  that  the 
bucket  is  in  its  assumed  position  at  right  angles  to  the  direction  of 
the  jet  only  at  one  instant  during  its  rotation.  Upon  entering  and 
leaving  the  jet  it  is  inclined  considerably  to  this  direction  and 
doubtless  operates  less  efficiently.  These  conditions  result  in  a 
much  greater  drop  in  efficiency  than  the  above  analysis  would  seem 
to  indicate. 

134.  Reaction  WhceL — ^The  flow  of  water  through  the  buckets  of 
a  reaction  wheel  is  less  easily  analyzed  than  in  the  case  of  the  im- 
pulse wheel.  The  chief  difference  in  the  two  types  of  wheels  arises 
from  the  fact  that  the  reaction  wheel  is  "filled"  and  hence  the  veloc- 
ity of  the  water  relative  to  the  buckets  at  any  point  does  not  remain 
constant  but  varies  inversely  as  the  cross-sectional  area  of  the  pas- 
sageway and  with  a  consequent  variation  in  static  pressure. 

The  path  described  by  a  particle  of  water  in  passing  through  the 
wheel  has  been  investigated  by  Francis,*  by  a  method  based  upon 

^  See  'Xowell  Hydraulic  Experiments,"  p.  89. 


Digitized  by 


Google 


286 


Hydraulics  of  tne  Turbine. 


the  assumption  that  "every  particle  of  water  contained  in  the  vrheel, 
situated  at  the  same  distance  from  the  axis,  moves  in  the  same  di- 
rection relative  to  the  radius  and  with  the  same  velocity."  This 
assumption  becomes  more  accurate  as  the  number  of  buckets  in- 
creases. 


Figure  191  shows  the  path,  resulting  from  the  application  of  this 
assumption,  of  the  water  through  the  "Tremont"  Foumeyron  wheel 
and  Fig.  192  through  the  center  vent  wheel  at  the  Boott  Cotton 
Mills.  The  former  indicates,  since  the  jet  of  water  is  carried  for- 
ward in  the  direction  of  rotation,  that  the  water  resists  the  rota- 


Fig.  192. — Path  of  Jet  of  Water  Through  Francis  Turbine. 

tion  of  the  wheel  until  nearly  to  the  circumference  when  it  is  sudr 
denly  deflected  and  leaves  the  wheel,  as  it  should,  in  a  direction 
nearly  normal  to  the  wheel. 

The  jet  of  water  in  the  Boott  wheel  (Fig.  192),  on  the  other 
band,  shows  a  continual  backward  deflection  of  its  path  from  the 
point  where  it  leaves  the  guides,  and  hence  a  continual  delivery 
of  its  energy  to  the  wheel.    This  seems  to  indicate  a  more  logical 
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condition  and  a  better  shaped  bucket  than  that  of  the  Foumeyron. 
It  will  be  noted  that  the  actual  path  of  the  water  in  this  case  is 
somewhat  similar  to  that  in  the  impulse  wheel  shown  in  Fig.  189, 
page  283. 

It  is  well  to  note  again  that  the  difference  in  the  manner  of  trans- 
ferring energy  in  the  so-called  impulse  and  reaction  wheels  is  more 
imaginary  than  real.  In  both  cases  the  force  exerted  against  the 
bucket  of  the  wheel  is  due  principally  to  the  reactive  pressure  of 
the  water  caused  by  a  change  in  direction  as  it  passes  around  the 
curve  of  the  bucket,  and  the  consequent  extinction  of  the  absolute 
velocity  of  the  water  in  the  wheel. 

135.  Principles  of  Economy  in  the  Design  of  Reaction  Turbines.-* 
Fof  the  economical  operation  of  the  reaction  wheel  the  following 
principles  must  be  observed: 

First:  In  order  that  the  jet  of  water  may  enter  the  wheel  without 
shock,  the  velocity  of  the  water  as  it  leaves  the  guides  and  its  direc- 
tion relative  to  the  velocity  of  the  periphery  of  the  runner  and  the 
curves  of  the  bucket,  must  be  tangential  to  the  bucket  blades  at 
this  pointy  and  have  a  magnitude  which  will  produce  the  required  dis- 
charge through  the  cross-sectional  area  of  the  passageway. 

Second:  The  relative  velocity  of  the  bucket  and  of  the  water  rel- 
ative to  the  bucket  at  the  point  of  discharge  must  be  such  that  the 
water  leaves  the  bucket  with  the  minimum  practicable  absolute 
velocity. 

Third:  Such  residual  velocity  as  may  remain  in  the  discharging 
water  must  be  conserved  and  utilized  so  far  as  practicable  by  the 
proper  arrangement  of  the  draft  tube. 

Fourth:  In  all  wheels  it  is  also  essential  by  proper  design  to  re- 
duce losses  from  friction,  leakage,  eddying,  etc.,  as  completely  as 
possible. 

The  first  principle  is  illustrated  in  Figs.  193,  194  and  195,  page 
289.  These  diagrams  show  the  relative  design  of  low  speed,  me- 
dium speed  and  high  speed  inward  flow  turbines  in  which  water 
is  delivered  through  certain  guides  -^C  to  certain  buckets  AB  of  a 
turbine  runner.  The  velocity  v",  of  the  water  entering  the  wheel 
is  taken  as  the  same  in  each  case,  but  the  velocities  of  the  runner  7/, 
is  different  in  each  case.  In  each  case  the  guides  AC  direct  the 
water  onto  the  buckets  AB  in  a  direction  and  with  an  absolute  veloc- 
ity indicated  by  the  arrow  marked  z/'.  The  velocity  of  the  runner 
at  the  point  A,  where  the  water  enters  the  bucket,  is  indicated  in 
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amount  and  direction  by  the  arrow  marked  z/.  Combining  the  two 
velocities  graphically  shows  the  direction  and  velocity  of  the  jet 
relative  to  the  direction  and  velocity  of  the  moving  bucket  at  the 
point  of  entrance,  as  indicated  by  the  arrow  marked  Vr.  In  order 
that  there  shall  be  no  shock,  the  curve  of  the  bucket  must  be  tan- 
gent to  the  relative  velocity  line  Vr  and  must  have  the  value 

Q 

(83)  Vr=  — 

a 
in  which 

q  =  Di8charge  through  the  passageway  of  the  bucket  in  cubic  feet 

per  second,  and 
a  =B  Area  of  cross-section  of  the  passageway,  at  the  point  of  entrance 

A,  in  square  feet  measured  perpendicular  to  the  vanes. 

It  is  apparent  that  only  a  single  filament  of  water  can  follow  the 
curve  of  the  guide  and  buckets  and  that  in  the  actual  wheel  the 
requirements  above  outlined  can  be  only  approximate. 

The  eflFect  of  part  gate  conditions  upon  the  first  principle  depends 
upon  the  type  of  speed  gate  and  may  best  be  studied  from  Figs.  176, 
page  268,  179,  page  270  and  181,  page  271.  A  change  in  either  direc- 
tion or  magnitude  of  v"  will  change  Vr,  unless  the  two  eflFects  tend 
to  neutralize,  which  may  happen  in  some  instances.  In  reaction 
wheels  the  velocity  of  inflow  v^,  through  the  guides  may  be  changed 
by  a  change  in  the  g^te,  while  the  velocity  %/,  of  the  wheel  will  re- 
main unchanged  under  normal  operating  condition.  Under  these 
conditions  Vr  will  therefore  change,  and  a  change  in  either  its  di- 
rection or  magptiitude  will  produce  an  impact,  while  a  decrease  in 
the  quantity  of  flow  will  result  in  a  sudden  enlargement  as  the  water 
enters  the  ruiiner,  and  therefore  a  loss. 

The  wicket  gate,  when  properly  designed,  has  given  rise  to  part 
gate  efficiencies  more  nearly  approaching  those  of  impulse  wheels 
than  with  gates  of  any  other  type  (see  Fig.  175,  page  267). 

The  second  principle  of  economy,  that  of  minimum  residual  ve- 
locity of  the  water  in  leaving  the  buckets,  is  also  shown  graphically 
in  Figs.  193,  194  and  195,  page  289,  in  which  Ur  shows  the  velocity 
and  direction  of  discharge  of  the  water  relative  to  the  velocity  and 
curve  of  the  bucket,  and  is  tangent  to  the  curve  of  the  bucket  at 
the  point  of  discharge  B.  u'  shows  the  relative  velocity  of  the 
periphery  of  the  runner.  The  resultant  of  the  two  velocities  is  the 
absolute  velocity  with  which  the  water  is  discharged  from  the  tur- 
bine, and  is  shown  in  magnitude  and  direction  by  the  arrow  u'» 
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Now,  at  part  gate  the  quantity  of  water  discharged  is  less  than  that 
at  full  gate  and  henCe  u^  must  also  be  less  since  the  cross-section  of 
the  passage  must  be  filled,  u^  remains  unchanged  and  hence  the 

resultant  m"  will  be  increased  with 
a  corresponding  waste  of  energy 
and  loss  in  efficiency.  This  is  an 
imavoidable  loss  in  a  wheel  op- 
erating under  part  load,  and  makes 
it  impossible  to  maintain  high  ef- 
ficiencies of  operation  by  any  de- 
sign of  the  regulating  gates.   This 

Fl«.  193.-Graphical  ReppesentaUon  of  ^^^^  ^'^^^''''^  ^PP^^^  ^"/*^^  ^"^P"!'^ 
Low   Speed    Inward   Flow  Turbine  wheel    since    the    velocity    with 


(see  page  287). 


since 

which  the  water  leaves  the  bucket 
is,  theoretically  at  least,  not  in- 
fluenced by  the  quantity. 

The  third  requirement  is  par- 
tially satisfied  by  gradually  ex- 
panding the  draft  tube  from  the 
wheel  to  the  point  of  discharge. 
This  will  recover  only  the  com- 
ponent of  the  residual  velocity  in 
the  axial  direction.      The  larger 


%S^n^l7^^l^^^T\^l  component  of  the  residual  velocity 
bine  (see  page  287).  however  tends  to  produce  a  rota- 

tion of  the  water  column  in  the 
draft  tube,  and  is  not  recovered 
by  any  present  design. 

The  fourth  requirement  is  self- 
evident. 

136.  Graphical  Relation  of  En- 
ergy and  Velocity  in  Reaction 
Turbine. — ^The  relations  of  the 
changes  in  velocity  and  in  energy 
in  the  passage  of  water  through 
Fig  196.— Graphical  Representation  of  a  reaction  turbine  and  its   draft 

^i^jS^Slh"^^^  ^''''  '^"^^''^  tube  are  graphically  shown  in  Fig. 

198,  page  291. 
Figure  196,  page  290,  shows  the  cross-section  of  a  radial  inward  flow 
reaction  turbine  with  a  concrete  draft  tube.    The  cross-sections  of 
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the  draft  tubes  at  various  points  are  shown  in  Fig.  197  from  which  it 
will  be  seen  that  the  draft  tube  of  this  turbine  gradually  changes  form 
and  increases  in  cross-section  in  order  that  the  velocity  of  flow  may  be 
gradually  decreased  from  the  point  of  discharge  of  the  turbine  to  the 
end  of  the  draft  tube. 

The  changes  in  absolute  velocity  in  the  passage  of  water  into  and 
through  the  turbine  and  draft  tube  are  shown  by  line  V,  V^,  V^,  V^, 
Fb  ;  the  height  of  the  ordinates  at  these  points  shows  the  approxi- 
mate absolute  velocities  at  such  points  in  the  flow.  The  absolute 
velocity  is  a  maximum  at  or  near  the  point  where  the  water  enters 
the  runner  and  is  decreased  as  greatly  as  practicable  at  the  point  of 


PigB.  196,  197.— Expanding  Concrete  Draft  Tube  for  Reaction  Wheel*  (see 

page  289). 

its  discharge  into  the  draft  tube.  By  gradually  increasing  the  area 
of  the  draft  tube,  an  additional  reduction  in  velocity  is  obtained,  the 
water  finally  issuing  with  a-  velocity  V^.  The  maximum  velocity, 
measured  by  the  ordinate  Fj,  is,  in  reaction  wheels,  considerably 
below  the  spouting  velocity  {yj2gh)  of  the  water. 

In  its  flow  through  the  wheel,  the  velocity  of  the  water  relative 
to  the  bucket  increases  and  becomes  a  maximum  at  the  outlet  of 
the  wheel.    This  increase  in  relative  velocity  is  shown  by  the  line 

The  energy  transformation  which  takes  place  during  the  change 
in  velocity  is  illustrated  by  the  dotted  line  marked  "Energy  trans- 
formation" which  begins  at  a  maximum  of  100  per  cent,  at  the  en- 

*  Turblnen  and  Turbinenanlagen,  Viktor  Oelpke.  page  61. 
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trance  of  the  wheel ;  is  decreased  by  friction,  leakage,  shocks,  etc., 
by  about  sixteen  per  cent,  under  full  gate  conditions.  The  energy  is 
transformed  into  useful  work  in  the  wheel  by  the  reactional  pres- 
sure created  by  the  passage  of  the  water  and  about  eighty  per  cent, 
of  such  energy  is  utilized,  the  remaining  four  per  cent,  being  re- 
jected in  the  discharge  from  the  draft  tube  with  a  slight  recovery  of 
velocity  energy  as  before  described. 

137.  Homologous  Wheels. — ^The  diagramatic  representations  of 
relative  speeds  of  wheels  of  different  types  (Figs.  193,  194  and  195, 
page  289)  are  general  and  each  will  apply  to  all  wheels  of  similar 
design  and  of  all  practicable  sizes.     If  therefore  a  series  of  wheels 


^■v 


tBtranef  Oatms  iTh^H  Praft  7Vb€ 

Fig.  198. — Graphical  Relation  of  Velocity  and  Energy  in  the  Flow  Through  a 
Reaction  Turbine  With  Draft  Tube  (see  page  289). 

is  constructed  on  the  same  general  design  with  all  parts  in  propor- 
tion, so  far  as  practicable,  they  are  termed  wheels  of  "homologous 
design/'  and  constitute  a  series  of  wheels  which,  if  really  homolog- 
ous in  both  design  and  workmanship,  wilLhave  common  character- 
istics and  hence  common  relations  between  their  diameter  D^  and 
their  discharge  q,  power  P,  speed  n,  and  efficiency  e,  under  any  gjven 
effective  head  X  These  important  variables  are  somewhat  inde- 
pendent but  have  certain  interrelations  which  can  be  determined  by 
experiment  from  any  wheel  of  the  series,  and  are  expressed  by  co- 
efficients from  which  their  corresponding  values  for  a  wheel  of  the 
series  of  any  given  diameter  can  be  determined  for  any  g^ven  head 
and  speed  by  application  of  principles  which  are  hereafter  discussed. 
Quantitatively,  the  coefficients  of  a  series  of  wheels  will  vary  ac- 
cordingly as  the  design  of  the  series  is  for  low,  medium  or  high 
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speed,  or  for  low,  meciium  or  high  power;  and  in  the  selection  of 
machinery  for  a  water  power  project,  in  order  that  the  best  results 
may  be  attained,  the  turbine  must  be  selected  with  due  regard  to 
the  conditions  under  which  it  is  to  operate.  In  other  words,  the 
turbine,  for  the  best  results,  can  be  advantageously  used  only  under 
conditions  which  closely  approximate  those  for  which  it  was  de- 
signed. The  characteristics  of  wheels  are  important,  therefore,  as 
a  basis  for  both  their  desi^  and  selection. 

In  general,  the  wheels  of  any  manufacturer,  desigptiated  as  of  a 
certain  type,  are  usually  practically  homologous.  Thus,  all  the 
sizes  of  the  "Samson"  turbines  (see  Fig.  199,  page  293)  of  James 
Leffel  &  Company,  and  all  sizes  of  the  "Smith"  turbines  of  the 
S.  Morgan  Smith  Company,  are  approximately  homologous  tur- 
bines, the  larger  wheels  of  each  type  being  built  essentially  in  pro- 
portion to  the  smaller  wheels  of  the  same  type,  and  each  wheel  of 
each  type  having  the  same  characteristics  as  near  as  the  manufac- 
turer has  found  it  practicable  to*  design  and  build  them. 

138.  Degree  of  Accuracy  in  Homologous  Wheels. — In  the  manu- 
facture of  wheels,  the  inaccuracy  of  workmanship  affects  the  results 
which  can  be  secured,  and  no  two  wheels  can  therefore  ever  be  ex- 
actly homologous  in  construction.    The  inaccuracies  in  casting,  the 
inequalities  in  shrinkage,  the  difference  in  finishing,  all  combine  to 
make  variations  more  or  less  great  in  the  comparative  results  which 
will  actually  be  attained.    Even  two  wheels  from  the  same  pattern 
will  never  g^ve  identical  results  in  operation  under  the  same  con- 
ditions.    The  degree  of  similarity  with  which  characteristic  results 
will  obtain  will  vary  with  the  skill,  workmanship  and  care  entailed 
in  their  manufacture  and  in  their  installation.    Usually  tjie  speed, 
power,  discharge  and  efficiency  of  the  best  wheels  are  dependable 
within  ±2.5%.    In  a  series  of  standard  wheels,  where  great  care  is 
taken  to  secure  homologous  construction,  the  difference  in  charac- 
teristic results  between  different  wheels  of  the  same  series  may  vary 
as   much  as   ±5%,  and  with  careless   workmanship,   even   greater 
variations  will   result.     In   series   of  standard   wheels,   homologous 
design  is  not  always  followed  except  in  a  general  way,  and  occasion- 
ally some  wheels  of  the  series  have  been  made  more  or  less  special 
and  are  introduced  into  the  series  so  as  to  complete  the  list  of  sizes, 
but  must  be  run  under  conditions  of  speed,  power  and  discharge 
somewhat  different  from  other  wheels  of  the  series.    This  condition 
is,  however,  not  usual  and  most  standard  wheels  do  not  vary  more 
than  ±5%  from  the  average  of  the  series  as  will  be  hereafter  shown. 
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^&  199. — ^Turbines  of  Homologous  Design  Manufactured  by  James  Leffe 
and  Company  (see  page 


The  departure  of  a  series  of  standard  wheels  of  homologous  de- 
sign from  the  average  discharge  is  shown  graphically  by  Fig.  206, 
P^ge  310  and  by  Table  27,  page  309,  and  the  departure  of  the  same 
series  from  the  average  power  is  shown  graphically  by  Fig.  214, 
P^e  320,  and  by  Table  31,  page  319.  The  experiments  from  which 
these  results  were  obtained  were  made  over  twenty  years  agro.  and 
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present  practice  has  improved  materially.  Some  of  the  standard 
series  yet  in  the  market  will  however  still  show  departures  as  great 
as  shown  by  these  tables,  although  in  many  cases  the  departure  is 
not  one-half  so  great. 

139.  Speed  Relations^ — In  the  tangential  wheel  the  jet  of  water 
enters  the  bucket  tangentially  to  the  circumference  on  which  the 
velocity  of  the  wheel  is  measured,  and  with  a  velocity  v"  =  c'  yj^gh 
slightly  less  than  the  spouting  velocity  v,  of  water  under  the  head  h. 
If  the  friction  and  windage  of  the  wheel  are  negligible,  the  wheel 
may  acquire  a  velocity  i/,  measured  on  the  circumference  at  which 
the  jet  is  applied,  and  approximately  equal  to  that  of  the  jet  if. 
In  practice,  the  maximum  velocity  2/,  of  the  bucket  will  always  be 
consequently  less  than  the  velocity  z^,  of  the  jet,  by  the  amount  of 
velocity  lost  in  overcoming  the  friction  and  windage  of  the  wheel. 

In  the  reaction  wheel,  the  jets  of  water  entering  the  wheel  have  a 
velocity  of  if  ^  considerably  less  than  the  spouting*  velocity  v  of 
water,  and  do  not  enter  the  buckets  tangentially  to  the  direction  of 
motion  of  the  buckets  but  at  an  angle  depending  upon  the  design 
of  the  wheel.  The  maximum  velocity  of  the  wheel  may  therefore 
be  less  or  greater  than  the  absolute  velocity  of  the  water  which 
impels  it,  depending  upon  the  design  and  friction  losses.  ' 

In  any  "water  wheel  with  the  ideal  condition  under  which  the 
velocity  of  the  bucket  and  the  component  velocity  of  the  water  arc 
the  same,  there  will  be  no  pressure  of  the  water  against  the  bucket, 
and  the  wheel  under  these  conditions  will  receive  no  energy  and 
can  therefore  deliver  no  power.  As  soon  as  resistancejoccurs,  the 
speed  of  the  wheel  is  checked,  and  under  reduced  speed,  the  kinetic 
energy  of  the  jet  or  jets,  according  to  the  circumstances  of  design, 
is  converted  into  pressure  which  transfers  the  energy  of  the  water 
to  the  wheel  by  means  of  which  the  wheel  is  enabled  to  overcome 
both  friction  and  resistance  from  the  useful  work  which  it  is  de- 
signed to  accomplish.  This  impulse  or  pressure  increases  as  the 
speed  of  the  bucket  decreases  until  the  maximum  pressure  results 
when  the  bucket  is  at  rest,  in  which  case  also  no  work  is  done.  The 
speed  of  a  turbine  (see  Fig.  207,  page  311),  therefore,  may  vary  with 
the  resistance  from  no  speed  or  zero  revolutions  per  minute  to  a 
maximum  speed  called  the  "runaway"  speed  (see  Sec.  141)  and  de- 
pendent on  the  design  of  the  wheel  and  on  the  head  under  which 
the  machine  works.  This  maximum  speed  is  modified  by  friction 
and  windage  and  will  be  further  reduced  if  the  wheel  is  connected 
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to  other  machinery  which  must  also  be  rotated  or  moved  against 
a  friction  load. 

At  some  speed  between  these  extremes,  the  maximum  amount  of 
power  from  a  given  turbine  will  be  obtained  (see  Fig.  208,  page  313). 
That  is  to  say, — at  a  certain  fixed  speed,  the  maximum  work  or  the 
maximum  efficiency  of  a  given  wheel  will  be  obtained,  and  at  any 
speed  below  or  above  this  speed,  the  power  and  efficiency  of  the 
wheel  wiJl  be  reduced.  The  speed  for  maximum  power  and  for, 
maximum  efficiency,  however,  may  or  may  not  be  the  same.  These 
conditions  vary  considerably  according  to  the  type  and  design  of 
the  wheel  considered  and  also  according  to  the  gate  opening  at 
which  the  wheel  may  be  operated.  In  calculating  the  velocity  of 
tangential  wheels,  the  diameter  of  the  wheel  is  measured  on  the 
circumference  at  which  the  center  of  the  jet  or  jets  is  applied  (see 
Fig.  159,  page  249).  In  the  reaction  wheel,  such  a  circumference  is 
indeterminate,  and  the  diameter  is  measured  at  some  point  on  the 
periphery  of  the  impeller. 

Many  reaction  wheels  vary  in  diameter  at  various  points  on  the 
periphery  (see  B,  Fig.  158,  page  247),  and  there  is  no  uniform  prac- 
tice among  manufacturers  in  designating  such  diameters  so  that 
the  diameters  used  in  the  discussion  of  the  wheels  of  various  manu- 
facturers and  the  functions  based  thereon  are  in  accordance  with 
the  practice  of  each  maker  and  are  not  strictly  comparative  unless 
similar.  The  principles  discussed  are  however  equally  true  if  based 
on  any  actual  diameter  or  any  simple  function  of  the  same.  The 
diameter  chosen  simply  influences  the  magnitude  of  the  derived  co- 
efficients and  not  their  character  or  relations.  The  principle  holds 
therefore  in  each  case  regardless  of  the  method  of  measurement 
except  for  the  purpose  of  comparison  between  wheels  of  various 
makers  in  which  case  similar  diameters  must  be  used. 

The  velocity  of  the  periphery  of  the  turbine  may  be  considered 
as  a  function  of  the  velocity  due  to  head,  in  which  case  the  relations 
will  be  expressed  by  the  formula : 

(84)  v'  =  ^  V2it  from  which 

(78)  »== ^— 

V2gh        T 
These  relations  hold  for  all  values  of  %/  from  its  maximum  speed 
without  load  to  its  minimum  value  of  o  when  the  wheel  is  station- 
ary.   In  consequence,  the  relative  value  of  <^  will  vary  from  o  to  a 
maximum ;  but  there  is  only  one  speed  for  which  the  turbine  is  de- 
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signed  to  give  the  highest  efficiency,  and  the  values  of  t/  and  ^  for 
such  speed  may  be  represented  by  a  subscript  thus 

T/  and  ^« 
to  indicate  that  these  are  the  values  at  which  maximum  efficiency 
will  obtain. 

140.  Relation  of  Speed  to  Diameter. — ^The  velocity  of  the  peri- 
phery of  the  runner  of  a  turbine  may  also  be  expressed  in  terms  of 
the  diameter  of  the  wheel  D,  and  the  number  of  revolutions  per 
minute  n. 

Dim  8.1416  Dn 

(85)  V  = = 

12  X  60  720 

Combining  equations  (73)  and  (85)  it  follows  that : 
8.1416  Dn  Dn 

(86)  0= -=.0005437 

720  X  8.025  Vh  V^ 

and  also  that: 

^  VF         1840^  Vh 

(87)  n=- = 

.0005487D  D 

As  equation  (86)  is  general,  a  speed  coefficient  may  be  deduced 
as  follows: 

Dn 

(88)  =1840^«=A 

\^ 

If  the  head  is  one  foot  (A  =-  i),  equation  (88)  will  reduce  to: 

(89)  Dn^=:1840^«=A 

As  equation  (89)  is  general,  it  follows  that  for  any  fixed  values 
of  ^  there  is  a  corresponding  fixed  value  of  A  and  at  these  values 
the  diameter  of  any  wheel  of  a  series  multiplied  by  its  correspond- 
ing revolutions  per  minute  at  any  fixed  head  is  constant. 

If  in  equation  (89)  the  diameter  D  is  one  inch  23  —  1  and  the  equa- 
tion becomes : 

(90)  n^  ==18400  ==1  ^  ==  the  reyolutlons  per  minute  of  a  one  Inch  wbed 

under  one  foot  head. 

When  the  value  of  ^  in  equation  (89)  is  the  speed  ratio  for  the 
maximum  efficiency  of  the  wheel  <^«,  then  the  corresponding  value 
of  A  will  be  A^  or  the  value  of  ^  for  maximum  efficiency. 

From  the  above  consfderations,  it  also  follows  that  as  in  any 
homologous  series  of  turbines,  the  wheels  are  designed  to  run  at 
the  same  relative  velocity ;  therefore  when  operating  at  the  same 
speed  ratio  (<^  constant)  ..._..„      ™,  .  , 

Vh        V"E        Vi^       VE^  ! 
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That  is  to  say :  In  any  homologous  series  of  turbines,  oj^erating_at 
a  fixed  speed  ratio,  the  product  of  the  diameter  of  any  whefl  D^and 
its  proper  number  of  revolutions  per  minute  n,  divided  by  the  square 
root  of  the  effective  head  y  h^  under  which  it  is  to  operate  will  equal  the 
same  speed  constant  A. 

From  equation  (91),  it  follows  that 

;             Dn  V  hi 
(92)  xu= 

'  Dry's 


From  this  equation  the  comparative  speed  or  comparative  num- 
ber of  revolutions  n^  for  any  wheel  of  diameter  /?x,  at  any  head 
K,  can  be  obtained  if  the  revolutions  n,  of  any  other  wheel  of  the 
series  at  head  h,  and  of  diameter  D,  is  known. 

If  in  equation  (92),  D  —  Dx,  the  equation  reduces  to 

nx  VF       n  n« 

(93)  n  = or- 


V  1;     V  h    v'e: 

That  is  to  say,  the  comparative  speed  of  any  wheel  will  be  in  direct 
proportion  to  the  square  root  of  the  head  under  which  it  acts. 
If  in  equation  (93),  Ax—  i,  the  equation  reduces  to 


(94)  n  =  ii^Vh 

From  which  it  follows  that  the  revolutions  n,  of  a  wheel  for  any 
head  h,  are  equal  to  the  revolutions  n^,  for  one  foot  head  multiplied 
by^/h. 

EXAMPLES 

(1)  If  a  series  of  turbines  are  desired  to  operate  with 

A.  =  1400 
the  corresponding  value  of  ^  will,  from  equation  (SS)  be 

A        1400 

~1840      1840 

.  (2)  The  number  of  revolutions  per  minute  of  a  40-inch  wheel  of  this  series 
under  one  foot  head  will  be,  from  equation  (89) 

A      1400 

ni  =  —  = =  35 

D         40 

(3)  The  number  of  revolutions  per  minute  of  the  same  wheel  under  16 
foot  head  will  be,  from  equation  (94) 

n-=n^  Vh^35  V16  — 140 
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(4)  The  speed  of  a  25-inch  wheel  of  the  same  series  under  16  foot  head, 
will  be,  from  equation  (91) 

Dn        DdUd            40X140      2Btu 
s= then = 

vh        vh  vie       VB 

From  which  n4=»224 

141.  Runaway  Speed  of  Turbines. — In  tangential  wheels  and  other 
wheels  in  which  the  buckets  are  located  at  the  periphery  and  are 
small  in  comparison  to  the  wheel  diameter  (see  Fig.  115,  page  208, 
Diagrams  C  and  D),  the  normal  diameter  is  measured  at  a  constant 
and  easily  determined  position.  In  such  wheels,  the  peripheral  ve- 
locity at  maximum  speed  will  be  less 'than  the  velocity  of  the  jet 
acting  on  the  wheel,  which  is  essentially  the  spouting  velocity  of 
water  (see  Curve  A,  Fig.  200,  page  299).  That  is 
<f>mtx.  <  unity  and  Amu.  <  1840 

In  reaction  wheels,  on  account  of  the  point  of  measurement  of  the 
diameter  of  the  wheel,  the  angle  of  application  of  the  water  jets,  and 
the  fact  that  the  circumference  of  resultants  of  the  forces  of  the  ap- 
plied jets  falls  a  considerable  distance  within  the  circumference  of 
the  wheel,  such  wheels  commonly  have  a  maximum  peripheral  ve- 
locity in  excess  of  the  spouting  velocity  of  wat^r  due  to  the  head 
imder  which  they  act  (see  Curve  B,  Fig.  200,  page  299).  That  is 
^iiua.>  unity  and  Amaz.^1840 

The  runaway  speed  of  wheels  becomes  of  importance  when  con- 
sidering the  design  of  rotary  machinery  to  be  connected  thereto.  If 
such  machinery  is  built  only  of  sufficient  strength  to  stand  the  reg- 
ular speed  for  which  the  unit  is  designed  to  run,  it  may  be  greatly 
overstressed  and  perhaps  destroyed  if  through  any  mischance  the 
governor  should  be  broken  or  disabled  and  the  gates  of  the  wheel 
should  open  and  the  turbine  acquire  its  runaway  speed.  In  several 
cases,  electric  generators  have  been  destroyed  by  such  accidents, 
and  such  generators  should  therefore  be  built  for  the  highest  speed 
under  which  they  may  be  called  upon  to  operate.  Table  26,  page 
300,  gives  the  results  of  various  tests  of  tangential  and  reaction 
wheels  in  which  are  given  the  most  efficient  speed  ratio  of  the  wheel 

<^e,  the  runaway  speed  ratio  <^niax  and  the  ratio  of  — .    which  will 

show  the  percentage  of  over  speed  at  which  the  wheel  may  operate 
under  accidental  conditions.  The  tangential  wheels  given  in  this 
table  are  small  wheels  tested  in  university  laboratories.     The  re- 
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action  wheels  were  mostly  tested  at  the  Holyoke  testing  flume. 
Tangential  wheels  are  usually  operated  under  such  high  head  con- 
ditions that  changes  in  head  due  to  variations  between  high  and 
low  water  will  not  materially  alter  their  speed  ratio.  In  reaction 
wheels  operating  under  low  heads,  it  is  sometimes  necessary  to  fix 
the  speed  ratio  at  less  than  <^e  for  maximum  heads,  so  that  it  will 
operate  efficiently  under  average  conditions.  In  such  cases  the  ratio 
^au  to  the  operating  value  of  ^  under  the  high  head  conditions  con- 
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FiiT.  200. — ^Relation  Between  Values  of  ^  and  Sufficiency  for  a  Tangential  and 
for  a  Reaction  Wheel  (see  page  298). 

siderably  exceed  the  limits  given  in  the  table.  This  table  therefore 
cannot  be  used  as  a  safe  guide  for  design  but  the  conditions  must 
be  considered  for  each  individual  case. 

14a.  The  Efficient  Speed  of  Turbines. — In  the  tangential  wheel, 
the  position  of  the  bucket  in  front  of  the  jet  is  such  that  whatever  the 
speed  of  the  wheel  may  be,  the  water  of  the  jet  will  enter  the  bucket 
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TABLE  26. 
Relation  of  Speed  Ratios  Under  Operating  and  Runatoay  Conditions. 


Whebl. 


Diameter 

Value  of  <p 

inchee 

Maximam 

Kanaway 

Efficiency 

Speed 

^ 

^>lDax 

14.74 

0.465 

0.784 

12. 

0.404 

0.848 

24. 

0.46 

0.78 

14.6 

0.397 

0.747 

12. 

0.443 

0.828 

12. 

0.508 

0.882 

12. 

0.482 

0.90 

18. 

0.43 

0.881 

18. 

0.44 

0.894 

2S. 

0.800 

1.215 

30. 

0.782 

1.238 

31. 

0.781 

1.285 

30. 

0.815 

1.358 

30. 

0.75 

1.332 

30. 

0.767 

1.188 

48. 

0.75 

1.224 

50. 

0.868 

1.365 

35. 

0.899 

1.40 

44. 

0.781 

1.250 

60. 

0.759 

1.263 

48. 

0.685 

1.113 

42. 

0.665 

1.120 

51. 

0.677 

1.151 

112. 

0.652 

0.988 

81. 

0.627 

1.332 

Batio 
Per  cent 


TANGENTIAL  WHEELS 

DePuy   

Leflel   

Hug 

Doble  

Doble  

Pelton 

Pelton 

Pelton 

Pelton 

REACTION  WHEELS 

Wellman»  Seaver,  Morgan 

Wellman,  Seaver,  Morgan 

Wellman,  Seaver,  Morgan 

Allis-Chalmers 

Allis-Chalmers 

S.  Morgan  Smith 

S.  Morgan  Smith 

James  Leff el 

James  Leffel 

Dayton  Globe  Iron  Works 

Dayton  Globe  Iron  Works 

Victor  Turbine 

Hercules  (Holyoke  Machine  Co.) 
Hercules  (Holyoke  Machine  Co.) 

Original  Francis 

Frances  Foumeyron 


168.7 
209.8 
169.6 
188.4 
186.9 
173.5 
186.5 
205.0 
203.0 


151.9 

158.1 

164.5 

166.6 

177.5 

155. 

162. 

157.2 

156. 

160. 

166.4 

162.5 

168. 

170. 

151.5 

213. 


**without  shock"  as  nearly  as  good  design  will  permit.  For  the  best 
efficiency,  the  speed  of  the  wheel  in  this  case  must  be  so  regulated  that 
the  water  will  leave  the  buckets  "without  velocity"  as  nearly  as  prac- 
ticable. In  order  to  accomplish  this  as  shown  in  Section  131,  the  ve- 
locity of  the  bucket  7/,  measured  at  the  point  of  application  of  the 
jet  must  be  one-half  the  velocity  of  the  jet. 


v'= — or^  = 
2 


v' 
=—=.5 

V 


Practically  as  friction  intervenes  and  7/  at  its  maximum  can  seldom 
have  a  velocity  at  runaway  or  no  load  speed  of  more  than  eighty-four 
per  cent,  to  ninety-two  per  cent,  of  v,  the  actual  value  of  7/  for  the 
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greatest  efficiency  of  the  tangential  wheel  will  be  from  forty-two  per 
cent  to  forty-six  per  cent,  of  v;  that  is 

^•  = =.42  to  .46 

V  '  '• — 

In  the  reaction  turbine,  from  the  requirement  that  the  water  mast 
enter  the  turbine  without  shock,  as  discussed  in  Section  129,  it  is  evi- 
dent that  the  maximum  efficiency  of  these  turbines  can  be  attained  only 
when  the  relative  velocities  of  the  wheel  and  of  the  water  are  such  as 
to  admit  the  water  without  impact.  In  other  words,  a  correctly  de- 
signed turbine  must  be  operated  at  the  relative  speed  for  which  it  was 
designed  in  order  to  secure  the  maximum  efficiency. 

The  velocity  v",  of  water  entering  a  reaction  turbine  is  never  equal 
to  the  spouting  velocity  v=^  V^sK  oi  water  under  the  effective  head 
but  has  some  velocity  which  is  less  than,  but  always  a  simple  function 
of  V  or 

(95)  T^  =  c^v 

For  this  reason  the  relative  velocity  in  the  reaction  turbine  can  be 
based  upon  the  spouting  velocity  which  is  always  determinate  when 
the  head  is  known.  In  order,  therefore,  that  the  velocity  of  the  bucket 
t/,  at  the  entrance  to  the  wheel  shall  be  such  as  to  admit  the  water 
without  shock  and  to  give  the  maximum  efficiency,  v/  must  bear  the 
constant  relation  to  v  for  which  the  wheel  was  designed;  that  is 

The  velocity  7/,  of  the  turbine  may  be  measured  at  any  point  which 
the  designer  elects,  and  as  long  as  the  relative  velocity  of  turbine  and 
water  is  such  as  to  fulfill  the  requirement  of  the  designer,  maximum 
efiSciency  will  obtain. 

In  reaction  turbines  the  maximum  or  runaway  speed  will  vary  from 
no  per  cent,  to  160  per  cent,  of  v  and  the  value  of  1/  for  greatest  ef- 
ficiency win  be  from  sixty  per  cent,  to  ninety-five  per  cent. ;  that  is 

0,=—==  .60  to  .90 

Z43.  Practical  Demonstration  of  the  Relations  of  Speed  and  Ef- 
ficiency.— From  the  previous  consideration  of  the  first  principles  of 
turbine  design,  it  follows  that  in  any  turbine  running  under  different 
heads  but  otherwise  under  the  same  physical  conditions  as  to  gate 
opening,  setting,  draft  tubes,  etc.,  the  efficiency  will  remain  constant 
provided  the  ratio  of  the  velocity  of  rotation  to  the  theoretical  spout- 
ing velocity  of  the  water  under  the  given  head  remains  the  same. 
That  is  to  say,  the  efficiency  of  a  wheel  zvill  remain  constant  under 
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various  heads  as  long  as  the  value  of  ^  (or  of  ^)  remains  constant. 
This  principle  is  demonstrated  (i)  by  experiments  made  on  a  twelve 
inch  Doble  tangential  wheel  under  heads  from  49  to  165  feet,  and 
(2)  by  experiments  made  on  a  twelve  inch  Morgan-Smith  reaction 
wheel,  under  heads  varying  from  about  7.10  feet  to  about  3.54  feet 
The  results  of  each  set  of  experiments  have  been  platted  in  Figs.  201,* 
page  303,  and  202,  t  page  304,  from  which  it  will  be  noted  that  all  ex- 
perimental points  lie  fairly  close  to  the  mean  curve ;  that  the  variations 
therefrom  are  probably  due  to  experimental  errors  (principally,  it  is 
believed,  in  the  determination  of  the  relative  velocities)  ;  and  that  the 
reduction  in  head  shows  no  uniform  decrease  in  efficiency.  The  com- 
plete experiments  show  that  this  principle  is  true  under  all  conditions 
of  gate  as  well  as  for  the  full  gate  conditions,  illustrated  in  Figs.  201 
and  202. 

For  considerable  changes  in  head,  the  principle  is  not  strictly  true. 
Under  high  heads,  the  losses  in  the  wheel  become  such  a  small  pro- 
portion of  the  power  generated  that  an  increase  in  efficiency  may  be 
expected.  In  such  cases,  however,  the  maximum  efficiency  at  all  heads, 
while  not  the  same,  will  be  obtained  at  the  same  value  of  ^.  That  is  ^ 
is  always  constant  for  the  same  wheel. 

144.  The  Discharge  of  a  Turbine  With  a  Fixed  Opening.— The 
nozzle  of  a  tangential  wheel  with  a  fixed  opening  or'the  gates  of  re- 
action wheels  with  fixed  openings,  constitutes  simply  an  orifice  or  series 
of  orifices,  or  short  tubes,  to  which  the  ordinary  hydraulic  formula  for 
discharge  applies,  if  the  wheel  is  stationary,  just  as  it  would  to  any 
other  types  of  orifice :  that  is,  the  velocity  of  flow 

(42)  v«=v'2^ 

The  discharge  at  the  fixed  opening  will  be  equal  to  the  area  of  open- 
mg  multiplied  by  the  velocity  and  a  certain  coefficient  of  discharge, 
dependent  on  the  character  of  the  orifice,  i.  e.  from  equation  (11) 


(96)  Q  =  aT«acV2gli 

When  the  wheel  is  in  motion,  the  discharge  through  the  gates  or 
nozzles  which  are  stationary  will  remain  the  same  as  if  the  wheel  were 
stationary,  provided  the  buckets  of  the  wheel  clear  the  nozzle  suf- 

*  "The  Relations  of  Experimental  Results  to  the  Theory  of  the  Tangential 
Wheel,"  by  H.  J.  Hunt  an  P.  M.  Johnson.  (See  Bui.  337,  University  of  Wis- 
consin.) 

t  'Test  of  a  12-inoh  McConnick  Turbine/'  an  unimbliBhed  thesis  by  0.  W. 
Middleton  and  J.  C.  Whelan. 
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fidently  not  to  obstruct  or  interfere  with  the  flow,  as  in  the  case  of  the 
tangential  wheel.  Where  the  buckets  revolve  in  practical  contact  with 
the  gates,  as  in  the  reaction  turbine,  they  usually  affect  the  flow,  and 
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Fig.  201r- Relatioiui  Between  Efficiency  and  Values  of  ^  for  a  IS-lndi  Doble 
Tangential  Wheel  (see  page  302). 

the  eflfect  of  their  motion  may  be  either  to  increase  or  to  diminish  the 
discharge  and  hence  the  value  of  the  discharge  coefficient  as  given  in 
equation  (96)  is  more  or  less  modified.  This  condition  is  to  be  ex- 
pected from  the  fact  that  every  turbine  is  designed  to  admit  water 
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without  shock  when  the  jet  has  a  certain  speed  relation  to  the  buckets, 
hence  if  the  relative  speed  is  changed  either  by  increasing  or  decreas- 
ing the  speed  of  the  wheel  the  buckets  will  interfere  with  the  discharge 
and  shock  will  occur.  In  Fig.  203  are  shown  the  relative  discharges 
and  speeds  of  various  turbines  as  shown  by  Holyoke  tests. 


^O  js  -^z  -4^  so 

C7^c/)at^&in  C</b/c  f^eet per  Second  Under^neroof  head 

Fl^  208. — ^Relations  Between  Values  of  ^  and  Discharge  for  Various  Tur- 
bines Under  Full  Gate  Conditions.    Platted  From  Holyoke  Tests. 

In  some  cases  the  discharge  of  a  wheel  increases  as  the  speed  in- 
creases (see  speed-discharge  curve  B,  Fig.  203).  Sometimes  the 
discharge  decreases  as  the  speed  increases  (see  discharge  of  Victor 
and  McCormick  turbines,  Fig.  203) ;  and  sometimes  the  discharge  in- 
creases with  the  speed  to  a  certain  point  and  then  decreases  with  a 
further  increase  in  the  speed  (see  discharge  of  Samson  and  New 
American  wheels.  Fig.  203). 
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In  reaction  turbines  the  discharge  takes  place  first  through  the  guide 
from  which  it  passes  into  and  through  the  buckets  of  the  wheel.  The 
relations  of  these  two  sets  of  orifices  change  as  the  speed  of  the  wheel 
changes  and  while  the  value  of  c,  in  equation  (96),  varies  with  the 
speed,  yet  this  value  when  once  fixed  for  any  pven  speed  ratio  ^,  will 
remain  constant  and  thus  the  conditions  will  remain  similar  to  those  of 
any  short  tube  or  orifice. 

It  therefore  follows  that,  in  a  given  turbine  operating  at  a  given 
speed  ratio  and  with  a  fixed  gate  opening,  the  discharge  will  be  pro- 
portional to  the  square  root  of  the  head,  i.  e.,  the  discharge  divided  by 
Vh  is  constant  for  the  given  turbine  at  the  fixed  gate  opening  and  fixed 
speed  ratio. 

The  value  of  the  discharge  coefficient  varies  with  the  opening  of  the 
gate  or  gates,  but  for  any  one  position  it  remains  constant. 

Let  the  discharge  of  a  wheel  under  fixed  gate  conditions  and  with  a 
given  head  h,  be  given  by  the  formula 


(96)  q  =  caV2gh  _ 
The  discharge  at  any  other  head  will  be  proportional  to  V*  2Uid 

therefore 

Q  Qb 

(97)  = hence 

qhVh 

(98)  q  = orlfhb==l 

Vh; 

(99)  q=q,  vF 

Therefore,  in  a  given  turbine  operating  at  a  fixed  speed  ratio  <^  and 
with  a  given  gate  opening  the  discharge  at  any  head  h,  will  be  equal  to 
the  discharge  at  one  foot  head  multiplied  by  ^/h. 

That  this  principle  is  essentially  correct  may  be  shown  by  experi- 
ment. Fig.  204,  page  307,  shows  the  results  from  a  series  of  tests  on  a 
small  McCormick  turbine  at  full  gate.  Three  sets  of  experiments  arc 
platted  with  values  of  <l>  equal  to  .35,  .65  and  .90  and  for  heads  from 
about  4.25  feet  to  7.1  feet.  Fig.  205,  page  308,  shows  the  discharge  of 
this  turbine  at  various  gate  openings  and  under  seven  different  heads. 
For  the  purpose  of  this  diagram  the  discharges  under  each  head  have 
been  reduced  to  the  theoretical  discharge  at  one  foot  head  by  equa- 
tion (99).  It  will  be  noted  from  both  Fig.  204  and  Fig.  205  that  all 
experiments  where  <l>  is  the  same  lie  close  to  the  average  line,  and  that 
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the  departures  from  this  line  are  simply  those  due  to  experimental  er« 
rors.  The  results  are  sufficiently  close,  however,  to  show  that  the  dis- 
charge  tmder  practical  conditions  essentially  follows  the^  law  above  ex- 
pressed.  Common  practice  under  much  greater  ranges  of  head  has 
demonstrated  the  truth  of  this  principle. 
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FIs.  204.— Relation  of  Head  to  Discharge  for  a  12-inch  Smith  McGormick 
Turbine  (see  page  306). 

145.  The  Relation  of  Discharge  to  the  Diameter  of  a  Turbine.-— 

In^any  homologous  system  of  turbines,  the  diameters^  heights  and  cor- 
responding openings  and  passages  being  proportional,  it  follows  that 
similar  discharge  areas  under  different  gate  conditions  are  proportional 
to  each  other  and  to  the  squares  of  any  lineal  dimensions.  In  such 
wheels,  therefore,  the  area  a,  of  the  gate  openings  is  proportional  to 
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the  square  of  the  diameter  of  the  wheel,  and  the  equation  may  there- 
fore be  written : 


(100) 


ca  V2fir=KD« 


^O  1^  IjO  S^ 

Phchaife  tn  Cubic  r9€t  per  Seeoncf  under  One  fb^  Head, 

Fig.  206.— Relation  of  Velocity  to  Discharge  for  a  12-inch  Smith  McGormick 
Turbine  at  Various  Gate  Openings  (see  page  306). 

In  this  equation  iC  is  a  discharge  coefficient  which  may  be  deter- 
mined by  experiment.  Combining  equations  (96)  and  (100),  it  fol- 
lows that :  -; 

(101)  [_q  =  KD2  VF 

If  in  equation  (loi),  the  size  of  the  turbine  be  reduced  to  one  inch 
(D  =  i)  and  if  the  head  be  made  one  foot  (A  =  i),  the  equation  be- 
comes I 

(102)  I    q=K 

That  is,  the  discharge  coeiKcientK,  if  the  dischar^ejpf_  hyj^ptheticql  one 
inch  wheel  under  one  foot  head. 
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From  equation  (loi),  by  transposition  there  results 

BXAMPLiB 

If  the  discharge  coefficient  for  a  series  of  wheels  be  K«»  .006,  the  discharge 
of  a  40-inch  wheel  under  one  foot  head  wUl  be,  from  equation  (101) 

q  =s  KDs  =1 .006  X  1600  «»  9.6  cubic  feet  per  second 
The  discharge  of  the  same  wheel  under  any  other  head,  wlU  from  the  same 
equation  be  proportional  to  the  square  root  of  the  head  y/H,  therefore  un- 
der a  sixteen  foot  head  a  40-inch  wheel  of  this  type  wUl  have  a  discharge 
q  sa  9.6  X  V 16  »s  88.4  cubic  feet  per  second 
That  equation  (loi)  is  both  theoretically  and  practically  correct  is 
shown  by  the  data  in  Table  27,  which  is  also  graphically  represented 
in  Fig.  206,*  page  310. 

TABLE  27. 
DiscKarffe  of  Thirteen  Water  Wheels  of  the  Bame  Manufacture  Jmt  of  Dif- 
ferent DiameterB,  as  Determined  J>y  Actual  Tests,  Compared  With  Value 
Computed  l>y  the  Formula: 

q  =  KD2  VH  in  which  h  « 13,  K  =  .0172 
DISCHAAGB. 


Na 

Diam- 
eter in 
inches. 

Eeduced 
from  Actual 
teste,  Cu.ft. 

per  Sec 

Computed 

(Mean 
Curve)  Cu. 
ft  per  Sec 

Variation 
from  Com- 
puted Dis- 
charge Cu. 
ft.  per  Sec. 

Percent. 
Variation 
from  Com- 
puted Dis- 
charge. 

9    i 
12 
15 
18 
21 
24 
27 
30 
36 
39 
42 
45 
51 

5.17 

8.79 

13.85 

18.85 

29.07 

35.81 

47.81 

54.15 

77.33 

93.51 

107.73 

128.53 

161.07 

5.02 

8.92 

13.93 

20.07 

27.32 

35.68 

45.16 

55.75 

80.28 

94.22 

109.27 

125.44 

161.12 

-t-0.15 
—0.13 
—0.08 
—1.22 
-H.75 
—0.37 
-t-2.65 
—1.60 
—2.95 
—0.71 
—1.54 
+3.09 
—0.05 

+2.99 
—1.46 
— 057 

— 6  08 

+6.41 
— ^1.04 

+5.87 
—2.87 

— 3.67 

—0.75 

— ^1.41 

12 

+3.10 
— 0.03 

13 

In  this  table  are  given  the  discharges  determined  from  actual  test  of 
thirteen  water  wheels  of  various  diameters.  These  results  have  been 
reduced  to  the  common  basis  of  the  discharge  at  thirteen  foot  head. 

•  See  paper  "Notes  on  Water  Power  Equipment"  by  A.  W.  Bunking.  Jour. 
Ana  Bng.  Soc,  VoL  13,  No.  4.    April  1894. 
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The  computed  discharges  at  thirteen  foot  head  on  the  basis  of  equa- 
tion (loi)  are  also  given,  as  well  as  the  percentage  of  variations  of 
the  actual  from  the  theoretical^  discharges.  The  wheels  were  of  the 
same  make  with  inward  and  downward  discharge.  The  departures  or 
variations  from  the  mean  values,  as  determined  by  calculation,  are  due 
both  to  imperfections  in  the  construction  of  the  wheel  and  to  errors  in 
the  tests.  They  are,  however,  seen  to  practically  conform  to  the  the- 
oretical deductions.  From  this  table  and  Fig.  206,  are  also  shown  the 
departures  in  discharge  q,  of  a  series  of  homologous  turbines  from  the 
mean  values  for  the  series. 
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Fig.  206.— RelationB  of  Discharge  to  Diameter  in  Reaction  Turbine  of  Homo* 
logons  Design  (see  page  309). 

146.  Power  of  a  Turbine. — ^Work  done  by  a  turbine,  measured  by 
a  friction  brake,  may  be  expressed  by  the  product  of  resistance  over- 
come through  a  given  space.    That  is : 

( 104 )  Work  =  Resistance  X  Space 

and  power,  which  is  simply  a  rate  of  performing  work,  may  be  ex- 
pressed in  terms  of  the  factors  of  a  friction  brake  as  follows : 

2irlwn 

(105)  P=- 

33000 
2irlw 

In  this  equation,  the  factor  may  be  regarded  as  a  resistance 

33000 
factor,  measuring  resistance  in  foot  pounds  per  minute  overcome  at 
each  revolution ;  and  the  factor  n,  the  number  of  revolutions  per  min- 
ute, may  be  regarded  as  a  measure  of  space  passed  through.    The- 
product  of  these  two  factors  equals  the  power, 
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The  relation  of  speed  to  resistance  in  a  forty-eight  inch  turbine  at 
full  gate  imder  thirteen  foot  head,  in  terms  of  resistance  and  speed,  is 
shown  in  Fig.  207  and  Table  28.    On  the  right  hand  of  Fig.  207 
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Fig.  2<K7.— Relation  of  Speed  to  Resistance  in  48-inch  Turbine  Under  13-foot 

Head  (see  page  312). 

TABLE  28. 
ACtuat  Poicer  of  a  Water  Wheel, 
Speed  and  Resistance  of  48"  Turbine  at  Full  Gate  and  Under  18'  Head. 


R.P.  M. 

Resistance  in  Horse  Power 

per  Revolution  per 

Minute. 

Corresponding  Actual 
Power  of  Turbine. 

0  

2.55 
2.52 
2.48 
2.35 
2.17 
1.87 
1.64 
1.37 

.74 
!                       .41 

.06 
0.00 

0 

10  

26.2 

20  

49.6 

40  

94.a 

60  

130.2 

80  

149.6 

90  

147.6 

100  

137.0 

120  

88.8 

130   

53.3 

140  

8.4 

141.6 

0.0 

is  shown  the  actual  brake  load  w,  with  a  length  I,  of  the  brake  arm 
of  5.25  feet     On  the  left  hand,  the  corresponding  friction  factor 

Ww 

- — —  is  given. 
83000 

With  no  resistance  (except  friction  and  windage),  the  peripheral 
speed  or  velocity  7/  of  this  wheel,  on  the  periphery  of  its  nominal  di- 
•meter,  is  z/  —  1.1127  y/2gh.    Under  this  condition  there  is  speed  but 
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no  useful  resistance,  and  therefore  no  power.  As  resistance  is  ap- 
plied, the  velocity  of  the  wheel  is  decreased,  until  finally  the  resistance 
is  so  great  that  the  wheel  is  stopped.  Here  resistance  is  exerted  but 
without  motion,  and  hence  no  power  results. 

Between  these  extremes,  both  resistance  and  speed  have  certain 
values,  the  products  of  which  increase  from  o  at  the  two  extremes 
above  mentioned  to  a  maximum  of  149.6,  which  represents  the  greatest 
power  the  given  wheel  can  generate  under  the  fixed  head  and  gate 
opening. 

From  Table  28  or  Fig.  207,  page  311,  the  resistance  and  speed  can  be 
taken  from  the  experimental  data,  and  their  product,  which  is  equal  to 
the  power,  determined  as  shown  in  Table  28. 

The  power  as  calculated  and  shown  in  this  table  is  platted  in  Fig. 
208,  page  313. 

The  discharge  of  the  same  turbine,  imder  the  same  conditions  of  gate 
and  head  and  at  various  speeds,  and  the  corresponding  theoretical 
power  of  the  water  discharged,  is  shown  in  Table  29. 

TABLE  29. 

Theoretical  Power  of  Water  U$ed  hy  Wheel. 

Speed  and  Dischargre  of  48"  Wheel  at    Full  Gate  under  18'  Foot  Head. 


R.P.  M. 
n 

Discharge  in  Cubic  Feet 
per  Second. 

Theoretical  Power  of 
Water. 

0   

129.2 

129.0 

128.7                , 

127.8 

126.5                i 

124.4                1 

122.0                1 
•                    11S.6                1 
I                    108.0 

101.5 
94.8 
93.7 

190.7 

10   

i                   190.4 

20   

40   

60   

1                   190.0 
1                   188.7 
1                    186.7 

80   

184.0 

90   

'                    180.0 

100 

1                    175.0 

120    • 

159.4 

130   

149.8 

140    

139.8 

141.6 

138.2 

The  power  curve  of  the  wheel  shown  in  Fig.  208  is  reproduced  in 
Fig.  209,  page  314,  together  with  the  curve  of  the  theoretical  power  of 
the  water  which  was  discharged  during  the  tests  as  calculated  in 
Table  29.  As  the  theoretical  power  of  the  water  is  in  direct  propor- 
tion to  the  discharge,  this  same  power  curve  with  a  different  scale  (see 
scale  to  the  right)  will  show  the  actual  dischai^e  of  the  turbine  at 
full  gate  and  at  different  rates  of  speed.    If  the  power  of  the  wheel  at 
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different  speeds  be  divided  by  the  theoretical  power  of  the  water  dis- 
charged at  the  same  speed  (see  Fig.  210,  page  314,  and  Table  30),  the 
results  will  give  the  efficiency  of  the  wheel  under  the  various  condi- 
tions of  speed.    These  are  shown  in  detail  in  Table  30,  and  calculated^ 
efficiencies  from  this  table  are  platted  in  Fig.  210. 

Figures  209  and  210  are  typical  of  all  turbines  under  all  gate  open- 
ings and  show  that  a  turbine  of  certain  design  and  given  diameter,  to 
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Fig.  208.— Relation  of  Power  to  Speed  in  a  48-incli  Turbine  Under  13-foot 

Head  (see  page  312). 


TABLE  30. 

Efficiency  of  Turbine, 

Speed  and  Efficiency  Relation   of  48*'  Turbine  at  Full  Gate  under  18'  Head. 


R.P.  M. 

Actual  H.  P.  of 
Wheel. 

Theoretical  Power 
of  Water. 

Efficiency  o! 
Whed. 

0  

o' 

25.2 

49.6 

94.0 

130.2 

149.6 

147.6 

137.0 

88.8 

53.3 

8.4 

0.0 

190.7 
190.4 
190.0 
188.7 
186.7 
184.0 
180.0 
175.0 
159.4 
149.8 
139.8 
138.2 

e 
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60  

69.8 

80  
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Pig.  209. — ^Relation  of  Theoretical  Power  of  Water  and  Actual  Power  of  "Wheel 

to.  Speed  in  a  4&-inch  Tufbine  Under  13-foot  Head  (see  page  312). 

Operate  at  a  given  gate  opening  and  under  given  head  with  the  best 
efficiency,  or  with  the  highest  power,  must  operate  at  a  fixed jiumber 
of  revolutions. 


/oo    110     ao    ao    M    f^ 

Pig.  210.— Relation  of  Efficiency  to  Speed  in  a  48-inch  Turbine  Under  lS-ft)Ot 

Head  (see  page  313). 
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The  speed  or  R.  P.  M.  for  highest  efficiency  and  for  highest  power 
is  not  ordinarily  the  same  in  reaction  turbines  on  account  of  the  fact 
that  the  discharge  varies  somewhat  with  the  speed,  as  shown  by  the 
Theoretical  Power-Speed  and  Discharge-Speed  Curve  in  Fig.  209,  page 
314.  The  speed  for  maximum  power  under  thirteen  foot  head  is  about 
dghty-three  R.  P.  M.  for  this  wheel  (see  Fig.  209),  while  for  maximum 
efficiency  it  is  about  eighty-eight  R.  P.  M.  (see  Fig.  210,  page  314), 


nc  SIL— Bdation  of  Bfflciency  and  Speed  in  a  48-incli  Turbine  Under  Id-foot 
Head  at  Different  Qate  Openings. 

Figure  211,  shows  the  efficiency-speed  curve  of  the  same  wheel 
at  different  gate  openings  from  which  it  will  be  noted  that  the  high- 
est efficiency  at  different  gate  openings  does  not  occur  at  the  same 
speed.  If,  therefore,  this  wheel  was  to  be  operated  under  certain 
gates  foi-  a  major  portion  of  the  time  it  should  be  speeded  in  accord- 
ance with  the  conditions  of  operation.  For  example,  if  it  js  to  be 
operated  at  full  gate  for  most  of  the  time,  its  speed  should  be  eighty-' 
eight  R.  P.  M.  for  the  best  efficiency;  but  if  it  is  to  be  operated  at 
five-eighths  gate  most  of  the  time,  its  speed  should  be  eighty-three 
R.  P.  M.  The  gain  in  efficiency,  due  to  this  change  in  speed,  in  this 
particular  case,  would  not  be  large.  It  should  be  noted  that  the  R. 
P.  M.  should  usually  be  determined  by  the  speed  at  maximum  effi- 
ciency for  the  particular  capacity  at  which  the  wheel  is  to  be  operated 
rather  than  the  speed  for  the  maximum  efficiency  of  the  whed. 
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Figure  212,  page  317,  shows  the  power-speed  curves  of  the  same 
wheel  at  different  gate  openings.  This  diagram  shows  that  the  maxi- 
mum^powerjfor  each_gate  opening;  does  not  occur  at  the  same  speed 
The  highest  power  for  full  gate  conditions  as  shown,  is  obtained  at 
eighty-three  R.  P.  M.  while  the  maximum  power  for  less  gate  open- 
ings occurs  at  lower  speeds  that  for  five-eighths  being  at  eighty  R.  P. 
M.,  for  one-half  gate  being  at  seventy-six  R.  P.  M.  and  for  one- fourth 
gate  being  at  sixty-eight  R.  P.  M. 

It  is  evident  that  the  power  which  can  be  generated  by  any  wheel 
depends  on  the  head  available,  the  quantity  of  water  which  will  be  dis- 
charged through  the  wheel  under  the  given  head  and  the  efficiency  of 
operation  at  the  relative  speed  at  which  it  may  be  run.  Hence  from 
equation  (2) 

qwhe       qhe 

(106)  P=» — 

650         8.S 

Combining  equations  (96)  and  (106)  there  results 

caw  i/2gble      ca  r/2g  hie 

(107)  P= = 

550  8.8 

From  equation  (107)  it  is  apparent  that  if  c,  e  and  a.  are  constant 
for  any  given  turbine  and  fixed  gate  opening,  and  if  the  value  of  ^ 
remains  fixed,  the  power  of  the  turbine  will  be  in  direct  proportion  to 

h*  consequently 

P       Ph 

Equation  (108)  may  be  transposed  to 
I  Ph  ht 

From  which  can  be  determined  the  power  of  the  wheel  at  any  given 
head  and  at  the  same  relative  speed,  provided  its  power  at  any  other 
head  is  known. 

In  equation  ( 109)  if  Ah  -=  i,  there  results 
(110)  P  =  Pibf 

From  which  it  follows  that  in  any  tujbine jifith  a  fixed  gate  openim^t 
the  pozver  that  can  be  developed  at  any  head  and  the.  same  relative 
speed  will  be  equal  to  the  power  at  one  foot  head  multiplied  by  hf. 

This  principle  may  also  be  demonstrated  experimentally.  In  Fig. 
213,  page  318,  is  shown  the  theoretical  curve  representing  the  relation 
between  head  and  horse  power  of  the  twelve  inch  McCormick  turbine 
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before  mentioned.  The  turbine  on  which  these  experiments  were 
made  was  small  and  the  heads  were  limited,  so  that  there  is  some 
variation  from  the  theoretical  curves,  but  the  principle  expressed  by 
the  general  law  is  clearly  shown. 


Fig.  212.— Relation  of  Power  and  Speed  la  a  4S-incli  Turbine  Under  13-foot 
Head  at  Different  Gate  Openings  (see  page  316). 

147.  The  Relation  of  Power  to  the  Diameter  of  a  Turbine. — By 

substituting  the  value  of  q,  from  equation  (loi)  in  equation 

qhe 

(106)  P=. 

8.8 
it  follows  that 

D»h?Ke       /Ke\ 

(111)  P= ={  —  )  I>'bl 

8.8  \8.8/ 

/  Ke  \ 

As  ( I  is  constant  for  a  given  wheel,  as  long  as  d>  is  constant,  this 

expression  may  be  represented  by  a  constant  p  which  is  the  power  co- 
efficient and  may  be  derived  independently  for  each  make  of  wheel  or 
may  be  determined  from  the  equation 


Kb 

8.8 


(112)  p« 

With  this  substitution  (ill)  becomes 

(113)  P  =  pD«hl  . 

That  is  to  say,  with  wheels  of  homologous  design,  the  power  of  any 
wheel,  under  the  given  head  and  the  same  relative  speed,  is  in  direct 
proportion  to  the  square  of  its  diameter. 
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If  in  equation  (113)  a  diameter  of  the  wheel  of  one  inch  2?  — I, 
and  a  head  of  one  foot  /i  —  i,  be  considered,  there  results 

(114)  P«p 

From  which  it  follows  that  the  power  coeMcient  p,  is  the  power  of  a 
wheel  one  inch  in  diameter,  operating  under  one  foot  head. 


I 


it^ 

^ 

0 

'A 

^^ 

< 

/ 

<f, 

^ 

^      ^-^ 

/ 

/ 

0 

^To 

6i^ 

^^ 

/ 

1 

a" 

y 

A 

r 

/ 

Y 

y 

A 

y 

;^ 

/ 

/ 

rt 

y 

X 

y 

< 

/ 

/ 

y 

/^ 

P 

y 

0  ( 

/ 

A 

A 

^ 

/ 

y 

^ 

y 

/ 

/ 

''y 

X 

7^ 

'/ 

/// 

/^ 

f 

f 

"O  10  2.0  SO  4jO 

Actuat  Horae  f^prer  cf  ffheel. 

Fig.  213.— Relation  Between  Head  and  Horse  Power  in  a  12-inch  Smith  Mo- 
Cormick  Turbine  (see  page  316). 

EXAMPLE 

If  the  power  coefficient  for  a  series  of  turbines  be  p  =>  .004,  the  power  of  a 
40-inch  wheel  under  one  foot  head  wiU  be,  from  equation  (113) 

P  =  pD»hJ  B=  .004  X  1600  X  1  =  6.4  horse  power 
and  the  power  of  the  same  wheel  at  any  other  head  wUl  be  In  proportion  to 
the  three-halves  power  of  the  head  \A  ;  therefore  under  a  sixteen  foot  head, 
a  40-inch  wheel  of  this  type  will  produce  the  power  as  given  by  the  expression 
P  =  6.4  X  64  =  409.6  horse  power 
That  equation  (113)  is  both  theoretically  and  practically  correct  is 
demonstrated  by  the  experiments  tabulated  in  Table  31  and  platted  in 
Fig.  214,  page  320.  These  data  were  taken  from  the  paper  by  Mr. 
Hunking  to  which  reference  has  previously  been  made.    This  table 
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and  figure  illustrate  the  relation  between  the  theoretical  power,  as  de- 
termined by  equation  (113),  and  the  actual  horse  power  of  thirteen 
wheels  of  the  same  manufacture  but  different  diameters,  as  deter- 
mined by  actual  tests. 

Table  31  and  Fig.  214  still  further  illustrate  the  departure  of  a  series 
of  standard  homologous  turbines  from  the  mean  values  given  by  the 
coefficients  of  the  series. 

TABLE  81. 
Hone  Power  of  Thirteen  Water  Wheels  of  the  Same  Manufacture  hut  of  Dif* 
ferent  DiameterSt  <^  Determined  by  Actual  Tests,  Compared  With  Values 
Determined  "by  the  Formula: 

P  =  pD«  h  fp  =  .00168       h  =  13 
HORSE  POVSTER. 


No. 

Diame- 
ter in 
inches. 

From  Tests. 

Computed. 

Variation 
from  Com- 
puted H.  P. 

inH.  P. 

Variation 

from  Com* 

putedlLP. 

Per  cent 

1. 

9     , 
12 
15 
18 
21 
24 
27 
30 
36 
39 
42 
45 
51 

6.10 

10.41 

16.49 

22.89 

33.71 

41.53 

56.67 

63.69 

97.45 

109.98 

133.09 

153.82 

196.28 

6.00    , 

10.67 

16.67 

24.00 

32.67 

42.67 

54.07 

66.68 

96.00 
112.68 
130.69 
150.02 
192.69 

+0.10 
—0.26 
—0.18 
—1.11 
+1.04 
—1.14 
+2.60 
—2.99 
+1.45 
—2.70 
+2.40 
+3.80 
+3.59 

+1.67 
—2.44 

2 

3 

— ^1.08 

4 

— 4.62 

5 

+3.18 
— '2.67 

6 

7 

+4.81 
—4.48 

8 

9 

+1.50 
—2.40 

10 

IL 

+1.84 
+2.53 

12 

13 

+1.86 

148.  Relation  of  Turbine  Speed  and  Power. — ^There  are  certain  re- 
lations of  speed  and  power  which  are  important  in  the  preliminar} 
selection  of  a  turbine  for  given  work. 

From  equation  (88),  page  296,  it  follows  that: 

A  Vh 


From  equation  (113),  page  317,  it  also  follows  that 

P 

D2-= 

phi 
By  equating  the  values  of  D^,  it  follows  that 

A«li       P 

{116)  «= 

n*        phi 


1^ 
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A»p«=- 


n2P 


The  combined  coefficient  A^/>  is  represented  by  the  symbol  9  which 
may  be  termed  the  specific  power  of  the  wheel. 

nap 

(117)  ^=A2p=- — 

hf 

When  the  head  is  equal  to  one  foot,  equation  (117)  becomes 

(118)  9  =n«P 


Fig.  214.— Relation  of  Power  to  Diameter  la  Reaction  Turbines  of  Homo- 
logous Design. 

and  when  the  number  of  revolutions  per  minute  also  equal  one,  it  fol- 
lows that 

(119)  ^  =P 

Which  means  that  &  is  the  power  of  a  wheel  of  such  diameter  that  it^ 
will  make  one  revolution  per  minute  under  one  foot  head, 

American  water  wheel  designers  use  a  similar  coefficient  which  is 
the  square  root  of  &  and  is  usually  termed  the  "imity  speed"  and  is 
represented  by  the  symbol  AT^. 

—         /P 

(120)  N.==»V^«n/-j- 

If  in  equation  (120)  the  power  is  taken  at  unity  P=-  i,  and  the  head 
is  taken  at  one  foot  A  =«  i,  there  results 

(121)  Na=n 
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or  Nn  equals  the  revolutions  per  minute  of  a  wheel  of  such  size  that  it 
zirill  produce  one  horse  power  under  a  head  of  one  foot. 

European  turbine  designers  use  the  metric  coefficient,  which  is  usu-^ 
ally  termed  the  "specific  speed"  and  is  designated  by  the  symbol  iV,. 

(122)  N,  =  446  N„  =  4.46  nJ-?        ;-'         i'M     ^  - 

expressed  in  English  units,  or  %  -.  - 

/ 

(128)  ISi.^i^^     [j:   '-  -.  '    . 

if  P  and  h  are  expressed  in  metric  units.  If  in  this  equation  the  power 
and  head  are  taken  as  unity 

(124)  N.=:a 

or  the  specific  speed  of  a  Tvheel  is  defined  as  the  number  of  revolutions 
per  minute  of  a  wheel  of  such  size  that  it  will  produce  one  metric  horse 
power  under  a  head  of  one  meter. 

The  terms^'unity  speed"  and  "specific  speed"  are  sometimes  used 
interchangeably  in  the  United  States  for  the  expression  iVu  which  is 
ako  sometimes  called  the  "tjrpe  characteristic." 

For  the  use  of  the  water  power  engineer  in  the  selection  of  turbines, 
the  form  &  is  better  adapted  than  the  form  N^  or  N^  on  account  of 
the  fact  that  &  varies  directly  with  the  power  P  of  turbines,  while  N^ 
and  -W,  vary  with  y/P. 

If  therefore  the  value  of  &  for  the  combination  of  power  and  speed 
relations  is  such  that  it  is  above  the  value  of  any  available  wheel,  the 
conditions  can  be  satisfied  by  the  use  of  two  or  more  wheels  having 
such  a  common  specific  power  tliat  their  combined  value  will  equal  the 
required  specified  power.  For  example,  if  the  required  &  =-  20,000,  it 
is  found  that  there  is  no  wheel  which  has  such  a  high  specific  speed. 
The  condition  can,  however,  be  satisfied  by 

2  wheels  with  a  specific  power  =  10,000  =  20,000 

3  wheels  with  a  specific  power  =  7,333  =  20,000 

4  wheels  with  a  specific  power  ==  5,000  =  20,000 

149.  Practical  Signification  of  Specific  Power. — From  equation 
(119)  specific  power  is  defined  to  be  the  power  of  a  wheel  of  such  size 
that  it  will  make  one  revolution  per  minute  under  one  foot  head. 

n«P 

(117)  ^— A«p= 

b! 
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From  equation  (86) 

7200  V2S 

-from  which 


irD 

518,4OO0s2gh 

(124)  n2  = 

and  from  previous  equations  ( io6)  and  (96) 

qbe 

P= 

8.8        

andq=av^  =  ca  V2gh 
Combining  these  equations,  there  resuUs 

caehf  V^ 

(125)  P== 

8.8 

Then  combining  (124)  and  (125) 

518,4OO022gh        caebfVli 

(126)  ^= X 

ir2D2  8.8  h| 

'  518,4OO022g]ce 


(518,4OO022g]ce   \  a 
8.8  x2  /D2 


As  all  the  terms  of  the  expression  within  the  parentheses  are  either 
constant  or  fixed  by  the  design  of  the  turbine,  the  expression  becomes 
constant  for  a  given  design  and  therefore 

a 

(127)  ^  =  c 

D2 

For  impulse  wheels,  the  area  of  discharge  may  be  expressed  in  terms 
of  the  diameter  d,  of  the  jet  as  follows : 

xd2 

(128)  a= 

4 

Equation  (127)  therefore  becomes 

Cir      d2 

(129)  ^ 


4      D8 

From  which  it  is  seen  that  the  specific  power  of  an  impulse  wheel  is 
proportional  to  the  ratio  between  the  square  of  the  diameter  of  the  jet 
and  the  square  of  the  diameter  of  the  wheel. 

For  reaction  wheels,  the  area  of  discharge  may  be  expressed  by  the 
product  of  a  fimction  of  the  diameter  D  multiplied  by  the  height  of 
the  speed  gate  E.    That  is : 

(130)  a=c"T>B 
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Hence  equation  ( 127)  becomes 

B 
(131)  ^==cc'''  — 

D 

From  which  it  is  seen  that  tlie  specific  power  of  reaction  wheels  of  the 
satne  speed  characteristics  is  proportional  to  the  ratio  between  the 
height  of  the  speed  gate  and  the  diameter  of  the  wheels. 

150.  Turbine  Coefficients — ^Their  Relations  and  Variations. — In 
the  preceding  discussion,  various  turbine  relations  have  been  expressed 
by  means  of  certain  coefficients  which  are  common  in  value  to  all  tur- 
bines of  the  same  type  or  of  the  same  homologous  design  and  con- 
struction, but  diflfer  in  value  between  turbines  of  different  types.  For 
the  intelligent  design  or  selection  of  turbines  a  definite  conception  must 
be  had  of  the  characteristics  as  representing  turbines  of  different  types, 
of  what  these  coefficients  indicate,  their  relation  one  to  another  and 
how  they  vary  in  turbines  of  the  same  and  of  different  types. 

In  this  connection,  it  seems  advisable  to  again  review  the  meaning 
and  relations  of  the  coefficients. 

(42)  v=  y/2t;h  =  The  spouting  velocity  of  toater,  or  the  total  velocity 
v,  which  would  be  acquired  by  a  jet  of  water  under 
the  head  h. 

(96)  v^s=c^  V2gh  =  T/ie  actual  velocity  of  water  at  entrance  to  the 
wheel,  where  c^  depends  upon  the  design  and 
size  of  water  passages  through  the  wheel. 

irDn 

(85)  v'esa =T^e  peripheral  velocity  of  the  runner, 

12X60 

v' 
(73)    4>r=z — =BThe  ratio  of  peripheral  velocity  of  the  runner  to  the 
V         theoretical  velocity  of  the  water,  due  to  the  head. 

^  therefore  (through  z/)  depends  upon  the  angle  of  the  guide  vanes, 
the  entrance  angle  of  the  nmner  buckets,  and  the  portion  of  the  head  h, 
which  is  converted  into  the  velocity  of  entrance  t/'. 

irDn  Dn 

(86)  0  = ^^^^^3"= 

12X60V2gVh       1840  Vh 

The  value  of  <f>  for  reaction  wheels  may  vary  from 
if,       Bs  0  with  the  turbine  stationary,  to 
^u.  »*  L15  to  1.60  at  the  runaway  speed,  and 
0«     =>.60  to  .90  with  various  types  of  turbines. 

For  tangential  wheels : 

^tt.a*.84  to  .92,  and 
0,      -S.48  to  .48 
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Dn 

(88)     A  =  184O0= =  r.  p.  m.  of  a  wheel  with  D^l  and  h  =  l  or 

Vh  the  diameter  of  a  wheel  with  n  =  1   and 

A,  the  speed  coefficient  =  the  revolutions  per  minute  of  a  one  inch 
wheel  under  one  foot  head.  It  is  dependent  on  the  same  favors  as  ^, 
and  its  ordinary  limits  are  therefore  as  follows : 

For  reaction  turbines  : 

A  max.  =^'  0,  with  stationary  turbines 
Amu.  =  froni  2116  to  2964 
A«      =from  1124  to  1656 

For  tangential  wheels : 

A  »«.==  from  1546  to  1693 
A«      =from  791  to  883 

(96)  q  =  c'aV"2^ 

c'  is  somewhat  different  from  c  as*  it  involves  an  extra  contraction 
due  to  the  obstructive  action  of  the  bucket  vanes  (see  Sec.  144).  The 
area  of  the  gate  opening  a,  depends  upon  the  height  of  the  speed  gate 
E,  the  diameter  of  the  wheel  £>,  and  the  angle  of  the  guide  vanes ;  hen<^ 
for  wheels  of  homologous  design 

(99)  caV'2i=KD« 

with  any  fixed  gate  opening  and  consequent  constant  entrance  angle; 
therefore 

(100)  q  =  KD2  V  ET  In  which  K  varies  with  the  same  factors  as  a 

Q 

K  = =  q,  with  D  and  7i  =  l;  and  therefore 

D2  Vh 
K  =  Coefficient  of  discharge  =  t?ie  discharge  in  cubic  feet  per  sec- 
ond of  a  one-inch  wheel  under  one  foot  head. 

The  limits  of  K  depend  on  the  design  of  the  wheel  and  the  gate 
opening  and  become  O  only  with  the  gates  closed. 

qhe      KeD«h}      /Ke  \  /        .\ 

(111)  P  = = =  (  ~  I  (  ^'^^  I 

8.8  8.8  V8.8/\  / 

Let    -^^  =  />/  then  p  varies  with  the  discharge  K,  and  efficiency  e, 

0.0 

of  the  wheel,  and 

(113)     P==3pD2h}      which  transposed  gives  the  expression  for  p,  thus 
P 


:P  when  D  =  l  and  7i  =  l;  and  therefore 


D2hf 

p  ==  Coefficient  of  power  and  is  defined  as  the  power  of  a  one-inch 
wheel  under  one  foot  head. 
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n2P 

(117)  ^==A2p= 

ht 

&  is  designated  as  the  sjecific  jpower  coefficient  and  its  value  varies 

with  the  angle  of  the  guide  vanes,  the  entrance  angle  of  the  buckets, 

the  entrance  velocity  of  the  water,  the  discharge  of  the  turbine,  and  the 

efficiency  of  the  wheel.    With  the  first  three  factors  homologous,  the 

following  relations  obtain : 

For  tangential  wheels : 

(129)  ^=» 

4      D2 

That  is,  &  is  directly  proportional  to  the  ratio  of 
the  square  of  the  diameter  of  the  Jet 


square  of  the  diameter  of  the  wheel 

For  reaction  turbines : 

B 
(131)  ^^cc"'  — 

D 

That  is,  &  is  directly  proportional  to  the  ratio 
Height  of  speed  gate 


diameter  of  wheel 


(120)     Nm— V  ^  =  nAfTx*  =»  Unity  speeds  type  characteristic,  a  co- 
ht  efficient  used  hy  turhine  designers. 

(122)    N.  »4.46N.  =  4.46  n'-^  with  Kngllsh  units. 
(128)    N.  =  Specific  speed  =  n-y^rwith  metric  units. 

The  value  of  these  coefficients  can  always  be  determined  for  wheels  ^ 
of  homologous  design,  when  the  head,  speed  diameter  and  discharge 
of  the  wheel  are  known  from  the  results  of  experiment,  by  substitu- 
tion in  the  formulas  here  summarized. 

T'  Dn  .000543  Dn 

^=— = iz:= z — 

V        720  V2gh  Vh 

Dn 

A  =  1842^  =  — - 
Vh 

Q 
K= - 

DaVh 
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D2h| 
a2P 


^1 

151.  Variation  in  Turbine  Cocf&cicnts. — For  every  condition  of 
operation  of  a  turbine  corresponding  to  each  combined  condition  of 
gate  opening  and  speed  relation  <f>  or  /\  there  is  a  single  value  of  K,  p, 
e  and  P,  If  any  wheel  of  a  homologous  series  be  tested,  the  corre- 
sponding values  of  the  coefficients  for  each  experimental  determina- 
tion can  be  platted,  and  in  connection  with  other  similar  data,  will  fur- 
nish points  on  curves  which  will  show  graphically  the  way  in  which  the 
characteristic  coefficients  vary  under  each  condition  of  operation. 

Figure  215,  page  327,  is  a  graphical  log  of  the  variations  in  the  co- 
efficients of  a  turbine  under  six  conditions  of  gate  opening. 

This  diagram  contains  four  series  of  curves. 

1.  The  efficiency-speed  curves,  showing  the  relation  between  e  and 
<f>  or  A  for  six  conditions  of  gate.  From  these  curves  it  will  be  noted 
that  e  varies  from  O  2Lt<f>  =  o  and  A  =  o  to  a  maximum  at  some  par- 
ticular value  of  <^  or  A  which  differs  with  each  gate  and  becomes  0 
again  at  a  certain  maximiun  value  of  <^  or  A  which  differs  with  eadi 
gate  opening,  ^max.  and  Amax.  occur  at  full  gate ;  emax-  occurs  at  .733 
gate  with  <^e  =  81  and  Ae  =-  1490. 

2.  The  discharge-speed  curves,  showing  the  relation  between  K  and 
<^  or  A  for  six  conditions  of  gate.  The  discharge  coefficient  K  varies 
with  each  gate  and  with  the  variation  in  speed  <f>  and  A  but  becomes 
zero  only  with  zero  gate  openings. 

3.  The  power-speed  curves,  showing  the  relation  between  the  power 
coefficient  p  and  <f>  or  A  for  six  conditions  of  gate.  The  power  co- 
efficient varies  for  each  gate  from  0  with  <l>  and  A  ==  0  to  a  maximum 
at  certain  values  of  <l>  and  A  which  differ  from  those  for  ^niax.  As 
the  speed  increases  the  power  decreases  to  o  at  the  same  values  of  ^ 
and  A  as  in  the  case  of  the  efficiency  curves  for  the  same  gate. 

4.  The  specific-power  coefficient  &  for  full  gate  conditions  is  0  with 
4>  and  A  =  0;  it  reaches  a  maximum  with  <^  =  1.03  and  A  =  1895, 
and  again  becomes  0  at  <^  ===  1.27  and  A  =  2347,  at  which  speed  the 
efficiency  and  the  power  coefficient  for  full  gate  become  o. 

It  will  be  noted  that  there  is  one  maximum  value  of  ^  in  this  diagram 
that  corresponds  to  a  certain  value  for  each  of  the  other  coefficients, 
and  the  value  of  each  coefficient  which  corresponds  to  this  condition 


Digiti 


zed  by  Google 


Variation  in  Turbine  CoefiFicienta. "  327 

t 
for  maximum  efficiency  is  designated  by  a  subscript  e,  i.  e.  ^9  K^^ 

/>e  and  9^. 

In  catalogs  of  standard  turbines,  the  speed,  power  and  discharge  are 

usually  based  on  these  sub  e  values  of  the  coefficient  for  the  series,  and 
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Fig.  215. — Graphical  Log  of  the  Variation  in  Turbine  Coefficients. 

these  sub  e  values  are  also  ordinarily  used  in  giving  a  synopsis  of  the 
characteristics  of  turbines.  As  previously  noted,  it  is  not  always  de- 
sirable to  run  a  turbine  under  these  exact  conditions,  and  for  a  thorough 
understanding  in  detail  of  the  best  operating  conditions  for  a  turbine 
under  any  given  condition  of  load,  a  complete  analysis  of  the  turbine 
is  essential. 
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152.  Range  of  Turbine  Design. — ^The  range  of  variation  which 
may  be  secured  by  turbines  of  different  design  should  be  understood 
and  appreciated.  Fig.  216,  shows  the  relation  of  diameter  to  power 
in  wheels  of  various  designs,  in  which  the  power  coefficient  p,  varies 
from  p  =  .001  to  />  =  .005.  The  latter  is  the  maximum  value  that  has 
been  attained  ( 1 9 1 5  ) . 

Figure  217,  page  329,  shows  the  relation  of  power  and  speed  of  wheels 
of  various  specific  powers  &.    The  diagram  shows  the  present  (1915) 
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(Fig.  216.— Relation  Between  Power  and  Diameter  for  Wheels  of  Varioiif 

Design. 

approximate  limits  for  reaction  turbines  giving  efficiencies  above 
eighty  per  cent. 

Reaction  wheels  may  be  designed  with  values  of  &  as  low  as  100. 

In  tangential  wheels,  the  values  of  &  vary  approximately  from  twelve 
to  thirty-six. 

Figure  218,  page  330,  shows  the  variation  of  efficiency  e,  with  the 
specific  power  &y  of  various  types  of  wheels  and  of  various  manufac- 
turers. Each  Roman  number  (I,  II,  etc.)  indicates  the  tests  of  wheeb 
of  a  single  manufacturer,  which  tests  are  published  in  the  Appendix 
(excepting  IV  which  represents  miscellaneous  wheels,  A  being  the 
wheel  of  one  manufacturer,  B  that  of  another  and  C  and  I>  of  a  third). 

The  various  values  of  turbine  coefficients  are  no  indication  of  the 
comparative  value  of  certain  designs  of  turbines,  except  as  they  apply 
to  certain  definite  conditions  under  which  they  are  to  operate.  When 
a  certain  definite  power  is  to  be  developed  at  a  given  speed  under  a 
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Fig.  218.^Relation  Between  EflElciency  and  Specific  Power  of  Various  Typefl 

of  Wheels. 

certain  fixed  head,  these  coefficients  are  indicative  of  the  turbine  or 
turbines  which  will  fit  those  particvilar  conditions. 

When  no  particular  speed  is  required,  but  a  certain  power  is  to  be 
developed,  the  size  and  type  of  wheels  which  are  obtainable  under 
American  practice  and  which  can  be  utilized  for  the  required  service 
are  indicated  by  the  graphical  diagrams  shown  in  Fig.  216,  page  328. 
For  example :  From  Fig.  216,  it  will  be  seen  that  it  is  desired  to  deliver 
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640  H.  P.  under  sixteen  foot  head,  the  corresponding  power  tinder  one 

foot  head  will  be  ten  H.  P.  (see  equation  no;  P^  —   ^  —  10).    To 

develop  this  power  under  one  foot  head  will  require  a  wheel  of  the 
size  shown  in  Table  32  depending  upon  the  power  coefficient. 

TABLE  32. 

Relation  of  Diameter  to  Power  Coef- 
ficient for  Wheels  to  Deliver  Ten 
Horse  Power  Under  One  Foot  Head. 


Diameter  of 

Value  of 

Wheel 

Power 

D 

CoefBcient 

Inches 

P 

100 

.001 

72 

.002 

58 

.003 

50 

.004 

45 

.005 

From  Fig.  217,  page  329,  it  will  also  be  seen  that  for  a  turbine  which 
will  develop  ten  H.  P.  under  one  foot  head  (and  consequently  640 
H.  P.  under  sixteen  foot  head)  the  relations  as  shown  in  Table  33  be- 
tween specific  power  &,  and  revolutions  per  minute  will  exist. 

TABLEI  33. 

Relation  of  Revolutions  to  Bpeciflc  Power  for  Wheels  to  Deliver  Ten  Horse 
Power  Under  One  Foot  Head. 


Value  of 
Specific  Power 

Bevolutions  per  Minute 

ni 

nie 

300 

5 

9.8 
16.9 
22.6 
30 
40.6 

20 

1000 

39.2 

2500 

63.6 

5000 

90 

9000 

120 

16600 

162.4 
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CHAPTER  XII 

TURBINE  TESTING 

153.  SymbolSd — ^The  symbols  and  characers  used  in  this  chapter 
have  the  following  significance : 

E  =  Total  energy  available  at  the  plant 

Ep,  Ej,  Ed,  Eir.  etc.  »=  Energy  available  under  some  definite  condition. 

e  =  Efficiency. 

£:<=:  Acceleration  due  to  gravity  =  32.2  feet  per  second  per  second. 

ir  =  Ratio  of  circumference  to  diameter  of  a  circle  a=s  3.1416. 

^s=s  Ratio  of  spouting  velocity  of  water  to  the  peripheral  velocity  of  the 

wheel, 
h  s=  Head  of  water  acting. 

h',  h'',  etc.  =8  Head  for  some  particular  condition. 
ls=  Length  of  lever  or  brake  arm  measured  from  the  center  of  revolution 

in  feet. 
If  s=s  Length  of  weir  crest  in  feet, 
n  =  Revolutions  per  minute. 
P  =  Horse  power. 

q=:  Quantity  of  discharge  in  cubic  feet  per  second. 
S=s  Weight  on  scale  in  pounds. 
y  =  Velocity  of  flow  in  feet  per  second. 
w=:  Weight  of  cubic  foot  of  water  62.5  pounds. 

154.  The  Importance  of  Testing  Machinery ^ — ^A  correct  theory 
based  on  mathematical  analysis  forms  a  valuable  foundation  for  ma- 
chine  design.  In  the  construction  of  any  machine,  however,  theoretical 
lines  can  seldom  be  followed  in  all  details,  and,  even  if  this  were  possi- 
ble, the  truth  of  the  theory  must  be  demonstrated  by  actual  trial  for 
there  are  usually  many  factors  involved  which  cannot  be  theoretically 
considered  and  yet  affect  practical  results.  In  any  machine  much  de- 
pends upon  the  character  of  the  workmanship,  on  the  class  of  material 
used,  and  on  all  the  details  of  manufacture,  installation  and  operation 
as  well  as  on  design.  All  of  these  matters  can  hardly  be  included  in  a 
theoretical  consideration  of  the  subject,  and  it  therefore  becomes  neces- 
sary to  determine  the  actual  results  attained  by  a  trial  of  the  machinery 
under  working  conditions. 

General  observations  or  even  a  detailed  examination  of  any  machine 
and  its  operation  can  rarely  be  made  sufficiently  complete  to  give  any 
accurate  knowledge  of  the  quantity  or  quality  of  the  results  which  it 
can  and  does  accomplish.     It  is  only  when  the  actual  effect  of  slight 
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changes  in  design  can  be  accurately  determined  by  careful  experiment 
that  a  machine  can  be  improved  and  practical  or  approximate  perfec- 
tion attained. 

The  ease  with  which  such  determination  can  be  made  is  usually  a 
criterion  of  the  rapidity  with  which  the  improvements  in  the  design  and 
construction  of  a  particular  machine  take  place.  ,  Where  such  deter- ' 
minations  are  readily  made,  rapid  advancement  results,  but  where  they 
are  costly  and  require  a  considerable  expenditure  of  time  or  money,  the 
resulting  delays  and  expenses  usually  so  limit  such  determinations 
that  good  results  are  attained  but  slowly. 

The  invention  of  the  steam  engine  indicator  and  the  Prony  brake 
placed  in  the  hands  of  the  engineer  instruments  by  means  of  which  he 
could  readily  determine  the  action  of  steam  within  the  engine  cylinder 
and  the  actual  power  developed  therefrom.  The  knowledge  thus  gained 
has  been  one  of  the  most  potent  factors  in  the  rapid  advancement  of 
steam  engineering. 

The  physical  results  of  radical  modifications  or  changes  in  design 
are  sometimes  quite  different  from  those  anticipated  by  the  designer. 
Improvement  in  any  machine  means  a  departure  from  the  tried  field  of 
experience  and  the  adoption  of  new  and  untried  devices  or  arrange- 
ments. Frequently  a  line  of  reasoning,  while  apparently  rational,  is 
found  to  be  in  error  on  accotmt  of  unforeseen  conditions  or  contin- 
gencies and  the  results  anticipated  are  not  borne  out  in  the  actual  prac- 
tical results.  Unless,  therefore,  such  results  are  carefully  and  accur- 
ately determined  by  exact  methods  the  actual  value  of  changes  in  de- 
sign may  never  be  known  or  appreciated  and  designs  may  be  adopted 
which,  while  apparently  giving  a  more  desirable  form  of  construction, 
actually  accomplish  less  than  the  form  from  which  the  design  has  de-  ^ 
parted. 

155.  The  Testing  of  Water  Wheels.— The  value  of  the  testing  of 
water  wheels  was  recognized  by  Smeaton  who  tested  various  models 
of  water  wheels  about  the  middle  of  the  eighteenth  century.  Methods 
of  turbine  testing  were  also  devised  with  the  first  development  of  the 
turbine,  which  have  been  potent  factors  in  the  improvement  of  the  tur- 
bine. While  the  methods  of  testing  have  been  greatly  improved  since 
that  time,  they  have  not  as  yet  reached  a  state  that  can  be  considered 
reasonably  satisfactory,  and  turbine  testing  has  not  become  so  general 
as  to  assure  the  high  grade  of  design  and  workmanship  in  their  manu- 
facture as  in  other  machinery  where  testing  is  more  easily  and  regu- 
larly practiced. 


Digitized  by 


Google 


336  Turbine  Testing. 

The  principal  causes  of  the  backward  condition  of  turbine  testing 
lie  in  the  difficulties  and  expense  of  making  an  accurate  test  in  place, 
and  the  expense  and  unsatisfactory  results  of  testing  turbines  in  a  test- 
ing  flume  where  the  head  and  capacity  are  so  limited  as  to  confine  satis- 
factory tests  to  heads  of  seventeen  feet  or  less  and  to  wheels  of  a 
capacity  of  about  250  cubic  feet  per  second,  or  less  if  the  full  head  of 
seventeen  feet  is  to  be  maintained.  There  is  an  urgent  demand  for 
accurate  and  economical  methods  for  the  measurement  of  the  water 
used  and  of  the  power  developed  by  water  wheels  in  place,  that  can  be 
readily  and  quickly  applied  without  the  almost  prohibitive  expense  of 
the  construction  of  expensive  weirs  and  other  apparatus  now  used  fof 
such  purposes.  Apparently  slight  variations  in  turbine  construction 
produce  radical  changes  in  practical  results.  The  efficient  results 
achieved  imder  test  by  a  well-designed  and  well-constructed  wheel  is 
no  assurance  that  wheels  of  the  same  make  and  of  the  same  design, 
even  though  they  be  of  the  same  size  and  even  from  the  same  pattern, 
will  give  similar  results  when  set  in  place  with  different  casings  and 
under  practical  operating  conditions.  This  is  especially  true  when  the 
contingencies  of  competition  and  the  knowledge  that  a  test  of  the  wheel 
is  impossible,  or  at  least  highly  improbable,  offer  a  premium  on  careless 
construction  and  cheap  work. 

A  brief  examination  of  the  work  already  done  in  this  line,  and  of  the 
methods  now  in  vogue,  may  afford  suggestions  for  future  improve- 
ments and  development  in  this  important  work. 

156.  Smeaton's  Experiments. — ^John  Smeaton,  the  most  experi- 
enced and  eminent  engineer  of  his  time,  made  a  series  of  experiments 
on  the  power  and  effect  of  water  used  by  means  of  various  forms  of 
water  wheels  for  mill  purposes.  Accounts  of  these  experiments  were 
published  in  the  Transactions  of  The  Royal  Society  of  England  in 
1759.  Until  that  time  the  relative  values  of  the  diflferent  types  of 
water  wheels  of  that  day  were  very  poorly  imderstood  and  appreciated. 

Smeaton's  apparatus  for  measurement  of  the  power  of  overshot  and 
undershot  wheels  is  shown  by  Figs.  219,  220,  pp.  337,  338.*  Water 
was  pumped  by  means  of  the  hand  pumps  from  the  tail  basin  X,  to  the 
supply  cistern  V,  from  which  it  was  admitted  to  the  wheel  through  an 
adjustable  gate.  The  power  developed  was  measured  by  the  time  re- 
quired to  raise  a  known  weight  through  a  known  height  by  means  of  a 
cord  passing  through  a  system  of  pulleys  and  attached  to  a  small  wind- 
ing drum  or  collar  upon  the  wheel  shaft    This  drum  revolved  only 

•  The  Encyclopedia  of  Civil  Engineering,  by  Edward  Creasy. 
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when,  by  slight  longitudinal  movement,  it  was  made  to  engage  a  pin 
on  the  shaft. 

In  these  experiments  Smeaton  ipund  a  maximum  efficiency  of  thirty- 
two  per  cent,,  and  a  minimum  efficiency  of  twenty-eight  per  cent,  for 
undershot  wheels.  He  also  observed  tiiat  the  most  efficient  relations 
between  the  peripheral  velocity  of  the  wheel  and  velocity  of  the  water 

were  attained  when  the  former 
was  from  fifty  per  cent,  to 
sixty  per  cent,  of  the  latter, 
and  that  the  force  that  could 
be  exerted  by  a  wheel  to  ad- 
vantage was  from  fifty  per 
cent,  to  seventy  per  cent,  of 
the  force  required  to  maintain 
it  in  stationary  equilibrium. 

For  overshot  wheels  Smea- 
ton foimd  that  the  efficiency 
varied  between  ftfty-two  and 
seventy-six  per  cent.  From 
his  experiments  he  concluded 
that  the  overshot  wheel  should 
be  as  large  as  possible,  allow- 
ing, however,  a  sufficient  fall 
to  admit  the  water  onto  the 
wheel  with  a  velocity  slightly 
greater  than  that  of  the  cir- 
cumference of  the  wheel  itself, 
and  that  the  best  velocity  of 
the  circumference  of  the  wheel 
was  about  three  and  one-half  feet  per  second.  This  speed  he  found 
applied  both  to  the  largest  as  well  as  to  the  smallest  water  wheel. 

From  these  experiments  Smeaton  concluded  that  the  power  of  water 
applied  directly  through  the  exertion  of  its  weight  by  gravity,  as  with 
the  overshot  wheel,  was  more  effective  than  when  its  power  was  ap- 
plied through  its  acquired  momentum,  as  in  the  undershot  wheel,  al- 
though his  line  of  reasoning  indicated  otherwise.  The  later  develop- 
ment of  impulse  wheels  shows  that  his  reasoning  was  correct,  and  that 
the  low  efficiency  of  the  impulse  wheel  was  due  to  the  method  of  ap- 
plying the  momentum  of  the  water  rather  than  to  any  inherent  defect 
in  the  impulse  principle. 


Fig.  219. — Smeaton's  Apparatus  for  Testing 
Undershot  Water  Wheels. 


Digitized  by 


Google 


338    ■  Turbine  Testing. 

The  experiments  or  tests  of  Smeaton,  while  crude  and  imperfect  and 
performed  upon  wheels  which  were  merely  models,  afforded  a  com- 
parative measurement  of  the  efficiency  of  the  undershot,  overshot  and 
breast  wheels  then  in  use  and  had  a  marked  effect  on  the  further  selec- 
tion of  such  wheels. 

157.  The  Early  Testing  of  Turbine  Water  Wheels.— The  testing 
of  turbine  wheels  began  many  years  ago  in  France  before  the  turbine 
became  well  known  in  the  United  States.* 


Fig.  220. — Section  of  Smeaton's  Apparatus  for  Testing  Water  Wheels  (aee 

page  336). 

Foumeyron  began  the  study  of  the  early  forms  of  turbines  as  early 
as  J823,  and,  in  1827,  he  introduced  his  well-known  wheel  and  also 
brought  into  notice  a  method  of  systematic  testing  of  the  same  by 
means  of  the  Prony  brake. 

"La  Society  d'  Encouragement  pour  V  Industrie  Nationale"  is  cred- 
ited by  Thurston  with  the  introduction  of  a  general  system  for  the 
comparison  of  wheels  and  correct  methods  of  determining  the  effi- 
ciency, t     Other  engineers  immediately  accepted  this  method  of  com- 

♦  See  "The  Systematic  Testing  of  Water  Wheels  In  the  United  States,"  by 
R.  H.  Thurston,  Trans.  Am.  Soc.  Mech.  Eng.  vol.  8. 

t  See  "Memolre  sur  les  Turbines  Hydraullques,"  by  R,  Foumeyron,  Brns* 
selB,  1840. 
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parison  of  wheels.  Morin,  in  1838,  reported  the  results  of  a  trial  of  a 
Foumeyron  wheel  as  giving  an  efficiency  of  sixty-nine  per  cent,  with 
only  slight  changes  in  values  for  a  wide  range  of  speed.  With  another 
wheel  he  obtained  seventy-five  per  cent,  efficiency.* 

OMnbes  tested  his  reaction  wheel  and  found  that  an  efficiency  of 
about  fifty  per  cent,  could  be  obtained,  t 

The  first  systematic  test  of  turbines  in  the  United  States  was  made 
by  Mr.  Elwood  Morris  of  Philadelphia  in  1843  ^^^  reported  in  the 
Journal  of  The  Franklin  Institute  for  December  of  that  year. 

The  maximum  efficiency  reported  was  seventy-five  per  cent.  This 
result  was  reached  when  the  value  of  <t>  for  the  interior  circumference 
of  the  Foumeyron  turbine  was  45.  In  1844  Mr.  James  B.  Francis 
determined  the  power  and  efficiency  of  a  high  breast  water  wheel  in  the 
city  of  Lowell,  using  a  Prony  brake  fitted  with  a  dash-pot  to  prevent 
irr^^ar  operation. 

In  1845  Mr.  Uriah  A.  Boyden  made  a  trial  of  a  turbine  designed  by 
himself,  using  the  Prony  brake,  and  obtained  an  efficiency  of  seventy- 
eight  per  cent,  as  the  maximum.  In  1846  a  similar  test  of  one  of  the 
Boyden  turbines  was  made  at  the  Appleton  Mills  in  Lowell,  and  an 
efficiency  of  eighty-eight  per  cent,  was  reported.  He  continued  the 
work  of  the  testing  of  water  wheels  for  several  years  and  tested  many 
wheels  of  various  types.J  Mr.  Francis  introduced  the  system  of  test- 
ing wheels  which  were  to  be  used  by  purchasers  of  water  from  the 
water  power  company  which  he  represented.  The  chief  purpose  of 
the  tests  was  that  the  wheels  might  be  used  as  meters  in  determining 
the  amount  of  water  used  by  the  various  purchasers. 

In  i860  the  City  of  Philadelphia  undertook  a  comparative  trial  of 
various  turbines  in  order  to  determine  their  relative  merits  for  use  in 
the  Fairmount  Pumping  Plant.  The  results  of  these  tests  given  in 
Table  34  are  somewhat  questionable  but  have  a  comparative  value. 

158.  The  Testing  of  Turbines  by  James  Emerson. — One  of  the 
men  who  did  much  valuable  work  of  this  character  was  Mr.  James 
Emerson  who  designed  a  new  form  of  dynamometer  of  the  transmit- 
tmg  kind.  At  the  request  of  Mr.  A.  M.  Swain,  Mr.  Emerson  designed 
a  Prony  brake,  embodying  this  dynamometer  for  the  purpose  of  testing 
a  Swain  turbine  in  a  flume  built  from  designs  by  Francis.    The  re- 

^  See  "Experiences  snr  lee  Power  Hydrauliqnes/'  Paris,  1838. 
t  See  "Mechanics  of  Engineering/'  Weisbach.    Translated  by  A.  J.  DuBois, 
Hydranlics  and  Hydraulic  Motors,  vol.  II,  part  I,  p.  470. 
t  See  "Lowell  Hydraulic  Experiments." 
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suits  obtained  by  Mr.  Emerson  from  this  test  were  so  satisfactory  that 
The  Swain  Turbine  Company  decided  to  open  the  flume  for  the  pur- 
pose of  a  competitive  test  of  all  turbines  which  might  be  offered  for 
this  purpose.    Announcement  of  this  test  was  dated  June  i6,  1869. 

TABLE  34. 
Water  Wheel  Tests  at  Philadelphia  in  1860. 


Name  of  WheeL 


Kind  of 
WheeL 


Per 
cent 

of 
Effect 


3  per 
cent 

added 
for 

frict'n 


Where  built. 


Sterenaon'B  second  wheel. . . . 

Geyelin'B  second  wheel 

Andrews  ft   Kalbach's   third 

wheel 

Collin's  second  wheel 

Andrews  ft  Kalbach's  second 

wheel 

Smith's,  Parker's  fourth  trial 
Smith's,  Parker's  third  trial. 

Steven's  first  wheel 

Blake  

Tyler 

Geyelin'  first  wheel 

Smith's,     Parker's     second 

wheel 

Merchant's  Goodwin 

Mason's  Smith 

Andrew's  first  wheel 

Rich  

Littlepage 

Monroe 

Collin's  first  wheel 


Jonyal. 
Jonyal. 

Spiral.. 
Jonyal. 

Spiral. 
Spiral.. 
Spiral. 
Jonyal. 
Scroll.. 
Scroll.. 
Jonval. 

Spiral.. 
Scroll.. 
Scroll.. 
Spiral.. 
Scroll.. 
Spiral. 
Scroll. 
Jonyal. 


.8777 
.8210 

.8197 
.7672 

.7591 
.7569 
.7467 
.7335 
.7169 
.7123 
.6799 

.6726 
.6412 
.6324 
.6205 
.6132 
.5415 
.5359 
.4734 


.9077 
.8510 

.8497 
.7972 

.7891 
.7869 
.7767 
.7635 
.7469 
.7423 
.7099 

.7026 
.6712 
.6624 
.6505 
.6432 
.5715 
.5659 
.5034 


Paterson,  N.  J. 
Philadelphia,  Pa. 

BemyiUe,  Pa. 
Troy,  N.  Y. 

Bemville,  Pa. 
Reading,  Pa. 
Reading,  Pa. 
Paterson,  N.  J. 
East  PeppereU,  Mass. 
West  Lebanon,  N.  H. 
Philadelphia,  Pa. 

Reading,  Pa. 
Guilford,  N.  Y. 
Buffalo,  N.  Y. 
Bemville,  Pa. 
Salmon  Riyer,  N.  Y. 
Austin,  Texas. 
Worcester,  Mass. 
Troy,  N.  Y. 


The  pit  was  fourteen  feet  wide^  thirty  feet  long,  and  three  feet  deep, 
measured  from  the  crest  of  the  weir.  The  best  results  of  this  com- 
petitive test,  the  accuracy  of  which  has  since  been  questioned  by  Mr. 
Emerson,  were  attained  with  the  Swain  and  Leffel  wheels.  The  former 
ranged  from  66.8  up  to  78.9  per  cent,  efficiency,  and  the  latter  from 
61.9  to  79.9  per  cent,  efficiency.  This  competitive  test  was  the  begin- 
ning of  a  series  of  such  tests  as  well  as  of  a  general  system  of  the 
public  testing  of  turbines.  The  testing  flume  was  opened  to  all  builders 
and  users  of  turbine  wheels  and  such  tests  have  been  continued  in  the 
United  States  up  to  the  present  time. 

The  report  of  the  results  of  this  test  attracted  the  attention  of  Mr. 
Stewart  Chase,  then  agent  of  The  Holyoke  Water  Power  Company, 
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who,  recognizing  its  very  great  importance,  secured  the  adoption  of  a 
systematic  testing  of  water  wheels  at  Holyoke  for  the  benefit  of  the 
ccMnpany  and  wrote  to  Mr.  Emerson  as  follows : 

"The  testing  of  turbines  is  the  only  way  to  perfection,  and  that  is  a, 
matter  of  great  importance.  Move  your  work  to  Holyoke  and  use  all 
the  water  that  is  necessary  for  the  purpose,  and  welcome,  free  of 
charge." 

Mr.  Emerson,  who  had  been  conducting  the  testing  of  water  wheels 
as  a  matter  of  private  business  at  Lowell,  at  which  place  he  was  ob- 
liged to  pay  for  the  water  used,  at  once  accepted  the  liberal  offer  thus 
tendered  him  and  removed  to  Holyoke  where  he  continued  the  testing 
of  water  wheels  tmtil  it  was  taken  in  hand  by  The  Holyoke  Water 
Power  Company. 

The  reports  of  Mr.  Emerson's  work  were  published  and  imdoubtedly 
were  the  means  of  bringing  a  number  of  wheels  up  to  a  state  of  high 
eflSciency.  The  reports  were  found  to  be  full  of  valuable  data,  and, 
although  not  systematically  arranged,  formed  an  extensive  and  valu- 
able collection  of  figures.* 

In  1879,  The  Holyoke  Water  Power  Company,  for  the  purpose  of 
determining  the  standing  of  wheels  offered  for  use  at  that  place,  ar- 
ranged for  a  comparative  or  competitive  turbine  test  at  the  flume  con- 
structed by  Mr.  Emerson  at  Holyoke.  The  wheels  were  set  imder  the 
direction  of  Mr.  Emerson  and  a  part  of  the  tests  were  made  or  wit- 
nessed by  Mr.  Samuel  Webber  and  Mr.  T.  G.  Ellis.  Their  report  was 
accompanied  by  a  graphical  diagram  reproduced  in  Fig.  221,  page  342. 

The  report  of  Mr.  Emerson  covered  a  much  larger  number  of  wheels. 
The  diagram  accompanying  Mr.  Emerson's  report*  is  reproduced  in 
Fig.  222,  page  343. 

159.  The  Holyoke  Testing  Flume. — ^The  later  work  of  systematic 
testing  of  American  turbines  has  been  carried  on  principally  at  the 
Holyoke  flume. 

X  "The  object  aimed  at  by  the  Water-power  Companies  of  Lowell 
and  Holyoke,  in  the  establishment  of  testing  flumes  for  turbines,  is  the 
determination  of  the  power  and  efficiency,  the  best  speed,  and  the 
quantity  of  water  flowing  at  from  whole,  to,  say,  half  gate,  so  exactly 
that  the  wheel  may  be  used  as  a  meter  in  the  measurement  of  the  water 
used  by  it.    The  quantity  of  water  passing  through  the  wheel,  at  any 

♦  See  James  Emerson's  "Hydro-Dynamics." 

t  Emerson's  "Hydro-Dynamics,"  page  300. 

I 'The  Systematic  Testing  of  Water  Wheels,"  by  R.  H.  Thurston. 
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given  gate-opening,  will  always  be  practically  the  same  at  the  same 
head,  and  the  wheel  having  been  tested  in  the  pit  of  the  testing  flume, 
and  its  best  speeds  and  highest  efficiency  determined^  and  a  record 


Fig.  221.— Webber  and  BUIb'  Resulta  of  Testa  of  Water  Wheels  (1879)  (see 

page  341). 

having  been  made  of  the  quantity  of  water  discharged  by  it  at  these 
best  speeds  and  at  all  gates,  the  turbine  is  set  m  its  place  at  the  mill, 
speeded  correctly  for  the  head  there  afforded,  and  a  gauge  affixed  to 
its  gate  to  indicate  the  extent  of  gate  opening.    The  volume  of  water 
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passing  the  wheel  at  various  openings  of  gate  having  been  deter- 
mined at  the  testing  flume,  and  tabulated,  the  engineer  of  the.  water 
power  company  has  only  to  take  a  look  at  the  gauge  on  the  gate,  at 


|6ATE 

Hg.  222.— Results  of  Etoerson's  Tests  of  Reaction  Turbines  (1879) 

page  341). 

any  time,  or  at  regular  times,  and  to  compare  its  reading  with  the 
table  of  discharges,  to  ascertain  what  amount  of  water  the  wheel  is 
taking  and  to  determine  what  is  due  the  company  for  the  operation  of 
that  wheel,  at  that  time.  The  wheel  is  thus  made  the  best  possible 
meter  for  the  purposes  of  the  vender  of  water." 
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The  present  Holyoke  testing  flume  was  completed  in  1883.  A 
plan  and  section  of  this  flume  are  shown  in  Figs.  223,  page  345  and 
224,  page  346. 

The  testing  flume  consists  of  an  iron  penstock yl,  about  nine  feet  in 
diameter,  through  which  the  water  flows  from  the  head  race  into  a 
chamber  B,  from  which  it  is  admitted  through  two  head  gates  G,  G, 
into  the  chamber  C,  and  from  thence  through  trash  racks  into  the  wheel 
pit  D.     Passing  through  the  wheel  to  be  tested,  it  flows  into  the  tail- 
race  E,  where  it  is  measured  as  it  flows  over  a  weir,  at  0.    The  ob- 
ject of  the  chamber  B,  is  to  afford  opportunity  for  the  use  of  the  two 
head  gates  G,  G,  to  control  the  admission  of  water,  and  consequently 
the  head  acting  on  the  wheel.    There  is  also  a  head  gate  at  the  point 
where  the  penstock  A,  takes  in  water  from  the  first  level  canal.    A 
small  penstock  F,  about  three  feet  in  diameter,  takes  water  from  the 
chamber  B,  independently  of  the  gates  and  leads  to  a  turbine  wheel  H, 
set  in  an  iron  casing,  in  the  chamber  C,  in  order  that  this  wheel  can 
run  when  C  and  the  wheel  pit  D,  are  empty.     The  wheel  H,  discharges 
through  the  floor  at  the  bottom  of  C,  and  through  the  arch  I,  and  the 
supplementary  tail-race  K,  into  the  second  level  canal.     This  wheel  is 
used  to  operate  the  repair  shops;  also  to  operate  the  gates  G.    The 
chamber  C,  is  bounded  on  one  side  by  a  tier  of  stop-planks  L,  and,  on 
another  side,  by  a  tier  of  stop-planks  M.    The  object  of  the  stop- 
planks  L,  is  to  afford  a  waste-way  out  of  the  chamber  C     This  is  of 
especial  use  in  regulating  the  height  of  the  water  when  testing  under 
low  heads.    The  water  thus  passed  over  the  planks  L,  falls  directly 
into  the  tail-race  K,  and  passes  into  the  second  level.     The  stop-planks 
M,  are  used  when  scroll  or  cased  wheels  are  tested.    In  such  cases  D 
is  empty  of  water  and  the  wheel  case  in  question  is  attached  by  a  short 
pipe  or  penstock  from  an  opening  cut  in  the  planks  M.    Flume  wheels 
are  set  in  the  center  of  the  floor  of  D,  and  D  is  filled  with  water.    They 
discharge  through  the  floor  of  D  and  out  of  the  three  culverts  N,  N,  N, 
into  the  tail-race  E.    Horizontal  wheels  are  set  in  the  pit  D,  with  their 
shafting  projecting  through  a  stuffing-box  in  the  side  of  the  pit  (see 
Fig.  224,  page  346).    At  the  down-stream  end  of  the  tail-race  is  the 
measuring  weir  0   (Fig.  223,  page  345).     The  crest  of  the  weir  is 
formed  of  a  strip  of  planed  iron  plate  twenty  feet  in  length.    The  depth 
of  water  on  the  weir  is  measured  in  a  cylinder  P,  set  in  a  recess  Q, 
fashioned  in  the  sides  of  the  tail-race.     These  recesses  are  water-tight, 
and  the  observer  is  thus  enabled  to  stand  with  the  water-level  at  con- 
venient height  for  accurate  observation.    The  cylinder  P,  is  connected 
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with  a  pipe  that  crosses  the  tail-race  or  weir  box  about  ten  feet  back  of 
the  weir  crest.  The  pipe  is  placed  about  one  foot  above  the  floor  and 
is  perforated  in  the  bottom  with  one-eighth  inch  holes.  A  platform  R, 
surrounds  the  tail-race,  and  is  suspended  from  the  iron  beams  that 
carry  the  roof.  Above  the  tail-race  is  the  street,  over  which  the  wheels 
to  be  tested  arrive  on  wagons  from  which  they  are  lifted  by  a  traveling 
crane  that  runs  on  a  frame-work  over  the  street,  and  by  means  of 
which  the  wheels  are  caixied  into  the  building  and  are  lowered  into 
the  wheel  pit  D.  Spiral  stairs  lead  into  a  passageway  that  leads  in 
turn  to  the  platform  R.  In  the  well-hole  of  these  stairs  are  set  up 
the  glass  tubes  which  measure  the  head  of  water  upon  the  wheel. 


Pig.  224.— Testing  Flume  of  Holyoke  Water  Power  Co.  Arranged  for  Testing 
Horizontal  Turbines  (see  page  341). 

These  gauge  tubes  are  connected  with  the  pit  D,  and  the  chamber  C, 
by  means  of  pipes,  one  of  which  enters  the  wheel  pit  through  a  cast 
iron  pipe  T,  built  into  the  masonry  dam  which  forms  the  down  stream 
end  of  the  wheel  pit  D.  The  other  pipe  passes  back  under  the  wheel 
pit  D,  and  crosses  the  tail-race  at  the  extreme  back  line  and  close  un- 
der the  pit  floor.  This  pipe  is  perforated  throughout  its  length  across 
the  race  in  a  manner  similar  to  the  pipe  used  for  determining  the  head 
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cm  the  weir.  To  enable  the  observers  at  the  brake  wheel,  head  gauge 
and  measuring  weir  to  take  simultaneous  observations,  an  electric  clock 
rings  three  bells,  simultaneously,  at  intervals  of  one  minute. 

The  usual  method  of  testing  a  wheel  is  as  follows :  After  the  wheel 
is  Bet  in  place  (see  Figs.  223  and  224)  a  brake  pulley  and  Prony  brake 
are  attached  to  the  shaft,  the  gates  are  set  at  a  fixed  opening  and  water 
is  admitted.  The  runaway  speed  of  the  wheel  is  first  determined  with 
the  brake  band  loose,  after  which  a  weight  is  applied  and  the  brake 
tightened  tmtil  the  friction  load  balances  the  weight  As  soon  as  this 
balance  is  attained,  which  requires  only  a  few  seconds,  the  revolution 
counter  is  read  and  the  heads  in  the  head-race,  tail-race  and  on  the 
weir  are  observed.  Observations  are  repeated  simultaneously  each 
minute  at  the  stroke  of  the  bell  and  for  a  period  of  from  three  to  five 
minutes.  The  weight  is  then  changed  and  the  observations  repeated 
for  a  different  load  and  speed.  After  observations  are  made  over  the 
range  of  speeds  desired,  the  gate  opening  is  changed,  and  a  similar 
series  of  observations  are  made  for  the  new  gate  opening.  This  is 
repeated  for  each  desired  gate  opening,  usually  from  full  gate  to  about 
one-half  gate. 

The  results  are  calculated  and  reported  in  the  form  shown  in  Table 
61  et  seq.,  Appendix  B.  It  is  usually  stated  in  the  report  whether 
the  test  is  made  with  a  plain  or  conical  draft  tube,  whether  plain  or 
ball  bearings  are  used,  and  also  the  pull  necessary,  at  a  given  leverage, 
to  start  the  turbines  in  the  empty  pit.  No  attempt  is  made  in  these 
reports  to  describe  the  bearing^  or  finish  of  the  wheels  in  detail. 

The  maximum  head  available  is  about  seventeen  feet  under  small 
discharges  and  this  decreases  to  about  nine  feet  under  a  discharge  of 
300  cubic  feet  per  second.  The  capacity  of  the  tail-race  and  weir  is 
hardly  sufficient  for  the  accurate  measurement  of  the  latter  quantity. 

160.  The  Value  of  Tests. — ^There  can  be  no  question  as  to  the 
very  g^eat  value  of  carefully-made  tests  of  any  machine.  It  must  be 
borne  in  mind,  however,  that  any  test  so  made  represents  results  un- 
der the  exact  conditions  of  the  test,  and,  in  order  to  duplicate  the  re- 
sults, the  conditions  under  which  the  test  was  made  must  be  duplicated. 
Any  changes  in  the  design  or  finish  of  the  wheels,  any  alterations  in 
the  method  of  setting,  or  in  the  gates,  draft  tube  or  other  appurten- 
ances connected  with  the  same  are  boimd  to  affect  the  power  and  ef- 
ficiency to  a  greater  or  less  extent. 

It  is  unfortunate  for  the  world's  progress  that  the  records  and  con- 
ditions of  failures  are  seldom  made  known.    The  record  of  a  failure. 
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while  of  great  value  from  an  educational  standpoint,  may  considerably 
injure  the  reputation  of  an  engineer  or  manufacturer,  and  consequently 
results  of  tests  and  experiments,  unless  fully  satisfactory,  are  seldom 
published  or  known  except  by  those  closely  interested.  For  this  rea- 
son, the  published  tests  of  water  wheels  usually  represent  the  most 
successful  work  of  the  maker  and  the  best  practical  results  he  has  been 
able  to  secure.  Tests,  unless  fairly  representative,  do  not  assure  that 
similar  turbines  of  the  same  make,  or  even  similar  turbines  of  the  same 
make,  size  and  pattern,  will  g^ve  the  same  efficient  results  unless  all 
details  of  their  design,  construction,  and  installation  are  duplicated. 
There  is  no  doubt  that  in  many  cases  the  published  tests  of  water 
wheels  are  the  final  consummation  of  a  long  series  of  experiments, 
made  in  order  to  secure  high  results,  and  do  not  give  assurance  that 
such  results  can  be  easily  duplicated.  The  manufacturers  of  standard 
wheels  have  acknowledged  this  by  calculating  their  standard  tables  on 
a  basis  of  power  and  efficiency  below  that  of  the  best  tests  they  are 
able  to  obtain,  and  it  is  only  a  matter  of  reasonable  precaution  for  the 
engineer,  who  is  utilizing  the  results  of  any  such  tests  for  the  purposes 
of  his  design,  to  discount  the  test  values  to  such  an  extent  as  will  as- 
sure him  that  his  estimates  will  be  fulfilled. 

In  water  wheels  for  high-grade  work,  it  is  important  that  the  specifi- 
cations for  their  construction  be  carefully  drawn  and  that,  by  inspec- 
tion and  tests,  the  results  of  the  work  be  fully  assured.  It  is  unfor- 
tunate that  no  easily  applied  method  is  available  for  the  testing  of 
water  wheels  in  place.  Such  tests  as  are  now  carried  on  involve  the 
shipment  of  one  or  more  of  the  wheels  from  the  place  of  manufacture 
to  Holyoke,  their  tests  under  the  conditions  there  obtainable  and  their 
reshipment  to  the  point  where  they  are  to  be  installed.  Here  they  may 
be  set  to  operate  under  conditions  entirely  different  from  those  of  the 
Holyoke  test  and  the  actual  results  obtained  cannot  be  easily  deter- 
mined. The  most  desirable  test  of  any  machine  is  a  test  made  under 
the  conditions  of  actual  service,  and,  when  such  tests  can  be  made,  the 
results  are  much  more  definite  and  of  greater  value  than  the  tests  of 
the  wheel  made  under  conditions  entirely  different  from  those  under 
which  it  is  to  operate. 

The  Holyoke  testing  flume  is  performing  valuable  service  and  the 
results  of  its  work  have  been  of  material  assistance  in  the  development 
and  improvement  of  a  number  of  high  grade  wheels.  Much  remains 
to  be  done,  however,  in  the  development  of  turbine  testing  so  as  to 
make  it  possible  to  more  readily  determine  results  under  working  con- 
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ditions.  More  uniform  work  will  undoubtedly  result  as  the  mechanir 
cal  methods  of  manufacture  improve  and  manufacturers  are  able  ta 
more  nearly  duplicate  the  satisfactory  conditions  which  they  have 
found  to  obtain  in  special  cases. 

i6i.  Purpose  of  Turbine  Testing. — ^Water  turbines  may  be  tested 
for  various  purposes  among  which  may  be  named : 

First:  To  determine  the  relations  of  discharge,  power,  head,  speed, 
and  efficiency,  and  the  range  of  satisfactory  operation  of  a  particular 
turbine  of  fixed  size  and  design. 

Second:  To  determine  coefficients  or  constants  of  power,  discharge, 
and  efficiency  of  a  turbine  of  special  design  under  various  conditions 
of  head  and  speed,  as  a  basis  for  establishing  the  range  of  satisfactory 
operation  and  the  most  favorable  conditions  for  a  t3rpe  or  series  of 
turbines  of  homologous  design. 

Third:  To  determine  the  power,  discharge,  and  efficiency  of  a  given 
turbine  set  in  place,  under  a  given  speed  and  head,  and  whether  it  will 
fulfill  the  guarantees  of  its  manufacturer. 

Fourth:  To  investigate  the  effects  of  modification  in  design,  and  the 
various  losses  in  the  turbine,  as  a  basis  for  the  reduction  of  such  losses 
by  proper  design. 

The  quantities  to  be  measured  in  a  water  wheel  test  are  head,  rev- 
olutions per  minute  or  speed,  discharge,  and  power  output. 

In  order  to  give  a  full  knowledge  of  the  evident  range  of  satisfac- 
tory operating  conditions  of  a  turbine,  it  is  important  that  observations 
be  made  at  runaway  speed  and  under  stationary  conditions  for  each 
gate  opening.  This  should  be  done  in  order  to  determine  the  rela- 
tions of  resistance  and  speed  for  the  full  range  of  operation.  In  most 
Holyoke  tests,  numerous  measurements  are  made  over  the  speeds  of 
maximum  power  and  efficiency ;  but  the  extreme  points  should  be  taken 
even  at  the  sacrifice  of  some  of  the  other  observations,  as  the  extremes 
together  with  the  remaining  point  near  the  most  efficient  speed  will 
give  broader  and  more  important  information,  aAd  serve  as  a  most 
important  check  on  the  correction  and  consistency  of  the  results. 

Wherever  possible,  turbines  to  be  tested  at  Holyoke  should  be  set 
up  with  the  chute  cases,  gates  and  guides  with  which  they  are  designed 
to  be  used,  as  a  change  in  these  details  may  make  a  marked  difference 
in  the  final  performance  of  the  wheels.  In  case  a  different  setting  is 
used  in  the  final  installation,  a  difference  in  the  results  will  be  due  to 
the  change  in  setting.  For  the  first  and  second  purposes  above  men- 
tioned the  range  of  experiments  should  be  as  complete  as  practicable. 
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the  discharge  and  power  of  the  wheel  being  determined  from  nume%' 
ous  speeds  from  a  stationary  condition  to  the  runaway  speed  and  at 
various  heads  within  the  limits  of  the  physical  conditions. 

For  the  third  purpose,  the  test  may  be  carried  only  through  the 
range  of  commercial  conditions  under  which  the  wheel  would  ordi- 
narily operate,  but  should,  however,  be  broad  enough  to  include  the 
range  of  conditions  which  will  obtain  in  practice  due  to  the  variations 
in  head  which  are  anticipated  at  various  seasons. 

In  the  fourth  case  the  determination  of  heads,  velocities  and  fricticm 
losses  at  various  points  in  the  wheel  case  and  wheel  may  be  essential. 
For  this  purpose  a  special  line  of  investigation  and  tests  are  necessary, 
which,  while  of  great  importance,  are  of  special  interest  to  the  manu- 
facturer only  or  to  those  interested  in  the  detail  development  of  some 
wheel  for  special  purposes. 

For  the  purpose  of  any  test  a  clear  conception  of  the  nature  of  the 
information  sought  is  essential  and  each  determination  must  be  made 
with  proper  precaution  in  order  to  secure  accurate  results. 

163.  Factors  that  Influence  the  Results  of  a  Test. — It  is  apparent 
from  the  principles  discussed  in  Chapter  II  that  the  actual  power  de- 
veloped by  a  turbine  will  be  somewhat  less  than  the  theoretical  power 
of  the  water  passing  into  it,  depending  on  the  character  of  the  wheel 
and  the  various  energy  losses  involved  in  its  operation.  The  efficiency 
of  the  wheel,  representing  the  ratio  of  power  developed  to  power  ap- 
plied, depends  on  the  same  factors. 

These  losses,  incidental  to  the  operation  of  a  turbine,  include  the 
friction  of  the  shaft  on  its  bearings,  the  hydraulic  resistance  from  the 
friction  and  shock  of  the  water  in  the  guides  and  passages,  the  slip 
or  leakage  between  the  fixed  and  revolving  parts  of  the  wheel,  and  the 
imutilized  energy  due  to  the  velocity  remaining  in  the  water  when  dis- 
charged from  the  wheel. 

These  losses  in  modem  turbines  are  estimated  as  follows :  * 

Shaft   friction from   2  to   3  per  cent 

Slip  or  leakage from   2  to   3  per  cent 

Hydraulic  friction  and  shock from  10  to  15  per  cent 

E^nergy  in  water  leaving  wheel from   3  to   7  per  cent 

Total  loss  of  energy from  17  to  28  per  cent 

•  See  also  "Development  of  Transmission  of  Power,"  by  TJnwin,  p.  104;  and 
••FranciB  Turbinen,"  by  MuUer,  p.  18. 
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The  total  losses  given  above  correspond  to  the  best  current  practice. 
Under  the  best  conditions  efficiencies  greater  than  ninety  per  cent,  are 
now  (1915)  often  obtained,  and,  under  unfavorable  conditions,  with 
poor  design  and  poor  construction,  efficiencies  much  less  than  th^ 
minimum  are  common.  While  the  losses  can  never  be  eliminated  they 
should  be  reduced  to  the  practical  minimum  that  good  design  and  good 
workmanship  will  permit. 

163.  Measurement  of  Discharge. — ^The  discharge  q,  of  the  wheel  is 
commonly  measured  in  cubic  feet  per  second  and  must  include  only  th^ 
actual  discharge  through  the  wheel  itself.  All  leakage  around  thq 
wheel  or  by  the  point  of  measurement,  must  be  obviated  or  determined 
and  deducted  from  the  estimated  turbine  discharge,  or  added  to  the 
amount  measured,  as  the  case  may  be.  The  methods  of  measuring 
discharge  include  the  standard  weir,  the  submerged  weir  and  orifice, 
the  current  meter,  floats,  moving  screen,  Venturi  meter,  color  solu- 
tion, salt  solution,  and  the  turbine  itself  as  a  meter.  The  relative 
merits  of  these  various  methods  of  measuring  water  depend  both  on 
the  favorable  conditions  of  the  locality  and  the  care  and  experience  of 
the  engineer  in  charge.  All  methods  are  subject  to  large  errors,  if 
carelessly  applied. 

The  Weir  and  Orifice. — ^The  standard  weir  is  the  basis  for  all  dis- 
charge measurements  at  the  Holyoke  testing  flume,  and  when  prop- 
erly applied,  is  perhaps  the  most  satisfactory  method.  The  actual  weir 
coefficient  must  be  known  either  by  a  direct  calibration  of  the  weir  or 
by  the  construction  of  the  weir  on  standard  lines,  that  is  on  lines  for 
which  the  discharge  coefficients  are  well  established.  Standard  weirs, 
properly  used,  should  g^ve  results  correct  within  one  or  one  and  a  half 
per  cent.  Errors  in  weir  measurements  often  reach  values  of  five 
per  cent,  or  more,  due  to  the  erroneous  use  of  coefficients  obtained 
from  other  weirs  not  strictly  comparative,  or  in  the  measurement  of 
head. 

The  head  on  the  weir  must  be  accurately  measured  in  a  proper  still- 
ing chamber  connected  to  the  weir  channel  some  distance  up  stream 
from  the  crest  and  by  means  of  a  hook  guage  which  should  usually  read 
to  i/iooo  of  a  foot.  An  error  of  .01  foot  in  reading  the  head  on  the 
weir  represents  about  one  per  cent.,  and  an  error  of  .001  about  one- 
tenth  per  cent.,  in  the  computed  discharge  with  a  one  and  five-tenths 
head  on  the  weir,  and  a  much  greater  error  at  a  lower  head. 

The  construction  of  weirs  in  the  tail-race  of  power  plants,  especially 
where  large  quantities  of  water  are  used  under  low  heads,  involves  an 
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expense  which  is  often  prohibitive.  In  addition  to  this,  the  construc- 
tion of  such  weirs  in  plants  working  under  low  heads  would  often 
seriously  reduce  the  head  and  may  so  alter  the  working  conditions  as 
to  render  the  test  of  little  value. 

Submerged  Weirs  and  Large  Submerged  Orifices,  which  do  not  ior 
volve  the  loss  of  head  necessary  in  the  standard  weir,  would  seem  to 
offer  methods  of  measurement  worthy  of  consideration.  The  difficul- 
ties of  measuring  head,  the  larger  percentage  of  error  due  to  errors 
in  measuring  head,  and  the  limited  information  concerning  coeflScients 
of  discharge,  has  not  led  to  any  considerable  use  of  this  method.  Head 
gates  may  be  so  constructed  as  to  form  standard  submerged  orifices, 
when  partially  closed,  which  on  further  investigation  and  experiment 
may  provide  a  satisfactory  method  for  the  measurement  of  the  dis- 
charge of  turbine  in  place. 

Current  Meters,  when  properly  calibrated  and  carefully  used  under 
good  hydraulic  conditions,  and  by  a  skilled  observer,  will  g^ve  results 
closely  approximating  the  weir  in  accuracy.  In  turbulent  waters,  the 
enclosed  type  of  screen  meter  is  found  to  be  more  accurate. 

Moving  Screens. — ^A  moving  screen,  which  practically  fills  the  cross- 
section  of  a  uniform  channel  leading  to  or  from  the  wheel,  has  been 
used  for  some  time  in  Europe  and  is  now  being  introduced  into  this 
country.  It  is  usually  expensive  of  installation  but  involves  no  loss 
of  head  and  is  regarded  as  one  of  the  most  accurate  methods  of  flow 
measurement. 

Floats. — With  a  uniform  channel  of  considerable  length  and  good 
hydraulic  conditions,  float  measurements  properly  made  are  very  sat- 
isfactory. This  method  can  be  applied  only  under  rather  special  and 
unusual  conditions. 

Color  Solution. — Mr.  R.  D.  Johnson  recently  measured  the  rate  of 
water  consumption  in  certain  large  turbines  under  a  high  head  (240 
feet)  by  injecting  coloring  matter  into  the  head  of  the  conduit  and 
timing  its  appearance  in  the  tail-race,  thus  determining  with  consid- 
erable accuracy  the  velocity  in  the  penstocks  and  hence  the  rate  of 
discharge. 

Another  means  of  applying  the  method  of  color  solution  to  the  de- 
termination of  discharge  is  sometimes  used,  wherein  the  intensity  ot 
color  is  determined  by  means  of  a  colorimeter.  This  method  is 
analogous  to  the  methods  of  chemical  measurement 

Salt  Solution. — ^This  method  consists  of  discharging  a  concentrated 
salt  solution  at  a  definite  rate  into  the  head  waters  in  such  a  manner 
that  it  will  become  perfectly  mixed  with  the  stream,  and  by  accurately 
analyzing  the  amount  of  salt  found  in  the  discharge  from  the  wheels. 
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Uniform  application,  precise  analyses  both  before  and  after  discharge, 
and  perfect  mixing,  are  the  conditions  necessary  for  accuracy  in  re- 
sults. Mr.  B.  F.  Groat  believes  that  by  this  method  the  discharge  of 
the  turbines  at  Massena,  New  York,  was  determined  "with  a  margin 
of  error  of  only  a  few  hundredths  of  one  per  cent.*' 

Pitot  Tubes. — Pitot  tubes  are  especially  adapted  to  use  under  high 
velocities  in  closed  penstocks.  The  correct  use  of  a  properly  cali- 
brated Pitot  tube,  in  long  straight  reaches  of  pipe,  will  g^ve  entirely 
satisfactory  results.  Its  use  below  bends  or  obstructions  must  be  ac- 
companied by  a  traverse  of  the  entire  cross-section  of  the  pipe  on  at 
least  two  diameters  ninety  degrees  apart,  and  under  every  condition  of 
flow;  otherwise  the  position  of  the  point  of  mean  velocity  cannot  be 
correctly  determined. 


Fig.  225. — Doble  Tangential  Wheel  Arranged  for  Brake  Test  (see  page  355). 
Venturi  Meters. — ^Venturi  meters  have  been  installed  in  a  number 
of  plants  supplied  through  closed  penstocks.  This  provides  a  method 
of  measurement  for  permanent  use  which  may  be  considered  as  thoro^ 
ughly  reliable. 

ine  Turbine  as  a  Meter. — .\  turbine  tested  at  Holyoke  in  its  owr 
chute  case,  with  its  permanent  guides  and  gates,  constitutes  a  good 
meter  in  itself.  After  installation,  it  may  be  tested  for  power  either 
by  means  of  a  direct  connected  generator  or  by  a  suitable  brake,  and 
if  the  power  developed  at  various  gate  openings  substantiates  the  Hol- 
yoke tests,  the  results  may  usually  be  regarded  as  fairly  satisfactory. 
Allen  states  that  from  several  hundred  tests  of  wheels  in  place  he  has 
found  this  to  be  true  'Vithin  commercial  requirements.** 

It  is  desirable  with  most  systems  of  testing  to  check  one  method  by 
another,  if  practicable. 
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Fig.  226. — Section  and  Plan  of  Apparatus  for  Testing  Swain  Turbine  (by 
James  B.  Francis).     (See  page  355.) 
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164.  Measurement  of  Head. — ^The  power  of  water  applied  to  the 
wheel  depends  on  both  quantity  and  head.  The  head  is  more  easily 
measured  than  the  quantity,  but,  nevertheless,  requires  considerable 
care  for  its  acccurate  determination. 

The  head  on  the  wheel  must  be  measured  immediately  at  the  wheel 
both  for  the  head-water  and  tail-water.  If  measured  some  distance 
away  it  is  apt  to  include  friction  losses,  which  should  not  be  charged 
against  the  wheel  in  raceways,  penstocks  and  gates.  The  measure- 
ment of  head  should  usually  be  to  about  .01  feet,  although  this  de- 
pends on  the  magnitude  of  the  heads  involved. 

165.  Measurement  of  Speed  of  Rotation. — ^The  speed  of  the  wheel 
is  usually  recorded  in  revolutions  per  minute  and  may  be  determined 
by  a  revolution-cotmter  which  records  the  number  of  revolutions  made 
in  a  g^ven  interval  of  time ;  or  by  a  "tachometer"  which,  by  means  of 
certain  mechanism,  indicates  at  once  on  a  dial  the  revolutions  per 
minute.  The  latter  method  is  more  convenient  if  the  instrument  is 
correct,  but  frequent  calibration  and  adjustment  are  necessary  and  a 
correction  must  usually  be  applied  to  values  thus  observed. 

The  revolution-counter  is  more  accurate,  and,  while  not  so  conven- 
ient, is  to  be  preferred. 

166.  Measurement  of  Power. — ^The  power  of  the  wheel  may  be 
determined  by  placing  a  special  brake  pulley  on  the  turbine  shaft  and 
applying  a  resistance  by  means  of  a  Prony  brake  or  some  other  form 
of  dynamometer.  This  resistance  is  then  measured  by  some  form  of 
scales  (see  Figs.  225,  page  353,  and  226,  page  354  and  229,  page  359). 
The  power  thus  consumed  by  the  friction  of  the  brake  can  be  calcu- 
lated by  equation  (132) 

2irlnS 

(132)    P= IniTlilcli 

33000 
P= Horse  power. 

l=s  length  of  lever  or  brake  arm  from  center  of  revolution,  In  ft. 
n  =a  revolution  per  minute. 
T=a  ratio  of  the  cir6umference  to  the  diameter  of  a  circle  «=• 

3.1416. 
S  =s  weight  on  the  scale  in  pounds. 

This  is  the  method  applied  in  all  laboratory  work  (see  Fig.  225, 
page  353)  and  is  that  used  at  the  Holyoke  testing  flume. 

As  the  brake  does  not  involve  generator  efficiencies,  it  is  the  simplest, 
most  accurate  and  direct  method.  The  Alden  Absorption  D)mamome- 
ter  was  developed  and  has  been  extensively  used  for  this  purpose. 
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This  is  a  type  of  friction  brake  which  usually  consists  of  a  series  of 
smooth  cast  iron  discs,  keyed  to  the  power  shaft  and  revolve  with  it. 
Between  these  discs  are  stationary  housings  which  bear  upon  the  hubs 
of  the  discs,  and  each  supports  a  pair  of  thin  copper  plates  which  are 
in  contact  with  the  cast  iron  discs  on  either  side  of  the  housing.  A 
system  of  piping  admits  water  for  circulation  between  the  imit,  and 
the  pressure  of  water  controls  the  pressure  of  the  copper  plates  upon 
the  discs.  A  second  system  of  piping  circulates  oil  for  lubricating 
the  surface  of  copper  plate  and  iron  disc  which  are  in  contact  The 
housing  is  connected  by  a  system  of  levers  to  a  weighing  machine,  by 
means  of  which  the  power  absorbed  can  be  computed  as  in  the  case 
of  the  Prony  brake. 

Such  a  dynamometer  has  been  used  by  Mr.  Allen  to  absorb  4100 
H.  P.,  developed  by  a  pair  of  turbines  operating  imder  a  head  of  no 
feet.* 

When  wheels  are  tested  in  place,  it  is  sometimes  more  convenient, 
and  often  essential,  to  determine  the  power  output  from  the  current 
generated  by  electrical  units,  which,  when  measured  by  aid  of  the 
known  efficiency  of  the  generator,  will  give  the  actual  power  of  the 
wheel.  If  these  units  be  direct-connected  so  that  little  or  no  trans- 
mission loss  is  involved,  and  if  the  generator  is  new  and  its  efficiencies 
have  been  accurately  determined,  the  errors  involved  by  this  method 
are  comparatively  small.  The  transmission  of  the  power  before  meas- 
urement through  gearing,  through  long  shafts  and  bearings  or  by  other 
means,  involves  losses,  the  imcertainties  of  which  must  be  avoided  if 
accuracy  is  essential. 

167.  Efficiency. — ^The  efficiency  of  a  machine  is  the  ratio  of  energy 
delivered  by  the  machine  to  that  which  was  supplied  to  it  and  it  may 
have  various  significations. 

In  an  impulse  wheel  (see  Section  131)  the  theoretical  energy  of  the 
water  in  the  f orebay  in  foot  pounds  per  second  is : 
(1)  B«qwh 

The  energy  just  inside  the  outlet  of  the  pipe  is 
(138)  Ep=iqw(h'  +  M) 

The  energy  of  the  jet  is 

qwv* 
(77)  Ej^ 


*  See  the  Testing  of  Water  Wheels  after  Installation,  by  Professor  C.  tf* 
Allen;  Trans.  A.  S.  M.  B.  Vol.  82  p.  275. 
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and  the  theoretical  power  delivered  to  the  bucket  is 

qw  (1  —  ^)  V  (1  —  coBo)  ^v 
(76)  Bd= 

s 

If  £w  represents  the  actual  foot  pounds  of  work  delivered  by  the 
wheel  per  second  then 

(134)    B=tlie  efficiency  of  the  entire  installation  including  pipe,  jet, 

E  wheel,  etc. 

Ew 

(135)    =>  efficiency  of  the  water  wheel,  including  nozzle  and  bucket!. 

Bp 

Ew 

(136)    =  efficiency  of  the  runner,  and 

Bj 

Bw 

(137)    «=  hydraulic  efficiency  of  the  bucket 

E4 

Bw 

In  the  testing  of  water  wheels,  the  efficiency  (i3S), ,  is  the  ratio 

Bp 

ordinarily  to  be  determined  since  it  involves  the  losses  in  the  nozzle, 

jet  and  buckets  as  well  as  from  residual  energy  in  the  water  discharged 

by  the  buckets,  all  of  which  are  properly  chargeable  to  the  operation 

of  the  wheel. 

The  efficiency  represented  by  (137)  involves  only  the  effects  of  losses 
of  energy  by  the  water  in  passing  over  the  buckets  and  its  theoretical 
value  is  100  per  cent,  for  all  values  of  <^.  It  eliminates  the  effect  of 
uneconomical  speed  of  rotation  of  the  wheel  which  leaves  residual  lost 
energy  in  the  water  discharged  by  the  buckets  and  not  properly  charge* 
able  to  bucket  imperfections.  It  would  be  determined  only  in  a  de- 
tailed study  or  test  ihade  for  the  fourth  purpose  above  mentioned. 

168.  IllustratiQii  of  Methods  and  Ai>paratu8  for  Testing  Water 
Wheels. — Fig.  226,  page  354,  shows  the  apparatus  used  for  testing 
turbines  on  a  vertical  shaft,  by  Mr.  J.  B.  Francis  to  test  a  Swain  wheel 
at  the  Boott  Mills,  Lowell,  Massachusetts  (see  "Lowell  Hydraulic 
Experiments"). 

The  section  represents  a  vertical  turbine  in  the  testing  plant  with 
testing  apparatus  in  place. 

The  plan  of  the  plant  shows  the  arrangement  of  the  Prony  brake. 

In  these  drawings  P  is  the  friction  pulley ;  b  is  the  brake ;  c  are  coun- 
ter balances  to  remove  the  load  of  the  brake  from  the  wheel  shaft ; 
L  is  the  bent  lever  or  steel  beam  for  transferring  horizontal  motion  to 
a  vertical  Kft ;  S  is  the  scale  pan  for  the  weight ;  d  is  the  dash-pot ; 
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w  is  the  weir  for  measuring  the  water,  and  r  is  the  rack  for  stifling"  the 
water  after  leaving  the  wheel. 

Figure  227,  and  Figs.  228  and  229,  page  359,  show  the  brake  wheeZ 
and  Prony  brake  details  used  by  Mr.  William  O.  Webber  for  deter- 
mining the  efficiency  of  various  turbine  water  wheels  as  described  by 
him  in  a  paper  on  "The  Efficiency  Tests  of  Turbine  Water  Wheels/'  * 


Fig.  227.— Brake  Wheel  Used  by  W.  O.  Webber. 

269.  Tests  of  Wheels  in  Place. — In  April,  1903,  a  Leffel  turbine 
was  tested  at  Logan,  Utah,  at  the  station  of  The  Telluride  Power 
Transmission  Company,  by  P.  N.  Nunn,  chief  engineer.  The  wheel 
was  directly  connected  to  a  General  Electric  Company  generator  the 
efficiency  of  which  has  been  determined  as  follows : 

125  per  cent,  load 96.7  per  cent  efficiency. 

100  per  cent  load 96.2  per  cent  efficiency. 

75  per  cent  load 95.3  per  cent  efficiency. 

50  per  cent  load 93.5  per  cent  efficiency. 

25  per  cent  load 88.0  per  cent  efficiency. 

The  output  of  this  generator  was  used  as  a  basis  for  calculating:  the 
work  done  by  the  water  wheel. 

•  See  vol.  27,  No.  i,  American  Society  of  Mechanical  Engineers;  •!*>  Seo 
tion  171,  Bxperiments  at  the  Holyoke  Testing  Flume. 
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PartSldoEtoTAtloa 


Fig.  228. 


@^S£ 


Fig.  229.— Details  of  Prony  Brake  Used  by  W.  O.  Webber  (see  page  868)., 

The  results  of  the  tests  and  methods  of  calculation  are  shown  in 
Table  35,  page  361,  and  graphically  illustrated  in  Fig.  230,  page  360. 

A  similar  test  of  one  of  a  number  of  wheels  installed  by  The  James 
LefFel  O^mpany  in  the  plant  of  the  Niagara  Hydraulic  Power  and 
Manufacturing  Company  was  made  in  December,  1903,  by  Mr.  John 
L.  Harper,  engineer  of  that  company.    The  following  Table  36,  page 
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361,  is  the  condensed  data  of  the  test  of  wheel  No.  8  which  is  also  illus- 
trated by  Fig.  231,  page  362. 

The  water  was  measured  by  a  standard  contracted  weir  16.23  feet 
long  and  discharge  computed  by  Francis'  formula : 

q=»3.38(L— 0.2h)hl 

The  load  was  computed  from  the  voltmeter  and  ammeter  readings 
of  two  generators,  Nos.  5  and  12,  which  were  both  driven  by  this  wheel 


"18  -    00  70  00 

Fig.  280.— Results  of  Test  of  LefTel  Wheel  at  Logan,  Utah  (see  page  358). 

and  then  corrected  for  the  generator  loss  by  a  factor  estimated  from 
the  shop  tests  of  the  generators. 

The  10,500  H.  P.  turbine  manufactured  by  the  I.  P.  Morris  Com- 
pany for  the  Shawinigan  Power  Company  was  also  tested  in  a  similar 
manner.  The  graphical  results  of  this  test  are  shown  by  Fig.  232,  page 
363.  Fig.  233,  page  364,  illustrates  the  test  of  a  twenty-five  inch  Victor 
High  Pressure  Turbine,  manufactured  by  the  Piatt  Iron  Works  Com- 
pany, at  the  Houck  Falls  Power  Station  at  EUensville,  New  York. 

The  results  of  various  tests  at  the  Holyoke  testing  flume,  collected 
from  divers  sources,  are  given  in  the  appendix.    The  later  tests  have 
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TABLB  35. 
Tut  of  High  Head  Leffel  Horizontal  Turbine  at  Logan  Station  of  Telluride 
Power  Trans,   Company,  Logan,   Utah,    Efflciency  of  Teat  at  Comtant 
Speed,  April  t8,  190S. 

P.  N.  Nunn,  Chief  Engineer. 


Gate  openinff  

Head  on  15  feet  weir  in  feet 

Discharge  of  weir  in  cubic  feet  per 

second  

Lealcaere    around    weir    in    second 

feet  

Exciter  water  in  second  feet 

Water  through   turbine  In  second 

feet   

Pressure  at  shaft  center  in  pounds 


per  square   inch. 
Bffei 


Effective  head  above  shaft  center 

in  feet  

Vacuum  head  measured  in  feet... 

Total  working  head  In  feet 

Theoretical  horse  power 

K.  W.  output  at  switch  board 

Generator  efficiency  

Brake  horse  power  of  turbine 

Efficiency  of  turbine 

Gate  opening   


0.75 

0.60 

0.40 

0.50 

0.76 

1.894 

1.182 

0L969 

L129 

L868 

81.86 

68.76 

47.27 

59.66 

79.66 

C.85 

0.86 

0.86 

0.86 

0.85 

L»5 

1.96 

1.98 

L98 

L98 

80.72 

68.68 

46.14 

68.53 

78.42 

8&5 

87.8 

87.6 

87.2 

86.5 

199.8 

2018 

20L6 

200.9 

199.8 

10.4 

ia6 

10.8 

10.6 

10.4 

209.7 

211.8 

212.4 

21L5 

209.7 

1921 

1400 

1112 

1406 

1866 

1162 

789 

600 

787 

1123 

0.965 

0.962 

a986 

0.962 

0.966 

1600 

1041 

717 

1038 

1560 

0.888 

0.788 

0.644 

0.789 

0.886 

0.75 

0.50 

0.40 

0.60 

a76 

0.96 
1.475 

88.94 

a86 
1.96 

87.81 

86.2 

196.6 
10.8 
206.9 
2082 
1210 

0.967 
1677 
0.806 
0.96 


NoTB— Speed,  400  R.  P.  M.  (normal). 

Generator  efficiency  taken  from  test  of  machine  made  by  The  General  dec- 
trio  Company.     (Record  of  test  in  office  of  chief  engineer.) 

TABLB  86. 
Te9t  of  a  Double  Horizontal  Leffel  Turbine  Installed  in  the  Plant  of  the 
Niagara  Hydraulic  Company,  Niagara  Falls,  N,  T, 


Gate  Opknihc 

1. 

.45         1          .7 

1.0 

Dec  5th 

Dec  6th 

3:21  p.m. 

5:01  p.m. 

4:59  p.m. 

1.365 

1.978 

2.257 

84.76 

146.6 

178.8 

213.0 

212.4 

212.7 

2045 

3528 

4320 

255 

259 

250 

178 

178 

184 

5065 

5020 

5838 

.92 

.92 

.92 

1314 

1802 

1563 

Friction 

12200 

13000 

Load 

57.7 

60.5 

Only 

.95 

.955 

17 

1720 

1912 

1331 

3022 

3475 

.651 

.856 

.805 

Time  

Hook  gauge  reading   (corrected) 

Discharge  of  wheel  hy  Francis'  formula. 

Head  on  turhine 

Hydraulic  horse  power 

R.  P.  Bl 


Cfenerator  No.  5* 

Volts    

Amperes   

Efficiency    

Horse  power  taken  from  wheel  by  generator 

Cfenerator  No,  12  f 

Volts    

Amperes    

E!fflciency • • 

Horse  power  taken  from  wheel  by  generator 

Total  horse  power  output  of  wheel 

Bfflciency  of  wheel 


•  (Jenerator  No.  6  is  a  0.  B.  5000  A.  715  V.,  D.  C.  machine. 

t  (Generator  No.  12  is  a  Bullock  1000  K.  W.,  8  phase  A.  C.  generator. 
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been  iumished  by  manufacturers  and  represent  the  best  results  of 
modem  turbine  manufacture. 

170.  Desirable  Extension  of  Holyoke  Tests. — ^Attention  has  pre- 
viously been  called  (see  Section  161,  page  349)  to  the  fact  that  it  is  very 
desirable  to  extend  the  tests  to  the  limits  of  no  revolutions  and  runaway 
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Fig.  231. — ^Results  of  Test  of  Leffel  Wheel  at  Niagara  (see  page  359). 

Speed  in  order  to  check  the  intermediate  results  and  give  a  broader 
basis  for  wheel  analyses  and  selection. 

Figure  234,  page  365,  shows  the  results  of  tests  made  on  a  forty-eight 
inch  Victor  turbine.  These  tests  are  rather  more  complete  than  ordi- 
narily carried  out  at  the  Holyoke  testing  flume,  yet  the  range  of  the 
actual  tests  compared  with  the  possible  range  of  such  tests  is  corft 
paratively  small.  In  this  particular  case  tests  at  runaway  speed  wert 
made  at  three  gate  openings  but  no  tests  were  available  under  sta- 
tionary conditions.    The  advantages  of  a  test  at  the  extreme  linAs 
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are  perhaps  best  shown  by  reference  to  Fig.  235,  page  365.*  In  this 
particular  case  only  one  test  was  practicable  near  the  points  of  maxi- 
mum efficiency  and  power,  and  this  test  was  at  the  speed  for  which 
the  unit  was  designed  and  practically  correspond  to  a  speed  of  fifty 
K.  P.  M.  under  one  foot  head.  However,  the  determination  of  the 
torque  at  fixed  gate  openings  and  under  stationary  conditions  and  at 
runaway  speed  (with  no  torque)  permitted  a  completion  of  the  ex- 
perimental curves  in  a  manner  which  although  approximate  gave  a^ 
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Fig.  232.— Results  of  Tests  of  10,500  H.  P.  Turbine  at  Shawinigan  Fftlls,  Can- 
ada (see  page  360). 

very  fair  basis  for  determining  with  reasonable  accuracy  the  probable 
operation  of  the  wheel  under  all  conditions  of  speed. 

171.  Holyoke  Tests  and  Actual  Results  in  Place. — ^The  cost  of  in- 
stallation of  large  plants  is  so  great  that  it  is  necessary  to  determine 
the  power  and  efficiency  that  can  be  expected  within  a  comparatively 
small  margin  before  the  plant  is  constructed.  In  consequence,  the 
testing  of  actual  wheels  with  their  permanent  chute  cases,  gates  and 
guides,  whenever  they  are  sufficiently  small  for  that  purpose,  or  of 
homologous  wheels  similarly  equipped,  whenever  the  turbines  are  too 

^  See  The  Inyestlgatlon  of  the  Performance  of  a  Reaction  Wheel,  by  Prol 
H.  L.  Daugherty.    Proc.  A.  S.  C.  E.,  Vol.  XL,  No.  8,  page  2477. 
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large  for  such  purposes,  is  essential.  The  Holyoke  testing  flume  is 
suitable  for  the  satisfactory  testing  of  wheels  of  perhaps  forty  inches 
or  even  larger  for  wheels  of  small  capacity.  For  larger  wheels,  the 
results  at  Holyoke  are  not  fully  satisfactory  on  account  of  the  fact 
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Fig.  233.— Test  of  Victor  Turbine  at  Houck  Palls,  New  York  (see  page  360). 
that  the  quantity  of  water  is  limited  by  the  size  of  the  supply  pipe,  the 
head  is  reduced  by  the  large  amount  of  water  needed,  and  the  dis- 
charge is  throttled  by  the  arrangement  of  the  flume.  In  all  such  cases, 
therefore,  the  best  results  will  be  attained  through  the  tests  of  homo- 
logous wheels. 

In  many  cases  homologous  wheels  are  tested  at  Holyoke  in  vertical 
cases,  different  in  design  from  those  which  will  be  used,  especially 
when  the  wheels  are  to  be  set  with  a  horizontal  shaft,  either  single, 
twin,  quadruplex,  etc. 
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J^  vo/uf/onj  per  M/nute 
FifiT.  234. — Speed-Resistance  Relations  for  a  48'lnch  Victor  Turbine  Under 
13-foot  Head  (see  page  363). 
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Fig.  235. — Relations  Between  Torque  and  Speed  of  27-inch  I.  P.  Morris  Re* 
action  Turbine  (see  page  368). 
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In  die  actual  design  or  selection  of  turbines,  the  relation  between 
Holyoke  test  results  and  the  actual  results  in  place  becomes  very  im- 
portant for  to  secure  the  highest  efficiency  it  is  necessary  to  see  that  the 
wheel  installed  does  not  develop  a  great  excess  of  power,  and  it  is 
almost  equally  important  to  see  that  the  wheel  is  not  greatly  tinder 
IX)wer,  as  that  might  often  involve  a  serious  loss  in  capacity.     For  this 


5  6  7  e 

Ocrte  Opening  -  Tifffhs, 
Fig.  236.— Relation  Between  Home  Power  and  Gate  Opening  for  a  Fair  of 
36-lnch  Wheels  Under  28-foot  Head  and  at  200  R.  P.  M.  (see  page  363). 

reason  it  is  the  usual  practice  to  assume  that  the  wheel  will  develop 
power  in  place  about  five  per  cent,  less  than  the  test  for  simple  vertical 
wheels  and  about  ten  per  cent,  less  for  horizontal  wheels,  and  to  base 
the  selection  on  such  assumption.  This  practice  is  not  altogether 
borne  out  by  results.  In  Figure  236  is  shown  the  results  of  a  test 
by  Professor  Allen  on  a  pair  of  thirty-six  inch  horizontal  wheels  set 
three  and  three-tenths  diameters  apart,  operating  under  twenty-eight 
foot  head,  with  draft  tubes  changing  from  a  circular  to  an  oval  cross- 
section  and  with  constantly  increasing  area.    This  comparison  of  re- 
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suits  shows  an  agreement  at  full  gate  and  comparatively  small  differ- 
ences at  part  gate.*  Figure  237  shows  the  results  of  Professor 
Allen's  test  of  a  pair  of  forty-eight  inch  horizontal  wheels  set  4.25  di- 
ameters apart  and  imder  a  forty  foot  head.*    The  apparent  increase  > 


6  7  B 

6ofte  Cpentn^  -  Tenths 

Fig.  237. — ^Relation  Between  Horse  Power  and  Gate  Opening  for  a  Pair  of 
4S-inch  Wheels  Under  40-foot  Head  and  at  200  R.  P.  M. 


in  power  in  these  wheels  is  believed  to  be  due  to  the  fact  that  for 
wheels  of  this  size  and  capacity  the  Holyoke  tests  are  apt  to  give  too 
low  results. 

Figure  238,  page  368,  is  a  test  made  by  Mr.  C.  T.  Main,  of  the 
wheels  installed  by  S.  Morgan  Smith  Company  at  Rainbow,  Montana. 
The  diagram  shows  a  comparison  of  efficiency  power  curves  between 

*The  Testing  of  Water  Wheels  After  Installation  by  Prof.  C.  M.  Allen. 
Trans.  A.  S.  M.  B.,  vol.  32.  p.  276. 
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the  estimate  from  the  Holyoke  test,  the  results  guaranteed,  and  the 
actual  results  obtained.  These  units,  six  in  number,  have  double  run- 
ners and  cast  iron  scroll  cases  and  operate  under  107  foot  head. 
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Fig.  238. — Efficiency  Tests  of  a  Water  Wheel  at  Rainbow,  Mont  (see  page  867). 
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CHAPTER  XIII 

TURBINE  ANALYSIS  AND  SELECTION 

172.  Symbols  Used  in  This  ^Chapter. — ^The  letters  and  symbol 
used  in  this  chapter  have  the  following  significance : 

D  as  Diameter  of  wheel  in  inches. 

e  =3  Efficiency. 

h,  hh,  hi  =s  Effective  head  under  which  the  wheel  is  to  operate. 

n  -a  R.  P.  M.  sa  Revolutions  per  minute. 

Bh,  nih  niasR.  P.  M.  of  homologous  wheels  of  equal  diameters  under  head! 

of  h,  sixteen  and  one  feet  respectively. 
P  Bs  Horse  power  of  wheel  at  any  given  head. 
Ph,  Pit,  Pisa  Horse  power  of  homologous  wheels  of  equal  diameter  under 

heads  of  h,  sixteen  and  one  feet  respectively, 
q  sa  Discharge  of  wheel  under  given  head  in  cuSIc  feet  per  second, 
qh,  qi«,  qi  B3  Discharge  of  homologous  wheels  of  equal  diameter  under  heads 

of  h,  sixteen  and  one  feet  respectively. 
Aa^Speed  coefficient  s=R.  P.  M.  of  one  inch  wheel  under  one  foot  head. 
Kb«  Discharge  coefficient »»  Discharge  of  one  inch  wheel  under  one  foot  head 

in  cubic  feet  per  second, 
psa  Power  coefficiently  Horse  power  of  one  inch  wheel  imder  one  foot  head. 
^=3  Specific  power  =  Horse  power  of  a  wheel  at  one  revolution  per  mlnnte 
under  one  foot  head. 

173.  Reduction  of  Data  to  Uniform  Head. — ^An  examination  of 
the  results  of  any  turbine  test  will  show  that  under  the  ordinary  con- 
ditions of  conducting  such  a  test  die  head  will  vary  during  the  test  to 
a  greater  or  less  extent,  and  will  commonly  decrease  as  the  gate  open- 
ing increases  and  more  water  is  discharged  by  the  turbine.  It  is  evi- 
dent, therefore,  that  in  order  to  determine  how  the  wheel  will  actually 
operate  under  a  uniform  head,  it  will  be  necessary  -to  reduce  the  ex- 
perimental data  taken  under  varying  heads  from  the  test  results  to  the 
equivalent  results  which  would  be  secured  under  the  head  at  which  the 
wheel  is  to  operate.  If,  for  example,  the  head  Ah  is  the  desired  operat- 
ing head,  the  various  factors  can  be  reduced,  according  to  the  prin- 
ciples discussed  in  Chapter  XI  by  the  following  formulas : 

For  example,  take  Experiment  No.  80  of  Table  80  (Appendix^,  in 
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-which  the  following  data  are  given,  which  it  is  desired  to^ednce  to  a 
head  of  sixteen  feet : 


Number 

export- 
meotk 

Gete 

Proportional 

duoharffo 

(diaohafge 

•tfnUnte 

Withhi^Mft 

effldencral). 

Heed 
feek 

Duration 
of  taut  In 
mlnutoa. 

Berolu- 
tSons  per 
minute. 

Die- 

feet  per 
second. 

Hone- 
oped. 

Peroent- 

a^^eof 

effl- 

oiencj. 

1 
80 

2 

a.76 

3 

1.010 

4 
17.49 

6 
4 

6 

ito.o 

7 

8 
91.07 

9 
71.04 

The  data,  formulas  and  computations  will  be  as  follows : 


Experimental  Data 


h—  17.49 
&»130 

q»   64.45 

P=  91.97 
e=.   71.94 


Formulas 


(93)     nh  = 


(97)     qii  =  - 


n  Vhh 

Vh 
q  VE 


(108)     Ph  =  . 


Vh 
Phhl 


hf 


GalculationB 


130  Vl6 


nw=5- 


V  17.49 
64.45  Vl6 


Qit  =  - 


V  17.49 
91.97  X  16l 

17.49f 


Results 


liii=  16  '^^^ 

ni.==  124.3     ,. 

qit=  61.61 

Pit=   80.4 
e=   71.94 


As  the_speed  ratio  has  been  kept  constant  in  these  calculations,  the 
efficiency  will  remain  constant  for  this  and  all  similar  reductions. 
Each  experiment  in  the  test  shown  in  Table  8o  has  been  reduced  in 
the  above  manner  and  has  been  platted  in  three  sets  of  curves  (see 
Fig.  239,  page  374)  by  which  the  common  relations  of  the  efficiency, 
power  and  discharge  of  this  wheel  at  various  speeds  for  various  gates 
and  imder  a  sixteen  foot  head  are  shown.  From  this  diagram  it  will 
be  seen  that  imder  a  sixteen  foot  head,  the  most  efficient  speed  of  op- 
eration will  be  at  about  173  R.  P.  M.,  and  that  either  an  increase  or  a 
decrease  in  speed  will  result  in  a  decrease  of  the  maximum  efficiency. 
The  relations  of  efficiency  to  power  at  this  efficient  speed  and  at  speeds 
of  160  and  185  R.  P.  M.  as  derived  from  this  diagram  are  shown  in 
Fig.  240.  page  376. 

Diagrams  showing  in  detail  the  results  to  be  anticipated  from  the 
tise  of  this  wheel  under  any  other  head  can  be  made  in  a  similar  man- 
ner; or  this  diagram  can  be  used  directly  for  the  calculations  of  such 
data  by  applying  the  formulas  used  for  each  point  to  be  considered. 
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Pig.  239.— Diagram  of  Results  of  Test  of  30-inch  Wheel  After  Reduction  to 
Basis  of  16-foot  Head  (see  page  373). 
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174.  Reduction  of  Data  to  One  Foot  Head— As  the  variations  in 
speed  n,_discharge  q,  and  power  P  are  in  proportion  to  ^/h,  y/h,  and 
A  *,  respectively^  and  as  these  functions  of  h  become  unity  for  a  head 
of  one  foot,  it  is  frequently  desirable  to  select  a  head  of  one  foot 
(fcj--  i)  as  a  basis  for  graphical  turbine  analyses.  This  renders  such 
a  diagram  more  readily  available  for  general  use.  When  this  is  de- 
sired, the  formulas  used  and  the  calculations  as  applied  to  the  data 
considered  in  Section  173  are  as  follows: 


Data 

Fomnilaa 

Calculations 

Results 

h«  17.49 
n«130 

(94)     m  =  — 

Vh 

a 

(99)     qi  = 

Vh 

P 

(110)     Pi=     . 

bl 

130 

lih=   1 
ni  =  31.1 

q-»  64.45 

V  17.49 
64.45 

qi  =  16.41 

<li=j- 

P—   91.97  . 
e=   71.94 

V  17.49 

91.97 

Pi  = - 

17.49t 

Pi=.   1.267 
e  =  71.94 

In  this,  as  in  all  cases,  the  efficiency  e  remains  constant  as  long  as 
the  speed  ratio  is  constant. 

Figure  241,  page  377,  is  a  graphical  diagram  in  which  each  test  in 
Table  80  has  been  reduced  to  the  basis  of  one  foot  head  in  the  above 
manner,  and  platted  as  in  the  case  discussed  in  Section  173. 

This  diagram  can  be  conveniently  used  for  the  consideration  of  this  ^ 
wheel  for  all  heads.  In  this  case,  the  most  efficient  speed  at  one  foot 
head  is  43.25  R.  P.  M.  As  the  efficiencies  at  any  given  speed  ratio  re- 
main constant  and  as  the  speed  and  discharge  at  any  other  head  vary 
as  V*>  and  as  the  power  at  any  other  head  varies  as  A*,  the  efficiency, 
the  discharge  and  the  power  at  each  gate  opening  will  be  equal  to  the 
diagrammatic  readings  at  the  points  where  the  efficient  speed  line  of 
43.25  R.  P.  M.  crosses  the  efficiency,  power  and  discharge  lines  for 
each  gate,  multiplied  by  the  appropriate  factor.  That  is,  this  diagram 
can  be  used  for  the  determination  for  any  head  and  for  each  gate,  of 
the  speed  n,  by  multiplying  the  speed  shown  under  the  given  speed 
conditions  on  the  diag^m  by  V*^  Tlie  value  of  discharge  q,  can  be 
determined  by  multiplying  the  diagrammatic  value  of  q^  by  ^h,  and  the 
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value  of  the  power  P,  can  be  determined  by  multipl3ring  the  value  of 
Pj  as  given  on  the  diagram  for  one  foot  head,  by  A*.  For  example, 
for  each  of  the  heads  given  below,  the  diagrammatic  values  must  be 
•tiplied  by  the  ratio  given  under  each  head  for  speed,  power  and  dis- 
charge. 

90 
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27 

64 
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216 
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Fig.  240.— Relations  of  filfflciency  and  Power  of  30-inch  Wheel  at  Diiferent 
Speeds  Under  16-foot  Head  (see  page  373). 

For  head  of T 

Ratio  of  R.  P.  M. 1 

Ratio  of  power 1 

Ratio  of  discharge 1 

Efficiency  constant  for  all  heads. 

To  illustrate  the  use  of  this  method,  the  efficiency  power  curve  for 
this  wheel  under  sixteen  foot,  twenty-five  foot  and  thirty-six  foot  head 
has  been  calculated  and  platted  in  Fig.  242,  page  378. 

175.  Reduction  of  Data  to  Unit  Diameter  and  Head. — ^The  meth- 
ods described  in  the  last  two  sections  are  most  satisfactory  when  con- 
sidering the  results  which  can  be  obtained  under  a  certain  head  or  un- 
der various  heads  from  a  wheel  of  the  same  characteristics  and  diam- 
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C9¥pfution9  fmrMthidm  ef  30  inch  W/f€€/  Un<f€r  ifbet/faacf 
^.  241.— Diagram  of  Test  Results  After  Reduction  to  Conditions  at  1-foot 

Head  (see  page  875). 
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eter  as  the  wheel  on  which  the  tests  were  made.  When,  however,  the 
test  is  made  to  show  the  results  that  can  be  obtained  from  a  series  of 
wheels  of  homologous  design  with  the  wheel  tested,  it  is  preferable  to 
reduce  the  data  not  only  to  a  uniform  head  of  one  foot,  but  also  to 
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Fig.  242. — ^Efficiency  Power  Carve  Under  Different  Heads  (see  page  376). 

reduce  the  data  to  an  ideal  wheel  of  a  diameter  of  one  inch  and  by  this 
means  determine  the  coefficients  of  speed  A,  of  discharge  K,  and  of 
power  p,  for  all  conditions  of  gate.  This  can  be  done  by  the  use  of 
the  formulas  and  the  calculations  as  applied  to  the  data  considered  in 
Section  173  as  follows : 


Data 


Formulas 


Calculations 


Results 


li»  17.49 
m»lSO 

q»  64.45 

P«  91.97 
e«   71.94 


(91)     A  = 


(101)     K  = 


(113)      p  = 


Dn 

q 

D«Vh 

p 

D*hf 


K  =  - 


30  X  130 

VlTlS 
64.45 


30»V  17.49 
91.97 

30»  X  17.491 


hi  — 1 

K«       .01711 

V^       .001397 
6=   71.94 


The  efficiency  ^/remains  constant  for  speed  ratios  as  in  previous 
cases. 
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Figure  243,  page  380,  is  a  graphical  diagram  in  which  each  test  in 
Table  80  has  been  reduced  to  the  conditions  of  a  one  inch  wheel  under 
one  foot  head  and  platted  as  in  the  cases  previously  discussed. 

Having  reduced  the  test  data  by  one  of  the  three  methods  described 
in  this  and  the  previous  two  sections,  the  data  may  be  platted  and  the 
points  of  efficiency,  discharge  and  power  for  the  varying  speeds  may  be 
connected  by  average  lines  which  will  indicate  the  variation  of  the  effi- 
ciency, discharge  and  power  with  the  variations  in  speed.  The  results 
are  exactly  similar  in  each  of  the  three  cases  except  that  there  must  be 
a  change  in  scale.  The  results  of  the  three  methods  of  platting,  based 
on  the  turbine  tests  given  in  Table  80  are  embodied  in  Fig.  244,  page 
381,  where  the  use  of  the  three  scales  (when  needed)  gives  a  direct 
comparison  of  the  three  methods  above  described. 

In  using  the  unity  diagram  first  described  in  this  section,  the  formulas 
previously  given  in  this  section  must  be  rearranged  as  follows : 


Ol) 

(W) 
(101) 


A  Vh 

11  "^ 

D 

A  Vh" 

Q  — 

n 
.KD«  Vh" 

(118)  D—  /- 

VI 


phi 
(113)  P  =  pD*hf 

For  example,  if  it  is  desired  to  use  a  wheel  of  this  type  to  develop 
700  H.  P.  under  a  head  of  sixty-four  feet,  then  from  equation 


(118)        D=»   / =  29.7  or  practically  30  inches 

V  .0 


/       700 
.00155  X  512 

The  unit  speed  is  A  —  1300;  hence  for  a  sixty-four  foot  head,  from 
equation 

1300  V^64 

(91)  n  = =  346.6  R.  P.  M. 

30 

The  efficiency  for  each  gate  can  be  determined  by  the  efficiency  at 
the  point  of  intersection  of  the  A  — 1300  line  with  the  various  gate 
efficiency  lines.  The  power  for  each  gate  can  be  determined  by  the  use 
of  equation  (113),  taking  the  value  of  p  for  |^ch  gate  at  the  inter- 
section of  the  power  lines  for  that  gate  with  the  line  A  —  1300. 
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Fig.  243.— Diagram  Shc)|iriiig  Results  of  the  Test  of  the  80-inch  Wheel  AfteiP 
Reduction  to  Conditions  of  a  1-inch  Wheel  Under  1-foot  Head  (see^page  S78). 
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Fig.  244. — Diagram  of  Results  of  Test  of  the  30-inch  Wheel  as  reduced  to 
Conditions  of  Uniforn\  Head  by  Three  Methods  (see  page  379). 
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176.  The  Characteristic  Curve. — A  second  method  of  a  graphical 
representation  of  the  variation  in  turbine  relations  may  be  shown  by 
the  characteristic  curve  in  which  a  single  diagram  is  used  instead  of 
the  three  diagrams  used  in  Figure  244.  Figure  245  shows  a  char- 
acteristic curve  platted  with  4>  as  ordinates  and  the  discharge  of  a 
forty-four  inch  wheel  imder  one  foot  head  as  abscissae.    The  interre- 


^0  2A  26  32  J6  ^  44 

Dachotye  tn  Cubic  Fe^t  per  Second  und^'  One  Foot  Head 

'Tig.  245. — Characteristic  Curve  of  a  44-inch  "Improved  New  A-X^®^^^*^ 

Turbine. 
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lations  between  the  various  characteristics  of  speed,  discharge  and 
power  are  perhaps  best  shown  by  the  characteristic  curve,  but  the  form 
of  analytical  diagram  shown  in  Figs.  239,  241,  243  and  244  has  special 
advantages  and  is  commonly  used  for  turbine  analyses.  In  most  cases, 
the  variation  in  discharge  tmder  variations  of  speed  and  gate  are  not 
of  sufficient  importance  to  be  noted,  and  therefore  in  most  working  di- 
agrams the  sets  of  curves  showing  these  relations  are  omitted.  /i)^'^^j 

177.  Variations  of  Relative  Speed  With  Changes  in  Head. — Im 
many  places  under  low  head  conditions,  the  maximum  head  occurs  with 
low  water  flow.  As  the  flow  of  the  stream  increases  it  is  frequently 
necessary  to  maintain  or  perhaps  reduce  the  elevation  of  the  head 
water,  while  the  tail  water  will  rise  with  the  increase  in  the  river  dis- 
charge. Under  such  conditions,  with  an  increased  flow  a  decrease  nn 
head  will  result.  With  such  variation  in  head  it  is  important  to  select 
such  an  operating  speed  for  the  wheels  to  be  instaUed  that  they  will 
work  as  efficiently  as  possible  under  the  entire  range  of  Jieads.  This 
is  commonly  accomplished  by  the  selection  of  a  speed  n,  which  will  se- 
cure the  maximum  efficiency  at  an  intermediate  head.  For  example 
at  the  Prairie  du  Sac  plant  of  the  Wisconsin  River  Power  Company, 
each  unit  consists  of  four  sixty-four  inch  Allis-Chalmers  wheels,  and 
will  operate  under  a  constant  speed  of  107  R.  P.  M. 

At  high  water  an  extreme  minimum  head  of  twenty  feet  may  obtain, 
while  the  maximum  head  at  low  water  may  reach  an  extreme  of  thirty- 
four  feet.  The  maximum  efficiency  of  these  wheels  is  secured  with  a 
speed  coefficient 

Dn  64  X  107 

A  =  -3  = ^3 =  1295 

Vh  V28 

For  other  heads  the  values  of  A  will  be  as  follows : 


Head 

Speed  Coefficient 

(h) 

(A) 

34 

1175 

32 

1210 

30 

1250 

28 

1295 

26 

1345 

24 

1400 

22 

1460 

20 

J535 

Figure  246,  page  384,  shows  the  ordinary  form  of  analytical  diagram 
^iscd  in  current  practice,  from  which  (as  previously  noted)  the  dis- 
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charge  curves  are  omitted.  On  this  diagram  are  platted  vertical  lines 
locating  the  relative  speed  coefficients  for  the  various  heads  from 
twenty  to  thirty-four  feet  as  shown  in  the  above  table.  The  points  at 
which  these  lines  cross  the  efficiency  curves  at  various  gates  will  give 


wo 


900 


fOOO        nOO        /200       iSOO        /400         ISOO 


/600       /TOO 


Fig.  246.— Ordinary  Form  of  Diagram  of  Turbine  Analysis  (see  page  S83). 
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directly  the  efficiency  at  that  gate  and  the  relative  speed.  The  co- 
efficient of  power  which  will  obtain  at  the  relative  speed  is  indicated 
by  the  intersection  of  these  same  lines  with  the  curves  of  the  graphical 
diagram  indicating  the  power  coefficients  at  various  gates,  and  the 
power  for  each  point  can  be  determined  by  the  formula 
(HZ)  P=3piyhf 

Figure  247  shows  the  resulting  relations  of  power  and  efficiency  of 
a  single  runner  under  the  various  heads  above  considered. 
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Fig.  247.^Relatloiui  of  Power  and  ESffldency  of  a  Single  Runner  Under  Varl* 

0U8  Heads. 

Z7&  Specific  Power  Relations. — The  forms  of  diagrams  described 
in  the  last  four  sections  make  clear  the  relations  of  speed  n,  discharge 
q,  power  P,  and  the  speed  coefficient  A,  discharge  coefficient  K,  and 
power  coefficient  p,  for  any  homologous  series  of  wheels. 

In  the  analysis  of  turbines,  it  js  also  essential  to  show  the  inter^ 
relations  of  one  series  of  turbines  with  other  series  having  different 
characteristics.  For  this  purpose,  the  use  of  the  specific  power  co- 
efficient 9  becomes  desirable. 

The  relations  of  specific  power  to  efficiency  are  shown  in  very  satis- 
factory manner  in  the  diagram,  Fig.  218,  page  330,  which  is  reproduced 
as  Fig.  248,  page  387.  In  this  figure  are  shown  the  relations  of  ef- 
ficiency to  specific  power  for  each  of  the  modem  wheels  for  which 
tests  are  given  in  the  appendix,  Tables  72  to  loi  inclusive.  Each 
Roman  numeral  (I,  II,  etc.)  represents  the  results  of  the  tests  of  the 
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wheel  of  a  single  manufacturer,  with  the  exception  of  diagram  IV, 
where  three  manufacturers  are  represented.  The  practicing  engineer 
should  make  a  similar  diagram  on  a  much  larger  scale,  and  should  plat 
thereon  the  tests  of  the  wheels  which  may  be  submitted  from  time  to 
time  for  his  consideration. 

The  Holyoke  tests  of  the  wheels  for  which  the  efficiency-specific 
power  curves  are  shown  in  Fig.  248  can  be  found  in  the  tables  of  tests 
as  given  in  the  following  tabular  index. 


Wheel 

Table 
No. 

Page 

Wheel 

Table 
No. 

Page 

I  A 

93 

101 

73 

7a 

82 
91 
100 
74 
76 
79 
81 
83 
97 

798 

812 

769 

768 

776     ' 

794 

810 

761 

765 

770 

774 

778 

80« 

IV  A 

77 
86 
88 
85 
87 
72 
80 
89 
94 
99 
75 
84 
96 

767 

>I  B 

IV  B 

784 

i5  a:.::..:::..:.:. 

IV  C 

788 

II  B 

IV  D 

782 

II  C 

IV  E 

786 

II  D 

V  A 

757 

II  E 

V  B 

772 

Ill  A 

V  C 

790 

Ill  B 

V  D 

799 

Ill  C 

V  E 

808 

Ill  D 

|VI  A 

763 

Ill  E 

'VI  B 

VI  C 

780 

Ill  F 

80d 

I 

In  view  of  the  previous  discussion  of  this  subject,  the  use  of  Fig. 
248  is  quite  obvious.  If  for  example,  we  desire  to  develop  100  H,  P. 
at  200  revolutions  per  minute  under  a  sixteen  foot  head,  we  will  have 
the  conditions: 

n*P        200»  X 100 

^= = =  3900 

ht  1024  , . 

From  Fig.  248  we  find  that  from  the  diagrams  the  following  wheels 
will  give  an  efficiency  above  eighty-eight  per  cent,  with  this  specific 
power:  namely,  II  C,  III  D,  III  E  and  VI  B.  If  a  graphical  analy- 
sis of  each  of  these  wheels  be  made  on  the  basis  of  Sections  174  or 
17s  and  compared,  a  diagram  similar  to  Fig.  249,  page  388,  can  be  made 
which  shows  that  tmder  the  conditions  named  the  wheel  III  E  seems 
best  suited  to  fit  the  conditions  of  the  problem. 

It  should  be  noted  that  in  the  tables  for  modem  turbines,  Tables  72 
to  loi  inclusive,  the  tests  are  given  essentially  in  the  inverse  order  of  the 
magnitude  of  ^e,  that  is,  the  wheels  of  low  specific  power  or  low  ca- 
pacity are  first  in  order. 

179.  Turbine  Coefficients  for  Most  Efficient  Speed  of  Operatioft— 
As  a  basis  for  preliminary  selection,  that  is,  for  determining  in  general 
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what  type  of  turbine  will  probably  be  best  suited  for  a  particular  con- 
dition, the  sub  e  values  of  the  coefficients  for  various  types  of  wheels 
are  very  useful.  In  Table  37,  page  389,  are  shown  such  values  for 
standard  wheels  of  various  manufacturers.  These  values  are  the  aver- 
age of  values  determined  from  the  catalog  speed,  power  and  discharge 
for  a  considerable  range  of  head  and  diameter.  In  Table  37  are  also 
shown  such  values  calculated  from  the  actual  tests  of  individual  wheels. 
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Fig.  248. — ^Relations  Between  EiBciency  and  Specific  Power  for  Various  To^ 

bines  (see  page  386). 
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It  is  evident  from  the  various  diagrams  previously  discussed  that 
a  departure  from  these  values  of  the  coefficients  may  mean  a  decrease 
in  efficiency.  However  with  small  variations  in  speed  this  decrease  is 
slight^  and  frequently  has  to  be  made  in  order  that  a  wheel  may  be 
secured  which  will  operate  under  certain  desired  conditions.  This 
table,  therefore,  is  indicative  of  the  wheel  or  wheels  which  will  best 
suit  the  various  conditions.    From  such  a  table  therefore  an  approxi" 
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Pig.  249.— Power-Efficiency  Curves  for  Pour  Wheels  Which  Give  Over  BIgiitr 
Per  Cent.  Efficiency  With  Specific  Power  of  3900  (see  page  886). 

mate  analysis  of  the  wheel  or  wheels  probably  best  suited  for  the  fixed 
conditions  of  any  problem  may  be  determined.  It  will  be  evident, 
however,  that  the  graphical  analyses  described  in  this  chapter  are  much 
better  suited  to  determine  these  conditions  and  are  the  only  available 
method  by  which  a  reasonably  exact  analysis  can  be  made. 

i8o.  Practical  Selection  of  Turbines. — ^The  principles  underlying 
the  selection  of  the  type  of  turbine  necessary  to  fulfill  a  gfiven  condi- 
tion, and  the  method  of  analysis  to  be  applied  thereto  have  already 
been  discussed  in  sufficient  detail.    For  the  purpose  of  practice,  it  is 
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TABLE  37. 

Tahle  of  Oharacteri8tio  Coefflcienta  of  Various  Wheels  From  Catailogue  Values 

of  Manufacturers. 


Idanufacturer 

Type 

</>• 

A. 

K. 

p. 

&. 

Ohrlsti^nii  Mch.  Co 

Balanced  Gate  Tur- 
bine   

.068 
.666 

.668 

.665 

.660 

.758 
.832 
.907 
.7» 
.728 
.824 

1230 
1226 
1230 

1226 

1215 

1897 
1684 
1670 
1880 
1340 
1518 

.00907  1 

.0126 

.00690 

.0193 

.00988 

.0249 

.0261 

.0267 

.00627 

.0266 

.0384 

.000626  ' 

.00116 

.000675 

.00174 

.000868 

.00225 
.00287 
.00236 
.00063 
.00234 
.00804 

1260 

Cralff  Ridgeway  &  Son  Co.... 
Cnig  Ridgeway  &  Son  Co.... 
Barnard  ft  Leas  Mfg.  Co 

Double  Perfection... 

Standard  ..; 

tIcCormick's    H  o  1  - 
yoke  

1730 
876 

2625 

DeHnff  EhiiL  Col 

Burnham*8  New  Im- 
proved Standard  . . 

Victor    Cylinder 
Gate  

Victor  Wicket  Gate 

Hunt  McCormlck  ... 

Poole-Leff el  ......... 

Piatt  Iron  Works 

1285 

Piatt  Iron  Works. 

6550 

Rodney  Hunt  Mch.  Co 

Poole  Bng.  ft  Mach.  Co 

6675 
1195 

The  TmmD  Mfs.  Co 

Standard  Trump  ... 
High  Speed  Trump.. 

4175 

The  Tranp  Mfg.  Co........... 

TWO 

CfMraeteristic  Coefficients  From  Holyoke  Tests. 


Manufacturer 

Holyoke 
Test 

^* 

A. 

K. 

P* 

^. 

Alllff-Ohalmers   . , , 

2231 
2218 

tm 

2267 
2141 
2359 
2868 

2070 
2268 
2206 
2150 
1799 
2270 
(2281 
i2S20 
2126 
2127 
2160 

.678 
.804 
.822 
.727 
.814 
.901 
.798 
.732 
.798 
.760 
.706 
.767 
.792 

.754 

.689 
.798 
.786 

1260 
1480 
1615 
1840 
1600 
1660 
1470 
1360 
1470 
1400 
1800 
1896 
1460 

1390 

1270 
1470 
1460 

.00406 

.0261 

.0413 

.0294 

.0246 

.0269 

.0627 

.01308 

.0900 

.0431 

.00474 

.01936 

.0660 

.0238 

.0089 
.02176 
.0886 

.000876 

.00244 

.00880 

.00268 

.00229 

.00241 

.00488 

.00128 

.00289 

.00426 

.60046 

.00182 

.06644 

.00412 

.00078 
.00194 
.00846 

5900 

AiUs-Chalmers 

5360 

Allla-Clialmers   

8740 

Hydraulic  Turbine  Corp 

4810 

J.  ft  W.  Jolly 

5160 

James  Leffel  ft  Co 

6650 

James  Leffel  ft  Co 

10660 

8.  Morgan  Smith  Co 

2330 

8.  Morgan  Smith  Co 

6260 

8.  Morgan  Smith  Co 

8330 

WeUman-Searer-Morgan  Co 

Wellman-Searer-Morgan  Co.   

WeUman-SeaTer-Morgan  Co 

I.  P.  Morris  Co 

760 
3590 
7380 

7960 

1260 

I.  P.  Morris  Co 

4200 

I.  P.  Morris  Co 

7270 

desirable,  however,  to  cover  a  wider  range  than  is  possible  with  the 
diagrams  so  far  discussed.  In  order  to  permit  of  a  considerable  range 
in  practice  without  the  considerable  labor  involved  in  the  preparation 
of  a  large  number  of  graphical  diagrams,  a  selection  of  six  turbines 
has  been  made  covering  a  wide  range  of  specific  power  and  graphical 
diagrams  of  the  Holyoke  test  have  been  platted  (see  Figs.  250  to  255 
inclusive).  Each  of  these  turbines  represents  a  wheel  made  by  a  dif- 
ferent manufacturer.  The  relations  of  efficiency  to  specific  power  in 
these  six  turbines  are  shown  in  Fig.  256,  page  396,  from  which  it  will 
be  seen  that  with  these  six  wheels,  specific  power  as  low  as  ^  =  500 
and  as  high  as  ^  —  15,100  may  be  obtained  with  efficiencies  of  not 
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less  than  eighty-five  per  cent. ;  while  with  a  minimum  limit  of  eighty 
per  cent,  efficiency,  specific  powers  from  &  —  300  to  ^  =  16,500  may 
be  obtained.  Graphical  analyses  of  these  wheels  in  the  inverse  order 
of  their  specific  power,  are  shown  in  Figs.  250,  251,  252,  253,  254  and 
255  (pages  390  to  395). 

^(>0  tOOO ^^ f400  /600  idoa 


Fig.  250.— Analysis  of  Results  of  Holyoke  Test  Made  on  Wheel  III  A  (see 

page  386). 
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^g  251.  Analysis  of  ResulU  of  Holyoke  Test  Made  on  Wheel  YI  A(8ee  page  886 ) 
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Fig.  252. — Analysis  of  Results  of  Holyoke 

page  386). 
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Fig.  268.— Analysis  of  Results  of  Holyoke  Test  Made  on  Wheel  IV  E  (see 

page  3S6). 
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It  will  be  noted  in  Fig.  256,  page  396,  that  these  e — &  ctirves  overlap 
?Lnd  that  with  certain  values  of  &  the  same  efficiency  can  be  obtained 
from  each  of  the  wheels  whose  curves  intersect  at  that  point.  Usually, 
however,  the  form  of  efficiency-power  curves  will  so  vary  as  to  make 
one  wheel  the  most  satisfactory  for  certain  fixed  conditions. 

For  other  values  of  9,  the  diagram  shows  that  three  of  the  wheels 
will  be  available  at  approximately  the  same  efficiency,  and  in  such  cases 
analyses  will  also  show  that  one  of  the  wheels  is  best  fitted  for  certain 
fixed  conditions  of  operation. 
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Fig.  254.— Analysis  of  Results  of  Holyoke  Test  Made  on  Wheel  V  D 

(see  page  386). 
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Fig.  255.— AnalysU  of  Results  of  Holyoke  Test  Made  on  Wheel  I  B 

(see  page  886). 
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With  these  various  diagrams  a  wide  range  of  problems  can  be  quickly 
solved,  with  practice.  It  is  desirable  for  the  student  to  make  one  or 
more  graphical  analysis  of  wheels  with  practically  the  same  specific 
power.  These  may  be  selected  by  means  of  Fig.  248,  page  387,  and 
the  results  should  be  compared  with  the  results  obtained  from  diagrams 
included  in  the  text 
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Fig.  266.^RelationB  of  E^fflciency  and  Spedflc  Power  for  the  Six  Wlieelf  of 
Different  ManufacturerB  (see  page  894). 

181.  Necessity  of  turbine  Anal3rses. — ^The  tendency  of  manufac- 
turers is  always  to  furnish  wheels  of  more  than  ample  power,  which 
usually  involves  a  considerable  sacrifice  of  efficiency.  This  tendency 
is  encouraged  by  the  fact  that  the  capacity  is  easily  determined,  while 
the  determination  of  efficiency  in  operation  is  always  more  diflScult  and 
frequently  impossible  on  account  of  the  setting  of  the  wheel. 

In  a  hydro-electric  plant  recently  examined,  where  the  wheels  had 
not  been  analyzed  and  selected  with  competent  engineering  advice,  but 
had  been  purchased  on  the  recommendation  of  manufacturers,  the  fo'" 
lowing  conditions  (which  illustrate  the  tendency  above  referred  to) 
obtained.    The  imits  of  the  installation  were  2ytoo  IC  W.  generators 
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directly  connected  to  twin  wheels  rated  at  4,000  H.  P.  at  full  load,  and 
installed  to  operate  the  generators  at  about  twenty-five  per  cent,  over- 
load. An  analysis  of  the  Holyoke  test  showed  that  under  the  head 
available  the  wheels  would  actually  deliver  more  than  5,000  H.  P.  and 
were  therefore  much  too  large  for  efficient  operation  (see  Fig.  257, 
page  398).  This  extra  capacity  would  result  in  a  net  loss  in  efficiency 
of  about  five  per  cent,  under  the  best  commercial  operating  conditions. 
Through  faulty  operation,  the  generators  were  seldom  allowed  to  op- 
erate at  more  than  1,500  H.  P.,  hence  improper  selection  and  improper 
operation  resulted  in  a  net  loss  in  efficiency  of  nearly  sixteen 
per  cent,  which  corresponds  to  a  loss  of  about  twenty-five  per  cent,  of 
the  water  used.  In  this  plant  every  cubic  foot  of  the  low  water  flow 
for  six  or  eight  months  of  each  year  was  utilized  and  auxiliary  power 
was  necessary,  so  that  the  loss  involved  was  serious  and  furnishes  an 
important  example  of  the  necessities  of  careful  and  intelligent  selection. 

A  smaller  wheel  installation  and  proper  operation,  or  larger  genera- 
tors (3,000  K.  W.),  operated  at  an  average  load  of  seven-eighths  their 
rated  capacity  would,  with  twenty-five  per  cent,  overload  capacity  in 
reserve,  give  ample  reserve  capacity  for  sudden  increases  in  power  de- 
mand and  would  have  resulted  in  a  saving  of  twenty  per  cent,  at  no 
increase  in  expense.  Such  a  saving  often  represents  the  difference  be- 
tween financial  success  and  failure. 

In  the  design  of  the  wheel,  it  is  seldom  practicable  to  guarantee  the 
power  which  will  be  developed  by  a  wheel  under  a  given  head  nearer 
tfian  ±2^%,  and  frequently  a  still  greater  variation  will  result.  To 
illustrate  this  difficulty  and  also  the  necessity  of  analyses  in  order  to 
determine  the  results  which  will  be  obtained  for  any  particular  wheel, 
the  guarantees  for  a  recent  installation  are  compared  with  the  actual 
test  results  secured  by  the  manufacturer  in  Fig.  258,  page  399).  This 
figure  shows  the  actual  test  results  secured  by  the  manufacturer  with 
the  first  wheel,  especially  designed  and  constructed  for  the  fixed  con- 
ditions. The  maximimi  efficiencies  secured  on  the  test  were  slightly 
above  the  efficiencies  guaranteed  but  the  power  of  the  wheel  was  so 
great  that  the  efficiencies  imder  the  ordinary  range  of  working  condi- 
tions were  below  the  guarantee  by  about  three  per  cent.  This  wheel 
was  rejected,  and  a  new  wheel  built  by  the  manufacturer,  which  ful- 
filled the  guarantee  in  a  satisfactory  manner  (see  Fig.  259,  page  400). 

i8a.  Example  of  the  Results  of  Turbine  Analyses — ^Unsatisfactory 
Specifications. — It  is  highly  essential  that  the  specifications  for  tur- 
Wnes  shall  be  so  explicit  in  regard  to  the  operating  conditions  that  the 
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manufacturer  will  fully  appreciate  the  full  range  of  conditions  under 
which  the  wheel  is  to  operate.  In  an  installation  constructed  some  five 
years  ago,  it  was  desired  to  install  a  pair  of  wheels  to  operate  a 
I, GOO  K.  W.  generator  under  ranges  of  heads  varying  from  sixty-five 
to  eighty-five  feet.  The  necessity  of  an  exact  detailed  statement  of 
the  operating  conditions  was  not  appreciated  at  the  time  the  specifica- 
tions were  prepared,  although  the  necessity  of  accurate  turbine  analy- 
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Fig.  267.— Efficiency-Power  Curve  for  Wheel  Too  Large  for  the  Requirement 

(see  page  897). 
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scs  and  selection,  in  order  to  secure  the  best  results,  was  fully  imder- 
stood.    The  specifications  as  prepared,  read  as  follows : 

"Each  unit  shall  consist  of  a  pair  of  turbines  in  tandem,  and  shall 
be  capable  of  developing  a  maximum  of  1,900  actual  horse  power  un- 
der^ working  head  of  seventy  feet  when  running  at  375  revolutions 
per  minute.    These  turbines  are  to  be  designed  to  operate  satisfac- 
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Fig.  258. — Comparison  of  Quaranteed  Efficiency-Load  Curve  and  the  Reaulti 
of  Test  of  a  Specially  Designed  Turbine  (see  page  897). 

torily  under  a  maximum  head  of  eighty  feet,  and  a  minimum  head  of 
sixty-five  feet  if  so  required. 

"The  contractor  shall  furnish  a  Holydce  test  sheet  of  a  turbine  of 
homogeneous  design  to  that  he  proposes  to  furnish.  Said  test  should 
be  of  a  turbine  of  similar  size  to  the  turbines  on  which  proposals  arc 
made,  but,  if  such  is  not  available,  it  may  be  on  the  nearest  size  avail- 
able.*' 

On  the  basis  of  these  specifications,  seven  bids  were  submitted,  and 
the  guarantees  offered  by  the  contractor  are  shown  in  Fig.  260,*  page 

*  See  Trans.  A.  S.  C.  B.,  Vol.  64,  p.  361. 
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401.  The  wheels  actually  submitted  for  this  installation  were  in  all 
cases — except  in^tiie  case  ofjvheel  A—too  IsLVge  for  the  best  results, 
and  none  of  them  would  have  fulfilled  the  guarantee  as  is  clearly  ap- 
parent from  Fig.  261,  page  402.  For  this  reason,  all  bids  were  re- 
jected and  the  matter  was  taken  up  directly  with  the  manufacturer  of 
wheel  A,  which  came  nearest  to  suiting  the  conditions  of  operation. 


so  JOO 

Fig.  2^.— Efficiency-Load  Curve  for  the  Second  Specially  Designed  Torbtoe 

(Bee  page  897). 

From  a  graphical  analysis  of  a  homologous  turbine  similar  to  whcd 
A,  the  efficiency  power  curves  for  the  various  ranges  of  heads  were 
made  as  shown  in  Fig.  262,  page  403.  These  curves  show  that  a  wheel 
of  less  diameter  and  of  somewhat  different  characteristics,  would  best 
fulfill  the  conditions  of  operation,  and  a  contract  was  entered  into  un- 
der which  the  efficiencies  shown  in  Fig.  263,  page  403,  were  guaranteed 
and  afterwards  essentially  realized. 

It  may  be  noted  that  final  surveys,  completed  before  the  letting  of 
the  contract,  developed  the  fact  that  a  maximum  head  of  eighty-five 
feet  could  be  obtained  and  that  to  secure  the  best  results  at  all  heads, 
less  power  than  specified  at  the  seventy  foot  head  was  desirable.   Of 
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the  wheels  selected,  five  units  were  installed ;  with  four  of  these  units 
at  full  head  the  maximum  designed  capacity  of  the  plant  would  be 
reached,  and  with  five  units  the  full  capacity  of  the  plant  under  the 
minimum  head  can  be  obtained. 

It  is  evident  from  the  bids  received  that  the  specifications  were  not 
sufficiently  explicit,  and  while  the  desired  results  were  assured  before 
the  final  award,  the  specifications  were  clearly  faulty. 
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Fig.  260. — Guaranteed  Bfflciencies  of  Various  Turbines  (see  page  899). 

283.  Explicit  Specifications. — In  a  later  installation,  an  attempt 
was  made  to  remedy  the  defects  previously  discussed,  and  the  condi- 
tions of  operation  of  the  desired  turbines  were  specified  as  follows : 

**Bids  are  desired  on  three  units  of  two  turbines  each.  Each  unit 
shall  consist  of  one  pair  of  turbines  mounted  on  a  horizontal  shaft. 
These  turbines  will  be  installed  in  open  penstocks,  and  shall  be  capable 
of  developing  a  maximum  of  about  650  actual  horse  power  under  a 
working  head  of  sixteen  feet,  and  running  at  approximately  128  rev- 
olutions per  minute.  These  turbines  are  to  be  designed  to  operate  sat- 
isfactorily under  a  maximum  head  of  seventeen  feet  and  a  minimum  of 
twelve  feet,  if  so  required.    The  efficiency  of  the  units  at  each  condi- 
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tion  of  load  shall  be  not  less  than  that  g^ranteed  by  the  bidder  in  his 
proposal. 

"Each  turbine  unit  is  to  operate  a  sixty-cycle,  three-phase  alternator 
of  360  K,  W.  rated  capacity  at  ninety  per  cent,  power  factor  and 
ninety-four  per  cent,  generator  efficiency,  and  to  a  maximum  of  twenty- 
five  per  cent,  overload. 


^.50  JS  too 

Fig.  261. — Efficiency-Load  Curves  from  Holyoke  Tests  (see  page  400). 
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page  400). 


^ 

^^ 

<?- 

.sre 

5^ 

v'"l 

r^T 

■••^j 

^ 

^' 

i 

^ 

...■^ 

"V 

'""^ 

^4 

"N 

'//«•• 

1 

^n 

^s 

ht 

.^ 

^: 

'  ^ 

ssA 

yx 

A 

V 

f/ 

y. 

r 

^70 

,'l 

// 

7 

Of 

on^iffons 

i 

7/ 

/ 

) 

^ 

•' 

f, 

'  / 

/ 

Jl 

'il 

\ 
0 

kft 

60 

^ 

i! 

'  1 

§ 

1 

1 1 

t 

5S 

11 

j 

III 

il 

St 

il/i 

i 

"00 

Si 

DO 

/oo 

0 

/J 

'00 

n 

TOO 

norse  Power 

Fig.  B68. — Goaranteed  EUHciency-Load  Curves  for  a  Wheel  Under  Various 

Heads  (see  page  400). 


Digitized  by 


Google 


404 


Turbine  Analysis  and  Selection. 


"The  generator  will  be  operated  at  from  seventy-five  per  cent  .  i  tMi 
rated  load  for  the  larger  portion  of  the  time,  and  only  occa  i//iially 
under  overload  conditions.  While  the  highest  practicable  efiidency  ii 
desired  under  all  conditions  of  load,  it  is  especially  desirable  to  secure 
the  highest  efficiency  imder  the  most  usual  and  continued  conditions 
of  operation.    It  is  therefore  desired  that  the  size  and  type  of  wheels 
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Fig.  264. — ^Efficiency-Load  Curve  for  a  Turbine  in  Accordance  With 

Specifications. 

be  so  selected  that  the  best  practicable  efficiency  will  be  obtained  be- 
tween 390  and  520  H.  P.  of  the  turbine  load  (see  Fig.  264). 

"The  bidder  must  furnish  with  his  bid  a  Holyoke  test  sheet  of  a 
turbine  of  homogeneous  design  and  of  the  same  size  that  he  proposes 
to  furnish.  If  a  test  of  a  turbine  of  the  same  size  as  that  proposed  is 
not  available,  then  the  bidder  may  furnish  two  test  sheets  of  the  two 
sizes  nearest  that  proposed,  which  are  available." 

On  the  basis  of  these  specifications,  bids  were  received  including 
guarantees  as  shown  in  Fig.  26^,  pa^e  ^o^.  An  analysis  of  the  Hol- 
yoke tests  of  homologous  wheels  submitted  with  the  bids  showed, 
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however  (see  Fig.  266,  page  406),  that  in  only  three  cases^  viz.  1,  2 
and  4,  the  guarantees  of  the  manufacturers  were  below  the  actual  re- 
sults which  were  shown  by  the  Holyoke  test 

It  is  apparent  from  the  above  discussion  that  the  only  way  in  which 
correct  results  can  be  obtained  is  for  the  engineer  to  appreciate  the 
necessity  and  possess  the  ability  to  make  (i)  a  comprehensive  specifica- 
tion of  the  load  requirements  under  the  various  conditions  of  head  that 
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^g.  265. — ^Efficiency-Load  Curves  Guaranteed  for  Various  Turbines   (see 

page  404). 

will  obtain  and  within  the  limits  of  physical  possibility,  and  (2)  a  de- 
tailed analysis  of  the  possibilities  of  the  type  of  turbine  proposed  by 
the  manufacturer.  The  engineer  who  neglects  such  an  analysis,  and 
blmdly  follows  the  recommendation  and  unverified  guarantees  of  man- 
'ufacturers,  must  expect  to  secure  such  unsatisfactory  results  as  the 
contingencies  of  close  competition  and  the  temptation  due  to  the  pos- 
session of  standards  already  developed,  always  create. 
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184.  General  Principles  of  Design  and  Selection. — ^It  will  be  noted 
that  in  general  the  efficiencies  of  turbines  increase  materially  with  the 
load;  it  is  therefore  important  to  so  design  the  plant  and  select  the 
turbine  that  the  installation  may  be  operated  as  near  full  load  (or  most 
efficient  load)  as  possible. 

With  quickly  varying  loads,  which  usuallyjobtain  in^hydro-electric 
plants  on  general  service,  certain  reserve  capacity  is  essential.    As 
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Fig.  266.— Comparison  of  Guaranteed  Bfflciencies  With  Results  of  Holyoke 

Tests  (see  page  405). 

electrical  generators  can  usually  safely  carry  peak  loads  considerably 
in  excess  of  their  rated  capacity  for  brief  periods,  the  turbines  to  op- 
erate them  must  usually  have  a  capacity  sufficient  to  operate  under 
overload  conditions.  This  overload  capacity  should  seldom  exceed 
twenty-five  per  cent,  of  the  rated  capacitj^  otherwise  low  efficiencies 
win  result.  Where  the  load  carried  is  fairly  constant,  little  or  no  over- 
load capacity  is  desirable  as  the  better  efficiency  secured  by  operating 
constantly  at  or  near  the  most  efficient  load  will  more  than  compensate 
for  a  reduction  in  the  maximum  power  output,  and  a  better  efficiency 
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of  one  or  two  per  cent,  will  usually  more  than  compensate  for  the  cost 
of  an  extra  unit.  As  a  general  rule,  a  gain  of  five  or  six  per  cent,  in 
eflSciency  is  of  greater  value  than  the  cost  of  an  entire  machine  instal- 
lation, and  turbines  which  will  give  low  efficiency  arc  expensive  at  any 
price. 
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CHAPTER  XIV 

THE  SPEED  REGULATION  OF  TURBINE  WATER  WHEELS 

185.  Symbols  Used  in  This  Chapter. — The  following  symbols  will 
be  used  in  the  mathematical  discussions  which  follow : 

A  =*  cross^iectional  area  of  penstock  in  square  feet 

V  +  Vo 

B=rs 

V  — Vo 

b  B>  length  of  brake  arm. 

1  1 

c«=3 friction  coefficient  for  flow  tn  pipe  lines  =» —  (1  +  f h  etc.). 

2g  d 

Cb3  constant  of  integration. 
Das=>maximmn  rise  of  water  in  standpipe  above  the  forebay  when  full  load 

(Y=tYt)  is  rejected  by  the  wheels, 
ly  sadrop  of  water  in  standpipe  below  original  friction  gradient  all  influenoes 

considered. 
D»s  ditto,  friction  in  penstock  neglected. 
DbBsdrop  of  lerel  in  standpipe  below  forebay. 
ds=3  diameter  of  penstock  (closed  circular)  in  feet 
e  B=3  2.71828  :==  base  of  natural  system  of  logarithms. 
E  =  efficiency. 

F  =3  cross-sectional  area  of  the  standpipe  in  square  feet. 
f=a  "friction  factor"  in  penstock. 

g  =3  acceleration  due  to  gravity  in  feet  per  second  per  second. 
Hes  total  available  power  head  in  feet  ^ 

H' =»  effective  head  at  the  wheel  =  H — h  Ffor  any  given  uniform  velocity, 

y,  in  the  penstock, 
h  =3  instantaneous  effective  head  at  the  wheel  during  changes  of  velocity  in 

the  penstock. 
h««=3head  which  is  effective  at  any  instant  in  accelerating  the  water  in  the 

penstock  and  draft  tube, 
h,  a  friction  loss  in  penstock  for  normal  flow  with  a  given  head  and  gate 

opening. 
Jit  =3  variable  head  lost  by  friction  entrance,  etc.,  in  penstock  when  the  Te- 
locity is  V, 
I  =3  moment  of  inertia  or  fly  wheel  effect  of  revolving  parts  in  pounds  at  one 

foot  radius  =s  foot'  pounds. 
Kb=  energy  delivered  to  the  wheel. 

AK  =a  excess  or  deflcient  energy  delivered  to  wheel  during  change  of  load. 
AKis=3  excess  or  deflcient  energy  delivered  to  wheel  due  to  excess  or  defl^ 
iency  in  quantity  of  water  during  load  change. 
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2^KsB=x  ditto, — due  to  energy  required  to  accelerate  or  retard  the  water  in 

the  penstock. 
AKt=  ditto, — due  to  slug^hnesB  of  gate  movement 
K'bs  kinetic  energy  in  foot  pounds  of  revolying  parts  at  speed  B, 
AK' =  increment  (+or— )  Jn  JT'  due  to  load  change. 
2gH 

IV 

2gH 
k*  — 

2.81V 
1=>  length  of  penstock  in  feet 

To  +  Ti 

Ms=s Slope  of  the  T-t  curve  when  v«=a (equation  150). 

2 
P -a  horse  power. 

pts=a  initial  horse  power  output  from  the  water  wheeL 
pi  =3  the  horse  power  output  from  the  water  wheel  corresponding  to  the  new 

load. 
Q  =3  discharge  of  the  wheel  under  normal  effective  head  H'  for  any  given  load, 
q^s  instantaneous  discharge  of  wheel  in  cubic  feet  per  second  during  load 

change. 
R  =  ratio  of  actual  deficient  or  excess  work  done  on  wheel  to  that  computed, 
n  =s  revolutions  per  minute. 

S=r  normal  R.  P.  M.  of  the  wheel  and  other  rotating  parts. 
ASrsS  —  Si  <=  temporary  change  in  speed. 
8is=3  speed  in  revolutions  per  minute  after  load  change. 
T  sa  approximate  time  required  for  acceleration  or  retarding  of  water  from 

velocity  v*  to  vi. 
T^Bothe  time  required  for  the  governor  to  adjust  the  gate  after  a  change 

of  load. 
ta«  variable  time  after  gate  movement 
V=i normal  (and  hence  maximum  possible)  velocity  in  the  penstock  with 

given  head  and  gate  opening. 
Vsa  instantaneous  variable  velocity  in  the  penstock  while  adjusting  to  a 

new  value. 
Vosai  velocity  in  penstock  at  the  instant  of  gate  change. 
▼i«=a  velocity  in  the  penstock  required  for  new  load. 
W=a  weight  on  scale  pan. 
▼«»  weight  of  a  cubic  unit  of  water  in  pounds. 
T  at  maximum  departure  of  head  h,  from  normal  with  use  of  stand-pipe, — 

discharge  of  wheel  assumed  constant  at  the  abnormal  head  (see  2>« 

and  2>b). 
y«*  variation  of  water  level  in  the  standpipe  from  forebay  level  =«H  —  h. 
6^  speed  regulation  or  per  cent  variation  of  speed  from  normal, 
^"s  velocity  of  wave  propogation  feet  per  second. 

z86.  The  Relation  of  Resistance  and  Speed. — ^The  power  delivered 
by  any  water  wheel  may  be  expressed  in  terms  of  resistance  over- 
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come  by  the  wheel  through  a  known  distance  and  in  a  known  time  by 

the  formula 

2irbWn 

(132)  P= 

33000 

The  second  term  of  this  equation  may  be  divided  into  two  factors: 

first, 

2irbW 


33000 
which  may  be  called  the  resistance  factor  and  which  is  the  resistance 
overcome  or  power  produced  by  the  wheel  per  revolution  per  minute; 
and  n,  the  number  of  revolutions  per  minute.    The  product  is  the 
horse  power  of  the  wheel. 

In  any  wheel  operating  with  a  fixed  gate  opening  and  under  a  fixed 
head  the  speed  n,  will  always  increase  as  the  resistance  w,  decreases, 
and  will  decrease  as  the  resistance  increases. 

In  Fig.  267,  page  411,  the  line  AB  shows  the  relation  of  speed  to 
resistance  in  a  turbine  operated  with  a  single  fixed  gate  opening  and 
for  the  full  range  of  load  conditions  (as  determined  by  experiment) 
from  A,  at  which  the  resistance  w,  was  so  great  as  to  hold  the  motor 
stationary,  to  B  where  the  resistance  was  completely  removed  and  the 
entire  energy  of  the  applied  water  was  expended  in  overcoming  the 
friction  of  the  wheel,  or  rejected  as  velocity  energy  in  the  water. dis- 
charged therefrom.  From  this  figure  it  is  evident  that  if,  at  any  fixed 
gate  opening,  a  wheel  is  revolving  at  a  given  speed  n,  and  the  resist- 
ance w,  is  decreased  to  w"  the  speed  will  increase  to  n'',  while  if  the 
resistance  increases  to  7i/  the  speed  will  decrease  to  n'. 

187.  Self-Regulation  in  a  Plant  With  Variable  Speed  and  Resist- 
ance.— ^At  Connorsville,  Indiana,  is  a  pumping  plant  (Fig.  268)  in 
which  a  single  horizontal  shaft  turbine  is  directly  connected  through 
friction  clutches  to  two  rotary  pumps.  For  operation  the  turbine  gates 
are  opened  until  the  pump,  or  pumps,  speeding  up  to  a  suitable  R.  P.  M., 
produces  the  desired  pressure  in  the  distributing  system.  The  work  of 
the  pump  under  these  conditions  in  pumping  water  at  the  speed  of 
operation  against  the  desired  pressure  equals  the  work  done  by  the 
quantity  of  water  q,  passing  through  the  turbine,  less  friction  and  other 
losses.  If  the  pressure  falls,  the  loads  become  unbalanced :  i.  e.,  the 
resistance  is  reduced  and  the  turbine  and  pump  increase  in  speed  until 
the  balance  is  restored.  If  the  pressure  rises  the  machine  slows  down 
until  there  is  again  a  restoration  of  balance  between  the  power  of  the 
turbine,  the  pump  load  and  friction  losses. 
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To  pump  water  against  an  increased  pressure,  it  is  necessary  to  in- 
crease the  gate  opening  of  the  turbine.  In  its  regular  daily  work  the 
varying  demand  for  water  is  thus  supplied  by  the  self-regulation  of 
the  two  machines  used  and  no  governor  is  needed.  The  conditions  of 
operation  are  similar  to  those  illustrated  in  Fig.  267. 

i88.  The  Relations  Necessary  for  Constant  Speed. — ^Fig.  269, 
page  412,  is  a  diagram  drawn  from  experimental  or  test  observations 
and  similar  to  Fig.  267,  except  that  the  relations  between  speed  and  re- 
sistance are  shown  for  various  gate  openingfs. 
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Fig.  267. — ^Relation  of  ReBlstance  to  Speed. 

It  is  evident  that  if  the  turbine  must  operate  at  a  fixed  speed  n,  and 
the  resistance  w  increases  to  w^  or  decreases  to  zcr^,  it  will  be  neces- 
sary to  increase  the  gate  opening  from  seven-eighths  gate  to  full  gate 
in  the  first  case  and  to  decrease  it  to  three-fourths  gate  in  the  second 
case  in  order  to  maintain  a  imiform  speed. 

An  examination  of  the  load  curves  descriUed  in  Qiapter  III  shows 
that  changes  in  load  are  constantly  in  progress.  For  the  satisfactory 
operation  of  water  wheels,  under  these  constant  and  irregular  changes 
in  load,  automatic  regulation  of  the  turbine  gates  becomes  necessary. 
This  is  accomplished  through  the  water  wheel  governor  which  regulates 
the  gates  through  the  various  classes  of  gate  mechanisms  described  in 
Chapter  X. 

The  power  output  of  a  water  turbine  in  terms  of  energy  applied  to 

the  wheel  is  expressed  by  the  formula — 

Qh£ 

(188)  P— 

8.8 
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Pig.  268.— Ooimoniyllle  Turbine  Driven  Pumping  Plant,  Partially  SeM- 
Regulating  (see  page  410). 
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Fig.  269.^RelatlonB  of  Resistance  and  Speed  at  Different  Qate  Openings  (see 

page  411). 
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Any  sudden  increase  or  decrease  of  load  w,  will  produce  a  corre- 
sponding decrease  or  increase,  respectively,  in  the  speed  n,  of  the  ma- 
chine as  shown  by  Fig.  267,  page  411,  unless  the  energy  applied  to  the 
turbine  is  immediately  changed  to  correspond.  The  ideal  turbine  gov- 
ernor would  effect  a  change  in  output  by  varying  only  q,  thus  obtain- 
ing perfect  water  economy  by  conserving  unneeded  water  for  future 
use.  This  is  not  possible  in  practice  as  head,  water,  and  therefore 
efficiency  are  usually  wasted  when  operating  a  wheel  tmder  other  than 
its  normal  load  and  during  the  change  in  load. 

189.  Present  Status. — ^The  success  of  the  application  of  hydraulic 
power  to  the  operation  of  alternators  in  parallel  and  to  the  generation 
of  current  for  electric  lighting  street  railway  and  synchronous  motor 
loads  has  been  largely  dependent  on  obtaining  close  speed  regulation 
^f  the  generating  units  accompanied  with  good  water  economy  and 
without  undue  shock  upon  machinery  and  penstocks  while  working 
tmder  extremely  variable  loads. 

The  degree  of  success  thus  far  obtained  in  the  development  (neces- 
sitated by  the  above  conditions)  of  automatic  turbine  governors,  al- 
though achieved  from  the  experimental  standpoint  almost  exclusively, 
has  been  remarkable.  Instances  are  now  by  no  means  uncommon 
where  hydro-electric  units  working  upon  variable  loads  are  controlled 
as  satisfactorily  as  modem  steam  driven  units.  To  accomplish  this 
result  the  conditions  must  be  especially  favorable. 

Success  in  this  feature  of  hydro-electric  design  is  by  no  means  uni- 
form, however,  and  the  frequent  failure  to  realize  satisfactory  results 
is  often  due  to  the  lack  of  proper  consideration  of  the  arrangement  of 
the  mechanical,  hydraulic,  and  electrical  elements  of  the  plant  and 
generators,  rather  than  to  any  inherent  defects  in  the  governor  itself. 
The  power  plant,  the  turbines,  the  generators,  and  the  governors  are 
commonly  designed  by  four  different  parties  without  proper  correla- 
tion of  study  and  design.  At  present  neither  experimental  data  nor 
theoretical  formula  are  available  by  which  the  hydro-electric  engineer 
can  design  his  plant  for  an  assumed  speed  regulation,  or  can  predeter- 
mine the  speed  regulation  which  is  possible  with  a  g^ven  installation 
or  the  time  required  for  the  return  to  normal  speed, — and  yet  the  gov- 
ernor builder  is  commonly  required  by  the  engineer  to  guarantee  these 
operating  results.  The  predetermination  of  speed  variations  during 
portions  of  the  steam  cycle  and  at  load  changes  has  received  careful 
study  in  the  design  of  reciprocating  steam  engines  and  the  desirable 
per  cent,  of  speed  regulation  is  freely  guaranteed  and  readily  obtained 
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through  careful  study  and  analysis  by  the  designer.  The  same  amount 
of  study  is  warranted  but  seldom  or  never  given  to  the  problem  of 
speed  regulation  in  water  power  work. 

190.  Value  of  Unifonn  Speed* — ^Uniform,  or  nearly  uniform  speed 
is  of  great  economic  value  in  the  operation  of  a  plant  but  adds  to  the 
first  cost  and  may  also  result  in  a  waste  of  water.  The  correct  solu- 
tion of  any  given  problem  of  speed  regulation  involves  a  compromise 
between  first  cost,  water  economy  and  speed  regulation. 

A  pecuniary  value  cannot  well  be  placed  upon  good  speed  regidation. 
It  differs  from  poor  speed  regulation  chiefly  in  procuring  a  more  satis- 
factory operation  of  motor  driven  machinery  and  in  producing  a  more 
constant  incandescent  light.  Fluctuations  in  the  brightness  of  a  light 
are  annoying,  and  tend  to  create  dissatisfaction  among  consumers. 
Fig.  270  shows  the  general  way  in  which  the  candle  power  of  an  in- 
candescent light  varies  with  the  impressed  voltage.*  A  pressure  varia- 
tion of  five  per  cent.,  and  hence  also  a  speed  variation  of  a  similar 
amount,  is  shown  to  produce  a  much  larger  variation  in  candle  power 
of  the  light, — in  this  case  about  twenty-five  to  thirty  per  cent. 
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Pig.  270. — ^Relation  of  Normal  Candle  Power  of  Incandescen::  Lamps  to  Nor- 
mal Voltage  of  Line. 

Figures  271  and  272,  pp.  415,  416,  show  the  actual  voltage  and  candle 
power  fluctuations  on  the  lines  of  two  operating  plants.*  Fig.  271 
shows  poor  regulation  and  Fig.  272  shows  fluctuations  due  more  par- 
ticularly to  line  drop,  the  line  voltage  decreasing  as  the  load  increases. 

191.  The  Problem. — ^Where  (as  in  Fig  268,  page  412)  a  turbine 
is  operating  under  balanced  conditions  and  the  resistance  changes  in 
magnitude,  the  turbine  does  not  at  once  assume  the  new  speed  relations 
corresponding  to  the  change  in  resistance.  The  inertia  of  the  moving 
parts  of  the  wheel  and  of  the  column  of  water  in  the  penstock,  turbine 
and  draft  tube,  tends  to  maintain  uniformity  of  speed,  and  the  wheel 
g^dually  changes  in  speed  to  that  corresponding  to  the  new  condi- 
tions.    In  such  cases  the  speed  of  operation  is  not  essential  and  the 


^  See  "Voltage  Regulation  and  Illumination"  by  Prof.  L.  B.  Spinney.    Elec 
World,  May  5,  1910,  page  1151. 
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delay  in  reaching  the  speed  corresponding  to  the  resistance  or  work 
the  turbine  must  perform  is  usually  unimportant 

When,  as  in  Fig.  269,  page  412,  the  wheel  is  designed  to  operate 
at  a  fixed  speed,  the  uniformity  of  speed  becomes  a  matter  of  greater 
or  less  importance  depending  on  the  character  of  the  work  the  wheel 
is  to  perform.  In  this  case  the  inertia  of  the  wheel  and  of  all  rotating 
parts  of  other  machinery  connected  thereto  tends  to  maintain  a  con- 
stant spejed.    On  the  other  hand,  the  flow  of  water  in  penstock,  tur- 
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Fig.  271. — ^Voltage  and  Candle  Power  Fluctuation  (see  page  414). 

bine,  and  draft  tube  must  be  changed  in  quantity  (see  equation  133), 
hence  in  velocity,  and  its  inertia  therefore  tends  to  produce  a  change 
in  head  and  to  produce  eflFects  opposite  to  those  desired  for  efficient 
regulation. 

The  conditions  of  installation  have  a  marked  effect  on  the  difficulties 
of  turbine  governing.  If  (Fig.  273,  page  417)  the  turbine  is  installed  in 
an  open  pit  and  has  only  a  short  draft  tube,  and  the  water  flows  to  the 
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gates  from  every  direction,  the  velocity  of  flow  from  all  directions  is 
very  low.  The  quantity  of  water  which  moves  at  a  high  velocity  is 
confined  to  that  in  the  wheel  and  draft  tube  and  the  change  in  the 
velocity  and  momentum,  due  to  a  change  in  the  gates,  produces  no 
serious  effects.    If,  however,  water  is  conducted  to  and  from  the  wheel 
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Fig.  272. — ^Voltage  and  Candle  Power  Fluctuation  (see  page  414). 


through  a  long  penstock  and  draft  tube  (as  illustrated  by  Fig.  274, 
page  417)  the  conditions  become  quite  different.  In  this  case  a  large 
amount  of  energy  is  stored  in  the  moving  column  of  water  and  a 
change  in  its  velocity  involves  a  change  in  its  kinetic  energy  which 
may,  if  an  attempt  is  made  at  too  rapid  regulation,  leave  the  wheel  de- 
ficient in  energy  when  increased  power  is  desired,  or,  when  the  power 
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is  decreased,  may  produce  such  shocks  as  will  seriously  affect  regula- 
tion or  perhaps  result  in  serious  injury  to  the  penstock  and  wheel. 

iga.  Energy  Required  to  Change  the  Penstock  Velocity. — ^An  in- 
crease or  decrease  of  load  requires  an  ultimate  increase  or  decrease 
in  velocity  of  the  water  in  the  penstock.  Work  has  to  be  done  upon 
the  water  to  accelerate  it  and  must  be  absorbed  in  order  to  retard  it 
The  total  available  power  which  can  be  expended  for  all  purposes  at 
any  instant  during  the  acceleration  is  (since  vH  is  proportiwial  to  qH) 
proportional  to  the  product  of  the  instantaneous  velocity  and  the  sup- 
ply head.  This  total  power  is  thus  definitely  limited  and,  hence,  the 
work  required  to  accelerate  the  water  must  be  obtained  at  the  expense 
of  the  work  done  upon  the  wheel. 


Fig.  278.— Turbine  Fig.  274.— Turbine  Installation  Witb  Long  PeoBtock  and 
InttaHation     in  Draft  Tube  (see  page  416). 

Open  Pit 

Thus,  when  an  increase  of  load  occurs  the  gate  is  opened  by  the 
governor,  and  the  immediate  result  is  a  decrease  in  the  power  output 
of  the  wheel,  even  below  its  original  value,  and  is  diametrically  op- 
posed  to  the  result  desired.  This  counter  effect  may  last  for  several 
seconds,  and,  unless  sufficient  reserve  energy  in  some  form  is  available 
to  partially  supply  this  deficiency,  the  speed  of  the  wheel  may  fall  con- 
siderably before  readjustment  to  normal  power  can  take  place. 

In  the  same  way  an  excess  of  energy  must  be  absorbed  to  decrease 
the  velocity  at  time  of  decreasing  load.  This  may  be  expended  upon 
the  wheel  thus  increasing  the  speed  above  normal,  or  it  may  be  dis- 
sipated in  one  of  several  ways  to  be  discussed  later. 

The  water  in  the  draft  tube  must  be  accelerated  and  retarded  at 
each  change  of  gate  opening  and  its  kinetic  energy  changed  at  the  ex- 
pense of  the  power  output  in  exactly  the  same  manner  as  that  in  the 
penstock.  For  this  reason  it  should  be  included  in  all  calculations  as 
a  part  of  the  penstock.  One  additional  precaution  must  be  taken :  if 
the  draft  head  is  large  a  quick  closure  of  the  tuibine  gate  may  cause 
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the  water  in  the  draft  tube  to  run  away  from  the  wheel  (actually  cre- 
ating a  vacuum  in  the  draft  tube)  and  then  return  again  causing  a 
destructive  blow  against  the  wheel. 

193.  Hunting  or  Racing. — The  regulation  of  both  steam  engines 
and  hydraulic  turbines  as  now  accomplished  is  one  of  degree  only 
since  a  departure  from  normal  speed  is  necessary  before  the  govenMM* 
can  act.  Since  the  immediate  effect  of  the  gate  motion  is  opposite  to 
that  intended,  the  speed  will  depart  still  further  from  the  normal. 
This  tends  to  cause  the  governor  to  move  the  gate  too  far  with  the 
result  that  the  speed  will  not  only  return  to  normal  as  soon  as  the 
inertia  of  the  water  and  of  the  rotating  parts  is  overcome,  but  may 
rush  far  beyond  normal  in  the  opposite  direction.  The  obvious  ten- 
dency is  thus  to  cause  the  speed  to  oscillate  above  and  below  normal 
to  the  almost  complete  destruction  of  speed  regulation. 

A  successful  governor  must  therefore  "anticipate"  the  effect  of  any 
gate  movement.  It  must  move  the  gate  to,  or  only  slightly  beyond, 
the  position  which  will  give  normal  speed  when  readjustment  to  uni- 
form flow  in  the  penstock  has  taken  place.  A  governor  with  this 
property  or  quality  is  commonly  said  to  be  "dead-beat."  In  Chap- 
ter XV  several  expedients  are  shown  for  the  automatic  elimination  of 
excessive  racing. 

194.  Shock  or  Water  Hammer  Due  to  Sudden  Changes  in  Veloc- 
ity.— ^The  acceleration  or  retardation  of  a  moving  body  requires  an 
unbalanced  force.  Since  acceleration  and  retardation  are  identical, 
except  as  to  sign,  the  required  accelerating  force  may  in  all  cases  be 
expressed  as  follows : 

Force  =  mass  X  acceleration. 

Acceleration,  or  the  rate  at  which  the  velocity  increment  increases 
per  increment  of  time,  is  expressed  by  the  formula : 

dT 

( 134 )  Acceleration  = 

dt 

The  mass  of  water  to  be  accelerated  is 

Alw 
(185)  Mas8  = 

g 

Figures  275  and  276,  page  419,  show  the  conditions  existing'  dur- 
ing an  increase  and  decrease  of  velocity  respectively.  If  the  draft 
tube  were  closed  at  the  lower  end  and  no  water  leaving,  there  would 
be  a  total  force,  equal  to  the  hydraulic  pressure  over  the  area  of  the 
penstock,  or  wAH,  tending  to  move  the  water. 
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Pig.  275.— CJonditlon  Existing  During  Increase  In  Velocity  and  Flow  (see 

page  418). 

It  the  water  is  flowing  with  a  velocity  v,  the  turbine  offers  a  re- 
sistance to  flow  represented  by  the  effective  head  h,  at  the  wheel,  and 
the  penstock  offers  a  resisting  head  A,  composed  of  friction,  entrance, 
and  other  losses.  If  the  velocity  remains  imiform,  A  — if',  and  the 
forces  are  balanced  thus : 

(136)  H—H'  +  h, 

If  the  opening  of  the  turbine  gate  is  now  suddenly  increased,  the 
head  //'  at  the  wheel,  will  fall  to  the  value  h  (shown  in  Fig.  275^ 
above)  which  is  required  to  force  the  given  amount  of  water  Av, 
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Fig.  276. — Oondition  Existing  During  Decrease  in  Velocity  and  Flow  (see 

page  418). 
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through  the  wheel.  On  the  other  hand,  if  the  gate  opening  is  de- 
creased the  pressure  head  must  rise  above  //'  (as  shown  in  Fig.  276) 
in  order  to  discharge  the  water  through  the  wheel.  This  change  fc» 
in  the  head  //'  disturbs  the  equilibrium  of  forces  shown  by  equation 
(136)  making 

(137)  h«  =  H  — h  — kf 

Only  the  head  A*  is  effective  in  accelerating  or  retarding  the  water 
and  the  force  resulting  from  this  head  is  wAht,.  Substituting  this 
value  and  thgse  of  equations  (134)  and  (135)  in  equation  (133)  we 
obtain: 

Alw  dv 

WA1I.B3 or 

8     dt 
1      dv        1 

(188)  lu=» — . =» — X  (rate  of  velocity  change) 

8     dt        8 

The  value  of  A*  given  by  formula  (138)  is  a  general  expression  for 
the  change  in  pressure-head  due  to  a  change  of  velocity  or  for  the 
head  which  must  be  impressed  to  produce  a  desired  change  in  veloc- 
ity. When  in  excess  of  the  static  pressure  as  shown  in  Fig.  276, 
page  419,  it  is  commonly  called  "water  hammer"  (see  Section  212). 

If  the  closure  of  the  gates  is  rapid  the  value  of  K  is  large  and  the 
column  of  water  is  set  into  vibration  or  oscillation.  If  the  partial 
closure  of  gate  is  sufficiently  slow  to  allow  a  distribution  of  each  in- 
crement of  pressure  along  the  pipe,  this  oscillatory  wave  is  avoided 
and  the  pressure  produced  at  any  instant  during  closure,  given  by 
equation '(138),  is  that  which  is  necessary  to  retard  the  moving  column 
of  water  at  the  rate  at  which  its  velocity  actually  decreases  at  that  in- 
stant and  can  be  reduced  below  any  assumed  maximum  allowable 
value  by  a  sufficiently  slow  gate  movement. 

When  a  penstock  is  long,  these  oscillatory  waves  become  a  source 
of  great  danger  to  the  turbines  and  also  to  the  penstock,  especially  at 
bends.  The  extinction  of  a  velocity  of  four  feet  per  second  at  a  uni- 
form rate  in  one  second  in  a  pipe  1,600  feet  in  length  would  create  a 
pressure-head  of  about  200  feet,  or  a  total  longitudinal  thrust  on  the 
pipe  line  at  each  bend,  and  upon  the  wheel  gate,  if  twenty-four  inches 
in  diameter,  of  about  twenty  tons. 

These  dangers  are  further  augmented  by  the  fact  that  several  waves, 
if  succeeding  each  other  by  an  interval  which  is  approximately  a  mul- 
tiple of  the  vibration  period  of  the  pipe,  may  pile  up,  so  to  speak,  crest 
upon  crest  and  cause  a  pressure  which  no  possible  streng^  of  parts 
could  withstand. 
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195.  Permissible  Rate  of  Gate  Movement. — Gate  movements 
must  be  sufficiently  slow  to  avoid  oscillatory  waves  of  dangerous  amp- 
litude. No  general  quantitative  rule  can  be  given  for  the  required 
rate  of  movement  It  can  be  more  rapid  the  shorter  the  penstock  and 
the  smaller  the  velocity  in  the  same.  The  danger  is  much  smaller  dur- 
ing opening  than  during  closure  of  a  gate  and  the  rate  of  gate  move- 
ment could  well  be  made  much  more  rapid  in  the  former  llian  in  the 
latter  case. 

The  rapidity  with  which  a  gate  should  be  opened  is  limited  for  feeder 
pipes  with  an  initial  flat  slope  as  shown  in  Fig.  277,  page  422. 

Let  A'  be  the  lowest  head  obtained  in  opening  the  gate  at  an  as- 
sumed rate  and  AB,  the  resulting  hydraulic  gradient.  In  case  the  gate 
opens  so  rapidly  as  to  cause  the  distance  a,  at  any  point  along  the  pipe 
to  exceed  suction  limit,  the  water  column  in  the  penstock  will  separate 
(the  portion  of  the  column  above  A  not  being  able  to  accelerate  as 
rapidly  as  that  below)  and  ^will  again  reunite  with  a  severe  hammer 
blow.  Failure  to  observe  this  precaution  probably  caused  the  destruc- 
tion of  the  feeder  pipe  of  the  Fresno,  California,  power  plant.  The 
rate  to  be  used  can  be  chosen  after  a  determination,  by  the  method  dis- 
cussed in  Section  212,  of  the  pressures  resulting  from  several  assumed 
rates  of  movement  The  method  is  tedious  but  justifiable  in  many 
cases. 

196.  Regulation  of  Impulse  Wheels^— It  is  impracticable,  if  not 
impossible,  to  build  a  pipe  line  strong  enough  and  well  enough  anchored 
at  all  points  to  withstand  the  enormous  pressures  and  longitudinal 
thrusts  which  would  result  from  rapid  gate  closures  in  a  long  closed 
penstock  such  as  commonly  used  for  impulse  wheels.  The  adjust- 
ment of  quantity  q,  for  changes  in  load  of  short  duration  is  hence  im- 
possible in  such  closed  penstocks  and  the  expedient  usually  adopted  is 
to  "deflect"  the  jet  from  the  wheel  by  changing  the  direction  of  dis- 
charge of  a  pivoted  nozzle.  This  requires  that  the  "needle  valve" 
(sec  Fig.  183,  page  273)  or  gate  maintain  a  jet  sufficient  to  carry  peak 
loads;  hence  causing  a  waste  of  water  at  all  other  times.  This  con- 
dition is  commonly  improved  somewhat  by  adjustmg  the  valve  about 
once  each  hour  by  means  of  a  slow  motion  hand  wheel  for  the  maxi- 
mum peak  load  liable  to  occur  during  that  hour. 

An  automatic  governor  has  recently  been  invented  which  moves  the 
needle  valve  or  gate  slowly,  thus  adjusting  for  changes  of  load  of  long 
duration  while  it  still  retains  the  deflector  to  provide  for  abrupt 
changes  in  the  load  curve  (see  Fig.  286,  page  460). 
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Another  device  proposed  for  use  in  this  connection  is  a  by-pass 
nozzle  arranged  to  open  as  the  needle  valve  rapidly  closes,  and  then 
automatically  close  again  at  a  rate  sufficiently  slow  to  reduce  the  ex- 
cess pressure  to  safe  limits.  One  advantage  in  favor  of  this  arrange- 
ment is  that  the  jet  would  then  always  strike  the  center  of  the  buckets 
which  is  found  to  considerably  reduce  their  wear. 

An  automatic  relief  valve  of  hydraulic  or  spring  type  is  nearly 
always  used  but  serves  more  as  an  emergency  valve  to  reduce  water 
hammer  pressures  than  as  a  by-pass  to  divert  water  from  the  wheel 
for  the  purpose  of  governing.  For  this  latter  use  the  spring  type  of 
valve  has  proven  unsatisfactory. 

In  some  cases  the  water  discharged  from  high  head  plants  is  used 
below  for  irrigation  and  must  be  kept  constant,  thus  doing  away  with 
the  necessity  of  varying  the  velocity  in  the  feeder  pipe  for  a  varying 
load. 


Fig,  277.— Feeder  Pipe  Having  Initial  Flat  Slope  (see  page  421). 

Mr.  Raymond  D.  Johnson  proposes  for  these  high  head  plants,  the 
use  of  large  air  chambers  or  "Surge  Tanks,"  placed  near  the  wheels, 
of  a  sufficient  size  so  that  the  governor  can  control  the  needle  valve 
directly,  thus  dispensing  with  the  deflector  and  by-pass  and  doing 
away  completely  with  the  waste  of  water  occasioned  by  their  use.  He 
has  derived  formulas  by  which  he  claims  to  accurately  proportion 
these  tanks  for  an  assumed  maximum  allowable  range  of  head  fluctua- 
tion or  surge.* 

197.  Influences  Opposing  Speed  Regulation. — Abrupt  changes  in 
the  demand  for  power  of  a  considerable  proportion  of  the  total  capac- 
ity of  a  plant,  take  place  at  times  in  modem  power  plants.  Three 
causes  tend  to  make  the  change  in  output  of  a  wheel  lag  behind  the 
change  in  demand  placed  upon  it;  viz.:  (i)  the  fact  that  the  governor, 
however  sensitive,  does  not  act  until  an  appreciable  change  of  speed 
occurs,  and  then  not  instantly;  (2)  the  fact  that  some  time  is  required 

•  See  "The  Surge  Tank  In  Water  Power  Plants,"  by  R.  D.  Johnson.  Trana. 
Am.  Soc.  M.  E.,  1908. 
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for  the  readjustment  of  penstock  velocity,  even  after  the  gate  move- 
ment is  complete;  (3)  the  necessity  of  changing  the  velocity,  and 
hence  of  overcoming  the  inertia  of  the  water  in  the  penstock  and  draft 
tube  at  each  change  of  load. 

Each  of  these  influences  is  directly  opposed  to  speed  regulation,  as 
will  appear  in  the  succeeding  articles,  since  each  causes  the  power 
sui^lied  to  a  wheel,  at  time  of  increasing  load,  to  fall  short  of  the  de- 
mand, the  deficiency  being  supplied  at  the  expense  of  the  speed  from 
the  kinetic  energy  stored  in  the  rotating  parts.  The  expression  for 
the  total  deficient  work,  i.  e.  foot  pounds,  is : 

(139)  AK  =  AKi  +  AK.+ AK. 

for  which  see  equations  (153)  and  (155)  and  Sections  199  and  201. 

198.  Change  of  Penstock  Velocity. — Assuming  the  gate  move- 
ment to  take  place  instantly,  we  will  have  the  condition  illustrated  in 
Figures  275  or  276,  page  419,  for  which  equation   (138)   was  de- 

dv 

rived  (see  Section  194).     Solving  equation  (138)  for we  have: 

dt 
dv        g  g 

( 140)  Acceleration  = =  —  X  ( accelerating  head )  ^  —  ht 

dt         1  1 

The  accelerating  head  as  shown  in  equation  (137)  is  H  —  h  —  ftf. 
It  is  the  general  principles  of  hydraulics  that  the  head  lost  in  flow 
through  any  opening,  pipe,  orifice,  etc.,  varies  as  the  square  of  velocity. 

It  was  shown  in  Section  144,  page  302,  that  the  quantity  flowing 
through  a  turbine  varies  as  the  square  root  of  the  head.  Remember- 
ing that  the  quantity  is  proportional  to  the  penstock  velocity,  we  have: 


(141) 

q        V         Vh 

Q       V        VH' 

(142) 

h  = H'    Now 

(148) 

1                     V* 

hf=(l  +  f— +  etc)— •    Hence, 
d               2g 

(144) 

hf       V* 

h,       V 

(146) 

hf  = h. 

*  See  Merriman'B  Treatise  on  Hydraulics,  p.  200,  et  seq. 


Digiti 


zed  by  Google 


424       Speed  Regulation  of  Turbine  Water  Wheels. 

From  equation  ( 137) 


lu  =  H— h  — hf  =  H  — H'- 


hr or 


(146) 


lu«H— (H'  +  h,  ) 


And  from  equation  (136) 
(147) 


Pig.  278.— Form  of  Curve  of  Velocity  Change  for  Increasing  Velocity  (lee 

page  425). 


Hence  from  equation  (140) 

dr        gH 
(148)  « (1- 


-) 


dt  1  V" 

The  integration  of  this  equation  as  given  in  Section  213  gives  the 
following  equation  for  the  curve  of  velocity  change  in  the  penstock 
following  a  sudden  change  of  gate  opening: 

Bantllogk't  — 1 


(149) 


T=«V- 


Bantilogk't  +  1 

As  shown  in  Section  213  this  value  of  v  approaches  but  never  equals 
the  value  of  V,  The  form  of  the  curve  for  an  increasing  velocity  is 
shown  in  Fig.  278. 
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199.  Effect  of  Slow  Acceleration  cm  Water  Supplied  to  WheeLp— 

Since  velocity  in  the  penstock,  discharge  of  wheel,  and  load  are  ap- 
proximately proportional  to  each  other,  the  ordinates  of  Fig.  278  may 
be  taken  to  represent  loads.  The  load  demand  remains  at  a  constant 
value  Vo  from  A  to  B,  where  it  suddenly  increases  to  Vi  following  the 
line  A  B  C  D  E.  The  supply,  however,  assuming  an  instantaneous 
gate  movement,  follows  the  line  A  B  D  F.  Now,  the  total  quantity  of 
water  supplied  to,  and  hence  the  work  (not  power)  supplied  by  the 
water  for  all  purposes  is  proportional  to  the  area  generated  by  an  ordi- 
nate to  the  line  A  B  D  F,  and  the  demand  upon  the  wheel  to  the  area 
generated  by  the  power  curve.  The  area  B  C  D  B  therefore  represents 
a  deficiency  of  developed  work  which  must  be  supplied  by  the  energy 
stored  in  the  rotating  parts. 

For  practical  purposes  this  area  may  be  assumed  equal  to  the  area  L 
of  the  triangle  5'  C  Z?',  where  the  line  5'  Z?'  is  tangent  to  the  curve 

Vo  + Vi 

B  Jf  -D  at  the  point  of  mean  velocity 

2 

The  slope  of  the  line  fi'  Z?'  for  this  mean  velocity  is  readily  obtained 
from  equation  (148).    Call  it  M,  then 

B'C         vi  — vo         gH    r         (vo +  ▼!•)•  1 

(150)  M  = = = I  1 I  and 

CD'  T  1      L  4V"         J 

Vi  —  Vo 

(151)  'r=- 


(162)  AreaB'C'iy  =  L  = 


M 

(Vi  — Vo)T'  (Ti  — Vo)« 


2  2H 

This  value  of  L  is  expressed  in  feet  and  represents  the  deficiency  of 
lineal  distance  moved  by  the  water  column  in  the  penstock.  The  de- 
ficiency of  supplied  water  in  cubic  feet  is,  hence,  A  L  and  the  deficiency 

of  undeveloped  work  is 

AwH' 

(153)  AKi  =  ALwH'  = (yi— .v*)t 

2M 

aoo.  Value  of  Racing  or  Gate  Over-Run. — At  D,  Fig.  278,  page 
424,  the  supply  line  B  D  F  crosses  the  load  line  C  D  E,  and  the  speed 
which  was  lost  from  B  to  Z?  begins  to  pick  up  again. 

The  necessity  also  for  an  overrun  of  the  governor  is  shown  by 
Fig.  278.  If  the  demand  line  were  A  B  N  F  and  the  gate  opened  to 
the  same  place  as  before,  giving  the  supply  line  B  D  F,  the  supply  of 
power  would  approach,  but  theoretically  never  equal,  the  demand  and 
the  speed  would  hence  never  pick  up  to  normal.    The  gate  movement 
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should  therefore  be  similar  to  that  shown  in  Fig.  279  in  order  to  give 
the  gate  the  small  overrun  which  is  necessary  to  bring  the  speed  back 
to  normal. 

aoi.  Energy  Required  to  Change  the  Penstock  Velocity.— The 
energy  involved  in  the  change  of  velocity  above  described  results  in  an 
excess  or  deficiency  of  energy  delivered  to  the  wheel  (see  Section  192). 
The  amount  of  this  excess  or  deficient  energy  is  readily  determinable. 
The  kinetic  energy  in  foot  pounds  stored  in  the  moving  column  of 
Wv* 

water  is  K«= or 

2g 

62.5A1V* 

(154)  K.  = =  .972Alv« 

64.3 

The  amoimt  which  must  be  diverted  from  the  wheel  or  dissipated 
when  the  velocity  changes  is  therefore 

(155)  AK«  =  0.^72  Al  (Vi«  —  Va*) 

In  this  case  /  should  be  taken  as  the  combined  length  of  penstock 
and  draft  tube. 


i 


NOfinAl.  SATCj-  NCW  COAO 


HOtkMM,   OATC  -  OCO  COAO 


Fig,  279. — Gate  Movement  Showing  Necessary  Overrun. 

This  deficient  energy  must  be  supplied,  or  the  excess  absorbed,  by 
means  of  a  flywheel  or  the  installation  of  a  stand-pipe  connected  with 
the  penstock  closely  adjoining  the  wheel. 

aoa.  ££Fect  of  Sensitiveness  and  Rapidity  of  Governor. — Referring 
again  to  Fig.  278,  page  424,  suppose  the  increase  of  load  to  take  place 
at  5'"  giving  the  load  line  A  5'"  C"  £.  After  an  interval  from 
B'"  to  5",  the  speed  has  dropped  an  amount  depending  upon  the  sen- 
sitiveness of  the  governor.  The  gate  will  then  begin  to  open;  the 
velocity  in  the  penstock  accelerating  meanwhile  along  the  dotted  line 
5'"F.  The  lack  of  sensitiveness  of  the  governor  has  therefore  added 
a  deficient  work  area  of  5"'  5"  C"  C",  and  the  sluggishness  of  its 
motion  an  additional  area  C"  5"  B  C,  approximately.  This  deficiency 
AK^  can  be  only  roughly  approximated  without  the  detailed  analysis 
given  in  Section  213. 

203.  The  Fly-Wheel.— A  fly-wheel  is  valuable  for  the  storage  of 
energy.  Work  must  be  done  upon  it  to  increase  its  speed  of  rotation, 
and  it  will  again  give  out  this  energy  in  being  retarded.    From  the 
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laws  of  mechanics  the  number  of  foot  pounds  of  kinetic  energy  stored 

in  a  body  by  virtue  of  its  rotation  is  given  by  the  formula : 

2Iir*S«        2  X  8.1416« 

K'= = IS«or 

.       g60«  32.15X60* 

(156)  K'=i.00017IS> 

The  amount  of  energy  which  must  be  given  to  or  absorbed  from  the 
fly-wheel  in  order  to  change  the  speed  is 

(157)  AK'  =  .00017I(S<^  — Si«) 

Thus  a  fly-wheel  can  store  energy  only  by  means  of  a  change  in 
speed.  By  means  of  a  sufficiently  large  moment  of  inertia  the  speed 
change  of  a  fly-wheel,  for  any  given  energy  storage  A/C,  can  be  re- 
duced to  any  desirable  limit 

The  need  of  a  fly-wheel  eflFect  to  carry  the  load  of  a  hydro-electric 
unit  during  changes  of  gate,  and  while  the  water  is  accelerating  in  the 
penstock  at  art  increase  of  load  has  led  to  the  development  of  a  type  of 
revolving  field  generator,  whose  rotor  has  a  high  moment  of  inertia 
and  is  therefore  especially  adapted  for  speed  regulation  usually  mak- 
ing the  use  of  a  fly-wheel  imnecessary. 

Warren  *  has  simplified  the  expression  for  Aif'  (see  equation  157), 
substantially  as  follows : 

From  equation  (156)  : 

Ki'         .00017 1  Si«         Si« 

(158)  = = Hence, 

K«'  .00017 1  S«*         S«* 

Ki'  —  K/  Si>  —  &»  (Si  -f  S«)  (Si  —  Ss) 

(159) 


Ki'  Sa*  Ss* 

Put  Si  —  S«==  AS 
andKi'  — K.'  =  AK' 

For  small  differences  between  S,  and  5*2  equation  (159)  becomes  ap- 
proximately : 

AK'         2SXAS       2XAS 

(160)  == = or 

K'  S*  S 

2K'  X  A  S 

<161)  AK'  = 

S 

Or  the  percentage  change  in  speed  is 

100  X  A  S       50  X  A  K' 
(162)  6  =  - 


S 


*  See  "Speed  Regulation  of  High  Head  Water  Wheels,"  by  H.  E.  Warren,  in 
^Pechnolog7  Quarterly,  Vol.  XX.  No.  2. 
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204,  The  Stand-Pipc.— The  function  of  the  stand-pipe  is  two- 
fold: (i)  to  act  as  a  relief  valve  in  case  of  excess  pressures  in  the 
penstock;  (2)  to  furnish  a  supply  of  energy  to  take  care  of  sudden 
increases  of  load  while  the  water  is  accelerating,  and  to  dissipate  the 
excess  kinetic  energy  in  the  moving  water  column  at  time  of  sudden 
drop  in  load.  For  these  purposes  it  should  be  of  ample  diameter  and 
placed  as  close  to  the  wheel  as  possible. 

The  analytical  determination  of  the  effect  of  a  given  stand-pipe  upon 
speed  reg^ation  is  very  difficult  if  not  quite  impossible.  Furtheraiore, 
it  is  not  necessary,  since  the  drop  in  effective  head  at  an  increase  of 
load  may  (except  in  the  case  of  maximum  possible  load)  be  compen- 
sated for  by  an  increase  of  gate  opening,  hence  maintaining  a  constant 
power  and  speed  or  at  least  a  satisfactory  degree  of  speed  regulation. 
Thus  the  action  of  a  stand-pipe  in  storing  energy  differs  radically  from 
that  of  the  fly-wheel  as  the  latter  can  store  or  give  out  energy  only  by 
means  of  a  change  of  speed  in  the  generating  unit. 

The  determination  of  the  range  of  fluctuation  of  water  level  in  an 
assumed  stand-pipe,  and  the  time  required  for  return  to  normal  level 
for  various  changes  of  load  on  the  wheel,  will  assist  gfreatly  in  the 
design  of  the  stand-pipe. 

Figure  280,  page  429,  shows  the  condition  when  a  stand-pipe  is  used. 
Assume  that  the  wheel  is  operating  under  part  load.  The  water  nor- 
mally stands  at  height  h^  below  the  supply  level.  If  the  load  suddenly 
increases,  the  gates  open,  and  the  water  level  begins  to  fall,  thus  caus- 
ing an  accelerating  head  /»»  =  //  —  h  —  ht.  Equation  ( 140)  then  ap- 
plies as  before,  where  K  becomes  (y  —  cv*). 

If  the  governor  keeps  step  with  the  change  in  head  by  increasing  the 
gate  opening  to  maintain  a  constant  power  then 

q  h  s=:  Qi  hi 
q  (H  — y)  =Avi  (H  — h,  )  =  Avi  (H  — cvi«)  or 

Avi(H  — cvxM 

(163)  q  = 

H  — y 

The  rate  of  water  consumption  by  the  wheel  at  any  instant  is  q; 
the  rate  at  which  the  water  is  supplied  by  the  penstock  is  Av;  and  the 
rate  of  rise  or  fall  of  the  water  surface  in  stand-pipe  is  therefore : 

dy     dh       Av  — q        AT  vi(H  — cvi«)    l 

(164)  —  =  — = =  —  I  v I 

dt      dt  P  PL  H  — y         J 

The  solution  of  equations  (140)  and  (164),  which  are  necessary 

for  determining  the  curves  of  variation  of  head  and  velocity,  is  im- 
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practicable,  if  not  impossible,  hence  a  diflferent  treatment  is  proposed 
and  considered  in  Section  214. 

If  g  be  assumed  constant  (— ^v^)  during  the  adjustment  of  pen- 
stock velocity  and  the  friction  loss  a^,  in  the  penstock  be  neglected, 
then  equations  (140)  and  (164)  simplify  and  become  integrable.  The 
resulting  equations,  showing  the  variations  of  v  and  y,  are  true  har- 
monics or  sine  curves.  The  effect  of  friction  and  governor  action  is 
to  produce  a  damped  or  somewhat  distorted  harmonic  as  discussed  in 
Section  213.  Any  change  of  load  thus  starts  a  series  of  wave-like 
fluctuations  of  penstock  velocity  and  stand-pipe  level  which  continue 


Fig.  280.^The  action  of  the  Stand-pipe  (see  page  428). 

until  this  wave  energy  has  been  entirely  expended  in  friction.  Analog- 
ous to  all  other  wave  motions  these  waves  may  pile  up  (if  two  or 
more  gate  movements  succeed  each  other  by  short  intervals  which  are 
approximately  multiples  of  the  cycle  27),  causing  a  very  gfreat  fluctua- 
tion in  head  and  velocity.  In  fact  by  assiuning  a  proper  combination 
and  succession  of  circumstances  no  limit  can  be  assigned  to  the  range 
of  fluctuation  or  "surge"  which  may  occur.  The  probable  combina- 
tion of  circumstances  which  will  occur  in  any  plant  depends  largely 
upon  the  character  of  the  load.  Overflows  from  stand-pipes  due  to 
these  surges  have  been  known  to  do  considerable  damage  and  it  is  de- 
sirable to  either  provide  for  this  overflow  either  at  the  top  or  by  relief 
valves  at  the  bottom,  or  build  the  stand-pipe  high  enough  to  prevent  it 
and  thus  gain  the  additional  advantage  of  conserving  the  water  which 
would  otherwise  .waste. 
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If  the  change  of  load  is  assumed  to  occur  when  the  water  is  at  its 
normal  level  then  the  analysis  given  in  Section  214  furnishes  the  fol- 
lowing formulas: 


(165) 


V  Ag 


/Al 

(166)  T«   / (Ti  — T.) 

V  Fg 

2A    rl  HT  1 

(167)  D»  — 2HD  = I  —  (Vi«  — VI?)  + (vi— Vo)  I 

F     l2g  IT  J 


(168)  Db  =  D  +  cVo? 

(169) 


A        /I  cT       \ 

D.«=— vo^l Vf  I 

F        Vg  3        / 


The  value  of  T  from  equation  (165)  is  one-half  a  wave  cycle  or  the 
Hme  required  for  return  to  normal  head  after  a  change  of  load.  It  is 
obtained  by  neglecting  both  friction  and  the  compensating  effect  of  the 
governor.  These  influences  increase  T  in  very  nearly  the  ratio  that  D 
exceeds  Y. 

Y  from  equation  ( 166)  is  the  maximiun  head  fluctuation,  or  maxi- 
mum value  of  y,  also  obtained  by  neglecting  friction  and  governor 
action. 

D  from  equation  (167)  is  the  maximum  drop  in  stand-pipe  level  cor- 
responding to  Y  except  that  governor  action  is  included.  If  this  value 
of  D  is  added  as  shown  in  equation  (168)  to  the  initial  friction  loss 
cvQ^y  the  result  agrees  very  closely  with  the  value  of  the  maximum 
drop  D,  where  friction  is  included  and  is  much  more  simple  than  the 
more  exact  equation  given  in  Section  214. 

A  reasonable  assumption  for  determining  the  probable  maximum 
height  to  which  the  water  will  rise  in  the  stand-pipe  is  that  full  load  is 
instantly  thrown  oflF  the  unit  when  the  normal  load  velocity  v^  exists 
in  the  penstock.    This  assumption  leads  to  equation  (169). 

The  verification  of  these  formulas  and  some  additional  ones  is  given 
in  Section  214,  and  an  example  of  their  application  in  Section  211. 

205.  The  Air  Chamber.— There  is  a  practical  limit  to  the  height 
to  which  a  stand-pipe  can  be  built.  A  high  stand-pipe  is  also  less 
effective  due  to  the  inertia  of  the  water  in  the  stand-pipe  itself  which 
must  be  overcome  at  each  change  of  load,  thus  introducing  to  a  lesser 
degree  the  same  problem  as  in  a  penstock  without  stand-pipe.    For 
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some  such  cases  the  top  of  the  tank  can  be  closed  and  furnished  with 
air  by  a  compressor.  The  design  of  air  chambers  has  been  investi- 
gated by  Ra)rmond  D.  Johnson.*  An  air  chamber  is  less  effective  in 
equalizing  the  pressure  than  a  stand-pipe  of  the  same  diameter. 

ao6.  Predetennination  of  Speed  Regulation  for  Wheels  Set  in 
Open  Penstocks. — The  influences  which  oppose  speed  regulation 
have  been  partly  discussed.  At  an  increase  or  decrease  of  load  there 
is  a  deficiency  or  excess  of  developed  power  due  to  ( i )  the  inability  of 
the  governor  to  move  the  gate  upon  the  instant  that  the  load  changes  j 
(2)  the  necessity  of  accelerating  or  retarding  the  water  in  the  penstock 
and  draft  tube  as  previously  discussed.  If  no  stand-pipe  is  used,  re- 
liance must  be  placed  upon  the  fly-wheel  effect  of  turbine,  generator 
and  additional  fly-wheel,  if  necessary,  to  absorb  or  give  out  the  excess 
or  deficiency  of  input  over  output  of  the  plant  at  this  time. 

The  first  influence  opposed  to  speed  regulation,  that  of  slow  gate 
movement,  is  of  chief  importance  (a)  where  the  plant  is  provided  with 
large  open  penstocks  and  short  draft  tubes ;  (b)  where  an  ample  stand- 
pipe,  placed  close  to  the  wheel,  and  a  short  draft  tube  are  used ;  (c)  in 
the  regfulation  of  an  impulse  wheel  where  no  attempt  is  made  to  change 
the  velocity  of  water  in  the  feeder  pipe. 

Mr.  H.  E.  Warren  t  has  analyzed  this  case  essentially  as  follows : 

"As  long  as  the  output  from  the  wheel  is  equal  to  the  load,  the 
speed  S,  and  kinetic  energy  K\  of  the  revolving  parts  will  remain 
constant.  The  governor  is  designed  to  adjust  the  output  of  the  wheel 
to  correspond  with  the  load,  but  it  cannot  do  this  instantaneously. 
Consequently,  during  the  time  T  required  to  make  the  adjustment  of 
the  control  mechanism  after  a  load  change  there  will  be  a  production 
of  energy  by  the  water  wheel  greater  or  less  than  the  load.!  The 
entire  excess  or  deficiency  will  be  added  to  or  subtracted  from  the 
kinetic  energy  of  the  revolving  parts,  and  will  become  manifest  by  a 
corresponding  change  in  speed. 

Neglecting  friction  losses,  and  assuming  that  the  power  of  the  water 
wheel  is  proportional  to  the  percentage  of  the  governor  stroke  and 
that  the  movement  of  the  governor  after  a  load  change  is  at  a  uniform 
rate,  the  excess  or  deficient  energy  which  goes  to  or  comes  from  the 
revolving  parts  after  an  instantaneous  change  of  load  from  Lo  to  Li 
Is  measured  by  the  average  difference  between  the  power  of  the  wheel 

*  See  Trans,  of  Am.  Soc.  M.  E.,  1908. 

t  See  article  by  H.  E.  Warren  on  "Speed  Regulation  of  High  Head  Water 
Wheels,"  previously  referred  to  in  Section  203. 
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ind  the  new  load  during  the  time  T",  while  the  governor  is  moving, 
nultipHed  by  T"  or  expressed  in  foot  pounds : 

Po  — pi 

(170)  A  K'r= X  T'^  X  660 

2 

From  equation  (156)  the  kinetic  energy  of  the  rotating  parts  is: 

K'  =  . 00017  IS* 

From  equations  (156),  (162)  and  (170) 

50  X  (Po— pi)'r'X660 

5s-s OP 

2  X  .00017  I  S» 

(171)  6  r=  81.000.000 (Po  — px) 

207.  Predetermination  of  Speed  Regulation,  Plant  With  Closed 
Penstock. — In  this  case  the  rotating  parts  must  absorb  or  deliver 
up  an  amount  of  energy  AX^'  (equation  161),  equivalent  to  that  given 
for  l\K  in  formula 

(139)  AK^AKi  +  AKi+AKt 

where,  from  equation  (153), 

AwH 

(158)  AKi= (vi  — v.)« 

2M 
M  being  obtained  from  equation 


gH   r        (vo  +  vi)«l 

(150)  M= ll I 

1      I  4V         J 


The  value  of  /^K^  is  obtained  by  equation 

(155)  A  &=« 0.972  Al  (Vi*  — To*) 

There  is  no  simple  way,  as  discussed  in  Section  202,  of  determin- 
ing K^,  It  must  be  estimated  or  analyzed  graphically  as  in  Sec- 
tion 214. 

From  equation 

(156)  K'«.00017IS« 

If  R  is  the  proportion  of  this  theoretical  energy  which  is  given  to 
the  rotating  parts  at  a  decrease  in  load,  or  which  the  rotating  parts 
must  give  out  during  an  increase  of  velocity  and  load,  then 

(172)  AK'=:RXAK 

and  we  have  from  equation 

50  X  R  X  A  K 

(162)  ^  = 

K' 

50  X  R  X  A  K 


.00017  I  8« 


-or 
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RX  AK 

(178)  6  =  294.000 

IS* 

Solving  for  /  we  find  the  moment  of  inertia  of  the  rotating  parts^ 
which  is  necessary  to  obtain  any  desired  percentage  of  regulation  to  be 

RX  AK 

(174)  1  =  294,000 

6S« 

Although  there  can  be  no  doubt  as  to  the  accuracy  of  the  form  of 
equations  (173)  and  (174)  yet  their  value  for  other  than  comparative 
purposes  depends  upon  the  accuracy  with  which  we  can  estimate  R. 
With  perfect  efficiency  of  the  wheel  under  all  conditions,  R  would  be 
unity,  but  in  actual  cases  R  must  be  determined  by  experiment  or  by 
the  graphical  method  given  in  Section  213.  It  will  be  less  for  de- 
creasing than  for  increasing  loads  since  the  inefficient  operation  of 
the  wheel  assists  speed  regulation  in  the  former  case,  and  hinders  it  in 
the  latter.  In  addition  to  this  fact,  the  excess  energy  at  a  decrease 
of  load  can  be  partially  dissipated  through  a  relief  valve,  or  a  by-pass, 
etc.  For  practical  cases  it  is  therefore  necessary  to  investigate  only 
the  case  of  increasing  load. 

A  detailed  analysis  of  a  particular  problem  can  be  made,  as  in 
Section  213,  by  which  the  velocity  in  the  penstock,  effective  head, 
power  of  wheel,  speed,  etc.,  can  be  determined  for  each  instant  dur- 
ing the  period  of  adjustment.  From  this  also  the  time  of  return  to 
normal  speed  can  be  determined.  The  method  is  somewhat  tedious, 
but  justifiable  nevertheless. 

208.  Predetermination  of  Speed  Regulation,  Plant  With  Stand- 
pipe. — If  the  stand-pipe  is  of  suitable  diameter  and  close  to  the 
wheel  the  speed  regulation  will  approach  that  obtainable  in  open  pen- 
stock and  as  investigated  by  Warren  in  Section  206.  Otherwise  the 
problem  becomes  that  of  a  plant  with  a  closed  penstock,  of  a  length 
equal  to  that  of  the  draft  tube,  plus  the  penstock  from  stand-pipe  to 
wheel. 

209.  Application  of  Method,  Closed  Penstock. — An  example  of 
the  analysis  of  a  problem  in  speed  regulation  is  as  follows : 

Assume  the  forty-eight  inch  Victor  cylinder  gate  turbine,  whose 
characteristic  curve  is  shown  in  Fig.  281,  page  434.  Suppose  it  is 
supplied  with  water  through  a  penstock  whose  diameter  is  eight  feet, 
and  whose  length  combined  with  that  of  the  draft  tube  is  500  feet 
The  head  is  fifty  feet  which  for  <^  —..664  gives  180  R.  P.  M.  —  S. 
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Neglecting  all  losses  of  head  except  that  in  the  turbine,  we  find 
from  the  characteristic  curve  for  various  loads  as  follows : 


Full  load 


.8L(0ad 


^Load 


^Load 


Brake  horse  power 

Quantity  of  water  per  sec  (cu.  ft.) 

Velocity  in  penstock,  V 

Efficiency  of  wheel 


1120.00 

240.00 

4.77 

.82 


900 
210 
4.18 
.754 


560.00 

145.00 

2.88 

.68 


280.00 
97.80 
1.94 
.505 


The  above  values  will  be  considered  as  applying  to  the  entire  plant 
since  the  loss  in  the  penstock  is  small  in  this  case. 

Assume  the  load  to  increase  suddenly  from  pne  quarter  load  to  eight- 
tenths  load,  while  the  gate  at  the  same  time  opens  to  full  load  posi- 
tion. The  number  of  foot  pounds  of  work  which  must  be  done  to 
accelerate  the  water  from  a  velocity  of  1.94  feet  per  second  to  4.18 
feet  per  second  is  found  from  equation  (155)  to  be 

A  K.  =  0.972  Al  ( vi«  —  Vo*) 

==  0.972  X  50.3  X  500  (4.18»  —  1.94«) 
=  0.972  X  50.3  X  500  X  13.73 
s=  335,000  foot  pounds. 

Referring  to  Section  207,  page  432,  to  find  the  amount  of  deficient 
work  due  to  insufficient  supply  of  water  we  have 

=  3.06. 


From  equation  (1-50),  Section  199 

32.16  X  50 
M  = 


500 
32.16  X  50 


L         4  X  4.77»  J 


500 


X.688 


=  1.8d 
From  equation  (153), 

50.3  X  62.5  X  50 


AKi  =  - 


(4.18  —  1.94)* 


2  X  1.89 
=  209,000  foot  pounds. 
The  total  deficiency  for  which  formulas  have  been  derived  is  hence, 
AK=AKi  +  AK'+  (AKs  undeterminable) 
=  335,000  +  209,000 
=  544,000  +  ft.  lbs. 
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By  means  of  the  detailed  graphical  analysis  given  in  Section  213 
this  deficiency  is  found  to  be  600,000  foot  potmds  for  gate  movement 
in  one-half  second  showing  that  the  estimated  value  should  have  been 
increased  in  this  case  by  10.3  per  cent.  (R«=«  1.127)  to  compensate 
for  neglecting  the  effect  of  slow  (one-half  second)  gate  movement 
or  K^,  It  must  be  remembered  that  this  quantity  AK,  is  the  deficiency 
of  theoretical  hydraulic  work  done  upon  the  wheel.  For  reasons  dis- 
cussed in  Section  213,  it  will,  however,  be  found  to  differ  but  slightly 
from  the  deficiency  of  wheel  output,  in  this  case  586,000  foot  pounds. 

To  determine  the  speed  regulation  which  can  be  obtained,  assume  a 
generating  unit  whose  rotor  has  a  fly-wheel  effect,  or  moment  of  in- 
ertia I,  of  1,000,000  pounds  at  one  foot  radius.  The  normal  speed 
S^^  180,  A  -K" -=  544,000  foot  pounds,  and  R  {in  general  to  be  esti- 
mated, but  in  this  case  obtained  by  the  graphical  method  given  in 
Section  213,  is  1.127.    Therefore  from  equation  (173) 

1.127  X  544,000 

6  =  294,000 =  5.57% 

1,000,000  X  180' 

If  a  fly-wheel  is  to  be  designed  for  a  given  r^ulation,  say  four  per 

cent.,  then  the  required  moment  of  inertia  of  same  is,  from  equation 

(174) 

RAE 
1  =  294,000 

1.127  X  644,000 

=  294,000 or 

4X  180? 

I  =  1,390,800  £t.Mbs. 

210.  Application  of  Method,  Open  Penstock. — ^As  the  penstock 
and  draft  tube  are  shortened,  the  excess  or  deficient  energy  area 
AK^,  obtained  during  the  gate  movement  becomes  an  increasing  pro- 
portion of  the  whole,  until  for  a  large  open  penstock  and  short  draft 
tube  the  developed  power  ceases  to  lag  and  follows  practically  the 
same  law  of  change  as  the  gate  opening.  The  estimation  of  excess 
or  deficient  energy,  and  consequently  of  speed,  is  then  very  simple  by 
means  of  Mr.  Warren's  equation  (171).  For  illustration:  assume  the 
same  wheel  as  in  the  preceding  section,  obtaining  the  outputs  of 
280  H.  P.  =  po  at  one-fourth  load  and  900  H.  P.  ==  pi  at  0.80  load, 
as  in  the  other  instalaltion.  Assume  the .  same  moment  of  inertia 
1,000,000  and  that  the  gate  movement  take  place  in  one-half  second 
as  before.    Then  T"  =  1/2;  S^  180. 
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This  gives 

0.6 

<J=«S1.000,000 (900  —  280)  =  .775* 

1.000.000  X  180* 

This  is  a  much  closer  regulation  than  obtained  with  the  long  pen* 
stock. 

311.  Application  of  Method,  Plant  With  Stand-Pipe. — ^Assume  a 
plant  where  the  wheels  develop  39,000  H.  P.  under  375  ft.  head,  thereby 
requiring  about  uoo  cubic  feet  of  water  per  second  (assuming  eighty- 
three  per  cent,  efficiency  of  the  wheels).  Assume  this  water  is  sup- 
plied through  four  seven  foot  pipes  about  4,800  feet  long,  requiring  a 
velocity  in  the  feeder  pipes  at  full  load  of  about  7.15  feet.  Suppose 
four  pipes  all  connected  at  the  lower  end  to  a  stand-pipe  thirty  feet 
in  diameter.  If  a  sudden  load  change,  of  about  one-third  of  the  total 
is  to  be  provided  for,  this  would  require  an  ultimate  change  of  velocity 
in  the  penstock  from  about  4.76  feet  per  second  at  two-thirds  load  to 
7.15  feet  at  full  load,  or  v^  —  4.76,  and  v^  —  7.15.    Now, 

V 

A«4Xir-— 164Bq.ft 

4 
30* 
F— X —707 

4 

From  equation  (165)  the  time  required  for  return  to  normal  head, 
or  the  half  period  of  oscillation,  is 


/707  X  4800 

T«=x  / «=  82  seconds 

V  154  X  32.16 

This  would  perhaps  be  increased  to  nearly  100  seconds,  due  to  the 
use  of  additional  water  during  this  period  of  low  head,  as  discussed 
in  Section  214,  but  the  value  eighty-two  should  be  used  in  equation 
(167).  I 

Equation  (166)  gives  for  the  drop  in  water  level  in  the  stand-pipe/ 


7154  X  4800 

T=    / (7.15  —  4.76) 

V  707  X  82.16 

—  V32J  X  2.39  mm  13.6  feet 
The  more  exact  equations  (167)  and  (168),  give  for  D  and  Z?b 

2  X  154  r4800  375  X  82  1 

D»  — 2X  876D« I (7.16"  — 4.76«)  -f- (7.16—4.76)  I 

707       164.3  8.14  J 


or 

n«  — 760  D-f- 11,120  « 
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Solving  this  quadratic  equation  gives 


750— V750*  — 4X11.120 

, or 

2 
750  —  719 

=  15.5  feet 


2 


(4800\    1 
1  +  .015 1 =^.176 
7    7  64.3 


Db«-15.5  +  c  X  4.76«  =  15.5  +  .176  X  4.76«  =  19.5  feet 
No  attempt  will  be  made  to  estimate  the  greatest  drop  in  level  which 

might  occur,  due  to  an  addition  of  waves. 

212.  Further  Consideration  of  Water  Hammer. — In  Section  194, 

it  is  shown  that  the  pressure  head  due  to  a  change  of  velocity  in  a 

water  column  is  expressed  by  the  formula 

1       dv 

(138)  lu— X 

g      dt 

It  is  evident  that  the  water  hammer  head  produced  by  the  rapid 
closing  of  a  gate  at  the  end  of  a  pipe  line  will  be  maximum  for  the 

dv 
maximum  possible  value  of  - — ,  or  that  obtained  by  closing  the  gate 

dt 
instantly.    Were  it  not  for  the  elasticity  of  water  and  pipe,  instan- 
taneous gate  closure  would  produce  an  infinite  rate  of  retardation, 

dv 

— ,    and  hence  infinite  pressure.    In  reality  the  water  near  the  gate 

dt 

first  compresses  and  the  surrounding  pipe  expands,  due  to  the  water 

hammer  pressure,  the  flow  meanwhile  continuing  undiminished  in  the 
remainder  of  the  pipe  in  order  to  fill  the  additional  space  thus  ob- 
tained. The  point  up  to  which  this  compression  of  the  water  has 
taken  place,  as  shown  by  Joukowsky  *  travels  along  the  pipe  from 
gate  to  reservoir  as  a  wave  with  a  velocity  A,t  equal  to  that  of  sound 


VfG+A) 


♦See  the  "Memoirs  of  the  Imperial  Academy  of  Sciences  of  St  Peters- 
burg," vol.  IX,  No.  5.  Ueber  den  HydrauUschen  Stoss  in  WaaaerleltiingB- 
r6hren,  by  N.  Joukowsky;  published  in  German  and  Russian.  See  also  the 
synopsis  of  same  by  O.  Simin  in  The  Trans,  of  the  American  W.  W.  Ass*!!. 
1904. 

t  X  varies  from  about  4.500  to  3,000  feet  per  second  as  tEe  size  of  the  pipe 
Increases,  and  can  always  be  obtained  by  the  formula  (due  to  Joukowsky): 
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iHiere: 

X«  Telocity  of  the  waye  in  feet  per  second. 

K«>yoluinnar    modulus   of   elasticity   of   the    watered 294,000 

pounds  per  square  inch. 
e= thickness  of  the  pipe  walls  in  inches. 
B= modulus  of  elasticity  of  the  material  of  the  pipe, 
w,  g,  and  d  =  as  previously  defined. 

in  the  same  column  of  water.    The  water  has  not  all  been  brought  to 
rest  until  the  wave  reaches  the  reservoir,  which  evidently  requires  a 

time    — .    Although  only  an  elementary  length  of  the  water  column  is 

brought  to  rest  at  a  time,  the  effect  upon  the  pressure  is  the  same  as 

would  result  from  retarding  the  whole  column  as  a  unit  in  a  time   jr- 

The  maximum  possible  rate  of  retardation  is  hence 

dv  1      vX 

(175)  Max. — =:T^  — 

dt  X        1 

From  equation  (138) 

I    TX      XT 

(176)  Hm=:  maximum  lu>= — . — =: — ♦ 

S    1       S 

The  pressure  head  given  by  this  formula  varies  from  about  140  to 
100  feet  per  foot  of  extinguished  velocity  as  the  pipe  increases  in  size 
from  two  inches  upwards.  If  the  g^te  is  only  partially  closed  by  this 
instantaneous  motion,  the  pressure  head  is  given  by  the  same  formula 
in  which  case  v  represents  the  amount  of  the  velocity  which  is  instan- 
taneously extinguished. 

Thus,  in  the  case  of  instantaneous  gate  movement,  the  pressure  is 
not  produced  at  the  same  instant  along  the  entire  pipe,  but  travels  as 
a  wave  with  a  velocity  A  from  the  gate  to  the  origin  of  the  pipe  and 
back  again  to  the  gate.  It  then  reverses  and  becomes  a  wave  of 
rarefaction  which  travels  twice  the  length  of  the  pipe  in  the  same  man- 
ner. This  continues  until  the  energy  of  the  moving  column  of  water 
has  been  dissipated  by  friction,  and  the  wave  gradually  subsides.  This 
phenomenon  is  identical  with  that  of  the  vibrating  sound  wave  in  an 
organ  pipe. 

*Tfais  formula  is  the  same  as  that  obtained  by  Joukowsky  by  two  other 
methods  of  analysis.  His  discussion  of  water  hammer  phenomena  includes 
an  that  is  known  upon  the  subject  and  it,  or  Simin's  synapsis,  should  be  read 
especially  by  every  engineer  interested  in  high  head  developments  as  the 
subject  can  only  briefly  be  touched  in  this  book. 
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Although  equation  (176)  gives  the  maximum  possible  pressure  head 
which  can  result  from  the  extinction  of  a  given  velocity  v,  in  ^  pipe 
it  does  not,  however,  represent  the  maximum  pressure  which  could  be 
obtained  as  the  result  of  several  successive  gate  movements ;  in  fact, 
no  limit  can  be  assigned  to  the  pressure  which  might  result  in  case 
several  water  hammer  waves  were  to  be  produced  at  intervals  dif- 
fering approximately  by  multiples  of  the  vibration  period  of  the  water 
column^  in  which  case  they  are  known  to  "pile  up"  to  enormous  in- 
determinable pressures. 

When  the  flow  in  a  pipe  is  shut  off  by  the  gradual  closure  of  a  gate 
then  equation  (138)  and  also  the  following  equation 


(177) 


dv       8H    r  T*   \ 

dt  *"  1      V         V«  / 


from  Sections  194  and  198,  apply  as  before  except  that  in  this  case 
not  only  v  but  also  F  is  a  variable,  its  value  being  different  for  each 
successive  position  of  the  g^te,  and  its  law  of  variation  depending 
upon  the  law  and  rate  of  gate  movement.  The  integration  of  equa- 
tion (177)  in  its  general  form,  to  obtain  the  velocity  curve  is  then 
very  difficult  if  not  impossible. 

An  approximate  curve  of  v,  and  hence  also  of  h  can  be  plotted  by 
assuming  the  gate  closure  to  take  place  by  means  of  a  great  many 
small  instantaneous  movements,  according  to  any  law  which  may  be 
chosen.  The  value  of  V  for  each  of  the  many  gate  positions  can  then 
be  computed  from  the  known  hydraulic  data  of  the  wheels  and  pen- 
stock. 

Now,  in  equation  (177),  substitute  for  v  the  initial  velocity  in  the 
pipe,  and  for  V  the  normal  velocity  (above  determined),  after  the 
gate  has  received  its  first  small  instantaneous  movement.     The  result 

dv 

will  be  the  initial  slope  of  the  v-t  curve  = .  Assume  this  rate  of 

dU 
decrease  in  velocity  to  continue  constant  for  the  short  interval  be- 
tween successive  gate  movements ;  then  the  actual  velocity  v,  at  the 
instant  of  the  next  gate  movement  will  be 

dv 

(178)  y=.To— 1 

dto 

where  i  is  the  interval  between  the  two  movements. 

Assume  this  new  value  of  v,  to  be  Vq  and  using  the  value  of  V  for 
the  corresponding  (or  second)  gate  position,  again  apply  equations 
(177)  and  (178),  until  the  gate  is  completely  shut. 
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Having  thus  determined  the  v-t  curve,  the  head  curve  can  be  read- 
ily found  from  equation  (138),  which  gives  the  excess  of  head  above 
static  or  so  called  water  hammer  head. 

dv 
Substituting  the  value  of  —    from  (177)  in  (138)  give 

dt 


(179)  h.  =  H(l-^) 


Church  has  investigated  this  problem  by  a  method  described  in  the 
Journal  of  the  Franklin  Institute  for  April  and  May,  1890. 

a  1 3.  A  More  Detailed  Anal3rsi8  of  Speed  Regulation. — In  Sec- 
tion 198,  the  following  equation  was  shown  to  express  the  rate  of 
acceleration  of  water  in  the  penstock  subsequent  to  an  instantane- 
ous change  in  gate  opening  of  the  wheel. 

dv      gH  /        V*    \ 

(177)  = (1 1 

dt      1   V     V  / 

Separating  the  variables  v  and  t,  gives 

1V»   r      dv      1 

*""girl  V— V  J 

Integrating  we  have : 

IV  V  +  v 

(178)  t  = log. +  C 

2gH         V  — V 

To  determine  the  constant  of  integration  C,  assume  that  V  — v© 
when  ^  =  o,  hence 

IV  V  +  vo 

C  = log. 

2gH  V  — vo 

Let 

2gH  2gH 

(179)  k  = andk'  = 


(180)  Bs- 


VI  2.3  VI 

V  +  vo 


V  — V* 
Substituting  these  values  of  C  B  and  k  in  (178),  gives. 


(181) 


1        ri    V  +  vl 
t  =  — log.) I 

k       Lb  V— vJ 


From  the  definition  of  a  logarithm:  if  X^^log.  N,  then  ^  — AT 
hence 

(188) 
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Solving  for  v  we  obtain : 


(188) 


Be"  — 1 


Be"  + 1 
From  the  principle  of  logarithms  we  have : 


hence 
(184) 


e"  =  10  2.8  =  io 

B  Xantilogk't  — 1 


«V- 


BXantUogk't  +  1 
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Fig.  282. — Curve  Showing  the  Acceleration  of  Water  in  a  Pipe  Line  After  a 
Sudden  Opening  of  the  Gate. 

Equation  (184)  is  v^ry  readily  applied  to  finding  the  curve  of  ve- 
locity increase  or  decrease  in  any  pipe  line  subsequent  to  a  sudden 
change  of  gate  opening.  It  has  been  experimentally  demonstrated 
for  the  acceleration  of  water  in  the  drive  pipe  of  an  hydraulic  ram, 
as  shown  by  Fig.  282  which  is  taken  from  Bulletin  No.  205,  Univer- 
sity of  Wisconsin,  Engineering  Series,  Vol.  4,  No.  3,  "An  Investiga- 
tion of  the  Hydraulic  Ram"  by  L.  F.  Harza. 
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The  curve  is  the  plat  of  equation  ( 184)  and  the  experimental  points 
were  determined  by  an  especially  designed  instrument.  The  fact  that 
they  fall  commonly  below  the  theoretical  curve  is  due  to  a  systematic 
friction  error  in  the  instrument.  The  agreement  is  sufficiently  close, 
however,  to  entirely  verify  the  form  of  equation  (184). 

Figure  283,  page  445,  shows  the  curves  determined  from  equa- 
tion (184)  for  the  wheel  used  for  illustrative  problems  in  Section  209. 
Acceleration  curves  are  shown  for  changes  from  0  to  the  velocities  of 
one- fourth,  one-half,  nine-tenths  and  full  load ;  retardation  curves  from 
an  initial  velocity  of  five  feet  per  second  to  the  above  velocities.  It 
will  be  observed  that  in  each  case  the  actual  velocity  approaches,  but 
theoretically  never  equals,  the  normal  value  V,  for  the  given  gate 
position. 

The  values  of  the  constants  used  in  computing  these  v-t  curves  aire 
g^ven  below.  B,  for  the  accelerating  from  an  initial  velocity  of 
zero,  is: 

V  +  Vo      V 
B= =— =1 

V  — vo       V 

The  other  constants  are :  H—  50',  /  —  500',  and  v^  —  5'  for  re- 
tardation curves;  also  for  the  retardation  curves  B  is  negative,  since 
%  is  greater  than  V.    If  we  always  use  the  positive  value  of 

V  +  Vo 
B=« 

V  — Vo 

we  will  obtain  two  equations : 

For  increasing  velocities  or  acceleration 

antilogk't  — 1 
(185)  v=V 


antilogk't  +  1 

For  decreasing  or  retarding  velocities, 

Bantilogk't  +  1 

(186)  v=V 

Bantilogrt  — 1 

From  equations  (179)  and  (180)  we  obtain  the  table. 


Load. 

V. 

B 

r 

1.0 

4.77 

41.3 

.585 

•               .9 

4.49 

19.1 

.623 

.5 

2.88 

3.71 

.975 

.25 

1.94 

2.27 

1.444 

The  computations  of  v,  by  equations  (185)  and  (186),  for  various 
assumed  values  of  t  are  very  simple  if  tabulated  as  below.    The  corn- 
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putation  of  the  curve  of  acceleration  and  retardation  of  water  in  the 
penstock  from  0,  and  from  five  feet  per  second,  respectively,  to  its 
value  2.88  feet  per  second  for  one-half  load  is  shown.  It  is  assumed 
that  the  gate  opens  instantly  from  0  to  its  position  at  one-half  load, 
and  closes  to  this  position  instantly  when  the  velocity  is  five  feet  per 
second,  giving  the  values  of  velocity  in  columns  v  and  z/,  (4)  and  (6)> 
respectively. 

ComputatUm  of  v-t  Curve,^ 
H  =  50'.  1  =  500'.  d  =  8'.  k'  =  .975.  B-=.3.71,  Vo=0  and  5',  V—2.M' 


(1) 

(2) 

(3) 

(4)  =  v 

(5) 

(6)=v^ 

t 

k^t 

antilog  of 
k't 

i-Ufi- 

(3)  X  3.71 

(5)+l  2  88 
(5)-l  ""-^ 

.0 

.0 

1. 

.0 

8.71 

5.0 

.1 

.0973 

1.251 

.321 

4.64 

4.17 

.2 

.1946 

1.565 

.635 

6.81 

4.077 

.4 

.3892 

2.45 

1.210 

9.10 

8.59 

.6 

.5838 

3.835 

1.690 

14.23 

3.31 

^8 

.7784 

6.003 

2.055 

22.27 

S.15 

I'O 

.973 

9.397 

2.327 

34.85 

3.05 

1.2 

1.168 

14.72 

2.513 

54.70 

2.99 

1.4 

1.362 

23.01 

2.64 

85.5 

2.95 

1.7 

1.654 

45.08 

2.753 

167.3 

2.91 

2.0 

1.946 

88.31 

2.81 

328.0 

2.897 

Referring  again  to  Fig.  283,  page  445,  we  see  that  the  acceleratioii 
curves  thus  computed  all  have  a  common  tangent  at  the  origin  show- 
ing an  initial  rate  of  acceleration  in  each  case  of, 

dv       gH 


dt 


1 


The  initial  rate  of  retardation,  however,  depends  upon  the  gate  opening. 

As  shown  by  equations  (185),  (186),  and  the  curves  in  Fig.  283, 
page  445,  the  velocity  never  equals  but  approaches  indefinitely  near, 
to  its  normal  value  V,  for  a  given  gate  opening. 

To  show  the  application  of  the  foregoing  discussion  to  the  change 
of  penstock  velocity,  power,  speed,  etc.,  at  a  change  of  load,  refer  to 
Fig.  284,  page  446.  Here  the  line  AB  represents  one-fourth  load, 
line  C  C  represents  full  load,  line  D  D  eight-tenths  load  and  line  H  H 
forty-five  per  cent,  load  for  the  same  wheel  discussed  above.  Lines 
A^  S',  C  C  and  Z?'  -D'  represent  the  corresponding  hydraulic  power 

*  A  number  enclosed  in  parenthesis  refers  to  the  value  given  in  the  column 
of  that  number. 
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input  lines.  Line  abccba  represents  the  line  of  gate  movement  front 
its  initial  position  at  one-fourth  to  its  position  at  full  load  and  back 
again  to  one-fourth  load.  Line  O  Ct  C  is  copied  from  Fig.  283  and 
represents  the  curve  of  velocity  increase  which  would  result  from  a 
sudden  complete  opening  of  the  gate.  At  b  the  gate  begins  to  open, 
and  the  velocity  to  increase  along  an  estimated  curve  By  C^,  This 
curve  could  be  more  accurately  determined  by  the  process  outlined  in 
Section  212,  but  was  not  so  determined  here.    In  the  same  way  curve 
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Fig.  283.— Curves  of  Acceleration  and  Retardation  of  Water  in  Penstock  for 
Various  Gate  Movements  (see  page  443). 

F  B\  Ar  was  taken  from  Fig.  283  and  the  velocity  curve  during  gate 
movement,  C\  £"▼  was  estimated. 

Having  thus  obtained  the  velocity  curve  Ay  By  Cr  C  C\  B\  Ay,  the 
curve  of  effective  head  at  the  wheel  can  be  readily  determined  from 
equation  (142),  Section  198,  or 

V* 

(142)  h= H' 

V» 

While  the  gate  is  in  motion  from  &  to  r  the  value  of  V  changes,  but 
can  be  readily  estimated  by  interpolation  from  the  values  at  one-fourth 
and  full  gates.  From  c  to  r  (gate  curve)  V  is  constant,  and  equal  to 
4.77  feet  per  second.  Since  the  friction  loss  in  the  penstock  is  slight 
in  the  problem  under  discussion  H'  is  assumed  to  equal  H  —  50'.  The 
resulting  curve  for  h  is  An  Bn  Ch  Ch  C\  B\  A^. 
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.  The  curve  of  hydraulic  horse  power  or  input  was  then  determined 
by  applying  the  equation  below  to  several  points  along  the  v  and  h 
curves  obtaining  curve  A'  B'  d  F'  X' 

Oh       Avh 


3.8 


8.8 


|«H-       1-^^                                                   -^ 
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Fig.  284. — Graphical  Analysis  of  Speed  Regulation. 

The  output  power  curve  A  B  CqY  X  was  then  computed  by 

qhE 
P  = 

8.8 

E  or  efficiency  for  each  point  was  obtained  from  the  characteristic 
curve  of  the  wheel  Fig.  281,  page  434,  by  first  computing  from  the 
known  values  of  q,  h,  and  5*  (  =  180)  at  each  point  the  values  of  the 
discharge  under  one  foot  head  and  <t>. 

Many  interesting  facts  can  now  be  seen  from  a  study  of  Fig.  284. 
It  will  be  seen  that  the  opening  or  closing  of  the  gate  in  order  to  io' 


Digitized  by 


Google 


Detaiiled  Analysis  of  Speed  Regulation.  447 

crease,  or  decrease,  the  power  of  the  wheel  has  an  immediate  effect 
directly  opposite  to  that  intended  and  that  in  the  output  curve  the 
power  reduces  to  practically,  if  not  quite,  zero  for  nearly  one-half 
second.  The  effective  head  drops  very  greatly  during  acceleration, 
and  rises  during  retardation.  It  is  evident  that  the  rate  of  gate  move- 
ment here  used  (one-half  second)  is  too  fast  for  closure,  since  the 
head  rises  to  about  165  feet,  over  three  times  its  normal  value. 

Now,  since  the  product  of  power  and  time  g^ves  energy  or  work, 
it  is  evident  that  the  areas  of  the  figures  generated  by  the  ordinates 
to  the  various  load  curves  are  proportional  to  the  demand  for  energy 
and  the  areas  of  the  output  curves  are  proportional  to  the  supply. 
The  area  between  the  two  curves,  therefore,  represents  a  deficiency 
or  excess  of  work  accomplished  by  the  wheel,  and  can  be  measured 
by  means  of  a  planimeter  or  otherwise.  The  value  of  one  square  is 
y^  X  200  =  50  H.  p.  seconds  ===  50  X  550  =  27,500  foot  pounds. 

It  was  found  in  this  way  that  the  deficient  hydraulic  energy  sup- 
plied to  the  wheel,  assuming  the  load  demand  to  increase  from  one- 
fourth  to  full  is 

27,500  X  area  B'  Ci  Y'  X'  C  B' 
=  27,500X36 
="  990,000  foot  pounds. 

The  deficient  load  output  is 

27,500  X  area  B  €•  Y  X  C  B 
=  27,500  X  35  =  963,000  foot  pounds. 

This  deficiency  of  input  over  output  must  be  supplied  from  the  en- 
ergy stored  in  the  rotating  parts,  or  from  the  fly-wheel  effect,  and  can 
be  accomplished  only  by  a  drop  in  speed  of  the  power  unit.  Further- 
more, in  the  case  considered,  the  speed  can  never  return  to  normal  as 
long  as  the  load  remains  at  full  value,  but  suffers  a  permanent  drop 
due  to  the  fact  that  v,  q,  h  and  power  theoretically  approach,  but 
never  equal  the  normal  values  for  the  new  gate  opening. 

The  excess  energy,  when  the  load  again  drops  to  its  one-fourth 

value  is, 

'  27,500  X  areaCEFABC  or 

27,500  X  18  =  495,000  foot  pounds. 

It  is  evident  that  this  excess  energy  at  decreasing  load  will  always 
be  less  than  the  deficient  energy  at  the  time  of  increasing  load,  since 
the  low  efficiency  of  the  wheel  during  the  velocity-change  tends  to 
decrease  the  former  and  increase  the  latter. 

It  is  also  possible  to  dissipate  the  excess  energy  through  a  by-pass 
or  relief  valve,  while  no  method  is  available  for  supplying  the  de- 
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ficiency  during  load  increase  except  at  a  sacrifice  of  the  kinetic  energy 

of  the  rotating  parts  and  consequent  reduction  of  speed. 

In  Section  207  it  was  shown  that  the  percentage  departure  of  the 

speed  from  normal  is 

RX  AK 
6  =•  294,000 

Since  the  deficient  energy  AK,  is  actually  measured  in  this  case, 
the  estimated  coefficient  R,  becomes  unity.  The  normal  speed  S,  of 
the  wheel  is  i8o>  and  /  will  be  assumed  as  1,000^000  square  foot  pounds, 
or  1,000,000  pounds  at  one  foot  radius,  then 

963,000 

6  «  294,000 

1,000,000  X  180* 
=  8.7  per  cent. 

This  is  a  permanent  drop  in  speed. 

In  order  for  the  speed  to  pick  up  again  to  normal,  the  gate  must 
therefore  overrun.  The  condition  then  is  best  illustrated  by  assuming 
in  Fig.  284,  page  446,  that  the  load  increases  only  to  eight-tenths  of 
full  load  value,  following  the  line  AB D D,  while  the  gate  movement 
follows  the  same  line  as  before.  In  this  case  the  v,  h,  wheel  input, 
and  wheel  output  curves  will  be  unchanged. 

The  deficiency  of  input  or  of  energy  in  the  delivered  water  is  then 
(by  means  of  planimeter)  represented  by  area  B'  Z)'  F'  Ci  S'  or 
=  27.600  X  21.8  =  600,000  foot  pounds. 

The  deficiency  of  output,  represented  by  area  B  D  Y  CqB,  is 
27,500  X  21.3  =3  586,000  foot  pounds, 

giving  a  speed  regulation  of 

586,000 

=5  294,000 =  6.32  per  cent 

1,000,000  X  180« 

The  two  quantities  will  probably  always  agree  as  closely  as  the  ac- 
curacy of  the  problem  demands,  and  much  labor  can  be  saved  in  an 
analysis  if  hydraulic  horse  power,  or  input,  only  is  considered. 

At  Y  the  power  curve  crosses  the  demand  line  D  D,  and  the  speed 
begins  to  pick  up,  due  to  an  excess  of  developed  power.  The  time 
required  for  return  to  normal  can  be  obtained  by  continuing  the  two 
curves  until  the  excess  area  equals  the  former  deficiency.  In  this  case 
eight  and  one-half  seconds  are  required. 

By  the  successive  application  of  equation  (173)  to  narrow  vertical 
strips  of  the  excess  or  deficient  energy  area,  we  may  plat  the  speed 
curve  of  the  tmit    In  this  way  curve  MSSi,  Fig.  284,  for  increase 
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from  one-fourth  to  full  load;  curve  MSS2  for  increase  from  one- 
fourth  to  eight-tenths  load  but  simultaneous  full  gate  opening;  curve 
S^  Si,  for  decrease  from  full  to  one-fourth  load,  and  curve  5*'  S2  for 
decrease  from  full  to  forty-five  per  cent,  load,  were  platted.  Curves 
MSSj^  and  5*' 5*1  never  returned  to  normal  (180  R.  P.  M.),  but  curve 
MSS2  returns  in  eight  and  one-half  seconds,  and  curve  5'  S2  in  four 
seconds. 

It  is  the  belief  of  the  writer  that  this  method  of  analysis  is  not  too 
long  for  a  problem  in  practice  and,  if  not,  is  therefore  better  than  the 
method  previously  given  since  the  conditions  before  and  during  gate 
movement  can  be  readily  included. 

314.  Further  Consideration  of  the  Stand-Pipe. — It  was  shown  in 
Section  204,  that  the  following  equations  apply  to  the  operation  of  a 
plant  with  stand-pipe : 

dv       g  g 

(140)  —  «=  —  (accelerating  head)  -= — lu 

dt        1  1 

dy       dh       At  —  a 
(164)  — « — « — 

dt        dt  F 

The  value  of  ft*  in  a  plant  with  penstock,  is 
h«««7 — hf 

1  V* 

Hmce  — y  —  (1  +  f h  etc.)  — — y— -€?• 

d  2g 

dv       g 
(187)  — — .(y— c¥*) 

dt        1 
Equation  (164)  gives  the  instantaneous  rate  of  fluctuations  of  water 

level  in  the  stand-pipe. 

Equation  (187)  gives  the  rate  of  increase  of  penstock  velocity  in 
terms  of  the  then  existing  values  of  y  and  v. 

The  quantity  q,  in  equation  (164),  represents  the  water  used  by  the 
wheel.  This  may  remain  practically  constant  if  the  head  fluctuation 
is  not  too  large,  in  which  case  the  speed  of  the  wheel  will  suffer ;  or, 
by  means  of  an  ideal  action  of  the  governor,  it  may  be  made  to  fluctu- 
ate inversely  as  the  head  h,  thus  maintaining  a  constant  value  of  the 
product  qh,  and  hence  pf  the  power  input  of  the  wheel.  In  case  this 
latter  assumption  is  made,  then : 

tr  a(H— y)— Ati(H— CTi«) 

Substituting  this  value  of  q  in  equation  (164)  gives: 
dy      AT        Ti(H— cTi«)  I 

<^->  ^'rV-      (H-y)        1 
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The  solution  of  the  two  simultaneous  differential  equations  (164) 
and  (187),  or  (187)  and  (188),  depending  upon  which  assumption  is 
made,  is  necessary  in  order  to  determine  the  exact  curve  of  variaticm 
of  head  and  velocity.  Their  general  solution  is  however,  very  difl5- 
cult  if  not  impossible  in  this  form.  The  equations  may  be  applied  suc- 
cessively to  short  portions  of  the  arc  by  considering  the  curves  to  con- 
sist of  a  great  many  short  straight  lines.  This  method  is  not  too  long 
for  application  to  a  problem  in  practice,  and  wiH  assist  in  obtaining 
approximate  formulas  which  will  be  seen  to  coincide  very  closely  with 
the  true  curves. 

Assume  an  installation  where  d  —  8',  / ««  500',  H  —  50,  F  =—  84. 
Let  the  velocities  in  the  penstock  at  fractional  loads  be  the  same  as 
given  in  the  problem  considered  in  Section  209.  If  the  load  suddenly 
increases  from  one-fourth  to  full,  the  velocity  in  the  penstock  must 
accelerate  from  1.94  to  4.77  feet  per  second,  or  q  from  97.8  to  246 
cubic  feet  per  second. 

Estimating  /  =  .oi8,  equation  (187)  gives 

dv        32.15    r  500      V*     1 

—  = ly-.(i  +  .018 ) I 

dt  500      L  8       64.8  J 

dv 
(189)  —  =  .0643  (y  —  .0331  v«) 

dt    . 

and  equation  ( 188)  gives :  ' 

dy       dh        V       4.77  X  49.25 


or 


(190) 


dt       dt        8    -    8(H  — y) 
dy        V        29.4 


or 


dt        8       H  — y 

Curves  Ar  and  Ai^  Fig.  285,  page  453,  show  the  curves  of  velocity 
V,  and  head  h,  respectively,  obtained  by  appl)ring  equations  (189)  and 
( 190)  alternating  to  the  two  curves,  considering  them  to  remain 
straight  for  the  time  interval  between  consecutive  points  .which  were 
taken  from  one-fourth  to  one  second  apart  depending  upon  the  cur- 
vature. The  closer  these  points  are  taken  the  more  accurate  would  be 
the  resulting  curves. 

If  friction  in  the  penstock,  and  the  action  of  the  governor,  in  com- 
pensating for  the  fluctuations  of  h,  be  neglected  then  equations  (140) 
and  (164)  become 

dv       g 
(191)  — =— y    ,  , 


dt 
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dy      A 

(192)  — ==_(vx  — T) 
dt       F 

Dividing  (192)  by  (191)  : 

dy      Al    vi  —  T 

dv       Fg       y 

Integrating: 

y*       Al  /  ▼•  \ 

(193)  —  =  —  I  viv 1  +  C 

2        FfeV  2    / 

To  determine  the  constant  of  integration  C;  let  v  =  z'o  when  y^^o, 

whence : 

Al  /  vo^  \ 

C«= I ViVo   1 

Fg  V  2  / 

Substituting  this  value  in  (193)  gives: 

(194)  y*= —  I  (vi— Vo)«—  (vi  — v)«  I 
Substituting  this  value  of  y  in  (191)  and  solving  for  dt  gives: 

(195)  dt=  / — f  ^  1 

V   Ag  L  V(Vi  — Vo)*—  (Vi  — v)«  J 


(196)  t=—    / sin""^ +  C 


The  integral  of  (195)  is: 

/IF  -    Vi  — T 

f sin""^ 

Ag  Ti  —  To 

When  /  —  o,  z/  —  z'o,  hence 

/IF 
2  VAg 


"— /: 


after  which  (196)  becomes: 

/IF    r      .    __i    vi— T        ir| 

V  Ag    I  Vi  — vo       2  J 


or 


'-y: 


/IF  _j    Ti  — V 


coe 


Ag  Vi  —  To 

Solving  this  equation  for  v  gives : 

/Ag 

(197)  v  =  vi — (vi  —  Tf )  cofl   / 1 

V  IF 
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If  this  value  of  v  be  now  substituted  in  equation  (192)  the  equation 
for  y  in  terms  of  f  can  be  obtained  as  follows : 
dy       A  /Ag 

«= — (Vi  —  To)  COB     / 1 

dt       F  V  IF 

/If 


A  /IF  /Ag 

y— (Ti— To)      / sin    / t  +  C 

F  V  Ag         V  IF 


When  ywmmct'^o,  hence  C  —  o  and 

/aI  /Ai 


(198)  y  — 


/Al  /Ag 

/ (Ti  — v«)Bln    / 1 

V  Fg  V  IF 


Since  this  equation  is  that  of  a  true  sine  curve  it  will  be  readily  seen 
that  the  maximum  ordinate  and  hence  the  maximum  departure  of  the 
head  from  normal  is 


(199) 
and  return  to  normal  head  occurs  when 


/Al 
/ (Vi— V), 

V  Fg 

irs  when 
V  IF  V  IF 

T=-»   /— 


Whence 

IF 
(200) 

Ag 

Equations  (197)  and    (198)  may  now  be  revised  to  read 


(201)  v««vi —  (vi — To)  cos — t  and 

T 

(202)  y  —  Ysln  — t 

T 

These  equations  (201)  and  (202),  are  shown  for  a  pakti<»uki  prob- 
lem, by  the  dotted  lines  By  and  Bh  in  Figure  285.  The  closeness  of 
their  agreement  with  the  curves  Ar  and  Ai^  which  involve  the  effect  of 
both  friction  and  governor  action  shows  that  the  values  T  and  Y  would 
commonly  be  as  close  to  the  truth  as  the  estimate  could  be  made  of 
the  probable  load  change  (v^  —  v^),  for  which  the  stand-pipe  should 
be  designed. 

More  exact  formulas  can  be  derived,  however,  from  the  standpoint 
of  energy  as  follows : 

Let  the  time  required  to  reach  Z?'  and  hence  to  approximately  reach 

r 

flic  value  Vi,  under  exact  conditions,  be  — . 

2 
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Jng,  2S6.— <liirT6B  Showing  Fhictuatlons  of  Head  and  Penstock-Velocity  In  a 
Plant  With  Stand-pipe  (see  page  460). 

T  T 

The  time  —   will  be  slightly  greater  than  — ,    when  friction  and 
2  2 

governor  action  are  involved,  and  the  method  of  determining  it  will 
be  given  later  (equation  213). 

It  is  evident  that  the  number  of  foot  potmds  of  energy  which  must 

T 
be  supplied  by  the  stand-pipe  in  this  time  —   is  equal  to  the  energy 

z 
required  by  the  wheel  plus  that  required  to  accelerate  the  water  in 
the  penstock  plus  that  necessary  to  overcome  the  friction  of  the  pen- 
stock minus  that  supplied  through  the  penstock, 

(203)  Or  B.*Bw-hB.-hBf— Ep 
Now, 

(204)  B.  — wFiyf  H  — CT.P I 

where  D'  is  the  maximum  surge  below  the  initial  friction  gradient  for 
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Vq,  and  is  used  in  place  of  Y  to  distinguish  it  from  the  value  obtained 
by  the  other  formula: 

Also,  T* 

(205)  Bw  =  Avi  — w(H— cTi«)  an4 

2 
w 

(206)  Ba  =  —  Al(vi«  — v*») 

2g 
To  obtain  Et  we  have 

(207)  dEt=«AvwXc7«dt 

where  c  is  the  friction  coefficient  and  v  is  obtained  from  equation 

(201).  T' 

The  integration  of  (207)  between  the  limits  *^  —  and  0,  gives, 

2 

ITi'T        ST 
Vi'CVi  — vO+^TviCvi  — T«)« 
2            w 
2T'  1 

(Vi--Vo)«| 

3*  J 

Also  to  find  £p  we  have 

dEpBsHAwvdt, 

where  v  is  obtained  from  equation  (201)  as  before.    Integrating  be- 
tween the  limits  t*   and  0>  gives 

(Vx         Tt— ^Vo\ 
) 

G>mbining  and  simplifying: 

2A    f  1  r       M' 

(210)  iy«  — 2  (H— CTc?)  D^= \  —  (Vi*— V^)  +c 

P     l2«  L        » 

gr                     1       ITT 
Vi»(Ti  — Vo)  +%T'Vi(Vi  — Vo)*— —  (Vi  — Vo)»|  H (Ti  —  Tt) 

8*  J         * 

(211)  i>b«=iy-f  cvo* 

The  upward  surge  cj^n  be  found  by  the  same  equation  by  a  proper 
change  of  signs,  but  is  imimportant  since  it  is  always  less  than  the 
downward  surge  -Db  for  the  same  change  of  velocities. 

If  friction  be  omitted  and  T'  be  changed  to  T  for  reasons  mentioned 
later,  equation  (210)  reduces  to 


(212) 


2A     f  1  HT  ) 

D«— 2HD  = p  J_(vi«  — Ta») +- (vi  — vo)  V 

F      l2g  ir  ) 


To  derive  an  equation  for  the  maximum  upv^ard  surge  D,,  when 
full  load  is  rejected,  we  may  equate  the  original  kinetic  energy  in 
the  penstock  to  that  expended  in  friction  plus  that  used  in  raising 
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water  in  the  stand-pipe.    The  energy  lost  in  friction  is  found  from 
equation  (208)  by  putting  v^^o 

2AwcTv€? 

or  Ef  = 

Sir 

The  other  quantities  are  evident.    This  gives : 

wAl  2AwcTvo'        wFD«* 

v<^  = h 

2g  3ir  2 

or — 


"                                               A        /  1        4cTvo   X 
(213)  D.^  =  —  Vo»  I I 

F        V  g  Sir      ^ 


Equations  (205),  (208),  (209)  and  (210)  are  all  theoretically  exact 
except  for  the  assuipption  that  the  velocity  change  takes  place  along 

T 
a  simple  harmonic  in  time  —      The  true  curve  for  a  half  cycle,  as 

2 
used,  is  scarcely  distinguishable  from  a  simple  harmonic  but  its  pe- 
riod T'  or  time  for  return  of  water  in  stand-pipe  to  normal  level  is 
greater  than  the  value  T,  given  by  equation  (164).  In  three  cases 
which  the  writer  has  solved  by  successively  applying  the  diflfefential 
equations  to  short  positions  of  the  arc  he  has  found  that  the  true  value 
T'  may  be  closely  approximated  by  the  following  formula: 

D 

(214)  T'  = T 

Y 

where  T  is  found  from  equation  (200), 

Y  from  equation  (i'99),  and 

D  f rom  jequation  (212). 
The  quantity  T',  is  useful  in  itself  as  the  true  time  for  return  to 
normal  head,  but  its  use  in  formula  (210)  for  determining  D^  is  not 
advisable,  as  the  writer  has  found  by  solving  a  number  of  problems 
that  the  value  of  -D',  thus  found,  agrees  almost  exactly  with  the  value 
of  T)  ionniirpm  equation  (212),  in  which  eg^uation  the  value  of  T 
from  equation  (200)  is  used..^  fequ^tion  (212)  is  theri^pre  offered  as 
a  much  simpler,  substitute  for  equation .  (aoo)  and  equation.  (211) 
becomes:  ^  -  " '"  • 

(215)  :r  Db*^D-f  OVo^*  *  


*  Mr.  Raymond  D.  Jobnson  in  Am.  Soc.  M.  E.  1908  has  derived  an  equation 
for  D  as  follows:  'A3 

0"  =  -- (Vi  — Vo)»  +  C^(Ti»^V€?)»  ' 

Fg 
The  results  obtained  by  this  equi^tion  agree  quite  closely  with  those  ob- 
tained by  the  writer's  method  and  the  two  entirely  Independent  analyses,  of 
the  problem  are  mutually  corroborative.  .... 
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Like  all' wave  motions,  these  surge  waves  are  liable  to  pile  up,  one 
upon  another,  in  case  several  gate  movements  occur  at  proper  inter- 
vals and,  in  fact,  no  limit  can  be  placed  upon  the  possible  amplitude 
of  the  surge  which  can  occur  in  this  way.  In  a  plant  where  large 
frequent  load  changes  are  anticipated  the  danger  from  this  source 
should  receive  careful  attention.  Some  means  should  be  adopted  for 
causing  the  wave,  due  to  a  given  g^te  movement,  to  rapidly  subside 
in  order  to  lessen  the  probability  of  its  combination  with  another  wave. 
One  method  of  accomplishing  this  result  is  by  arranging  the  stand- 
i^pe  to  overflow  at  a  definite  elevation  above  the  forebay.  This  limits 
the  upward  surge  and  thereby  the  maximum  possible  downward  surge 
which  could  occur  under  any  assumption  of  gate  movements.  This 
method  necessitates  a  waste  of  water. 

Another  method  *  is  that  of  imposing  a  resistance  between  penstock 
and  stand-pipe.  This  not  only  causes  the  waves  to  subside  more  rap- 
idly but  also,  if  properly  designed,  reduces  the  amplitude  of  a  single 
wave.  This  is  of  greatest  advantage  near  full  load  where  the  down- 
ward surge  is  apt  to  lower  the  head  sufficiently  to  make  it  impossible 
for  the  unit  to  deliver  the  required  power.  Another  effect  of  the  re- 
sistance, however,  is  to  change  the  form  of  the  curve  of  effective  head 
so  that,  instead  of  a  slow  sinuous  pressure  drop  after  an  increase  of 
load,  a  sudden  drop  is  obtained.  This  is  evidently  opposed  to  good 
speed  regulation  as  it  adds  to  the  effective  sudden  load  for  which  the 
governor  must  compensate  by  requiring  a  greater  q  to  make  up,  not 
only  for  the  increased  load,  but  also  for  the  suddenly  decreased  headt 
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CHAPTER  XV 

THE  WATER  WHEEL  GOVERNOR 

ai5.  Types  of  Water  Wheel  Governors. — In  all  reaction  turbines 
and  in  all  impulse  turbines,  with  the  exception  of  tangential  wheels, 
the  governor  affects  reg;ulation,  i.  e.,  controls  the  output,  and  hence 
the  speed  of  the  wheel,  by  opening  or  closing  the  regelating  gates, 
thus  varying  the  amount  of  water  supplied  to  the  wheel.  In  tan- 
gential wheels,  under  high  head,  this  method  of  control,  for  obvious 
reasons  (see  Section  196),  becomes  difficult  and  in  extreme  cases 
impossible  and  in  such  cases  the  governor  must  be  arranged  to  ef- 
fect regulation  by  the  deflection  of  the  jet  from  the  bucket  (sec 
Fig.  286). 


Pig.  286. — Qoverning  Impulse  Wheel  with  Automatic  Needle  and  Ddlectiiig 
Nozzle  (after  Warren). 

The  force  required  to  move  the  turbine  gates  is  large  (sometimes 
50,000  lbs.  or  more)  and  it  is  therefore  evident  that  they  cannot  be 
moved  by  the  direct  action  of  the  centrifugal  ball  governors,  as  with 
steam  engines,  but  must  be  moved  by  a  "relay." 

The  relay,  as  its  name  implies,  is  a  device  for  transmitting  energy 
from  a  source  of  energy  independent, — as  to  quantity — of  the  cen- 
trifugal governor  balls  but  controlled  by  them  in  its  application. 
If  the  relay  is  of  "mechanical  type'*  the  power  required  to  operate 
it  and  the  gates  is  transmitted,  when  needed,  from  the  wheel  by 
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means  of  shafts,  gears,  friction-clutches,  belts  and  pulleys  or  other 
mechanical  devices.  In  mechanical  governors  the  flyballs  may 
actuate  pawls,  friction  gears  or  other  mechanical  devices  which  will 
bring  the  relay  into  action.  ^ 


Fig.  287. — Woodward  Standard  Governor  (see  page  462). 

If  the  relay  is  of  the  hydratiHc  type,  it  usually  consists  of  a  piston 
connected  by  some  mechanical  device  to  the  gate  rigging  and  moved 
by  means  of  the  hydraulic  pressure  of  water  taken  from  the  pen- 
stock, or  other  source,  or  by  oil  supplied  under  high  pressure  from 
a  resen^oir.  The^pressure  of  the  oil  in  the  reservoir  is  maintained 
by  compressed  air  supplied  by  power  taken  from  the  wheel  itself. 
The  oil  thus  used  in  moving  the  piston  is  exhausted  into  a  receiver 
from  which  it  is  pumped  back  into  the  supply  reservoir.  The  hy- 
draulic relay  is  commonly  controlled  by  the  ball  governor  through 
the  medium  of  a  small  valve  which  by  its  motion  either  admits  the 
actuating  water  (or  oil)  directly  to  the  cylinder  or  to  a  secondary 
piston  controlling  a  larger  admission  valve. 
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Electrical  methods  of  actuating  the  relays  controlled  by  means 
of  governor  balls  have  been  used  to  some  extent  but  are  not  nearly 
so  common  as  mechanical  or  hydraulic  devices. 


Fig.  288. — Diagrammatic  Section  of  Woodward  Simple  Mechanical  Governor. 

216.  Simple  Mechanical  Governors* — ^Fig.  287,  page  461,  is  a  view 
and  Fig.  288  a  diagrammatic  section  of  a  simple  mechanical  governor 
of  the  Woodward  *  Standard  type.  On  the  upright  shaft  are  two 
friction  pans  a  and  b  (see  also  Fig.  291,  page  466).  These  pans 
are  loose  on  the  shaft,  the  upper  one  being  supported  in  position  by 
a  groove  in  the  hub  and  the  lower  one  by  an  adjustable  step-bearing. 
Between  these  pans,  and  beveled  to  fit  them,  is  a  double-faced,  fric- 
tion wheel  c,  which  is  keyed  to  the  shaft.  This  shaft  and  friction 
wheel  run  continuously  and  have  a  slight  endwise  movement.  They 
are  supported  by  lugs  on  the  ball  arm  and  therefore  rise  and  fall 
as  the  position  of  the  balls  varies  with  the  speed. 

♦Woodward  Governor  Co.,  Rockford,  111. 
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When  the  speed  is  normal,  the  inner  or  friction  wheel  revolves 
freely  between  the  two  outer  wheels  or  pans  which  remain  station- 
ary. When  a  change  of  speed  occurs,  the  friction  wheel  is  brought 
against  the  upper  or  lower  pan  as  the  speed  is  either  slow  or  fast. 
This  causes  the  latter  to  revolve  and,  by  means  of  the  bevel  gear- 
ings, turn  the  gates  in  the  proper  direction  until  the  speed  is 
again  normal.  As  the  gate  opens  the  nut  d,  travels  along  the  screw  e, 
which  is  driven  through  gearing  by  the  main  governor  shaft  and  as 
the  gate  reacts,  the  nut  d,  coming  in  contact  with  the  lever  f,  throws 
the  vertical  shaft  upward  and  the  governor  out  of  commission. 

This  type  of  governor  may  be  used  to  advantage  where  the  water 
wheels  operate  a  number  of  machines,  connected  to  a  main  shaft 
and  where,  in  consequence,  the  friction  or  constant  load  is  a  con- 
siderable percentage  of  the  total  load.  In  such  cases  the  changes 
in  load  may  not  be  a  large  percentage  of  the  total  load  and  the 
temporary  variations  in  speed,  which  occur  at  times  of  changes  of 
load,  may  not  be  of  sufficient  importance  to  necessitate  the  instal- 
lation of  a  quick  acting  governor. 

When  the  water  wheel  is  direct  connected  to  a  single  machine, 
and  the  friction  load  is  comparatively  small,  the  relative  change  in 
load,  and  the  consequent  possible  changes  in  speed,  is  much  larger. 

In  such  cases  the  type  of  governor  above  shown  will  result  in 
a  serious  hunting  or  racing  (see  Section  193)  of  the  wheel  during 
considerable  changes  of  load,  and  in  unsatisfactory  regulation.  In 
such  cases  governors  with  compensating  or  anti-racing  devices 
must  be  used  for  satisfactory  regulation. 

217.  Anti-Racing  Mechanical  Governors. — ^The  Woodward  com- 
pensating governor — Fig.  289,  page  464,  is  a  view  and  Fig.  290, 
page  465,  is  a  diagrammatic  section  of  a  Woodward  vertical  mechani- 
cal governor  of  the  compensating  type. 

In  the  simple  Woodward  governor  (see  Fig.  287,  page  461,  and 
288,  page  462)  the  power  necessary  to  actuate  both  the  centrifugal 
governor  balls  and  the  relay  is  transmitted  through  a  belt  to  a  sin- 
gle pulley  P.  In  the  Woodward  compensating  type  of  governor  the 
relay  is  operated  in  a  similar  manner  by  a  single  pulley  P,  while  the 
centrifugal  governor  balls  are  actuated  by  an  independent  pulley  q, 
having  an  independent  belt  connected  to  the  wheel  shaft  or  to  some 
other  revolving  part  connected  therewith.  From  the  driving  pulley  q, 
power  is  transmitted  to  the  governor  ball  through  a  shaft  and  gearing. 
The  shaft  supporting  the  centrifugal  governor  balls  is  hollow,  and  on 
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the  ball-arms  are  two  lugs  which  connect  with  a  spindle  /,  which  there- 
fore rises  and  falls  as  the  positions  of  the  governor  balls  vary  with  the 
speed. 

The  movement  of  the   centrifugal   governor  balls   causing  the 
spindle  /,  to  rise  and  fall  changes  the  position  of  the  tappet  arm  g,  to 


Fig.  "289.— Woodward  Compensating  Governor  (see  page  463). 

which  it  is  connected,  and  causes  one  or  the  other  of  the  two  tappets 
tf,  to  engage  a  double-faced  cam  h.  This  cam  is  continuously  rotated 
by  means  of  the  pulley  above  it,  driven  by  a  belt  connected  with  the 
main  vertical  shaft  of  the  relay.  The  tappets  are  connected  to  a  com- 
mon suspension  arm  to  which  the  vertical  spindle/,  is  attached.  The 
suspension  arm  is  hinged  to  the  lever  arm,  ;.  The  lever  arm  is  con- 
nected to  the  shaft  K,  which  can  be  rotated  on  its  bearings  and  which 
is  connected  with  a  tension  rod  /,  by  an  eccentric  at  the  bottom.    The 
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tension  rod  I,  is  in  turn  connected  by  a  lever  tn,  with  the  vertical  bear- 
ing- e,  on  which  the  main  shaft  of  the  friction  cone  rests.  This  bearing 
is  movable  around  the  fulcrum  .n,  and  is  counterbalanced  by  an  arm 
and  weight  u. 

When  either  of  the  tappets  engages  the  rotating  cam,  the  resulting 
movement  turns  the  rocker  shaft  K,  and,  through  its  connection,  raises 
or  lowers  the  vertical  bearing  e,  which  causes  the  friction  wheel  c,  to 


Fig.  290. — Diagrammatic  Section  of  Woodward  Vertical  Compensating  Me- 
chanical Governor   (see  463). 

engage  either  the  upper  or  the  lower  of  the  friction  pans  a  and  b,  as  in 
the  case  of  the  simple  governor. 

The  compensating  or  anti-racing  mechanism  is  just  below  the  rotat- 
ing cam.  It  is  essentially  alike  in  all  of  the  Woodward  compensating 
types  of  governors  and  is  described  in  the  governor  catalogue  as  fol- 
lows: 

"On  the  lower  end  of  the  cam  shaft  is  a  friction  disc  r  (Fig.  290) 
which  rests  on  a  rawhide  friction  wheel  on  a  diagonal  shaft.  The  hub 
of  the  friction  wheel  is  threaded  and  fits  loosely  on  the  diagonal  shaft 
which  is  normally  at  rest.  The  effect  of  the  continually  rotating  fric- 
tion disc  upon  the  rawhide  wheel  is  evidently  to  cause  it  to  travel  along 
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the  threaded  diagonal  shaft  to  the  center  of  the  disc.  When  the  gov- 
ernor moves  to  open  or  close  the  gate,  the  diagonal  shaft,  which  is 
geared  to  it,  is  turned  and  the  friction  wheel  is  caused  to  travel  along 
the  shaft  away  from  the  center  of  the  disc  and  thujs  raise  or  lower  the 
cam  shaft  so  as  to  separate  the  cam  from  the  tappet  which  is  in  action, 
before  the  gate  has  moved  too  far,  thus  preventing  racing.  As  soon 
as  the  gate  movement  ceases  the  disc  causes  the  friction  wheel  to  re- 
turn to  the  center  of  the  disc  along  the  threaded  shaft.*' 

To  prevent  the  governor  from  straining  when  the  gate  is  fully  open 
or  dosed,  suitable  cams  are  mounted  on  the  stop  shaft.  "When  the 
gates  are  completely  opened,  the  cam  engages  the  speed  lever  and 
holds  it  down  so  that  it  cannot  raise  the  lower  tappet  sufficiently  to 
engage  the  revolving  cam ;  this  does  not,  however,  interfere  with  the 


Fig.  291.— Friction  Cone  and  Pans  of  Woodward  Governor. 

upper  tappet,  to  prevent  the  closing  of  the  gates,  should  the  conditions 
demand.  The  closed  gate  stop  acts  in  a  similar  manner  on  the  upper 
tappet  but  does  not  interfere  with  the  lower  tappet  being  engaged, 
should  the  conditions  demand  that  the  gate  be  opened.  In  addition  to 
these  stops,  the  governor  is  provided  with  a  safety  stop  whose  function 
is  to  immediately  close  the  gates  should  the  speed  governor  stop 
through  breakage  of  the  belt  or  any  other  cause." 

218.  Details  and  Applications  of  Woodward  Governors,— Fig- 
ure 291  shows  the  construction  of  the  friction  gearing  of  the  Wood- 
ward mechanical  governor.  In  the  inner  friction  driving  cone,  corks 
are  inserted  in  holes  drilled  in  the  rim  and  these  are  ground  off  true 
so  that  they  project  about  one-sixteenth  inch.  This  seems  to  give  a 
very  reliable  friction  surface  not  readily  affected  by  either  water  or 
oil,  and  it  is  claimed  to  be  superior  to  either  leather  or  paper  for  this 


Digitized  by 


Google 


Details  and  Applications  of  Woodward  Governors.  467 

purpose.  In  order  to  cause  the  friction  wheel  to  engage  smoothly  and 
noiselessly,  a  plunger  attached  to  the  shaft,  just  below  the  inner  fric- 
tion wheel  fits  rather  closely  into  a  dash-pot  formed  in  the  lower  pan. 
Figure  292  shows  an  horizontal  compensating  type  of  Woodward 
governor  as  installed  to  control  the  gates  of  the  turbines  in  the  Hydrau- 
lic Power  Plant  of  the  United  States  Arsenal  at  Rock  Island,  Illinois. 
The  cables  shown  at  the  back  of  the  cut  operate  the  gates  of  the  tur- 


Pig.  292.— Woodward  Horizontal  Compensating  Mechanical  Go  'emor  at  Hy- 
dro-Electric Plant  of  U.  S.  Arsenal,  Rock  Island,  111. 

bine.  On  the  gate  shafts  of  the  latter  are  sheave  wheels  to  which 
the  cables  are  attached.  These  sheave  wheels  are  fitted  with  clutches 
so  that  any  gate  may  be  disconnected  from  the  governor.  Each  gate 
is  provided  with  an  indicator  showing  its  position.  This  provides 
means  of  coupling  properly,  after  being  disconnected,  without  closing 
the  gates  of  the  other  wheels.  Each  governor  is  arranged  to  control 
six  turbines,  belonging  to  two  different  units.  Two  belts  are  provided 
so  as  to  drive  from  either  unit.  The  governor  can  thus  be  used  to 
control  three  wheels  on  either  side  or  all  six  when  the  two  units  are 
running  in  multiple. 


Digitized  by 


Google 


468  The  Water  Wheel  Governor. 

219.  Essential  Features  of  an  Hydraulic  Governor. — ^The  essen- 
tial features  of  an  hydraulic  water  wheel  governor  are : 

1.  A  tank  for  storing  oil  under  air  pressure. 

2.  A  receiver  tank  for  the  collection  of  oil  used  by  the  governor. 

3.  A  power  pump  driven  from  the  water  wheel  shaft 

4.  An  hydraulic  power  cylinder  for  operating  the  gates. 

5.  A  sensitive  centrifugal  ball  system  for  controlling  a  valve  which 
either  admits  oil  directly  to  the  power  cylinder  or  to  an  intermediate 
relay  cylinder  the  piston  of  which  operates  the  admission  valve  to  the 
power  cylinder. 

6.  An  anti-racing  or  compensating  mechanism. 

The  power  pump  is  continually  using  power  from  the  wheel  to  pump 
the  oil  from  the  receiver  back  to  the  pressure  tank,  thus  gradually  stor- 
ing the  Energy  which  is  used  intermittently  to  operate  the  gates. 

Fig.  293,  page  469,  illustrates  the  Lombard  Type  "N"  governor  and 
shows  clearly  the  relations  of  the  various  parts  of  an  hydraulic  gov- 
ernor. 

The  centrifugal  governor  balls  are  connected  by  belt  to  the  wheel 
shaft.  These  balls  control  a  small  primary  or  pilot  valve  of  the  cylin- 
der type  which  admits  oil  from  the  large  pressure  tank  under  about 
200  pounds  pressure  into  one  side  of  a  cylinder  where  its  pressure  is 
exerted  against  one  of  two  plungers.  These  plungers  control  a  large 
valve,  also  of  the  cylinder  type,  which  admits  oil  from  the  pressure 
tank  to  one  or  the  other  side  of  the  power  piston.  The  rectilinear  mo- 
tion of  the  piston  is  converted  by  rack  and  pinion,  into  rotary  motion 
for  transmission  to  the  wheel  gates.  The  oil  used  for  operating  the 
power  pistons  and  the  plungers  of  the  relay  is  exhausted  into  the 
vacuum  tank  from  which  it  is  pumped  back  into  the  pressure  tank  by 
means  of  the  power  pump  shown  at  the  left  which  is  driven  by  belt 
from  the  wheel  shaft.  The  speed  variation  necessary  to  actuate  the 
governor  depends  upon  the  lap  of  the  pilot  valve  and  is  adjustable. 

220.  Details  of  Lombard  Hydraulic  Governor. — ^The  details  of  the 
Lombard  Type  "N"  governor  are  best  shown  by  the  enlarged  view  of 
the  upper  portion  of  the  governor  (Fig.  294,  page  470)  and  by  the 
section  of  the  relay  valve  (Fig.  295,  page  471).  The  following  descrip- 
tion of  the  operation  of  this  governor  is  taken  from  the  Directions  for 
Erecting  and  Adjusting  Governors.* 

*  Published  by  Tbe  Lombard  Governor  Co.,  Ashland,  Mass. 
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"The  oU  from  the  pressure-tank  is  supplied  to  the  working  cylinder 
62  through  the  large  relay-valve  106,  arranged  to  discharge  or  exhaust 
oil  directly  and  rapidly  into  or  from  either  end  of  the  cylinder.  The 
relay-valve  106,  through  the  hydraulic  system  connected  therewith,  is 
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xmder  the  simultaneous  control  of  the  regulating-valve  14  and  the  dis- 
placement-cylinder 107.  This  is  brought  about  in  the  following  man- 
ner. The  relay-valve  A  (see  Fig.  295,  page  471),  is  moved  hydrau- 
lically  by  plungers  B  and  C,  contained  within  cylinders  D  and  E,  form- 
ing parts  of  the  relay-valve  heads  F  and  G.  Plunger  B,  has  about  one- 
half  the  area  of  plunger  C,  consequently  plunger  C,  can  overpower 
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plunger  B,  if  the  pressure  in  cylinders  E  and  D  is  nearly  equal.  The 
cylinder  D,  is  permanently  in  communication  with  the  main  pressure 
supply  through  the  pipe  H,  which  also  furnishes  liquid  to  the  regulat- 
ing-valve 14.    Therefore  the  tendency  of  plunger  B,  is  always  to  move 


Pig.  294. — Upper  Portion  of  Lombard  Type  N  Governor  (see  page  486). 

valve  A,  towards  the  relay-valve  head  G.  (Cylinder  E,  is  in  communica- 
tion through  pipes  /  and  /,  with  the  ad  justing- valve  14,  and  also 
through  the  pipes  /  and  K,  with  the  displacement-cylinder  107.  The 
regulating-valve  14  is  capable,  when  moved  in  one  direction,  of  admit- 
ting liquid  under  full  pressure  into  the  pipe,  /,  and,  when  moved  in  the 
i>ther  direction,  of  exhausting  liquid  through  the  pipe  /.    In  the  former 
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case  the  action  is  to  increase  the  pressure  back  of  the  piston  C,  until 
it  overpowers  the  piston  B,  thereby  moving  valve  A,  towards  the  relay- 
valve  head  F,  simultaneously  opening  the  upper  cylinder-port  to  the 
main  exhaust,  and  the  lower  cylinder-port  to  the  main  pressure  supply. 
Instantly  the  main  piston  of  the  governor  and  with  it  the  displacement- 
plung^er  109  are  set  in  motion. 


Fig.  295.— Section  Lombard  Relay  Valve  (see  page  486). 

**As  the  displacement-plunger  begins  to  move,  a  space  is  created 
back  of  it,  into  which  a  portion  of  the  liquid  flowing  through  the  pipe 
1,  is  diverted.  As  the  motion  of  the  displacement-plunger  becomes 
more  rapid,  a  condition  is  reached  when  all  the  liquid  flowing  through 
/  continues  on  through  K  into  the  displacement-chamber.  The  relay- 
valve  A,  then  ceases  to  move  any  further.  The  motion  of  the  main 
governor-piston,  however,  continues  as  long  as  the  regujating-valve  14 
is  open.    When  this  valve  14  closes,  the  relay- valve  A,  is  immediately 
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thereafter  closed,  because  the  liquid  in  the  cylinder  E,  instantly  escapes 
through  the  pipes  /  and  K,  into  the  space  beneath  the  moving-  displace- 
ment-plunger ;  thus  the  whole  governor  is  brought  to  rest. 

**When  the  regulating-valvis  14,  is  moved  in  the  opposite  direction 
by  the  centrifugal  balls  so  as  to  allow  liquid  to  escape  throug^h  the 
pipe  /,  there  results  an  immediate  loss  of  liquid  in  the  cylinder  E,  back 
of  the  plunger  C;  this  allows  the  plunger  B,  to  force  the  relay-valve  A, 
towards  the  relay-valve  head  G,  thus  opening  the  lower  cylinder  port 
to  the  exhaust,  and  the  upper  cylinder-port  to  the  pressure  supply. 
The  main  governor-piston  instantly  begins  to  move  down,  carrying-  with 
it  the  displacement-plunger,  thus  forcing  liquid  through  the  pipes  K 
and  I,  reducing  the  flow  outward  through  J,  until  finally  the  downward 
velocity  of  the  displacement-plunger  becomes  rapid  enough  to  entirely 
check  the  outward  flow  through  /.  Relay-valve  A,  then  remains  sta- 
tionary until  the  valve  14,  has  moved  to  a  new  position.  As  soon  as 
regulating-valve  14,  is  closed,  ^  the  liquid  which  has  been  flowing- 
out  through  /  immediately  flows  into  /  and,  acting  upon  tlie  plung-er  C, 
restores  valve  A,  to  its  closed  position,  stopping  further  movement  of 
the  governor.  It  will  be  seen  that  the  governor  when  moving  has  a 
constant  tendency  to  close  the  relay-valve  which  keeps  it  in  motion,  and 
this  relay-valve  can  be  maintained  open  only  so  long  as  the  reg^lating- 
valvc  14,  is  adding  or  subtracting  oil  to  or  from  the  system  consisting 
of  the  pipes  I,  /,  K,  and  parts  connected  therewith." 

Figure  296,  page  473,  shows  the  Lombard  Governor  Type  "R",  the 
smallest  of  the  various  governors  made  by  that  company.  This  is  a 
vertical,  self-contained  oil  pressure  machine.  The  oil  is  stored  in  a  tank 
formed  by  the  main  frame.  The  governor  is  designed  to  exert  2,500 
pounds  pressure  and  will  make  an  extreme  stroke  of  eight  inches  in  one 
second. 

221.  Operating  Results  with  Lombard  Governor. — Fig.  297,  pagfe 
474,  is  a  cut  from  a  speed  recorder  strip  taken  from  the  Hudson  River 
Power  Transmission  Company's  plant  and  shows  the  regulation  of  the 
Lombard  Type  "B"  governor  regulating  S.  Morgan  Smith  turbines  on 
an  electric  railroad  load.  The  cars  are  large  and  the  change  in  load 
rapid  and  large. 

Figure  298,  page  475,  shows  the  comparative  regulation  of  two  gene- 
rators in  the  same  plant  (see  Bulletin  No.  107  Lombard  Governor  0>ni- 
pany).  The  load  was  quite  variable  on  account  of  beaters  which  had 
to  be  driven  from  the  same  shaft  as  the  paper  making  machinery.    The 
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Fig.  296. — The  Lombard  Type  R  Governor  (seo  page  472). 

original  governor  used,  the  work  of  which  is  shown  in  the  upper  cut, 
-was  replaced  by  a  Lombard  Type  "D''  governor.  The  work  of  the  latter 
IS  shown  in  the  lower  tachometer  chart,  and  the  improvement  in  the 
uniformity  of  operation  is  readily  seen  by  a  comparison  of  the  two 
charts. 

222.  The   Sturgess   Hydraulic   Governor.* — The   Sturgess   Type 
*'M"  hydraulic  governor,  with  the  omission  of  the  pump  and  storage 


•  Sturgess  Engineering  Dept.  of  The  Ludlow  Valve  Mfg.  Co.,  Troy,  N.  Yv 
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tank,  is  shown  in  Fig.  299,  page  470,  and  In 
section  in  Fig.  300,  page  477.    This  gov- 
ernor consists  of  a  shaft-type  centrifugal 
governor  G,  attached  to  the  top  of  the  ma- 
chine and  operated  by  a  belt  and  pulley  P, 
^     from  the  turbine  shaft.     The  governor  balls 
5     BB,   in   this   machine   control  directly  by 
So     means  of  a  long  vertical  lever  D,  a  small 
^    primary  or  pilot  valve  S,  of  cylinder  t>'pe 
^     which  admits  oil  to  a  cylinder  controlling 
f<     the   main   admission   valve  5*.     The  main 
^     valves,  attached  to  the  side  of  the  cylinder, 
•3     admit  pressure  directly  into  the  cylinder  5", 

1  and  on  either  side  of  the  piston  S,  which,  by 
S  its  motion,  rotates  the  gate  shaft  by  means 
p  of  the  concealed  steel  rack  R  and  pinion  N, 
fe     shown  in  the  sectional  view,  Fig.  300. 

0  The  valves  for  the  admission  of  oil  or 
u  water,  as  the  case  may  be,  in  the  cylinder 
^  are  of  the  poppet  type  which  avoid  "lap" 
P,     and  therefore  increase  the  sensitiveness  of 

2  the  governor.  The  anti-racing  mechanism 
g  consists  of  a  rod  A,  which  is  attached  to 
^  the  cross  head  of  the  governor.  At  the  top 
g  of  this  rod  is  a  projection  to  which  is  at- 
S     tached  an  adjustable  piston   rod  reaching 

1  down  into  the  open  top  dash  pot  F,  The 
^  piston  rod  has  a  piston  attached  at  its  lower 
fc  end  fitting  freely  into  the  bore  of  the  dash 
jg  pot  the  top  of  which  is  formed  into  a  cup 
•g  which  receives  the  excess  oil.  The  bottom 
K  of  the  dash  pot  is  closed  and  is  attached 
I      to  a  tail  piece  connected  to  the  counter 

S  weighted  locker  lever  C, 
to  The  piston  rod  and  piston  are  hollow  and 
^  near  the  bottom  of  the  piston  is  a  small  by- 
pass which  can  be  regulated  by  an  adjust- 
ing screw  which  controls  the  rate  of  flow  of 
the  oil  in  the  dash  pot.  The  lever  C,  is 
fixed  on  the  rocker  shaft,  the  opposite  end 
of  which  carries  the  short  arm  from  which 
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Fig.  299.— Sturgess  Type  M  Hydraulic  Governor  (see  page  474) 
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a  Jink  is  earned  to  the  bottom  of  the  valve  lever  D,  which  is  free  to 
move.  Two  weights  EE,  arc  hung  loosely  on  the  rocker  shaft  but  a  pin 
on  the  shaft  engages  with  either  one  or  the  other  of  the  weights  and 
raises  them  whenever  the  rocker  shaft  moves.  The  function  of  the 
weights  therefore  is  to  keep  the  rocker  shaft,  and  consequently  the 


Fig.  800. — Section  SturgesB  Type  M  Governor  (see  page  474). 
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bottom  of  the  valve  lever,  in  normal  position.  When  the  main  piston 
moves  it  is  obvious  that  it  will  tend  to  raise  or  lower  the  dash  pot 
F,  through  its  connection  to  the  rod  I,  and  this  movement  will  swing 
the  lever  C,  and  rocker  shaft  H,  thus  deflecting  the  bottom  of  the 
valve  level  D,  so  as  to  compensate  in  the  correct  manner.  The 
same  movement  raises  one  of  the  weights  E,  but  as  the  dash  pot  per- 
mits a  slow  movement  the  weights  will  finally  restore  all  parts  to  the 
middle  or  normal  position.  In  the  smaller  sizes  the  pilot  valve  is 
omitted  and  the  centrifugal  governor  balls  actuate  directly  through  the 
lever  the  main  valves  of  the  system. 

tnr  e»  *****  TAeHOMmil  No.  10,Mt 
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Fig.  301.— Test  Results  with  Sturgess  Governor. 

223.  Test  Results  with  Sturgess  Governor. — The  action  of  any 
governor  in  maintaining  a  uniform  speed  may  be  shown  graphically 
by  attaching  a  recording  tachometer  to  the  turbine  shaft.  In  order  to 
fully  understand  and  appreciate  the  action  of  the  governor,  the  tacho- 
meter chart  should  be  considered  together  with  the  load  curve  and  a 
diagram  showing  the  movement  of  the  governor  during  the  same 
period. 

Figure  301  shows  a  governor  test  made  by  Mr.  John  Stur- 
gess on  an  iioo  K.  W.  unit.  "The  curves  were  traced  by  a  special 
Schafer  &  Budenberg  tachometer,  the  readings  being  sufficiently  niag- 
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nified  to  bring  out  the  characteristics  of  the  governor.  *  *  *  The 
load  changes  and  governor  movements  are  platted  below.  Note  that 
when  the  whole  load  was  thrown  off  (at  i  :55),  the  speed  accelerated 
about  eight  per  cent,  in  an  incredibly  short  time  (under  one  second), 
and  the  governor  had  the  gate  shut  in  one  and  four-tenths  seconds  after 
the  load  went  off.  *  *  *  It  is  to  be  noted  that  after  the  first  quick 
result  at  2  :oo  minutes  the  governor  slowly  oscillated  for  about  another 
minute,  but  with  gradually  increasing  gate  opening,  the  speed  and  load 
being  practically  constant.  This  was  due  to  the  water  rising  in  the 
forebay,  and  gradually  subsiding  in  a  succession  of  waves,  the  gov- 
ernor taking  care  of  these  fluctuations,  in  effective  head,  in  a  very  intel- 
ligent manner."  * 

"The  plant  in  which  the§e  tests  were  made  was  by  no  means  a  good 
one  from  the  regulation  standpoint,  for  it  will  be  noticed  that  when 
the  whole  load  was  instantly  thrown  off  the  momentary  rise  of  speed 
was  about  eight  per  cent.,  although  the  governor  shut  the  gate  from 
full  open  position  in  the  extremely  quick  time  of  one  and  four-tenths 
seconds.  There  were  five  wicket  gates,  having  a  total  of  ninety-six 
leaves,  and  a  heavy  counter-weight  to  be  moved  a  considerable  distance 
in  this  interval,  t 

224.  General  Consideration. — Mechanical  governors  are  cheaper 
than  hydraulic,  but,  assuming  the  same  gate  movement,  they  are  less 
effective  at  increasing  loads  since  the  power  to  move  the  gates  must 
be  taken  as  needed  from  the  wheel  itself  instead  of  being  taken  from  a 
storage  tank  as  with  hydraulic  governors.  This  is  a  factor  of  more 
or  less  importance  in  accordance  with  the  degree  of  regulation  re- 
quired. The  difference  is  manifest  principally  at  low  loads  when  the 
energy  taken  by  the  governor  relay  from  the  water  wheel  is  a  consid- 
erable percentage  of  the  total  energy  being  generated.  As  the  power 
exerted  by  the  relay  is  usually  comparatively  small,  the  difference  in 
action  from  this  cause  between  the  two  types  of  governors  is  often 
Imimportant. 

The  hydraulic  governor  possesses  an  additional  advantage  in  its  abil- 
ity tostart  a  stationary  wheel  into  action  by  means  of  its  stored  energy. 
The  mechanical  governor,  depending  as  it  does  on  the  power  of  the 
wheel  itself,  is  only  effective  after  the  wheel  has  been  started  by  other 
tneans. 


•  See  American  Society  M.  E.,  Vol.  2T,  No.  4,  p.  8. 

t  Catalogue  of  Water  Wheel  Governors,  Sturgess  Engineering  Department 
of  the  Ludlow  Valve  Co.,  p.  23. 
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225.  The  Glockcr-Whitc  Turbine  Governor. — The  I.  P.  Morris 
Company  has  built  a  governor  for  the  Electrical  Development  Com- 
pany of  Ontario,  Canada,  which  has  one  novel  feature.*  A  cross-sec- 
tion of  its  distinctive  feature  is  shown  in  Fig.  302,  page  481. 

The  governor  ball  is  hollow  and  contains  two  chambers,  a  and  b, 
communicating  with  each  other  through  a  small  opening,  c. 

The  balls  are  partially  filled  with  mercury  which,  when  running  at 
normal  speed,  the  axis  of  the  ball  being  vertical,  is  divided  between 
the  two  chambers.  When  an  increase  of  speed  throws  the  balls  out- 
ward, centrifugal  force  causes  a  flow  of  mercury  from  chamber  a,  to 
chamber  b.  This  raises  the  center  of  gravity  of  the  ball  and  increases 
its  lever-arm  about  the  knife  edge  ;,  thus  increasing  its  eflFectiveness 
by  making  its  movement  increase  in  a  greater  ratio  than  the  speed  in- 
creases. Similarly  a  reduction  in  speed  causes  the  balls  to  incline  in- 
ward and  the  mercury  therefore  to  flow  from  chamber  b,  to  chamber  a, 
which  tends  to  cause  a  still  greater  inward  inclination. 

The  charge  of  mercury  hence  increases  the  sensitiveness  of  the  gov- 
ernor balls  to  small  changes  in  speed. 

The  centrifugal  force  of  the  balls  is  resisted  through  knife  edges 
K,  K,  by  a  spiral  spring.  This  movement  is  transmitted  by  levers  to  a 
small  pilot  valve  which  controls  a  larger  relay  valve  admitting  oil  under 
250  pounds  pressure  to  the  cylinder.  The  gate  to  be  moved  is  a  cylin- 
der gate  opening  upward,  a  force  of  15,000  pounds  being  required  for 
the  purpose.  The  weight  of  the  gate  is  sufficient!  to  close  it  and  the 
power-cylinder  of  the  governor  is  therefore  made  single  acting.  The 
entire  governor  is  not  shown  as  there  are  no  other  unusual  features. 

226.  The  AUis-Chakners  Governor. — ^This  company  has  recently 
developed  a  water  wheel  governor,  the  following  description  of  which 
is  taken  from  their  bulletin  No.  1612: 

"The  AUis-Chalmers  Governor  is  of  the  oil  pressure  type  and  con- 
sists of  three  distinct  elements : 

"First— Governor  Stand  (see  Fig.  303,  page  482)  containing  the 
apparatus  for  spindle,  /,  to  rise  and  fall  changes  the  position  of  the 
tappet  arm,  controlling  the  time  of  application  of  energy  for  actuating 
the  gates. 

"Second— Regulating  Cylinder  for  applying  energy. 

"Third— Pressure  System  for  supplying  energy. 


•See  "The  Glocker-White  Turbine  Governor"  by  W.  M.  WWte  and  L.  F. 
Moody  in  'Tower/'  Aug.  4,  1908. 
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Tig,  302. — Cross-Section  of  the  Glocker-White  Oorernor  Head  (see  page  480). 
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Fig.  303.— View  of  the  Governor  Stand  of  the  Allis-Chalmers  Governor  (»ee 

page  480). 

"The  governor  head  i,  designed  to  be  a  highly  sensitive  yet  stable 
apparatus  and  driven  from  the  turbine  shaft  by  pulley  2,  forms  the 
basic  governing  element.  Any  change  in  its  position  moves  the  gov- 
ernor collar  i8,  thereby  shifting  the  floating  lever  3,  and  through  it 
and  its  connection  with  the  relay  4  (which  momentarily  acts  as  a  sta- 
tionary fulcrum)  actuates  the  regulating  valve  9.  Any  movement  of 
this  regulating  valve  admits  oil  from  the  pressure  system  to  either  the 
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Opening  or  closing  side  of  the  regulating  cylinder  and  thereby  actuates 
the  turbine  gates.  The  relay  4,  forms  a  mechanical  connection  between 
the  regulating  cylinder  piston  and  the  floating  level  3,  constituting  what 
may  be  termed  a  moving  fulcrum,  so  that  every  movement  of  the  regu- 
lating piston  shifts  the  fulcrum  point  and  brings  the  regulating  valve 
9,  back  to  mid  position,  thereby  making  the  mechanism  'dead  beat/ 
If  this  movement  is  adjusted  so  that  the  position  of  these  parts  have 
the  proper  relation,  the  governor  collar  will  practically  retain  a  fixed 
position. 

"The  regulating  cylinder  cannot,  however,  fully  open  or  close. the 
turbine  gates  instantaneously  and  the  above  result  can  only  be  obtained 
within  certain  limits,  a  difference  of  speed  occurring  between  no  load 
and  full  load  that  requires  a  certain  movement  or  travel  of  the  gover- 
nor collar  18.    Consequently,  the  speed  of  the  turbine  at  different  gate 
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Fig.  304. — ^Diagram  of  Allis-Ohalmers  Governor  (see  page  480). 


openings  will  vary  slightly  and  depend  upon  the  speed  of  the  governor 
at  corresponding  positions  of  the  reg^ating  piston  stroke. 

"Under  favorable  conditions  (open  flume  and  short  penstocks)  the 
q>ening  and  closing  time  of  the  gates  depends  solely  upon  the  inertia 
of  the  moving  masses  and  'aperiodical  regulation'  can  be  obtained ; 
i.  e.,  the  stroke  of  the  regulating  piston  and  the  travel  of  the  governor 
collar  correspond  in  time.  Under  favorable  conditions  (long  pen- 
stocks) the  closing  time  is  often  so  influenced  by  the  'critical  time,' 
already  mentioned,  and  by  other  considerations  that  'aperiodical  regu- 
lation' is  no  longer  practicable,  since  a  travel  of  governor  collar  would 
be  required  that  would  cause  a  greater  difference  in  speed  between  no 
load  and  full  load  than  is  commercially  allowable.  To  meet  such  con- 
ditions, the  "compensating  dash  pot"  7,  is  utilized. 

"In  the  diagram  (see  Figure  304),  the  full  travel  of  the  governor 
collar  is  shown  as  corresponding  to  a  speed  change  x.    The  relay 
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stroke,  however  is  designed  so  that  only  a  portion  of  this  travel  cor- 
responding to  a  speed  change  y  is  utilized ;  i.  e.,  within  this  limit  the 
governor,  without  other  mechanism  than  the  relay,  is  'dead  beat'  and 
the  regulating  valve  by  relay  action  is  returned  to  mid-position  after 
each  movement.  The  compensating  dash  pot  7,  consists  of  a  cylinder 
having  an  adjustable  bypass  and  containing  a  compound  piston  with 
auxiliary  spring  device,  the  rod  of  which  is  connected  through  a  suit- 
able lever  to  the  governor  collar.  Arranged  so  that  its  piston  takes 
motion  from  the  relay  actuating  shaft,  is  a  positive  displacement  pump 
connected  by  a  pipe  to  the  'compensating  dash  pot'  cylinder.  For 
slight  changes  of  load,  a  negligible  displacement  of  oil  takes  place  and 
the  dash  pot  has  a  slight  damping  action  only  on  the  governor  head, 
but  when  any  load  change  occurs  of  sufficient  magnitude  to  produce 
a  speed  variation  greater  than  y  as  shown  on  the  diagram,  enough  oil 
displacement  takes  place  to  bring  the  auxiliary  spring  effect  of  the 
dash  pot  piston  strongly  into  action  until  the  fluctuation  is  controlled 
and  the  governor  collar  is  again  brought  within  the  limits  correspond- 
ing to  3'  speed  variation  when  action  ceases.  By  this  means,  a  govern- 
ing element  of  maximum  sensitiveness  can  be  used  and  the  regulation 
of  ordinary  slight  fluctuations  made  'aperiodical/  even  under  the  mort 
unfavorable  conditions.  These  elements  in  design,  therefore,  result  in 
the  Allis-Qialmers  governor  operating  with  g^eat  quickness  and  hold- 
ing the  speed  variation,  due  to  ordinary  fluctuations,  within  the  nar- 
rowest limits,  yet  being  absolutely  safe  from  hunting  or  over-travel 
after  heavy  load  fluctuation,  even  under  the  most  difficult  operating 
conditions." 

227.  Control  from  the  Switchboard. — Electrical  devices  can  now 
be  purchased  by  which  the  normal  speed  of  the  wheels  can  be  con- 
trolled from  the  switchboard  in  case  the  governor  is  so  designed  that 
it  can  be  adjusted  whik  in  motion,  which  is  true  of  most  high  class 
machines.  It  is  also  possible  to  start  and  stop  the  wheels  electrically 
from  the  switchboard  or  from  a  distant  station. 

The  following  discussion  of  this  subject  and  the  accompanying  fig- 
ures are  taken  with  slight  changes,  from  a  paper  by  Mr.  A.  V.  Garratt* 

«  «  *  *  ^Yht  most  successful  method  of  connecting  the  cylinder 
gates  of  several  turbines  to  the  same  governor  is  shown  in  Fig.  3^S» 
page  485.    In  this  case  each  pair  of  drawrods  is  connected  to  a  pair  of 

♦  See  "Speed  Regulation  of  Water  Power  Plants,"  by  Allan  V.  Garratt  Caa- 
Bier's  Magazine,  May,  1901. 
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walking  beams  which  carry  counterweights  on  their  opposite  ends. 
Each  walking  beam  carries^a  gear  sector  which  engages  a  rack  on  a 
long^  horizontal  reciprocating  member  terminating  at  the  governor. 
The  racks  on  the  reciprocating  member  are  'sleeved'  on  it,  and  held  in 
place  by  pins,  which  may  be  removed  if  it  is  desired  to  disconnect  any 
turbine  from  the  governor. 

"By  this  method  any  one,  or  any  combination  of  turbines,  may  be 
handled  by  the  governor  or  any  turbines  by  hand,  at  will,  by  means  of 
a  lever  shown  in  the  end  projection. 


Fig.  305. — Governor  Connection  hy  Draw  Rods  (see  page  484). 

"Fig.  306,  page  486,  shows  a  good  method  of  connecting  a  governor 
to  a  pair  of  horizontal  wicket-gate  turbines.  It  will  be  noted  that  the 
shaft  connecting  the  two  gear  sectors  on  the  gate  stems  goes  directly 
to  the  governor,  and  is  connected  to  it  through  a  pin  clutch  which  may 
be  opened,  and  a  hand-wheel  on  the  governor  may  then  be  used  to 
move  the  gates  by  hand.  The  only  improvement  on  this  design  which 
can  be  suggested  would  be  to  eliminate  the  counter-shaft  between  the 
governor  pulleys  and  the  turbine  shaft  by  placing  the  governor  beyond 
the  draught-tube  quarter-turn,  so  that  the  governor  pulleys  might  belt 
directly  to  the  turbine  shaft.  The  limitations  of  available  space  pre- 
vented the  location  of  the  governor  in  this  manner  on  the  drawing 
which  shows  the  design  used  for  three  units  in  a  modem  power  plant. 
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Fig.  306. — Governor  Connection  by  Shaft  and  Sectors  (see  pa^e  485). 
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'Treguently  the  only  possible  location  of  the  governor  prevents  any- 
thing^ like  direct  connections  between  it  and  the  turbines.  In  such 
cases  experience  has  shown  that  it  is  wisest  to  avoid  the  use  of  several 
gairs  of  bevel  gears  and  long  shaifts,  and  in  their  place  use  a  steel  rope 
drive.  This  method  has  great  flexibility,  and  permits  of  governor  loca- 
tions which  would  otherwise  be  impossible.  Figure  307  shows  a 
design  of  this  kind.  The  governor  is  located  in  the  only  available 
space,  and  yet  its  connection  to  the  turbines  is  perfectly  adequate.  The 
steel  rope  used  is  small  in  size,  made  of  very  small  wire,  especially  laid 
up,  and  its  ends  are  fixed  to  the  grooved  sheaves,  which  are  provided 


Fig.  307. — Governor  Connection  by  Cable. 

with  internal  take-ups,  so  that  the  rope  may  be  kept  tight  as  a  fiddle 
string.  This  general  method  of  connecting  is  in  successful  use  in  many 
plants  where  the  requirements  for  speed  regulation  are  most  exacting. 
"In  the  above  examples  the  two  ends  which  have  governed  the  de- 
sign are  simplicity  and  directness.  These  two  factors  should  never  be 
lost  sight  of,  and  the  more  completely  they  are  embodied  in  the  design, 
the  better  will  be  the  speed  regulation.  To  these  two  may  be  added 
another,  and  that  is  freedom  from  lost  motion.  These  three  factors 
are  absolutely  necessary  if  succe^sful  results  are  to  be  expected.  The 
slightest  motion  of  the  governor  must  be  transmitted  in  the  simplest 
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and  most  direct  manner,  and  in  the  shortest  possible  interval  of  time, 
to  the  turbine  gates." 

228.  Governor  Systems. — For  the  governing  of  hydro-electric 
plants,  the  hydraulic  governors  used  are  of  two  distinct  classes: 

First:  The  open  system,  in  which  the  oil  used  for  the  transmission 
of  pressure  from  the  pumps  to  the  actuating  cylinders  of  the  governors 
is  discharged  from  those  cylinders  at  atmospheric  pressure  into  open 
tanks,  and 

Second:  The  closed  system  in  which  the  oil  in  the  circuit  is  closed 
to  the  atmosphere  in  order  that  the  discharge  end  of  the  actuating 
cylinders  of  the  governors  may  discharge  under  a  partial  vacuum  and 
thus  increase  the  power  of  the  governor. 

These  systems  were  discussed  in  some  detail  before  the  thirtieth 
convention  of  the  National  Electric  Light  association  at  San  Francisco 
in  1915,  and  the  following  summary  of  the  advantages  and  disadvan- 
tages was  given  by  Mr.  W.  F.  Uhl : 

The  advantages  are : 

(a)  For  the  closed  system — 

(i)  The  receiving  or  sump  tank  can  be  placed  at  about  the 

same  level  with  the  regulating  valve. 
(2)  The  lower  first  cost  for  small  turbines. 

(b)  For  the  open  system — 

(i)  Simpler  equipment 

(2)  Less  operating  trouble. 

(3)  Smaller  maintenance  cost. 

(4)  Smaller  operating  cost. 

(5)  Adaptable  for  central  system  use. 

(6)  Adaptable  for  straining  or  filtering  the  oil  constantly. 

(7)  Less  power  required. 
The  disadvantages  are : 

(a)  For  the  closed  system — 

(i)  Operating  trouble,  principally  on  account  of  the  rapid 
deterioration  of  the  oil. 

(2)  When  changing  from  mechanical  hand  control  to  gov- 

ernor control  after  the  pumping' equipment  has  been 
running  and  building  up  a  vacuum,  the  gates  may 
suddenly  close,  causing  a  high  pressure  rise,  which 
in  certain  cases  might  be  destructive. 

(3)  Closer  attendance  required. 

(4)  Greater  operating  cost. 
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(5)  Not  adaptable  for  central  system. 

(6)  Not  readily  adaptable  for  straining  or  filtering  the  oil. 

(7)  More  power  required, 
(b)  For  the  open  system — 

(i)  Not  easily  adapted  to  certain  low  head  plants  having 
horizontal  units  on  account  of  the  location  of  the  re- 
ceiving or  sump  tank  being  necessarily  lower  than 
the  regulating  valve.     Not  many  such  cases  with^ 
modem  installations. 
This  discussion,  which  can  be  found  in  the  reports  of  the  Association 
for  1915,  contains  the  most  practical  information  available  on  this  sub- 
ject. 


Fig.  308. — Connection  of  a  Modern  Governor  to  a  Victor  Turbine. 

229.  The  Connection  of  Governors  to  Gates. — The  governor 
should  be  connected  to  the  gate  mechanism  of  the  turbine  as  directly 
and  substantially  as  practicable.  The  connection  of  a  modern  governor 
with  a  Victor  turbine  (Piatt  Iron  Works)  is  shown  in  Fig.  308. 

Figure  309,  page  490,  shows  the  connection  of  an  AlHs-Chalmers 
governor  with  both  the  gates  of  a  single  horizontal  turbine  operating 
under  450  feet  head  and  with  the  relief  valve,  which  must  likewise  be 
controlled  during  sudden  reductions  in  power  demand. 

Figure  310,  page  490,  shows  the  connecting  mechanism  for  a  twin 
turbine  unit  of  5,200  horse  power  operating  at  225  R.  P.  M.  under  60 
ft  head,  as  built  by  the  S.  Morgan  Smith  Company. 

The  form  of  connection  for  a  six  turbine  unit,  as  manufactured  by 
tfie  Wellman,  Seaver,  Morgan  Company,  is  shown  in  Fig.  340,  page  528, 
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Pig.  309.— Connection  of  an  Allis-Chalmers  Governor  with  the  Gates  of  a  Hor- 
izontal Turbine  and  with  a  Relief  Valve  (see  page  489). 

and  Fig.  341,  page  529,  shows  a  similar  connection  for  four  pairs  of 
turbines  arranged  tandem  as  manufactured  by  the  James  Leffel  &  Com- 
pany. 

230.  Relief  Valves. — Relief  valves  are  very  necessary  on  long 
feeder  pipes  and  penstocks  to  avoid  excess  pressures  of  an  accidental 
nature  as  well  as  those  produced  by  closing  of  the  turbine  gates.   A 


Fig.  210.— Governor  Connecting  Mechanism  for  a  Twin  Turbine  of  the  S. 
Morgan  Smith  Co.  (see  page  489). 
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group  of  such  valves  installed  on  the  end  of  one  of  the  penstocks  of 
the  Niagara  Falls  Hydraulic  Power  and  Manufacturing  Company  is 
shown  in  Figure  311.  Relief  valves  should  be  arranged  to  open 
with  a  slight  excess  of  the  penstock  pressure  but  should  close  very 
slowly  in  order  to  avoid  oscillatory  waves.  Spring  balanced  relief 
valves  have  proven  objectionable  for  this  purpose.  If  set  to  open  at  a 
small  excess  pressure  they  are  apt  not  to  close  on  account  of  the  impact 
of  the  discharging  water  against  the  valve.    In  order  that  they  may 


Pig.  311.— Relief  Valve  on  end  of  Penstock.    Niagara  Falls  Hydraulic  Power 
Manufacturing  Co.  (Electrical  World,  Jan.  14,  1899). 

dose,  the  balancing  spring  must  be  so  strong  that  a  considerable  excess 
is  required  to  open  the  valve  which  does  not  therefore  serve  the  desired 
purpose.  All  types  of  valves  are  also  hindered  by  the  fact  that  corro- 
sion is  apt  to  seal  the  valve  so  that  a  considerable  excess  is  required  to 
open  it 

231.  Lombard  Hydraulic  Relief  Valve*— The  Lombard  Governor 
Company  have  designed  a  valve  in  which  they  claim  to  have  eliminated 
the  difficulties  of  the  spring  valve.  This  valve  is  shown  in  Fig.  312,* 
page  492,  and  is  described  as  follows : 

**The  valve  consists  of  the  following  parts,  viz.: — ^A  valve  disc  c, 
capable  of  motion  to  or  from  its  seat  h,  rigidly  connected  by  means  of 

a  rod  f,  with  the  piston  f,  in  the  cylinder  e.    The  whole  valve  is  bolted 

■- 

•  LcHQbard  BuUetin  Na  101. 
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to  a  flange  upon  the  supply  pipe  d,  wherein  the  pressure  is  to  be  coo- 
trolled  The* area  of  piston  f,  is  somewhat  greater  than  that  of  the 
valve  disc  c,  so  that  when  water  at  the  same  pressure  is  behind  tiie 
piston  and  in  front  of  the  valve  there  is  a  positive  and  strong  tendeo^ 


Fig.  312.— Lomb8^<ii  Hydraulic  Relief  Valve  (see  jMLge  491). 

to  hold  the  valve  closed.  For  the  purpose  of  allowing  the  valve  disc  c, 
to  open  at  proper  times  to  relieve  excess  pressure  in  the  supply  pip^  ^> 
there  is  provided  a  regulating  waste  valve  C.  This  valve  is  opened  or 
closed  by  a  piston  n,  opposed  by  a  very  oblong  and  strong  spiral  spnng 
p.  Piston  n  is  a  loose  fit  in  its  cylinder  o,  so  that  it  moves  upwaw 
freely  in  response  to  the  least  excess  in  pressure  upward  due  to  tnc 
water  in  the  cylinder  o,  opposed  to  the  downward  pressure  of  tnc 
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spring  ^.  *  *  *  The  piston  n,  is  connected  by  means  of  the  stem 
m,  with  a  double-seated  balanced  valve  d,  which  of  course,  opens  simul- 
taneously with  any  upward  movement  of  the  piston.  Water  under  ex- 
isting pressure  is  admitted  into  the  cylinder  e,  through  the  pipe  k,  and 
throttle  valve  i. 

"The  spring  p,  is  adjusted  by  means  of  the  screw  s,  and  lock-nut  y, 
so  that  the  effective  normal  pressure  of  the  water  in  the  chamber  is  just 
insufficient  to  overcome  the  downward  pressure  of  the  spring.  The 
valve  D,  will  therefore  remain  closed  normally ;  consequently  the  main 
valve  disc  c,  will  also  remain  closed  normally,  because  water  flowing 
in  through  the  pipe  k,  and  throttle  valve  i,  will  produce  an  excess  clos- 
ing pressure  upon  the  piston  /.  When  thus  adjusted  any  increase  in 
pressure  above  the  normal  will  immediately  force  the  piston  n,  upward, 
and  will  thereby  open  the  balanced  valve  D.  This  instantly  relieves 
the  pressure  back  of  the  piston  /,  which  of  course  then  gives  way  to  the 
superior  pressure  back  of  the  piston /,  which  of  course  then  gives  way 
to  the  superior  pressure  in  front  of  valve  c.  In  this  manner  practically 
the  whole  pressure  in  front  of  the  valve  disc  c,  is  available  for  opening 
it  *  *  *  Valve  disc  c,  will  continue  to  open  until  the  limit  of  its 
travel  has  been  reached,  or  the  pressure  in  the  supply  pipe  d,  has  been 
reduced  to  a  point  where  the  piston  n,  will  close  the  balanced  valve  D. 
Immediately  on  the  closing  of  balanced  valve  D,  water  begins  to  ac- 
cumulate behind  the  piston  /,  flowing  in  through  the  throttle  valve  i. 
This  water  gradually  and  surely  forces  the  valve  disc  c,  to  close.  The 
speed  of  closing  is  adjustable  by  the  opening  through  the  throttle  valve 
I,  and  may  be  made  as  slow  as  several  seconds  or  even  minutes.  The 
closing  motion  is  *  *  *  uniform  and  there  is  not  the  slightest  ten- 
dency to  set  up  vibrations  in  the  water  column,  a  very  serious  objection 
to  the  ordinary  types  of  spring  balanced  valves  which  open  and  close 
suddenly  and  are  liable  in  the  latter  operation  to  set  up  water  hammer 
effects  even  more  dangerous  than  those  which  they  are  designed  to 
relieve." 

232.  Sturgess  Relief  Valves. — ^The  Sturgess  Engineering  Depart- 
ment of  the  Ludlow  Valve  Manufacturing  Company  makes  two  forms 
or  relief  valves,  the  "automatic"  and  the  "mechanical."  The  automa- 
tic relief  valve  is  shown  in  Fig.  313,  page  494,  and  is  described  as  fol- 
lows: 

"The  essential  element  in  the  automatic  relief  valves  is  a  large,  very 
sensitive  diaphragm  of  special  construction.    This  is  under  the  influ- 
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ence  of  the  water  pressure  in  the  pipe-line  and  its  movements  are  com- 
municated to  a  small  pilot  valve  controlling  a  hydraulic  cylinder,  which 
in  turn  operates  the  relieving  valve  on  the  relief  valve  proper.   After 


Fig.  313.— SturgeBB  Relief  Valve  (see  page  493). 

the  pressure  in  the  pipe-line  is  restored  to  normal,  the  relief  valve 
gradually  closes  automatically. 

"The  action  of  this  valve  is  almost  instantaneous,  and  it  will  i^J 
open  on  a  very  small  rise  of  pressure. 

"These  valves  can  either  be  made  in  self-contained  form,  or  the  sen- 
sitive parts  (diaphragm,  pilot  valve,  and  hydraulic  cylinder)  maybe 
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mounted  on  a  pedestal  placed  in  the  power  house,  and  the  relief  valve 
proper  attached  to  the  penstock  or  wheel  casing,  a  rod  or  link  being 
provided  to  connect  the  two  (as  in  Fig.  313). 

333.  Allis-Chalmers  Company  Hydraulic  Relief  Valve. — ^Figure 
314  shows  an  automatic  governor  actuated  pressure  regulator  for 
7,000  H.  P.  Allis-Qialmers  Company  turbines,  operating  under  a 
450  foot  head  with  a  discharge  capacity  of  210  cubic  feet  per  second.* 

"Each  pressure  regulator 
consists  of  two  distinct  ele- 
ments, namely :  the  by-pass 
proper  and  the  regulating 
valve  operated  from  the  re- 
lay mechanism. 

"The  various  parts  and 
the  operating  function  are 
made  plain  from  the  follow- 
ing description,  and  refer- 
ence to  Fig.  315,  page  496: 
"The  by-pass  consists  of 
the  inlet  elbow  i,  connected 
to  the  casing  or  inlet  pipe 
of  the  turbine,  and  the  dis- 
charge ring  2,  bolted  to  the 
foundation  of  discharge 
pipe.  The  bronze  lined 
valve  stem  3,  carries  the 
valve  disc  4,  and  the  piston 

5,  sliding  in  the  bronze 
Fig.  314.-Govemor  Actuated  Automatic  Pres-  ^^^y^^^      jj^^^^  g  ^j^j^  ^^^. 

sure  Regulator  for  7,000  H.  P.  Turbine.  -    "^  .        .    ' 

er  7,  forming  the  upper  ex- 
tension of  the  inlet  elbow  i.  A  removable  bronze  ring  8,  is  clamped 
between  discharge  ring  2,  and  inlet  elbow  i,  and  forms  the  seat  against 
which  the  valve  disc  4,  is  pressed  agfainst  its  seat  when  the  pressure 
regulator  is  closed.  The  valve  disc  4,  is  also  lined  with  a  removable 
bronze  ring  23.  Parts  8  and  23,  being  subject  to  wear  and  tear  due  to 
the  discharging  water,  are  made  removable  and  interchangeable. 

"The  piston  5,  has  a  V  leather  packing  and  its  area  is  sufficient  to 
hold  the  valve  disc  4,  tightly  closed  when  the  cylinder  A,  is  set  under 

^  Allis-Chalmeni  Co. 
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pipe   line  pressure.     The   water  which   might   leak   through  the  V 

leathers  is  drained  into  discharge  by  the  pipe  tapped  into  the  cover  7. 

"If  the  pressure  is  reduced  in  the  cylinder  A,  the  pipe  line  pressure 

upon  the  valve  disc  4,  will  open  the  pressure  regulator  and  it  is  evi- 


Fig.  315.— Cross-section  of  AUis-Chalmers  Co.  Governor  Actuated  PreBBure 
Regulator  (see  page  495). 
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dent  that  if  we  vary  the  pressure  in  the  cylinder  A,  we  can  cerate 
the  valve  disc  4,  in  either  direction  with  any  desired  velocity. 

"This  is  accomplished  by  the  second  element,  the  regulating  valve 
and  relay  mechanism.  The  regulating  valve  is  bolted  to  the  regulator 
cylinder  6.  It  has  three  flanges,  K,  L,  M.  Flange  K  is  connected  to 
the  pipe  line  and  receives  direct  operating  water  pressure.  (A  filter 
should  be  inserted  in  this  pipe  in  case  the  water  in  pipe  line  is  impure.) 

*Tlange  L,  connects  chamber  B,  with  pipe  leading  to  the  cylinder,  A. 

*Tlange  M,  connects  to  the  discharge  pipe. 

"C  connects  to  the  drain. 

"The  area  of  pressure  inlet  into  chamber  B,  can  be  adjusted  from 
outside  by  the  needle  valve  .10,  and  the  outlet  from  chamber  B,  is  reg- 
ulated by  the  valve  9  actuated  by  the  stem  ii,  as  explained  below. 

"Stem  II,  is  attached  to  floating  lever  16,  one  end  of  which  is  con- 
nected to  relay  rod  17,  while  the  other  end  is  attached  to  dash  pot  pis- 
ton rod  15. 

"Lever  18,  is  connected  to  the  gate  mechanism  of  the  turbine  and 
also  to  the  dash  pot  cylinder  12,  which  contains  the  dash  pot  piston  13, 
loosely  coupled  to  piston  rod  15,  by  means  of  taper  collar  21,  and  col- 
lar 22.    Needle  valve  14  allows  the  by-pass  adjustment  from  outside. 

"Water  under  penstock  pressure  is  introduced  through  diaphragm 
A,  into  chamber  H,  also  through  opening  Z>,  without  diaphragm  into 
chamber  R. 

'  "At  a  given  instant  when  gate  and  governor  mechanism  are  at  rest, 
let  P  be  the  total  pressure  in  chamber  H,  holding  valve  9,  closed  and 
let  P^  be  the  total  pressure  in  chamber  R,  tending  to  open  valve  9. 
From  the  respective  areas  evidently  P  is  greater  than  P\  hence  valve 
9,  remains  closed. 

"Now  suppose  the  governor  to  close  the  gates  considerably,  thus 
raising  lever  18,  and  with  it  the  valve  stem  11.  This  opens  the  valve 
E,  allowing  some  of  the  pressure  in  H  to  escape  through  orifices  G, 
F  and  E,  until  the  variable  pressure  P,  is  overcome  by  P%  causing 
valve  9,  to  rise,  allowing  the  water  pressure  in  cylinder  A,  to  escape 
through  B  and  opening  X  to  the  drain.  The  lowering  of  pressure  in  A 
permits  the  pressure  regulator  to  open  under  the  penstock  pressure 
acting  on  valve  disc  4.  It  is  evident  that  a  certain  position  of  valve  9b 
permits  a  certain  pressure  in  chamber  B,  sufficient  to  hold  the  piston  5, 
and  consequently  the  pressure  regulator,  in  a  balanced  intermediate 
position.  When  valve  E,  is  closed,  pressure  P,  increases  so  as  to  close 
valve  9  causing  the  pressure  in  B  and  A  to  increase  and  close  the 
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pressure  regulator  valve  4,  in  a  time  which  depends  upon  the  setting 
of  needle  valve  10. 

"When  the  turbine  closes,  the  mechanism  is  arranged  so  that  the 
lever  18,  raises  the  dash  pot  cylinder  12.  If  this  motion  is  so  slow 
that  the  oil  below  the  dash  pot  piston  13,  can  escape  to  opposite  side 
of  piston  through  the  by-pass  opening  set  by  the  needle  valve  14,  there 
will  be  no  over-pressure  produced  below  the  dash  pot  piston ;  the  valve 
stem  II,  will  not  be  raised  from  its  seat  E,  as  described  above  and  the 
piessure  regulator  remains  closed.  If,  however,  the  turbine  is  closed 
rapidly,  i.  e.,  in  a  time  shorter  than  to  allow  the  oil  getting  around 
dash  pot  piston  13,  the  thus  created  over-pressure  will  raise  valve  stem 
II,  and  cause  the  pressure  regulator  to  open.  As  soon  as  this  takes 
place  the  relay  rod  17,  is  lowered  accordingly  and  thus  closes  the  valve 
stem  II,  and  brings  valve  9,  into  the  position  at  which  the  pressure 
regulator  is  held  stationary.  If  the  lever  18,  is  not  moved  any  farther 
the  dash  pot  piston  13,  on  account  of  the  gradual  by-passing  of  the 
oil  through  valve  14,  will  slowly  move  downward  and  thus  slowly  close 
the  pressure  regulator.  It  is  evident  that  the  closing  time  of  valve  11, 
depends  entirely  upon  the  setting  of  the  needle  valve  14.  This  setting 
cannot  be  given  in  advance  but  must  be  tried  out  by  experiment  at  the 
plant.  It  should  be  such  that  the  pressure  regulator  closes  sufficiently 
slowly  to  prevent  any  pressure  rise  in  pipe  line.  Long  pipe  lines  or 
suoh  through  which  the  water  flows  at  high  velocity,  will  require  a 
long  closing  time,  sometimes  as  long  as  50  seconds." 

334.  Speed  Regulation. — Mr.  H.  B.  Taylor,  hydraulic  engineer  of 
the  I.  P.  Morris  Company  in  a  paper  read  before  the  Canadian  Society 
of  Engineers,  January,  1914,  discussed  the  matter  of  speed  regulation 
as  follows: 

"Speed  regulation  is  of  great  importance  where  turbines  are  em- 
ployed for  driving  alternators.  Regulation  is  obtained  by  a  governor, 
driven  from  the  turbine  shaft,  consisting  primarily  of  a  governor  head 
containing  flyballs  controlled  by  springs  and  connected  through  a  pilot 
valve  to  the  main  governor  valve.  At  normal  speed  the  flyballs  hold 
the  governor  valve  in  mid-position,  but  for  any  change  in  speed  the 
flyballs  move  the  valve,  admitting  pressure  through  a  suitable  number 
of  relay  valves  to  an  operating  cylinder  so  that  the  turbine  gates  arc 
adjusted  to  suit  the  new  load  and  to  obtain  the  normal  speed. 

"Some  of  the  chief  speed-regulation  requirements  are : 

"(i)  Sensitiveness — quick  response  to  sudden  and  slight  changes  01 
speed. 
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^(2)  Steadiness — ^freedom  from  unnecessary  gate  movements  ot 
movements  occasioned  by  conditions  other  than  changes  of  load.  Con- 
tinual motion  and  vibration  of  the  turbine  gate  mechanism  produced 
by  unstable  governors  is  a  source  of  wear  and  rapid  deterioration  which 
in  turn  accentuates  the  instability.  In  older  types  of  governors  this 
tendency  was  usually  overcome  by  the  use  of  a  dash  pot  to  damp  such 
j[iotions9  but  the  use  of  a  dash  pot  for  this  purpose  renders  the  gov- 
ernor sluggish  and  impairs  its  action. 

"(3)  Ample  power  of  governor.  For  large  units  a  large  amount  of 
power  is  required  to  actuate  the  turbine  gates.  With  a  large  imit, 
cither  a  considerable  number  of  intermediate  valves  between  the  pilot 
valve  and  the  main  valve  must  be  used,  or  else  the  governor  head  itself 
must  be  given  a  considerable  amount  of  power.  The  same  result  could 
perhaps  be  accomplished  by  the  use  of  high  pressures  in  the  governor 
system,  but  these  have  proved  very  unsatisfactory.  Increase  of  power 
by  a  series  of  valves  is  limited  by  the  speed  of  action  required.  The 
best  solution  seems  to  be  in  the  use  of  flyballs,  having  a  weight  and 
power  corresponding  in  order  of  magnitude  to  the  turbine  which  they 
must  control.  Such  increase  in  power  in  the  flyballs  involves  no  sac- 
rifice in  sensitiveness,  since  the  governor  head  is  mechanically  con- 
nected to  the  turbine  shaft  and  is  forced  to  respond  immediately  to 
any  change  in  speed  of  the  unit.  The  sensitiveness  will,  in  fact,  be  in- 
creased by  the  use  of  heavy  flyballs^  since  the  retarding  eflfect  of  fric- 
tion can  be  made  relatively  less. 

"(4)  Reliability.  Delicate  and  complicated  mechanisms  should  be 
avoided.  Governors  in  important  stations  should  be  as  simple  and 
rugged  as  possible.  The  effect  of  accidental  conditions  on  a  large  and 
heavy  governor,  grit  in  the  governor  fluid  or  sticking  of  the  governor 
parts,  will  be  comparatively  slight. 

"(5)  Single-pressure  system.  Separate  pumping  equipment  for  each 
unit  in  a  station  has  been  abandoned  in  favor  of  a  single  pumping  sys- 
tem supplying  the  entire  station  with  greatly  reduced  cost  of  attend- 
ance and  greater  continuity  of  service.  The  open  system  of  governing 
is  now  being  used  in  which  oil  or  water  for  the  governors  is  pumped 
from  an  open  tank  and  no  pressures  less  than  atmospheric  are  used  at 
any  point  in  the  system.  This  change  avoids  troubles  caused  by  air 
collecting  in  the  pipes  or  pumps  or  the  breakdown  of  oil  under  high 
vacuum. 

"(6)  Good  hand  controL  Originally  the  hand  control  of  a  turbine 
was  through  trains  of  gears.    The  time  required  to  close  the  gates  of 
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a  large  turbine  by  such  means  is  prohibitive.  This  gear  was  gradually 
replaced  by  a  governor  hand  wheel  controlling  the  turbine  gates  by 
oil  pressure  through  the  governor  main  valve.  However,  should  the 
governor  valves  be  dismantled  for  repairs  the  turbine  must  be  shut 
down,  and  it  is  poor  engineering  to  dispense  with  the  services  of  the 
turbine  for  the  sake  of  a  governor  valve.  The  best  method  of  hand 
control  now  adopted  for  large  units,  seems  to  be  in  a  separate  device 
to  admit  oil  from  the  central  pumping  system  directly  to  the  operating 
engine. 

"(7)  Few  simple  operations.  Compensating  devices  are  required  to 
restore  the  governor  valves  after  required  gate  movement  and  also  to 
restore  the  speed  of  the  turbine  to  required  value  after  the  water  col- 
umn in  penstock,  turbine  casing  and  draft  tube  has  had  time  to  be  ac- 
celerated or  retarded  to  its  new  value.  The  governor  should  also  have 
adjustments,  so  that  the  change  in  speed  from  full  load  to  no  load  con- 
ditions may  be  fixed  to  suit  the  parallel  operation  of  alternators,  also 
to  adjust  the  time  of  action  of  the  governor  to  suit  the  length  of  and 
velocities  in  the  water  passages,  and  an  attachment  for  changing  the 
normal  speed  of  the  turbine.  Modem  governors  are  also  fitted  with 
motors  by  means  of  which  the  speed  of  the  turbine  can  be  adjusted 
from  a  distant  point,  such  as  the  switchboard,  this  device  being  used 
in  synchronizing  the  unit. 

"The  above  points  cover  all  the  features  which  can  be  controlled  in 
the  design  of  the  governor  itself. 

"A  perfect  governor  will  be  unable  to  produce  a  speed  regulation 
better  than  that  permitted  by  the  length  of  and  velocities  in  the  pen- 
stock and  draft  tube,  the  length  of  the  water  column  in  the  turbine  cas- 
ing and  the  flywheel  effect  of  the  rotating  masses.  These  factors  are 
controlled  by  the  design  of  the  power  development  as  a  whole,  so  that 
the  actual  speed  regulation  obtained  is  affected  only  to  a  limited  extent 
by  the  construction  of  the  governor  itself. 

"In  a  majority  of  the  recent  large  installations  the  governors  have 
been  designed  and  constructed  by  the  turbine  builders  suited  to  the 
exact  conditions  of  each  turbine  and  avoiding  division  of  responsibility. 
The  better  appreciation  of  the  factors  entering  into  governor  problems 
has  resulted  in  greatly  improved  speed  regulation  which,  when  taken 
in  connection  with  valuable  improvements  in  the  mechanical  design  of 
the  governor,  has  removed  this  important  auxiliary  from  the  class  of 
necessary  evils  and  placed  it  in  that  of  reliable  machinery." 
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235.  Governor  Specifications. — ^The  present  practice  of  requiring 
the  governor  builder  to  guarantee  the  speed  regulation  of  a  plant,  in 
the  design  of  which  he  has  had  no  voice,  without  even  giving  him  the 
necessary  information  regarding  the  hydraulic  elements  which  are  con- 
sidered in  this  chapter  is  wrong.  It  is  partly  the  outgrowth  of  the 
modem  tendency  to  specialize,  but  perhaps  more  largely  due  to  a  lack 
of  understanding  on  the  part  of  the  engineer  of  the  nature  of  the  prob- 
lem, and  a  resulting  desire  to  shift  the  responsibility  for  results  upon 
some  one  else  who  is  better  informed  upon  the  subject  and  thus  pro- 
tect results  financially  as  well  as  save  his  own  reputation  in  case  of 
failure. 

Governor  specifications  should  call  for  a  guarantee  of  the 

(a)  Sensitiveness  or  per  cent,  load  change  which  will  actuate  the 
governor ; 

(b)  Power  which  the  governor  can  develop,  and  force  which  it  can 
exert  to  move  the  gates ; 

(c)  Rapidity  with  which  it  will  move  the  gates ; 

(d)  Anti-racing  qualities,  such  as  number  of  gate  movements  re- 
quired to  adjust  for  a  given  load  change  (see  Fig.  280,  page  429), 
or  per  cent,  over-run  of  the  gate,  etc. 

(e)  General  requirements  of  material,  strength,  durability,  etc. 

Beyond  this  point  the  governor  designer  has  no  control.  The  engi- 
neer can,  however,  by  choosing  a  generator  whose  rotor  has  a  high 
moment  of  inertia  (which  quantity  should  be  stated  in  tenders  for  sup- 
plying the  generators),  by  the  addition  of  a  fly-wheel,  if  necessary  (see 
^^S'  333>  p2^g^  523)  ;  by  the  construction  of  a  stand-pipe ;  by  means 
of  a  relief  valve,  and  very  largely,  also,  by  the  general  design  of  the 
penstocks,  draft  tubes,  etc.,  greatly  improve  the  governing  qualities, 
and,  in  fact,  reduce  the  speed  variation  to  any  desirable  limit  which 
the  nature  of  load  to  be  carried,  magnitude  of  load  changes  anticipated, 
and  economy  of  first  cost  will  warrant. 
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CHAPTER  XVI 

ARRANGEMENT  OF  THE  REACTION  WHEEL 

336.  General  Conditions. — ^The  reaction  turbine  may  be  set  or  ar- 
ranged for  service  in  a  water  power  plant  in  a  variety  of  ways,  and 
the  best  way  may  differ  more  or  less  with  each  installation.  Thf 
arrangement  of  wheels  should  always  be  made  with  due  regard  tc 
machinery  to  be  operated,  the  local  conditions  that  prevail,  and  es- 
pecial consideration  should  be  given  to  securing  the  greatest  economy 
in  the  first  cost  of  installation,  jnaximum  efficiency  anJ  facility  in  op- 
eration, and  minimum  cost  of  operation  and  maintenance. 

Impulse  water  wheels  of  the  tangential  type  have  always  been  set 
with  their^shafts  horizontal.  An  installation  with  vertical  shaft  was 
proposed  for  one  of  the  first  Niagara  plants  but  was  not  considered  on 
account  of  the  lack  of  actual  experience  with  such  a  form  of  installa- 
tion. Impulse  wheels  of  the  Girard  type  have  been  used  with  both 
vertical  and  horizontal  shafts.  In  general,  however,  because  of  the 
high  heads  under  which  impulse  wheels  usually  operate,  the  horizontal 
shaft  arrangement  is  readily  adapted.  When  an  impulse  wheel  is  in- 
stalled it  must  be  set  above  the  level  of  maximum  tail  water,  if  it  is 
to  be  operated  at  all  stages  of  water.  The  wheel  arrangement  is 
therefore  dependent  principally  on  the  arrangement  of  the  machinery 
to  be  operated.  By  far  the  greater  proportion  of  such  machinery  is 
built  with  horizontal  shafts  and  hence  in  most  cases  where  machinery 
is  not  special,  horizontal  shaft  arrangements  are  desirable. 

Reaction  wheels  are  often  used  on  streams  where  the  relative  varia- 
tion  in  position  of  the  tail-water  is  considerable^  and  it  is  both  desirable 
to  utilize  the  full  head  and  to  have  the  wheel  set  at  an  elevation  at 
least  above  the  lowest  elevation  of  the  tail-water  in  order  that  thfey 
may  be  accessible  for  examination  and  repairs.  By  the  use  of  the 
draft  tube  this  can  often  be  done  without  the  sacrifice  of  head.  If  the 
wheel  must  be  set  below  tail-water,  g^tes  must  be  provided  for  Ac 
tail-race  with  pumps  for  the  removal  of  the  water  when  access  to  the 
wheels  is  necessary. 

The  arrangement  of  reaction  water  wheels  is  susceptible  only  of 
general  classification,  which,  however,  may  assist  in  the  understanding 
of  the  subject  and  the  selection  of  the  best  methods  to  be  adopted  un- 
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der  any  set  of  local  conditions.  Wheels  may  be  set  vertically  or  hori- 
zontally, as  the  conditions  of  operation  demand,  without  materially 
affecting  their  efficiency,  provided  that  in  each  instance  the  turbine 
case,  draft  tubes,  etc.,  are  suitably  arranged.  The  improper  design 
of  the  setting  may  materially  affect  the  efficiency  of  operation  in  either 
case. 

237.  Necessary  Submergence  of  Reaction  Wheels. — ^In  order  to 
prevent  the  formation  of  a  vortex  or  whiripool,  which  will  draw  air 
into  the  wheel  and  often  seriously  affect  its  power  and  efficiency,  it  is 
necessary  that  the  g^te  openings  of  the  wheel  be  placed  from  one  to 
one  and  one-quarter  wheel  diameters  below  the  water  surface.  The 
head  under  which  the  wheel  is  to  operate,  however,  greatly  affects  the 
formation  of  the  vortex.  High  velocities  of  flow  will  facilitate  their 
formation ;  therefore  greater  heads  will  require  a  greater  water  cover- 
ing or  other  means  for  the  prevention  of  vortex  formation. 

As  the  wheel  usually  has  a  greater  diameter  than  the  height  of  the 
gate  it  can  be  set  vertically  with  less  danger  of  air  interference  than 
when  set  horizontally.  For  this  reason  the  vertical  wheels  are  more 
readily  adapted  to  low  heads  and  have  in  the  past  been  more  widely 
used  for  developments  under  low  and  moderate  heads. 

With  both  horizontal  and  vertical  wheels  the  wheel  may  be  pro- 
tected from  the  formation  of  the  vortex  by  a  solid  wooden  float,^  or 
may  be  partially  encased  or  covered  with  an  umbrella-shaped  cover 
the  edges  of  which  can  be  brought  below  the  level  of  the  upper  gates 
of  the  turbine  thus  allowing  the  wheel  to  be  set  near  the  head  water 
surface  without  the  serious  interference  above  mentioned.  In  all  such 
cases  the  float  or  cover  must  be  so  arranged  as  to  admit  the  water  to 
the  wheel  g^tes  without  undue  velocity  in  order  to  prevent  the  loss  of 
head  If  this  is  done  the  efficiency  and  power  of  the  wheel  will  not 
be  affected. 

Figure  316,  page  504,  shows  the  permanent  steel  umbrella  coverings 
successfully  used  on  the  wheels  of  the  Southern  Wisconsin  Power 
Company  at  Kilboum,  Wisconsin,  where  the  depth  over  the  guide 
vanes  of  the  fifty-seven  inch  wheels  at  low  water  is  not  more  than 
two  and  five-tenths  feet. 

238.  Arrangements  of  Vertical  Shaft  Turbines. — Figs.  317,  page 
505  and  318,  page  506,  show  twelve  typical  arrangements  of  reaction 
turbines.  Diagrams  A,  B,  C  and  D  of  Fig.  317  show  typical  arrange- 
ments of  vertical  wheels.  Diag^ram  A  is  the  most  common  arrange- 
ment of  the  reaction  turbine  in  an  open  penstock  for  low  head.  In 
this  case  the  wheel  is  set  in  a  chamber  called  the  wheel  pit,  the  flume. 
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or  sometimes  the  penstock^  and  is  connected  with  the  head  race  from 
which  it  should  be  separated  by  gates.  The  wheel  pits  in  the  smaller 
plants  have  commonly  been  constructed  of  timber;  but  in  the  larger 
plants,  they  are  usually  built  of  a  more  substantial  character, — often  of 
iron  or  concrete,  usually  reinforced.  Sometimes  two  or  more  whecb 
are  set  in  a  single  pit ;  but  in  the  better  class  of  construction,  a  pit  is 
supplied  for  each  individual  wheel  or  each  unit  combination  of  wheels 
so  that  each  unit  can  be  cut  oflf  from  its  fellows,  disconnected  from  the 


Fig.  316.— Permanent  Steel  Umbrella  Over  Wheels  at  the  Kilboum  Plant 

(see  page  503). 

fransmission  mechanism  to  which  it  is  attached,  and  examined  or  re- 
paired without  interference  with  the  remainder  of  the  plant  Open 
pits  are  commonly  used  for  heads  up  to  eighteen  or  twenty  feet  and 
may  be  used  for  considerably  higher  heads  under  favorable  conditions. 
For  higher  heads^  the_arrangement  shown  in  Diagram  B,  or  some 
other  form  similar  thereto,  is  often  found  more  desirable.  In  this 
case  closed  flumes  of  steel  or  reinforced  concrete  are  used,  and  are 
connected  with  the  head  race  by  metal,  wood,  or  reinforced  concrete 
pipes  to  which  the  term  "penstock"  is  commonly  applied.  This  form 
of  construction  permits  of  the  use  of  vertical  wheels  with  almost  any 
head.  In  Diagram  B  the  turbine  is  shown  as  direct  connected  to  an 
electrical  generator  of  special  design  with  vertical  shaft 
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Plg^  317.— Typical  Arrangements  of  Vertical  Turbines  (see  page  503). 
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Fig.  318.— Typical  Arrangements  of  Horizontal  Turbines  (see  page  508). 
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Itt  Diagram  A  the  shaft  of  the  turbine  is  shown  as  directly  attached 
to  a  crown  gear  which  in  turn  is  connected  by  a  spur  gear  with  a 
horizontal  shaft  This  horizontal  shaft  may  be  direct-connected  to  a 
generator  as  shown  in  Fig.  342,  page  538,  or  may  be  attached  by  belt- 
ing, ropes,  cable  or  other  mechanical  means  with  one  or  more  machines 
which  it  is  designed  to  operate. 

Diagrams  C  and  D  show  two  vertical  types  of  settings  of  tandem 
or  multiple  wheels.  Such  arrangements  are  introduced  when  it  is 
necessary  to  reduce  the  diameter  of  the  wheels  on  account  of  increased 
speed,  and  at  the  same  time  maintain  the  power  of  installation  by  in- 
creasing the  number  of  wheels  for  the  purpose  of  direct  connection  to 
scMne  machine  to  be  operated. 

In  all  cases  where  two  wheels  discharge  into  a  common  draft  tube 
sufficient  space  is  necessary  between  the  wheels  tojprevent  interfejj- 
ence  and  conseg[uent  loss  in  effi  The  arrangment  of  wheels  in 

this  manner  therefore  requires  a  considerable  amount  of  vertical  space 
and,  under  low  or  moderate  head,  involves  the  construction  of  a  wheel 
pit  of  considerable  depth  in  order  to  secure  proper  submergence  of 
the  upper  wheel.  This  arrangement  results  in  the  lower  wheel  being 
often  considerably  below  the  tail-water  and  necessitates  the  use  of 
tail  gates  and  a  pumping  plant  to  remove  the  water  in  order  to  make 
the  lower  wheels  accessible.  With  this  design  the  plant  is  made  com- 
paratively narrow  but  the  greater  depth  of  construction  means  an 
additional  expense  in  the  foundation  work.  Vertical  wheels  of  all 
types  involve  a  design  of  satisfactory  vertical  bearings  which  are  usu- 
ally  less  accessible  than  in  the  case  of  horizontal  bearings  which  can 
be  placed  at  an  elevation  above  the  power  house  floor,  and  are  conse- 
quently more  readily  accessible.  The  step  bearings  for  single  vertical 
wheels  have  been  long  in  use  and  are  reasonably  satisfactory.  The 
suspension  bearing,  which  is  involved  in  the  use  of  large  vertical  in- 
stallations, is  not  universally  satisfactory  and,  in  fact,  considerable 
difficulties  have  been  encountered  in  so  designing  a  bearing  that  it  will 
operate  without  undue  expense  for  maintenance. 

239,  Arrangements  of  Horizontal  Turbines. — Single  horizontal 
wheels  of  the  common  type  are  shown  in  Diagrams  E  and  F  of  Fig. 
317  and  in  Diagrams  A,  B,  C  and  D  of  Fig.  318,  page  506.  In  each 
case  the  gates  of  the  turbine  must  be  readily  accessible  to  the  entering 
water  without  undue  velocity,  and  the  wheel  pit,  or  penstock,  must  be 
designed  with  this  requirement  in  view. 

Diagrams  E  and  F,  Fig.  317,  and  A,  Fig,  318,  show  horizontal 
types  of  wheels  set  in  an  open  wheel  pit  or  penstock. 
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In  Diagram  E  the  wheel  has  the  quarter  turn  set  entirely  in  the  pit, 
and  the  main  shaft  passes  through  a  bulkhead  in  the  wall  of  the  sta- 
tion with  a  packing  gland  to  prevent  the  passage  of  water.  In  this 
case  the  water  must  flow  by  the  quarter-bend  and  hence,  in  order  to 
secure  sufficiently  slow  velocity,  the  wheel  pit  must  be  wider  or  deeper 
than  in  the  case  shown  in  Diagram  F  of  Fig.  317.  Here  the  gates  of 
the  turbine  are  placed  toward  the  entering  water  and  the  flow  is  inter- 
fered with  only  by  the  pedestal  bearings  which,  being  placed  in  the 
center  of  the  crown  or  cover  plate  of  the  wheel,  occupy  but  little  space 
and  oflFer  practically  no  obstruction  to  flow. 

Diagram  A  of  Fig.  318  is  essentially  the  same  in  arrangement  as 
Diagram  F  in  Fig.  317,  except  that  in  this  case  instead  of  a  metallic 
quarter-turn  and  draft  tube,  the  quarter-turn  and  draft  tube  are  con- 
structed in  the  masonry  of  the  power  station  and  the  bulkhead  is  re- 
duced to  simply  a-  packing  gland  through  which  the  shaft  enters  the 
power  station. 

Diagrams  B,  C  and  D,  Fig.  318,  illustrate  three  methods  of  enclos- 
ing a  turbine  in  a  closed  flume  which  is  connected  with  the  head  water 
by  a  closed  penstock. 

In  Diagram  B  the  turbine  case  is  spiral,  the  water  enters  tangent  to 
the  wheel  and  at  right  angles  to  the  shaft  and  is  discharged  through 
a  metal  quarter-bend  into  a  concrete  draft  tube. 

In  Diagram  C  the  water  enters  the  metallic  flume  in  which  the  wheel 
is  placed  at  right  angles  to  the  shaft,  and  is  discharged  through  a 
metal  quarter-bend  and  draft  tube. 

In  Diagram  D  the  water  enters  the  wheel  case  parallel  to  the  shaft 
of  the  wheel  and  is  discharged  through  a  metal  quarter-bend  into  a 
concrete  draft  tube. 

Diagrams  E  and  F  of  Fig.  318  show  methods  of  setting  horizontal 
shaft  wheels  in  tandem.  Diagram  F  is  for  setting  in  an  open  flume 
or  penstock.  The  two  wheels  discharge  into  a  common  shaft  chest 
and  use  a  common  draft  tube.  In  Diagram  E  the  wheels  have  a  com- 
mon closed  case  or  flume  connected  by  a  penstock  with  the  head  waters 
and  each  discharges  through  an  independent  quarter-turn  and  an  in- 
dependent draft  tube  into  the  tail-waters  beneath.  With  the  closed 
flume  removed,  this  arrangement  can  also  be  used  in  an  open  pen- 
stock. These  diagrams  are  simply  typical  of  various  possible  arrange- 
ments of  wheels  that  can  be  adapted  with  various  modifications  of 
detail  to  meet  the  local  requirements  of  the  engineer  for  any  hydraulic 
plant  which  he  may  be  called  upon  to  design. 
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240.  Classification  of  Wheels. — The  classification  of  the  arrange- 
ment of  wheels  as  shown  in  Figs.  317  and  318  may  be  reviewed  briefly 
as  follows: 

In  this  review  reference  is  given  to  various  figures  in  the  preceding 
and  following  text  in  which  the  type  of  wheel  described  is  illustrated 
with  more  or  less  modifications. 

First:  Vertical  single  wheel,  open  wheel  pit  (see  Diagram  A,  Fig. 
317,  also  Figs.  351,  page  5557354,  page"  558,  355.  page  559,  and  356, 
page  561). 

Second:  Vertical  single  or  tandem  wheels  in  metal  casing^  connected 
by  cylindrical  penstock  with  supply  (see  Diagram  B,  Fig.  317,  also 
Figs.  118,  page  217,  164,  page  255,  321,  page  513,  and  322,  page  514). 

Third:  Vertical  tandem  wheels, — two  or  more  wheels  in  open  pit 
(see  Diagrams  C  and  D,  Fig.  317,  also  Figs.  120,  page"  219, "and  357, 
page  563). 

Fourth:  Horizontal  turbine,  open  wheel  pit,  quarter-bend  and  draft 
tube  within  wheel  pit,— quarter-bend  of  metal  (see  Diagram  E,  Fig. 

317). 
Fifth:  Horizontal  turbine,  open  wheel  pit,  quarter-bend,  •and  draft 

tube  exterior  to  pit, — quarter-bend  may  be  of  metal  or  concrete  con- 
struction (see  Diagram  F,  Fig.  317,  also  Diagram  A,  Fig.  318  and 
Figs.  327,  page  519,  and  337,  page  526). 

Sixth:  Horizontal  turbine  in  spiral  case  at  end  of  penstock,  single 
or  double  draft  tube  (see  Diagram  B,  Fig.  318,  also  Figs.  143,  page 
232,  146,  page  235,  and  356,  page  561). 

Seventh:  Horizontal  turbine  in  cylindrical  or  conical  case  at  end  of 
penstock  (see  Diagrams  C  and  D,  Fig.  318,  also  Fig.  363,  page  571). 

Eighth:  Tandem  horizontal  turbines  in  open  wheel  pit^  single  dis- 
charge through  common  or  independent  draft  tubes  (see  Diagram  F, 
Fig,  318,  also'Fig.  328,  page  520,  and  Figs.  334  to  341,  pages  523  to  529). 

Ninth:  Tandem  horizontal  turbine  in  enclosed  cylindrical  case  with 
common  penstocf^anJ  common  or  independent  draft  tubes  (see  Dia- 
gram E,  Fig.  318,  also  Figs.  13,  page  11,  134,  page  227,  and  330, 
page  521). 

241.  Vertical  Wheels  and  Their  Connection. — ^The  vertical  set- 
ting of  single  wheels  is  usually  the  cheapest  in  first  cost,  which  fact 
is  an  important  factor  that  has  been  largely  instrumental  in  the  adop- 
tion of  this  arrangement  in  most  of  the  older  plants.  Vertical  wheels 
are  most  commonly  set  in  open  wheel  pits.  They  may,  however,  be 
set  in  a  cast  iron  or  steel  casing  which  is  then  connected  to  the  head 
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race  or  dam  by  a  proper  penstock.  Single  vertical  wheels  can  be  con- 
nected to  the  machine  they  are  to  drive  by  various  means.  Belting^ 
transmission  ropes,  cables,  and  shaftings,  are  in  common  use  for  such 
connections.  The  sHaiEt  is  usually  placed  horizontally  and  is  connected 
by  a  crown  beveled  gear  and  pinion  to  the  wheel.  Frequently  belts, 
ropes  and  cables  are  connected  by  pulleys  or  sheaves  to  a  short  hori- 
zontal shaft  driven  in  the  same  manner.  When  the  power  of  a  single 
vertical  wheel  is  insufficient,  two  or  more  may  be  harnessed  by  gearing 
to  a  line  shaft  which  may  be  directly  connected  to  the  machine  or  ma- 
chines to  be  operated,  or  otherwise  connected  as  convenience  and  con- 
ditions may  require. 

242.  Some  Installations  of  Vertical  Water  Wheels. — Figs.  351, 
P^S^  555>  to  354,  page  558,  inclusive,  show  the  plans,  elevations,  sec- 
tions, and  details  of  a  small  plant  of  vertical  water  wheels  designed  by 
the  writer  for  the  Sterling  Gas,  Light  and  Power  Company  of  Sterling, 
Illinois.  The  details  of  this  plant  are  clearly  shown  by  the  illustrations 
and  will  be  discussed  at  some  length  later.  This  plant  is  located  on 
the  Sterling  side  of  the  Rock  River  (see  Fig.  375,  page  594)  and  is 
next  to  the  last  plant  on  the  Sterling  Race.  The  head  developed  is 
about  eight  feet  and  the  power  of  each  wheel  is  about  115  H.  P.  under 
this  head.  Each  wheel  of  the  installation  is  set  in  an  independent  pit 
or  penstock  which  can  be  closed  by  means  of  a  flume  gate.  The  wheels 
are  connected  to  a  common  shaft  extending  into  the  power  house  and 
connected  with  pulleys  and  belts  to  the  generator. 

The  plan  of  the  South  Bend  Electric  Company  at  Buchanan,  Michi- 
gan, is  of  similar  type  and  is  shown  in  Fig.  356,  page  561.  The  main 
shaft  is  here  connected  with  ten  turbines  and  is  in  turn  directly  con- 
nected to  an  electric  alternator. 

The  adaptability  of  the  vertical  shaft  turbine  to  low  head  is  well 
shown  in  Figs.  319,  320,  pages  511,  512.  Fig.  319  shows  three  turbines 
manufactured  by  The  Trump  Manufacturing  Company  of  Springfield, 
Ohio.  These  turbines  are  sixty-one,  fifty-six  and  forty-four  inches 
respectively,  and  by  suitable  gearings  are  connected  with  a  common 
shaft.  These  wheels  were  installed  at  Bologna,  Italy,  and  operate  un- 
der a  low  water  head  of  forty-two  inches  and  under  a  high  water  head 
of  twenty-eight  inches.  It  was  necessary  to  set  the  wheels  consider- 
ably below  the  level  of  the  tail-water  in  order  that  the  turbines  should 
have  a  sufficient  submergence  for  operation.  Fig.  320,  page  512,  is  a 
similar  plant  installed  at  Loches,  France.  In  this  case  the  water  is 
conducted  to  the  turbines  by  means  of  a  S)rphon  supply  pipe  in  order 
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that  the  turbine  might  be  placed  high  enough  above  tail-water  that  it 
be  accessible  at  all  times  without  the  use  of  a  tail-gate.  Air  is  ex- 
hausted from  the  crown  of  the  syphon  by  use  of- a  steam  ejector  when- 
ever the  plant  is  to  be  started  up.  This  plant  operates  under  the  low 
head  of  thirty-one  inches  and  is  said  to  work  very  satisfactorily. 

Figure  321,  page  513,  shows  a  vertical  shaft  turbine  of  the  Victor 
cylindrical  gate  type  manufactured,  by  The  Piatt  Iron  Works.    This 


Fig.  320. — Low  Head  French  Water  Power  Plant  (see  page  51(>). 

wheel  is  set  in  an  independent  case  with  provision  made  for  the  attadi- 
ment  of  a  cylindrical  penstock  conducting  the  water  from  the  head 
works  to  the  wheel.  This  figure  shows  a  special  design  by  which  the 
special  generator  is  set  on  columns  resting  directly  on  the  wheel  case. 
Figure  322,  page  514,  shows  the  plant  at  Trenton  Falls,  New  York, 
of  the  Utica  Gas  and  Electric  Company.  The  wheel  is  a  Fourneyron 
turbine,  manufactured  by  The  I.  P.  Morris  Company,  operating  under 
a  266  foot  head,  the  water  being  conducted  to  the  wheel  through  a 
penstock  the  length  and  arrangement  of  which  are  shown  in  Fig.  i^Sy 
page  603.  The  wheel  is  provided  with  a  draft  tube  and  is  regularly 
connected  with  the  generator  above.    The  moving  parts  of  both  nw 
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chines  are  carried  by  a  vertical  shaft  bearing  above  the  turbme  casing 

and  below  the  generator. 

Figure  323,  page  515,  shows  the  vertical  setting  of  the  10,000  H.  P. 

turbines  of  the  Mississippi  River  Power  Company  at  Keokuk,  Iowa, 

with  vertical  bearing  (see  Fig.  165,  page  256)  between  the  generator 

and  turbine. 

Figure  324,  page  516,  shows  the  vertical  settijig  of  the  Pfelton- 

Francis  turbines  at  the  Gatun  power  station  of  the  Panama  Canal. 

In  this  installation  the  ver- 
tical bearing  has  been 
placed  above  the  generator. 
243.  Some  Installations 
of  Vertical  Wheels  in  Se- 
ries.— In  the  last  three  il- 
lustrations wheels  are 
shown  of  sufficient  size  and 
operating  under  sufficient 
head  to  be  suitable  for  the 
independent  operation  of 
the  machine  attached  to 
them.  In  many  cases,  how- 
ever, especially  with  low 
head,  the  arrangement 
shown  in  Fig.  319  and  in 
Figs.  342,  page  538,  to  351, 
page  555,  inclusive,  becomes 
necessary.  In  such  cases 
considerable  loss  is  entailed 
by  the  use  of  shafts,  gear- 
ings and  belts.  These  losses 
are  so  large  that  it  is  de- 
sirable to  avoid  or  reduce 
them  if  possible.  For  this 
purpose  vertical  wheels  are 
sometimes  placed  tandem  as 
shown  in  Diagrams  C  and 

D,  Fig.  317,  page  505.    This  type  of  plant  is  also  illustrated  by  Figs. 

325,326,  pages  517,  518,  which  are  illustrative  of  wheels  installed  in  the 

plant  of  the  Concord  Electric  Company,  at  Concord,  New  Hampshire. 


Pig.  321.— Vertical  Victor  Turbine  in  Sepa- 
rate Steel  Case  Made  by  The  Piatt  Iron 
Works  (see  page  512). 
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Fig.  322.— ^The  Trenton  Falls  Plant  of  the  Utica  Gas  and  Electric  Co.  CL  P- 
Morris  Ca).     (See  page  512.) 
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Fig.  323.— Vertical  Setting  of  the  10,000  H.  P.  Turbine  of  the  Mississippi 
River  Power  Co.  at  Keokuk  (see  page  513). 
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Figure  325,  page  517,  shows  tandem  wheels  for  this  plant  as  de- 
signed and  manufactured  by  The  Allis-Chalmers  Company  of  Milwau- 
kee, Wisconsin,  and  are  described  in  further  detail  on  page  562. 

Figure  326,  page  518,  is  a  view  of  a  double  vertical  unit,  designed  and 
built  for  the  Concord  Electric  Company  by  The  S.  Morgan  Smith  Com- 


Fig.  324.— Section  of  Generating  Unit  at  Gatun  Hydro-Electric  Power  Station 

(see  page  513). 

pany  of  York,  Pennsylvania.  This  form  of  installation  has  the  advan- 
tage of  a  greater  concentration  of  the  machinery.  This  type  of  installa- 
tion, while  quite  common  in  Europe,  is  somewhat  new  in  this  country 
and  presents  several  novel  and  desirable  features. 

244.  Some  Installations  of  Horizontal  Water  Wheels.— Most  ma- 
chines to  be  operated  by  water  wheels  are  built  with  horizontal  shaft, 
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and,  as  a  direct  connection  of  wheels  to  the  machinery  to  be  operated 
involves  a  minimum  loss  in  power  and  consequent  greater  efficiency 
than  with  the  various  complicated  arrangements  often  necessary  with 
vertical  wheels,  the  horizontal  wheel  becomes  desirable  and  is  adopted 
whenever  practicable  in  a  modem  water  power  plant.  The  type  of 
such  a  plant  is  well  illustrated  by  the  power  plant  at  Turner's  Falls, 


Fig.  325.— Vertical  Turbine  for  SewaU's  Falls  Plant  of  the  Concord  Electric  Co. 

(see  page  516). 

Massachusetts,  shown  by  Fig.  327,  page  519.  The  single  horizontal 
wheel,  direct-connected  to  the  machinery  to  be  operated,  is  perhaps 
already  sufficiently  described  in  the  preceding  pages.  The  arrange- 
ment of  two  or  more  wheels  for  such  purposes  deserves  careful  con- 
sideration. Figs.  328  and  329,  page  520,  show  a  plan  and  section  of 
a  double  unit,  for  use  in  an  open  penstock,  as  manufactured  by  The 
Dayton  Globe  Iron  Works  Company  of  Dayton,  Ohio.    These  fififurew 
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sfiow  a  plain,  cylindrical,  draft  chest  connected  with  a  common  draft 
tube.  The  details  of  the  arrangement  can  perhaps  be  better  seen  from 
the  half-tone.  Fig.  335,  page  524,  which  illustrates  two  of  these  units 
gwinected  together  tandem. 

Figures  330  and  331,  page  521,  show  a  similar  double  unit  manu- 
factured by  the  same  company.     This  double  unit  is  shown  set  in 

a  closed  flume  for  connection 
by  a  penstock  of  suitable  size 
with  the  head  works.  In  Fig. 
331  the  chest,  into  which  the 
turbines  discharge,  is  designed 
so  as  to  give  a  certain  inde- 
pendence to  the  discharge  of 
the  two  turbines  until  they 
come  to  the  draft  chest  below 
the  wheel.  The  turbine  case, 
shown  in  Fig.  329,  seems  to 
have  more  room  than  neces- 
sary in  the  upper  portion  of 
the  case  in  which  interference 
of  the  two  streams  and  much 
eddying  are  possible,  all  of 
which  is  obviated  in  the  de- 
sign shown  in  Fig.  330.  The 
writer  knows  of  no  experi- 
ments which  show  conclusively 
that  such  loss  actually  oc- 
curred. More  information  is 
needed  along  this  line  than  is 
now  accessible  to  the  engineer. 
Figure  332,  page  522,  shows 
a  shop  photograph  of  a  5,000 

Fig.  326.-Double  Vertical  Unit  BuUt  by    ^'  ^'  ^^^^^^^  "^^^^  built  b>  the 
the  S.  Morgan  Smith  Co.  Wellman,     Seaver,     Moi^ 

Company  for  the  Calgan* 
Power  Company  Ltd.  and  installed  at  Horseshoe  Falls,  Alberta.  Thesr 
units  are  set  in  a  closed  casing,  the  illustration  showing  the  top  and 
entrance  end  of  the  casing  removed. 

Figure  333,  page  523,  shows  the  installation  of  the  Wisconsin  Pub- 
lic Service  Company  at  High  Falls,  Wisconsin,  on  the  Peshtigo  River- 
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These  units  manufactured  by  the  Allis-Chalmers  Company  are  twin 
turbines  of  1,750  H.  P.  under  a  head  of  eighty-two  feet.  Thpy  are 
provided  with  fly  wheels  in  order  to  procure  better  regulation.  Two 
exciter  units  of  200  K.  W.  capacity  each  are  shown  in  the  foreg^und. 
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Fig.  328.— Section  Double  Wheel  With  Common  Draft  Tube.    Dayton,  Globe 
Iron  Works  Co.  (see  page  517). 

Figure  334,  page  523,  is  a  cross-section  of  a  double  unit  of  the  Samson 
turbine,  manufactured  by  The  James  Leffel  and  Company  of  Spring- 
field, Ohio.  This  shows  a  design  in  which  careful  attention  is  given  to 
the  maintenance  of  a  uniform  and  slowly  decreasing  velocity  from  the 
time  the  water  reaches  the  wheel  until  it  passes  from  the  common 
draft  chest  into  the  draft  tube  below. 

245.  Some  Installations  of  Multiple  Tandem  Horizontal  Wheels.— 
Two  double  units  of  the  wicket  gate  type,  similar  to  the  double 
units  shown  in  Figure  328  are  illustrated  by  Figure  335,  page  524. 
These  turbines  were  manufactured  by  The  Dayton  Globe  Iron  Com- 
pany of  Dayton,  Ohio,  and  are  shown  with  the  upper  portion  of  the 


Fig.  329.— Plan  of  Double  Wheel  With  Common  Draft  Tube  (see  page 


517). 
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Fig.    330. — Doube   Horizontal   Turbine   in   Closed   Penstock.    Dayton   Globe 
Iron  Works  Co.  (see  page  518). 

case  removed  so  that  the  arrangement  of  the  wheels  and  the  gate 
mechanism  are  clearly  visible.  The  gates  are  moved  by  a  cylindrical 
ring  to  which  each  gate  is  attached  independently.  The  ring  is  moved 
by  the  link  connecting  the  gate  ring  to  the  governor  rod  which,  by  its 
rotating,  opens  or  closes  the  gate  as  the  power  needed  requires. 

Two  double  units  with  cylindrical  gate,  as  manufactured  by  The 
S.  Morgan  Smith  Company  of  York,  Pennsylvania,  are  shown  in  Fig. 
336,  page  525.  The  bulkhead  casing  and  the  coupling  to  which  the 
machinery  to  be  operated  must  be  attached,  are  shown  at  the  left.  In 
this  case  the  governor  rods  have  a  horizontal  movement,  the  upper 
rod  moving  backward  and  the  lower  forward  in  order  to  open  the 
cylinder  gate. 

Figures  337,  page  526,  and  338,  page  527,  show  a  section  through 
one  of  the  main  units  and  a  plan  of  the  power  house  and  turbines  of 


Fig.  831. — ^Plan  of  Double  Horizontal  Turbine  in  Closed  Penstock   (see 

page  518). 
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The  Southern  Wisconsin  Power  Company  at  Kilboum,  Wisconsin. 
This  plant  consists  of  four  main  units,  each  generator  having  a  ca- 
pacity, at  full  load,  of  1,650  K.  W.  and  an  overload  capacity  of  twenty- 
five  per  cent.  Elach  unit  is  direct-connected  to  six  fifty-seven  inch 
turbines  constructed  by  The  Wellman,  Seaver,  Morgan  Company  of 
Cleveland,  Ohio.  Each  turbine  unit  is  set  in  a  separate  penstock  con- 
trolled by  three  independent  sets  of  gates.  The  four  center  wheels 
discharge  in  pairs  into  common  draft  tubes,  while  the  two  end  wheels 


Pig.  882.-5,000  H.  P.  Turbine  Unit  of  the  Calgary  Power  Ck>.  Ltd.  at  Horse- 
shoe Falls,  Alberta  (see  page  518). 

have  independent  draft  tubes.  All  of  the  bearings  within  the  flume 
are  accessible  by  independent  wrought  iron  manhole  casings. 

Figures  339  and  340,  shown  on  page  528,  are  photographs  of  one 
of  the  Kilboum  units  taken  at  the  factory.  Fig.  339  shows  the  unit 
with  casing  removed  and  Fig.  340  shows  the  unit  complete  as  installed, 
except  for  the  steel  umbrella  coverings  which  are  shown  in  Fig.  316, 
page  504,  which  was  taken  after  the  wheels  were  set. 

Figure  341,  page  529,  shows  four  pairs  of  forty-five  inch  Samson 
horizontal  turbines  manufactured  by  The  James  Leffel  and  Company 
of  Springfield,  Ohio.  These  wheels  have  been  installed  for  The  Penn 
Iron  Mining  Company  of  Vulcan,  Michigan,  where  two  such  units 
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Fig.  333.-^In8tallaUon  of  the  Wisconsin  Public  Service  Co.  at  High  Falls, 

Wis.  (see  page  518). 


Fig.  834. — Donble  Horizontal  Turbine  for  Open  Penstock.    James  Leffel  ft  Oow 

(see  page  520). 
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( 

Electric  Railway  Company  (see  Fig.  362,  page  570). 

In  this  plant  are  shown  four  wheels  in  tandem,  direct  connected  to 
a  generator.  The  bell-mouthed  entrance  to  the  penstock  should  be 
noticed,  also  the  air  inlet  pipe  which  is  designed  to  admit  the  air  into 
the  penstock  when  the  same  is  to  be  emptied,  and  to  admit  the  water 
gradually  and  without  shock  when  it  is  again  filled.     When  the  head 


Pig.  340.— Turbine  Unit  for  the  Kilbourn  Plant  (see  page  522). 
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becomes  still  higher  the  closed  penstock  becomes  injperative  as  in  the 
case  with  The  Shawinigan  Water  and  Power  Compmy's  plant  shown 
in  Fig.  367,  page  576,  where  a  head  of  135  feet  5s  utilized.  Similar 
arrangements  and  connections  for  single  and  double  wheels  with  pen* 
stock  are  those  of  The  Dolgeville  Electric  Light  and  Power  Company, 
shown  in  Fig.  365,  page  574,  and  of  The  Ifudson  River  Power  Com- 
pany's plant  at  Spier's  Falls,  as  shown  in  Fig.  363,  page  571. 

The  plant  of  the  Nevada  Power  and  Mining  Company  shown  in  Fig. 
371,  page  581,  involves  tangential  wheals  operating  with  needle  nozde 
and  discharging  freely  into  the  tail-race  below. 

In  the  selection  and  installation  .of  reaction  wheels  a  considerable 
latitude  in  the  choice  and  details  of  arrangement  is  possible  and  it  is 
only  after  a  careful  examination  and  consideration  of  all  the  conditions 
of  installation  that  the  correct  size,  speed  and  arrangement  of  the 
wheels  can  be  obtained.  Numerous  failures,  more  or  less  serious,  in 
the  past  have  fully  shown  the  f^ct  that  this  work  demands  the  most 
careful  attention  and  investigation  of  the  engineer  and  should  be  at- 
tempted only  after  the  most  thcrough  study  and  mature  deliberation. 

246.  Unbalanced  Wheels. -^In  installing  horizontal  wheels  it  is 
usually  desirable  to  use  thcrn  in  pairs  with  two,  four,  six  or  eight 
turbines  in  tandem.  It  iSj  of  course,  possible  to  introduce  an  odd 
number  of  wheels  and  this  is  frequently  done  where  it  seems  to  be 
desirable.  There  is  an  ad\antage  in  an  even  number  of  wheels  for  in 
this  case  the  wheels  may  be,  and  should  be,  so  arranged  as  to  balance 
the  thrust  by  the  union  ui  a  right  hand  and  left  hand  wheel  in  eadi 
pair.  Where  an  odd  manber  of  wheels  is  introduced,  an  unbalanced 
condition  arises  which  can  only  be  taken  care  of  by  a  thrust-bearing 
which,  at  the  best,  is  an  additional  complication  often  unsatisfactory 
and  should  be  avoided  if  possible. 

There  is  another  cause  of  unbalanced  condition  which  may  be  here 
mentioned.  If  a  pair  of  wheels  is  so  joined  together  as  to  use  a  com- 
mon draft  tube  then,  on  starting  the  wheel,  the  vacuum  formed  in  the 
draft  tube  is  common  to  both  wheels  and  therefore  balanced.  If,  on 
the  other  hand,  the  wheels  have  separate  draft  tubes,  when  the  wheels 
are  started  a  partial  vacuum  is  commonly  created  in  one  of  the  draft 
tubes  in  advance  of  the  other,  or  even  when  the  wheels  are  in  opera- 
tion the  vacuum  in  one  draft  tube  is  not  as  great  as  in  the  other,  creat- 
ing thereby  a  thrust  in  one  direction  or  the  other  which  must  be  bal- 
anced by  the  connection  of  the  two  draft  tubes  by  an  air  pipe  or  mast 
be  taken  up  by  a  thrust-bearing  as  in  the  case  of  a  single  wheeL 
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CHAPTER  XVII 

THE  SELECTION  OF  MACHINERY  AND  DESIGN  OF  PLANT 

247*  S3mabols. — The  symbols  and  letters  used  in  the  chapter  have 
the  following  significance : 

a  =  Area. 

b  =  Value  of  one  hydraulic  horse  power  year,  delivered  at  the  wheel;   cost 

of  penstock  and  losses  in  same  omitted. 
B  =  Value  of  power  lost  per  foot  of  pipe, 
c  =  Cost  of  pipe  per  pound  in  place,  in  dollars. 
C  =3  Cost  of  pipe  per  foot  in  place,  in  dollars, 
d  =3  Diameter  of  pipe  in  feet 
f:=>  Friction  factor  to  be  estimated  from  the  diameter  and  rate  of  flow 

through  the  pipe. 
e  »=  Acceleration  due  to  gravity. 

h  =3  Head  of  water  on  the  point  under  investigation.  i 

ha  s=3  Total  friction  head.  ^ 

h'  =  FYiction  head  per  foot  of  pipe, 

i  :=3  Rate  of  interest,  depreciation  and  sinking  fund  on  the  first  cost  of  pipe. 
I  =a  Annual  interest  and  depreciation  on  one  foot  of  pipe. 
1 3=  Length  of  pipe. 

L  s=:  Total  annual  loss  and  expense  per  foot  of  pipe  =  B  +  L 
P  =  Horse  power. 

P^  =  Horse  power  lost  per  foot  of  pipe  due  to  friction. 
q  =  Discharge  cubic  feet  per  second. 
S=aNet  allowable  imit  tensile  stress  of  the  steel  after  correcting  for  efll* 

ciency  of  riveted  Joints,  eta,  in  pounds  per  square  inch. 
t=>  Thickness  of  pipe  wall  in  inches. 
t'=s  Assumed  minimum  allowable  thickness  of  pipe  wall. 
v  =  Velocity  of  flow  in  feet  per  second. 

Subscripts  used  with  values  of  d,  t,  etc.,  denote  that  these  are  definite 
.  values  for  the  head  indicated  by  the  subscript 

248.  Plant  Capacity. — The  selection  of  machinery  for  a  power 
plant  depends  upon  numerous  conditions.  In  the  first  place,  for  per- 
manent and  constant  operation,  the  machinery  must  be  so  selected  that 
its  total  capacity  shall  be  great  enough  to  take  care  of  the  maximum 
load  and  have  at  least  one  unit  in  reserve  so  that  if  it  becomes  neces- 
sary to  shut  down  one  unit  for  examination  or  repairs,  the  plant  will 
still  be  capable  of  carrying  the  maximum  load  for  which  it  was  de- 
signed. 
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The  desirable  reserve  capacity  of  any  plant  depends  on  the  contin- 
gencies of  the  service  or  the  degree  of  liability  to  disabling  accident 
involved  in  the  operation  of  any  plant,  and  on  the  relative  cost  of  such 
reserve  capacity  and  the  damages  which  might  be  sustained  if  the 
plant  should  at  any  time  become  disabled  as  a  whole  or  in  part  and 
incapable  of  furnishing  all  or  any  part  of  the  power  for  which  it  was 
designed.  In  many  manufacturing  plants  the  occasional  delays  caused 
by  the  entire  suspension  of  power  on  account  of  high  or  low  water,  or 
for  the  necessary  repair  to  machinery,  are  not  serious  if  cheap  power 
is  available  for  the  remainder  of  the  year.  For  the  operation  of  pub- 
lic utilities,  and  the  furnishing  of  light  and  power  for  diverse  munici- 
pal and  manufacturing  purposes,  the  matter  becomes  more  serious  and 
necessitates  a  sufficient  duplication  of  units  to  practically  assure  con- 
tinuous operation. 

For  paper  mills  and  other  manufacturing  purposes  water  powers 
are  utilized  in  which  the  head  and  consequent  power  is  practically 
destroyed  during  high  water  conditions.  For  continuous  and  uninter- 
rupted service  such  powers  are  available  only  with  auxiliary  power 
that  can  be  used  during  such  periods.  In  the  same  manner  reserve 
capacity  may  be  unnecessary,  desirable  or  absolutely  essential  as  the 
importance  of  maintaining  uninterrupted  power  increases. 

249.  Influence  of  Choice  of  Machinery  on  Total  Capacity.— A 
study  of  the  week  day  load  curve  of  The  Hartford  Electric  Light 
Company  as  shown  by  Fig.  22,  page  46,  will  show  that  the  load  for 
December,  1901,  represents  the  maximum  load  which  that  plant  was 
called  upon  to  carry  during  the  year,  and,  consequently,  was  the  maxi- 
mum load  for  which  the  machinery  must  have  been  selected.  A  con- 
siderable variety  of  unit  sizes  would  be  possible  which  would  fill  the 
requirements  of  this  load  curve  to  a  greater  or  less  extent.  The  maxi- 
mum or  peak  load  shown  in  December,  1901,  was  about  3,000  K.  W. 
If  a  single  machine  were  selected  of  3,000  K.  W.  capacity  for  regular 
operation,  then,  in  order  to  have  one  unit  in  reserve,  it  would  be  nec- 
essary to  purchase  two  3,000  K.  W.  machines  or  a  total  capacity  of 
about  6,000  K.  W.  If,  on  the  other  hand,  machinery  should  be  pur- 
chased with  units  of  500  K.  W.  capacity  each,  it  would  be  necessary 
to  have  six  of  such  units  in  order  to  carry  the  maximum  load  of  3,000 
K.  W.,  and  a  seventh  unit  of  500  K.  W.  capacity  would  be  all  that 
would  be  needed  for  the  reserve.  This  would  give  a  total  capacity  to 
the  plant  of  3,500  K.  W.,  giving  the  capacity  of  the  machine  purchased 
some  2,500  K.  W.  less  than  tlie  plant  first  discussed. 


1 


Digitized  by 


Google 


Economy  in  Operation.  533 

350.  Effect  of  Size  of  Units  on  Cost. — ^The  cost  of  machinery  is 
not  in  direct  proportion  to  its  capacity.  The  larger  machinery  is 
somewhat  less  in  price  per  kilowatt  capacity  than  the  smaller  ma- 
chinery. Hence  the  cost  of  the  last  plant  suggested  would  be  more 
than  35/60  of  the  cost  of  the  first  plant.  On  the  other  hand,  the  in- 
stallation of  such  a  large  number  of  units  complicates  the  plant  and 
is  undesirable.  For  this  plant  it  would  therefore  be  desirable  to  select 
five  units  of  750  K.  W.  capacity  each,  or  four  units  of  1,000  K.  W. 
capacity  each,  giving  in  one  case  a  total  plant  capacity  of  3,750  K.  W. 
and  in  the  other  case  of  4,000  K.  W. 

A  plant  having  units  of  750  K.  W.  or  1,000  K.  W.  capacity  each 
would  have  a  less  total  kilowatt  capacity  and,  consequently,  a  less  first 
cost  compared  with  a  plant  having  units  of  3,000  K.  W.  capacity. 
Such  a  plant  would  also  have  a  less  number  of  units  and  consequently 
less  complication  in  the  arrangement  than  a  plant  having  units  of  500 
K.  W.  capacity. 

351.  Overload. — In  the  above  consideration  no  mention  is  made 
of  overload  capacity.  The  ordinary  direct-current  machinery  can  be 
operated  at  about  twenty-five  per  cent,  overload  for  short  periods  of 
perhaps  one  hour  at  a  time  without  danger  to  the  machinery.  Alter- 
nating machinery  can  be  operated  at  fifty  per  cent,  overload  at  similar 
times  or  at  twenty-five  per  cent,  overload  for  two  hour  periods.  In 
consequence  of  this  condition  it  is  frequently  possible  to  purchase  ma- 
chinery of  considerable  less  capacity  than  the  total  load  would  indi- 
cate, depending  on  the  overload  capacity  of  the  machine  for  short 
periods  of  maximimi  load.  Unless,  however,  the  estimated  load  curve 
covers  all  possible  contingencies  for  maximum  power  it  is  desirable  to 
retain  this  overload  capacity  as  a  provision  for  a  second  condition 
which  has  not  been  fully  covered  in  the  estimate  of  the  daily  Joad 
curve ;  or,  in  other  words,  it  is  desirable  to  retain  the  overload  capac- 
ity as  a  factor  of  safety. 

252.  Economy  in  Operation. — ^A  second  matter  that  needs  the 
careful  consideration  of  the  engineer  in  the  selection  of  machinery  is 
the  question  of  economic  operation  under  variation  in  load.  A  refer- 
ence to  the  efficiency  curve  of  most  machines  will  show  that  the  ma- 
chine will  operate  most  efficiently  at  some  particular  load,  usually  from 
^75  to  full  load,  and  will  perhaps  give  the  best  results  at  from  .75  to 
1.25  load,  or  to  twenty-five  per  cent,  overload.  It  therefore  becomes 
important  to  so  select  machinery  that  the  units  will  be  operated,  so  far 
as  practicable,  at  or  near  their  most  efficient  capacity ;  and  by  the  start- 
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ing  (or  stopping)  of  additional  units,  the  entire  plant  can  be  operated 
efficiently  under  all  conditions  of  load. 

An  examination  of  the  load  curve  of  The  Hartford  Electric  Light 
Company  (Fig.  22,  page  46),  for  the  full  week  day  load  in  March, 
June,  September  and  December,  will  show  that  for  securing  the  most 
efficient  results  at  all  times  in  the  day,  and  at  all  times  in  the  season, 
units  of  500  K.  W.  capacity  would  apparently  be  the  best.  Such  units 
would  take  care,  efficiently,  of  the  minimum  loads  that  occur  at  6xx> 
Au.  M.,  between  12  :oo  and  i  :oo  P.  M.,  and  at  about  7  :oo  P.  M.  At 
such  times  one  of  these  units  would  operate  efficiently;  but  in  most 
cases  the  period  at  which  it  could  be  operated  singly  would  be  for  a 
few  minutes  only,  or  perhaps  for  an  hour  at  the  most,  when  the  addi- 
tional unit  would  have  to  be  cut  in.  A  750  K.  W.  generator  would 
operate  with  almost  as  great  an  efficiency  at  these  times  and  it  would, 
with  its  overload  capacity,  take  care  of  the  load  for  a  much  greater 
period  of  time  each  day.  The  1,000  K.  W.  machine  would  perhaps 
fulfill  these  requirements  even  to  a  greater  degree.  While  it  would 
be  less  efficient  at  the  minimum  point  of  the  load,  it  would  have  the 
advantage  of  operating  singly  for  a  much  wider  range  of  load  and  the 
additional  advantage  that,  as  a  rule,  the  larger  the  machine  the  higher 
the  full  load  efficiency  curve. 

The  complications  resulting  from  the  numerous  machines,  and  the 
losses  entailed  thereby,  have  also  to  be  considered  and  must  be  care- 
fully weighed  in  this  connection. 

The  circumstances  of  operation  and  many  local  conditions,  which 
appertain  particularly  to  the  plant  in  question,  must  be  weighed  in 
connection  with  the  selection  of  this  machinery.  There  is  no  definite 
law  by  which  the  selection  of  machinery  for  any  plant  can  be  reduced 
to  an  exact  science,  and  several  combinations  of  machinery  are  pos- 
sible in  almost  any  plant  and  will  give  reasonable  satisfaction. 

In  the  above  discussion  only  units  of  a  uniform  capacity  have  been 
considered  and  it  is  usually  desirable,  other  things  being  equal,  to  have 
similar  machines  so  that  a  minimum  number  of  repairs  and  duplicate 
parts  may  be  kept  in  stock.  On  the  other  hand,  if  a  long,  low  night 
load  is  probable,  it  may  be  desirable  to  install  one  or  more  units  of  a 
capacity  suitable  to  carry  such  load  efficiently. 

253.  Possibilities  in  Prime  Movers. — A  third  matter  for  the  care- 
ful consideration  of  the  designing  engineer  is  the  possibility  of  a  prime 
mover  that  is  to  be  used  for  operating  the  machines  in  question.  If  3 
steam  or  •gas  engine  is  to  be  used  as  the  motive  power,  there  is  a  wide 
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ratige  of  selection  in  speed,  capacity  and  economy  of  such  machinery, 
and,  as  a  general  rule,  the  prime  mover  may  be  selected  to  conform 
to  the  generator  or  other  machine  that  is  to  be  operated  thereby.  In 
the  selection  of  water  wheels  for  prime  movers  the  conditions  are  rad- 
ically different  and  the  selection  of  the  size  and  capacity  of  the  units 
to  be  operated  is  often  modified  or  controlled  by  the  water  wheels  and 
the  conditions  under  which  they  will  be  obliged  to  operate. 

In  the  selection  of  the  water  wheel  one  of  the  most  important  matters 
is  the  head  and  the  range  of  heads  under  which  the  wheel  will  be  called 
upon  to  operate.  While  it  is  possible  to  select  a  wheel  so  that  it  will 
operate  at  almost  any  reasonable  speed  under  a  considerable  head,  yet 
the  capacity  or  power  of  the  wheel  rapidly  decreases  in  amount  with  the 
speed,  and  if  the  speed  be  too  high  it  will  be  necessary  to  join  two  or 
more  wheels  in  tandem  in  order  to  furnish  the  power  necessary  to 
operate  the  machinery  selected.  This  is  perfectly  feasible  and  is  done 
in  a  great  many  cases. 

354.  Capacity  of  Prime  Movers, — It  is  important  to  note  that  if 
the  generator  or  other  machinery  is  to  be  operated  under  overload 
conditions  the  maximum  power  to  be  generated  must  be  kept  fully  in 
mind  in  the  selection  of  a  prime  mover.  Steam  engines  can  commonly 
be  operated  under  a  wide  range  of  overload  conditions.  They  are 
usually  rated  at  their  most  efficient  capacity  and  can  sometimes  be 
operated  to  fifty  per  cent,  above  their  normal  rating,  although  their 
economy  under  such  conditions  is  apt  to  materially  decrease.  Gas 
engines,  on  the  other  hand,  are  commonly  rated  at  very  nearly  their 
full  capacity  and  hence  the  machinery  which  they  are  to  operate  can 
be  operated  only  to  about  the  normal  rated  capacity  of  the  engine. 

Water  wheels  are  commonly  rated  at  very  nearly  full  gate  and  conr 
sequently  at  nearly  full  power.  In  some  cases  they  are  rated  at  about 
seven-eighths  gate  so  that  a  small  margin  of  additional  power  is  SltVail- 
able.  In  the  selection  of  a  water  wheel,  therefore,  it  is  important 
that  a  careful  study  be  made  of  the  actual  power  that  the  wheel  can 
generate  under  full  gate  and  at  minimum  head.  This  should  be  suffi- 
cient to  operate  the  machinery  at  its  maximum  load  with  at  least  a 
small  margin  of  reserve  power,  for  when  any  prime  mover  is  once 
overloaded,  the  speed  is  reduced  and  governing  becomes  impossible 
imtil  the  excess  load  is  removed  or  additional  units  are  started  up  in 
parallel. 

255.  The  Installation  of  Tandem  Water  Wheels.— The  installa- 
ticm  of  two  wheels  set  tandem,  either  horizontally  or  vertically,  and 
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directly  connected  with  the  machine  by  a  common  shaft,  is  very  com- 
mon and  this  may  be  increased  to  four,  six,  or  occasionally  to  eight 
turbines.  Every  additional  machine,  however,  involves  the  introduc- 
tion of  increased  diameter  in  the  shaft,  of  additional  bearings  which 
must  be  set  and  held  in  alignment,  and  a  complication  in  the  design 
and  construction  of  the  machinery  which  should  be  avoided  wherever 
possible.  The  excuse  for  the  attachment  of  a  number  of  turbines  in 
tandem  arrangement,  and  the  complexity  of  the  plant  of  water  wheels 
installed,  lies  in  the  simplification  of  the  machinery  to  be  operated  by 
theni,  and  in  the  design  and  arrangement  of  other  portions  of  the  plant. 
The  complications  resulting  from  the  installation  of  a  number  of 
wheels  in  tandem  arrangement  has  led  to  the  general  adoption  of  the 
simpler  (but  usually  more  expensive)  single  runner  installation  (see 
Figs.  323,  page  515,  and  324,  page  516,  in  many  modem  high  grade 
large  capacity  plants.  While  the  expense  involved  is  often  warranted 
by  the  resulting  simplicity  in  large  plants,  such  expense  is  often  un- 
warranted in  smaller  installations.  The  extent  to  which  the  applica- 
tion of  any  principle  is  to  be  carried  is  a  matter  of  judgment  and  can 
be  answered  only  by  experience  and  the  consideration  of  all  of  the 
conditions  involved  in  each  particular  case. 

256.  Power  Connection. — ^With  the  turbine,  as  with  every  other 
prime  mover,  it  is  important  to  convey  the  power  to  the  machine  or 
machinery  t^  be  operated  as  directly  as  possible.  The  turbines  should 
be  connected  as  directly  as  possible  to  the  machinery  to  be  driven 
without  any  unnecessary  intervention  of  gearing,  shafting,  bearings, 
belts,  cables,  or  other  still  more  complicated  methods  of  power  trans- 
mission. Every  shaft,  every  gear,  every  belt,  every  bearing  and  every 
other  means  of  transmission  that  intervenes  between  the  power  gen- 
erated in  the  wheel  and  the  machine  in  which  the  power  is  to  be 
utilized  means  an  extra  loss  and  a  decrease  in  the  efficiency  of  the 
plant.  The  machine  to  be  operated  should,  therefore,  whenever  prac- 
ticable, be  direct  connected  to  the  shaft  of  the  turbine  instead  of  b^ 
ing  connected  with  the  turbine  by  any  intermediate  mechanical  means 
(see  Figs.  321,  page  513,  327,  page  519,  and  337,  page  526).  Direct 
connection  of  machinery  and  turbine  involves  a  careful  selection  of 
both  machinery  and  turbine  so  that  both  will  work  satisfactorily  at  the 
same  number  of  revolutions  per  minute.  This  frequently  involves 
extra  expense  that  may  not  be  justified  in  plants  for  many  purposes. 

Other  methods  of  connection  or  of  power  transmission  are,  there- 
fore, frequently  necessary.    With  many  low  head  installations  direct 
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connections  are  impracticable  for  a  number  of  reasons.  Sometimes 
various  machines  with  diverse  revolutions  are  to  be  driven  by  the  same 
wheel  and  the  revolutions  of  the  turbines  installed  must  differ  from 
some  or  all  of  the  machinery  to  be  operated  and  some  form  of  connec- 
tion otlier  than  the  direct  must  be  used.  Even  where  the  importance 
of  the  plant  makes  it  desirable  to  use  direct  connection,  it  frequently 
happens  that  z  single  turbine  g^ves  an  insufficient  power  at  the  speed 
desirable  for  connexion  to  a  machine  of  the  desired  capacity.  Under 
such  conditions  it  is  necessary  to  unite  two  or  more  turbines  in  order 
to  generate  sufficient  power  for  the  purposes  for  which  the  plant  is  to 
be  designed.  The  necessity  of  using  a  large  number  of  turbines  in  a 
single  unit  may  give  rise  to  very  long  shafts  and  a  large  number  of 
bearings,  and  the  loss  due  to  such  an  arrangement  is  sometimes  con- 
siderable, and  if  poorly  arranged  will  be  almost  or  quite  as  inefficient 
as  gearings  and  shafting  well  maintained. 

257.  Various  Methods  of  Connection  in  Use. — ^The  most  common 
form  of  turbine  used  is  a  single  vertical  turbine,  connected  by  a 
beveled  crown  gear  and  pinion  to  a  horizontal  shaft.  Several  of  such 
turbines  are  commonly  coupled  up  to  the  same  shaft  and  may  be  set 
in  a  single  or  in  separate  wheel  pits.  Such  types  of  installation  are 
shown  in  Figs.  351  to  356,  pages  555  to  561.  Fig.  342,  page  538, 
shows  the  turbine  harness  in  the  plant  of  The  Oliver  Plow  Works  at 
South  Bend,  Indiana,  installed  by  The  Dodge  Manufacturing  Com- 
pany. The  arrangement  of  the  wheel  is  quite  similar  to  that  illus- 
trated by  Fig.  356,  page  561.  Three  or  four  vertical  wheels  are  here 
each  connected  by  a  gear  and  pinion  with  a  horizontal  shaft,  which, 
in  turn,  is  connected  to  an  electric  generator.  In  all  such  cases  more 
or  less  energy  is  lost  in  transmitting  the  power  through  the  gearing 
and  numerous  bearings  to  the  generator.  Sometimes  it  is  found  de- 
sirable not  to  connect  the  generators  directly  with  the  main  shaft,  but 
to  connect  the  generator  or  other  machines  to  be  operated  by  the  power 
plant  by  belting  them  to  driving  pulleys  attached  to  the  same  hori- 
zontal shaft,  as  shown  by  Fig.  343,  page  539,  which  shows  the  power 
plant  of  The  Trade  Dollar  Mining  Company  near  Silver  City,  Idaho. 
This,  however,  introduces  another  source  of  loss  through  these  belts 
but  possesses  a  certain  flexibility  due  to  the  ability  to  thereby  drive 
various  small  units  at  a  variety  of  speeds  by  the  simple  process  of 
changing  the  diameter  of  the  pulleys  used  to  drive  such  machinery. 
Sometimes  rope  drives  can  be  used  to  advantage  in  place  of  belts. 
This  is  especially  true  where  the  distance  is  great  or  the  alignment 
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other  than  direct.  Examples  of  such  connections  are  shown  by  Figs. 
344  and  345  on  this  and  the  succeeding  page. 

Direct  connected  plants  are  shown  in  Figs.  321,  page  513,  327,  page 
519.  337,  page  526,  342,  page  538,  etc. 

258.  Use  of  Shafting. — A  shaft  connecting  a  machine  to  a  prime 
mover,  or  imposed  in  any  manner  in  any  power  transmission,  must  be 
carefully  designed  and  constructed.    It  must  be  carefully  aligned  and 


.  f!ig.  344.— Harness  and  Driving  Sheayea,  Southwest  Missouri  Lls^t  Go, 

Joplin,  Mo.* 

have  its  bearings  carefully  adjusted.  Each  bearing  may  be  consid- 
ered as  a  point  in  the  alignment  of  a  shaft,  and,  as  two  points  deter- 
mine the  direction  of  a  straight  line,  it  will  be  seen  that  each  addi- 
tional bearing  is  objectionable  for  it  increases  the  difficulty  of  obtain- 
ing and  maintaining  a  satisfactory  alignment.  When  more  than  two 
bearings  are  used  each  must  be  brought  and  maintained  in  the  best 
practicable  alignment,  both  horizontally  and  vertically.  All  bearii^ 
must  be  of  sufficient  size  that  the  limit  of  bearing  pressure  shall  not 
exceed  good  practice  and  they  must  be  sufficiently  adjustable  so  that 
the  shaft  shall  have  as  complete  and  uniform  bearing  as  possible  over 

*  Dodge  Manufacturing  Co.,  Mishawaka,  Ind. 


Digitized  by 


Google 


Use  of  Shafting.  541 


Fig.  345. — ^Plan  Showing  Harness,  Rope  Drive  and  Jackshaft    Southwest 
Missouri  Light  Co.*   (see  page  540). 

the  entire  surface  of  the  box.  Boxes  and  bearings  must  be  arranged 
for  satisfactory  lubrication  so  that  under  the  hardest  service  they  will 
not  become  unduly  heated.  In  order  to  secure  good  results  the  best 
class  of  workmanship  is  necessary  and  it  is  also  necessary  that  the 
plant  shall  be  carefully  and  properly  maintained.  A  poor  shaft,  run- 
ning in  poor  boxes,  poorly  aligned,  may  consume  most  of  the  power 
generated.  Shafting,  to  be  reasonably  satisfactory,  demands  frequent 
and  proper  inspection,  constant  lubrication,  and  proper  maintenance 
or  it  will  soon  become  a  source  of  great  energy  loss. 

^  Dodge  Manufacturing  Ck>. 
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259.  The  Wheel  Setting. — ^The  wheel  is  usually  set  in  a  chamber 
called  the  wheel  pit,  flume,  or  penstock,  which  is  connected  with  die 
head-race  either  directly  or  by  pipe  penstocks  or  other  suitable  pas- 
sages from  which  it  can  be  separated  by  suitable  gates  (see  Fig.  352, 
page  556,  and  Fig.  356,  page  561). 

The  wheel  pit  in  the  smaller  plants  has  commonly  been  constructed 
of  timber  but  in  most  modem  plants  it  is  usually  built  of  a  more  sub- 
stantial character, — of  concrete,  plain  or  reinforced,  stone  or  metal. 

Open  pits  are  commonly  used  for  heads  up  to  eighteen  or  twenty 
feet,  and  may  be  used  for  considerably  higher  heads;  however,  for 
heads  to  thirty  or  forty  feet,  closed  flumes  of  reinforced  concrete  are 
commonly  used,  and  such  construction  is  usually  connected  with  the 
head-race  by  metal,  wood  or  reinforced  concrete  pipes. 

When  heads  exceed  thirty  or  forty  feet,  and  sometimes  even  under 
lesser  heads,  the  construction  of  open  wheel  pits  or  closed  masonry 
penstocks  becomes  undesirable,  and  the  wheels  are  set  in  closed  metal 
cases  (see  Fig.  321,  page  513,  Fig.  330,  page  521,  and  Fig.  385,  page 
603)  and  connected  with  the  headworks  by  large  pipe  penstocks. 
This  latter  form  of  construction  admits  of  the  use  of  wheels  with 
heads  of  almost  any  height. 

A  number  of  wheels  can  be  set  in  the  same  wheel  pit,  and  are  com- 
monly so  set,  especially  where  they  are  used  together  to  operate  a 
single  machine.  It  is  usually  desirable,  however,  to  separate  the  units 
and  set  them  in  separate  pits  so  that  any  unit  can  be  shut  down  at 
any  time  without  interfering  with  the  operation  of  the  plant  (see  Fig. 
338,  page  527).  The  extent  to  which  this  arrangement  is  carried  is 
a  matter  of  policy  and  depends  upon  a  variety  of  conditions  which  the 
engineer  must  settle  for  each  particular  case. 

The  arrangement  and  construction  of  the  wheel  pit  must  be  such  as 
to  furnish  a  substantial  support  for  the  turbines  in  order  to  secure 
satisfactory  operation.  In  many  earlier  plants,  with  wheel  pits  built 
of  timber,  and  with  the  turbine  case  resting  directly  on  the  timber 
floor,  which  was  often  improperly  supported,  the  turbines  settled  out 
of  alignment  and  much  energy  was  wasted  in  undue  friction  in  the 
transmitting  mechanism.  The  floor  or  foundation  on  which  the  wheel 
case  rests  should  be  of  a  substantial  character  and  of  such  a  nature 
that  it  will  not  readily  deteriorate  and  allow  the  wheel  to  settle.  It  is 
usually  desirable  to  support  the  wheel  by  a  column  directly  below  the 
wheel  case,  which  should  rest  upon  substantial  foundations  below  the 
bottom  of  the  tail-race  (see  Fig.  353,  page  557).    In  all  events  settle- 
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ments  and  vibrations  must  be  prevented  or  reduced  to  a  minimum  in 
order  to  eliminate  one  of  the  very  important  causes  of  loss  which  is 
frequently  encountered  in  water  power  plants.  In  many  cases^  due 
to  defects  of  this  kind,  water  power  plants  are  giving  efficiencies  at 
the  turbine  shaft  of  fifty  per  cent,  and  below,  where  at  least  eighty 
per  cent  should  be  obtained. 

260.  Trash  Racks. — ^The  water  entering  the  wheel  pit  from  the 
head-race  commonly  passes  through  a  trash  rack  the  purpose  of  which 
is  to  strain  out  such  floating  matter  as  may  be  brought  by  the  current 
down  the  head-race  and  which,  if  not  taken  out  at  this  point,  might 
float  into  the  wheel  gates  and  if  large  and  heavy  enough,  might  seri- 
ously injure  the  same.  These  racks  usually  consist  of  narrow  bars  of 
iron,  reaching  from  above  the  head  waters  to  the  bottom  of  the  wheel 
pit.  These  racks  must  be  raked  or  cleaned  out  at  intervals  depending 
on  the  amount  of  leaves,  grass,  barks,  ice  or  other  floating  matter  in 
the  stream.  In  water  power  plants  on  some  streams  where  large 
amounts  of  such  floating  matter  occurs  at  certain  seasons,  it  is  some- 
times necessary  to  keep  a  large  number  of  men  constantly  at  work 
keeping  the  racks  dear. 

The  accumulation  of  material  on  the  racks  will  sometimes  shut  oflE 
the  entire  flow  of  water  if  attention  is  not  given  to  keeping  them  clear; 
hence  it  is  sometimes  necessary  to  so  design  the  racks  and  their  sup- 
ports that  they  may  sustain  the  entire  head  of  water. 

The  racks  are  usually  made  of  rectangular  bar  iron  one-fourth 
inch  by  three  inches  in  dimensions,  spaced  one  and  one-half  inches  to 
two  inches,  held  apart  by  spools  between  each  pair  of  bars  and  held 
together  by  bolts  passing  through  the  spools  and  joining  together  such 
a  number  of  bars  as  may  be  convenient  for  handling.  The  spools 
should  usually  be  placed  near  the  back  of  the  bar  so  as  to  allow  the 
rake  teeth  to  pass  readily.  A  tapering  instead  of  a  rectangular  cross- 
section  for  rack  bars  has  been  used  with  a  consequent  improvement  of 
the  hydraulic  conditions.  The  rack  should  be  placed  at  an  angle,  as 
vertical  or  nearly  vertical  racks  are  difficult  to  rake.  The  deeper  the 
water,  the  greater  should  be  the  inclination,  as  with  long  racks,  and 
especially  with  high  velocities,  the  clearing  of  the  racks  becomes  more 
difficult. 

Chain  racks  and  automatic  mechanical  racks  have  been  attempted 
but  usually  without  satisfactory  results. 

Where  trouble  occurs  from  ice,  involving  much  winter  work,  it  is 
frequently  desirable  to  cover  the  racks  with  a  house  in  order  to  pro- 
tect the  workmen. 
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261.  Friction  Losses  in  Penstock  Pipes. — From  experimental  in- 
vestigations the  loss  of  head  due  to  friction  in  a  pipe  under  pressure, 
has  been  found  to  vary  approximately  in  accordance  with  the  follow- 
ing principles: 

(a)  Increases  nearly  wltli  the  square  of  the  velocity;  that  Is,  It  varlef 

with  the  velocity  head  — . 
2g 

(b)  Increases  with  the  length  of  pipe. 

(c)  Is  inversely  proportional  to  the  diameter. 

(d)  Is  independent  of  the  pressure. 

(e)  Increases  with  the  roughness  of  the  surface. 

These  principles  may  be  expressed  by  the  equation 

1    V* 

(216)  h.  =  f 

d  2g 

in  which  f  is  a  factor  to  account  for  the  roughness  and  other  imknown 
conditions. 

The  values  of  /  from  experimental  investigations  on  various  kinds 
of  pipe  are  given  in  Table  38,  page  545. 

The  references  given  in  the  table  are  abbreviated  in  accordance  with 
the  following: 

Proceedings  of  the  Institution  of  Civil  Engineers Proc.  Inst  C  B. 

Transactions  of  the  American  Society  of  Civil  Engineers A,  S.  C.  B. 

Journal  of  the  Association  of  Engineering  Societies A.  E.  S. 

Darcy;   Recherches  ExperimentaJes  Relatives  au  Mouvement  de  V  Eau 

dans  les  Tuyaux  1857 R.  R 

Herschel,  Clemens;  115  Experiments  on  the  Capacity  of  Pipes  (1897)  .Uerwchel 

263.  Maximum  Power  From  Penstock  Pipes. — The  theoretical 
power  that  can  be  generated  from  the  water  delivered  through  any 
pipe  line  will  be  the  quantity  of  water  q,  multiplied  by  the  net  head, 
which  will  equal  the  total  head  h,  less  the  friction  head  A,,  and  divided 
by  eight  and  eight-tenths  (see  Section  16). 

q(h  — h.) 

(217)  P= 

8.8 

Introducing  the  value  of  h^  from  equation  (216)  there  results 

vah       v*fla 

(218)  P= 

8.8        8.8d2g 

The  maximum  theoretical  power  that  can  be  delivered  by  this  pipe 
line  can  be  determined  by  differentiating  equation  (218)  relative  to  v 
and  placing  the  first  differential  equal  to  0,  i.  e. 

dP       ah       3v»fla 

(219)  = «0 

dv        8.8      8.8d2g 
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From  which 

h 

(220)  —  =:h, 

3 

That  is,  the  maximum  power  from  any  pipe  line  will  result  ivhen  the 
friction  head  is  one-third  of  the  total  head. 

263.  Economical  Size  of  Steel  Pipe  Lines. — ^The  choice  of  an  eco-^ 
nomical  size  of  pipe  line  becomes  a  very  important  matter  ivhere  this 
pipe  must  be  as  long-  as  in  the  high  head  plants  of  the  west  and  some 
low  head  plants  in  which  its  first  cost  often  becomes  a  considerable 
per  cent,  of  the  total  cost  of  the  plant. 

As  the  diameter  of  the  pipe  line  is  increased,  its  first  cost  increases ; 
but  a  gain  also  results  from  a  decrease  in  the  power  which  is  lost  in 
pipe  friction.  The  economical  diameter  is  that  for  which  the  sum  of 
the  interest  and  depreciation  on  the  first  cost  of  pipe  line  and  the  an- 
nual value  of  the  power  lost  in  pipe  friction  will  be  a  minimum. 

From  equation  (216) 

f    v« 

(221)  li'  = 

d   2g 

(222)  q  =  av= v 

4 

Combining  (221)  and  (222)  there  results 

8fq« 

(223)  h'  = 

»*gd» 
From  previous  equation 

(2)  P'  = 

8.8 

Then  combining  (223)  and  (2) 

fq' 

(224)  P'==  0.00287 

d» 
From  principles  of  mechanics 

(225)  t= 

Now  since  a  cubic  foot  of  steel  weighs  490  pounds 

490  irdtc       333  chd2 

(226)  C  = = 

12  S 

chld« 

(227)  1  =  333 
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From  (224) 

tbq« 

(228)  B»=  0.00287 

From  which 

chid'  fbq« 

(229)  L=I  +  B  =  333 h  0.00287 

S  d» 

The  eccmomical  diameter  of  pipe  is  that  which  will  make  L  a  mini- 
mum or 

dL  666  chid  lbq» 

(230)  = 0.01435 =0 

d  (d)  S  d» 

From  which 

fbSq* 

(231)  d*  =  0.0000i2154 

clh 
or 


/fbSq* 

(232)  d  =  .2163    / 

V     cih 

Since  /  is  itself  a  variable,  depending  on  both  d  and  v,  this  formula 
is  not  exact.  The  formula  of  Darcy,  or  some  other  well  known  ex- 
pression for  f  might  be  used  in  equation  (229)  but  the  solution  of  the 
resulting  equation  for  d  then  becomes  very  much  different  and  gives 
values  differing  but  slightly  from  equation  (232). 

The  economical  diameter  as  given  by  equation  (232)  decreases  as 
the  head  increases.  In  practice,  the  pipe  line  should  be  divided  at 
convenient  points  into  sections  of  equal  diameters  and  the  value  of  h 
to  be  used  in  equation  (232)  for  finding  the  diameter  of  any  section 
should  be  the  average  head  of  that  section  of  pipe,  since  h  enters  in 
equation  (229)  only  to  the  first  degree. 

c,  i,  q  and  5*  can  be  estimated  as  in  any  other  problem  of  design. 
Liberal  allowance  for  water  hammer  and  efficiency  of  riveted  joints 
should  be  made  in  choosing  5*.  An  average  value, — say  .018  of  / 
should  be  chosen,  and  the  values  of  d  for  each  section  of  pipe  com- 

ird* 

puted.    V  can  now  be  found,  since  9= v  and  together  with  the 

4 
approximate  value  of  d  will  give  the  arg^uments  for  a  close  estimate 
of  f.    Equation  (232)  can  then  be  applied  for  the  second  time  and 
the  resulting  diameters  will  be  fully  as  accurate  as  the  data. 

b  must  first  be  assumed.  After  the  first  preliminary  determination 
of  d,  the  cost  of  the  pipe  line  can  be  found!  and  a  closer  value  for  b 
determined. 
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264.  Eccmomy  in  Pipe  Lines  With  Low  Heads. — The  economical 

diameter  of  pipe  lines  as  determined  by  formula  (232)  applies  only 
when  the  penstock  can  be  made  of  the  correct  theoretical  thickness  as 
given  by  equation  (225). 

Where  the  head  is  small,  this  can  not  be  done,  as  it  would  often 
require  a  penstock  as  thin  as  one-sixth  inch,  which  is  impracticable. 
It  is  then  customary  to  assimie  a  minimum  practicable  thickness,  say 
one- fourth  inch  —  ^. 

In  this  case  the  problem  of  economical  diameter  is  entirely  different 

B  remains  unchanged  as  in  equation  (228). 

c  is  then  obtained  from  the  first  part  of  equation  (226)  or 

(233)  C=:128.3dt'c  and 

(234)  I=»128.3dt'cl  now 

fbq» 

(235)  L  =  I  +  B  =  128.8dt'ci  +  .00287 

Then  for  maximum  economy 

dL  fbq« 

« 128.3t'cl  —  .01435 =  0  from  which 

d  (d)  d» 

fbq» 

(236)  d»  =  . 000112 

fci 


/fbQ» 

(237)  cl«=  0.2195    / 

V  t'cl 

EXAMPLE. 
Consider  the  penstock  divided  into  three  sections  subjected    to  aTerags 
heads  of  80,  160  and  240  feet,  respectively,  as  shown  in  Fig.  346,  page  549. 
Assume  f  =  . 018 
q  =  100 
b  =  25 
S>=8000 
c==.05 
1  =  .12 

h«80,  160  and  240 
t'  =  .25 


/.018  X  25  X  8000  X  100« 

d«>=.2153    / 

V  .05  X  .12  X  80 


==.2153  V7.510,000.000  =  5.56  feet 
T  =» 4.12  feetper  second 

di«=  5.56  Vl  =  5.03  feet 
dMo  =  5.56  V  J  =  4.75  feet 
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From  equation  (225) 

hd  80  X  5.56 

tiao  =  2.6 ==  2.6 =  .145  Inches 

S  8000 

This  is  too  thin  for  practical  purposes  and  a  new  value  .25  inches  should 
be  chosen. 


jng.  84S. — ^niustrating  the  Application  of  the  Method  of  Computation  (see 

page  548). 

Applying  equation  (237)  with  this  value  of  f 


/fbq» 

;    / =»5.6 

V  t'cl 


d  =»  .2195    / =»  5.69  feet,  say  5.75  feet 

Inrestigating  the  second  section  in  the  same  manner  we  have: 

tiao  = 


160  X  5.03 
=  2.6 ==.276 


8000 

To  assume  the  thickness  at  say  A  inches  and  again  apply  the  formulas 
would  reduce  the  diameter  hut  slightly.  Therefore  the  economical  dimen 
sions  win  he  practically  as  follows:  * 

diM=5feet 
tiM»  A  inches 
V  =»  5.1  feet  per  second 
Tot  the  third  section  ;i  «=:  240  feet. 

240  X  4.76 

tM.  ==  2.6 = .370 = I  Inches 

8000 

The  theoretical  economical  diameters  for  the  three  sections  were  dMs-5.75 
feet,  (Im»«=6.0  feet  and  dMo  =  4.75  feet 
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It  would  hardly  pc"^  to  Involve  the  expense  of  reducers  for  these  small 
changes  in  diameter,  and  the  penstock  should  therefore  be  kept  at  about 
five  feet  diameter  throughout,  the  exact  diameter  to  be  determined  by  weigh- 
ing the  three  values  of  d  according  to  the  length  of  the  respective  sections. 

Since  the  value  of  /  depends  upon  the  diameter,  the  assumed  value  of 
0.018  should  be  corrected  from  published  tables  and  the  problem  again  80l?ed. 


Fig   347. — The  Johnson  Penstock  Valve  (see  page  551). 

265.  Pipe  Line  Accessories. — ^The  flow  through  the  pipe  lines  is 
often  controlled  by  gates  at  the  headworks  which  close  off  the  inlet 
(Fig,  304,  page  572).  In  such  cases,  when  the  inflow  is  stopped,  the 
water  will  usually  drain  from  the  pipe,  producing  a  vacuum  and  result- 
ing in  a  collapse  of  the  line  unless  suitable  air  inlets  are  provided  (see 
Figs.  361,  page  568,  362,  page  570,  and  369,  page  579).  Air  inlets  of 
special  design  which  will  hold  back  the  water  but  admit  air  before  a 
vacuum  occurs,  should  also  be  placed  at  the  high  points  of  long  pipe 
lines. 

When  long  pipe  lines  are  used,  the  headworks  are  too  far  distant 
for  convenient  operation,  and  it  is  necessary  to  insert  valves  in  the 
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551 


lines  or  in  the  immediate  vicinity  of  the  power  plant  (Fig.  370,  p?ige 
pag^e  580).  Gate  valves  operated  by  hydraulic  pressure  or  by  an  electric 
motor,  are  frequently  used  for  this  purpose.  The  Johnson  yalve  (see 
Fi&-  347?  page  550,  and  Fig.  348)  has  proved  very  satisfactory  for  this 
service.  This  valve  consists  of  a  moving  plunger  of  the  needle  type  hav- 
ing two  pressure  chambers,  one  to  close  it,  the  other  to  open  it.   The  valve 


Fig.  348. — Longitudinal  Section  of  the  Johnson  Penstock  Valye. 

is  closed  by  admitting  penstock  pressure  to  the  large  chamber  and 
exhausting  it  from  the  annular  chamber  to  the  atmosphere  and  is 
opened  by  reversal  of  this  operation. 

The  supply  and  exhaust  to  and  from  the  operating  chambers  are 
controlled  by  a  valve  of  the  balanced  piston  type,  actuated  by  a  float- 
ing lever,  one  end  of  which  is  attached  to  a  lever  on  a  rocker  shaft 
which  is  connected  internally  to  the  moving  plunger.  By  means  of 
this  arrangement,  the  plunger  cannot  travel  faster  than  the  control 
valve,  and  if  it  should  be  desired  to  stop  the  stroke  of  the  valve 
plunger  at  any  intermediate  position,  it  can  readily  be  done,  and  the 
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plunger  will  be  automatically  maintained  at  that  position  regardless 
of  leakage  either  around  the  plunger  or  through  the  control  valve. 

The  control  valve,  which  is  balanced  and  requires  very  little  power, 
may  be  operated  either  by  hand  or  by  an  electric  motor,  in  which  case 
hand  control  is  also  provided. 

When  the  pipe  line  is  of  any  considerable  length,  provision  must 
be  made  for  the  expansion  due  to  changes  in  temperature.  Many 
form  of  slip  joints  have  been  used  successfully  (see  Fig.  349).    Fig. 


Fig.  849.— Detail  of  Penstock  Slip 
Joint 


Fig.  850.— Detail  of  Diaphragm  Bz- 
panslon  Joint 


350  *  shows  a  form  of  diaphragm  expansion  joint  used  on  a  pipe  line 
in  Newfoundland  where  the  temperature  changes  are  considerable. 
Two  sizes  were  used  at  this  plant  on  pipes  fifteen  and  seventeen  feet 
in  diameter. 
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CHAPTER  XVIII 

EXAMPLES  OF  WATER  POWER  PLANTS 

266.  Sterling  Plant. — ^A  simple  installation  of  three  fifty-inch  ver- 
tical Leffel  wheels  in  the  plant  of  the  Sterling  Gas  and  Electric 
Company  of  Sterling,  Illinois,  is  shown  by  Figs.  351  to  354,  pages  555 
to  558,  inclusive. 

This  plant  is  located  on  the  Sterling  race  and  is  next  to  the  last 
plant  on  the  race  on  the  Sterling  side  of  Rock  River  (see  Fig.  375, 
page  594)*  The  head  developed  is  about  eight  feet,  and  the  power 
of  each  wheel  is  about  115  H.  P.  E^ch  wheel  is  set  in  an  independ- 
ent wheel  pit  which  can  be  closed  by  means  of  a  g^te,  as  shown  in 
^^S-  354»  page  558.  The  wheels  are  connected  to  a  common  shaft 
by  beveled  gearings  and  the  general  type  of  harness  used  is  fully 
shown  in  the  plan  and  elevation  and  needs  no  further  description. 
In  order  to  make  repairs  on  any  wheel  without  interfering  with 
the  other  wheels,  the  wheels  and  harness  are  well  supported  from 
the  foundation,  a  very  essential  condition  for  permanently  main- 
taining a  high  efficiency.  The  discharge  pit  is  of  ample  size,  so  that 
the  velocity  with  which  the  escaping  waters  leave  the  draft  tube  is 
reduced  to  a  practical  minimum.  A  rack,  to  keep  coarse  floating 
material  from  the  wheel,  is  placed  in  front  of  the  penstock  and  is 
shown  in  Fig.  353,  in  section,  and  in  Fig.  354,  in  partial  elevation. 
The  shaft  from  this  plant  is  extended  into  the  adjacent  building  and 
to  it  are  belted  the  generators  which  supply  electric  current  for 
light  and  power  purposes  in  the  city  of  Sterling.  An  engine  is  also 
connected  to  this  main  shaft,  which  is  utilized  in  case  of  extreme 
low  water  conditions,  when  sufficient  water  for  power  is  not  avail- 
able, or  for  flood  conditions  when  the  head  is  practically  destroyed. 

267.  Plant  of  York-Haven  Water  Power  Company. — Figure  355, 
page  559,  shows  the  arrangement  of  the  power  station  of  the  York- 
Haven  Water  Power  Company  on  the  Susquehanna  River  at 
York,  Pa. 

The  power  house  is  478  feet  long  aijd  fifty-one  feet  wide.  The 
head-race  is  500  feet  long  and  of  an  average  depth  of  twenty  feet 
The  wheel  pits  are  nineteen  feet  deep  and  extend  the  entire  width 
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S  E  C   T  f  O  N 

Pig.  353. — ^Wheel  Pit,  Sterling  Gas  and  Electric  Light  Co.'s  Plant  (see  page 

554). 
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Plant  of  York-Haven  Water  Power  G),  559 


Pig.  866.— Plant  of  York  Haven  Water  Power  Ca  (Electrical  Engines).    (See 

page  664). 

of  the  power  house,  opening  to  the  forebay.  They  are  protected  by 
iron  racks  and  are  made  accessible  by  large  head-gates  of  structural 
iron  which  weigh  about  eleven  tons  each. 

Each  pit  contains  two  78.5  inch  inward  flow  turbines,  hung  from 
spring  bearings  just  above  the  runners.  The  turbines  are  set  on  the 
floor  of  the  pit  and  are  about  six  feet  above  the  low  water  mark. 

The  draft  tubes  are  ten  feet  long  and  extend  well  under  water. 
The  net  head  under  normal  conditions  is  about  twenty-one  feet. 
Float  gauges  on  the  switch  board  show  at  a  glance  the  height  of 
head  and  tail  water. 
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The  turbines  were  built  by  the  Poole  Engineering  Company,  and 
are  rated  at  550  H.  P.  each,  or  1,100  H.  P.  per  pair. 

The  turbines  are  of  special  design,  the  buckets  being  made  of 
pressed  steel.  The  shaft  extends  vertically  from  the  turbines  to 
bevel  gears  above  the  hiain  floor  and  each  is  encased  in  a  cast  iron 
tube  to  protect  it  from  the  action  of  the  water  and  to  secure  long- 
evity both  to  the  shaft  and  to  the  bearings  which  retain  it  in  line. 

The  present  installation  consists  of  ten  pairs  of  turbines  with 
ten  generators,  equipped  with  Sturgess  and  Lombard  governors. 

The  turbine  bearings  are  supplied  with  oil  from  a  gravity  tank 
located  on  the  switch-board  gallery. 

The  generators  are  S.  K.  C,  three-phase,  sixty  cycle  alternators, 
rated  at  875  kilowatts,  and  generate  a  2,400  volt  current  The  nor- 
mal speed  of  the  generators  is  200  revolutions  per  minute.  Two 
250  K.  W.,  125  volt,  S.  K.  C,  compound-wound,  direct-current  ex- 
citers furnish  the  exciter  current  to  the  generator  fields.* 

268.  Plant  of  South  Bend  Electric  Company. — Figure  356,  page 
561,  shows  the  plant  of  the  South  Bend  Electric  Company  at  Buchanan, 
Michigan,  built  in  1901. 

The  dam,  which  was  constructed  in.iSgs,  is  of  the  gravity  type, 
built  of  wood,  with  two  rows  of  sheet  piling  below  and  one  above 
it.  It  is  about  400  feet  long,  and  affords  an  average  head  of  ten  feet 
The  power  is  estfmated  to  reach  a  minimum  of  2,000  H.P.  for  from 
four  to  six  weeks  in  a  year,  ^while  the  maximum  will  reach  S,o(fc 
H.  P.  On  an  average,  2,500  H.  P.  is  available  for  about  three 
months  and  4,000  H.  P.  for  the  remainder  of  the  year. 

The  power  house,  placed  a  short  distance  below  the  dam,  is  273 
feet  long  and  forty  feet  wide.  It  is  built  of  stone,  with  concrete 
foundations,  and  slate  roof.  It  parallels  the  river  so  that  the  water 
from  the  turbines  is  discharged  directly  into  the  same.  The  regu- 
lating gates  are  seven  in'  number,  and  are  operated  by  racks  and 
pinions. 

The  water  wheels  are  Leffel  turbines  of  sixty-eight  inch  vertical 
*3T^»  300  H.  P.  each.  They  are  geared  to  a  line  shaft,  which  ex- 
tends nearly  the  whole  length  of  the  building,  and  to  the  end  o{ 
which  the  generator  is  coupled.  A  forty  inch  vertical  Leffel  wheel 
is  used  for  driving  the  exciter,  which  is  belted  to  an  intermediate 
shaft,  driven  by  gears.    The  line  shaft  is  divided  into  three  units, 

•  See  Electrical  World,  vol.  49,  March  2nd,  1907. 
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so  that  either  four,  seven  or  ten  wheels  can  be  used  for  operating 
the  generator,  depending  upon  the  load  carried.  In  addition,  the 
gears  on  the  line  shaft  can  be  thrown  out  of  mesh,  so  that  any 
water  wheel  can  be  repaired  if  necessary.  The  plant  is  governed 
by  two  Lombard  water  wheel  governors  driven  from  the  line  shaft 

A  twenty  ton  hand-operated  crane  serves  all  the  apparatus  in  the 
building. 

The  generator  is  1,500  K.  W.,  sixty  cycle  General  Electric  re- 
volving field  type  alternator  supplying  three-phase  current  at  a 
pressure  of  2,300  volts.  The  switch-board  and  transformers  arc 
located  at  one  end  of  the  building.  There  are  no  high  tension 
switches  at  the  power  house. 

The  power  is  largely  transmitted  to  South  Bend,  Indiana,  a  dis- 
tance of  sixteen  miles,  where  the  company  has  a  steam  power  plant 
which  is  always  kept  in  such  condition  as  to  be  put  into  immediate 
operation.  It  is  used,  however,  only  in  case  of  extreme  low  water, 
at  times  of  a  heavy  peak,  or  in  case  of  accident  to  the  transmission 
line.  The  steam  power  house  is  used  as  a  sub-station  and  distrib- 
uting point.* 

269.  Plant  of  the  Concord  Electric  Company. — ^This  plant,  shown 
in  Fig.  357,  page  563,  is  situated  at  Sewall's  Falls  on  the  Merrimac 
River,  about  four  miles  from  the  State  House  in  Concord,  New 
Hampshire.  The  dam  is  a  timber  crib-work  structure  about  500  feet 
long  and  gives  a  fall  varying  from  sixteen  feet  to  seventeen  feet 
The  addition  to  the  old  plant  is  the  one  shown  in  cross-section  by 
Fig.  357,  and  is  of  special  interest  due  to  the  vertical  shaft  generat- 
ing units  which  were  here  installed.  Comparative  estimates  showed 
that  all  other  features  of  the  plant,  except  the  machinery  could  be 
built  cheaper  with  the  vertical  shaft  installation  and  the  machinery 
added  only  a  few  thousand  dollars  to  the  total  cost,  while  other 
advantages  determined  its  installation. 

The  new  installation  consists  of  two  units,  each  consisting  of 
three  55-inch  bronze  runners  of  the  Francis  type,  moimted  on  a  verti- 
cal shaft  and  hung  on  a  step  bearing.  The  machines  are  of  tiie 
Escher-Wyss  type  built  by  the  Allis-Chalmers  Company,  Ameri- 
can representatives  of  the  Escher-Wyss  Company.  The  gates  are 
of  wicket  pattern,  controlled  by  Escher-Wyss  mechanical  gover- 
nors, also  built  by  the  Allis-Chalmers  Company.    The  generators, 

*  See  Electrical  World  and  Engineer,  May  SO,  1903,  and  July  14, 1906. 


Digitized  by 


Google 


Plant  of  Alpena  Power  Co.  563 

which  are  direct  connected  to  the  vertical  shaft  wheels,  are  of  500 
K.  W.,  three-phase,  sixty  cycle,  2,000  volt,  100  R.  P.  M.,  revolving 
field  type.  Excitation  is  furnished  by  one  75  H.  P.,  three-phase, 
2,600  volt  induction  motor,  direct  connected  to  a  45  K.  W.,  125 


PU:.  857.— Plant  of  Concord  Electric  Co.    Sewall's  Falls  Plant    Vertical  Tur- 
bines Connected  in  Tandem  (Engineering  Records).     (See  page  562.) 

volt,  compound  wound  D.  C.  generator     The  exciter  unit  runs  at: 
680  R  P.  M.* 

370.  Plant  of  the  Alpena  Power  Co. — Figure  358,  page  564,  shows 
a  section  through  the  power  house  of  the  Alpena  Power  Company 
of  Alpena,  Michigan,  on  the  Thunder  Bay  River.    The  head  for  this 

^  See  Engineering  Record,  January  6th,  1906. 
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plant  is  produced  by  a  dam  whose  crest  is  twenty  feet  above  low 
water.  The  dam  proper  is  i86  feet  long,  119  of  which  is  tainter 
§^ate  sections  for  flood  discharge.  The  hydraulic  works  of  the 
power  station  forms  one  end  of  the  dam,  the  water  being  brought 
to  the  wheels  in  short  open  penstocks.  The  turbine  units,  of  which 
there  are  three,  are  fifty  inch  twin  Samson  runners  with  horizontal 
shaft,  designed  to  develop  600  H.  P.  at  128  R.  P.  M.  under  a  head 
of  sixteen  feet  and  were  made  by  the  James  Leflfel  Company. 

The  turbines  are  direct  connected  to  400  K.  V.  A.  generators,  which 
produce  current  at  2,300  volts. 

271.  Plant  of  the  Wisconsin  River  Power  Company. — ^The  plant 
of  the  Wisconsin  River  Power  Company,  on  the  Wisconsin  River 
at  Prairie  du  Sac,  Wisconsin,  will  operate  under  an  average  head 
of  about  thirty  feet.  Its  ultimate  capacity  will  be  eight  2,500  K.  W. 
units,  each  driven  by  four  horizontal  shaft  tandem  turbines.  Each 
of  the  two  pairs  of  twin  turbines  in  each  unit  has  a  separate  draft 
tube.  The  current  generated  is  at  2,300  volts,  part  twenty-five  and 
part  sixty  cycle,  and  is  stepped  up  for  transmission  to  66,000  volts. 

Figure  359,  page  566,  shows  a  cross-section  of  the  power  station. 
Each  penstock  is  closed  off  by  three  head  gates,  and  all  head  gates 
in  the  plant  are  manipulated  by  a  travelling  gantry  crane. 

The  generators,  turbines  and  turbine  governors  were  furnished 
by  the  Allis-Chalmers  Company. 

272.  Plant  of  Columbus  Power  Company. — ^The  plant  of  the  Co- 
lumbus Power  Company  is  shown  in  Fig.  360,  page  567.  It  is  sit- 
uated on  the  Chattahoochie  River  just  beyond  the  limits  proper  of 
the  cit)'-  of  Columbus,  Georgia,  at  a  shoal  known  as  Lovers'  Leap. 
At  this  point  a  dami  of  cyclopean  or  boulder  concrete  with  a  cut 
stone  spillway  surface  was  erected  giving  a  head  of  forty  feet.  The 
length  of  the  dam  is  975  feet  eight  inches,  with  a  spillway  728  feet 
long. 

Power  house  No.  i  is  located  at  one  end  of  the  dam*,  so  that  no 
penstocks  are  necessary.  Power  house  No.  2,  which  drives  the 
plant  of  the  Bibb  Manufacturing  Company,  is  supplied  with  pres- 
sure water  by  means  of  penstocks  let  through  the  bulk-head  wall, 
which  extends  from  house  No.  i  to  the  river  bank,  power  being 
transmitted  to  the  mill  by  a  rope  drive  system.  In  both  cases  the 
tail  water  is  discharged  into  the  excavated  river  bed  beneath  the 
power  houses.  Power  house  No.  i  is  designed  to  develop  6,000  H.  P. 
in  six  units,  and  No.  2  about  4,000  H.  P.  mainly  in  two  units. 
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Power  house  No.  i  is  137  feet  long  and  fifty-two  feet  wide.  It 
rests  on  heavy  stone  foundations,  the  up-stream  portions  of  which 
form  the  heavy  bulk-head  which  is  pierced  by  six  large  openings 
for  plant  No.  i,  by  a  smaller  opening  for  the  exciter  units  and  a 
larger  one  for  the  penstock  leading  to  power  house  No.  2. 

The  openings  for  power  house  No.  i  are  short  flumes  or  cham- 
bers.   The  back  end  of  each  of  the  wheel  chambers  is  closed  with  a 


Fig.  359.— Oross-Bection  of  the  Power  House  of  the  Wisconsin  Kiyer  Power 

Co.  (see  page  565). 

heavy  plate  or  bulkhead  of  cast  iron  and  steel  separating  the  wheel 
chamber  from  the  generator  room.  The  racks  are  of  the  usual  con- 
struction and  are  supported  on  a  framework  of  I-beams,  giving 
them  an  inclination  of  about  twelve  degrees  with  the  vertical.  The 
gates  to  the  wheel  chambers  are  of  timber  and  are  raised  by  hand 
by  means  of  a  rack  and  pinion. 

Each  of  the  main  wheel  chambers  contains  a  pair  of  horizontal 
thirty-nine  inch  Hercules  turbines,  which  discharge  into  a  common 
draft  tube.  The  center  line  of  the  wheels  is  fifteen  feet  below  nor- 
mal head  water  level  and  twenty-five  feet  above  normal  tail  water 
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level.  Udder  the  total  head  of  forty  feet,  each  pair  of  wheels  de- 
velops 1^84  H.  P.  at  200  R.  P.  M.  The  draft  tubes  are  seven  and 
one-half  feev.  in  diameter  at  the  turbine  casing  and  ten  feet  at  the 
discharge  end. 

£ach  pair  of  wheels  is  direct  connected  to  a  two-phase  alternator 
built  by  the  Stanley  Electric  Manufacturing  Company.  Each  ma- 
chine has  a  rated  capacity  of  1,080  K.  W.  at  6,000  volts  and  driven 
at  200  R.  P.  M.  gives  current  at  sixty  cycles.  Each  is  connected 
to  the  wheel  shaft  by  a  flexible  leather  coupling. 


Pig.  360. — Plant  of  Columbus  (6a.)  Power  Ck>.    Double  Horizontal  Turbines 
in  Open  Penstock  (Engineering  News).     (See  page  565.) 

There  are  two  exciters  directly  connected  to  a  single  eighteen 
inch  Hercules  wheel.  Each  exciter  is  of  the  Eddy  type,  having  a 
capacity  of  sixty  K.  W.  at  seventy-five  volts  and  running  at  450 
R.  P.  M.  The  exciters  are  under  the  control  of  mechanical  gov- 
ernors.* 


*  Blectrical  World  and  Engineer,  Jan.  23,  1904,  or  Eng.  Record,  Jan.  16, 
1904. 
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273.  Deerfield  River  Plant  No.  2. — Figure  361  shows  a  vertical 
section  of  plant  Number  ^  of  the  hydro-electric  development 
on  the  Deerfield  River  in  Massachusetts.  This  is  but  one  of  sev- 
eral plants  contemplated  in  the  complete  development  and  is  lo- 
cated about  three  miles  below  Shelburne  Falls.  The  head  varies 
betv\^een  fifty-three  and  sixty-three  feet,  with  about  fifty-eight  feet 
as  an  average.  The  power  house  is  located  immediately  down- 
stream from  the  penstock  headworks  and  is  connected  thereto  by 


Fig.  361.— Section  Through  Deerfield  River  Plant  No.  2. 

three  short  steel  plate  penstocks,  each  eleven  feet  in  diameter.  The 
wheels  are  Wellman,  Seaver,  Morgan,  horizontal  double  runner, 
central  discharge  turbines,  which  develop  3,200  H.  P.  per  unit  at 
257  R.  P.  M.  under  fifty-eight  foot  head.  The  electrical  installation 
is  comprised  of  three  2,000  K.  V.  A.,  2,300  volt,  three-phase,  sixty- 
cycle  general  electric  generators,  two  motor  driven  exciters,  two 
2,300  K.  W.,  three-phase,  2,300/6,600  volt,  water  cooled  trans- 
formers* 


*See  Engineering  Record,  Feb.  1,  1913. 
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a74*  Plant  of  Winnipeg  Electric  Railway  Co. — In  Fig.  362,  page 
570,  is  shown  the  power  plant  of  the  Winnipeg  Electric  Railway 
Company.  It  is  situated  on  the  Winnipeg  River  at  a  point  a  few 
miles  from  Lac  dii  Bonnet,  which  is  on  a  branch  line  of  the  Cana- 
dian Pacific  Railroad,  sixty-five  miles  distant  froi^i  the  city  of  Win- 
nipeg. 

To  obtain  the  necessary  water,  a  canal  120  feet  wide  and  with  a 
clear  depth  of  eight  feet  at  normal  low  water  was  cut  to  the  upper 
river  near  Otter  Falls.  The  canal  is  eight  miles  long,  with  a  drop 
of  five  feet  to  the  mile,  equalling  a  total  head  of  forty  feet.  At  the  point 
where  the  dam  is  located  there  is  a  natural  fall,  and  the  dam  crosses 
almost  at  the  crest. 

With  the  head  and  discharge  available  it  is  claimed  that  30,000 
electrical  horse  power  can  be  developed. 

The  water  wheels  are  all  McCormick  turbines  made  by  the  S. 
Morgan  Smith  Company^  regulated  by  Lombard  governors.  The 
turbine  pits  are  protected  by  racks  tb  keep  out  ice,  logs,  etc. 

The  electrical  units  consist  of  four  1,000  K.  W.  and  five  2,000 
K.  W.  revolving  field,  sixty  cycle,  :^>300  volt,  three-phase  generators 
and  two  100  K.  W.  125  volt,  direct-current  exciters,  all  coupled  to 
turbines,  and  two  175  K.  W.  125  volt,  direct-current  exciters,  coupled 
to  three-phase  2,300  volt  induction  motors. 

There  are  fifteen  transformers,  comprising  five  banks,  by  means 
of  which  the  voltage  is  stepped  up  from  2,300  to  60,000  volts  for 
transmission  to  the  sub-station  at  Winnipeg  over  a  distance  of 
sixty-five  miles.* 

275.  Spier  Falls  Plant  of  t)ie  Hudson  River  Power  Transmission 
Company. — lA  cross-section  ^  of  the  Spifcr  Falls  Power  house  is 
shown  in  Fig.  363,  page  571.  A  head  of  seventy-five  feet,  for  opera- 
tion of  this  plant,  is  derived  from  a  granite  rubble,  ashlar-faced, 
masonry  dam  across  the  Hudson  River  between  Mount  McGregor 
and  the  Luzerne  Mountains.  The  dam  consists  of  817  feet  of  spill- 
way section,  the  remainder  of  the  dam,  552  feet,  being  built  about 
twelve  feet  higher.  Water  is  admitted  through  arched  gateways 
to  a  short  intake  canal  designed  to  carry  6,000  cubic  feet  per  second 
with  a  velocity  of  three  feet  per  second.  This  canal  distributes  the 
water  to  ten  twelve  foot  circular  steel  penstocks  which  lead  about 
150  feet  to  the  wheels. 

^  See  Electrical  World,  June  23,  1906. 
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Plant  of  Hudson  River  Power  Co.  571 

The  power  house  is  divided  into  three  parts  with  the  transformer 
and  switchboard  room  in  one  end,  the  wheel  room  and  ^nerator 
room  being  formed  by  a  longitudinal  partition  wall  extending  the 
length  of  the  building,  with  travelling  crane  in  each. 


Fl|^  863.— Plant  of  Hudson  Water  Power  Co.    Spier's  Falls  Plant    Double 

Horizontal  Turbines  in  Steel  Penstock.    Central  Discbarge 

(Engineering  Record).     (See  page  569.) 

Each  unit  consists  of  a  pair  of  forty-two  inch  or  fifty-four  inch 
cased  S.  Morgan  Smith  wheels,  governed  by  Lombard  and  Sturgess 
governors  and  direct  connected  to  2,000  and  2,500  K.  W.  forty  cy- 
cle, three-phase  revolving  field  generators,  built  by  the  General 
Electric  Company. 

The  transformer  room  contains  seven  670  K.  W.  and  thirty  833 
K.  W.  General  Electric  Company  air  cooled  transformers. 


Digitized  by 


Google 


572  Examples  of  Water  Power  Plants. 

The  power  is  distributed  to  Glens  Falls,  Schenectady,  Saratoga 
Springs  and  Albany.* 

276.  Central  Hydraulic  Plant  at  Cohoes,  New  York. — Figure  364 
shows  a  section  of  the  central  hydro-electric  plant  at  Cohoes,  New 
York. 

Til  is  plant  is  built  to  replace  iseveral  separate  plants  at  the  same 
place.  The  first  installation  amounts  to  30,000  H.  P.,  which  is  gen- 
erated and  distributed  at  12,000  volts  and  will  all  be  used  within  a 
relatively  short  distance.     The  development  consists  of  a  dam, 


Fig.  364.— Section  of  the  Central  Jlydro-Electrlc  Plant  at  Cohoes,  N.  T. 

canal,  penstocks  and  power  house.  The  penstocks  are  five  in  num- 
ber and  eleven  feet  in  diameter,  each  connected  to  a  10,000  H.  P. 
vertical  turbine  with  scroll  case,  made  by  the  Piatt  Iron  Works, 
which  operates  at  185  R.  P.  M.  under  a  head  varying  from  eighty- 
five  feet  during  flood  to  ninety-eight  feet  during  low  water.  The 
turbine  runners  are  direct  connected  to  the  generators,  which  were 
manufactured  by  the  General  Electric  Company,  and  arc  carried 
on  a  Kingsbuiy  thrust  bearing  located  above  the  generator.! 

♦  Engineering  Record,  June  27,  1903. 

t  See  Engineering  Record,  March  20  and  March  27«  1915. 
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377.  Plant  of  the  Dolgeville  Electric  Light  and  Power  Co. — In 
Fig-  365,  page  574,  is  shown  the  plant  of  the  Dolgeville  Electric 
Light  and  Power  Company  at  High  Falls,  New  York,  on  what  is 
now  known  as  the  Auskerada  River. 

The  dam  is  built  of  limestone  masonry.  The  height  at  the  spill- 
way is  twenty  feet,  with  each  abutment  six  feet  higher.  The  total 
length  is  about  195  feet.  The  width  at  the  top  is  seven  feet  and  at 
the  bottom  twenty-six  feet.  The  upstream  side  is  perpendicular, 
the  downstream  side  being  curved  in  order  to  properly  receive  and 
discharge  the  water.  The  head  gate,  twelve  feet  square  and  built 
in  two  sections,  is  fitted  with  a  by-pass  gate  to  relieve  the  pressure 
w^hen  filling  the  flume.  The  steel  flume  extends  from  the  head  gate 
to  the  power  house,  520  feet  away.  This  flume  is  ten  feet  in  diam- 
eter, and  is  made  of  one-quarter  inch  steel  plate,  all  longitudinal 
seams  being  double  riveted.  Just  outside  the  dam  is  a  vent  pipe 
which  assists  in  relieving  the  flume  from  any  sudden  strains. 

There  are  two  thirty-six  inch  horizontal  Victor  turbines  made  by 
the  Piatt  Iron  Works,  each  direct  connected  to  one  450  K.  W. 
2,400  volt,  two-phase  Westinghouse  generator.  Each  of  these 
wheels  will  develop  600  H.  P.  at  300  R.  P.  M.,  under  the  working 
head  of  the  water,  which  is  seventy-two  feet.  They  are  mounted 
in  cylindrical  steel  casings,  and  discharge  downward  through  draft 
tubes,  which  extend  a  few  inches  below  the  surface  pf  the  tail  water. 
Each  wheel  is  supplied  with  a  Giesler  electro-mechanical  governor.* 

278.  Great  Falls  Plant  on  the  Passaic  River. — Fig.  366,  page  575, 
shows  a  sectional  elevation  of  the  development  of  the  Great  Falls 
of  the  Passaic  River  at  Paterson,  New  Jersey.  This  plant,  which 
is  being  carried  out  by  the  Society  for  Establishing  Useful  Manu- 
facturing of  Paterson,  will  supply  4,800  H.  P.  in  the  present 
installation  and  contemplates  the  addition  of  1,700  H.  P.  The  de- 
velopment will  operate  under  a  head  of  sixty-seven  feet  and  will 
require  a  flow  of  850  cubic  feet  per  second,  which  will  obtain  for 
about  200  days  per  year.  During  low  water  periods  the  system 
will  be  supplied  by  an  auxiliary  steam  plant  of  6,000  H.  P.  capacity 
in  a  separate  building  at  the  site.  The  wheels  are  horizontal  double 
runner  turbines  of  the  S.  Morgan  Smith  Company,  connected  to 
2,500  volt,  sixty-cycle  generators.  Two  of  the  main  units  are  1,720 
H.  P.  each,  and  the  third  for  first  installation  is  1,390  H.  P.,  and 

•  See  American  Electrician,  April,  1898,  VoL  10,  No.  4. 
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proivision  is  made  for  adding  one  more  1,720  H.  P.  unit  The  ex- 
citer units  are  100  H.  P.  each.  The  main  turbine  draft  tubes  are 
seventeen  feet  six  inches  long,  six  feet  diameter  at  the  top  and  eight 
feet  diameter  at  the  lower  ends.* 


Big.  866. — Sectional  Eleyation  of  Great  Falls  Development  on  the  F&ssaic 

River  (see  page  573). 

379.  Plant  of  the  Shawinigan  Water  and  Power  Company^ — ^The 
power  plant  of  the  Shawinigan  Water  and  Power  Company  is  lo- 
cated on  the  St.  Maurice  River,  Canada,  at  a  point  about  twenty- 
one  miles  from  Three  Rivers,  ninety  miles  from  Quebec,  and  eighty- 
four  miles  from  Montreal  station.  Fig.  367,  page  576,  shows  a 
cross-section  of  their  power  station. 

•  See  Engineering  Record,  Feb.  22,  1918. 
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The  St.  Maurice  River  has  a  total  length  of  over  400  miles,  and 
is  supplied  from  a  great  many  lakes  and  streams,  the  drainage  area 
being  about  18,000  square  miles.  The  water  flow  is  very  steady 
throughout  the  year,  and  is  in  the  neighborhood  of  26,000  cubic  feet 
per  second,  seldom  going  below  20,000  cubic  feet  per  second.  At  the 
crest  of  the  falls  the  water  flows  over  a  natural  rock  dam  and  then  down 
over  the  cascade,  making  a  fall  of  about  100  feet,  then  on  in  a  nar- 
row gorge  through  which  the  water  rushes  swiftly  and  in  which 
there  is  a  further  fall  of  fifty  feet. 

The  intake  canal  is  1,000  feet  long,  100  feet  wide  and  twenty  feet 
deep.  Its  entrance  from  the  river  is  located  in  a  rather  rapidly 
flowing  stream  at  the  crest  of  the  falls  where  the  water  is  twenty 
feet  deep,  for  the  reason  that  at  times  ^  of  rather  high  water,  when 
the  ice  is  flowing  out  of  the  river,  the  current  is  expected  to  carry 
the  ice  past  the  mouth  of  the  canal.  The  end  of  the  canal  where  it 
comes  out  at  the  face  of  the  hill  is  closed  by  a  concrete  wall  from 
which  the  water  is  led  through  steel  penstock  pipes  down  to  the 
power  house  130  feet  below.  The  concrete  wall  or  bulkhead  in  the 
canal  is  forty  feet  in  height,  about  thirty  feet  in  thickness  at  the 
bottom  and  twelve  feet  at  the  topi  On  top  of  this  wall  are  set  hy- 
draulic cylinders  for  lifting  the  headgates  and  on  top,  covering  the 
cylinders,  is  a  brick  gate  house.  The  steel  penstocks  are  nine  feet 
in  diameter. 

The  electrical  apparatus  was  supplied  by  the  Westinghousc  Elec- 
tric and  Manufacturing  Company  and  the  turbines  by  the  I.  P, 
Morris  Company. 

The  three  turbine  units  of  the  original  installation  are  horizontal 
double  units  of  6,000  H.  P.  These  are  direct  connected  with  single 
5,000  H.  P.  generator  units  of  the  rotating  field  type,  with  twenty 
poles.  They  are  designed  to  operate  at  180  R.  P.  M.  giving  two- 
phase  currents  at  thirty  cycles  per  second  and  2,200  volts.  A  later 
installation  consists  of  two  10,000  H.  P.  water  wheels,  each  driving 
a  6,600  K.  W.  generator  (see  Fig.  159,  page  249,  and  Fig.  236,  page 

366). 

A  separate  penstock  is  provided  for  the  exciter  units  which  con- 
sist of  two  400  H.  P.  turbines  direct  connected  to  exciters.* 


*  See  references  as  given:  Eng.  Rec,  April  28, 1900;  Can.  Engr.»  April,  1901, 
Mar,  1901,  and  Maj,  1902;  El.  Wld.  and  Engr.,  Feb.  8.  1902;  Cassier's  Mag., 
June,  1904. 
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280.  Wolf  Creek  Plant  of  the  United  Missouri  River  Power  Ok- 

Figure  368  shows  a  vertical  section  of  the  development  of 
the  United  Missouri  River  Power  Company,  known  as  the  Wolf 
Creek  plant  The  hydraulic  works  of  the  power  house  are  designed 
as  a  part  of  the  main  dam  structure  as  shown.  The  wheels  were 
made  by  S.  Morgan  Smith  Company,  each  unit  consisting  of  two 
bronze  runners  on  a  single  horizontal  shaft  and  discharging  into  a 
draft  tube  placed  between  the  wheels,  and  developing  8,800  H.  P 
at  full  gate  opening  at  the  average  head  of  114  feet.  The  turbine 
units  are  direct  connected  to  the  generators,  which  produce  current 
at  6,600  volts  which  is  stepped  up  to  70,000  volts  for  transmission.* 


Fig.  868.— SecUon  through  the  Wolf  Creek   Plant  of  the  United  liissoorl 

River  Power  Co. 

a8i.  Ocmulgee  Plant  of  Central  Georgia  Power  Co^— Fig.  Z^ 
page  579,  shows  a  vertical  section  of  the  plant  of  the  Central 
Georgia  Power  Company,  located  between  Atlanta  and  Macon  on 
the  Ocmulgee  River.  The  plant  will  operate  under  a  head  of  100 
feet,  and  the  first  installation  will  be  12,000  K.  W.,  and  the  eventual 
capacity  will  be  18,000  K.  W.  The  dam  is  of  concrete  with  adja- 
cent earthen  embankments,  the  masonry  portion  being  1,070  feet 
long  with  a  maximum  height  of  127  feet  at  the  power  house,  which 
is  located  in  the  original  stream  bed. 

The  main  turbine  units  each  consists  of  a  pair  of  thirty-nine  inch 
McCormick  runners  on  a  horizontal  shaft,  rated  at  5,500  H.  P» 

•  Electrical  World,  Aug.  25,  1910. 
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579 


F1&  869. — ^Vertical  Section  of  the  Ocmulgee  Plant  of  the  Central  Georgia 
Power  Co.  (see  page  578). 

when  operating  at  300  R.  P.  M.  under  100  foot  head.  Each  unit 
is  direct  connected  to  3,000  K.  W.,  2,300  volt,  three-phase,  sixty- 
cycle  generator.* 

282.  Tallulah  Power  Station. — Fig.  370,  page  580,  shows  a  sec- 
tional elevation  of  power   plant   at  Tallulah    Falls   near  Atlanta, 

*  See  Engineering  Record,  May  14,  1910. 
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Georgia.  The  ultimate  development  consists  of  a  storage  reservoir 
of  1,250,000,000  cubic  feet  capacity,  an  arch  diversion  dam  444  feet 
long,  about  one  and  one-quarter  miles  of  rock  tunnel,  and  six  steel 
penstocks  five  feet  in  diameter  and  1,200  feet  long.  The  power 
house  will  contain  six  10,000  K.  W.  vertical  turbine  units,  operat- 
ing under  an  average  head  of  600  feet.  The  turbine  runners  are  of 
bronze,  surrounded  by  a  spiral  cast  iron  casing,  and  discharge  into 


Fig.  370.— Sectloaal  Elevation  of  the  Tallulah  Falls  Plant  (see  page  579). 

plate  steel  draft  tubes  which  are  concreted  into  the  foundations. 
The  generators  are  sixty-cycle,  three-phase,  6,600  volt  type,  rated 
at  10,000  K.  V.  A.  The  exciters,  carried  on  a  stub  shaft,  extending 
upward  from  the  main  shafts,  are  100  K.  W.,  250  volt  machines, 
each  designed  to  supply  field  excitation  for  two  generators  under 
full  load.* 

283.  Plant  of  Nevada  Power,  Mining  and  Milling  Co. — ^Fig.  371, 
page  581,  shows  a  section  through  the  plant  of  the  Nevada  Power 

♦See  Water  Power  Chronicle,  March,  1914. 
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Mining  and  Milling  Company  on  Bishop  Creek,  near  Bishop,  Cal. 
The  equipment  of  the  station  consists  of  two  750  K.  W.,  sixty-cy- 
cle, 2,200  volt,  three-phase  alternating-current  generators,  running 
at  450  R.  P.  M.  and  a  1,500  K.  W.  generator  running  at  400  R.  P,  M. 
This  latter  generator  is  shown  in  the  sectional  drawing.  There  are 
two  exciters  of  sixty  K.  W.  each,  delivering  current  at  140  volts 
pressure.  Both  exciters  are  operated  by  water  wheels,  and,  in  ad- 
dition, one  is  provided  with  an  induction  motor.  The  water  wheels 
-were  made  bv  the  Pelton  Water  Wheel  Company  of  San  Francisco. 


Fig.  371.— Plant  of  Nevada  Power  Mining  and  Milling  Co.  (Engineering  Rec- 
ord). 

The  two  750  K.  W.  machines  have  Sturgess  governors,  and  the 
1,500  K.  W.  machine  has  a  type  Q  Lombard  governor.  Hand  con- 
trol mechanism  is  provided  for  each  wheel.  Oil  is  supplied  to  the 
governor  by  two  oil  pumps  operated  by  water  wheels. 

Water  is  taken  from  the  creek  at  a  small  diverting  dam  and  con- 
veyed along  the  mountain-side  in  a  pipe  line.  The  pipe  line  is  about 
12,000  feet  long,  and  consists  of  6,700  feet  of  forty-two  inch  wood- 
stave  pipe,  2,150  feet  of  thirty  inch  wood-stave  pipe,  and  3,150  feet 
of  twenty-four  inch  steel  pipe,  all  diameters  being  inside  measure- 
ments. The  forty-two  inch  pipe  lies  on  a  nearly  level  grade,  the 
static  head  at  the  lower  end  being  about  thirty  feet.  At  this  point 
are  placed  two  thirty  inch  gate  valves,  one  opening  into  the  thirty 
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inch  pipe  and  the  other  provided  for  a  future  line.  The  thirty  inch 
pipe  descends  the  hill  to  a  point  that  gives  a  static  head  of  265  feet 
Here  it  joins  the  twenty-four  inch  steel  pipe,  which  descends  a 
steep  hill  to  the  power  house,  the  total  static  head  being  1,068  feet 
The  power  generated  at  the  plant  is  transmitted,  over  a  line  of 
stranded  aluminum,  equivalent  to  No.  o  copper,  to  Tonopah  and 
Goldfield,  Nevada,  making  a  total  length  of  line  of  113  miles.  In 
crossing  the  White  Mountains  the  line  reaches  an  elevation  of  over 
10,500  feet,* 
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Iron  Age,  January  2, 1908;  Engrs.  Soc.  Univ.  of  Minn.  Tear  Book,  1908; 
Power,  August  11,  1908.    Describes  plant  on  St.  Louis  River. 

57.  The  Colliersville  Hydro-Electric  Plant    Eng.  Rec,  March  7,  1908.    De- 

scription of  plant  on  Susquehanna  River  to  supply  railway. 
68.  Typical  Low  Head  Hydro-Electric  Power  Plants.    Trans.  Eng.  Soc.  Univ. 
of  Toronto,  No.  20,  1908. 

59.  Power  Development  at  Priest  Rapids  on  the  Columbia  River.    Eng.  Rec., 

April  4,  1908;  Elec.  Rec.  and  West  Electrician,  July  29,  1911.  De- 
scribes extensive  plant. 

60.  Sanitary  District  of  Chicago.     Development  on  Drainage  Canal.     Elec. 

Rec.,  February  8,  1908;  Elec.  World,  January  12,  1911. 

61.  Sewall's  Falls  Plant,  Concord,  N.  H.    Power,  May  25,  1909.    Describes 

vertical  multi-runner  plant. 

62.  Development  of  the  Connecticut  River  Power  Company.     Elec.  World, 

September  9,  1909;  Eng.  Rec,  March  27,  1909;  Eng.  Rec,  April  3, 
1909.    Describes  plant  and  transmission  to  several  towns. 

63.  Hydro-Electric  Plant  of  the  Schenectady  Power  Company  on  the  Hoosic 

River.  Elec  Rec,  March  27,  1909;  Elec.  World,  May  20,  1909;  Eng. 
Rec,  July  24,  1909. 

64.  System  of  the  Rochester  Railway  and  Lighting  Company.    Elec.  World, 

January  14,  1909,  January  28,  1909.  Describes  plant  with  steam 
turbine  auxiliary. 

65.  The  McCairs  Ferry  Hydro-Electric  Power  Plant    Eng.  Rec,  September 

21,  1907;  Elec  Rec,  June  1,  1907;  Sci.  Amer.,  March  13,  1909;  Elec 
Rec,  February  27, 1909;  Central  Stations,  June,  1909;  Engng.,  January 
7.  1910;  Eng.  Rec,  May  28,  1910.  Describes  plant  to  furnish  135,000 
H.  P. 

66.  Ctotral  Georgia  Power  Company.    Eng.  Rec,  April  17,  1909;  Eng.  Rec, 

May  14,  1910;  Elec  World,  April  27,  1911.  Description  of  large 
development 

67.  Hydro-Electric  Generating  Station  of  Great  Western  Power  Company  on 

the  Feather  River.  Elec.  World,  August  26,  1909»  and  September  16, 
1909;  So.  Electrician,  February,  1913;  Eng.  Rec,  June  11,  1910,  and 
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July  16,  1910;  Bng.  Rec,  June  11,  1910,  and  July  16,  1910;  Proc 
Brooklyn  Bngrs.  Club,  January,  1912.  Describes  plant  to  fumlBh 
power  to  Sacramento  and  surrounding  country. 
6S.  San  Joaquin  Light  and  Power  Company.  Eng.  Kec,  February  4,  1911, 
and  February  11,  1911;  Scl.  Amer.  Sup.,  July  6,  1912;  Power,  July 
16.  1912.    Descrtbes  a  16.000  K.  W.  plant 

69.  Southern  California  Edison  Company.    Eng.  Rec.,  March  18,  1905,   Sec 

World  and  Engr.,  March  11,  1905;  Elec.  Rev.  and  Electridaii,  March 
25,  1911;  Power,  September  5,  1911.  Describes  stations  at  Red- 
lands  and  Mill  Creek. 

70.  Tennessee  River  Power  Develoianent     Eng.  Rec.,  June  10,  1911;    Elec 

World,  November  15,  1913;  Proc.  Brooklyn  Engrs.  Clab,  Jan- 
uary. 1912;  Elec.  World,  November  15,  1913;  Elec  Rev.  and  West 
Electrician,  November  22,  1913.  Describes  largest  project  in  the 
south. 

71.  Tallulah  Falls    Hydro-Electric    Development    of    Georgia    Railway  and 

Power  Company.  So.  Electrician,  September,  1912;  Elec  World, 
December  20.  1913;  Eng.  News.  April  16  1914;  Eng.  Contn^..  May 
6,  1914;  Elec.  Engng.,  May,  1914;  Proc.  Engrs.  Club  of  Philadelphia, 
July,  1914;  Power,  January  27,  1914;  Gen.  Elec  Rec,  Jnne,  1914; 
Min.  and  Eng.  World,  October  3,  1914;  Ehig.  Rec,  March  21.  1914. 
Describes  development  under  head  of  600  feet. 

72.  Mississippi  River  Power  Company  Development  at  Keokuk,  Iowa.     ESng. 

News.  September  28, 1911;  Jour.  W.  S.  E..  March,  1912;  Eng.  Contng^ 
May  29,  1912;  Elec.  World.  May  31.  1913;  Cassier's  Mag.,  July,  1913; 
Power,  August  5,  1913;  Sci.  Amer.,  September  13.  1913;  So.  Electrl- 
cian,  January,  1913;  Cornell  Civil  Eng..  February,  1913;  Oen.  Elec 
Rev.,  February,  1914;  Eng.  (London),  May  1,  1914.  Three  hundred 
thousand  H.  P.  low  head  plant 
78.  Skagway.  Alaska,  Hydro-Electric  Central  Station.  Elec  World,  Octobo* 
21,  1911.    Describes  high  head  Pelton  wheel  installation. 

74.  White  River  Development  of  the  Pacific  Coast  Power  Company.      Bng. 

Rec,  April  13,  1912;  Eng.  News.  April  11,  1912.  Description  of 
plant  of  36,000  H.  P.  capacity. 

75.  Hydro-Electric  Station  at  Gatun  Spillway.    Eng.  Rec,  July  27,  1912.     De- 

scription of  development 

76.  Winnipeg  Hydro-Electric  Power  Station.     Elec  World,  June  23,   1906; 

Electrician  (London).  March  1,  1912;  Ehgng..  July  26,  1912;  Can. 
Elec.  News,  December.  1911.    Describes  the  development 

77.  Vancouver  Island  Power  Compan3^s  Plant  on  the  Jordan  River.     Elec 

World.  October  12.  1912;  Eng.  Rec,  October  19,  1912;  Can.  ESngr.. 
November  28.  1912.    Description  of  the  development 

78.  Butte  Anaconda  Hydro-Electric  Power.    Min.  and  Eng.  World,  NoTomber 

30.  1912. 

79.  Deerfleld  River  Power  Developments.    Bng.  Rec,  February  1,  191S. 

SO.  Appalachian  Hydro-Electric  Developments  on  New  River,  Va.     Power, 
March  25,  1918. 
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SI.  Horseshoe  Falls  Hydro-Electric  Plant.    Eng.  Bec;..  Fef»ruary  7,  1914. 
82.  Coosa  River  Plant  of  the  Alabama  Power  Company.     Eng.  Rec.,  April 

4,  1914;  Mfgrs.  Rec,  May  7, 1914;  Proc.  Amer.  Soc  C.  E.,  September, 

1914.    One  hundred  and  five  thousand  H.  P.  low  head  plant 
88.  Ocoee  River  Plant  of  the  Tennessee  ^ower  Company.    Eng.  Rec.,  April 

18,  1914;  Mfgrs.  Rec.,  April  2,  1914;  Elec.  Tract,  November,  1913; 

Elec.  Engng.,  February,  1914.    Developments  under  head  of  250  feet 

84.  Salmon  River  Plant  of  Salmon  River  Power  Company,  N.  T.    Elec.  World. 

June  18,  1914;  Eng.  Rec.,  June  13,  1914.    Description  of  high  head 
plant 

85.  Cedar  Rapids  Hydro-Electric  Development     Eng.  Rec,  July  18,  1914, 

and  July  25,  1914.    Describes  160,000  H.  P.  low  head  plant 

86.  Central  Hydro-Electric  Plant  at  Cohoes,  N.  Y.    Eng.  Rec,  March  20  an^ 

March  27,  1915.    Description  of  50,000  H.  P.  development  to  replace 
several  plants. 
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CHAPTER  XIX 

THE  RELATION  OF  DAM  AND  POWER  STATION 

284.  General  Consideration. — In  any  water  power  plant  the  water 
must  be  taken  from  some  source,  conducted  to  the  wheels,  and 
discharged  from  the  same  at  the  lower  head.  To  accomplish  this 
object  there  must  be  a  head-race  flume  or  pipe  line  leading  from 
the  source  of  supply  to  the  plant  which  may  be  of  greater  or  less 
length  and  in  which  more  or  less  of  the  available  head  may  be  lost 
in  order  to  produce  the  velocity  of  flow  and  overcome  the  frictional 
resistance. 

After  entering  the  plant  the  water  is  conducted  to  the  turbine 
T  and  discharged  through  a  draft  tube  into  a  tail-race  of  greater 
or  less  extent  in  which  there  is  also  a  loss  caused  by  fnction  and 


Fig.  372. — Relation  of  Power  House  to  Reservoir. 

velocity  of  flow,  similar  to  that  in  the  head-race.  In  Fig.  372, 
the  total  head  available  is  H ;  the  head  lost  in  the  head-race  is  indi- 
cated by  h^ ;  and  the  head  lost  in  the  tail-race  is  indicated  by  A,.  The 
net  energy  of  the  wheel  is  /t  =  //  —  h^  —  Ag,  and  a  portion  of  h  is 
also  lost  in  the  slip,  leakage,  and  friction  of  the  machinery  and  trans- 
mission. 

The  power  plant  should  be  located  with  reference  to  the  dam 
so  that  (i)  the  greatest  amount  of  head  may  be  utilized  at  the  least 
expense ;  (2)  the  plant  constructed  may  be  as  free  as  possible  from 
interruptions  due  to  floods  or  other  contingencies ;  (3)  the  location 
chosen  may  be  at  such  a  point  where  security  of  construction  can 
be  realized  at  minimum  expense. 

Each  of  these  influences  is  of  importance  and  the  relative  location 
of  the  power  plant  and  dam  must  depend  upon  these  and  various 
other  conditions  which  must  be  carefully  considered. 
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285.  Classification  of  Types  of  Development* — For  the  purpose 
of  a  clear  understanding  of  the  principles  involved,  the  type  of  de- 
velopment may  be  grouped  or  classified  into: 

First:  Concentrated  fall,  in  which  the  plant  is  built  in  the  dam 
or  closely  adjoining  thereto,  with  a  short  or  no  raceway.  In  this 
case  the  entire  fall  is  concentrated  by  means  of  the  dam  and  as  a 
rule  this  class  of  development  is  adaptable  only  to  central  power 
stations  where  one  or  two  plants  only  are  to  be  installed  on  the 
power. 

Second:  Diversion  type  with  dam.  In  this  case  the  fall  is  de- 
veloped by  means  of  a  dam  in  the  manner  conforming  to  the  last 
type  but  the  water  is  distributed  to  one  or  more  plants  by  means 
of  a  long  head-race  canal  through  which  the  water  flows  to  the 
power  station,  after  which  it  is  discharged  either  into  the  stream 
at  some  point  below  the  dam  or  into  a  tail-race  from  which  it  is 
finally  discharged  at  a  point  lower  down  the  stream. 

Third:  Diversion  with  or  without  dam.  In  this  case  the  develop- 
ment may  be  with  or  without  a  dam  at  the  head  of  the  rapids  or 
fall  which  is  to  be  utilized  and  the  water  is  conducted  through  a 
long  head  race,  if  land  of  a  suitable  elevation  is  available,  or,  other- 
wise, through  a  tunnel  or  elevated  flume  to  a  point  immediately 
above  the  site  of  the  power  station.  From  the  end  of  the  head-race , 
tunnel  or  fliune  the  water  is  carried  to  the  plant  through  a  pipe 
line. 

Fourth:  The  fourth  type  is  similar  to  the  third  except  that  where 
the  head-race  or  tunnel  is  used  (the  ground  being  unfavorable  to 
such  construction  or  the  expense  of  the  same  being  unwarranted) 
a  long  pipe  line  is  provided  to  conduct  the  water  from  the  head 
works  to  the  station. 

Fifth:  The  fifth  type  is  the  tunnel  tail-race  type  and  involves 
conducting  the  water  through  pipe  lines  directly  to  the  wheels, 
from  which  water  is  discharged  into  a  tunnel  tail-race  through 
which  the  water  is  discharged  back  into  the  stream. 

It  is  important  to  note  in  this  case,  as  in  all  other  cases  of  at- 
tempted classification,  that  such  classification  is  for  the  purpose  of 
a  systematic  grouping  of  numerous  diversified  types  to  facilitate 
study  and  investigation.  In  the  actual  adaptation  of  plans  of  de- 
velopment, single  types  are  seldom  found  and  modifications  of 
types  are  essential. 
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286.  Concentrated  Fall. — In  most  of  the  low  head  water  powers 
the  portion  of  the  fall  of  the  river  which  can  be  utilized  is  distrib- 
uted over  minor  rapids  and  small  falls  and  occupies  a  considerable 
length  of  the  stream.  Where  the  head  is  small  and  the  expense  of 
a  dam  to  concentrate  the  head  entirely  at  one  point  is  permissiHc, 
the  power  house  may  perhaps  be  located  to  advantage  in  the  dam. 
In  this  case  the  power  house  will  constitute  a  part  of  the  dam. 
This  is  possible  only  where  the  length  of  the  spillway  remaining 
is  sufficient  to*  pass  maximum  flood  without  an  undue  rise  in  the 
head  of  the  water  above  the  dam.  In  many  such  cases  this  plan, 
which  is  represented  by  Diagram  C,  Fig.  373,  page  591,  meets  eco- 
nomical construction,  as  it  may  both  cheapen  the  cost  of  the  dam 
and  reduce  the  excavation  necessary  for  the  wheel  pit  and  raceway-s. 
The  power  house  built  at  such  point  is,  however,  usually  directly 
in  the  line  of  the  current  and  must  be  so  constructed  and  protected 
as  to  prevent  its  injury  or  destruction  by  floods,  ice  or  other  con- 
tingencies of  river  flow. 

In  other  cases,  where  the  spillway  available  by  the  above  plan  is 
not  sufficient,  or  where  the  plant  is  not  properly  protected  by  such 
a  plan  of  construction,  the  plant  may  be  constructed  on  one  side 
of  the  dam,  receiving  its  waters  from  a  head-race  which  joins  the 
river  above  the  dam  and  discharges  it  into  the  river  below,  as 
shown  by  Diagrams  B  and  D,  Fig.  373.  Or,  where  the  conditions 
are  suitable,  the  plant  may  receive  the  water  through  a  head  gate 
from  the  river  above  the  dam  and  discharge  it  through  a  tail-race 
which  may  enter  the  river  at  some  point  below  the  dam,  as  shown 
in  Diagram  A,  Fig.  373. 

In  cases  where  the  power  is  to  be  distributed  to  a  number  of  in- 
dependent plants,  raceways  may  be  constructed  on  either  or  both 
sides  of  the  stream  and  from  the  dam,  following  the  stream  down- 
ward along  the  bank  and  more  or  less  approximately  parallel 
thereto  as  the  nature  of  the  conditions  demand.  The  plant  draw- 
ing the  water  from  this  head-race  may  be  distributed  at  various 
points  along  the  same,  and  from  these  plants  the  water  will  be  dis- 
charged after  use  either  directly  into  the  stream  itself  or  into  a 
tail-race  connecting  such  plants  with  a  lower  point  farther  down 
the  stream,  as  shown  in  Diagram  E,  Fig.  373. 
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Fig.  373. — ^Typical  Arrangements  of  Hydraulic  Power  Developments. 
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287.  Divided  FalL — ^An  independent  tail-race  is  usually  con- 
structed to  advantage  where  the  dam  concentrates  only  a  portion 
of  the  head  or  fall,  leaving  certain  additional  portions  to  be  devel- 
oped by  the  use  of  the  tail-race,  which  may,  if  desirable,  enter  the 
stream  at  a  point  much  farther  down  the  river  and  at  the  foot  of 
the  rapids.  Where  the  fall  of  the  stream  is  considerable,  and  the 
expense  of  construction  of  the  dam  to  suitable  height  to  concen- 
trate the  entire  fall  at  a  single  point  is  inadvisable,  it  is  often  desir- 
able to  build  a  dam  to  less  height  at  perhaps  considerably  less 
expense  and  develop  at  the  dam  only  a  portion  of  the  total  fall 
From  this  dam  a  head-race  may  extend  to  some  considerable  dis- 
tance, and  the  water  from  this  head-race  may  be  delivered  to  the 
power  plant  a  mile  or  two  lower  down  the  stream.  From  this  head- 
race, the  water,  after  passing  through  the  wheels,  is  carried  directly 
into  the  stream  at  the  lower  point,  as  shown  in  Diagram  G,  Fig. 
374,  page  593. 

Under  other  conditions,  where  the  topography  of  the  country  is 
suitable,  the  head-race  may  be  much  less  in  extent,  and  a  tail-race 
substituted  for  receiving  the  waters  after  they  have  been  used  in 
the  wheel  and  then  conducted  to  the  river  at  or  near  the  end  of  the 
rapids,  as  shown  in  Diagram  F,  Fig.  374. 

Under  still  other  conditions  the  plant  itself  may  be  located  imffl^ 
diately  at  the  dam  and  the  tail-waters  may  be  conducted  from  the 
turbine  to  a  tail-race  or  tail-water  tunnel  to  the  lower  end  of  the 
rapids,  as  in  Diagram  H,  Fig.  374. 

The  relation  of  raceways  is  merely  a  question  of  developing  the 
power  plant  at  the  least  cost  and  securing  the  maximum  head,  and 
the  topographical  conditions  at  the  power  site  will  therefore  deter- 
mine what  line  of  development  will  be  best.  In  a  number  of  cases, 
where  the  head  or  fall  is  considerable  and  the  power  development 
is  large,  and  where  the  cost  of  land  for  head-races  would  be  almost 
or  quite  prohibitive,  the  stations  have  been  located  in  the  immedi- 
ate vicinity  of  the  river  and  have  delivered  the  water  into  a  tail-race 
tunnel,  which  frequently  empties  at  a  considerable  distance  down 
the  stream  and  at  the  lowest  point  of  delivery  that  is  practicable- 
In  other  cases  it  is  more  economical  to  run  open  raceways  for  a 
portion  of  the  distance  and  then  conduct  the  water  under  pressure 
by  closed  pipes  to  the  wheels  at  the  lower  point. 

This  last  method  is  used  particularly  under  high  head  and  where 
the  water  must  be  conducted  for  a  reasonable  distance  over  an  »^' 
regular  profile. 
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Fig.  374.— Typical  Arrangements  of  Hydraulic  Power  Developments  (see  page 

592). 
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The  quantity  of  water  to  be  used,  the  head  available,  and  the 
value  of  power  modify  the  arrangements  which  must  be  carefully 
studied  in  view  of  the  financial,  topographical,  and  other  modifTing 
conditions. 

288.  The  Distribution  of  Water  at  Various  Plants.— Figure  375 
is  a  plan  of  the  power  development  on  the  Rock  River  at  Sterling, 

/ 


Fig.  376. — ^Raceways  of  SterUng  Hydraulic  Company. 

Illinois.  The  dam  at  this  point  is  about  940  feet  in  length.  The 
power  is  owned  by  various  corporations  and  private  individuals 
who  have  combined  their  interests  in  the  dam  and  racewajrs  and 
have  organized  the  Sterling  Hydraulic  Company,  whose  function 
is  to  maintain  the  same.  The  individual  plants  are  owned,  installed, 
and  operated  by  the  various  owners  or  by  manufacturers  who  lease 
the  power.    At  this  location  races  have  been  constructed  at  the  foot 
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of  the  rapids,  but  these  rapids  continue  to  a  point  near  the  lower 
end  of  the  tail-race,  and  the  plants  farthest  from  the  dam  have  the 
highest  falls.  The  fall  varies  from  about  eight  to  nine  and  one-half 
feet 

Figure  376  shows  the  general  arrangement  of  the  canal  of 
The  Holyoke  Water  Power  Company  at  Holyoke,  Mass.  The  total  fall 
of  the  river  at  this  point,  from  the  head  water  above  the  dam  to  the 
tsul-water  at  the  lowest  point  down  the  stream,  is  about  sixty  feet. 
The  fall  is  divided  into  three  levels  by  the  various  canals,  marked : 
first  level  canal,  second  level  canal,  and  third  level  canal. 


Fig.  376. — Canals  of  Holyoke  Water  Power  Company. 

The  first  level  canal,  which  has  a  length  of  about  6,000  feet,  is 
constructed  as  a  chord  across  the  bend  of  the  river  and  is  approxi- 
mately some  3,000  feet  from  the  bend.  The  canal  is  about  150  feet 
wide  near  the  bulkhead  and  decreases  to  about  100  feet  at  the  lower 
end.  The  water  depth  is  about  twenty  feet  at  the  upper  end  and 
about  ten  feet  at  the  lower.  The  canals  are  all  walled  throughout 
their  length  to  a  height  two  or  three  feet  above  the  maximum  water 
surface.  The  fall  from  the  first  level  to  the  second  is  about  twenty 
feet.  Various  mills  draw  their  water  supply  from  the  first  level 
as  a  head-race,  and  discharge  into  the  second  canal  as  a  tail-race. 
Near  the  upper  end  of  the  canal  are  a  few  factories  that  draw  water 
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from!  the  first  level  and  discharge  the  same  into  the  river  with  a 
head  of  some  thirty-five  or  forty  feet. 

The  second  level  canal  is  built  parallel  to  the  first  and  at  a  dis- 
tance of  about  400  feet  nearer  the  river.  The  main  canal  is  about 
6,500  feet  in  length,  but  near  the  left  hand  of  the  map  is  shown  to 
sweep  round  towards  the  river  and  attain  a  reach  of  about  3/X0 


Fig.  377. — ^Kilbourn  Plant  of  Southern  Wlsconaln  Power  Co.  (see  page 


597). 


feet  in  length  parallel  thereto.  The  mills  drawing  their  supply  from 
this  canal  discharge  either  directly  into  the  third  level  or  into  the 
river.  The  water  supply  from  each  of  the  lower  levels  is  the  tail- 
water  from  the  next  level  above,  but  is  also  supplemented  by  over- 
flows when  the  mills  fed  from  the  level  above  are  not  discharging 
sufficient  water  to  maintain  the  quantity  needed  in  the  lower  level. 
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The  fall  from  the  third  level  of  the  river  is  essentially  the  same 
for  all  the  mills  drawing  water  therefrom,  but  according  to  the  stage 
of  the  river  ranges  from  fifteen  to  twenty-seven  feet. 

The  flow  of  water  in  the  first  level  is  controlled  by  gates  and  its 
heigfht  limited  by  an  overflow  of  about  200  feet  in  length,  which 
acts  as  a  safety  overflow  and  prefvents  any  great  rise  in  the  head 
water  during  times  of  flood. 


Fig.  378. — Plant  of  The  Lake  Superior  Power  Co.  (see  page  601). 

289.  Head-Races  Only. — Fig.  377,  page  596,  illustrates  the  gen- 
eral plan  of  the  hydraulic  power  development  of  The  Southern 
Wisconsin  Power  Company  at  Kilbourn,  Wisconsin.  Here  the 
entire  cross-section  of  the  stream  is  necessary  in  order  to  pass  the 
maximum  volume  of  water,  which  amounts  to  about  60,000  second- 
feet.  The  plant  has  therefore  been  constructed  at  one  side  of  the 
river,  receives  the  flow  through  a  series  of  gates  built  just  above 
the  dam,  and  discharges  the  water  into  the  river  just  below  the  bend 
in  the  river  (see  Fig.  377  and  Frontispiece).  The  plant  now  con- 
structed is  only  a  portion  of  that  which  it  is  designed  to  ultimately 
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install.    The  proposed  future  extension  of  the  power  plant  is  shown 
by  the  dotted  lines. 

Figure  378,  page  597,  shows  the  water  power  plant  of  The  Lake 
Superior  Power  Company  at  St.  Mary's  Falls,  Michigan.  The 
canal  on  the  American  side  begins  just  above  the  entrance  to  the 
American  ship  canal  and  above  the  Soo  rapids.  The  water  is  con- 
ducted through  this  canal  to  a  power  house  located  below  the  rapids 
at  the  point  shown  on  the  map.     On  account  of  the  value  of  the 


Fig.  382.— Prairie  du  Sac  Plant  of  the  Wisconsin  River  Power  Co. 

land  this  canal  was  designed  for  a  velocity  of  flow  of  about  seven 
and  one-half  feet  per  second  with  full  load  of  the  plant,  which  was 
designed  for  about  40,000  H.  P.  requiring  a  capacity  with  available 
head  of  16.2  feet,  of  about  27,200  cubic  feet  per  second.  (See  Engi- 
neering News  of  August  4th,  1898.) 

Figure  379,  page  598,  shows  the  plan  of  the  hydraulic  develop- 
ment of  The  Economy  Light  and  Power  Company  at  Joliet,  Illi- 
nois. The  entire  installation  as  shown  is  owned  by  this  company. 
The  fall  available  is  about  eleven  feet  and  is  developed  by  a  con- 
crete dam  which  creates  the  upper  basin  along  which  the  power 
plant  has  been  constructed.    The  water  flows  through  the  flume 
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Fig.  383,  page  602,  illustrates  the  gen- 
eral plan  of  a  possible  method  of  devel- 
opment of  the  Peshtigo  River  Company. 
The  fall  available  is  shown  by  the  profile 
given  in  Fig.  384,  page  602. 

The  plan  originally  contemplated  the 
construction  of  a  dam  above  High  Falls 
of  sufficient  height  to  back  the  water 
over  Twin  Falls,  and  to  either  develop 
the  power  at  High  Falls  and  Johnson's 
Falls  independently  or  conduct  the  water 
by  a  canal  to  Mud  Lake,  thence  to  Perch 
Lake,  thence  to  the  head  works  to  be 
built  above  Johnson's  Falls,  where  a 
head  of  about  no  feet  would  have  been 
available.  Legal  complications  in  re- 
gard to  the  diversions  of  water  prevented 
the  single  development,  and  a  plant  utiliz- 
ing about  80  feet  of  head  has  been  con- 
structed at  High  Falls. 

This  plant  is  located  directly  in  the  old 
stream  bed  at  the  foot  of  the  falls,  re- 
ceives its  water  directly  frcwn  the  reser- 
voir through  several  steel  penstocks,  and 
discharges  it  through  draft  tubes  directly 
into  the  river  below*  The  spillway  and 
six  tainter  gates,  which  control  the  reser- 
voir level  during  high  water,  discharge 
into  a  new  channel  east  of  the  former 
falls  (see  Fig.  385,  page  603). 

Figure  386  shows  the  plan  of  the 
power  development  at  Trenton  Falls, 
New  York.  The  upper  portion  of  the 
fall  is  developed  by  a  dam  about  sixty 
feet  in  height,  which  is  connected  by  an 
eighty-four  inch  pipe  line  with  the  tur- 
bine located  in  the  power  house  about 
two  miles  below.  The  turbines  used  in 
this   development  .are  the   Foumeyron 
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turbines,  which  are  described  in  Chapter  XV,  and  are  illustrated  by- 
Fig.  322,  page  514. 

Figure  387  is  .  a  general  plan  of  the  water  power  develop- 
ments at  Niagara  Falls.  The  first  development  was  that  of  The 
Niagara  Falls  Hydraulic  and  Manufacturing  Company.  By  means 
of  a  canal  the  water  is  taken  from  the  upper  end  of  the  rapids  and 


Fig.  387.— Niagara  Falls  Power  Development. 
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conducted  to  the  lower  bluff  on  the  American  side,  and  distributed, 
by  open  canals,  to  various  plants  located  along  this  bluff. 

The  second  plant  constructed  was  that  of  The  Niagara  Falls 
Power  Company,  in  which  power  is  developed  by  the  vertical  shafts 
connecting  with  a  tail-water  tunnel  which  discharges  into  the  river 
just  below  the  new  suspension  bridge. 


Fig.  388.— Plant  of  the  Niagara  Falls  Hydraulic  and  Manufacturing  Co.  (see 

page  607). 

On  the  Canadian  side  are  shown  three  plants. 

The  Ontario  Power  Company  secures  its  water  supply  from  the 
upper  portion  of  the  rapids,  conducting  it  through  steel  conduits 
to  a  point  above  the  power  house  and  thence  by  penstocks  to  the 
wheel,  located  in  the  gorge  below  the  falls. 

In  the  plants  of  The  Toronto  and  Niagara  Power  Company  and 
The  Canadian-Niagara  Power  Company,  the  water  is  taken  from 
above  the  Falls  and  discharges  through  penstocks  to  wheels  located 
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at  the  base  of  a  shaft  and  thence  into  tunnels,  discharging  into  the 
river  at  a  point  below  the  Falls. 

Figure  388,  page  606,  illustrates  the  plant  of  The  Niagara  Falls 
Hydraulic  and  Manufacturing  Company,  which  is  supplied  by 
water  from  the  hydraulic  canal  above  mentioned.  The  water  is 
conducted  from  the  forebay  by  a  vertical  penstock  to  which  is  at- 
tached several  wheels  which  deliver  the  water  into  a  tail-race  tun- 
nel and  thence  into  the  gorge  below. 

The  plant  aixang^ents  above  described  are  typical  of  many  now 
in  use  both  in  this  country  and  in  Europe.  It  is  at  once  obvious  that 
in  considering  this  subject  each  particular  location  is  a  problem  by 
itself  which  must  be  considered  in  all  its  bearings;  but  an  under- 
standing of  the  designs  and  arrangements  already  in  use  forms  a 
satisfactory  basis  from  which  a  judicious  selection  can  be  made 
with  suitable  modifications  to  take  care  of  all  the  conditions  of 
topography  and  other  controlling  conditions. 
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CHAPTER  XX 

PRINCIPLES  OF  CONSTRUCTION  OF  DAMS 

dga.  Object  of  Construction. — ^A  dam  is  a  structure  designed  to 
hold  back  or  obstruct  the  flow  and  elevate  the  surface  of  water. 
Such  structures  may  be  built  for  the  following  purposes : 

First :  To  concentrate  the  fall  of  a  stream  so  as  to  admit  of  the 
economical  development  of  power. 

Second :  To  deepen  the  water  of  a  stream  so  as  to  facilitate  navi- 
gation and  to  so  concentrate  the  fall  that  vessels  may  be  safely 
raised  from  a  lower  to  an  upper  level  by  means  of  locks. 

Third :  To  impound  or  store  water  so  that  it  may  be  utilized  as 
desired  for  water  supply,  water  power,  navigation,  irrigation,  or 
other  uses. 

Fourth :  In  the  form  of  mine  dams  or  bulk  heads  to  hold  back  the 
flow  of  water  which  would  otherwise  flood  mines  or  shafts  or  cause 
excessive  expense  for  its  removal. 

Fifth :  As  coflFer-dams  for  the  purpose  of  making  accessible,  usu- 
ally for  construction  purposes,  submerged  areas  otherwise  inacces- 
sible. 

293.  Dams  for  Water  Power  Purposes. — The  primary  object  of 
a  dam  constructed  for  water  power  purposes  is  to  concentrate  the 
fall  of  the  stream  so  that  it  can  be  developed  to  advantage  at  one 
point  and  so  that  the  water  thus  raised  can  more  readily  be  deliv- 
ered to  the  turbines  through  raceways  and  penstocks  of  reasonable 
length.  This  object  is  occasionally  accomplished  for  small  devel- 
opments in  rivers  with  steep  slopes  and  high  velocities  by  the 
construction  of  wing  dams  which  occupy  only  a  portion  of  the  cross- 
section  of  the  stream,  but  cause  a  heading  up  of  the  water  and  direct 
a  certain  portion  of  the  flow  into  the  channel  or  raceway  through 
which  it  flows  to  the  wheels.  In  streams  of  moderate  slope  the  dam 
must  extend  entirely  across  the  stream  in  order  to  concentrate  suf- 
ficient head  to  be  of  practical  utility. 

Wing  dams  can  be  used  at  the  head  of  high  falls  where  only  a 
portion  of  the  volume  of  flow  can  be  utilized,  as  at  Niagara  Falls, 
or  in  rapid  rivers  where  a  portion  of  the  flow  is  to  be  directed  into 
a  narrow  channel  for  utilizing  low  heads  by  means  of  undershot  or 


Digitized  by 


Google 


Available  Head.  609 

J^oat  wheels,  as  is  frequently  done  for  irrigation  purposes.  Where 
the  full  benefit  of  both  head  and  volume  is  to  be  utilized  the  dam 
must  extend  from  bank  to  bank  and  be  constructed  to  as  g^eat  a 
height  as  possible. 

294*  Height  of  Dam. — ^To  utilize  a  river  to  the  maximum  extent 
the  highest  dam  practicable  must  be  constructed. 

The  height  of  a  dam  may  be  limited  by  the  following  factors : 

First :  The  overflow  of  valuable  lands  above  the  dam  site. 

Second :  The  interference  with  water  power  rights  above  the  point 
of  development. 

Third :  The  interference  with  other  vested  or  public  rights. 

Fourth :  The  cost  of  the  structure. 

The  value  of  the  power  that  can  be  developed  by  means  of  a  pro- 
posed dam  will  limit  the  amount  that  can  be  expended  in  the  pur- 
chase or  condemnation  of  property  aflFected  by  backwater  from  the 
dam  and  the  cost  of  its  construction.  These  are  among  the  ele- 
ments of  the  cost  of  the  project  and  must  be  considered  together 
with  other  financial  elements  before  a  water  power  project  can  be 
considered  practicable. 

In  considering  backwater  and  its  effect  on  riparian  rights  both 
high  and  moderate  conditions  of  flow  must  be  considered.  The 
former  condition  gives  rise  to  temporary  interference,  often  of  lit- 
tle importance  when  affecting  purely  farming  property,  and  the 
real  or  fancied  damages  can  be  liquidated  by  securing  releases  from 
the  owners.  The  latter  condition  will  permanently  inundate  cer- 
tain low  lands  which  must  be  secured  by  purchase  or  condemna- 
tion. In  many  states  where  the  laws  of  eminent  domain  do  not 
apply  to  the  condemnation  of  property  for  such  purposes  it  is 
necessary  to  secure  such  property  by  private  purchase  before  the 
work  is  undertaken,  and  usually  before  the  project  becomes  known 
publicly,  for  in  such  cases  the  owner  of  a  single  piece  of  land  may 
delay  the  project  by  a  demand  for  exorbitant  remuneration,  from 
which  demand  there  is  no  escape  in  such  cases.  In  every  case  it 
is  desirable  that  riparian  and  property  rights  be  fully  covered  be- 
fore the  construction  of  the  works  actually  begins. 

295,  Available  Head. — Beside  the  question  of  backwater  the  ques- 
tion of  head  at  the  dam  is  important  both  in  relation  to  the  question 
of  interference  and  in  relation  to  the  question  of  power.  In  relation 
to  interference  it  is  an  easy  matter  with  a  known  length  and  height 
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of  dam  to  determine  by  calculatioa  from  a  nroperly  selected  weir 
formula  the  height  of  water  above  the  dam  under  any  condition  of 
flow.  To  determine  the  head  available  under  all  conditions  of  flow 
the  weir  curve  must  be  studied  in  connection  witl:  the  rating  curve 
as  discussed  in  Chapter  VIII. 

Two  conditions  of  flow  often  require  consideration  in  this  con- 
nection : 

First:  Where  a  considerable  portion  of  the  flow  is  being  utilized 
by  the  wheels  and  therefore  does  not  affect  the  head  of  the  dam. 

Second:  Where  the  water  is  not  being  used  by  the  wheels  and 
consequently  affects  the  head  of  the  dam. 

Both  of  these  conditions  should  be  studied  and  determined  in  ^^ 
lation  to  their  influence  on  both  backwater  conditions  and  power. 

296.  The  Principles  of  Construction  of  Dams. — ^The  general  prin- 
ciples for  the  construction  of  all  dams  are  similar,  and  are  as  fol- 
lows: 

First:  They  must  have  suitable  foundations  to  sustain  the  pres- 
sure transmitted  through  them,  which  must  be  either  impervious  or 
rendered  practically  so. 

Second:  They  must  be  stable  against  overturning. 

Third:  They  must  be  safe  against  sliding. 

Fourth:  They  must  have  a  sufficient  strength  to  withstand  the 
strains  and  shocks  to  which  they  are  subjected. 

Fifth:  They  must  be  practically  water-tight. 

Sixth:  They  must  have  essentially  water-tight  connections  with 
their  bed  and  banks,  and,  if  bed  or  banks  are  pervious,  with  some 
impervious  stratum  below  the  bed  and  within  the  banks  of  the 
stream. 

Seventh:  They  must  be  so  constructed  as  to  prevent  injurious 
scouring  of  the  bed  and  banks  below  them. 

The  application  of  the  above  principles  depends  on  the  material 
from  which  the  dam  is  to  be  built  and  on  local  conditions. 

297.  The  Foundation  of  Dams. — The  materials  used  for  the  con- 
struction of  dams  may  be  masonry,  which  includes  stone-work  and 
concrete-work,  reinforced  concrete,  timber,  steel,  loose  rock,  and 
earth.  Each  may  be  used  independently  or  in  combination.  Ma- 
sonry and  concrete  dams  must  be  built  upon  foundations  which  arc 
practically  free  from  settlement.  Masonry  dams  for  heads  of  per- 
haps forty  feet  may  be  safely  constructed  on  proper  pile  founda- 
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tion  or  sands  and  gravels,  with  proper  cut-off  precautions,  but 
materially  higher  dams  can  be  safely  built  only  upon  solid  rock. 
Reinforced  concrete  is  now  being  extensively  used  for  small  struc- 
tures and  is  not  as  seriously  affected  by  slight  settlement  as  in  the 
case  of  dams  of  solid  masonry.  There  is,  however,  little  flexibility 
in  structures  of  this  kind,  and  the  foundation  must  be  selected  in 
accordance  with  this  fact.  Timber  and  steel  possess  a  flexibility 
not  possible  in  concrete  construction  and  are  much  better  adapted 
to  locations  where  the  foundation  may  be  subject  to  settlement. 

In  construction  on  rock  foundation  it  is  usually  desirable  to  ex- 
cavate trenches  therein  in  order  to  give  a  bond  between  the  struc- 
ture of  the  dam  and  its  foundation.  It  is  also  essential  with  rock 
foundations  to  determine  whether  cracks  or  fissures  in  the  founda- 
tion extend  below  the  structure,  and  if  such  are  found,  they  must 
be  completely  cut  off. 

On  earth,  sand  or  gravel  foundations,  when  such  must  be  used, 
the  flow  which  would  take  place  through  these  materials  and  under 
the  structure  of  the  dam  must  be  completely  cut  off  by  the  use  of 
steel  or  timber  sheet  piling,  which,  if  possible,  should  be  driven 
from  the  structure  to  the  rock  or  to  some  other  impervious  stratum. 
If  no  impervious  stratum  is  accessible,  the  sheet  piling  must  be 
driven  to  such  a  distance  below  the  base  of  the  dam  that  the  fric- 
tion of  the  flow  of  water  under  it  will  reduce  or  destroy  the  head 
and  consequently  reduce  the  flow  of  water  to  an  inappreciable 
quantity  (see  Fig.  402,  page  625). 

298.  Strength  of  Dams. — A  dam  to  be  built  in  a  flowing  stream  • 
should  be  designed  with  a  full  appreciation  of  all  the  stresses  to 
which  it  may  be  subjected.  Of  these,  stresses  that  are  due  to  static 
pressure  can  be  readily  estimated  from  the  known  conditions.  The 
strains  due  to  dynamic  forces  are  not  so  fully  understood  or  easily 
calculated.  Where  the  structure  is  constructed  to  retain  a  definite 
head  of  water  without  overflow,  as  in  the  case  of  reservoir  embank- 
ments, the  problem  becomes  one  largely  of  statics  and  the  only 
other  stresses  to  be  considered  are  those  due  to  ice  action  and  the 
action  of  waves  on  the  structure.  When  a  dam  is  constructed  in  a 
running  stream  and  is  subject  to  the  passage  of  extensive  floods  of 
water  over  it,  frequently  accompanied  by  large  masses  of  floating 
ice,  logs  or  other  material  which  in  many  cases  may  strike  the 
crest  of  the  dam,  and  bring  unknown  and  violent  strains,  the  prob- 
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iem  becomes   largely  one  of 
experience  and  judgment- 

agg.  Flood  Flows. — Every 
dam  must  be  provided  either 
with  a  spillway  of  sufficient 
capacity  to  pass  the  maximum 
flood  or  with  waste  gates  by 
means  of  which  such  floods 
can  be  controlled.    A  consid- 
erable height  of  water  is  nec- 
essary in  order  to  pass  a  large 
volume  of  water  over  a  lim- 
ited spillway,  and  such  con-  | 
struction   usually   causes   too 
great  a  reduction  of  head  dur- 
ing    the    low    water    period.                                                                  i 
Large  capacity  is  often  best                                                                 ^ 
•secured  by  the  use  of  a  series                                                                 5 
of  gates  which  may  occupy  a                                                                 g 
part  or  the  entire  section  of  . 
the    dam     (see    Frontispiece                                                                 S 
and  Fig.  381,  page  600) .    Per-                                                                ^ 
haps  there  has  been  no  more                                                                 5 
'requent  cause  for  the  failure                                                                  ^ 
of  dams  than  inadequate  spill-                                                                  > 
ways.     Figure  389  shows  the                                                                 ^ 
dam    at    Black    River    Falls,                                                                S 
Wisconsin,    during  the   Jime                                                                 S 
flood   of    191 1,  when  a   dis-                                                                < 
charge  of  about  10,000  cubic                                                                | 
feet    per    second    more    than                                                               9 
filled   the   spillway   provided.                                                                 3 
In  October  of  the  same  year,  a                                                                 *^ 
flood  of  perhaps  40,000  cubic                                                                g 
feet  per  second  augmented  to 
about  twice  that  amount  by 
che  failure  of  two  large  reser- 
Dirs  on  the  Upper  Wisconsin 
I^iver,  cut  around  the  north 
end  of  this  dam  and  destroyed 
Tiost  of  the  business  district  of 
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Black  River  Falls,  with  a  loss  of  $1,000,000  or  more.    This  dam  was 
later  replaced  by  the  gate  section  shown  in  Fig.  390. 

The  passage  of  great  volumes  of  water  over  a  dam  involves  the 
expenditure  of  the  power  so  generated  upon  or  immediately  adjoin- 
ing the  structure,  and  unless  preparations  are  made  for  properly 
taking  care  of  this  immense  expenditure  of  power,  the  power  may 
be  exerted  in  the  destruction  of  the  structure  itself. 


Fig.  390. — Talnter  Gate  Section  of  the  New  Dam  at  Black  River  Falls. 

Figures  391  to  393  show  three  views  of  the  timber  crib  dam  at 
Janesville,  Wisconsin,  under  various  conditions  of  flow.  In  Fig. 
391,  page  614,  the  flow  of  the  river  is  comparatively  small  and  all 
of  the  water  is  being  used  in  the  power  plant,  none  passing  over 
the  dam.    In  Fig.  392,  page  614,  the  river  is  at  a  moderate  stage  and 
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the  greater  part  of  the  flow  is  passing  over  the  crest  of  the  dam. 
In  Fig.  393,  page  6i6,  some  four  or  five  feet  of  water  is  passing 
over  the  dam  and  the  power  that  is  developed  thereby  is  causing 
the  standing  wave  and  the  rough  water  shown  in  the  picture  bcloi* 
the  dam.  At  this  point  the  power  developed  by  the  fall  is  being 
expended  in  waVes  and  eddies,  which,  unless  properly  controlled, 
will  attack  and  injure  or  destroy  the  structure.  On  rock  bottom 
the  rock  itself  will  sustain  the  impact  of  flow  over  small  dams.  But 
where  the  rock  is  soft,  or  the  bottom  is  composed  of  material  that 
can  be  readily  disintegrated,  it  becomes  necessary  to  extend  the 
structure  of  the  dam  itself  in  the  form  of  an  apron  to  cover  and  pro- 
tect the  bottom. 


Fig.  391.— Timber  Crib  Dam  at  JanesviHe,  Wis.  (see  page  613). 

Figure  394,  page  617,  shows  the  Kilboum  dam  of  the  Southern 
Wisconsin  Power  Company  at  Kilbourn,  Wisconsin,  with  a  flood 
flow  of  fourteen  and  one-half  feet  of  water  passing  over  its  crest 

This  dam  is  constructed  with  an  adjustable  crest  and  was  orig- 
inally provided  with  a  timber  apron  about  100  feet  in  length.  This 
apron  was  gradually  destroyed  by  the  heavy  flood  flows  and  has 
been  replaced  by  a  shorter  but  heavy  concrete  apron,  shown  in  Fig. 

411,  page  651. 

The  two  ends  of  the  Kilbourn  dam  rest  directly  upon  rock  foun- 
dation. The  center  of  the  dam  is  supported  by  cribs  constructed 
to  fit  the  rock  bed. 

At  the  upper  face  of  the  dam  triple  sheeting  were  driven,  closely 
fitting  the.  rock  bed,  and  securely  fastened  to  the  dam  and  cribs 


Digitized  by 


Google 


Impervious  Construction.  615 

from  the  rock  up,  thus  practically  preventing  any  considerable  flow 
of  water  through  the  dam. 

During  high  floods  the  amount  of  power  expended  in  the  passage 
of  water  over  the  dam  will  exceed  60,000  horse  power.  The  entire 
surface  of  the  dam  exposed  to  air  at  times  of  low  water  is  con- 
structed of  reinforced  concrete,  attached  directly  to  the  timber  work 
by  steel  reinforcement.  By  this  design  a  structure  is  obtained  hav- 
ing all  the  advantages  of  the  flexibility  of  timber,  with  the  lasting 
qualities  of  masonry,  all  timber  work  being  submerged  under  every 
ordinary  condition. 

Figure  395,  page  618,  shows  the  dam  of  the  Marathon  Paper 
Mills  at  Rothschild  on  the  Wisconsin  River.    This  dam  was  built 


Pig.  392.— Janesvllle  Dam  With  Moderate  Water  (see  page  613). 

of  concrete  on  a  pile  foundation,  and  was  constructed  with  an  apron 
to  protect  the  sand  and  gravel  deposits  below  it,  built  of  concrete 
slabs  anchored  together  by  I-bar  joints  built  into  the  slabs.  No 
sheeting  was  placed  below  the  apron,  and  it  was  believed  that  if 
underwashing  occurred,  the  slabs  would  settle  and  limit  the  extent 
of  the  undermining.  The  heavy  flow  of  flood  water  through  the 
tainter  gate  section  destroyed  the  apron,  as  shown  in  Fig.  395. 
The  apron  has  since  been  replaced  by  one  of  heavy  timber  con- 
struction. 

300.  Impervious  Construction. — Masonry  dams  are  commonly 
made  impervious  by  the  structure  of  the  masonry  itself. 

In  timber  crib  dams  ordinarily  no  attempt  is  made  to  make  the 
structure  itself  water-tight,  but  the  top  and  upstream  side  are  usu- 
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ally  covered  with  water-tight  sheeting  to  prevent  the  water  pass- 
ing into  and  through  the  cribs.  Such  water  as  reaches  the  timber 
cribs  usually  passes  away  readily  through  the  open  structure  on  the 
down  stream  side  of  the  dam. 

In  the  construction  of  rock  filled  dams  the  same  condition  ordi- 
narily obtains.  The  dam  is  fairly  porous,  with  the  exception  of  its 
upper  face  which  is  made  practically  water-tight  by  the  use  of  con- 
crete, puddle,  or  some  impervious  paving. 

In  earthen  dams  the  finer  and  more  water-tight  materials  arc 
used  on  the  inner  slopes  of  the  embankment,  and,  in  addition 
thereto,  it  is  customary  in  large  and  important  works  to  use  a  core 


Fig.  393.— JanesvlUe  Dam  Under  High  Water  (see  page  613). 

of  concrete  or  puddle  to  effectively  prevent  the  passage  of  water 
through  the  structure. 

Pervious  foundations  may  be  made  water  tight  by  the  use  of  a 
sheet  piling  driven  well  below  the  river  bed,  and  by  the  extension 
of  the  base  of  the  structure  so  that  the  head  will  be  destroyed  by 
the  necessary  length  of  flow  of  seepage  water.  The  foundations  of 
the  dam  of  the  Olympic  Power  Company  on  the  Elwha  River,  was 
successfully  replaced,  after  the  lower  section  was  washed  out  under 
a  100  foot  head,  by  a  rock  filled  base  work  300  feet  long,  with  fiv'C 
lines  of  thirty  foot  steel  sheet  piling  below  the  fill  and  the  upstream 
face  made  practically  impervious  by  small  rock,  gravel  and  clay. 
(See  Engineering  Record,  March  28,  1914.) 

301.  The  Stability  of  Masonry  Dams. — ^The  external  forces  act- 
ing on  a  masonry  dam  are  the  water  pressure,  the  weight  of  the 
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masonry,  the  reaction  of  the  foundation,  ice  and  wave  pressure  near 
the  top,  wind  pressure,  and  back  pressure  of  the  water  on  the  down 
stream  side.  The  action  of  these  forces  may  cause  a  dam  to  fail  by : 
(i)  Sliding  on  the  base  or  on  any  horizontal  plane  above  the 
base. 

(2)  Overturning. 

(3)  Crushing  the  masonry  or  foundation. 

If  the  dam  be  built  of  rubble  masonry  there  will  be  no  danger  of 
failure  by  sliding  on  a  horizontal  joint  above  the  foundation  and 
experience  has  shown  that  where  a  good  quality  of  mortar  is  used 
it  can  be  depended  upon  to  prevent  sliding  in  concrete  and  stone 


Fig.  394.— Dam  of  the  Southern  Wisconsin  Power  Co.  at  Kllbourn,  Wis. 

(see  page  614). 

dams  having  horizontal  bed  joints.  The  joint  between  the  dam  and 
its  foundation  is  a  more  critical  point.  In  rock  foundation  steps  or 
trenches  should  be  cut  so  as  to  afford  good  anchorage  for  the  dam. 
In  the  case  of  clay,  timber  or  similar  foundations  the  dam  will  have 
to  be  made  massive  enough  so  that  the  tangent  of  the  angle  be- 
tween the  resultant  pressure  on  the  base  and  a  vertical  line  is  less 
than  the  co-efficient  of  friction  between  the  materials  of  the  dam 
and  the  foundation. 

It  is  customary  in  the  design  of  masonry  dams  to  proportion  the 
section  so  that  the  lines  of  resultant  pressure  at  all  horizontal  joints, 
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for  both  the  conditions  of  reservoir  full  and  reservoir  empty,  shaJ 
pass  through  the  middle  third  points  of  the  joints.  If  this  condi- 
tion is  fulfilled,  the  factor  of  safety  against  overturning  at  every 
joint  will  be  two,  and  there  will  also  be  no  danger  from  tensile 
stresses  developing  in  the  faces  of  the  dam. 

Investigation  has  shown  that  there  is  no  danger  of  crushing  the 
masonry  except  in  very  high  dams,  with  the  consideration  of  which 
we  are  not  here  concerned. 


Fig.  395.— Dam  of  the  Marathon  Paper  Mill  on  the  Wisconsin  River  at  Roths- 
child, Wis.  (see  page  615). 

302.  Calculation  for  Stability. — ^The  general  conclusion  may  there- 
fore be  stated,  that,  in  the  case  of  ordinary  masonry  and  concrete 
dams,  not  over  100  feet  in  height,  to  be  built  on  rock  foundationSi 
the  design  can  be  based  upon  the  condition  that  the  lines  of  pres- 
sure must  lie  within  the  middle  third  of  the  profile.  This  rule  mast 
be  modified  at  the  top  of  the  dam  to  resist  the  stresses  due  to  waves, 
ice,  etc.  The  force  exerted  by  ice  is  an  indeterminate  quantity  and 
the  tops  of  dams  must  therefore  be  proportioned  in  accordance  with 
empirical  rules.  Dams  are  built  with  top  widths  varying  from  two 
to  twenty-two  feet,  the  broader  ones  usually  carrying  a  roadway. 
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Cofventry  suggests  the  following  empirical  rules  for  width  of  top 
abo've  water  level: 

(238)  1)  =4.0  + 0.07  H 

(239)  70  =  1.8  + 0.05  H 

Where  b  is  the  width  of  top,  y^  the  height  above  water  level  and  H 
the  «:reatest  depth  of  water,  both  faces  of  the  dam  will  be  vertical 
until  the  depth  y^,  is  reached,  where  the  resultant  force  passes  through 
the  middle  third  point.    Below  this  depth  the  general  rule  will  apply. 
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Pig.  396.— Profile  for  Analysis  of  Masonry  Dams. 

In  computing  the  water  pressure  against  the  dam,  it  is  best  to  con- 
sider the  water  surface  level  with  the  top  of  the  dam  in  order  to  allow 
for  possible  rises  due  to  floods,  etc.  Having  determined  the  top 
width,  b,  and  assuming  a  section  of  the  dam  one  foot  long,  the  height, 
y^  of  the  rectangular  portion  can  be  deduced  from  the  formula 

(240)  yi  =  bV8 

in  which  s  is  the  specific  gravity  of  the  material  of  the  dam. 

The  down-stream  face  of  the  dam  must  now  be  sloped  so  as  to  keep 
the  resultant  pressure,  with  the  reservoir  full,  at  the  limit  of  the  mid- 
dle third  of  the  length  of  any  joint  Dividing  the  remainder  of  the 
height  of  the  dam  into  lengths  convenient  for  computation,  the  length 
of  any  joint  (see  Fig.  396)  as  GH  may  be  fotmd  by  the  formula 


(241) 


OH— VB  +  C*  — C 
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in  which 


6xn(AreaABFE)         BH* 

(242)  B  = -— +  — — -  +  EF 

FH  8  FH 

where  m  •=»  distance  from  F  of  the  line  of  action  of  the  weight  d 
masonry  above  EF  and 

r  4(AreaABlTB)         1 

(243)  C  =  %  I — H-EF  I 

l  FH  J 

The  value  of  n  is  given  by  the  equation 


Mom.  of  ABFE  +  Mom.  of  EFHG 

(244)  = 

(AreaABHG) 

moments  being  taken  about  the  point  H. 

Equation  (241)  can  be  used  as  long  as  n  is  greater  than  one-third  the 
length  of  the  joint  When  this  condition  can  no  longer  be  satisfied 
with  a  vertical  face,  it  will  be  necessary  to  batter  the  upstream  face 
also,  so  that  the  lines  of  pressure  with  reservoir  full  and  empty  both 
lie  at  the  limits  of  the  middle  third  of  the  length  of  any  joint. 

The  length  of  the  joints,  as  IJ,  may  now  be  found  by  the  formula 


/  BK»        /GH        (AreaABHG)  \2    /  (AreaABHG)       GH  . 

^V +(  — + = )-( — +  — ) 

8HKV2  HK  /VhK  2/ 

and  the  value  of  KJ  is 

2  (AreaABHG)     (U  —  3m)  —  (HK  X TSP) 

(246)  KJ=: — - — — - — — 

6  (AreaABHG)  +  HK  (2GH  +  U) 

In  high  dams  two  more  stages,  governed  by  the  compressive 
strength  of  the  masonry,  would  have  to  be  considered,  but,  within 
the  limit  of  height  set  above,  the  formulas  given  are  sufficient 

The  position  of  the  line  of  pres3ure  may  be  readily  determined 
also  by  graphical  methods. 

In  the  case  of  overfall  dams,  which  are  necessarily  subjected  to 
dynamic  forces,  which  are  more  or  less  indeterminate,  the  design  can- 
not be  so  closely  figured. 

303.  Further  Considerations. — ^The  preceding  analysis  does  not 
take  into  account  the  possibility  of  an  upward  pressure  from  below 
the  dam,  due  to  the  pervious  character  of  the  foundation,  or  to  cracks 
and  fissures,  by  means  of  which  the  pressure  of  the  head  water  may 
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be  transmitted  to  the  base  of  the  dam.  This  factor  is  commonly  ig- 
nored in  dam  construction  but  should  be  considered,  and  allowance 
should  be  made,  at  least  partially,  for  upward  pressure  which  will 
be  equal  to  the  head  at  the  upstream  side  of  the  dam  and  reduced  lo 
a  minimum  at  the  lower  toe  or  at  suitable  drains  constructed  to  re- 
lieve such  pressure. 

In  most  cases,  the  foundation  must  be  so  prepared  as  to  reduce 
the  upward  pressure  to  a  minimum.  This  may  usually  be  done  by  the 
careful  preparation  of  the  foundation  to  prevent  inflow,  or  by  the 
construction  of  drains  from  the  interior  of  the  foundation  to  the  lower 
face.  In  many  cases  a  series  of  drainage  wells  connected  with  a 
drainage  system  should  be  constructed  at  intervals  across  the  heel  of 
the  dam,  and  for  dams  under  high  heads  grout  may  be  forced  into  a 


Pig.  397. — Section  of  SplUway  of  the  Gatun  Dam. 

series  of  holes  in  the  foundation  rock  just  above  the  dam  to  advantage. 
The  construction  of  a  dam  with  a  vertical  overfall,  unless  provi- 
sion is  made  for  the  admission  of  air,  will  result  in  the  formation  of 
a  partial  vacuum  below  the  sheet,  and  a  certain  extra  resultant  head 
on  the  structure  due  to  the  same.  The  vertical  overfall  is  also  fre- 
quently objectionable,  on  account  of  the  action  of  the  falling  water 
on  the  bed  of  the  stream  immediately  adjacent  to  the  dam,  and  on  the 
foundation  of  the  dam  itself.  It  is  frequently  desirable  to  g^ve  the 
lower  face  of  the  dam  a  curved  outline,  in  order  to  guide  the  water 
smoothly  over  the  dam,  and  deliver  it  approximately  tangentially  to  the 
stream  bed,  and  in  extreme  cases,  a  series  of  baffles  to  destroy  the 
velocity  resulting  from  the  overfall  is  desirable.  An  example  of  this 
type  of  construction  is  shown  in  the  Gatun  dam  (see  Figure  397). 
The  spillway  of  this  dam  is  760  feet  long,  and  lies  in  a  circular 
arc,  directing  the  discharge  into  a  concrete  lined  waste  channel  285 
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feet  wide.  A  system  of  baffles,  consisting  of  two  rows  of  obstructions 
with  open  spaces  between  them,  was  introduced  at  the  toe  of  the  dam.* 
The  convex  surface  of  the  dam  should  be  of  such  form  that  the 
water  will,  through  gravity,  adhere  to  it.  An  example  of  a  dam  with 
a  curved  face  is  shown  by  Figure  398  which  is  a  section  of  the  dam 
of  the  Holyoke  Water  Power  Company.    Two  views  of  the  dam,  one 


Fig.  398. — Cross^ection  of  Dam  of  Holyoke  Water  Power  Ca 
Figure  402,  page  625,  shows  a  section  of  the  reinforced  concrete 
dam  of  the  Wisconsin  River  Power  Company  at  Prairie  du  Sac,  Wis- 
consin.    This  dam  creates  a  maximum  head  of  thirty-four  feet,  the 
upper  fourteen  feet  of  which  is  controlled  by  forty-one  tainter  gates, 
each  twenty  feet  in  width.    This  dam  is  constructed  * 
gravel  foundation,  and  is  sustained  by  thirty  foot  pile 
reduced  by  fifty  foot  interlocking  steel  piling,  driven  a 
at  the  upper  face  of  the  dam,  and  the  toe  is  protected 
interlocking  steel  sheeting.    Below  the  concrete  toe  a  \ 
one  and  one-half  feet  in  thickness  and  thirty  feet  in  v 
This  mattress  is  held  in  place  by  a  row  of  round  pil 
together  eight  feet  above  the  lower  edge.    The  space  between  the  aproo 
and  the  piles  over  the  mat  is  filled  with  riprap. 

^  Sec  Engineering  Record,  June  4,  1910. 
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Fig.  400.— Holyoke  Dam  During  Flood  (see  page  622). 
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Figure  403,  page  626,  shows  a  cross-section  of  that  portion  of  the 
new  dam  at  Austin,  Texas,  which  has  recently  been  constructed  to 
replace  the  portions  of  the  original  dam  destroyed  in  1900.  A  length 
of  520  feet  of  the  old  dam  remains  in  place  and  is  utilized  in  the  new 
construction.  The  foundations  are  soft,  seamy  limestone  and  have 
been  filled  with  grout;  and  a  cutoff  wall  has  been  sunk  in  the  lime- 
stone to  such  depth  that  it  is  below  pervious  material.  The  crest  of 
the  new  portion  is  nine  feet  lower  than  that  of  the  old  dam^  or  fifty- 
one  feet  above  low  water.    Flood  gates  fifteen  feet  Ivigh  are  carried  on 

the  crest,  aggregating  a  total  length 
of  spillway  of  1,091  feet  The 
gates  are  automatic  in  action,  being 
of  the  leaf  type,  which  turn  about 
rockers  when  the  center  of  pressure 
of  water  rises  to  a  certain  point* 
The  O.  G.  curve  for  overfall  dams 
of  this  character  should  be  kept  at 
or  above  the  parabolic  path  that  the 
water  would  take  in  a  free  fall  with 

t»      -A^     «    ..        -  »r  ^  «  «         the  initial  horizontal   velocity  cor- 
Plg.  401.— Section  of  McCall  Ferry  ,.       ^     ^i_      ,      ,       /     ^ 

Dam  (Bng.  Rea).    (See  page  622.)     respondmg  to  the  depth  of  water 

on  the  dam. 
From  equation  47,  page  115,  the  flow  over  one  foot  of  crest  will 
equal, 

(247)  q  =  vh  =  m(f)v"2g  hV        hence 

(248)  v  =  m(|)v"2gh 

The  abscissa  of  the  parabola  is  jr  =  vt,  in  which  t  =  time  in  seconds. 
The  ordinate  is,  y  -=  %^^S  hence 

g 

(249)  y  = x» 

2v^ 

IS  the  equation  of  the  parabola.* 

.  When  a  curved  face  is  impracticable  or  undesirable  and  the  bed 
of  the  stream,  below  the  dam,  is  not  of  suitable  material  to  resist  the 
impact  of  the  falling  water,  some  form  of  apron  must  be  provided. 
Sometimes  the  dam  is  divided  into  steps  over  which  the  water  falls 
in  numerous  cascades.     Such  a  dam  is  shown  in  Fig.  404,  page  627. 


♦  Engineering  Record,  May  29.  1915. 

♦Turneaure  &  RusseU's  "Public  Water  Supplies/'  Section  446. 
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FigTiOS. — Cross-section  of  the  New  Dam  at  Austin,  Tex.  (see  page  624) 


This  is  the  timber  crib  dam  constructed  for  the  Montana  Power  Com- 
pany, near  Butte,  Montana.  In  this  case  the  cells  are  composed  of 
timber,  laid  alternately  in  each  direction,  with  a  considerable  spaa 
left  between  them,  instead  of  being  built  solid  as  in  the  Kilboura  dam. 
These  cells  were  filled  with  broken  stone,  and  the  upstream  side  of  the 
dam  was  planked  with  sheeting  in  order  to  make  the  structure  water- 
tight. When  the  water  was  admitted  behind  the  dam  a  portion  of  the 
structure  was  forced  out  of  alignment  by  the  crushing  of  the  timbers 
at  the  points  of  contact.  The  amount  of  this  displacement  and  4e 
cause  of  the  same  is  quite  clearly  shown  in  the  cut. 

Figure  405,  page  628,  is  a  section  of  the  Sewall  Falls  dam,  showing  a 
similar  method  of  resisting  the  impact  of  the  overflow. 

304.  Types  and  Details  of  Dams. — ^The  types  of  dams  are  so  nu- 
merous, and  the  details  of  construction  vary  so  greatly  with  every  lo- 
cality, that  an  entire  volume  would  be  necessary  to  adequately  cover 
this  subject    As  the  subject  Is  already  well  covered  in  many  special 
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Fig.  405.— Timber  Dam  at  Sewall  Falls.     (Bng.  News,  VoL  XXXI.) 


treatises  and  articles,  no  attempt  will  be  made  to  discuss  this  subject 
in  the  present  edition.  Numerous  references  are  given  to  books  and 
articles  in  which  special  forms  of  construction  are  discussed  and  de- 
scribed. 
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14,  1908.  Detailed  account  design  and  construction  of  dam  on  Eel 
River,  which  involves  features  of  interest  due  to  character  of  stream 
and  foundation. 
12,  Henry,  D.  C.  Hydraulic  Dam  Construction  on  Conconcully  Dam,  Wash- 
ington. Eng.  Rec,  April  3,  1909.  Illus.  Describes  experience  and 
difDculties  met  in  construction. 

23.  Core-Wall  in  a  River  Wing  Dam  at  Moline,  111.    Eng.  Rec.,  February  e. 

1909.  Illstrates  and  describes  construction  of  a  core-wall  to  meet 
extraordinary  conditions. 

24.  Finkle,  F.  C.    Arrowhead  Hydraulic  Fill  Dam.    Eng.  Rec,  April  3,  1909. 

News.  Description  of  construction  of  highest  earth  dam  in  the  world. 

25.  Schuyler,  Jas.  D.,  and  Editorial.    The  Slide  in  the  Hecaxa  Hydraulic  Fill 

Dam.    Eng.  News,  July  15,  1909.    Notes  on  design  and  failure. 

26.  Galvin,  P.    A  Big  Goldfield  Dam  in  New  Zealand.     Aust  Min.  Standi 

December  15,  1909.  Description  of  construction  of  Ewebum  Dam 
and  difDculties  of  earth  embankment  and  impervious  clay  face. 

27.  Ready,  O.  T.    Construction  of  Belle  Fourche  Dam.     Eng.  Rec,  April  2, 

1910.  Description  of  construction  of  dam  for  irrigation  in  Sonth 
Dakota. 

28.  D'Rohan,  W.    Rubble  Walls  for  Eastern  Dams  with  Short  Discussion  of 

Other  Cores.  Engng.  Cont,  January  18,  1911.  Opinions  of  various 
engineers  in  England  and  America. 

29.  A  Masonry  Faced  Earth  Dam  Having  Unusual  Features.    ETngng.  Cont, 

April  12,  1911.  Description  of  earth  dam  with  heavy  upstream  wall 
of  rubble  masonry. 

80.  Repairing  the  Earth  Dam  of  the  Julesburg  Reservoir.    Eng.  Rec,  April 

29,  1911.  Description  of  method  repairing  a  break  caused  by  up- 
ward pressure. 

81.  Dawson,  A.  S.    The  Horseshoe  Dam  on  the  Bow  River.    Engr.  (London), 

June  23,  1911.  Description  of  large  dam,  long  high  earth  embank- 
ment and  reinforced  concrete  spillway. 

82.  Dickerson,  H.  L.    Methods  and  Cost  of  Constructing  a  500,000  Yard  Earth 

Fill  Dam.  Engng.  Cont,  July  19,  1911.  Description  of  work  for 
Willow  River  Land  ft  Irrigation  Co. 

38.  McPherson,  A.  M.  Earth  Dams.  Can.  Engr.,  August  10,  1911.  Considers 
preliminary  and  construction  work  in  connection  with  earth  dams. 

34.  Johnston,  Clarence  T.  The  Design  of  Earth  Dams.  Eng.  Rec,  Septem- 
ber 23,  1911.  Discussion  of  principles  governing  design  of  earth 
dams. 

85.  Lippincott,  J.  B.  The  South  Hairvee  Elarth  Dam  and  Reservoir  of  the 
Los  Angeles  Aqueduct  Eng.  Rec,  February  3,  1912.  Description  of 
construction  where  earth  fill  delivered  in  dump  cars  was  fitted  to 
place  by  nozzle  streams. 
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86.  Miller,  Harlan  D.  A  Discussion  of  Embankments  Which  Are  Intended 
to  Withstand  a  Head  of  Water.  Engi.  and  Cont,  October  28,  1912. 
Discusses  causes  and  remedies  for  stopping  ezcessiye  seepage  and 
slips  in  embankments. 

37.  Holman,  J.  W.    Methods  and  Cost  of  Constructing  an  Earth  Dam  with 

Up-stream  Concrete  Paying  and  Core-WaU.    Engng.  Cont,  November 
13,  1912.    Describes  work  at  McAlester,  Okla.,  watei-works. 

38.  Minor,  E.  Sheldon.    Methods  Employed  in  Increasing  Height  of  an  Earth 

Dam  with  Reservoir  in  Service.    Engng.  Cont,  December  11,  1912. 
Describes  methods  used  at  Greenwich,  Conn. 

39.  Design  and  Construction  of  Oakley  Dam.    Eng.  Rec,  January  11,  1913. 

Illustrated  description  of  dam  145  feet  high. 

40.  Hydraulic  Fill  Dam  for  Water  Supply  of  C&mbrla  Steel  Works.    Eng. 

Rec,  February  15,  1913. 

41.  Blee,  0.  E.    Construction  Features  of  Bear  Creek.    Hydraulic  Fill  Dam. 

Engng.  Cont,  May  21,  1918.    Describes  work  of  Jordan  River  devel- 
opment, Vancouver  Island,  D.  C. 

42.  Baldwin,  E.  H.    Construction  of  the  Kackess  Dam,  Washington.    Eng. 

News,  May  15,  1913.    Account  of  earth  dam  sixty-five  feet  high. 

43.  Notes  on  Construction  of  Large  Earth  Dam  in  Somerset,  Vt    Eng.  News, 

December  25,  1913.    Describes  earth  flU  dam  without  core-wall. 

44.  Cleary,  A.  J.    The  Calaveras  Dam,  California.     Eng.  News,  October  1, 

1914.    Describes  a  fill  dam  240  feet  in  height 

45.  Wheelon,  J.  C.    A  Large  Hand  Built  Earth  Dam  at  Price,  Utah.    Eng. 

News,  October  15,  1914.    Describes  construction  methods. 
4$.  Holmes,  J.  A.    Preliminary  Investigations,  Construction   Sluicing,  and 
Core  Sampling  at  Somerset  Dam.     Eng.  News,  June  4,  1914.    Dis- 
cussion of  features  in  construction  of  large  earth  dam. 

BOCK  FILL  DAMS 

1.  Lake  McMillan  Dam,  Pecos  River,  N.  M.    Eng.  Rec.,  June  9,  1894.    De- 

scribes large  earth  and  rock  fill  dam. 

2.  The  Otay  Dam.    Eng.  Rec.,  September  28,  1995,  p.  310;  Vol.  32,  p.  310. 

Description  of  rock  fill  dam  with  steel  core  encased  in  masonry  and 
concrete. 

3.  The  Nevada  County  EJlectric  Power  Company's  Dam.    Mining  and  Scien- 

tific Press,  February  8,  1896.    Description  of  locality  and  dam. 

4.  Russell,  W.  S.    A  Rock  Fill  Dam  with  a  Steel  Heart-wall  at  Otay,  Cal. 

Eng.  News,  March  10,  1898,  Vol.  39,  p.  157.    Description  of  Otay  Dam. 

5.  Welles,  A.  M    The  Castlewood  Dam.    Eng.  Rec.,  December  24,  1898,  Vol. 

39,  p.  69.    Description  of  masonry  dam  on  Cherry  Creek,  near  Den- 
ver. 

6.  Hardesty,  W.  P.    The  Castlewood  Rock  FlU  Dam  and  the  Canal  of  the 

Denver  Land  and  Water  Co.     Eng.  and   Min.  Jour.,  February  9, 
1899.    Describes  proposed  method  of  storage  for  irrigation. 

7.  Parker,  M.  S.    East  Canyon  Creek  Dam,  Utah.    Eng.  Rec,  September  2, 

1899,  Vol.  40,  p.  313.    Describes  dam  similar  to  Otay  Dam. 
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8.  The  Goose  Neck  Canyon  Dam.    Eng.  Rec.,  March  10,  1900,  Vol.  41,  p.  218. 

DescribeB  rock  fill  dam  faced  with  steel  plate. 

9.  Hardesty,  W.  P.    A  Rock  Fill  Dam  with  Steel  Core  Across  East  Canyon 

Creek,  Utah.  Eng.  News*  January  2,  1902,  Vol.  47,  p.  14.  Descrip- 
tion of  dam. 

10.  Reconstruction  of  the  Castlewood  Dam.    Eng.  Rec,  Jnly  12,  1902.    Re* 

pairs  after  it  had  been  leaking  badly. 

11.  The  Plant  of  the  Pike's  Peak  Power  Co.    Bug.  Rec,  July  19, 1902.    Gen- 

eral description  of  plant.    Dam  is  granite  fill,  steel  faced. 

12.  Construction  of  Dam  of  Nevada-Califomia  Power  Co.    Eng.  Rec,  August 

3,  1907.    Describes  dam  to  be  built  of  loose  rock  puddled  on  upper 
side. 
18.  Spencer,  Hobert.    Crocker's  "Reef  Dam  cross  Hudson  at  Ft  Edward. 
Eng.  Rec,  October  5,  1907.    Illustrates  and  describes  rock  fill  dam 
built  in  connection  with  improvement. 

14.  Hanens,  Fred  W.    Government  Dam  across  Rock  River  at  Sterling  in. 

Eng.  News,  August  5,  1909.  Description  of  conditions  and  construc- 
tion of  dam.  Overflow  portion,  rock-filled  crib  dam,  remainder  ve^ 
tically  revolving  gates  in  sluiceways. 

15.  Debenham,  A.  J.    Methods  and  Cost  of  Constructing  a  Rock  Fill  Dam 

with  Concrete  Face  in  Australia.  Engng.  Cont,  October  25,  1911. 
From  paper  before  Sydney  ESng.  Soc.  concerning  Frome  Dam. 

16.  CShaughnessy.  W.  M.    Construction  of  the  Morena  Rock  Fall  Dam,  San 

Diego,  Cal.  Proc.  A.  S.  C.  E..  October,  1911.  History  of  water  sup- 
ply and  detail  description  of  dam. 

17.  A  High  Rock  Fill  Dam  with  Concrete  Facing  in  Colorado.    Eng.  Rec, 

November  4,  1911.  Detailed  description  of  a  dam  with  crest  125  feet 
above  valley. 

18.  General  Method  of  Constructing  a  Rock-fill  Dam,  125  Feet  High.    Engng. 

Cont,  December  25»  1912.  Describes  construction  of  dam  in  Colo- 
rado. 

19.  Meier,  E.  E.    Method  and  Cost  of  Constructing  Two  Dams  at  Santa  Ft, 

N.  M.  Engng.  Cont,  November  13,  1912.  Describes  conatruction  of 
uncoursed  rubble  dam  and  rock-fiU  dam  with  core  walL 

20.  Rio  Grande  Reservoir  Dam.    Eng.  Rec,  November  9,  1912.    Describe! 

composite  riprapped  earth  and  rock-fill  dam. 

21.  Construction  of  the  Morena  Rock-fiU  Dam,  San  Diego  County,  California. 

Proc  A.  S.  C.  E.,  January  and  March,  1912.  Discussion  of  the  paptf 
by  W.  M.  O'Shaughnessy. 

22.  Fogg,  P.  M.    Rock-fill  Diversion  Dam  With  Concrete  Core  Wall.    Engng. 

Cont.,  April  9,  1913.    Describes  dam  of  Minidoka  Irrigation  Project 

MAS0I7BT  DAMS 

1.  ABhhurst,  F.  H  Reconstruction  of  the  Bhim  Tal  Dam,  Kumaon,  India. 
Proc.  Inst  C.  E.,  Vol.  75,  p.  202,  1884.  Describes  methods,  material 
and  quantities  used. 
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2.  Tansa  Dam,  Bombay  Water  Works.    Eng.  News,  June  80,  1892,  pp.  646-7; 

Eng.  Rec.,  December  19,  1891,  p.  40,  VoL  27.  General  description  of 
masonry  dam  9,0\;i>  feet  long. 

3.  New  Croton  Dam  for  the  New  York  Water  Supply.    Eng.  News,  June  2, 

1892,  Vol.  27,  pp.  552-3;  R.  R.  Gaz.,  October  14,  1892,  Vol.  24,  p.  763. 
Very  general  discussion. 

4.  Folsom  Dam  at  Folsom,  California.    R.   R.  4b  Eng.  Jour.,  July,  1892^ 

pp.  315-8.    Details  of  construction. 
6.  Vymwy  Dam  for  the  Liverpool  Water  Works,  England.    R.  R.  4b  Eng. 
Jour.,  September,  1892. .  Illustrated  description. 

6.  Ck>ncrete  Masonry  Dam  of  the  Butte  City  Water  Company,  Montana. 

Eng.  News,  December  15,  22,  1892,  Vol.  28,  pp.  554,  584.  Descrip- 
tion and  specifications  for  arch  dam. 

7.  Periyar  Concrete  Dam  in  India  for  Irrigation  Purposes.    Engr.  Lond., 

November  25,  December  2,  9,  1892;  Eng.  Rec,  December  31,  1892| 
pp.  92-3.    Description  of  conditions,  dam,  power  development,  etc. 

8.  McCulloh,  Walter.     Sodom  Dam,  New  York.     Trans.  Am.   Soc.  C.  E.i 

March,  1893,  Vol.  28,  pp.  185-199.  Discussion  by  members  of  society. 
Trans.  Am.  Soc.  C.  E.,  May,  1898,  Vol.  28,  pp.  348-351.  Data  and 
description  of  method  of  constructing  dam. 

9.  Carroll,  Eugene.    Basin  Creek  Dam  for  Water  Works  of  Butte,  Montana. 

Eng.  News,  August  17,  1893,  Vol.  30,  p.  189.  Construction  methods 
for  arch  dam. 

10.  PMrth,  Chas.    Concrete  Dams  on  the  Coosa  River,  Alabama.    Eng.  News, 

February  20,  1896,  Vol.  35,  p.  76.    Methods,  cost  data,  etc. 

11.  Schuyler,  Jas.  D.    Sweetwater  Dam.    Eng.  News,  April  7  and  October 

27,  1888.    Illustrated  description. 

12.  Savage,  H.  N.    Repair  and  Extension  of  the  Sweetwater  Dam.    Eng. 

Rec,  March  12,  1896.    Alterations  of  arched  dam  after  flood. 

13.  The  Cold  Spring,  New  York,  Concrete  Dam.    Eng.  Rec,  July  11,  1896, 

Vol.  34,  p.  105.    General  notes  of  heavy  masonry  section. 

14.  Remscheid  and  Chemintz  Water  Works.    Engr.,  London,  July  31,  1896, 

Vol.  82,  p.  118.    Describes  masonry  dam  for  water  supply  purposes. 

15.  New  Arched  Dam  at  Nashua,  New  Hanipshire.    Eng.  Rec,  August  8, 

1896,  Vol.  34,  p.  181.    Description  and  discussion  of  t3i;>e. 

16.  Fanning,  J.  T.    Report  on  Austin,  Texas,  Dam.    Eng.  News,  August  18» 

1892. 

17.  Report  of  the  Austin  Board  of  Public  Works,  Austin,  Texas.    Eng.  News, 

January  26,  1893,  Vol.  29,  pp.  88-90.  Gives  report  on  controversy 
as  to  design. 

18.  Groves,  E.  W.    Dam  at  Austin,  Texas.    Eng.  News,  January  26,  1893,. 

Vol.  29,  pp.  87-88.    Data  and  description  of  construction  methods. 

19.  Snyder,  F.  E.    The  Colorado  River  Dam  at  Austin,  Texas.    Eng.  New8» 

August  2,  1894,  Vol.  32,  p.  89.     Dimensions,  quantities,  costs,  etc. 

20.  Designs  and  Contract  for  Rebuilding  Colorado  River  Dam   at  Austin,. 

Texas.    Eng.  News,  April  14,  1910. 

21.  Tbe  Proposed  Steel-faced  Concrete  Arch  Dam,  Ogden,  Utah.    Eng.  Rec.» 

March  6  1897,  VoL  35,  p.  291.  Description  and  details  of  construc- 
tion. 
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22.  Thompson,  Sanford  E.     The  New  Holyoke  Water  Power  Dam.     Eng. 

News,  May  13,  1897,  Vol.  37,  p.  292.  Full  account  of  various  phases 
of  work. 

23.  Homey,  Odus  C.    Concrete  Water  Power  Dam  at  Rock  Island  Arsenal 

Jour.  W.  Soc  Engs.,  June,  1897,  VoL  2,  pw  339.  Construction  features 
data  and  discussion. 

24.  Schuyler,  James  D.    The  Construction  of  the  Hemet  Dam.    Jour.  Assn. 

Engng.  Socs.,  September,  1897,  Vol.  19,  p.  81;  Ehig.  News,  March 
24,  1898;  Sci.  Am.,  September  25,  1897,  Vol.  77,  p.  200.  History  and 
methods  of  construction. 

25.  Rafter,  G.  W.,  Greenlach,  W.,  Horton,  R.  E.    The  Indian  River  Dam. 

Eng.  News,  May  18,  1899,  Vol.  41,  p.  310.  Discusses  storage,  spedfl- 
cations,  construction,  etc.  • 

26.  Crosby,  W.  O.    Geology  of  the  Wachusett  Dam  and  Aqueduct  Tunnel 

Tech.  Quar.,  June,  1899,  Vol.  12,  p.  68.  Gives  sections  and  general 
information. 

27.  The  New  Masonry  Dam  at  Holyoke.    Eng.  Rec.,  July  22,  1899,  Vol.  40, 

p.  166.    Describes  main  features. 

28.  Gould,  E.  S.    Earth  Backing  for  Masonry  Dams.    Eng.  Rec,  December 

23,  1899,  Vol.  40,  p.  703.    Brief  analysis  of  subject 

29.  The  Tariffville  Plant  Plans  of  Hartford  Electric  Light  Company.    Sn& 

Rec.,  March  24,  1900,  Vol.  41,  p.  275.  Plans,  construction,  featores, 
etc. 

30.  ninn,  Alfred  D.    The  Wachusett  Dam.    Eng.  News,  September  13,  1900; 

see  also  Eng.  Rec,  September  8,  19001  Detailed  discussion  of 
various  phases. 

31.  Heaman,  J.  A.    Description  of  a  Dam  and  Accompanying  Work  Bnilt 

for  the  Water  Commissioners.  London,  Ont  Can.  Soc  of  Civ.  Engrs^ 
April  24,  1902,  VoL  16,  p.  137;  see  also  Eng.  Rec,  July  26,  1902. 
Describes  work  to  replace  timber  dam. 
82.  The  Spier's  Falls  Dam  of  the  Hudson  River  Water  Power  Company. 
Eng.  News,  June  18,  1903,  Vol.  49,  p.  552.  DescrlpUon  of  dam  and 
other  features  of  plant 

33.  Morton,  Walter  Scott    A  Hew  Water  Power  Development  at  New  MI1« 

ford,  Connecticut  Eng.  Rec,  February  13  and  20,  1904,  VoL  49, 
pp.  187-230.    Describes  dam  and  plant  of  10,500  H.  P.  development 

34.  Dams  for  the  New  Plant  of  the  United  Shoe  Machinery  Company,  Ber- 

erly,  Massachusetts.  Eng.  Rec,  September  2,  1905,  Vol.  52,  p.  227. 
Describes  structures  and  methods  used  on  three  dams. 

35.  Shedd,  Geo.  G.    The  Garvin's  Falls  Dam,  Canal  and  Hydro-Electric  Plant 

Jour.  Assn.  Eng.  Soc,  October,  1905,  VoL  35,  p.  119.  Description  of 
conditions,  structures,  etc. 

36.  Flinn,  Alfred  D.    Dams  for  the  CatskiU  Water  Works.    Harvard  Engn^ 

Jour.,  November,  1905.  A  brief  article  on  principle  dams  for  the 
increased  supply  of  N.  Y.  City. 

37.  Gowen,  Chas.  S.    Changes  at  the  New  Croton  Dam.    Trans.  Am.  Soc 

C.  E.,  March,  1906,  Vol.  56,  p.  32.  Discusses  changes  in  design  with 
special  reference  to  foundation. 
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88.  The  Pedlar  River  Concrete  Block  Dam.  Lynchburg  Water  Works.  Bng. 
Rec,  May,  12,  1906,  Vol.  53,  p.  584.  Description  of  structure,  meth* 
ods  and  details. 

39.  Knowlton,  Howard  L.    A  Remarkable  Dam  at  Delwood  Park,  lUinois. 

Elng.  Rec»  February  9,  1907.  Unusual  dam  and  bridge  construction 
of  reinforced  concrete. 

40.  New  Croton  Dam.     (Serial)  Engng.  (London)  April  12,  1907. 

41.  Wegmann,  Edw.    Design  of  New  Croton  Dam.    Proc.  A.  S.  C.  E.,  Janu- 

ary, 1907.    Considers  problems  of  design. 

42.  Henry,  D.  C.  and  Hbbeon,  B.  A.    Experiments  on  Idaterlals  for  Cold 

Springs  Dam,  Umatilla  Irrigation  Project,  Oregon  Eng.  News, 
March  7,  1907.  Outlines  project  and  gives  methods  of  sampling  and 
testing  materials  for  construction  of  large  earth  dam. 

43.  Baldwin,   E.   H.     Construction   on  the   Pathfinder   Dam,   North   Platte 

Project,  U.  S.  R.  S.  E^.  News,  October  29,  1908.  Description  and 
Information  concerning  construction  of  this  large  masonry  dam. 

44.  The  McCall's  Perry  Hydraulic  Electric  Power  Plant    Eng.  News,  Sep- 

tember 12,  1907,  YoL  58,  p.  267.  Detailed  description  of  plant,  con- 
struction, methods,  etc. 

45.  Standley  Lake  Dam  Near  Denver.    Bng.  Rec,  November  13,  1909.    De- 

scription of  one  of  the  highest  earth  dams. 

46.  Savage,  H.  N.    The  Shoshone  Dam  of  U.  S.  Reclamation  Service.    Eng. 

News,  December  9,  1909.    Description  of  concrete  dam.     (Arched.) 

47.  Eastwood,  John  S.    An  Arch  Dam  Design  for  the  Site  of  the  Shoshone 

Dam.  Eng.  News,  June  9,  1910.  Criticism  of  design  of  dam  as 
given  by  Savage's  article. 

48.  Cole,  D.  W.    The  Shoshone  Dam  of  the  U.  S.  Reclamation  Service.    Ebg. 

Rec  July  23,  1910.  Map  and  Illustrated  detailed  description  of 
method  of  construction.    7,800  W. 

49.  A   Multiple  Arch  Dam.    Eng.  Rec,   January  15,   1910.    Description  of 

concrete  arch  dam  at  Hume,  Cal. 

60.  The  Hume  Lake  Multiple  Arch  Dam.    CaL  Jour,  of  Tech.,  March,  1910. 

Principles  of  design  and  methods  of  construction. 

61.  Wegmann,  Edward,  and  Goldsborough,  J.  B.     The  Construction  of  the 

New  Croton  Dam.  Jour.  Am.  Soc.  Eng.  Contr.,  November,  1910. 
Account  of  steps  that  led  to  construction  of  this  dam,  and  detailed 
description  of  dam. 

62.  Schuyler,  Jas.  D.    The  Extension  of  the  Sweetwater  Dam.    Eng.  News, 

March  30,  1911.  Description  of  work  of  Increasing  height  cf  dam 
twenty  feet 

63.  The  Goat  Rock  Dam  of  the  Columbus  Power  Co.    Eng.  Rec.,  April  8, 

1911.    Description  of  concrete  dam. 

64.  Smith,  Chester  Watson.    The  Construction  of  the  Roosevelt  Dam.    Eng. 

Rec,  Dec  31,  1910.    Account  of  construction  problems  In  building 
dam  In  Arizona. 
66.  The  Roosevelt  Masoniy  Dam  on  Salt  River,  Arizona.    Eng.  News,  Jano^ 
ary  12,  1905,  Vol.  53,  p.  34.    Description  of  the  dam. 
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56.  Wade,  L.  A.  B.    Concrete  and  Masonry  Dam  Construction  in  New  Sontb 

Wales.    Inst.  C.  E.,  March  9,  1910.    Detailed  description  of  certain 
dams  for  storage  of  water. 

57.  Sherman,  Chas.  W.    Arched  Masonry  Dam  at  Las  Vegas,  New  Mexlca 

Eng.  News,  Octoher  27,  1910.    Description  of  local  conditions  and 
reasons  for  adopting  type  and  details. 

58.  Progress  of  Great  Barren  Jack  Dam  in  Australia.    Eng.  (London)  Sep- 

tember 23,  1910.    Details  of  structure  cyclopean  concrete,  one  of 
largest  of  kind  in  world. 

59.  McKay,  Geo.  A.    Difficult  Deep  Foundation  Work  at  Hauser  Lake  Dam, 

Montana.     Eng.   News,  June  22,  1911.     Detail  description  of  im 
portant  foundation  under  dam. 

60.  Smith,  Barrett    The  Construction  of  the  New  Hauser  Lake  Dam.   £ng. 

Rec.,  August  12,  1911.    Description  of  solid  concrete  gravity  sec^ 
tion  on  Missouri  River  near  Helena,  Mont. 
€1.  Kirlin,  S.    Water  Power  Dam  at  Keokuk.    Power,  September  5,  1911. 
Description  of  dam  thirty-two  feet  high  and  nearly  mile  long  acrosB 
Mississippi  River. 

62.  Barnes,  Wm.  T.    Construction  of  Arched  Masonry  Dam  at  Lob  Vegas, 

New  Mexico.    Jour.  N.  Eng.  W.  Wks.  Assn.,  December,  1912.  De- 
scription of  work  and  general  information. 

63.  The  New  Loch  Raven  Dam  at  Baltimore.     Eng.  Rec,  May  25,  1911 

Solid  masonry  dam  provided  with  drainage  ssrstem  to  prevent  seep- 
age through  the  masonry  and  upward  pressure  at  base. 

64.  Durham,  Chas.  W.    Methods  and  Costs  of  Rebuilding  South  Dam  at 

Lock  35  of  the  Illinois  and  Mississippi  CanaL    Engng.  Cent,  No- 
vember 13,  1912. 

65.  Ladshaw,  Geo.  E.     Multl  Differential  Arch  Dam.     Cornell  Civ.  Ensr- 

January,  1913.    Considers  methods  of  foundations,  form  work,  et& 

66.  Leaks  in  the  Assuan  Dam.    Engr.   (London)   May  2,  1913.    Argunenti 

to  prove  leaks  of  slight  moment. 

67.  Raising  the  Assuan  Dam.    Eng.  Rec,  June  28,  1913.    Describes  metbodi 

of  increasing  section. 

68.  Brown,  Sir  Hanbury.    The  Assuan  Dam  and  Its  Recent  Development 

£3ngr.  (London)  January  17,  1913;  also  Eng.  News,  January  23, 1913> 
History  new  work  and  benefits  expected. 

69.  Fowler,  Fred  H.    Heightening  the  Assuan  Dam  Across  the  Nile.  Bd& 

News,  September  30,  1909.    Account  of  new  work. 

70.  Webb,  A.  L.    The  Assuan  Dam  Protective  Works.    Builder,  Mard  9, 

1907.    Methods  of  prevention  of  erosion. 

71.  Fales,  B.  N.    The  Mississippi  River  Dam  at  Keokuk.    Engng.  (U.  S.)  No- 

vember 21,  1913.    Detailed  description  of  this  work. 

72.  Eastwood,  John  S.    The  New  Big  Bear  Valley  Dam.    Eng.  News,  Decan- 

ber  25,  1913.    Describes  design  and  construction  of  Califomia  dam. 

73.  Tillinghast,  F.  H.    The  Lahontan  Dam,  Truckee.    Carson  Irrigation  Pro- 

ject.   Blngng.  Cent,  February  12,  1913.    Description  of  design,  con- 
struction, etc 
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74.  Cole*  D.  W.    Making  a  Cut-off  Wall  by  Grouting  Fissured  Rock.    Lalion- 

tan  Dam.  Eng.  News,  April  3,  1913;  Bng.  Rec»  March  29,  1918. 
Description  of  method  used. 

75.  Foundation  for  Hale's  Bar  Dam.    Bng.  Rec,  February  15»  1913.    De- 

scribes use  of  pneumatic  caissons. 

76.  Arrowrock  Dam,  Boise.    Irrigation  Project    Eng.  Rec.,  February  22, 1913; 

also  Engng.  Cont.,  August  21, 1912.  Brief  description  of  highest  dam 
in  the  world. 

77.  Paul,  Chas.  H.    The  Arrowrock  Dam.    Jour.  Idaho  Soc.  of  Engrs.,  June, 

1912;  also  Eng.  News,  July  17,  1913;  Eng.  Rec,  September  6,  1913, 
and  Eng.  Rec  August  8,  1914.  Account  of  location  and  construction 
of  this  work. 

78.  Oakes,  J.  C.    A  Cofferdam  on  Sand  Bottom.    Ohio  River  Dam  No.  48. 

Eng.  News,  April  10,  1913  (from  Professional  Memoirs).  Describes 
methods  used. 

79.  Construction  of  the  Spaulding  Dam.    Eng.  Rec.,  August  9,  1913.    Design 

and  construction  of  very  high  dam  in  California. 

80.  Pneumatic  Caissons  for  Scotia  Dam.    Eng.  Rec.,  August  30,  1913;   see 

also  Engng.  Cont,  September  3,  1913.  Deals  with  foundation  meth* 
ods,  etc.,  of  this  work  on  N.  T.  State  Barge  Canal. 

81.  Hill,  Louis  C.    Elephant  Butte  Dam  Cbnstruction.    Eng.  Rec,  October 

14,  1913;  see  also  Eng.  Rec.,  May  17,  1913.  Describes  methods  and 
structure  on  Rio  Grande  River. 

82.  Seabury,  Geo.  T.,  Smith,  W.  F.  and  Flinn,  A.  D.    Kensico  Dam.    Eng. 

Rec.,  January  10,  1914;  Eng.  News,  April  9,  1914,  and  Eng.  News, 
May  21,  1914;  Eng.  News,  April  25,  1912.  Detailed  descripUon  ot 
this  work. 
88.  Reineking,  Y.  H.  Reconstruction  of  the  Elwha  River  Dam.  Eng.  Rec., 
March  28,  1914.  Account  of  placing  new  foundation  under  washed 
out  dam. 

84.  Huacal  Dam,  Sonora,  Mexico.    Proc.  Am.  Soc.  C.  E.  April-August,  1914. 

Describes  methods  and  design  of  concrete  arch  dam. 

85.  Method  of  Constructing  a  Concrete  Dam  and  Supplementary  Core  Wal) 

in  Permeable  Material  at  Toulon,  France.  Engng.  Cont,  July  8 
1914.  Abstract  from  Ann.  des  Ponts  et  Chaussees,  January-Febru 
ary,  1914. 

86.  Patch,  W.  W.    The  Lost  River  Multiple  Arch  Curved  Dam.    Eng.  News, 

April  30,  1914.  Describes  diversion  dam  of  U.  S.  Reclamation  Serv- 
ice on  Klamath  Irrigation  Project. 

REINFOBCKD  OONCBBTE  DAHS 

1.  A  Hollow  Reinforced  Concrete  Dam  at  Theresa,  New  York.    Eng.  News, 

November  5,  1903.    Description  of  an  early  hollow  concrete  dam. 

2.  A  Concrete  Steel  Dam  at  Danville,  Kentucky.    Eng.  Rec,  December  8, 

1904.    Description  of  new  dam  of  this  type  Joined  to  old  masonry 
dam. 
8.  A  Quickly  Erected  Reinforced  Concrete  Dam  at  Fenelon  Falls,  Ontario. 
Eng.  News,  February  9,  1906,  Vol.  53,  p.  135.    Description  of  hollow 
reinforced  concrete  dam. 
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4.  Hollow  Reinforced  Concrete   Dam  at  Schuylervllle,  New  York.    Bog. 

NewB»  April  27,  1905,  Vol.  53,  p.  447.  Describee  dam,  method  of 
closure,  etc. 

5.  A  Large  Reinforced  Concrete  Dam  at  Ellsworth,  Maine.     Eng.  Ne^ 

May,  1907.    A  short  description  of  a  hollow  dam  for  high  head. 

6.  Bancroft,  Geo.  J.    Design  and  Computations  for  a  Cellular  Reinforced 

Concrete  Dam.    Engng.  Cont.»  December  14,  1910.    Abstract  of  paper 
^  before  Col.  Sci.  Soc.    Description  of  dam  with  vertical  earth  filled 

cells. 

7.  Beardsley,  R.  C.    A  Criticism  of  a  Cellular  Dam  Design  and  a  Discussian 

of  "Reversed"  Dams.  Engng.  Cont,  February  1,  1911.  Discussion 
of  cellular  and  ''reversed"  dams  favoring  the  latter. 

S.  Porter,  Sam.  G.  Amity  Dam  in  the  Arkansas  River,  Colorado.  Eng. 
Rec.,  November  16,  1912.  Describes  development  of  reinforced  con- 
crete structure  on  a  sandy  bottom. 
9.  Boyles,  G.  H.  Construction  Features  of  the  Stony  River  Hollow  Con- 
crete Dam.  Eng.  News,  January  22,  1914.  Detail  description  of 
plant,  methods  and  difficulties. 

10.  Jordon  River  Dam  on  Vancouver  Island.    Ebg.  Rec»  January  17,  191i 
Describes  structure  126  feet  high. 

TIMBEB  DAMS 

1.  Parker,  M.  S.    Black  Eagle  Falls  Dam  at  Great  Falls,  Montana.    Trans. 

Am.  Soc.  C.  E.,  July,  1890,  Vol.  27,  pp.  5&-59;  Eng.  Rec,  October  8. 
1892,  p.  295.    Describes  conditions,  structure  and  methods. 

2.  Ulrich,  David.    Sewall  Falls  Dam  Across  Merrimac  River,  Near  Concord. 

New  Hampshire.    Eng.  News,  April  19,  1894.    Description  of  wooden 
dam. 
Z.  Pearsons,  G.  W.    Closing  the  Timber  and  Stone  Dam  at  Bangor,  Maine. 
Eng.  News,  July  26,  1894,  Vol.  32,  p.  64.    Describes  difficulties  and 
methods  used. 

4.  Brown,  Robert  Gilman.    Additions  to  the  Power  Plant  of  the  Standard 

Consolidated  Mining  Company.  Trans.  Am.  Inst.  liHning  Engra, 
September,  1896,  Vol.  26,  p.  319.  Describes  dams,  power  house,  ma- 
chinery, etc. 

5.  Ripley,  Theron  M.    The  Canyon  Ferry  Dam,  Canyon  Ferry,  Montana. 

Jour.  Assn.  Engng.  Soc.,  May,  1898,  Vol.  20,  p.  331.  Describes  tim- 
ber crib  dams  for  power  purposes. 

6.  The  Butte,  Montana,  Power  Plant    Ebg.  Rec,  March  5,  1898.    General 

description  of  three  dams  on  Bighole  River. 

7.  Carroll,  Eugene.    Construction  of  a  Crib  Dam  for  Butte  City  Water  Com- 

pany, Butte,  Montana.  Jour.  Assn.  Engng.  Soc.,  April,  1899,  VoL  22, 
p.  196;  see  also  Eng.  Rec,  February  3,  1900.  Describes  rock  fill 
crib  dam. 
S.  The  Reconstructed  Canyon  Ferry  Dam  Near  Helena,  Montana.  Bng. 
News,  April  26,  1900.  Additions  and  reinforcements  to  original 
structure. 


Digitized  by 


Google 


Literature.  643 

9.  Harper,  Jos.  H.  The  Reconstruction  of  Big  Hole  Dam,  Big  Hole,  Mon- 
tana. Jour.  Assn.  of  Engng.  Soc.,  April  1900,  VoL  24,  p.  239.  De« 
scrlptlon  of  methods  used  In  rebuilding  dam  that  partially  failed. 

10.  Tower,  J.  W.    Timber  Dam  at  Outlet  of  Chesuncook  Lake,  Penobscot 

River.    Eng.  News,  September  1,  1904.    Describes  timber  crib  dam 
for  storage  and  logging  purposes. 

11.  Parker,  O.  K.    A  Successful  Low  Timber  Dam  for  Broad  Sandy  River 

Channels.    Eng.  Rec,  December  5,  1908.    Description  of  methods  of 
construction. 

STEEL  DAMS 

1.  Fielding,  John  S.    The  Use  of  Steel  In  the  Construction  of  Dams.    Can. 

Arch.,  August,  1897.    Discusses  applications  of  material  and  designs. 

2.  Steel  Weir,  Ash  Fork,  Arizona.    Eng.  Rec.,  April  9,  1898,  and  Eng.  News, 

May  12,  1898.    Description  of  structure  and  details 

3.  Fielding,  John  S.    Proposed  Design  for  a  Steel  and  Concrete  Dam.    Eng. 

News,  November  16,  1899.    Proposes  method  of  design,  analysis  of 
design,  etc. 

4.  Balnbrldge,  F.  H.    Structural  Steel  Dams.    Jour.  West  Soc.  Eng.,  1906, 

Vol.  10,  p.  615.    Discussion  with  special  reference  to  Ash  Fork  Dam, 
presents  stress  analyses  and  details. 

5.  The  Hauser  Lake  Steel  Dam  in  the  Missouri  River  Near  Helena,  Montana. 

Ehig.   News,  November   14,   1907.     Description   of  structure   which 
failed  later  and  was  replaced  by  concrete  dam. 

6.  Wheeler,  J.  C.    A  Collapsible  Steel  Dam  Crest    Eng.  News,  October  3» 

1907.    Description  of  arrangement  to  handle  flood  waters. 

7.  Ramsbotham,  Joshua  F.    Fremantle  Graving  Dock.    Steel  Dam  Construc- 

tion for  North  Wall.    Proc.  Am.  Soc.  C.  E.,  February,  1913.    Detailed 
description  of  work  in  Australia  which  was  abandoned. 

DAM  FAILUBES 

1.  The  Johnstown  Disaster.    Eng.  News,  June  1,  8,  15  and  22,  July  13  and 

August  17,  1889.    Accounts  of  various  phases  of  the  catastrophe. 

2.  Washout  at  the  Pecos  Dam.    £teg.  Rec.,  August  26,  1893.    Very  general 

account 

3.  Failures  of  the  Bouzey  Reservoir  Dam.    Eng.  News,  May  9,  1896,  p.  312; 

Lon.  Bngr.,  May  31,  1895,  p.  383;  Eng.  News,  May  23,  1895,  p.  332. 
Discussions  of  dam,  reinforcements,  foundations  and  cause  of  failure. 

4.  Rickey,  J.  U.    Failure  of  Dam  at  Minneapolis,  Due  to  Previous  Weaken- 

ing Through  Ice  Pressure.    Eng.  News,  May  11,  1899.    Very  good 
account  of  causes  of  failure. 

5.  Recent  ETvents  at  the  Castlewood  Dam,  Castlewood,  Colorado.    Ehig.  Rec., 

May  19,  1900.    Report  of  investigating  committee. 

6.  The  Failure  of  Two  Earth  Dams  at  Providence,  Rhode  Island.    £^ig. 

News,  March  21,  1901.    Illustrated  account  of  disaster. 

7.  Taylor,  T.  V.    The  Austin,  Texas,  Dam  Failure.    Water  Supply  and  Irri- 

gation Paper  No.  40.    Eng.  News,  September  5,  1901;   Eng.  News, 
.    AprU  12,  1900. 
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8.  Destruction  of  Dams  In  the  South.    Eng.  Rec.,  January  11»  1902.    Yeir 

general  review. 

9.  The  FSallure  of  the  Dam  of  the  Columbus  Power  Ck>mpan7  at  Ck>lumlnis, 

Georgia.  Bng.  News,  January  28,  1902.  niustrations  and  short  ac- 
count 

10.  Johnson,  Robert  L.    Some  Thoughts  Suggested  by  the  Recent  Failure  of 

Dams  in  the  South.  Bug.  News,  March  20,  1902.  Discussion  of  low 
factors  of  safety  and  light  sections. 

11.  Hill,  W.  R.    A  List  of  Failures  of  American  Dams.    Eng.  Rec,  Septem- 

ber 27,  1902.  Address  to  Am.  Soc.  C.  E.  Reyiews  failures  and 
causes. 

12.  The  Break  in  the  Utica  Reservoir.    Eng.  Rec.,  September  27,  1902.    Yerr 

general  discussion  referred  to  earth  dams. 
18.  Hardeway,  B.  H.    Failure  of  Dams  Near  Anderson,  South  Carolina,  and 
at  Columbus,  Georgia.     Eng.  News,  January  9,  1902.     Discussion 
with  illustrations. 

14.  Hardeway,  B.  H.    Remarks  on  Recent  Failures  of  Masonry  Dams  in  tlie 

South.  Eng.  News,  February  6,  1902.  Study  of  stresses  dae  to 
shocks  and  other  causes  of  failure. 

15.  Whited,  Willis.    The  Failure  of  the  Oakford  Park  and  Fort  Pitt  Dam. 

Eng.  News,  July  23,  1908.    Discussion  of  causes  of  failure. 

16.  Robinson,  H.  F.    Construction,  Repairs  and  Subsequent  Partial  De8tra& 

tion  of  Arizona  Canal  Dam.  Eng.  News,  April  27,  1905.  Discus- 
sion of  rock  filled  crib  structure  and  causes  of  failure. 

17.  Murphy,  E.  C.    Failure  of  Lake  Avalon  Dam,  Near  Carlsbad,  New  Ham- 

sphire.  Bng.  News,  July  6,  1905.  Discusses  materials  of  ccm8tni& 
tion  and  probable  causes  of  failure. 

18.  Sixer,  F.  L.    Break  in  Hauser  Lake  Dam,  Montana.    Bng.  News,  April 

80,  1908.    Account  failure  steel  dam  foundation  troubles. 

19.  Undermining  of  a  Reinforced  Concrete  Dam  at  Pittsfleld,  Massachusetts 

Eng.  News,  April  1,  1909.  Gives  drawings  and  points  of  ^igineering 
interest  in  the  undermining  and  possible  methods  of  repair. 

20.  The  Partial  Failure,  Through  Undermining,  of  the  Zuni  Dam,  New  Mex- 

ico. Eng.  News,  December  2,  1909.  Account  of  accident  of  Septem- 
ber 6,  1909,  based  on  official  inyestigation,  with  a  general  descrip- 
tion of  the  dam. 

21.  McMillan,  Frank.    The  Failure  of  the  Fergus  Falls,  Minnesota,  Dam. 

Eng.  News,  October  14,  1909.  Account  of  construction  and  failare 
of  this  concrete  dam,  caused  by  floods. 

22.  Lyman,  R.  R.    Failure  of  an  Irrigation  Dam.    Bng.  Rec,  September  18, 

1909.    Account  failure  of  dam  in  central  Utah,  caused  by  bottom 

becoming  saturated  and  slipping. 
28.  Steere,  Smith  O.    The  Failure  of  a  Small  Concrete  Dam.    Eng.  Rec« 

January  1,  1910;  Eng.  News,  January  13,  1910.    Description  of  dam 

and  account  of  its  failure.     (Near  Dansville,  N.  Y.) 
24.  Longley,  Francis  F.    F\kilure  of  an  Earth  Dam  With  Concrete  Core  Willi 

at  Erindale,  Ontario.    Eng.  News,  April  14,  1910.    Account  of  dam 

that  failed  during  construction. 
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26.  Cracks  in  Concrete  Core  Wall  of  Little  Bear  Valley  Dam»  California. 
Eng.  New8»  August  25,  1910.  Sections  and  descriptions  of  cracks 
believed  to  be  due  to  temperature. 

26.  Uren,  F.  C.    The  Design  of  Resenroir  Dams  With  Some  Account  of  Fail- 

ures. Tran.  Inst  C.  E.  of  Ireland,  1910,  Vol.  36.  Discussion  con- 
siderations affecting  design,  causes  affecting  stability,  description  of 
failures  of  earth  and  of  masonry  dams. 

27.  The  Failure  of  a  Concrete  Dam  at  Austin,  Pennsylvania,  on  September 

30,  1911.-  Eng.  News,  October  5,  1911;  Eng.  Rec.,  October  7,  1910. 
Detailed  account  of  failure  with  editorial  comment  and  reprint  of 
article  on  partial  failure  which  occurred  January  23,  1911.  See 
also  Ehig.  News,  March  17,  1910. 

28.  Pence,  W.  D.    Failure  of  the  Dells  and  Hatfield  Dams  and  the  Devasta- 

tion of  Black  River  i?*alls,  Wisconsin,  October  6,  1911.  Eng.  News, 
October  19,  1911.  Report  of  this  disaster  due  to  overtopping  of 
earthwork  by  flood  water.  See  also  Eng.  Rec,  October  21,  1911; 
Eng.  Rec,  October  14,  1911. 

29.  Expert  Testimony  at  the  Austin  Dam  Investigation.    Ehg.  Rec,  Novem- 

ber 11,  1911.  Opinions  by  F.  P.  McKibben  and  by  Alfred  D.  Flinn 
concerning  failure  of  dam  in  Pennsylvania. 

SO.  Ignorance  of  the  Coefficient  of  Sliding  Friction,  Where  Rock  Substrata 
was  a  Cause  of  Dam  Failures.  Bngr.  and  Cont.,  November  1,  1911. 
Discussion  of  the  failure  at  Austin,  Pa.,  and  it  cause. 

31.  Freeman,  John  R.  Some  Thoughts  Suggested  by  the  Austin  Dam  Fail- 
ures Regarding  Text  Books  on  Hydraulic  Engineering  and  Dam  De- 
sign in  General.    Eng.  News,  October  19,  1911. 

42.  The  Austin  Dam  Failure.  Jour.  Assn.  Eng.  Soc,  June,  1912.  Paper  be- 
fore Boston  Soc.  C.  E.  on  Frank  McKibben's  paper,  giving  details 
of  construction  and  discussing  cause  of  failure. 

SS.  Ledoux,  J.  W.  Failure  of  Austin  Dam.  Pro.  Eng.  Club  of  Phila.,  Janu- 
ary, 1912.  Critical  discussion  construction  of  dams,  especially  Aus- 
tin, Pa.,  dam  that  failed. 

Si.  Hatton,  T.  Chalkley.  Some  Failures  of  the  Construction  and  Failure  of 
the  Austin,  Pennsylvania,  Dam.  Jour.  N.  B.  W.  Wks.  Adsn.,  Sep- 
tember, 1912. 

85.  Ryder,  Chas.  E.    Failure  of  Low  Concrete  Dam  Near  Shippensburg,  Penn- 

sylvania. Eng.  Rec,  February  17,  1912.  Account  failure  due  to  ice 
pressure,  improper  design  and  construction. 

86.  Longley,  Francis  E.    Failure  of  Dam  of  Ehrindale  Power  Company.    Eng. 

Rec,  April  27,  1912.  Brief  account  of  failure  of  earthen  dam  with 
core  wall  of  concrete  masonry,  in  Ontario. 

87.  Fuller,  Myron  L.    Dam  and  Embankment  F\kilures  in  1912.    Eng.  Rec, 

April  19,  1913.  Summary  of  failures,  causes  and  tsrpes  of  struc- 
tures. 

88.  Brossman,  Chas.    The  Riverside  Dam,  Indianapolis,  Indiana;    Its  Suc- 

cessive Failures  and  Repairs.  Eng.  News,  December  7,  1912.  IX> 
scribes  various  difficulties  and  repairs. 
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39.  Accident  at  Dam  Twenty-six  on  the  Ohio  River.    En^.  Rec,  May  17, 1918. 

Data  taken  from  Professional  Memoirs  of  the  Ck>rp8  of  Engineers. 

40.  Failure  of  the  Stony  River  Dam.    Eng.  News,  January  22,  1914.    Account 

of  break.  Eng.  Rec.,  January  24,  1914.  Account  of  break  and  rea- 
sons therefor.  Also  Seelye,  Theo.  E.  Jour.  Engr.  Soc.  of  Penn., 
April,  1914.    Description  of  dam  and  its  failure. 

41.  Hall,  N.  L.  and  Field,  J.  E.    Failure  of  the  Horse  Creek  Dam  in  Oolo* 

rado.  Eng.  Rec,  February  14,  1914.  Describes  structure  and  ad- 
vances reasons  for  failure. 

42.  Hinderlider,  M.  C.    Failure  of  the  Horse  Creek  Dam.    Eng.  News,  April 

16,  1914.    Discusses  cause  of  failure  and  methods  of  repair. 

43.  Jenson,  Jos.    Break  in  Hatchtown  Dam.    Eng.  Rec.,  June  27,  1914.  Hia* 

tory  of  structure  and  cause  of  break. 
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CHAPTER  XXI 

APPENDAGES  TO  DAMS 

305.  Movable  Dams. — ^The  height  of  a  dam  is  limited  in  the  man- 
ner hereinbefore  described.  It  will  be  noted  that  the  limit  is  that  im- 
posed by  high  water  conditions  and  that,  as  a  rule,  the  water  surface 
during  low  stages  could  be  raised  to  a  considerable  amount  without 
interference  with  the  riparian  owners,  if  at  the  same  time  flood  con- 
ditions could  be  provided  for.  In  order  to  provide  such  conditions, 
movable  dams  are  sometimes  constructed  which  will  permit  of  raising 
or  lowering  all  or  a  part  of  the  structure  as  the  stage  of  the  water 


Fig,  406. — ^U.  S.  Movable  Dam  on  Pile  Foundation,  McMechen,  W.  Va.  (Eteg. 
News,  VoL  54,  page  100). 

requires.  These  flexible  portions  of  the  dam  may  consist  of  a  gate  or 
series  of  gates,  which  can  be  raised  or  lowered.  Sometimes  a  con- 
siderable portion  of  the  dam  is  made  flexible  by  the  construction  of  a 
bear  trap  leaf,  which  is  usually  raised  and  lowered  by  hydraulic  pres- 
sure, and  by  means  of  which  the  head  of  water  can  be  readily  and 
rapidly  controlled.  Sometimes  the  entire  dam  is  made  movable  by 
the  use  of  Chanoine  wickets  (see  Figure  406)  and  similar  types 
of  dams,  a  part  of  which  may  be  removable  while  other  parts  arc 
folded  down  on  the  bed  of  the  stream,  allowing  the  flood  waters  to 


Digitized  by 


Google 


648  Appendages  to  Dams. 

pass  over  them.  Most  of  such  constructions  are  expensive  and  are 
used  most  largely  on  government  works  for  the  control  of  rivers  for 
navigation  purposes. 

The  objection  to  movable  dams  for  water  power  purposes  is  that  the 
reduction  in  the  elevation  of  the  head  water  by  their  use  commonly  so 
reduces  or  destroys  the  head  that  the  continuity  of  the  power  output 
is  interrupted.  The  same  objection  also  applies  to  any  gate,  flash 
board  or  other  device  designed  to  reduce  the  head.     Such  reduction 


Fig.  407.^Tainter  Gate  Section  of  the  Alpena  Power  Co.  (see  page  €49). 

is  usually  made  during  conditions  of  flow  tmder  which  the  natural 
head  that  would  obtain  is  already  at  a  minimum. 

306,  Flood  Gates. — Flood  gates  are  quite  commonly  used  in  wa- 
ter power  dams  to  control  or  modify  extreme  flood  heights.  These 
gates  are  commonly  designed  to  be  raised  so  as  to  permit  the  escape 
of  the  water  underneath  them.  The  tainter  gate,  in  some  of  its  modi- 
fications, is  perhaps  most  widely  used  for  this  purpose.  Fig.  390» 
page  613,  shows  a  cross-section  of  the  tainter  gate  dam  constructed 
to  control  the  flood  height  of  the  Black  River  at  Black  River  Falls, 
Wisconsin,  and  which  replaced  the  solid  section  of  limited  spillway 
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capacity  which  was  one  of  the  causes  of  the  heavy  flood  loss  to  that 
city  in  the  October  flood  of  191 1. 

Fig^ure  407,  page  648,  is  a  section  of  one  of  the  six  gates  designed 
for  the  dam  of  the  Alpena  Power  Company  at  Alpena,  Michigan. 
These  gates  are  operated  by  a  movable  hoist,  similar  to  Fig.  408  which 
travels  on  a  track  on  the  bridge  above. 


Fig.  408.— Movable  Talnter  Gate  Hoist. 

Figures  409  and  410,  page  650,  are  views  of  the  steel  tainter  gates 
constructed  in  the  upper  and  lower  United  States  Government  dams 
across  the  Fox  River  at  Appleton,  Wisconsin. 

In  the  dam  of  the  Southern  Wisconsin  Power  Company  at  Kilbourn, 
Wisconsin,  the  rise  of  the  flood  water  is  so  great  (about  sixteen  feet) 
that  it  was  found  impracticable  to  construct  lift  gates  to  reduce  the 
flood  heights.  In  this  case  the  crest  was  divided  by  piers,  into  twelve 
twenty-five  foot  sections.  Between  each  two  piers  a  twenty-five  foot 
gate  is  placed  (see  Fig.  411,  page  651)  which  can  be  lowered  into  the 
dam  six  feet,  thus  reducing  the  extreme  flood  height  by  that  amount. 
These  gates  are  of  steel  and  weigh  about  seven  tons  each.    They  may 
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Fig.  409.— Tainter  Gates  at  Upper  U.  S.  Gov.  Dam,  Appleton.  Wis.  (see 

page  648). 


Fig.  410.— Tainter  Gates  at  Lower  U.  S.  Gov.  Dam,  Appleton,  Wis.  (see 

page  648). 
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be  operated  by  an  electric  motor  or  may  be  manipulated  by  hand, 
should  occasion  require. 

Under  some  circumstances  the  use  of  gates  across  the  crest  of  a 
dam  is  not  without  danger.    Care  must  be  taken  to  see  that  ice  or 


Fig.  411. — Dam  at  Kilboum,  Wis.,  With  Movable  Crest,  Southern  Wisconsin 
Power  Co.   (see  page  648). 

floating  material  which  may  lodge  against  the  gate  piers  is  promptly 
removed  and  the  opening  kept  unobstructed.  In  general,  gates  should 
be  avoided  (except  as  an  auxiliary  means  of  flood  control)  in  rivers  used 
largely  for  the  floating  of  logs,  as  an  unusual  flood  may  bring  down 
such  a  mass  of  logs  as  to  be  beyond  control,  and  eflFectively  shut  off 


Digitized  by 


Google 


652  Appendages  to  Dams. 

the  gate  area.  Such  an  occurrence  resulted  in  a  heavy  loss  at  the 
Rothschild  dam  on  the  Wisconsin  River  in  the  October  flood  of  191 1. 
The  tainter  gates  were  kept  closed  in  order  not  to  endanger  the  apron, 
which  was  in  poor  condition  and  undergoing  reconstruction  (see  Fig. 
395?  P^gc  618),  until  the  flood  waters  above  the  dam  threatened  to 
seriously   injure  the  property  of  the   Marathon   Paper   Mills.    The 


Fig.  412.— Rothschild  Dam  of  the  Marathon  Paper  Mills  Daring  Flood  of 

October,  1911. 

gates  were  then  rapidly  opened,  and  the  rapid  fall  of  the  river  above 
the  dam  resulted  in  the  floating  boom  which  empounded  a  large  num- 
ber of  logs  just  above  the  dam,  catching  on  the  boom  piers  and  allow- 
ing the  logs  to  escape.  These  logs  effectively  clogged  the  gates,  and 
to  protect  the  mill  property  a  cut  was  started  around  the  opposite  side 
of  the  dam  which  was  rapidly  enlarged  by  the  river,  as  shown  in 
Figure  412.  This  new  channel  has  since  been  closed  at  a  large 
expense,  the  new  dam  being  about  the  same  length  as  the  dam  origi- 
nally constructed. 
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307.  Flashboards. — ^The  control  of  limited  variations  in  head  is 
commonly  accomplished  by  means  of  flashboards  which  are  widely 
used  for  this  purpose.  The  simplest  form  of  flashboard  consists  of  a 
line  of  boards  placed  on  the  crest  of  the  dam  (see  Fig.  413)  usually 
held  in  place  by  iron  pins  to  which  the  boards  are  commonly  attached 
by  staples.  The  object  of  flashboards  is  principally  to  afford  a  cer- 
tain pondage  to  carry  the  surplus  water  from  the  time  of  minimum 


Fig,  413.-^Fla8hboard8  and  Supports,  Rockford  Water  Power  Co. 

use  of  power  to  the  time  of  maximum  demand.  Incidentally,  the  head 
is  raised  and  the  power  is  also  increased  in  this  way.  The  supports 
of  the  flashboards  should  be  so  arranged  that  they  will  withstand  only 
a  comparatively  low  head  of  water  flowing  over  the  boards,  and  wiH 
be  carried  away  if  a  sudden  flood  should  raise  the  head  materially 
above  a  safe  elevation.  If  the  boards  are  so  supported  as  to  withstand 
the  discharge  of  heavy  floods,  they  will  form  a  permanent  portion  of 
the  dam  and  increase  its  fixed  elevation  to  such  an  extent  as  to  create 
damage  which  their  use  is  supposed  to  avoid.  Sometimes  the  pin? 
supporting  the  boards  are  made  so  light  that  they  must  be  held  in  posi- 
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tion  by  inclined  braces.  These  braces  are  sometimes  supplied  with 
steel  eye-bolts  through  which  is  passed  a  cable.  A  large  steel  waAer 
is  attached  at  one  end  and  a  winding  drum  at  the  other  (see  Fig.  413, 
page  653).  Commonly,  if  a  flood  is  anticipated,  the  boards  arc  re- 
moved and  stored  for  future  use.  If,  however,  a  sudden  flood  should 
arise,  the  inclined  braces  are  removed  by  winding  up  the  cable  and  Ae 
pressure  on  the  flashboards  bends  the  pins  and  the  boards  are  washed 
away.  The  expense  involved  by  the  loss  of  flashboards  is  not  exces- 
sive as  one  set  will  commonly  take  care  of  the  entire  summer  low  water 


Fig.  414.— Automatic  Drop-Shutter  for  Betiva  Dam,  India   (Eng.  Newik 

June  i,  1903). 

period.    The  expense  involved  in  their  use  is  therefore  only  the  cost 
of  one  set  of  flashboards  per  year. 

Sometimes  the  flashboards  constitute  a  permanent  but  adjustable 
part  of  the  dam  and  are  lowered  automatically  during  stages  of  high 
water  (see  Fig.  414;  also  Fig.  415,  page  655).  On  some  dams, 
especially  at  waste  weirs  of  canals  and  reservoirs  where  the  fluctuations 
in  height  are  inconsiderable,  the  dam  may  be  provided  with  a  foot 
bridge  which  makes  the  whole  crest  of  the  dam  accessible  at  all  times 
and  from  which  the  flashboards  can  be  readily  adjusted.  This  plan 
is  used  on  the  dam  across  the  Black  River  at  Hatfield,  Wisconsin  (see 
Fig.  416,  page  656)  which  is  however  also  provided  with  a  large 
tainter  gate  section.  Ordinarily,  on  rivers  subject  to  high  floods,  this 
type  of  construction  is  impracticable. 
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The  Pennsylvania  Water  Power  Company  has  installed  in  its  Mc- 
Call  Ferry  dam  a  system  of  flashboards  which  permits  them  to  hold 
the  head  water  to  a  maximum  of  four  feet  six  inches  above  the  con- 
crete crest  of  the  dam,  gaining  thereby  additional  head  under  ordinary 

flow  and  additional  storage  for  use 
during  low  flow. 

The  flashboards  are  built  of  one 
and  one-half  inch  plank,  in  sections 
4'6'^  X  i6',  and  are  supported  by 
vertical  steel  pins  set  in  pipe-bushed 
holes,  spaced  two  feet  six  inches,  in 
the  crest  of  the  dam. 

The  pins  are  so  dimensioned  that 
for  a  rise  in  head  water  of  nin^ 
inches  above  the  tops  of  the  flash- 
boards,  a  section  of  500  feet  in 
length  would  be  carried  away  and  a 
further  rise  of  six  inches  would 
carry  away  the  remaining  i>90O  feet 
For  better  determined  and  more  uni- 
form action,  the  pins  were  reduced 
in  diameter  by  a  circumferential 
groove  two  inches  above  the  crest 
of  the  dam,  the  diameter  at  this 
point  being  2  5/16'^  x  2%''  for  the 
1,900  feet  and  500  feet  sections, 
respectively.  The  flashboards  are 
handled  from  a  barge  equipped 
with  a  steam  operated  derrick. 
A  row  of  guard  pins  is  installed 
on  a  line  eighteen  inches  upstream  from  the  flashboard  pins,  spaced 
seven  feet  six  inches. 

In  some  dams,  instead  of  gates  or  flashboards,  vertical  stop  planks 
or  needles  are  used.  These  consist  of  planks  or  squared  timbers  that 
are  lowered  vertically  into  position,  stopping  off  the  opening  par- 
tially or  wholly,  as  desired.  They  are  commonly  supported  by  a 
shoulder  at  the  bottom  of  the  opening  and  one  or  more  cross  beams 
above. 

308.  Head  Gates  and  Head  Gate  Hoists. — ^It  is  usually  desirable 
to  control  the  water  at  the  inlets  to  the  head-race  flume  or  pipe  line 


FlS-  415. — ^Automatic  Flashboards  on 
the  Dam  at  Tallulah  Falls,  Qa. 
(see  page  664). 
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by  the  use  of  g^tes  which  may  be  closed  in  emergencies  or  for  the 
purpose  of  making  necessary  repairs  or  modifications  in  the  raceway 
through  which  the  water  is  diverted  to  the  plant.  In  northern  rivers 
it  is  also  found  desirable  to  prevent  the  entrance  of  ice  into  the  race-, 
way  either  by  the  construction  of  a  floating  or  fixed  boom  in  front  of 
the  gates  or  by  constructing  a  system  of  submerged  arches  (see  Fig. 
359,  page  566)  either  in  front  of,  or  as  a  part  of,  the  gate  ways. 


Fig.  416.— Dam  of  the  Wisconsin  Railway,  Light  and  Pow^r  Co.  at  Hatfield, 
Wis.,  Showing  the  Adjustable  Flashboords  (see  page  654). 

By  means  of  such  construction  the  floating  ice  or  other  floating  material 
may  be  diverted  from  the  raceway  an<i  passed  over  the  spillway  of 
the  dam. 

The  head  gates  must  be  sufficiently  substantial  io  allow  ,'the  race  to 
be  emptied  under  ordinary  conditions  of  water  and  to  protect  the  race- 
way under  flood  conditions. 

Figure  417,  page  657,  shows  the  details  of  the  head  gates  designed 
for  the  power  plant  at  Constantine,  Michigan.  A  rear  view  of  these 
gates  from  the  race  side  is  also  shown  in  Fig.  418,  page  658.  These 
gates  are  double  wooden  gates  with  concrete  gateways  and  are  arched 
over  between  the  piers  so  as  to  permit  the  passiage  of  men  and  teims. 
These  gates  are  designed  to  pass  about  2,000  cubic  feet  per  second. 

Figure  419,  page  659,  shows  a  set  of  double  wooden  gates,  the  posts 
and  braces  of  which  are  made  of  stfuctural  Steel  designed  for  (he  power 
plant  of  Mr.  Wait  Talcott,  at  Rockford,  Illinds. 
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In  the  Constantine  gates  the  gate  mechanism  is  geared  for  fairly 
rapid  operation  by  two  men.  The  Rockford  gate  apparatus  is  very 
simple,  the  gate  being  handled  with  a  capstan  bar  by  a  single  man  but 
at  a  much  slower  speed. 

Figure  420,  page  660,  shows  the  movable  head  gate  hoist  designed 
for  the  operation  of  the  head  gates  at  the  Kilboum  plant  of  the  South- 


ffrfialt  of  act9  OwdM. 


Fig.  417. — ^Details  of  Head  Gates  at  Constantine,  Mich,  (see  page  656). 

em  Wisconsin  Power  Company.    This  hoist  is  operated  either  by  hand 
or  by  an  electric  motor  not  shown  in  the  cut. 

309.  Fishwajns. — In  almost  every  state  fishways  are  required  by 
law  in  any  dam  constructed  on  natural  waterways.  These  fishways 
must  be  so  arranged  as  to  permit  the  free  passage  of  fish  up  the  stream. 
Their  actual  use  by  fish  is  however  comparatively  rare  and  their  prac- 
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tical  utility  is  doubtful.  Fig.  421,  page  661,  is  a  fishway  designed  by 
Mr.  L.  L.  Wheeler  and  constructed  in  the  dam  at  Sterling,  Illinois. 
The  Sterling  dam  is  a  timber  crib  dam  and  the  fishway  is  constructed 
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of  timber.  Fig.  422,  page  661,  shows  the  type  of  fishway  recommended 
by  the  Fish  Commission  of  the  State  of  Wisconsin  and  ordinarily  used 
in  that  state.    The  middle  diagram  in  Fig.  425,  page  664,  shows  a  fish- 
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ng.  420.— Head  Gate  Hoist,  Kllbourn,  Wis.,  for  the   Southern  'WliCODBto 
Power  Co.  (see  page  657). 

way  used  in  the  forty  foot  dam  of  the  Peninsular  Power  Company  on 
the  Menominee  River. 

The  purpose  of  these  fishways  is  to  afford  a  gradual  incline  through 
which  a  continuous  stream  of  water  of  comparatively  low  velocity  shall 
flow  and  against  which  the  fish  may  readily  swim.  Both  the  inlet  and 
outlet  should  be  below  low  water  and  the  outlet  should  be  in  such  a 
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Tig.  421.— Timber  Flshway  In  Dam  at  Sterling,  111.   (Bng.  News).     (See 

page  659.) 


iFlg.  422. — Fishway  of  Fish  Commission,  State  of  Wisconsin  (see  page  659). 
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position  that  the  fish,  when  they  ascend  the  stream  and  reach  die  dam, 
in  passing  from  one  side  to  the  other  in  searching  for  a  passage,  are 
naturally  led  to  the  point  where  the  flowing  water  is  encountered. 
The  slope  of  these  fishways  should  not  be  steeper  than  one  vertical  to 
four  horizontal,  and  the  water  should  be  so  deflected  that  the  velocity 
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SECTION  THROUOH  LOO'SLUICE 


Fig.  423. — ^Logway  In  the  Chesuncook  Timber  Dam  (Bng.  Rea,  Vid.  60^ 
page  70).     (See  page  663.) 

will  be  reduced  as  low  as  possible.    A  fishway  should  be  entirely  auto- 
matic and  free  from  all  regulating  devices.     It  is  usually  desirable  for 
the  openings  in  the  bulkheads  or  baffles  to  increase  progressively  irom 
the  lower  to  the  upper  one  in  order  to  insure  that  the  passages  of  the 
fishway  shall  be  full  of  water.    The  fishway  should  be  so  covered  as 
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tu  prevent  interference,  but  must  be  light  or  it  will  not  be  used  by  the 
fish. 

310.  LrOgways*— The  free  navigation  of  streams  for  logging  pur- 
poses is  provided  by  law  in  most  states  and  it  is  therefore  necessary 
where  logging  is  practiced  to  provide  ready  means  for  their  passage 


Fig.  424. — ^Logway  at  Lower  Dam,  Minneapolis,  Minn. 

over  or  through  the  dam.  Formerly  provision  had  to  be  made  for  the 
passage  of  rafts  but  in  most  cases  this  is  unnecessary  at  the  present 
time.  The  passage  of  logs  is  accomplished  in  the  Kilboum  dam  (see 
Fig.  411,  page  651)  by  the  lowering  of  any  one  of  the  flood  gates. 

Figure  423,  page  662,  shows  a  plan  and  section  of  the  log-sluice 
constructed  in  the  Chesuncook  timber  dam  on  the  Penobscot  River. 
A  section  of  the  spillway  of  the  dam  is  also  shown  in  the  same  figure. 
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Cross  Section  cfLo^S/(/Ke  and  ftshtVof, 
Pig.  425.— -Sections  Through  Log-Sluice  and  Fishway  in  the  Twin  Falls  Dam 
of  the  Peninsular  Power  Co.  (see  pages  659  and  666). 
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Figure  424,  page  663,  is  a  view  of  the  logway  in  the  lower  dam  at 
Minneapolis.  This  sluice  is  only  six  or  eight  feet  in  width,  and  the 
depth  and  quantity  of  water  flowing  is  controlled  by  a  bear  trap  leaf. 

Figure  425,  page  664,  shows  the  log-sluice  constructed  of  timber  in 
the  dam  of  the  Peninsular  Power  Company. 
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CHAPTER  XXII 

COST  OF  POWER  PLANTS  AND  OF  POWER 

311.  Cost  of  Water  Power  Development. — The  various  conditions 
under  which  water  power  is  developed  greatly  affect  the  cost  of  de- 
velopment. As  a  general  rule,  other  things  being  comparatively  equai» 
the  larger  the  power  developed  the  smaller  the  cost  of  development 
per  unit  capacity.  This  is  particularly  true  when  developments  of 
various  capacities  are  considered  on  the  same  stream.  Many  of  the 
features  of  the  development  must  be  essentially  the  same  regardless  of 
the  ultimate  capacity  of  the  plant.  This  is  especially  true  of  dams  and 
river  protection  work.  The  variation  in  cost  per  imit  capacity  of  van- 
ous  sized  plants  is  illustrated  by  Table  39. 

TABLE  39. 
Estimate  of  the  Cost  of  a  Hydro-Electric  Plant  at  Niagara  Falls.* 


Items. 


24-HouB  Power  Capacity. 


60,000  H.  P. 
Development. 


75,000  H.  P. 
Development. 


100.000  H.P. 
Develop- 
ment 


Tunnel    tail-race 

Headworks  and   canal 

Wheel  pit 

Power   house 

Hydraulic   equipment 

Electric    equipment 

Transformer  station  and  equipment 
Office  huilding  and  machine  shop.. 
Miscellaneous  


Engineering    and    contingencies    10 
per  cent 


Interest,  2  years  at  4  per  cent 

Total  capital  cost 

Per  horse  power 


$1,250,000 
450,000 
500,000 
800,000 
1,080,000 
760,000 
350,000 
100,000 
75,000 


$4,865,000 
485,000 


$5,350,000 
436,560 


$5,786,560 


$114 


$1,250,000 
450,000 
700,000 
450,000 
1,440,000 
910,000 
525.000 
100,000 
75,000 


$5,900,000 
590,000 


$6,490,000 
529,584 


$7,019,584 


$94 


$1,250,000 

450.000 

700,000 

600.000 

1,980,000 

1,400.000 

700.000 

100,000 

75,000 


$7,255,000 
723.000 


$7,980,000 
651,168 


$8,631,168 


$86 


♦  First  report  of  Hydro-Electric  Power  Commission  of  the  Province  ot 
Ontario,  page  15. 
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Other  things  being  comparatively  equal,  the  cost  of  development 
varies  inversely,  although  not  in  the  same  ratio,  as  the  head.  Thie 
reason  of  this  is  evident  from  the  fact  that  while  the  power  of  a  stream 
is  directiy  proportional  to  the  head,  the  power  output  of  a  turbine  in- 
creases as  the  three-halves  power  of  the  head.  With  double  the  head 
the  power  of  a  wheel  is  increased  almost  three  times. 

For  moderate  changes  in  head,  the  cost  of  the  turbines  will  vary  in 
proportion  to  their  size  and  not  their  capacity ;  so  that  the  cost  per  unit 
of  capacity  will  usually  decrease  considerably  with  the  head.  The  cost 
per  unit  of  capacity  of  other  features  of  water  power  plants  will  also 
frequently  decrease  as  the  head  increases.  This  is  particularly  true  of 
pondage  capacity  which  increases  in  value  directly  as  the  head  in- 
creases, although  the  cost  per  unit  of  land  overflowed  may  remain  con- 
stant The  relative  cost  of  high  and  low  head  developments  may  be 
illustrated  by  the  comparative  cost  of  two  plants  recently  desigfncd 
which  were  of  approximately  the  same  capacity  but  working  under 
different  heads.    The  comparison  is  as  follows : 

TABLB  40. 
Comparative  Coat  of  Water  Power  Plants. 


Head. 

CoflT  OP  Water  Power  Development. 

Capacity. 

Without 
dam. 

With 

With  dam 

and  electrical 

equipment 

With  dam,  electncal 

equipment  and 
tranRmission  line. 

00« 

18 
80 

63.50 
21. 

86 
89 

115 
60 

150 
'    90 

The  estimates  of  The  Ontario  Hydro-Electric  Power  Commission 
of  the  cost  of  various  hydro-electric  plants  proposed  in  Ontario,  fur- 
nish a  good  example  of  the  variations  in  the  cost,  per  unit  of  power, 
of  various  plants  under  various  conditions.  These  estimates  are  shown 
in  Table  41,  page  670. 

The  actual  costs  per  horse  power  capacity  of  various  complete  Amer- 
ican and  foreign  plants  are  shown  in  Tables  42,  page  671,  and  43, 
page  672,  respectively. 

312.  Cost  of  Water  Power. — ^The  cost  of  water  power  depends  on : 

First:  Cost  of  financing  including  discount  on  stocks  and  bonds,  in- 
terest during  construction,  cost  of  management  and  engineering,  and 
fixed  and.  operating  charges  until  the  plant  shall  reach  a  paying  basis. 


Digitized  by 


Google 


670 


Cost  of  Power  Plants  and  of  Power. 


Second:  The  investment  in  real  estate,  water  rights,  power  plant  and 
equipment,  transmission  lines,  sub-stations,  distribution  system,  and 
other  physical  features,  and  the  interest  which  must  be  paid  thereon. 

Third:  On  the  loss  from  the  depreciation  of  the  various  elements  of 
the  plant,  the  cost  of  maintenance  and  repairs,  the  cost  of  contingent 
damages  from  floods  or  other  accidents. 

TABLE  41. 

B9timate9  of  the  Cost  of  Developing  Various  Canadian  Powers  From  Reports 
of  Ontario  Hydro-Electric  Power  Commission. 


Location  of  Fropoted  Derelopment. 


Natuna 


▲▼aU- 


Power 
deirelop- 
ed,H.P. 


OOCtb 


OlMt 


<1)  Healey's  Falls,  Lower  Trent  River. 
Middle  Falls,  Lower  Trent  River... 

Raoney's    Fall    

Rapids  above  Glen  Miller 

Rapids   above   Trenton 


<2)  Maitland  River  

Saugeen   River   

Beaver   River    (Eugenia   Falls).. 

Severn  River   (Big  Chute) 

South  River  


(8)  St  Lawrence  River,  Iroquois,  Ont. 
Mississippi  River,  High  Falls,  Ont.  A 
Mississippi  River,  High  Falls.  Ont.  B 
Montreal  River,  Fountain  Falls,  Ont. 


(4)  Dog  Lake,  Kaminlstiquia  River., 

Cameron  Rapids  

Slate  Falls  


847 
847 
89 
89 
81 
81 


GO 
80 
85 
18 

18 

80(5) 
40 
420 
62(6) 


12 

78(7) 
78 
27 

810  (8) 
810 


40 

40 


8,000 
5,200 
6,000 
8,200 
8,200 

1,600 
1,833 
2,267 
4,000 
750 

1,200 
2,400 
1,100 
2,400 

18,676 
6,840 

16,850 
8,260 
8,686 
1,848 


1675,000 
475,000 
425,000 
360,000 
870,000 

825.000 
250,000 
291,000 
850.000 
115,000 

179,000 
196,000 
123,000 
214.000 

832,000 
619,700 
815,000 
600,000 
357,600 
280,000 


8S4^ 

9L17 

63.67 

109.» 

115.61 

906.12 
187.SS 
12&28 
87.50 
ISS^ 

149.1C 
SL25 

IfflLS 
89.16 

6LeO 
91.00 
50.00 

73-00 

97.00 

141.00 


(6)   Head  works  and  canal  less  expenaiTe 
(8)    Including  8,500  feet  of  head  water 


Third  Report;   (5)  Dam  rather  expensive, 
than  ordinary.    (7)   With  storage  developed, 
tunnel. 

Fourth:  The  operating  expenses,  including  labor,  oil,  waste,  and 
other  station  supplies  and  expenses,  including  also,  in  hydro-electric 
plants,  the  patrolling  and  maintenance  of  the  transmission  lines  and 
distribution  system. 

Fifth:  The  expenses  for  taxes,  insurance,  etc. 

The  total  annual  cost  due  to  the  above  sources  of  expense  is  the 
annual  cost  of  the  power  furnished  by  the  plant,  be  the  quantity  of  that 
power  much  or  little. 

The  investment  charge  should  be  liberally  estimated  and  should  in- 
clude the  entire  expense  of  development  as  above  outlined  including 
cost  of  installing  and  operating  any  auxiliary  power  plant  needed.  AD 
contingencies  should  be  carefully  and  liberally  estimated.     A  serious 
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error  in  tne  estimate  of  cost  caused  by  large  and  unexpected  contin- 
gencies in  construction  may  mean  a  commercial  failure  of  the  enter- 
prise. The  same  consideration  should  be  given  to  the  estimate  of  con- 
tingent expenses,  depreciation  and  operating  expenses,  and  each  other 
factor  on  which  the  financial  life  of  the  plant  depends. 

In  every  operating  plant  there  is  in  the  course  of  time  a  certain 
deterioration  or  reduction  in  value  due  to  ordinary  operation  and  the 
effect  of  the  elements.  In  the  consideration  of  any  power  plant  as  an 
investment,  allowance  must  be  made  in  the  annual  charges  for  a  sum 
sufficient  to  keep  the  original  investment  intact.  In  order  to  accom- 
plish this  an  allowance  should  be  made  on  each  feature  of  the  plant 
for  the  annual  reduction  in  value  or  deterioration.  The  amount  of 
depreciation  will  vary  with  the  character  and  use  of  the  machinery  or 
structure  and  should  be  estimated  with  the  best  possible  knowledge  of 
the  conditions  under  which  the  plant  will  be  operated,  fully  in  mind. 
Such  estimates  should  be  sufficiently  large  to  fully  cover  this  item  in 
order  that  the  feasibility  of  the  project  may  be  correctly  estimated. 

The  allowance  for  depreciation  in  an  operating  plant  should  be 
placed  in  a  sinking  fund  which  should  be  used  to  replace  the  various 
portions  of  the  plant  at  the  expiration  of  their  useful  life. 

313.  Annual  Cost  of  Developed  Power. — ^As  already  pointed  out 
the  annual  cost  of  operating  a  plant  includes : 

a.  Administration  and  operating  expense. 

b.  Maintenance  and  repairs. 

c.  Depreciation. 

d.  Interest,  insurance  and  taxes. 

Each  of  these  items  will  vary  with  the  duration  and  the  conditions 
under  which  the  power  plant  is  installed  and  operated.  The  method 
of  estimating  these  charges  is  shown  in  the  following  estimates  of  the 
cost  of  operation  of  the  Chicago  Sanitary  District  Hydro-Electric 
Plant  (see  Electric  World,  Feb.  28,  1906). 

Total  cost  of  deyelopment  and  tranBmlsBion 13,500,000.00 

ESTIMATE  OF  COST 

Interest  on  investment  at  4  per  cent 1140,000.00 

Taxes  on  real  estate  buildings,  etc 7,260.00 

Depreciation  on  buildings  at  1  per  cent 8,650.00 

Depreciation  on  water  wheels  at  2  per  cent 2,027.82 

Depreciation  on  generators  at  2  per  cent 1,824.60 

Depreciation  on  pole  line  at  8  per  cent 2,020.50 

Depreciation  on  other  electrical  appliances  at  3  per  ct  3,995.52 

Total  fixed  charges $161,187.94 
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OPERATmO  EXPENSES 

Power  and  milHitatlon  labor : 63,240.00 

Repairs  to  machinery  and  buildings 3,700.00 

Incidental   expenses 1,200.00 

Operating  Lawrence  avenue  pumping  station 43,960.00 

Operating  39th  avenue  pumping  station 120,380.06 

Interest  on  investment  39th  avenue  pumping  station  15,599.71 

'         .^.i^i^M 

Total  cost  to  sanitary  distHct -,4«,217.70 

Capacity  15,500  H.  P.    Cost  per  H.  P.  per  annum $26.40 

An  interesting  comparison  of  the  estimated  yearly  cost  of  various 
hydro-electric  generating  plants  is  given  in  the  various  reports  of  the 
Ontario  Hydro-Electric  Power  Commission  which  are  reproduced  in 
Table  44. 

TABLE  44. 
Estimated  Yearly  Operating  Expenses  of  Generating  Plant  From  Reports  of 
Ontario  Hydro-Electric  Power  Commission. 


Location  of  Plant 


I 


Big 


c 


8| 

Si 


a 
o 

t 

a 


I 


(1)  Niagara    plant 


{%)  Middle   Falls    

Healey's   Falls    

Two   above   combined... 


(3) 


Maitland   River 

Saugeen   River 

South    River    . . 

Severn       River 
Chute)     

Severn  and  Beaver  Riv- 
ers combined 


(Big 


60,000 
75,000 
100.000 

6.200 

8.000 

13.200 

1.600 

1,333 

750 

4,000 

6,267 


48,750 
73,125 
97.500 

4.990 
7.680 
12,670 


(4)  St.    Lawrence   River. 

Mississippi  River  High 
Falls    

Mississippi  River  High 
Falls    

Montreal  River  Foun- 
tain Falls  


(5)  Dog  Lake  

Cameron   Rapids 
Slate   Falls    


1.200 
2,400 
1.100 
2.400 

13.675 
6.840 

16.350 
8.250 
3,686 
1.843 


157.900 
70.200 
86.900 

11,875 
16.875 
23.000 

5,665 
4.840 
4.100 

17.488 

23,713 

6.864 

9.391 

6,390 

9.850 

13,760 
11,296 
16.375 
14,390 
6,000 
6,000 


$115,700 
140.400 
172.600 

9.500 
13,500 
28.000 

2.754 
8.247 
2,620 

8,671 

13.9(V^ 

6,U9 

3.840 

2.491 

3.903 

16,427 
10,632 
17.327 
11.478 
6,634 
3.868 


$86,800 
106.300 
129.600 

9.500 
13.500 
28.000 

2.755 
8,247 
2,620 

8.671 

14,000 

5,118 

3,841 

2,491 

•21,622 

15,927 
10,182 
16,727 
10,978 


1231.400 
280.800 
345.200 

19.000 
27.000 
46.000 

13.000 
9.964 
4.634 

14.000 

26,640 

7.151 

7,777 

4.908 

8.639 

36,278 
24,787 
32,561 
24,008 
14.303 
10.400 


152,000 
60.000 

77.600 


1644,300  IILII 
9.06 


661,70C 
811400 

49.875 


VSL 
10.00 


7t^    *J0 

115.000    MS 


24A74 
ZU18 
13,874 


48,57S 

T7.289 

24.363 

24,849 

16.28(] 

43.914 

79,391 
56347 
82.990 
60.854 
33.272 
23^ 


*  Including  10-year  sinking  fund. 
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314.  Cost  of  Distribution. — Having  estimated  the  annual  cost  of 
the  development  of  power  at  the  plant,  the  cost  of  distributing  the 
power  to  the  customer  must  also  be  considered.  In  many  power  plants 
the  power  is  generated  at  or  near  the  point  where  it  is  to  be  used  and 
the  transmission  losses  and  costs  will  include  its  transmission  through 
shafting,  cables,  and  belts,  or  by  electrical  means,  to  the  machine  or 
appliances  in  which  it  is  to  be  utilized.  In  other  cases  the  power  has 
to  be  transmitted  for  miles  by  high  voltage  electric  currents.  The 
units  of  power  for  which  the  power  company  will  receive  compensation 
may  or  may  not  include  these  various  transmission  losses.  Where  the 
power  is  distributed  to  a  factory,  the  losses  in  transmission  through 
shafting,  belting,  etc.,  is  usually  at  the  consumer's  expense;  but  the 
transmission  loss  in  long  distance  lines  is  ordinarily  assumed  by  the 
power  company  and  must  be  taken  into  account  in  the  determination 
of  the  cost  of  furnishing  power  to  the  consumer.  The  losses  in  any 
sj'stem  of  distribution  are  a  considerable  element  of  the  cost  of  the 
delivered  power  and  must  be  carefully  estimated  (Section  20,  page 
31,  et  seq). 

The  losses  in  the  distribution  of  power  in  various  mills,  factories, 
etc.,  as  determined  by  Prof.  C.  H.  Benjamin,  are  given  in  Table  45, 
page  676.  The  reports  of  The  Ontario  Hydro-Electric  Power  Com- 
mission, to  which  references  have  already  been  made,  furnish  numer- 
ous clear  analyses  of  the  cost  of  electrical  distribution.  Table  46, 
page  677,  shows  such  an  estimate  for  the  delivery  of  power  from  a 
proposed  Niagara  plant  to  a  proposed  sub-station  at  Hamilton,  On- 
tario. Table  47,  page  678,  shows  the  estimate  of  the  commission  on 
the  cost  of  distributing  power  from  a  sub-station  to  an  individual  con- 
sumer not  within  the  local  distribution.  The  variations  in  the  cost  of 
power  from  the  generating  plant  to  the  consumer  is  also  well  shown 
by  Table  48,  page  678,  taken  from  the  same  source. 

To  make  the  delivered  current  available  for  power,  a  motor  must  be 
installed.  This  is  commonly  furnished  by  the  consumer.  Table  49, 
page  679,  shows  the  estimated  cost  of  induction  motor  service  per 
horse  power  per  year. 

315.  Effect  of  Partial  Load  on  Cost  of  Power. — ^The  maximum 
amount  of  work  that  any  plant  can  accomplish  will  be  done  only  when 
the  plant  works  to  its  full  capacity  for  twenty-four  hours  per  day. 
Thus,  if  a  plant  has  a  capacity  of  1,000  H.  P.  and  is  operated  continu- 
ously during  the  twenty-four  hours,  the  total  output  will  be  24,000 
H.  P.  hours  of  work.    Under  such  conditions  the  plant  can  be  byilt 
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TABLE  46. 

BhotDinff  Investments,  Annual  Charges,  and  Cost  of  Low  Tension  Power  at 

Bub-station.    Sub-station  Included  (see  page  675). 


Full  load. 

%  load. 
12,000 

1404,879.00 
33.73 

19,092.00 

1,909.00 
16,195.00 

%load. 

Total  horse  power  distributed 

16,000 

1450,879.00 
28.18 

22,496.00 

2,250.00 
18,035.00 

8,000 

1358,379.00 
44.80 

Total    inyestment,    including    step-down 
stations  and  inters  witching 

Investment  per  H.  P.  delivered 

Total    annual   repairs,    depreciation,   pa- 
trolling and  operation  r .  t  ...... , 

15,651.00 

Administration,  10  per  cent  of  repairs, 
etc 

1,565.00 

Annual  interest,  4  per  cent  of  invesment 

14,335.00 

Total  annual  charsres 

142,781.00 

12.69 
2.67 

137,196.00 

12.49 
3.10 

$31,551.00 

Cost  of  24-hour  power,  including  line  and 
steD-down  sub-station  losses 

12.35 

Cost  of  transmitting  and  transforming. . 

3.94 

Total  cost  of  power 

115.36 

$15.59 

116.29 

The  above  costs  of  power  are  based  on  an  assumed  rate  of  $12  per  24-hour 
horse  power  per  annum  for  high-tension  power  at  Niagara  Falls. 

at  a  minimum  expense  per  unit  of  output  and  the  cost  of  operation, 
fixed  charges,  interest,  etc.,  will  be  less  per  unit  of  work  done  than 
tmder  any  other  condition  of  operation. 

For  example:  If  a  plant  of  i,ooo  H.  P.  be  installed  at  a  cost  of 
$100,000,  the  annual  cost  of  operation,  including  fixed  charges  and  all 
other  legitimate  expenses,  may  be  estimated  as  follows: 

Interest  on  $100,000  at  6  per  cent $  6,000 

Repairs  and  depreciation 5,300 

Operating  expenses 10,000 

Miscellaneous  and  contingent  expenses 4,250 

Total  annual  cost  of  power $25,550 

On  the  above  basis  the  annual  cost  for  each  horse  power  of  maximum 
load  will  be  $25.55.  If  the  plant  works  at  its  maximum  capacity  for 
twenty-four  hours  per  day,  the  cost  per  horse  power  hour  will  be  .292 
cents.  If,  however,  the  plant  is  operated  to  its  full  capacity  for  twelve 
hours  per  day  only,  the  total  cost  of  power  may  be  reduced  to  say 
823,000  per  annum.  In  this  case  the  cost  per  horse- power  of  maxi- 
mum load  will  be  reduced  to  $23  per  year,  but  the  cost  per  horse 
power  hour  of  energy  generated  will  be  increased  to  .526  cents.  In 
many  cases  the  plant  will  be  used  for  ten  hours  per  day  and  for  six 
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TABLE  47. 

Shatoing  Cost  of  Distribution  From  Municipal  Substation  to  an  Individual 

Consumer,  not  Covered  by  Local  Distribution  (see  page  675), 


Distance  in 
miles  from 

Coot  FEB  HoBSE-PowKR  PER  Annum  fob  the  Delivery 
OF  Various  Amounts  of  Powkh. 

municipal 
Hub-station. 

50  H.  P. 

75  H.  P. 

100 
H.P. 

150 
H.P. 

200 
H.P. 

250 
H.P. 

800  H.  P. 

2 

$  5.58 

6.89 

7.92 

8.87 

10.20 

14.10 

16.12 

18.76 

22.74 

1  4.20 

5.20 

6.18 

7.18 

8.24 

10.14 

12.13 

14.03 

17.08 

1  3.53 
4.41 
6.20 
6.98 
6.77 
8.40 
9.54 
11.12 
13.48 

%  2.92 
3.60 
4.27 
AM 
R38 
6.97 
8.31 
10,12 
10'.89 

$2.74 
3.25 
3.93 
4.55 
5.13 
6.24 
7.68 
8.42 
9.35 

$2.60 
3.10 
3.72 
4.32 
4.60 
5.79 
6.96 
7.96 
8.84 

$2.51  1 
3.03 
3.86 
4.17 

4.43  J 
5.58  1 

3 

4 

, 

5 

6 

8 

10 

12 

6.17   \ 
7.22 
8  32 

15 

days  per  week.  Its  maximum  capacity  may  be  utilized  only  occasion- 
ally, and  the  demand  for  power  will  vary  greatly  from  hour  to  hour 
resulting  in  a  load  factor  of  perhaps  fifty  per  cent,  or  less.  In  this 
case  the  annual  cost  per  maximum  horse  power  will  still  not  exceed 
$23  per  year,  but  the  annual  cost  of  average  ten  hour  power  will  be 
$46,  and  the  cost  per  horse  power  hour  of  useful  work  will  be  in- 
creased approximately  to  one  and  five-tenths  cents.  The  cost  of  each 
unit  of  power  under  the  last  condition  is  over  five  times  as  gjeat  as  in 
the  first  case  mentioned,  and  about  three  times  as  great  as  in  the  sec- 

TABLE  48. 
Increase  in  Annual  Cost  From  Station  to  Consumer  Due  to  Investment  and 

Losses  (see  page  675), 


Ahouiit  of  Power  Delivered. 


Cost  of  24-Hoc7r  Powxr  per  BL  P. 
PER  Annttx. 


At  Niagara 
Falls  includ- 
ing line  and 
step-down 
sab  station 
losses. 


At 
snb-station. 


At 
costomer. 


Full  load.  2,(K)0  H.  P. 
%  load,  1,500  H.  P.  . , 
%  load,  1,000  H.  P.  . . 


$18.54 
13.18 
12.85 


121.89 
23.54 
27.21 


$26.03 
29.06 
34.48 
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CMid  case  discussed.  It  is  therefore  obvious  that  unless  the  conditions 
of  use  are  carefully  studied  and  conservatively  estimated,  they  may 
lead  to  imfortunate  investments  and  financial  losses. 

316.  Further  Considerations  of  Cost  of  Power. — ^The  cost  per 
horse  power  as  previously  discussed  is  more  or  less  indefinite  as  the 
real  value  of  a  plant  depends  upon  the  relation  of  the  cost  of  its  actual 
power  output  to  the  returns  which  can  be  obtained  from  the  same. 
These  returns  are  dependent  not  only  on  the  horse  power  capacity  of 

TABLE  49. 

Capital  Cost  and  Annual  Charges  on  Motor  Installations  (see  page  675). 

Polyphase    25-Cycle    Induction   Motors. 


Capital 
cost  per 

installed. 

Annual  Chabges. 

Capacity  H.  P. 

Interest 
5pe(rcent. 

Deprecia- 
tion and 
repairs, 
6  per  cent. 

Oil,  care 

and 
operation. 

Total  per 
H.  P.  per 
annum. 

5 

$41.00 
39.00 
35.00 
28.00 
25.00 
24.00 
21.00 
20.00 
17.00 
16i00 

$2.05 
1.96 
1.75 
1.40 
1.25 
1.20 
1.05 
1.00 
.85 
.80 

$2.46 
2.34 
^.10 
1.88 
1.50 
1.44 
1.26 
1.20 
1.02 
.96 

$4.00 
3.00 
2.50 
2.00 
1.75 
1.50 
1.25 
1.00 
.80 
.70 

$8.51 
7.29 
6.35 
5.28 
4.50 

10 

15 

25 

35 

50 

4.14 

75 

100 

3.56 
3.20 

150 

2.67 

200 

2.46 

the  plant,  but  on  the  river  flow  and  load  factor  which  will  obtain  from 
the  actual  or  prospective  market.    The  questions  involved  are : 

1.  Continuous  and  intermittent  horse  power  of  stream. 

2.  Actual  output  of  power  which  can  be  sold. 

3.  Load  factor  or  distribution  of  power  which  will  obtain. 

4.  Power  equipment  which  must  be  installed  to  maintain  load  and 
give  proper  reserve. 

5.  Auxiliary  power  necessary  to  maintain  service. 

6.  Cost  of  installation. 

7.  Cost  of  operation. 

8.  Annual  expenses. 

9.  Actual  cost  per  unit  of  power  delivered. 
ID.  Actual  income  per  unit  of  power  delivered. 
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In  Table  50,  page  681,  have  been  tabulated  estimates  of  the  finan- 
cial relations  of  various  hydro-electric  projects  in  the  uK)er  Mississippi 
valley.  This  table  is  based  on  either  the  actual  cost  of  various  plants 
constructed  and  in  operation,  or  on  estimates  of  proposed  plants  on 
which  an  investigation  has  been  made.    The  table  contains  in  general: 

1.  The  approximate  continuous  power  which  would  be  developed  at 
the  site  (in  some  cases  with  storage^ . 

2.  The  horse  power  of  turbines  actually  installed  or  proposed  under 
the  conditions  of  the  proposed  market. 

3.  The  head  which  is  or  can  be  developed. 

4.  The  net  cost  of  the  plant,  not  including  value  for  waUr  power 
rights  or  privileges, — i.  e.  the  actual  or  closely  estimated  construction 
costs. 

5.  The  installation  costs  per  continuous  horse  power. 

6.  The  installation  costs  per  horse  power  installed,  or  proposed. 

7.  The  estimated  output  of  the  plant,  in  kilowatt  hours,  which  can 
practically  be  delivered  to  customers  per  year  with  the  plant  fully 
loaded. 

8.  The  annual  expenses,  including  fixed  charges,  operating  expenses, 
depreciation,  repairs,  taxes  and  insurance. 

9.  The  cost  per  kilowatt  hour  delivered  at  the  customer's  switch- 
board, on  the  basis  of  the  sale  of  fifty  per  cent.,  seventy-five  per  cent 
or  100  per  cent,  of  the  estimated  practicable  output. 

These  plants  are  believed  to  be  fairly  representative  of  the  possibil- 
ities of  water  powers  in  the  upper  Mississippi  valley. 

The  estimate  of  cost  of  Project  No.  6  includes  no  transmission  line 
as  the  utilization  of  power  for  a  local  industry  was  contemplated. 
This  development  promises  the  cheapest  power  of  any  project  that  the 
author  has  examined  in  this  territory.  The  project,  however,  has  not 
been  developed  and  there  is  little  possibility  of  its  being  developed  for 
many  years  to  come,  unless  it  can  be  utilized  for  some  local  industr}'. 
The  market  in  most  of  the  communities  within  a  radius  of  100  or 
more  miles  is  already  occupied  by  hydro-electric  or  other  plants  which 
can  not  be  replaced  at  any  price  that  could  be  made  from  this  develop- 
ment. The  location  is  so  far  from  main  lines  of  transportation  that 
the  cheap  power  possible  offers  little  incentive  for  the  develoiMnent  of 
a  focal  industry. 

Plant  No.  13  is  constructed  but,  unfortunately,  is  delivering  power 
at  a  market  where  coal  cost  is  a  minimum,  and  although  this  plant  has 
been  in  operation  for  several  years  and  is  closely  associated  with  the 
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actual  retailing  of  power,  it  has  so  far  proved  unprofitable  as  it  is 
only  half  loaded  and  cannot  deliver  current  under  such  conditions  at 
as  low  a  price  as  such  current  can  be  generated  by  steam. 

Plant  No.  i6  is  constructed  and  in  operation.  The  project  was  ex- 
travagantly financed  and  has  met  with  a  number  of  reverses.  The 
present  cost  of  energy  from  this  plant,  even  when  fully  loaded,  is 
practically  equal  to  the  cost  of  energy  generated  from  steam  at  the 
point  where  this  power  is  marketed.  If  this  plant  could  be  combined 
with  public  utilities,  using  the  already  installed  steam  plants  as  its 
steam  auxiliary  and  adding  the  cost  of  the  same  to  its  installation 
charges,  the  conditions  would  be  as  shown  in  Project  No.  17,  and  if 
tlie  total  power  could  be  sold  or  utilized  at  its  full  value  of  one  and 
six-tenths  cents  per  kilowatt  hour,  and  to  its  full  capacity,  it  would 
make  a  paying  investment  even  under  the  unfortunate  conditions  of 
its  installation. 

Project  No.  11  is  a  water  power  plant  which  has  been  installed  for 
a  number  of  years.  Its  bonds  draw  five  per  cent,  interest,  and  the  m- 
terest  has  been  met  promptly.  Aside  from  this,  however,  the  plant's 
net  earnings  have  not  been  two  per  cent,  per  annum  during  the  entire 
period  of  its  existence.  Practically  all  of  these  earnings  have  been 
used  in  litigation  over  flowage,  the  purchase  of  flowage  lands  not  orig- 
inally contemplated,  or  for  extraordinary  emergencies.  Two  dividends 
of  one  per  cent,  each  represent  the  entire  profit  above  bond  interest 
up  to  the  present  time. 

While  water  power  investments  are  supposed  to  be  very  profitable, 
it  may  be  fairly  stated  that  so  far  as  the  upper  Mississippi  valley  is 
concerned,  in  very  few  cases  have  the  returns  from  such  investments 
been  sufficiently  great  to  offer  attractive  returns  commensurate  with 
the  actual  investment  and  the  contingencies  involved ;  and  in  few  cases 
with  which  the  writer  is  familiar,  have  the  returns  to  any  water  power 
company  which  is  wholesaling  power,  been  reasonably  adequate  when 
the  risks  and  the  amount  of  the  investment  are  considered. 

317.  Cost  of  Power  Generated  From  Other  Than  Water  Power 
Sources. — It  frequently  becomes  necessary  to  estimate  the  cost  of 
power  plants  and  of  power  developed  from  other  than  water  power 
sources.  This  is  necessary  in  order  to  determine  the  cost  of  auxiliary 
power  plants  and  such  auxiliary  power  as  may  be  needed  to  assist  a 
water  power  plant  at  times  when  the  hydraulic  power  is  deficient  It 
is  also  necessary  to  determine  the  cost  of  power  with  which  the  hydrao- 
lie  plant  may  be  called  upon  to  compete. 
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TABLB  51. 
Shotoing  Average  Power  Developed  and  Its  Cost  per  H.  P.  in  22  Steam  Power 

PlanU. 


Output. 

Operating  ex- 
penses, per 
H.  P. 

Fixed 
chages^per 

Total  cost, 

H.  P.  per 

annum. 

Cost  per 

Average  H.  P. 
developed. 

No.  of 
days  per 
annum. 

H.  P.  hr., 
cts. 

12.4 

361 

$147.93 

125.40 

1173.33 

6.648 

20.9 

365 

123.12 

28.42 

161.54 

1.868 

21.6 

361 

90.47 

17.80 

108.27 

2.918 

32.9 

330 

22.66 

6.83 

28.39 

.832 

36.7 

365 

137.26 

96.70 

233.95 

2.811 

42.4 

366 

86.38 

63.20 

149.58 

1.708 

63. 

309 

66.94 

19.51 

76.46 

1.596 

68.8 

366 

97.30 

33.82 

131.12 

1.613 

70.4 

366 

101.69 

20.78 

122.45 

1.641 

129.3 

365 

30.14 

9.41 

39.66 

.871 

166.7 

313 

15.19 

4.47 

19.66 

.639 

173. 

313 

22.66 

51.83 

28.39 

3.333 

210.9 

290 

40.33 

7.86 

48.19 

.698 

296.7 

297 

45.66 

7.81 

53.37 

.749 

926. 

307 

11.73 

8.77 

20.50 

.691 

1,010.8 

306 

16.70 

7.74 

23.44 

.794 

1.174.8 

306 

10.19 

6.50 

15.69 

.531 

1.278.7 

298 

10.49 

6.23 

16.72 

.690 

1.345.5 

366 

23.28 

9.42 

32.70 

.820 

1.362. 

365 

33.03 

29.41 

62.44 

.713 

1.909.7 

306 

13.40 

6.63 

20.03 

.677 

2.422. 

306 

16.67 

6.73 

22.40 

.757 

For  a  correct  estimate  of  such  cost,  it  is  necessary  to  determine  the 
efficiency  of  the  various  parts  of  the  plant  (see  Chapter  II)  under  all 
conditions  of  operation  in  order  to  correctly  determine  the  actual  cost 
of  power  due  to  the  conditions  of  operation.  The  conditions  for  maxi- 
mum efficiencies  are  seldom  met  in  actual  operation,  and  the  cost  of 
generating  power  is  increased  by  the  irregularities  of  operating  con- 
ditions. In  all  power  plants  the  effect  of  partial  or  irregular  load 
affects  the  cost  of  power  in  the  same  manner  as  previously  described 
in  Section  315. 

By  far  the  largest  amount  of  power  generated  is  from  fuel  and  by 
steam  plants.  The  cost  of  the  development  of  steam  power  is  modi- 
fied by  the  cost  and  character  of  coal  used ;  the  size  and  character  of 
the  machinery  operated;  the  character  of  the  load  (that  is,  the  load 
factor)  ;  the  number  of  hours  during  which  the  plant  is  used  per  year ; 
and  the  skill  and  ability  of  the  engineer  and  fireman  who  have  charge 
of  the  plaftt    Observations  of  the  actual  cost  of  developing  power 
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must  therefore  form  the  basis  of  any  accurate  estimate  of  the  cost  of 
power  production. 

Mr.  H.  A.  Foster  *  made  actual  tests  of  twenty-two  different  power 
plants,  including  manufacturing  establishments,  electric  light  stations, 
pumping  plants,  etc.,  and  determined  for  each  plant  the  power  con- 
sumption per  annum  and  its  cost,  including  not  only  running  expenses 


tlOTM  ftvwvr  of  nont. 

Fig.  426. — Cost  of  steam  Power  per  Horse  Power  per  Annum  In  Yarioni 

Plants. 

but  fixed  charges.  The  cost  per  horse  power  per  annum  varied  from 
a  minimum  of  $15.69  to  a  maximum  of  $233.95.  A  summation  of  the 
results  of  these  observations  is  shown  in  Table  51  and  the  plotted  re- 
sults of  the  table  are  shown  in  Fig.  426. 

Mr.  R.  W.  Conant  t  determined  the  operating  expenses  of  various 
street  railway  power  stations  and  compiled  a  table  (see  Table  5^, 
page  685)  which  gives  important  information  bearing  on  this  question. 

An  important  discussion  of  the  effect  of  the  load  factor  on  the  cost 
of  power  was  recently  made  by  Mr.  E.  M.  Archibald4    This  discus- 

•  See  Trans.  Am.  Inst  E.  E.,  Vol.  14,  p.  385. 
t  See  Ehigineering  News,  Vol.  40,  p.  181. 
t  See  Electrical  Age,  Nov.,  1906. 
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sibn  was  accompanied  by  various  diagrams  which  illustrate  clearly  the 
principles  involved.  Two  of  these  diagrams  are  reproduced  in  Figs. 
427  and  428,  page  687.  The  diagrams  are  so  complete  as  to  need 
no  further  description.    The  additional  diagrams  and  the  descriptive 


"/^ 


7  JS  ^  4- 

Load    ractor 


Fig.  427.— Operating  Expense  of  a  900  K.  W.  Condensing  Steam  Plant  WItb 

a  760  K.  W.  Peak. 

matter  in  the  paper  itself  may  be  carefully  studied  to  advantage  in 
this  connection. 

Table  53,  page  688,  shows  the  capital  costs  of  steam  power  plants  of 
various  capacities  and  the  annual  cost  of  power  per  brake  horse  power 
as   estimated  by  The   Ontario   Hydro-Electric   Power   Commission. 
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Similar  costs  for  producer  gas  power  are  shown  in  Table  54,  page  689, 
from  the  same  source,  and  the  commission's  estimate  of  the  effect  on 
the  cost  of  power  of  variations  in  the  price  of  coal,  is  shown  in  Table 
55,  page  690. 

318.  Estimate  of  Cost  of  Power  per  Unit  of  Output. — In  deter- 
mining the  cost  of  power  in  any  particular  case,  the  use  of  averages 
taken  from  tables  and  based  on  other  conditions,  is  not  sufficient  and 

so 
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Fig.  428. — ^Ratio  of  IndlYidual  Items  of  Expense  to  Total  Operating  Expense 

of  a  900  K.  W.  Condensing  Steam  Plant  With  a  750  K.  W. 

Peak  (see  page  686). 

will  frequently  lead  to  serious  errors.  A  detailed  estimate  should 
therefore  be  made  in  which  all  of  the  factors  which  influence  or  control 
the  cost  under  the  given  conditions  are  considered.  As  an  example, 
an  estimate  is  given  of  the  cost  of  installation  and  of  the  power  output 
under  variations  in  load  of  a  steam  plant  to  supply  auxiliary  power  to 
a  hydro-electric  plant  during  low  water  and  low  head  conditions.  In 
this  case,  a  power  station  was  available  and  no  cost  of  building  con- 
struction was  involved.    The  total  installation  was  3,000  K.  V.  A. 
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TABLE  68. 
Showing  Capital  Costs  of  Steam  Plants  Installed  and  AnnuaZ  Costs  of  Power 
per  Brake  Horse  Power  (see  page  < 


Sizs  OF  Plant, 
H.P. 


Capital  Coot  of  Plakt  pib  H.  P. 
Installed. 


Enginw, 

boilers,  etc., 

instaflecL 


Buildings. 


Total. 


Annnal  cost 

of  10-hour 

power  per 

B.  H.  P. 


Annual 
coetof 
24-hoar 
power  per 
B.H.P. 


Class  I. — ^Engines:   Simple,  sllde-yalYe,  non-condensing. 

tubular. 


Boilers:  Return 


10 

$66.00 
56.00 
48.70 
44.76 
43.00 

$40.00 
37.00 
36.00 
33.60 
31.00 

$106.00 
93.00 
83.70 
78.25 
74.00 

$91.16 
76.31 
66.46 
59.46 
53.95 

1180.76 

20 

151.48 

30 

131.68 

40 

117.74 

50 

106.46 

Class   II. — Engines: 


Simple,   Corliss,   non-condensing, 
tubular. 


Boilers:   Return 


30. 
40. 
50. 
60. 
80. 
100. 


$70.70 
62.85 
59.00 
56.00 
60.00 
44.60 


$35.00 
33.50 
31.00 
30.00 
27.50 
25.00 


$105.70 
96.35 
90.00 
86.70 
77.50 
69.60 


$61.14 
55.50 
60.70 
47.42 
43.86 
40.55 


$117.70 
W710 
97.78 
91.34 
85.41 
79.19 


Class  III. — Engines:  Compound,  Corliss,  condensing, 
ular,  with  reserve  capacity. 


Boilers:   Return  tub- 


100. 
150. 
200. 
300. 
400. 
500. 
760. 
1.000. 


$63.40 
53.70 
50.10 
45.90 
43.65 
41.25 
40.50 
39.00 


$28.00 
24.00 
20.00 
18.00 
16.00 
14.00 
13.00 
12.00 


$91.40 
77.70 
70.10 
63.90 
59.55 
55.25 
53.50 
51.00 


$33.18 
29.83 
28.14 
26.27 
24.84 
23.73 
23.56 
23.26 


$60.0S 
5i63 
51.72 
48.83 
46.12 
44.21 
44.02 
43.71 


Class  IV. — Engines: 


Compound,  Corliss,  condensing, 
with  reserve  capacity. 


Boilers:   WateMnbc 


300. 
400. 
500. 
750. 
1,000. 


$55.20 
51.50 
49.40 
46.80 
44.30 


$18.00 
16.00 
14.00 
13.00 
12.00 


$73.20 
67.50 
63.40 
59.70 
56.80 


$25.77 
24.18 
23.W 
22.88 
22.47 


$46.32 
48.61 
42.03 
41.56 
4111 


Note. — ^Annual  costs  include  interest  at  5  per  cent.,  depreciation  and  r» 
pairs  on  plant,  oil  and  waste,  labor  and  fuel  (coal  at  $4.00  per  ton). 
Brake  horse  power  is  the  mechanical  power  at  engine  shaft 


Digitized  by 


Google 


Cost  of  Power  Per  Unit  of  Output. 


689 


(2,550  K.  W.)  in  their  1,000  K.  V.  A.  turbo-generator  units.  No  re- 
serve installation  was  necessary  as  the  plant  would  only  operate  each 
j'ear  for  a  comparatively  short  time.  The  steam  consumption  was 
estimated  at  twenty-one  pounds  per  kilowatt  hour,  and  the  boiler  evap- 
oration was  estimated  at  seven  pounds  of  water  per  pound  of  coal. 
The  coal  used  would  therefore  equal  three  pounds  per  kilowatt  hour. 

TABLE  54. 

JShouHtiff  Capital  Cants  of  Producer  Oas  Plants  Installed  and  Annual  Costs  of 
Power  per  Brake  Horse  Poioer  (see  page  687), 


SizB  or  Plant,  H.  P. 

Capital  Cost  of  Plant  Per  H.  P. 
Installed. 

Annual 

coetof 

10-hour 

power  per 

B«  H.  P. 

Annual 
coetof 
24-hour 

Machinery, 
etc. 

Buildings. 

Total 

power 
B.^fp. 

10 

$137.00 
110.00 
93.00 
84.50 
80.00 
79.00 
78.20 
77.50 
76.00 
74.00 
73.00 
71.50 
70.00 
67.50 
66.00 

140.00 
36.00 
33.00 
29.00 
26.00 
24.00 
22.00 
20.00 
19.00 
17.00 
16.00 
14.00 
12.00 
10.00 
8.00 

$177.00 

146.00 

126.00 

113.50 

106.00 

103.00 

100.20 

97.50 

95.00 

91.00 

89.00 

85.50 

82.00 

77.50 

73.00 

$53.48 
44.47 
38.73 
35.05 
32.27 
30.49 
28.70 
27.05 
25.87 
24.95 
24.24 
23.41 
22.54 
21.55 
20.46 

$90.02 

20 

75.22 

30 

65.99 

40 

59.85 

50 

55.22 

60 

62.03 

80 

48.95 

100 

45.40 

150 

43.17 

200 

41.78 

300 

40.40 

400 

89.03 

500 

750 

37.54 
35.99 

1,000 

34.66 

Note. — Annual  costs  include:  Interest  at  5  per  cent,  depreciation  and  re- 
pairs on  plant,  oil  and  waste,  labor  and  fuel  (Bituminous  coal  at  $4.00  and 
Anthracite  coal  at  $5.00  per  ton). 

Coal  was  estimated  at  $4  per  ton  delivered  at  the  boilers.  The  de- 
tailed estimate  and  a  graphical  analysis  of  the  same  are  shown  in 
Fig.  429,  page  691.  From  the  figure  it  will  be  seen  that  with  100  per 
cent,  machine  factor  (20,000,000  K.  W.  H.  per  annum)  the  cost  per 
kilowatt  hour  output  would  be  about  0.95  cents ;  at  fifty  per  cent,  load 
factor  (10,000,000  K.  W.  H.  per  annum,  the  power  output  would  cost 
about  I.2I  cents  per  kilowatt  hour;  and  with  an  output  of  3.500,000 
K.  W.  H.  per  annum  (17.5  per  cent,  machine  factor),  the  cost  of 
pound  would  be  two  cents  per  kilowatt  hour. 
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TABLE  56. 
Showing  the  Effect  on  the  Oo$t  of  Power  of  a  Variation  in  the  Price  of  Coai 
of  One-half  Dollar  per  Ton  (Extra  Cost  per  H.  P.  per  Annum).    (See 
page  681.) 


SizB  OF  Plant. 


Pboduckb  Ga& 


10 
Hour. 


24 
Hoar. 


Steam. 


10  Hour. 


24 

Hour. 


10. 

20. 

30. 

40. 

50. 

60. 

80. 
100. 
150. 
200. 
300. 
400. 
500. 
750, 
1,000. 


$1.15 

1.13 

1.10 

1.07 

1.04 

1.01 

.98 

.96 

.94 

.92 

.90 

.88 

.86 

.82 

.76 


12.53 
2.46 
2.40 
2.33 
2.29 
2.24 
2.18 
2.12 
2.07 
2.02 
1.98 
1.94 
L89 
1.81 
1.72 


Simple  ilide 
Talve 


Simple  automat- 
ic  non-oonde8-'{ 
ing 1 


Compound 
densing 


con- 1 


Compound  con- 
deuBing  water- 
tube  boilers... 


16.14 
5.25 
4.71 
3.56 
3^7 
3.26 
3.15 
3.12 
1.75 
1.69 
1.62 
1.56 


I   1. 


113.47 
11J6 
10.35 
7.84 
7.41 
716 
6.97 
6.87 
X85 
8.71 
S.60 
3.44 
3.05 
S.05 
3.05 


319.  Market  Price  of  Water  Power. — ^The  market  price  of  water 
power  as  further  discussed  (see  Section  338,  page  715)  must  be  predi- 
cated on  two  considerations : 

First:  The  price  at  which  the  power  company  can  afford  to  furnish 
power  and  insure  a  fair  return  of  its  investment. 

Second:  The  price  that  the  consumer  can  afford  to  pay  for  the  power. 

The  latter  amount  is  commonly  fixed  by  what  it  will  cost  to  prodoce 
the  power  by  some  other  means. 

If,  in  the  preliminary  investigation  of  a  water  power  project,  it  is 
found  that  the  cost  to  the  power  company  of  generating  power  will  be 
greater  than  the  price  at  which  the  power  can  be  sold,  it  is,  of  course, 
evident  that  the  plant  will  be  a  financial  failure,  and  the  scheme  should 
be  abandoned.  In  introducing  a  new  source  of  power  into  any  com- 
munity where  the  power  introduced  will  be  obliged  to  compete  wiA 
other  sources,  it  can  seldom  be  expected  that  the  power  to  be  so  hxt- 
nished  can  be  sold  at  the  same  price  as  the  power  already  on  tiic 
market.  It  is  at  least  only  safe  to  estimate  that  the  power  must  be 
sold  at  a  somewhat  lower  figure.  If  the  power  already  in  use  is  sold 
or  generated  at  a  profit,  a  cut  in  price  may  be  anticipated  from  the 
competing  company ;  and,  in  the  second  place,  as  a  considerable  expense 
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is  necessarily  involved  in  the  change  of  apparatus,  etc,  necessary  to 
utilize  a  new  source  of  power,  consumers  will  be  slow  to  make  such 
changes  tmless  they  can  do  so  to  a  considerable  financial  advantage. 

In  calculating  the  cost  of  power  to  a  consumer,  if  he  imdertakes  to 
generate  it  himself,  the  fair  cost  should  be  based  upcMi  interest,  depre- 
ciation, operation,  etc.,  of  the  plant  which  is  necessary  to  be  installed. 
If,  however,  the  consumer  has  such  a  plant  already  installed,  no  fur- 
ther investment  is  necessary,  and  as  the  machinery  installed  can  not 
be  sold  to  advantage,  the  investment  charges  or  the  fixed  charges  on 


i    z    3    ^    s    0     7a9*9ffit/9m/§f§ffmt9Z0 
Fig.  429.— Diagram  of  Cost  of  Power  (see  page  689). 

such  a  plant  can  not  be  considered,  and  the  consumer  will  make  a 
change  in  power  only  provided  the  power  can  be  furnished  from  the 
new  source  at  or  below  the  actual  cost  of  generation  in  his  own  plant, 
or  at  such  additional  cost  as  the  convenient  reliability  or  other  desirable 
features  of  the  new  source  of  power  will  warrant. 

In  estimating  the  price  at  which  the  consumer  can  afford  to  purchase 
power,  not  only  the  price  at  which  power  is  now  sold  but  any  possible 
decrease  in  the  sale  price  due  to  competition  or  to  other  and  more  eco- 
nomical developments,  must  be  considered.  Better  and  more  economi- 
cal machinery  in  local  plants,  or  water  powers  that  are  nearer  the 
market  and  that  can  be  developed  or  operated  at  less  expense,  may  so 
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reduce  the  market  price  as  to  seriously  affect  the  value  of  power,  and 
hence  the  probability  of  the  development. 

320.  Sale  of  Power. — ^Attention  has  already  been  called  to  the 
fact  that  if  the  capacity  of  a  plant  can  be  used  for  only  a  portion  of 
the  time,  the  cost  of  the  development  per  unit  of  power,  and  therefore 
the  cost  per  unit,  used  or  sold,  is  very  greatly  increased.  •  This  is  a  mat- 
ter of  the  greatest  importance  which  should  be  kept  clearly  in  mind  in 
the  sale  of  power.  The  load  factor  of  many  users  is  comparatively  low. 
Most  companies  organized  for  the  general  sale  of  electrical  power  in 
municipalities  have  a  load  factor  of  thirty-five  per  cent,  or  less.  In 
small  municipal  plants,  the  load  factor  is  often  but  fifteen  per  cent 
or  twenty  per  cent.,  and  in  most  large  plants  supplying  greatly  diversi- 
fied interests,  it  seldom  reaches  fifty  per  cent.  A  sale  of  power  to  such 
consumers,  to  be  used  under  such  conditions,  is  liable  to  very  greatly 
increase  the  cost  per  unit  of  power  sold,  especially  if  the  maximum 
power  to  be  furnished  is  large  as  compared  with  the  total  capacity  of 
the  plant.  For  example :  If,  in  a  3,000  H.  P.  plant,  power  is  sold  on 
a  horse  power  hour  basis,  with  a  peak  load  of  1,000  H.  P.  and  a  load 
factor  of  thirty  per  cent.,  the  average  twenty-four  hour  power  fur- 
nished to*  the  consumer  will  be  only  300  H.  P.,  while  the  total  peak 
that  the  power  plant  will  be  called  upon  to  carry  at  any  time  will  be 
1,000  H.  P.  or  one-third  of  the  total  capacity  of  the  power  plant  With 
such  sale  of  power  the  power  plant  is  likely  to  be  seriously  handicaH)ed. 
With  power  sold  in  such  large  blocks,  the  overlappings  of  the  peak 
loads  can  not  reasonably  be  expected  to  compensate  for  each  other. 
The  net  results  of  such  a  sale  will  be  that  the  company  has  tied  up 
one-third  of  the  capacity  of  its  plant  but  will  receive  payment  for  only 
one-tenth  of  its  capacity.  It  is  evident  that  tmless  such  conditions  are 
realized  and  such  a  charge  is  made  for  power  as  will  compensate  the 
power  company  for  the  same,  the  power  company  may  readily  tie  up 
its  entire  output  and  yet  not  receive  fifty  per  cent  of  the  income  Aat 
should  be  reasonably  anticipated.  If,  on  the  other  hand,  the  sale  of 
power  is  made  in  small  blocks,  or  to  small  consumers,  it  is  frequently 
possible  to  greatly  over-sell  the  total  capacity  of  the  plant  and  yet  take 
care  of  the  consumers  in  a  satisfactory  manner.  That  is,  on  account 
of  the  overlapping  of  the  peak  loads  and  the  equalization  of  the  load 
carried  throughout  the  twenty-four  hours,  the  total  connected  load 
sold  may  often  considerably  exceed  the  capacity  of  the  plant.  For  ex- 
ample: In  one  water  power  plant,  having  a  total  capacity  of  about 
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4,000  H.  P.,  the  actual  connected  load  is  over  10,000  H.  P.  In  many 
power  plants  the  actual  connected  load  is  two  or  three  times  the  plant's 
capacity.  It  is  evident,  however,  that  such  a  condition  can  exist  only 
with  comparatively  small  consumers,  and  that  where  a  single  con- 
sumer's load  is  a  large  fraction  of  the  plant's  capacity,  it  will  not  only 
be  impossible  to  overload  the  power  plant,  but  in  addition  extra  ma- 
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ng.  430.— Cost  of  Steam-Generated  Electric  Power  to  the  Consumer   (see 

page  695). 

chinery  must  always  be  installed  to  supply  the  demand  should  any  ac- 
cident happen  to  the  regular  installation. 

Mr.  E.  W.  Lloyd  has  compiled  some  valuable  data  concerning  the 
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TABLE  56. 
Actual  Conditioni  Under  Which  Power  is  Furnished  to  Consumers  Fnm 
Central  Stations  (see  page  695), 


Character  of  InstallationB. 

Average  K.  W.  hours 
per  month. 

n 
1^ 

1 
h 

l4 

1^ 

Percentage  of  aver- 
age load  to  con- 
nected motor 
load. 

1 

Bakeries    

1682 

706.8 

826.7 
1172 
8060 
1556 

686 

6736 

1990 

1049 

12310 

644 
2009 
1893 

796 
11829 
2091 
4802 
1181 
3842 
2447 
6133 

863 
2369 
2760 
'     2057 
2419 
1750 
41276 
2906 
6562 

696 
4646 
2526 

676 
1464 
4006 
8150 
4976 
2771 
2814 
1147 
6215 
8000 
1061 
1321 
3434 
2917 
6514 
77704 
7425 
2466 
8441 
2005 
2306 
20985 

82.8 
22.6 
61.4 
82.2 
89.7 
18.1 
9.4 
40.5 
24.8 
86.9 
94.0 
14.5 
87.5 
26.6 
29.9 
99.0 
24.8 

109.0 
23.0 

114.4 
64.4 
67.6 
12.4 
46.3 
'      83.5 
27.7 
81.1 
86.7 

148.6 
70.5 

263.0 
81.0 
86.7 
81.7 
10.8 
19.8 
57.6 
47.4 

187.0 
88.4 
60.4 
20.4 
76.8 
42.4 
26.0 
88.8 
73.0 
55.1 

176.0 

662.1 
76.5 
28.6 
62.3 
47.0 
39.5 

150.0 

Group 
Individual 

O 

I 

O 

G 

G 

G 

G 

I 

G 

G 

G 

G 

I 

G 

G 

G 

G 
G&I 
G&I 
G&I 

G 

I 

G 

G 

I 

G 

G 

G 

I 
G&I 
G&I 

G 

G 
G&I 

G 

G 

I 

G 
GAI 

G 
GAI 

G 

G 
G&I 
•     I 

G 
G&I 

G 

G 
GAI 
GAI 

G 

2.7 
8.1 
2.8 
6.2 
6.8 
4.8 
2.2 
7.4 
2.0 
6.7 
4.6 
1.6 
1.0 
8.6 
7.6 
8.0 
8.6 
6.5 
4.0 
8.8 
6.6 
6.4 
2.6 

26.7 
8.0 
2.3 
7.0 
8.6 
8.1 
6.4 

20.0 
6.4 
2.5 
4.6 
2.1 
1.3 
4.6 
4.8 

17.8 
8.6 
4.6 
2.6 

24.0 
4.8 

15.0 
8.7 

10.0 
6.8 

16.1 

85.6 
8.8 
2.6 
7.0 
4.5 
8.6 
8.0 

27.8 
19.5 
83.8 
20.7 
42.8 
45.4 
84.2 
45.0 
86.4 
18.8 
88.0 
80.1 
24.9 
83.6 
16.3 
60.1 
85.6 
23.5 
44.5 
82.6 
25.7 
83.9 
46.9 
22.6 
86.6 
43.7 
21.8 
35.6 
48.1 
28.3 
13.0 
36.9 
63.4 
81.6 
84.0 
51.3 
34.5 
88.0 
15.1 
41.6 
26.5 
89.5 
26.0 
21.5 
24.7 
27.8 
27.6 
24.4 
18.5 
81.1 
34.4 
64.6 
87.5 
26.0 
33.8 
71.0 

17 

Bakeries    

8 

Boiler   shoDS 

11 

Boiler   shops 

5 

Boots  and  shoes 

IS 

Box  making 

30 

12 

Brass   flnishlnc 

1 

Butchers  and  oackers. ............. 

U 

Batchers   and    packers 

10 

Breweries 

8 

Carpet  cleaning  • 

12 

Cement   mixing   , 

4 

Candy  manufactory   ............... 

10 

Candy  manufactory 

8 

Cotton   mills   ', 

8 

Carriage  works   

S 

Chemical  works  ..••..••.... 

$ 

Clothlnsr  manufacturing   .......... 

88 

Grain  elevators 

19 

Feather    cleaners 

2 

General    manufacturing   

181 

Engraving    and   electrotyping 

Engraving   and   electro^ping 

Glass  grinding  ..••••• 

8 
7 
8 

Foundries   ...••••••.••••••.•• 

15 

Foundries   ....... .......TTT^f-TTTT*. 

18 

Furniture   manufacturing    

Flour  mills  

1 
IS 

Holstins  and  con vevlnsr. •••........ 

5 

Hoistlnflr  and  oonvevinflr..*...-TTtTT 

9 

Ice  Cream   « 

Ref risreratlon 

7  . 

n 

jAWAiry   mannfacturlnsr   ...... ^,,.. 

5 

Laundries    .. 

19 

Marble   flniahinflr   

2 

Machine  shops  • • 

a 

Newspapers   

NewsDSDera     .  ...................... 

24 
21 

Omfimental   iron   works....... ...•• 

9 

Paint   manuf acturlnsr 

U 

Printers  and  bookbinders.......... 

54 

Printers  and  bookbinders.. 

89 

Plumbing  manufacturing  ••....... 

15 

Rubber    manufacturing    •••••. 

2 

Sheet   metal   manufacturing 

SosD   manuf acturiuflT    

17 
2 

Seeds     

6 

Stmctnral   steel 

8 

Structural  steel  •.•• 

( 

Stone  cutting  ^ 

Tanners ...•••.....•..• 

5 

Tobacco   workins    ..••..•• 

4 

Wholesale  groceries 

tJ 

Wood  worklnsr   • 

84 

Woolen  mills 

1 

Averages   ....,..,,-, 

3500 

6.0S 

83.9 

961 
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power  loads  on  various  central  states  from  various  classes  of  consum- 
ers.   These  data  are  given  in  Table  56,  page  694. 

The  increase  in  the  charges  for  power  to  constmiers  on  account  of 
the  variation  in  load  factor  is  illustrated  by  Fig.  430,  page  693,  taken 
from  the  paper  of  Mr.  Archibald  to  which  previous  reference  has  been 
made. 

321.  An  Equitable  Basis  for  the  Sale  of  Power. — It  is  essential, 
in  order  to  establish  an  equitable  basis  for  the  sale  of  power,  that  some 
additional  factor  besides  the  imits  of  power  furnished  be  considered  in 
determining  the  basis  for  the  prices  charged.  One  of  the  most  equit- 
able bases  for  the  sale  of  power  is  apparently : 

First:  A  service  charge  to  the  consumer  of  a  fixed  price,  based  on 
the  peak  load  carried. 

Second:  To  this  should  be  added  a  price  for  the  tmits  of  power  actu- 
ally furnished. 

The  fixed  price  should  equal  the  interest,  depreciation,  etc,  on  the 
capacity  that  is  to  be  provided  or  set  aside  to  carry  the  peak  load  of 
the  customer.  The  imit  price  for  power  should  be  an  equitat>le  charge 
for  the  quantity  of  power  which  will  actually  be  sold.  Where  both  of 
these  quantities  are  fixed,  a  net  price  per  horse  power  per  year,  or  a 
total  price  per  annum  for  the  power  to  be  furnished,  can,  of  course,  be 
arranged  equitably.  The  main  idea  in  establishing  a  price  for  power 
is  to  keep  clearly  in  mind  the  factors  that  enter  into  the  sale  of  power, 
so  that  in  making  a  contract  for  the  use  of  power  the  rights  of  both 
power  company  and  consumer  shall  be  duly  considered.  The  sale  of 
power  at  a  profit  is  one  of  the  most  essential  features  in  the  manage- 
ment of  the  power  plant,  and  many  plants  have  been  wholly  or  partially 
financial  failures  on  account  of  the  ignorance  of  the  basic  principle  on 
which  power  should  be  sold. 

The  method  of  charging  for  power  outlined  above  is  illustrated  by 
the  charges  for  electric  current  furnished  from  Niagara  Falls,  by  the 
Cataract  Power  &  Conduit  Company  of  Buffalo,  as  given  in  the  En- 
gineering News  (May  26th,  1898)  as  follows: 

"All  payments  for  power  are  to  be  made  monthly  and  the  amount 
of  each  monthly  payment  will  consist  of  a  charge  for  service,  and  in 
addition  thereto,  a  charge  for  power.  The  charge  for  service  is  $1 
per  kilowatt  per  month,  and  this  charge  will  depend  only  upon  the 
amount  of  power  which  the  user  may  require  the  Cataract  Power  & 
Conduit  Company  to  keep  available  and  ready  for  his  use.  The  monthly 
charge  for  power  will  depend  upon  the  aggregate  amount  used,  as 
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determined  by  integrating  meters  installed  by  the  Conduit  Company 
upon  the  premises  of  the  consumer.  The  charge  for  power  will  be 
determined  from  the  following  schedule : 


VniU  (K,  W.  hrsj  used 

Oharge  per  unit 

per  month. 

For  current  up  to 

FortheexoetL 

Up  to  1,000 

1,000  units,  2.0   ctB. 

2.0  CtB. 

1.000  to   2,000 

1,000  units,  2.0   cts. 

1.5  cts. 

2,000  to   3,000 

2,000  units,  1.5   cts. 

1.2  cts. 

3,000  to    5,t)00 

8,000  units,  1,2   cts. 

1.0  cts. 

6.00O  to  10,000 

5,000  units,  1.0   cts. 

0.8  cts. 

10.000  to  20,000 

10,000  units,  0.8   cts. 

0.75  ctfl. 

20,000  to  40,000 

20,000  units,  0.75  cts. 

0.70  cts. 

40,000  to  80,000 

40,000  units,  0.70  cts. 

0.66  cts. 

Orer  80,000 

80,000  units,  0.66  cts. 

0.64  cts. 

323.  Value  of  Improvements  Intended  to  Effect  Eoonomy.^In 
many  plants  the  first  cost  of  an  installation  is  an  important  matter  and 
must  sometimes  have  a  greater  effect  than  the  interest  aiid  deprecia- 
tion charge  would  seem  to  warrant.  In  most  cases  the  plan  should  be 
studied  in  detail  and  improvements  introduced  or  rejected  on  the  basis 
of  their  true  financial  value.  Such  consideration  should  usually  be 
made  an  the  following  basis : 

Or. 

Investment  required  to  effect  improvements  I 

Interest  on  investment % 

Depreciation  on  improvements % 

Extra   expense    of   operation   and   mainte- 
nance    % 


Or. 


Total  annual  cost  of  improvement. . . 

Saving  in  power  (or  in  expense)   effected 

by  improvement |. 

Annual  value  of  saving  effected 


Net  annual  gain  or  loss  due  to  im- 
provement    %. 

Capitalized  value  of  power    (or  expense) 
effected  by  improvement |. 


Net  capitalized  loss  or  gain  effected . .  % 

323.  Value  of  a  Water  Power  Property. — It  has  frequently  be- 
come necessary  in  this  country  to  condemn  water  power  privil^:es  on 
account  of  the  necessity  of  securing  public  water  supplies  or  for  other 
public  purposes.  Under  such  conditions  it  frequently  becomes  neces- 
sary to  estimate  the  value  of  the  water  power  property.  When  sudi 
matters  are  brought  into  court  and  various  witnesses  are  heard  on  Ac 
subject,  it  is  commonly  found  that  very  great  differences  of  opinion 
exist  as  to  the  value  of  power.  These  differences  of  opinion  are  largdy 
the  result  of  entirely  different  points  of  view. 
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To  those  who  have  carefully  followed  the  discussion  of  the  hydro- 
g^ph^  and  the  estimate  of  power  based  thereon,  the  great  variations 
that  occur  in  the  potential  power  of  streams  at  various  times  in  the 
season,  and  in  the  various  years,  are  obvious. 

It  if  apparent  that  different  engineers,  even  if  they  carefully  con- 
sider these  variations  in  power,  may  differ  yery  greatly  indeed  as  to 
the  extent  to  which  the  power  can  be  economically  developed. 

The  question  of  pondage  as  discussed  in  Chapter  VII  also  has  a  very 
important  bearing  on  this  matter.  It  is  only  by  a  careful  study  of  the 
whole  question  and  the  consideration  of  the  power  market  that  even 
an  approximately  correct  answer  to  this  question  can  be  given.  The 
value  of  such  a  plant  may  be  considered  in  a  variety  of  ways : 

First:  Its  value  if  intelligently  and  recently  designed,  may  be  repre- 
sented by  the  cost  of  its  reproduction  plus  a  certain  value  for  the  water 
power  rights. 

Second:  Its  value  may  be  computed  on  the  capitalized  net  income  that 
the  plant  can  or  does  earn. 

Third:  The  value  of  the  plant  may  be  considered  equal  to  the  cap- 
italized value  of  the  most  economical  plant  that  can  be  installed  to 
furnish  power  at  the  point  at  which  the  power  is  to  be  used. 

By  the  term  "most  economical"  is  meant  not  necessarily  the  one 
lowest  in  first  cost,  but  the  plant  that,  when  considered  in  the  broadest 
sense,  will  furnish  power,  all  things  considered,  at  a  less  cost  than  from 
any  other  source  of  power.  The  subject  is  a  very  broad  one  and  one 
that  needs  thoughtful  consideration  and  study. 
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CHAPTER  XXIII 

FINANCIAL  AND  COMMERCIAL  CONSIDERATIONS 

324.  Financial  Considerations. — Every  engineer  who  is  called 
upon  to  advise  his  clients  as  to  the  feasibility  of  a  proposed  water 
power  project  must  carefully  consider  not  only  the  engineering 
problems  involved  but  also  all  financial  aspects  of  the  project,  for 
the  entire  commercial  success  depends  on  its  financial  feasibility. 
It  is  not  enough  that  the  power  be  constant  and  sufficient  in  quan- 
tity, that  the  plant  be  well  designed,  and  that  the  cost  of  the  same 
be  reasonable ;  but  there  must  also  be  a  market  in  which  the  power 
can  be  utilized  to  advantage  and  the  price  at  which  the  power  can 
be  sold  in  competition  with  all  other  sources  of  power  must  be  suffi- 
cient to  pay  fixed  charges  and  all  other  expenses  involved  in  the 
construction  and  operation  of  the  plant,  and  afford  a  fair  return  on 
the  investment  to  those  who  assume  the  risk  of  the  undertaking. 

It  is  a  common  belief  that  any  water  power  development  will  be 
profitable.  As  an  undeveloped  water  power  is  a  continual  waste 
of  energy,  it  is  commonly  assumed  that  the  saving  of  this  waste  is 
bound  to  result  in  a  profit  to  those  who  acquire  the  property  and 
develop  the  power.  That  many  water  powers  cannot  be  developed 
at  a  profit  under  present  conditions  is  a  fact  that  in  many  instances 
is  learned  by  an  owner  only  after  large  and  unwarranted  expendii- 
tures. 

325.  The  Hazards  of  Water  Power  Investments. — ^The  develop- 
ment of  a  water  power  is  not  a  simple  method  of  assuredly  capital- 
izing the  waste  energy  of  streams.  In  the  first  place,  the  hazards 
involved  both  in  the  construction  of  such  properties  and  in  the  con- 
tingencies of  their  operation  and  maintenance  are  considerable. 
With  the  advent  of  electrical  transmission,  coupled  with  the  popu- 
lar conception  that  water  powers  were  excessively  profitable,  and 
that  by  means  of  such  developments  the  waste  energy  of  water 
could  be  advantageously  turned  into  dividends,  investors  eagerly 
sought  water  power  investment.  The  results  have  not  always  been 
satisfactory.  The  first  large  Niagara  hydraulic  development  op- 
erated for  twenty  years  without  a  dividend.  The  great  develop- 
ments at  McCalls'  Ferry  on  the  Susquehanna  River,  at  Massena  on 
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the  St.  Lawrence  River,  and  at  the  Sault  St  Marie,  are  examples 
of  financial  catastrophes,  the  list  of  which  could  be  greatly  increased 
if  further  illustrations  were  desirable.  Foreclosures  and  sales  of 
water  power  properties  have  been  very  common.  In  one  case,  the 
investors  in  the  bonds  of  a  water  power  company  realized  less  than 
five  per  cent,  of  their  par  value.  In  other  cases,  plants  have  been 
dismantled  and  abandoned.  It  is  of  course  apparent  that  such 
projects  were  ill  advised  and  should  never  have  been  undertaken; 
or,  if  attempted,  undertaken  on  a  more  conservative  basis.  But 
the  history  of  every  business  is  full  of  investments  of  this  character, 
and  no  line  of  business  has  ever  been  developed  in  which  the  paths 
of  such  developments  have  not  been  strewn  with  the  wrecks  of  ill 
advised  projects.  A  question  as  to  the  ultimate  success  must  ac- 
company every  new  enterprise  and  throw  a  doubt  on  the  wisdom 
of  its  projectors  and  the  advisability  of  the  investment  This  is 
especially  true  in  water  power  development. 

326.  Hazards  of  Water  Power  construction. — Plans  are  rarely 
made  for  large  and  important  structures  that  do  not  require  more  or 
less  modification  during  construction.  Unless  this  fact  is  duly  ap- 
preciated by  the  designer  and  liberally  allowed  for  in  the  estimates  of 
cost,  such  estimates  have  always  been  found  more  or  less  inadequate 
to  complete  the  structure.  The  hazards  of  construction  increase 
with  the  difficulties  of  construction.  In  the  superstructure  of  one 
of  the  large  buildings  of  Chicago,  designed  by  one  of  the  best  archi- 
tects of  that  city,  and  which  was  completed  without  any  serious  mis- 
haps, the  cost  of  extras  increased  the  original  contract  price  almost 
twenty-five  per  cent.,  or  about  $700,000  on  a  $3,000,000  estimated  cost 

When  a  structure  is  built  in  and  across  a  river  and  the  work  of 
construction  is  subject  to  unusual  hazards  which  cannot  be  foreseen, 
due  to  conditions  that  cannot  be  fully  predetermined  and  to  the  con- 
tingencies of  flood,  the  ultimate  cost  cannot  be  accurately  deter- 
mined and  is  frequently  greater  than  the  estimate  that  will  usually 
be  made. 

The  engineer  designing  a  plant,  if  unfamiliar  with  the  contin- 
p:encies  of  actual  construction,  can  scarcely  conceive  the  unforeseen 
circumstances  which  may  and  frequently  will  occur  when  his  plans 
are  being  carried  out  in  the  field.  An  estimate  in  detail  of  the  rea- 
sonable cost  of  each  feature  of  the  work  can  seldom  cover  all  the 
costs  involved  in  the  construction  of  such  a  plant  and  must  be  over- 
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estimated  or  a  large  contingent  estimate  must  be  added  in  order  to 
cover  the  actual  cost.  A  water  power  project  which  will  pay  only 
fair  returns  on  a  close  estimate  of  cost,  is  seldom  worthy  of  serious 
consideration  as  unforeseen  expenses  will  often  make  it  a  losing  in- 
vestment 

In  a  recent  water  power  development  which  was  under  advise- 
ment for  a  number  of  years,  and  which  was  perhaps  as  thoroughly 
considered  and  as  carefully  planned,  both  in  design  and  in  methods 
of  construction  to  be  pursued,  as  any  other  development  of  late 
years,  the  cost  of  the  finished  structure  exceeded  the  estimate  by 
thirty-three  per  cent.  The  estimate  of  cost  was  about  $21,000,000; 
the  actual  cost  about  $28,000,000.  In  another  case,  where  estimates 
were  carelessly  made,  the  original  estimated  cost  was  $800,000,  and 
the  actual  cost  of  the  complete  development  about  $2,500,000. 

The  unexpected  extra  costs  of  such  developments,  due  to  unfore- 
seen delays,  are  often  serious.  The  interest  on  bonds  must  be  met 
semi-annually  or  annually  from  date  of  their  issue;  hence  interest 
during  construction  is  an  important  item  in  the  cost  of  development 
of  any  industry,  and  is  an  item  which  is  particularly  uncertain  in 
water  power  developments.  In  a  recent  development  of  this  kind, 
a  flood  (the  most  extraordinary  that  had  occurred  on  the  river 
^within  the  known  records)  not  only  caused  a  loss  of  approximately 
$40,000  to  the  work  under  construction,  but  was  followed  by  con- 
tinuous and  imusually  high  water  for  the  year  following,  so  that  not 
more  than  ninety  working  days  were  available  within  the  year. 
In  the  same  project,  an  ice  jam  in  the  spring  carried  out  all  the 
trestle  and  false  works,  involving  a  loss  of  perhaps  $10,000  more. 
These  casualties  created  a  delay  of  more  than  a  year  with  an  extra 
interest  cost  of  approximately  $100,000. 

Such  hazards  are  more  frequently  present  in  all  classes  of  hy- 
draulic projects  than  in  those  of  almost  any  other  kind  of  develop- 
ments. While  care  and  experience  with  water  power  projects  may 
perhaps  finally  result  in  greater  consideration  and  more  liberal  esti- 
mates to  provide  for  contingencies  or  changes  which  are  likely  to 
occur,  still  the  contingencies  exist,  and  such  investment  will,  in  the 
future  as  well  as  in  the  past,  frequently  be  under-estimated  and  the 
actual  costs  of  construction  will  require  greater  investments  than 
the  optimistic  projectors  will  think  possible,  even  when  money  is 
judiciously  and  cautiously  expended. 
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It  is  of  course  obvious  that  a  project  which  may  be  very  attractive 
on  a  basis  of  an  investment  of  $800,000  is  likely  to  be  a  serious 
failure  on  the  basis  of  an  investment  of  $2,500,000 ;  and  even  a  pro- 
ject which  seems  attractive  on  the  basis  of  a  $21,000,000  investment 
may  be  seriously  handicapped  by  an  expense  of  $28,000,000  unless 
there  is  a  prospect  of  extraordinary  returns  on  the  basis  of  the  orig- 
inal estimated  cost. 

327.  Contingencies  of  Maintenance. — Even  after  a  plant  is  once 
constructed  the  contingencies  are  not  removed.  Within  the  last 
few  years,  a  single  flood  caused  a  loss  of  $300,000  to  one  water 
power  development.  This  loss  resulted  from  an  extraordinary  con- 
dition which  could  hardly  have  been  foreseen  and  which  would  oc- 
cur but  rarely  under  similar  conditions.  In  this  case  the  gates  of 
the  plant  were  so  clogged  by  a  rush  of  logs  that  the  flood  waters, 
unable  to  pass  the  dam,  cut  their  way  entirely  around  the  structure, 
which  not  only  caused  the  loss  stated  but  put  the  plant  out  of  serv- 
ice for  more  than  a  year  (see  Fig.  412,  page  652).  In  another  case, 
a  dam  was  as  seriously  injured  by  a  flood  produced  by  the  destruc- 
tion of  a  reservoir  dam  built  by  a  different  engineer.  The  dam  de- 
stroyed possessed  sufficient  strength  and  capacity  for  all  contin- 
gencies of  normal  river  flow  that  were  liable  to  occur,  yet  the  un- 
expected destruction  of  another  structure,  afterwards  built  above  it, 
caused  an  extraordinary  condition  that  resulted  in  a  loss  of  perhaps 
$150,000  and  put  the  plant  out  of  commission  for  more  than  a  year. 
In  neither  of  these  cases  was  the  casualty  produced  by  a  funda- 
mental defect  in  the  design  of  the  structure  involved,  yet  the  loss 
was  no  less  serious. 

Losses  through  defective  desigfns  are  very  numerous.  In  a  west- 
ern plant  which  was  just  about  to  be  started,  the  whole  foundation 
was  washed  out  from  under  the  dam,  leaving  the  structure  sus- 
pended from  the  rock  walls  of  the  narrow  canon.  This  loss  was 
undoubtedly  due  to  defective  design  and  construction,  and  cost  the 
company  at  least  $125,000  and  a  year's  delay  in  beginning  operation. 
Numerous  instances  could  be  recited  where  either  fundamental  de- 
fects or  extraordinary  conditions  have  destroyed  or  seriously  in- 
jured dams  and  water  power  plants  and  have  caused  serious  losses 
to  their  owners.  Mankind  is  fallible ;  our  knowledge  of  the  possi- 
ble activities  of  natural  forces  is  limited ;  the  effect  of  the  possible 
combination  of  all  of  the  known  and  unknown  factors  can  never  be 
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clearly  seen  or  appreciated ;  yet,  these  contingencies  are  ever  present 
and  must  be  considered  by  the  water  power  investor. 

SaS.  Elements  of  Cost  in  Water  Power  Development. — Seldom 
can  a  water  power  be  developed  at  a  first  cost  which  compares  fa- 
vorably with  the  cost  of  developing  a  fuel-power  generating  plant, 
and  if  the  water  power  company  is  an  independent  concern,  which 
develops  its  source  of  power  to  "the  average  minimum  for  the  maxi- 
mum six  months"  and  must  at  the  same  time  maintain  the  market 
demand  for  power  at  all  times,  it  must  install  an  auxiliary  fuel  power 
plant  to  develop  power  at  low  water  stages.  Such  auxiliary  plant 
must  frequently  have  a  capacity  almost  or  equally  as  great  as  that 
of  the  water  power  plant  itself.  Under  such  circumstances,  the 
cost  of  auxiliary  power  development  must  be  added  to  the  cost  of 
the  water  power  development. 

One  of  the  advantages  of  power  generated  by  fuel  is  the  low  cost 
of  small  installations.  While  the  cost  of  power  per  unit  developed 
is  frequently  large  in  such  installations,  such  costs  are  usually  within 
reasonable  and  possible  limits  of  expense. 

A  steam  plant  can  always  be  constructed  of  a  size  proportional  to 
its  prospective  market  and  can  be  increased  and  enlarged  as  its 
market  demands,  to  any  extent  and  without  over  investment. 

Small  water  powers  of  a  few  hundred  horse  power  may  some- 
times be  developed  so  economically,  and  operated  so  cheaply  that 
they  can  compete  in  places  where  the  cost  of  steam  power  is  high, 
but  seldom  where  steam  costs  are  low,  unless  the  plant  is  built  or 
combined  with  industries  actually  using  power. 

A  water  power  to  be  economically  developed  must  practically  be 
developed  to  certain  proportions  regardless  of  its  market.  Powers 
on  large  rivers  can  seldom  be  developed  and  operated  successfully 
in  a  small  way.  On  a  given  river  it  is  almost  as  expensive  to  de- 
velop a  small  amount  of  power  as  to  develop  the  stream  to  its  ca- 
pacity. The  same  dam  with  the  same  appurtenances  is  usually 
necessary,  whatever  the  development.  The  same  operating  force 
will  usually  be  required  whether  the  plant  is  fully  or  partially  loaded, 
and  whether  the  development  is  partial  or  complete.  If  the  power 
is  transmitted,  the  same  towers  required  for  5,000  K.  W.  will  carry 
10,000  K.  W.  successfully.  The  completed  development  will  in- 
volve a  larger  power  house,  a  few  more  turbine,  generators  and 
equipment,  and  a  little  larger  transmission  wire.    These  are  usually 
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the  only  extra  expenses  involved.  Hence,  on  large  streams,  the 
project  must  be  sufficiently  large  to  pay,  and  can  be  made  to  pay 
only  when  an  adequate  load  is  secured.  The  investment  in  these 
plants  is  so  great  that  they  can  never  be  built  except  for  an  exist- 
ing market  which  will  provide  at  least  their  principal  load,  unless 
industries  are  developed  in  connection  with  them.  Both  fixed 
charges  and  operating  costs  beg^n  at  once  when  the  plant  is  con- 
structed, and  interest  starts  with  construction.  A  market  must  be 
obtained  immediately  on  completion  in  order  to  meet  fixed  expenses 
or  the  plant  must  go  into  bankruptcy.  In  almost  every  case,  there- 
fore, these  plants  enter  competition  in  a  market  already  supplied 
with  power  and  are  under  certain  disadvantages  when  the  power  is 
placed  on  the  market. 

329.  The  Financing  of  Water  Power  Projects. — It  is  a  compara- 
tively easy  matter  for  an  operating  industry  that  is  showing  fair  re- 
turns on  the  investment  to  secure  the  amount  of  money  necessary 
for  reasonable  expansion,  or  for  its  current  business  use.  The 
financing  of  a  corporation  whose  property  and  business  are  both  a 
matter  of  future  development,  and  necessarily  more  or  less  specu- 
lative, is  a  very  different  matter. 

By  a  "speculative  investment"  is  meant  any  investment  depend- 
ent for  its  success  on  the  development  of  a  future  productive  busi- 
ness of  any  kind  whether  it  be  the  manufacture  of  mercantile  prod- 
ucts or  power,  the  success  of  which  depends  on  the  judgment  of  men 
more  or  less  familiar  with  the  business  or  expert  in  its  successful 
development.  The  speculative  elements  depend  upon  whether  or 
not,  all  conditions  and  things  considered,  the  business  can  be  de- 
veloped for  such  a  cost,  maintained  and  operated  at  such  an  expense, 
and  obtain  and  maintain  a  market  at  such  prices  as  will  make  the 
enterprise  successful  to  those  who  invest  their  money  in  the  busi- 
ness, whether  such  investment  be  made  in  the  shape  of  bonds,  pre- 
ferred stock  or  common  stock. 

It  is  seldom  that  a  water  power  company  can  secure  the  necessary 
funds  from  its  own  stockholders  to  complete  its  project  except  where 
a  market  at  a  known  price  is  absolutely  assured  and  then  only  where 
the  project  is  comparatively  small  and  high  returns  are  believed  to 
be  certain. 

To  finance  a  water  power  project  where  the  cost  of  development 
amounts  to  several  million  dollars,  is  at  the  present  day  practically 
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impossible  except  through  the  agency  of  investment  houses  who 
make  a  business  of  financing  such  industries.  The  securities  of 
such  projects  are  taken  by  investment  houses  to  be  offered  to  invest- 
ors including  men  in  all  ranks  of  life. 

330.  Requirements  of  Investment  Houses. — ^Before  a  reputable 
investment  house  will  undertake  the  financing  of  such  enterprise  and 
endorse  it  with  the  prestige  of  its  name  and  reputation,  guaranteed 
by  the  great  care  they  have  previously  exercised  in  financing  such 
properties,  the  projects  must  be  carefully  examined  by  experts  of  rep- 
utation, men  who  are  of  the  highest  ability  and  experience,  who  can ' 
and  will  vouch  for  the  technical  features  of  the  construction,  for  the 
expense  involved,  for  the  market  available,  for  the  legality  of  the 
enterprise,  and  in  fact,  for  its  probable  complete  commercial  success. 

,  Such  houses  will  not  lend  their  assistance  to  a  project  of  this  kind 
without  fair  returns  both  for  themselves  and  for  their  clients. 

331.  Securities. — ^The  securities  issued  for  the  development  of 
water  power  properties  are  usually  bonds,  preferred  stock  and  com- 
mon stock.  Bonds  and  preferred  stock  represent  the  actual  cash 
investment,  and  common  stock  represents  the  speculative  element 
or  prospective  profits.  The  bonds  issued  are  nothing  more  or  less 
than  a  subdivided  mortgage ;  they  are  protected  by  a  deed  of  trust 
made  to  a  trust  company  who  represents  the  bondholders.  The  is- 
suance of  bonds  permits  a  division  of  the  mortgage  whereby  any 
investor  may  purchase  such  portion  of  the  mortgage  as  his  finances 
and  opportunities  permit.  Bonds  are  usually  issued  in  amounts  of 
$500  or  $1,000.  Bond  interest,  like  the  interest  on  any  mortgage, 
must  be  paid  when  due  or  the  property  will  be  subject  to  foreclosure 
and  sale.  They  run  for  a  certain  time  and  must  then  be  paid  and 
retired,  although  they  are  sometimes  payable  at  any  interest  date, 
at  a  certain  advanced  price.  Their  value  depends  upon  the  success 
of  the  project.  Their  security  is  increased  when  they  represent 
only  a  part  of  the  actual  investment  and  when  there  is  an  equity 
represented  by  an  actual  cash  investment,  which  may  be  in  the  form 
of  second  mortgage  bonds,  preferred  stock  and  common  stock.  The 
public  will  not  be  induced  to  invest  in  such  bonds  at  only  a  moder- 
ate rate  of  interest  without  some  form  of  stock  bonus,  that  is,  with- 
out a  share  in  the  prospective  profits.  This  is  almost  a  self-evident 
statement.  Would  any  sane  investor  purchase  a  five  per  cent,  bond 
on  any  undeveloped  business  when  he  can  secure  an  equal  return 


Digitized  by 


Google 


710         Financial  and  G>mmercial  G>nsi(leration8. 

from  a  farm  or  other  real  estate  mortgage  ?  If  a  stock  bonus  can  be 
obtained  with  such  a  bond,  it  will  give  the  purchaser  a  chance  not 
only  of  increased  return  but  of  increased  capital  value,  and  such  an 
investment  at  once  becomes  more  attractive.  On  the  other  hand, 
a  high  rate  of  interest  on  bonds  sufficient  to  induce  the  public  to 
purchase  such  securities  issued  on  speculative  industries  may  be 
fatal  to  the  success  of  the  project. 

Interest  on  bonds  must  be  met  promptly  each  interest  day  to  avoid 
foreclosures,  while  stock  must  await  surplus  earnings  for  its  divi- 
dend. On  account  of  the  necessary  payment  of  interest  on  bonds, 
many  corporations,  in  the  face  of  unexpected  difficulties  and  delays  in 
construction  and  in  securing  a  market  to  meet  fixed  charges  and  op- 
erating expenses,  have  found  it  impossible  to  meet  such  expenses  and 
have  ended  in  failures ;  whereas,  if  they  could  have  been  financed  with 
fewer  bonds  or  bonds  at  a  lower  rate  of  interest,  they  would  have  been 
able  to  have  survived  and  ultimately  to  have  been  successful. 

332.  Stock. — Preferred  stock  is  always  a  junior  security  to  the 
bonds.  The  dividends  (or  interest)  on  preferred  stock  are  ahead  of 
dividends  on  common  stock  but  are  payable  only  when  and  as  they 
are  earned.  They  represent  an  actual  investment,  and  sometimes 
share  in  the  earnings  of  common  stock  after  dividends  on  such  cohi- 
mon  stock  reach  a  certain  amount.  They  can  usually  be  paid  off 
and  retired  under  certain  conditions.  They  are  not  a  loan  on  the 
property  but  commonly  have  a  certain  preference  in  the  proceeds 
from  the  property  if  sold  and  if  such  proceeds  are  more  than  sufr 
cient  to  liquidate  the  bonded  indebtedness. 

Common  stock  always  represents  the  speculative  feature  of  an  in- 
vestment even  when  fully  paid  at  par  value.  They  are  sometimes 
the  only  securities  issued,  and  share  in  the  net  profits  of  the  venture. 
They  are  always  junior  to  preferred  stocks  and  bonds,  and  repre- 
sent, through  their  majority  holders,  the  business  management  of 
the  project. 

The  great  advantage  of  stock  investments  to  a  company  is  due  to 
the  consequent  reduction  in  fixed  interest  charges.  The  develop- 
ment of  a  market  commonly  takes  a  considerable  period  and  unless 
a  company  can  earn  at  once  fixed  charges  and  operating  expenses, 
a  considerable  amount  of  extra  capital  must  be  provided  beyond  the 
cost  of  construction  to  carry  the  venture  beyond  this  period  and 
place  it  on  an  earning  basis. 
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Stock  investments  are  not  popular  except  to  the  few  who  can 
come  in  direct  touch  with  a  project  and  know  or  believe,  from  such 
contact,  in  the  possibilities  of  large  returns.  In  a  large  project, 
therefore,  very  few  will  invest  in  stock  only  without  some  security 
representing  a  first  lien  on  the  actual  property ;  for  stock  alone  rep- 
resents the  maximum  risk  and  affords  too  little  stability  to  the  in- 
vestment. 

In  the  case  of  water  power  developments,  bonds  bearing  five  per 
cent,  or  six  per  cent,  interest  cannot  be  made  acceptable  to  the  pur- 
chaser except  at  a  discount  and  by  a  gratuitous  distribution  of  junior 
securities  representing  the  speculative  side  of  the  project.  Such 
bonds  can,  however,  usually  be  sold  at  a  comparatively  low  discount 
if,  in  addition  to  these  securities,  the  buyer  receives  a  junior  secur- 
ity which  may  possess  a  value  and  an  earning  capacity  if  the  project 
is  successful. 

333.  Financing  With  Bonds  Only. — If,  for  example,  a  water  power 
project  financed  on  this  basis,  where  the  cost  of  construction  and 
financing  will  be  approximately  $2,000,000,  and  if  in  addition  to  the 
bonds  amounting  to  this  total  sum  and  bearing,  say  five  per  cent, 
interest,  a  speculative  stock,  which  may  be  regarded  as  representing 
prospective  profits,  or  water  power  rights  and  privileges,  be  also 
issued  in  the  same  amount,  investors  will  often  take  such  bonds  or 
securities  at  a  reasonable  price  from  a  responsible  financial  house 
of  experience  if  they  also  receive  as  a  bonus  say  fifty  per  cent,  of 
speculative  stock.  Where  care  has  been  taken,  the  bonds  are  a  rea- 
sonably safe  investment.  If  the  junior  securities  or  stock  should  ulti- 
mately pay  ten  per  cent.,  the  net  result  to  the  bond  purchasers  would  be 
ten  per  cent,  on  the  actual  total  investment,  which  is  certainly  no 
greatef  return  than  should  be  earned  in  such  a  hazardous  investment. 

The  projectors  of  the  development,  or  the  parent  company,  usually 
base  their  entire  hope  of  reward  for  their  endeavors  in  such  projects 
on  such  portions  of  the  stock  as  they  are  able  to  reserve  from  the 
cost  of  financing.  They  borrow  the  capital  on  their  property  and 
credit,  and  with  the  bonds  representing  a  first  lien  and  fixed  returns, 
they  give  such  proportion  of  the  stock  as  the  market  demands. 

334.  Financing  With  Stock  and  Bonds. — If  the  projectors  of  the 
enterprise,  or  the  stockholders  of  the  parent  company,  make  an 
actual  investment  in  the  junior  securities  or  stock,  thus  placing  the 
primary  securities  on  a  sounder  basis  by  virtue  of  an  equity  in  the 
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work,  of  fifty  per  cent,  or  more,  the  primary  securities  or  bonds  can 
often  be  sold  at  a  low  discount  without  a  stock  bonus.  In  such 
case,  however,  the  stockholders  have  invested  their  money  in  a  se- 
curity which  is  secondary  to  the  bonds  issued  and  which  involves 
most  of  the  risk.  Such  an  investment  will  not  be  made  without 
a  reasonable  assurance  that  the  returns  in  the  same  will  be  large. 
In  other  words,  on  the  basis  of  a  $2,000,000  investment,  if  $1,000,000 
is  paid  from  bonds  and  $1,000,000  from  stock,  under  present  condi- 
tions it  would  be  practically  impossible  to  secure  investors  in  the 
original  stock  of  the  company,  unless  an  earning  of  at  least  fifteen 
per  cent,  can  be  reasonably  anticipated  on  the  entire  investment,  in 
which  case  the  larger  earnings  would  be  secured  by  the  owners  of 
stock  who  have  risked  their  money  practically  without  security. 
To  eifect  this  result,  it  would  be  necessary  to  issue  stock  to  the 
amount  of  $2,000,000  and  sell  it  on  a  paid-up  basis  of  fifty  cents  on 
the  dollar.  The  stockholder  would  anticipate  an  ultimate  increase 
in  the  value  of  his  holdings  and  a  large  return  commensurate  with 
his  extra  risks.  A  large  return  under  such  conditions  must  be  pos- 
sible, for  the  stockholder's  property  is  the  guarantee  of  the  bonds 
which  must  be  protected  first,  both  for  interest  and  principal.  Here 
again  the  total  earnings  of  the  plant,  if  successful,  would  show 
fifteen  per  cent  on  the  actual  investment  necessary  for  its  financing 
and  construction,  and  unless  the  prospects  of  such  earnings  are  fairly 
assured,  a  development  along  these  lines  is  impossible.  There  are 
seldom  any  other  methods  by  which  these  projects  can  be  financed 
The  projects  are  speculative  and  appeal  to  only  those  who  have 
speculative  instincts. 

In  the  first  instance  cited,  the  purchaser  of  the  primary  securities 
purchases  what  he  believes  to  be  a  fairly  safe  investment,  ^th  the 
incentive  of  a  certain  amoimt  of  bonus  stock  which  he  hopes  and  be 
lieves  may  net  him  an  additional  return  rather  larger  than  he  can 
secure  from  any  other  line  of  investment,  and  when  such  bonds  arc 
purchased  from  reliable  investment  houses  who  have  made  a  spe- 
cialty of  certain  lines  of  investment  and  who  have  had  long  and  val- 
uable experience  in  a  g^ven  line,  the  purchaser  of  such  securities  is, 
in  the  long  run,  seldom  disappointed  in  his  receipt  of  some  addi- 
tional value  besides  his  investment  in  the  bonds  of  the  company. 

335.  Possibilities  of  Financing. — It  is  believed  to  be  entirely  impos- 
sible at  the  present  time  to  finance  a  $2,000,000  water  power  project 
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or  to  develop  any  speculative  industry  by  the  issue  of  $1,000,000  in 
bonds  and  $1,000,000  in  stock  to  be  sold  at  their  par  value.  There 
are  few  investors  who  can  come  into  such  close  contact  with  the 
details  of  such  an  investment  as  to  make  them  feel  assured  that 
they  will  ultimately  secure  a  suitable  return  on  their  stock,  and  in- 
vestors who  have  not  the  knowledge  or  opportunity  to  assure  them- 
selves of  the  probable  prospects  of  the  investment  must  depend  upon 
the  reputation  of  the  investment  house,  the  projectors  of  the  enter- 
prise or  the  engineer  on  whose  judgment  the  value  of  such  securi- 
ties rest,  and  such  investors  are  not  satisfied  to  take  uncertain  risks 
without  prospects  of  large  returns. 

336.  Fair  Returns. — It  is  believed  that  fifteen  per  cent,  on  the  total 
investment  in  a  water  power  project  is  not  more  than  sufficient  re- 
turns when  the  risks  in  development,  maintenance  and  market  are 
considered;  and  that  if  the  stockholders  furnish  an  equity  to  the 
holders  of  bonds  issued  for  only  a  portion  of  the  cost,  such  stock- 
holders who  have  taken  such  additional  risk  should  be  able  to  secure 
all  of  such  returns  on  the  total  investment  as  are  not  required  for 
the  payment  of  bond  interest. 

That  a  prospect  for  the  returns  mentioned  is  necessary  for  the  de- 
velopment of  such  enterprises  is  well  established.  Mr.  Gifford  Pin- 
chot,  perhaps  the  most  ardent  advocate  of  the  government  owner- 
ship of  water  powers,  made  the  following  statement  before  the  Na- 
tional Waterways  Commission  in  191 1: 

"I  should  like  to  be  understood  as  asserting  with  a  good  deal  of 
vigor  that  I  believe  investors  who  go  into  water  power  development 
should  be  given  a  much  more  generous  return  on  their  investment 
than  men  who  go  into  a  less  hazardous  business,  for  the  risks  of  a 
business  of  that  kind  are  certainly  very  large.  The  public  needs  the 
development  of  water  powers.  / 

"I  can  say,  for  instance,  that  it  is  wholly  impossible  to  expect  gen- 
eral water  power  development  under  present  conditions  on  a  six  per 
cent,  basis.  The  risks  are  too  large.  Ten  per  cent,  or  fifteen  per 
cent,  would  be  more  like  what  is  required  to  induce  capital  to  go 
into  that  field." 

The  author  knows  of  no  water  power  that  can  show  any  such 
earnings  on  its  cost,  although  many  were  installed  with  such  hopes. 
There  are  doubtless  some  powers  developed  by  public  utility  com- 
panies, or  by  other  large  companies  commanding  markets  of  consid- 
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erable  magnitude,  where  such  returns  have  been  made ;  but  such  re- 
sults are  seldom  realized. 

337.  State  Stock  and  Bond  Laws. — ^The  above  methods  for  financ- 
ing water  power  industries  by  the  issue  of  speculative  stock  at  less 
than  par,  and  which  when  honestly  carried  out  are  morally  unob- 
jectionable, are  impossible  under  the  present  laws  of  many  states. 
Under  such  laws,  bonds  can  often  be  sold  at  prices  as  low  as  sev- 
enty-five per  cent,  but  stock,  the  investors  in  which  must  take  prac- 
tically all  the  risk  in  any  reasonably  speculative  project,  must  be 
sold  at  par.  Such  requirements  would  be  proposed  only  by  those 
wholly  unfamiliar  with  the  necessities  of  financing. 

If  six  men  go  into  a  business  venture,  each  investing  an  equal 
share,  and  one,  on  account  of  his  limited  resources,  is  obliged  to  bor- 
row part  or  all  of  his  share,  he  should  nevertheless  be  entitled  to  no 
less  a  return  from  the  venture  on  account  of  his  financial  disability. 

If  an  earning  of  fifteen  per  cent,  on  an  investment  is  legitimate, 
such  an  earning  should  be  no  less  legitimate  if  the  projector  or  pro- 
jectors, being  without  financial  resources,  are,  through  their  ability, 
integrity  and  technical  knowledge,  able  to  borrow  a  part  or  all  of  Ac 
capital  required  to  make  such  an  investment. 

The  stock  and  bond  laws  of  many  of  the  states  are,  in  their  present 
form,  simply  a  protection  to  the  capitalist  and  discourage  enterprises 
by  the  men  of  small  means.  Such  laws  are  entirely  unfair  and  arc 
in  no  sense  a  protection  to  the  investing  public.  Let  bonus  stock 
be  issued,  let  it  recite  on  its  face  just  what  it  is,  that  it  is  speculative 
in  character  and  dependent  upon  the  success  of  the  plant  for  its 
value.  Why  should  not  the  buyers  of  low  interest  bearing  bonds 
share  in  the  returns  of  a  speculative  company,  and  why  should  not 
the  projectors  of  a  worthy  enterprise  who  must  shoulder  all  of  the 
labor  and  risks  and  whose  securities  are  secondary  to  the  primary 
securities,  buy  their  stock  below  par  or  even  secure  it  without  cost 
otherwise  than  for  their  enterprise,  reputation  and  efforts,  provided 
that  the  total  profits  secured  are  only  those  fairly  warranted  by  the 
risks  and  hazards  involved? 

The  attraction  in  any  business  enterprise  lies  in  the  safety  of  the 
investment,  in  the  magnitude  of  the  returns  and  in  the  ease  and  se- 
curity with  which  the  business  can  be  developed.  Investments  are 
and  can  be  controlled  in  a  very  limited  way.  The  investor  wavers 
between  perfect  security  and  possible  large  returns.    The  risk  which 
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he  will  take  is  usually  a  function  of  his  necessities  and  purposes,  or 
of  his  individual  inclinations,  interests  and  experience.  The  con- 
servative and  wealthy  citizen,  the  magnitude  of  whose  fortune  will 
assure  a  satisfactory  income  at  low  rates  of  interest,  will  be  satisfied 
with  an  investment  in  government  bonds  at  a  rate  of  interest  of 
three  or  four  per  cent.  The  citizen  of  means  whose  fortune  thus 
invested  would  not  furnish  a  sufficient  income  for  his  purpose,  will 
seek  investment  in  municipal  bonds  and  in  high  g^rade  commercial 
securities  that  will  assure  him  with  reasonable  safety  five  or  six  per 
cent,  on  his  capital.  The  individual  of  small  means  who  wishes  to 
augment  his  income  by  the  earnings  of  such  small  savings  as  he  has 
been  able  to  effect,  will  either  be  contented  with  safe  and  small  re- 
turns, or  will  seek  to  still  further  increase  his  income  by  larger  re- 
turns at  the  expense  of  greater  risks,  and  will  seek  investments  is 
less  assured  commercial  enterprises  that  will  pay  possibly  seven  or 
eight  per  cent  The  business  man  familiar  with  certain  lines  of  en- 
terprise and  commercial  development  in  which  he  invests  not  only 
his  money  but  his  energy  and  credit,  demands  a  large  return  which 
is  commensurate  with  the  risk  and  hazard  which  he  knows  or  be- 
lieves to  exist ;  and  no  enterprise  which  will  not  fairly  promise  ade- 
quate returns  commensurate  with  the  risk  involved,  will  receive  the 
financial  assistance  necessary  for  its  development.  This  is  a  natural 
Jaw  which  is  beyond  the  reach  of  legislative  enactments  and  entirely 
beyond  public  control  The  congress  of  the  United  States  or  the  state 
legislature  may  pass  such  laws  as  will  seriously  handicap  an  investment 
and  reduce  or  greatly  limit  its  value;  but  they  cannot  enforce  further 
investment  in  such  lines,  and  their  restrictions  may  be  such  as  to  prac- 
tically  prevent  all  further  investments,  or  to  cause  the  use  of  illegitimate 
methods.  There  is  no  man  more  eager  for  large  returns  than  the  man 
who  has  only  a  small  amount  of  capital  to  invest,  for  only  by  such 
means  can  his  earnings  be  made  of  material  magnitude.  Intelligent* 
attempts  to  protect  the  investing  public  are  both  desirable  and  neces- 
sary; but  many  of  the  laws  now  in  force  hamper  legitimate  enter- 
prise while  they  do  not  prevent  the  swindling  operations  of  the  un- 
scrupulous promotor. 

338.  The  Measure  of  the  Value  of  Power. — ^The  measure  of  the 
value  of  power  in  any  community  is  the  cost  of  developing  such 
power  by  the  means  most  ordinarily  used  or  which  would  ordinarily 
be  used  for  the  development  of  power  under  the  conditions,  and  in 
the  qualities  used  or  to  be  used,  in  the  particular  location. 
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In  fixing  the  rate  at  which  power  may  be  sold,  there  are  two  nat- 
ural limitations  which  must  be  considered.  The  higher  limit  is  the 
price  "that  the  traffic  will  bear."  In  other  words,  the  highest  price 
which  can  be  established  which  will  not  discourage  the  use  of  power 
or  will  not  be  so  high  that  large  users  of  power  will  continue  to  gen- 
erate power  themselves  or  will  be  induced  to  undertake  its  genera- 
tion rather  than  contract  for  its  purchase.  The  lower  limit  is  the 
actual  cost  of  the  power  to  the  water  power  company.  Between 
these  two  there  is  frequently  a  wide  range  in  values. 

Before  the  installation  of  the  water  power  plant  is  begun,  the 
higher  price  is  the  true  value,  but  the  moment  an  installation  is  com- 
pleted, in  order  to  secure  immediate  custom  it  becomes  practically 
necessary  to  reduce  the  price  for  commercial  reasons  in  order  to 
i«duce  power  users  to  become  customers. 

In  the  installation  of  hydraulic  plants,  the  upper  limit  is  the  cost 
at  which  power  can  be  produced  from  fuel  by  the  methods  which 
would  most  ordinarily  be  employed,  which  criterion  combines  a 
consideration  not  only  of  economy  in  generation  but  practicability 
in  the  installation  and  operation  of  the  plant,  and  is  therefore,  not 
represented  by  what  an  ideal  plant  should  do  under  ideal  condi- 
tions, but  by  what  similar  plants  ordinarily  accomplish  under  sim- 
ilar actual  conditions  of  operation. 

The  higher  rate  for  commercial  reasons  cannot  obtain,  as  there 
would  be  no  inducement  whatever  for  individuals  using  any  consid- 
erable quantity  of  power  to  become  customers,  for  the  price  they 
would  pay  would  be  the  actual  cost  of  such  power  as  generated  by 
their  own  plant,  and  there  would  be  no  inducement  offered  to  be- 
come customers  of  the  water  power  company.  The  higher  price  is 
therefore  a  commercial  impossibility,  and  the  lower  rate  is  evi- 
dently inequitable  for  there  is  no  valid  reason  why  a  private  com- 
pany or  the  public,  who  has  risked  nothing,  should  have  the  full 
benefit  of  any  commercial  venture.  The  public,  including  all  con- 
sumers of  power  generated  by  such  a  plant,  will  from  commercial 
necessity  receive  a  portion  of  the  benefit  from  the  use  of  such 
power,  as  a  foregoing  conclusion  from  the  commercial  conditions 
that  follow  its  development.  Rarely,  if  ever,  can  a  water  power 
company  secure  the  higher  return  for  its  output.  A  water  power 
company  must,  as  a  rule,  supply  power  to  a  market  which  is  par- 
tially at  least  already  supplied  with  power  from  other  sources. 
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Investments  in  power  generating  machinery  of  some  kind  have  al- 
ready been  made.  Fixed  charges  have  already  been  incurred  and 
the  water  power  company  finds,  therefore,  that  it  must,  in  order 
to  introduce  its  product,  sell  power  below  the  station  cost  of  pro- 
ducing the  same  by  means  of  steam  plants,  and  not  on  the  basis 
of  fixed  charges  plus  operating  expenses  of  the  steam  plant,  which 
has  been  the  true  measure  of  the  value  of  power  to  the  date  of  in- 
troduction of  power  from  the  new  source.  Only  in  cases  where 
the  market  developed  is  entirely  new  and  where  there  are  no  fixed 
charges  for  previous  power  plant  installation  to  be  met,  can  a 
power  company  hope  to  realize  even  a  part  of  the  fixed  charges  of 
the  steam  plant  from  the  sale  of  water  power.  Even  under  such 
conditions  a  material  reduction  must  be  made  in  order  to  induce 
customers  not  to  install  isolated  plants  of  their  own  for  the  produc- 
tion of  such  power,  but  to  purchase  the  power  developed  from  the 
water  power  plant. 

339.  DifiBculties  in  the  Sale  of  Water  Power. — ^If  power  gener- 
ated by  steam  is  costing  on  an  average  of  one  and  one-half  cents  per 
K.  W.  hour  and  power  can  be  generated  by  water  at  an  average  of 
,75  cents  per  K.  W.  hour  (which  is  a  fairly  accurate  statement  of 
the  actual  average  cx>sts),  it  would  appear  on  the  face  of  these  fig- 
ures that  water  power  must  indeed  be  profitable.  A  consideration 
of  the  facts  will  show  that  even  on  this  basis,  water  power  may 
prove  unprofitable.  In  the  first  place,  it  must  be  remembered  that 
not  all  water  power  plants  can  produce  power  even  under  the  best 
conditions  of  load  at  the  cost  stated.  In  the  second  place,  few 
plants  can  produce  power  at  such  figures  without  the  sale  of  a  large 
portion  of  their  possible  output  on  the  most  advantageous  basis  of 
loading.  In  the  third  place,  a  water  power  company  can  never  se- 
cure a  price  for  its  output  equivalent  to  the  actual  cost  of  power 
at  the  point  where  it  markets  its  product,  except  when  the  develop- 
ment is  imdertaken  by  a  company  actually  utilizing  power  in  its  busi- 
ness, and  with  a  business  large  enough  to  utilize  practically  the  en- 
tire output  of  the  hydraulic  development.  For  example,  consider 
a  community  of  thirty  or  forty  thousand  population  in  which  a  well 
planned  steam  electric  plant,  working  under  the  conditions  which 
ordinarily  obtain  in  such  communities,  can  develop  power  at  its 
switchboard  for  about  1.6  cents  per  K.  W.  hour:  of  this  amount, 
approximately  .5  cent  per  K.  W.  hour  is  fixed  charges,  and  i.i  cents 
per  K.  W.  hour  is  station  costs. 
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If  a  hydroelectric  company  desires  to  sell  its  output  to  the  steam 
electric  company,  it  becomes  evident  that  fixed  charges  are  already 
incurred,  that  the  only  possible  saving  will  be  all  or  part  of  the  sta- 
tion charges,  as  noted  above.  There  is  no  immediate  economy  to 
the  steam  electric  company  in  the  purchase  of  water  power  gener- 
ated current  (although  this  may  not  be  true  if  the  future  be  taken 
into  account),  unless  it  can  purchase  it  at  less  than  its  station  cost; 
consequently,  to  effect  a  sale,  the  water  power  must  be  sold  at 
from  .8  cent  to  i  cent  per  K.  W.  hour,  delivered  at  the  customer's 
switchboard.  The  higher  price  might  probably  be  regarded  as 
scarcely  attractive  to  the  steam  electric  company,  and  the  lower 
price  would  seldom  be  attractive  to  the  water  power  company,  in 
many  cases  would  involve  a  direct  loss,  and  in  almost  every  case 
a  direct  loss  would  be  entailed  unless  the  total  amount  of  current 
sold  to  all  customers  constitutes  a  large  proportion  of  the  capacity 
of  the  plant.  If  a  direct  combination  can  be  effected  between  the 
water  power  company  and  the  steam  electric  company,  the  steam 
plant  may  be  utilized  as  an  auxiliary  to  the  water  power,  and  the 
whole  value  of  the  output  utilized  by  the  combined  interests,  ^his 
kind  of  a  combination  is  usually  the  only  way  in  which  a  larger  net 
profit  can  be  obtained  from  a  water  power  development.  The  best 
results  can  be  obtained  only  by  combination  with  an  industry  or 
market  already  developed,  in  which  the  power  can  be  utilized  at  its 
true  market  value. 
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CHAPTER  XXIV 

THE  CONSIDERATION  OF  WATER  POWER  PROJECTS 

340.  Elements  of  Success. — ^The  practicability  of  every  water 
power  project  depends  on  a  large  number  of  factors  each  of  which  may 
be  vital  to  its  commercial  success.  Every  factor,  therefore,  needs  full 
and  careful  consideration  before  any  attempt  should  be  made  toward 
the  final  consummation  of  the  project.  Many  water  power  projects 
have  proved  disastrous  financial  failures.  The  mere  fact  that  an  un- 
developed power  is  energy  going  to  waste  does  not  necessarily  entail 
financial  benefits  when  such  energy  is  utilized  by  water  power  develop- 
ments which  may  and  frequently  will  involve  large  and  unwarranted 
investments.  Most  water  power  projects  are  necessarily  more  or  less 
speculative,  that  is  the  factors  and  their  influence  on  the  success  of 
the  project  are- more  or  less  uncertain,  and  can  not  always  be  clearly 
determined.  Frequently,  the  point  of  view  of  the  promoter  or  investor 
IS  too  optimistic.  The  difficulties  are  underestimated  or  ignored,  and 
sometimes  an  uninformed  public  is  induced  to  invest  in  projects  which 
are  undertaken  without  due  consideration  or  in  ignorance  of  the  vital 
factors  on  which  their  success  depends  (see  Chapter  XXIII).  Fail- 
ures, partial  or  complete,  have  resulted  from  many  causes,  and  a  con- 
sideration of  the  principal  ones  which  have  occasionally  given  unsatis- 
factory results  may  serve  to  point  out  some  of  the  dangers  involved  in 
these  investments,  and  some  of  the  points  which  should  be  given  par- 
ticular attention  when  such  investments  are  seriously  contemplated. 
Among  the  causes  which  have  led  to  results  more  or  less  disastrous 
may  be  mentioned : 

I.  The  Market — The  possibilities  of  the  market  for  power  are  fre- 
quently overestimated.  The  actual  market  may  be  found  inadequate. 
Occasionally  water  power  plants  are  constructed  to  serve  a  prospective 
market  such  as  a  new  industry  which  is  proposed,  either  by  the  pro- 
jectors of  the  water  power  project  or  by  other  interests,  and  the  failure 
of  the  industry  may  result  in  a  failure  of  the  power  project.  A  large 
investment  based  upon  the  success  of  another  project  controlled  by 
other  parties  is  usually  a  dangerous  undertaking  and  should  be  at- 
tempted only  after  the  greatest  deliberation  and  most  careful  investiga- 
tion.    In  many  cases  the  market,  while  adequate,  may  already  be  sup- 
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plied  by  public  utilities,  and  competition  may  involve  such  a  reduction 
in  the  price  of  power  that  adequate  returns  can  not  be  secured.  BoaA 
houses  rightly  look  with  distrust  on  investments  which  depend  for 
their  earnings  on  competition  with  plants  already  constructed  and  in 
successful  operation  and  it  is  seldom  possible  to  finance  a  project  on 
such  a  basis.  Frequently  a  market  requires  considerable  time  for  its 
development  Interest  begins  with  the  first  expenditure,  and  operat- 
ing expenses  usually  reach  well  toward  their  maximum  as  soon  as  the 
plant  begins  operation.  If  the  load  is  only  slowly  acquired,  fixed 
charges  and  operating  expenses  will  commonly  exceed  the  income  for 
a  considerable  period.  The  deficit  must  commonly  be  paid  from  the 
capital  account,  and  if  this  condition  long  continues  it  may  result  in 
partial  or  complete  failure.  Only  a  few  years  of  idleness  involves 
either  the  extinction  of  the  original  investment  or  a  large  increase  in 
the  capital  account ;  hence  delays  in  acquiring  a  paying  business  are 
frequently  disastrous. 

2.  Water  Supply, — Success  in  water  power  projects  depends  to  a 
large  extent  on  the  adequacy  and  constancy  of  the  water,  supply.    Sudi 
supplies  are  frequently  overestimated,  especially  as  to  their  constancy. 
In  a  few  cases,  this  error  has  been  so  great  that  plants  have  been  aban- 
doned and  dismantled.     Occasionally  the  supply  becomes  so  reduced  in 
years  of  low  rainfall  that  the  resulting  power  output  is  found  to  be 
unsatisfactory.    This  condition  usually  involves  either  a  low  price  for 
unsteady  power  which  may  result  in  unsatisfactory  returns,  or  it  may 
make  necessary  the  installation  of  an  auxiliary  power  plant  which,  if 
unforeseen,   may    involve   overcapitalization   or   increased   operating 
charges  and  consequent  financial  embarrassment.     In  this  connection 
it  is  also  important  to  fully  appreciate  the  difference  between  the  theo- 
retical power  of  the  stream  and  the  actual  power  which  can  be  deliv- 
ered either  at  the  turbine  shaft  or  at  the  switchboard  of  the  consumer, 
possibly  many  miles  away.    With  modem  and  properly  designed  plants, 
it  is  possible  to  deliver  at  the  turbine  shaft  from  seventy-five  to  eighty 
per  cent,  of  the  theoretical  energy  of  the  water,  even  with  a  consid- 
erable variation  in  load,  and  even  a  higher  percentage  where  the  load 
is  fairly  constant.    Where  the  installation  involves  transformation  into 
electrical  energy  which  must  be  stepped  up  to  a  high  voltage  for  trans- 
mission purposes,  and  afterwards  reduced  to  low  voltage  for  secondary 
distribution  and  utilization,  the  percentage  of  delivered  power  will  com- 
monly be  reduced,  even  under  the  most  favorable  conditions,  to  from 
sixty-five  to  sixty-eight  per  cent,  of  the  theoretical  power  of  the  veatcr, 
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and  commonly  even  a  greater  loss  must  be  sustained.  Improper  it- 
sign  may,  of  course,  result  in  even  greater  losses  which  materially  re- 
duce the  power  output  and  the  consequent  income. 

3.  Head. — ^The  reduction  in  head,  in  low  head  plants,  due  to  high 
water  conditions  may  result  in  occasional  reduced  output  and  make 
necessary  the  installation  of  auxiliary  power,  in  order  that  constant 
service  may  be  maintained.  This,  if  unforeseen,  involves  additional 
expense  which  sometimes  proves  serious.  This  factor  has  commonly 
received  even  less  attention  than  the  variation  in  water  supply,  and  in 
some  cases  may  prove  quite  as  serious. 

4.  Cost — ^The  cost  of  water  power  plants  is  frequently  underesti- 
mated, and  is  perhaps  the  most  common  cause  of  failure,  partial  or 
complete.    Excess  cost  is  often  due : 

First:  To  unforeseen  difficulties  in  the  physical  conditions,  entailing 
extra  costs  of  construction. 

Second:  To  flood  conditions  during  construction,  and  consequent 
extra  expenses. 

Third:  To  resulting  delays  and  consequent  excessive  interest  charges. 

Fourth:  To  large  and  unexpected  extra  expenses  for  flowage,  due  to 
unforeseen  backwater  conditions. 

Fifth:  To  over-development,  or  equipment  not  warranted  by  the 
market. 

Sixth:  To  under-development  on  account  of  imforeseen  low  load 
factors. 

Seventh:  To  unexpected  cost  of  transmission  due  to  difiiculties  in 
securing  the  necessary  market. 

Eighth:  To  expensive  methods  of  financing. 

Over  development  involves  over  capitalization,  while  imder  develop- 
ment requires  an  increased  capitalization  which  will  involve  further 
and  perhaps  unwarranted  investments. 

5.  Maintenance. — ^The  hazards  of  maintenance  have  previously  been 
considered  (see  Section  327,  page  706).  Maintenance  may  involve 
excessive  cost  due  to  unforeseen  contingencies.  The  plant  may  be 
poorly  designed,  foundations  may  be  inadequate  or  improperly  pro- 
tected, and  other  constructions  may  be  unsuitable  for  their  purposes. 
Many  plants  involve  features  and  designs  for  which  there  is  little  pre- 
cedent, and  in  such  cases  there  is  a  necessary  increased  hazard. 

The  proper  selection  of  machinery  is  an  important  feature  of  design. 
It  must  be  efficient  in  order  to  develop  maximum  power.  It  must  be 
ol  a  suitable  capacity  in  order  that  high  efficiency  will  obtain.    It  must 
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be  of  a  type  needed  to  supply  the  market.  A  twenty-five-cycle  hydro- 
electric development  can  not  supply  a  sixty-cycle  market  without  loss 
in  efficiency  and  extra  expense  for  installation.  Hence  an  error  in 
selecting  machinery  may  involve  replacement  at  large  expense,  and 
sometimes  entail  reconstruction  at  a  still  greater  cost. 

Poor  workmanship  frequently  results  in  high  maintenance  costs, 
and  rapid  depreciation  may  be  the  result  of  poor  construction.  Floods 
are  commonly  under-estimated  in  volume,  and  when  the  maximum  oc- 
curs it  may  result  in  partial  or  total  destruction  of  the  works.  Even 
where  due  care  has  been  taken  to  provide  for  passage  of  maximum 
floods,  the  failure  of  other  works  further  up  the  stream,  and  perhaps 
entirely  beyond  the  control  of  the  engineer  or  proprietor  of  the  water 
power  plant,  may  result  in  unusual  and  serious  catastrophes. 

341.  The  Extent  of  Investigation* — From  the  previous  discussion, 
it  is  evident  that  before  a  water  power  project  is  undertaken,  a  thorough 
study  should  be  made  of  all  of  the  factors  involving  its  ultimate  suc- 
cess. A  market  must  be  available  where  the  power  can  be  promptly 
sold  at  such  prices  that  the  returns  will  pay  fixed  charges,  operating 
expenses,  and  a  fair  return  on  the  investment.  The  water  supply  must 
be  constant,  and  adequate,  and  the  head  available  must  be  sufficient 
for  the  constant  development  of  power,  or  the  hydrauUc  plant  must  be 
supplemented  by  auxiliary  power  of  such  character  and  amount  as 
will  fill  the  market  demands.  The  plant  must  be  well  and  properly 
designed,  and  the  machinery  carefully  selected  with  due  regard  to  the 
maintenance  of  efficiency  and  market  demands.  The  cost  of  construc- 
tion must  be  reasonable  so  that  the  project  will  not  be  over  capitalized. 
Operating  and  maintenance  costs  must  be  moderate. 

All  of  these  factors  are  more  or  less  inter-dependent.  One  factor 
necessarily  involves  others  to  a  greater  or  lesser  extent  and  each  fac- 
tor must  therefore  be  considered  not  only  by  itself  but  also  in  due 
relation  to  all  others  on  which  it  may  depend.  Too  often  careful  at- 
tention is  given  only  to  certain  features  of  the  project,  and  other  fea- 
tures equally  important  are  neglected  or  ignored.  Preliminary  to  un- 
dertaking any  project  of  this  kind,  a  thorough  examination  should  be 
made  of  all  these  elements,  and  a  report  based  thereon  should  be  pre- 
pared which  should  include  a  consideration  of  all  factors  and  tiieir 
relation  to  one  another.  Such  a  report  should  be  made  as  thorough 
and  as  exhaustive  as  the  project  may  demand.  The  expense  involved 
in  such  an  examination  and  report  is  fully  warranted,  and  an  invest- 
ment in  large  undertakings  of  this  character  should  never  be  enter- 
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tained  without  a  complete  and  thorough  investigation  and  a  carefully 
considered  report.  The  financial  wrecks  of  a  number  of  important 
projects  point  to  the  necessity  of  such  an  examination  and  illustrate 
the  fact  that  it  is  either  frequently  omitted  or  improperly  made.  Dis- 
honesty is  undoubtedly  an  element  in  some  of  these  failures  but  in 
most  cases  they  are  the  result  of  carelessness,  the  neglect  of  a  proper 
investigation  or  the  lack  of  appreciation  of  all  the  elements  involved. 

The  extent  of  the  investigation  must  be  governed  by  the  importance 
of  the  project,  and  will  also  depend  on  whether  the  investigation  and 
report  are  to  be  of  a  preliminary  character  or  are  to  be  the  basis  of  a 
final  report  on  which  the  feasibility  of  the  project  may  be  decided. 

342.  Details  of  the  Investigation. — An  investigation  along  the 
lines  indicated  must  commonly  be  made  by  a  number  of  experts,  each 
familiar  with  the  particular  work  entrusted  to  him.  All  such  investi- 
gations, to  be  of  full  value,  should  be  made  under  the  direction  of 
some  one  able  to  fully  appreciate  the  necessary  extent  and  character 
of  such  investigations,  and  to  correlate  and  determine  the  influence  of 
various  factors  and  their  mutual  relations.  The  investigations  neces- 
sary for  a  full  understanding  of  the  project  and  the  procedures  which 
should  be  followed,  may  be  summarized  in  essentially  their  logical  or- 
der as  follows: 

First:  The  determination  of  the  market  and  the  probable  nature  and 
distribution  of  the  load.  The  present  cost  of  power  and  the  price  at 
which  power  can  be  sold. 

Second:  The  water  supply  and  its  variations.  The  possibilities  of 
pondage  and  storage  and  the  necessity  and  cost  of  auxiliary  power. 

Third:  The  physical  character  of  the  power  site.  The  foimdations, 
the  plant  layout,  the  resultant  head,  and  local  materials  of  construc- 
tion, and  the  extent  of  the  necessary  transmission  to  convey  the  power 
to  its  market 

Fourth:  The  preliminary  estimate  of  cost.  This  should  be  made 
very  liberal  and  should  contain  estimates  for  contingencies  amply  suffi- 
cient to  meet  such  uncertainties  as  are  involved  in  the  project. 

Fifth:  The  legal  rights,  including  riparian  rights,  flowage  and  res- 
ervoir rights ;  permits  and  franchises ;  rights-of-way  for  transmission ; 
rights  of  condemnation;  and  the  extent  and  influences  of  state  and 
federal  control  on  both  project  and  prices. 

Sixth:  The  methods  and  cost  of  financing  the  project,  and  the  feasi- 
bility of  floating  the  necessary  stock  and  securities. 

Seventh:  A  report  on  the  project  covering  a  full  and  complete  con- 
sideration of  Items  I  to  6,  and  their  relations  to  one  another. 
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Eighth:  The  design  of  the  plant,  and  the  structures  necessary  for 
storage  and  control  of  waters. 

Ninth:  The  construction. 

Tenth:  Operation  and  maintenance. 

343.  Market  or  Purpose  of  Devel0pment. — Every  water  power 
project  must  be  examined  in  the  light  of  the  purpose  for  which  it  is 
to  be  used,  or  the  market  which  it  is  to  supply.  In  some  cases  cheap 
power  is  more  essential  than  steady  power  and  if  ample  power  can  \k 
furnished  for  a  large  portion  of  the  year,  inadequate  supplies  during 
low  water  and  limited  head  during  flood  conditions  may  be  overlookec 
if,  for  the  balance  of  the  year,  the  power  can  be  furnished  at  a  low 
rate.  In  most  cases,  however,  where  the  power  is  to  be  sold  for  use 
in  various  industries,  the  water  supply  must  be  constant  and  continu- 
ous not  only  for  every  day  in  the  year,  but  for  every  day  of  every 
year  of  its  operation ;  and  a  large  reduction  in  power  during  drought 
high  water  or  other  contingencies,  that  will  temporarily  suspend  oi 
materially  reduce  the  output  of  power  by  the  plant,  will  not  be  satis- 
factory. In  such  cJises,  the  development  can  only  be  carried  to  the 
extent  that  the  minimum  flow  will  warrant,  or  auxiliary  power  must 
be  provided  to  furnish  the  deficiency  whenever  it  occurs.  When  the 
market  demand  is  continuous,  in  order  to  avoid  loss  or  great  incon- 
venience, precautions  must  be  taken  to  so  design  the  plant  with  dupU- 
cation  of  parts,  extra  units,  suitable  pondage  or  storage,  and  such  suffi- 
cient auxiliary  sources  of  power  that  all  interruptions  shall  be  prac- 
tically eliminated. 

Usually  a  census  should  be  made  of  the  pcmer  actually  in  use  in 
the  territory  to  be  served.  An  accurate  estimate  of  the  amount  of 
power  used  by  a  factory  or  manufacturing  plant  is  a  matter  of  consid- 
erable difficulty.  In  some  plants  where  power  is  electrically  distrib- 
uted, the  use  of  indicating,  and  sometimes  of  recording  instruments, 
make  it  very  easy  to  determine  the  energy  output  of  the  power  plant 
In  most  manufacturing  establishments  where  power  is  distributed  by 
belts,  shafting,  and  other  than  electrical  means,  the  amount  of  power 
actually  developed  and  utilized  is  seldom  definitely  known.  The  use 
of  the  steam  engine  indicator,  if  opportunity  for  such  use  is  offered, 
will  give  a  knowledge  of  the  indicated  power  of  the  engine  at  the  time 
observations  are  made ;  and  if  the  probable  variations  are  investigated, 
a  fairly  close  estimate  of  power  used  can  often  be  made  by  this  means. 

The  annual  quantity  of  coal  used,  and  a  careful  study  of  the  condi- 
tion and  character  of  the  boiler  service,  requirements  for  heating,  con- 


Digitized  by 


Google 


Preliminary  Investigation  of  Water  Supply.        725 

<lition  of  the  engine  used,  together  with  a  careful  examination  of  the 
machinery  operated,  will  form  the  basis  of  a  fairly  approximate  esti- 
mate of  power  used.  Even  where  the  estimate  of  power  used  is  fairly 
accurate,  it  must  be  remembered  that  when  such  power  is  used  and 
transmitted  through  a  multitude  of  shafts,  belts,  etc.,  that  if  the  elec- 
tric power  is  substituted  and  individual  motors  used  on  the  machine 
to  be  operated,  the  power  then  used  will  be  very  greatly  reduced  in 
amount 

Occasionally  the  use  of  exhaust  steam  for  heating  or  manufacturing 
purposes  makes  power  generated  by  steam  a  by-product  during  certain 
portions  of  the  year,  and  may  materially  reduce  the  price  which  a 
manufacturer  can  pay  for  power  generated  by  water.  Sometimes  the 
necessity  of  maintaining  power  at  all  times  or  the  necessity  of  pro- 
viding for  low  stages  of  river  flow,  makes  it  desirable  to  still  main- 
tain the  steam  plant  even  though  power  from  water  is  utilized,  in  which 
case  also  the  price  which  can  be  economically  paid  for  water  power 
will  be  considerably  reduced. 

Usually  the  operating  costs  are  the  upper  limit  of  the  charges  which 
can  be  made  where  power  users  are  to  be  supplied  from  the  new 
source,  and  frequently  a  considerable  reduction  below  this  cost  is  nec- 
essary in  order  to  induce  power  users  to  abandon  old  methods  and 
adopt  a  new  source  of  power  which  will  involve  a  considerable  extra 
expense  for  a  new  installation.  The  distribution  of  the  load  or  the 
probable  load  curve  which  can  be  developed  has  a  marked  influence  on 
the  nature  and  extent  of  the  development  and  equipment.  Whether 
power  is  to  be  used  for  ten-hour,  twelve-hour  or  twenty-four-hour 
service,  and  its  probable  variation  during  the  hours  of  use,  has  a  most 
important  bearing  on  the  design  and  cost  of  the  plant  (see  Chapter 
VII).  If  variations  in  the  demand  for  power  throughout  the  year  are 
likely  to  occur,  such  variations  will  affect  the  requirements  for  storage 
and  the  maximum  possible  output  of  the  plant,  and  must  receive  due 
consideration. 

344.  Preliminary  Investigation  of  Water  Supply. — ^An  examina- 
tion of  the  data  available  in  any  first  class  engineering  library  will 
generally  give  the  information  necessary  to  form  an  approximate  judg- 
ment of  the  probable  feasibility  of  a  project  in  so  far  as  it  depends  on 
the  flow  of  the  stream.  The  approximate  area  drained  by  the  stream 
can  be  determined  by  reference  to  such  maps  as  may  be  available  and 
the  probable  flow  and  the  variations  in  the  same  that  will  occur  from 
day  to  day  and  from  month  to  month,  can  usually  be  approximately 
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determined  by  the  construction  of  comparative  hydrographs  made  from 
either  the  measured  flow  of  the  stream,  if  such  information  is  avail- 
able (see  Literature  page  i66)  or  otherwise  on  the  comparative  flow 
of  similar  and  adjacent  streams  as  described  in  Section  72,  page  143. 

From  such  an  investigation  together  with  an  appropriate  knowledge 
of  the  available  head,  an  estimate  of  the  probable  power  of  the  stream 
that  can  be  obtained  and  maintained  can  be  made,  and  from  such  in- 
formation an  opinion  can  be  formed  as  to  whether  it  is  desirable  to 
carry  the  investigation  further.  Frequently  such  an  investigation  will 
show  beyond  question  the  futility  of  the  project,  and  even  an  examina- 
tion of  the  locality  becomes  unnecessary.  If  the  preliminary  investi- 
gation shows  that  sufficient  power  is  probably  available  on  the  stream 
in  question  the  investigation  can  be  carried  into  sufficient  detail  to  war- 
rant an  opinion  as  to  whether  or  not  the  project  is  feasible  in  all  of  its 
phases. 

345.  Study  of  Stream  Flow. — ^The  information  of  primary  im- 
portance in  a  water  power  project  is  the  amount  and  variation  in  the 
run-off  of  the  stream  itself.  If  this  is  not  available  the  run-off  of 
neighboring  streams  that  have  similar  physical  and  meteorological  con- 
ditions prevailing  on  their  drainage  area  is  next  in  importance. 

As  already  pointed  out  (see  Section  71,  page  141),  the  hydrograph 
of  the  actual  flow  of  the  stream  itself  is  the  best  information  for  study- 
ing its  variations  in  flow.  Such  hydrographs  to  be  conclusive  must 
be  available  for  a  considerable  term  of  years,  and  it  is  desirable  that 
they  should  cover  all  extremes  of  rain-fall,  drought,  temperature  and 
other  meteorological  and  physical  conditions  that  influence  run-off. 

In  the  investigation  of  the  hydrographical  condition  of  any  stream, 
a  single  gauging  of  the  stream  is  of  little  or  no  value.  It  is  however, 
desirable  to  establish  a  gauging  station  as  early  as  possible  and  to  take 
daily  gauge  readings.  It  is  also  important,  both  for  the  purpose  of  an 
understanding  of  the  gauge  reading  and  for  the  purpose  of  the  study 
of  head,  to  make  stream  flow  measurements  (see  Chapter  V)  under  all 
large  variations  in  flow,  as  early  as  possible  in  order  that  a  rating  curve 
may  be  established. 

When  no  local  hydrographs  are  available,  or  when  such  available 
hydrographs  are  limited  to  a  few  years,  it  becomes  desirable  to  gather 
together  the  flow  data  of  all  adjacent  and  similar  streams  and  to  construct 
comparative  hydrographs  therefrom,  as  described  in  Section  72,  page  I43- 
A  long  continued  series  of  hydrographs  of  a  neighboring  stream  where 
similar  conditions  prevail  is  important  and  should  usually  be  utilized 
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even  if  local  observations  have  been  made  for  a  few  years.  The  value 
of  comparative  hydrographs  is  dependent  on  the  similarity  of  condi- 
tions, a  question  that  demands  careful  consideration  and  a  considerable 
amount  of  data  to  determine,  and  even  then  can  be  regarded  only  as 
indicative.  It  is  also  essential  to  make  careful  comparisons  of  the 
relations  that  exist  between  the  hydrograph  of  the  river  under  discus- 
sion and  those  of  adjoining  rivers,  for  such  period  as  the  data  may  be 
mutually  available  on  both  streams,  in  order  that  variations  between 
the  areas  compared  may  be  determined. 

346.  Study  of  Rain-FalL — ^The  rain-fall  records  of  the  United 
States  Weather  Bureau  and,  previous  to  these,  the  records  of  the  ob- 
servations of  the  United  States  Signal  Service  are  available  from  vari- 
ous stations  throughout  the  United  States  for  a  long  term  of  years. 
It  is  often  desirable  to  collect  and  to  study  the  rain-fall  data  for  the 
drainage  area  of  the  stream  under  consideration,  and  also  on  such  other 
drainage  areas  as  may  be  used  for  comparative  purposes.  In  investi- 
gating rain-fall  it  is  usually  particularly  desirable  to  make  a  study  of 
both  the  annual  rain-fall  and  for  the  periodical  rain-fall  since  the  dis- 
tribution of  the  rain-fall  frequently  has  a  greater  effect  on  the  low 
water  flow  than  the  total  rain-fall  for  the  year. 

The  relations  between  rain-fall  and  run-off  for  the  period  for  which 
complete  data  are  available  should  be  investigated  and  such  relations 
established  as  clearly  as  possible  f6r  the  drainage  areas  under  consid- 
eration. While  such  relations  are  variable  and  more  or  less  indefinite, 
they  are  frequently  indicative  and  an  aid  to  judgment,  especially  in 
relation  to  extreme  conditions.  With  the  information  concerning  run- 
off commonly  available  and  the  rain-fall  records  for  a  considerable 
term  of  years,  it  will  be  possible  to  draw  fairly  accurate  conclusions  as 
to  the  probable  variation  and  average  flow  of  the  stream.  The  prob- 
ability of  a  larger  maximum  or  a  smaller  minimum  than  the  stream 
flow  observations  themselves  indicate  can  also  be  determined  from  such 
an  investigation. 

347.  Study  of  Topographical  and  Geological  Conditions. — ^The 
topographical  and  geological  conditions  may  ordinarily  be  investigated 
from  data  available  in  the  publications  of  the  United  States  Geological 
Survey,  or  of  the  geological  surveys  of  the  state  in  which  the  drainage 
area  may  lie.  The  information  sought  from  this  investigation  is  a 
knowledge  of  the  conditions  that  will  effect  run-off,  consequently,  such 
a  study  is  not  of  particular  importance  provided  sufficient  rain-fall  and 
run-off  data  are  available  for  the  purpose  of  the  investigation. 
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If,  however,  the  hydrographical  condition  of  the  areas  under  con- 
sideration, or  of  other  adjacent  and  similarly  located  areas  have  not 
been  previously  investigated,  and  if  few  or  no  local  observations  of 
stream  flow  have  been  made,  the  topographical  and  geological  data 
may  form  the  basis  of  a  more  intelligent  opinion  in  regard  to  the  prob- 
able run-off  than  can  be  obtained  without  such  consideration.  In  any 
event,  this  source  of  information  should  be  utilized  to  the  full  extent 
warranted,  as  should  all  other  sources  of  information  that  will  in  any 
way  assist  the  engineer  in  an  intelligent  understanding  of  the  problem 
before  him,  and  the  formation  of  a  correct  opinion  as  to  the  possibilities 
and  probabilities  of  the  case  in  question. 

348.  Study  of  Flood-Flow. — It  is  important  to  establish  both  from 
information  that  is  usually  available  in  the  stream  valley  under  con- 
sideration, and  from  information  which  may  be  available  from  adjoin- 
ing streams,  the  probable  maximiun  flood-flow  of  the  stream.  This 
must  be  determined,  or  at  least  a  safe  approximate  estimate  must  be 
made  in  order  that  the  dam  and  other  works  for  the  control  of  the  flow 
can  be  intelligently  designed  (see  Section  299,  page  612). 

The  flood-flow  is  a  condition  which  needs  the  most  careful  consid- 
eration for  It  is  often  the  condition  of  greatest  danger  and,  to  assure 
safe  construction  during  the  short  period  when  such  conditions  obtain, 
requires  special  attention  and  intimate  knowledge  of  the  local  condi- 
tions, and  often  involves  considerable  expense. 

After  the  rating  curve  has  been  established  the  elevation  of  the  high 
water  marks  in  the  immediate  vicinity  and  the  relation  of  the  same  to 
guage  heights  will  usually  give  a  safe  basis  for  the  estimate  of  extreme 
flood-flows,  but  a  considerable  factor  of  safety  should  usually  be  pro- 
vided for  the  exceptional  condition  which  may  not  have  been  included 
in  the  limited  records  available.  The  recent  (191 5)  occurrence  of  seri- 
ous and  unprecedented  floods  in  various  parts  of  the  United  States 
emphasizes  the  fact  that  maximum  floods  are  apt  to  occur  at  long  in- 
tervals and  under  exceptional  conditions,  and  that  limited  records  will 
give  little  indication  of  their  possible  magnitude.  This  matter  there- 
fore is  worthy  of  the  most  complete  investigation  and  thoughtful  con- 
sideration. 

349.  Study  of  the  Back-Water  Curve. — ^A  topographical  survey 
of  the  proposed  site  of  the  dam  and  of  the  stream  valley  above  the 
dam  site,  to  the  probable  practical  limit  of  the  back-water  effect,  should 
be  made.  In  order  to  investigate  the  probable  height  of  the  back- 
water under  all  conditions  of  flow  it  will  be  necessary  to  make  cross- 
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sections  of  the  river  at  such  intervals  and  under  such  conditions  as 
will  permit  of  the  division  of  the  river  into  lengths  or  reaches  having 
comparatively  uniform  sections.  Gauges  should  then  be  established  at 
the  various  stations  and  observations  should  be  made  of  the  g^uge 
heights  at  each  station  during  various  stages  of  flow  (see  Section  47, 
page  87).  From  the  quantity  of  water  flowing  at  any  stage,  together 
with  the  cross-sections  of  the  river  on  the  various  divisions,  the  value 
of  the  hydraulic  elements  and  especially  of.  the  friction  coefficients  for 
each  division  and  their  variations  under  such  condition  of  flow,  can  be 
calculated  (see  Sections  36  to  51,  pages  71  to  loi).  After  this  has 
been  done  it  is  possible  to  calculate  the  back-water  curve  (see  Section 
51,  page  loi)  and  to  establish  the  probable  •  limit  of  the  back-water 
flow  line  imder  any  other  conditions  of  flow  in  a  fairly  reliable  manner. 

350.  Study  of  Head. — ^The  consideration  of  these  conditions,  the 
height  of  the  water  surface  at  the  dam  due  to  various  sections  and 
length  of  the  spill-way  and  the  practicable  limit  to  which  flood  height 
in  the  valley  above  must  be  restricted,  will  usually  establish  the  limit 
of  the  height  to  which  the  dam  can  or  should  be  built  and  will  indicate 
whether  it  is  necessary  or  desirable  to  construct  flood  gates  or  to  use 
an  adjustable  crest,  flash  boards,  or  other  means  for  regulating  and 
limiting  the  flood  height.  When  these  conditions  are  established  the 
variations  in  head  under  various  conditions  of  flow  can  be  determined 
(see  Oiapter  VIII,  page  186)  and  the  effect  of  such  variations  on  the 
power  which  may  be  developed  can  be  calculated  (see  Section  96, 
page  193). 

351.  Study  of  Storage  and  Pondage. — ^The  topographical  survey 
will  also  give  information  concerning  the  storage  and  pondage  con- 
dition immediately  above  the  dam.  In  special  cases,  reservoirs  beyond 
the  limit  of  the  back-water  effect  may  be  desirable  and  special  surveys 
under  such  conditions  will  be  necessary.  As  the  conditions  of  pond- 
age and  storage  materially  affect  the  amount  of  power  available,  these 
questions  frequently  become  of  great  importance  and  should  receive 
the  attention  of  the  engineer  that  their  importance  in  each  particular 
case  seems  to  warrant.  After  definite  information  is  obtained  concern- 
ing the  extreme  permissible  limit  of  flood-flow,  and  the  possibilities  of 
storage  and  pondage,  an  estimate  of  the  power  of  the  stream  under 
various  conditions  of  use  can  be  readily  made  (see  Chapter  VII,  page 
168).  It  is  important  in  considering  the  power  of  the  stream  and 
especially  the  desirable  condition  of  pondage,  to  ascertain  as  far  as 
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practicable  the  probable  necessary  distribution  of  the  demand  for  power 
throughout  the  day  (see  Section  79,  page  168). 

352.  Physical  Investigations. — The  physical  and  geological  con- 
dition which  will  influence  the  design  and  necessary  character  of  the 
construction  to  be  installed  should  be  carefully  investigated.  It  is 
necessary  to  examine  in  considerable  detail  the  bed  and  banks  of  the 
stream  and  to  make  more  or  less  extensive  soundings  in  order  to  es- 
tablish all  conditions  on  which  the  character  of  the  construction  to  be 
recommended  must  depend.  It  is  important  that  all  conditions  be  care- 
fully investigated  and  the  type  of  construction  to  be  recommended  be 
carefully  considered.  The  storage  of  energy  almost  always  involves 
a  hazard  which  must  be  met  with  economical  but  safe  design  and  con- 
struction. The  prevention  of  flow  under  and  aroimd  the  structure  re- 
quires a  detailed  knowledge  of  the  local  conditions  and  is  one  of  the 
most  uncertain  conditions  which,  unless  carefully  and  correctly  esti- 
mated, is  apt  to  result  in  considerable  extra  expense.  The  cost  of  a 
thorough  investigation  of  these  conditions  is  usually  a  considerable 
item  of  expense  which  investors  hesitate  to  authorize  until  it  is  decided 
to  undertake  the  installation.  Estimates  made  without  such  an  inves- 
tigation are  subject  to  grave  errors,  and  failure  to  undertake  this  nec- 
essary study  is  the  most  frequent  cause  of  underestimates. 

353.  Study  of  Power  Development — Having  established  the  prob- 
able load  curve,  the  head  under  all  conditions  of  flow,  and  the  flow  as 
modified  by  the  pondage  or  storage  conditions,  the  extent  of  the  power 
development  can  be  determined.  All  of  the  questions  that  have  been 
previously  discussed  lead  up  to  the  consideration  of  the  question  of  the 
desirable  capacity  or  extent  of  the  proposed  power  development.  This 
capacity  should  always  be  estimated  on  a  conservative  basis.  If,  as  is 
usually  the  case,  uncertainties  exist  as  to  the  probable  demand  and  dis- 
tribution of  power,  or  the  probable  minimum  flow  of  the  stream,  it  is 
desirable  to  develop  the  project  to  a  point  below  the  probable  commer- 
cial maximum  but  to  keep  in  mind  the  possibility  of  future  extensions 
and  to  consider  the  plans  with  the  future  in  view.  In  this  connection 
the  question  of  auxiliary  power,  and  the  capacity  of  the  plant  as  modi- 
fied by  such  power,  should  receive  attention. 

354.  Study  of  Auxiliary  Power. — ^The  necessity  of  auxiliary  power 
in  connection  with  the  proposed  water  power  development  can  be  de- 
termined by  an  intelligent  study  of  the  hydrograph  and  an  investiga- 
tion of  the  effects  thereon  of  the  storage  and  pondage  available  (sec 
Section  84,  page  173).    As  a  general  principle,  it  may  be  stated  that  a 
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stream  can  often  be  developed  to  commercial  advantage  to  the  extent 
of  the  power  which  will  be  uniformly  available  for  eight  or  nine 
months  of  the  driest  year,  and  that  auxiliary  power  is  usually  war- 
ranted to  furnish  the  power  needed  for  the  remainder  of  the  season. 
This  is  a  general  rule  which  must  be  applied  with  caution.  Every  pro- 
posed development  must  be  carefully  investigated  for  itself,  and  no 
general  conclusion  should  form  the  basis  of  final  opinion  on  the  feasi- 
bility of  such  a  project.  The  greater  the  demand  for  power,  and  the 
greater  the  cost  of  development  from  other  than  water  power  sources, 
the  more  the  expense  which  is  warranted  for  auxiliary  service,  pond- 
age, etc.,  and  the  greater  the  capacity  to  which  the  water  power  can 
be  utimately  developed. 

355.  The  Estimate  of  Cost. — In  order  that  the  preliminary  esti- 
mate shall  be  made  on  a  safe  basis,  reasonable  allowances  should  be 
made  for  unforeseen  and  possible  contingencies.  This  is  especially 
desirable  in  preliminary  estimates  on  which  the  feasibility  of  the  entire 
project  may  be  based.  If  a  safe  estimate  of  the  probable  cost  of  con- 
struction,— that  is  an  estimate  which  will  surely  not  be  exceeded  and 
will  probably  be  reduced  in  construction, — makes  the  feasibility  of  the 
project  doubtful,  then,  as  a  general  proposition,  the  project  is  not 
worthy  of  further  consideration.  If  the  project  is  predicated  on  the 
basis  of  an  estimate  that  is  known  to  be  safe,  it  can  lead  to  no  un- 
fortunate investments.  The  owners  of  a  development  are  always  satis- 
fied if  the  ultimate  cost  is  less  than  the  engineer's  estimate;  but  an 
increase  in  cost  is  often  a  serious  matter. 

The  desire  to  proceed  with  the  development  of  a  project  is  some- 
times apt  to  give  an  optimistic  coloring  to  the  engineer's  report.  This 
IS  a  tendency  which,  both  on  account  of  the  interest  of  his  client  and 
his  own  future  reputation,  he  should  carefully  avoid. 

If  the  feasibility  of  the  project  is  reasonably  well  established  by  the 
preliminary  examination,  the  investigation  should  be  still  further  ex- 
tended and  made  complete.  Preliminary  plans  should  be  outlined  in 
order  that  a  safe  detailed  estimate  may  be  made.  The  expense  in- 
volved in  such  preliminary  work  is  well  warranted  by  the  results  ob- 
tained. In  many  cases  plants  have  been  recommended  on  insufficient 
examination,  and  the  estimates  made  with  too  optimistic  a  view  of  the 
conditions  to  be  met.  The  latter  development  of  the  necessity  of  in- 
creased expense,  has  made  the  project  less  attractive  and  has  resulted 
in  great  disappointment  both  to  the  owners  and  to  the  engineer  on 
whose  opinion  the  work  has  been  undertaken. 
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356.  Legal  Rights. — Every  phase  concerning  the  legal  rights 
which  must  be  acquired  should  receive  due  consideration.  In  many 
states  water  power  development  has  been  hampered  by  imjust  and  re- 
strictive  laws  which  may  seriously  affect  the  commercial  value  of  any 
water  power  development  (see  Section  13,  page  21).  The  federal  and 
state  laws  affecting  the  acquisition  of  riparian  rights,  flowage,  reser- 
voir sites  and  construction,  and  the  rights-of-way  for  transmission 
purposes,  require  investigation.  The  state  and  federal  laws,  passed 
to  control  these  projects,  limit  the  prices  at  which  power  can  be  sold, 
and  the  ultimate  disposition  of  the  plant  should  also  be  investigated. 
The  practicability  of  the  project  frequently  depends  upon  the  rights  of 
condemnation  for  flowage  and  reservoir  purposes,  and  unless  these 
rights  can  be  acquired  by  eminent  domain,  the  acquisition  of  the  neces- 
sary lands  will  frequently  necessitate  a  large  and  unwarranted,  and 
even  a  prohibitive  expense. 

357.  Financing. — ^The  methods  and  cost  of  financing,  together 
with  certain  legal  and  business  aspects  of  the  questions  involved,  have 
already  been  discussed  at  some  length  in  Qiapter  XXII.  These  meth- 
ods must  be  considered  with  the  restrictions  imposed  by  the  state  and 
federal  laws,  which  restrictions  frequently  prove  so  onerous  as  to 
make  developments  impossible. 

358.  The  Report. — As  far  as  practicable,  a  report  on  a  water 
power  project,  should  include  all  of  the  data  on  which  deductions  are 
based.  These  data  and  their  bearings  on  the  project  should  be  fully 
discussed  and  the  reasons  for  the  opinions  expressed  should  be  clearly 
set  forth.  In  a  well  drawn  report  the  engineer  can  usually  so  illustrate 
and  describe  the  conditions  by  which  a  project  is  modified  and  con- 
trolled that  any  ^ood  business  man  will  understand  the  basis  on  which 
the  opinion  rests  and  the  degree  of  probability  of  any  departure  from 
the  expected  result.  While  this  is  not  true  in  regard  to  the  technical 
details,  it  is  entirely  true  of  the  general  consideration  on  which  the 
feasibility  of  a  project  depends.  If  a  report  can  not  be  so  drawn  it  is 
due  either  to  insufficient  data  or  to  the  fact  that  the  engineer  himself 
does  not  fully  understand  and  appreciate  the  logic  of  the  situation. 

In  general,  a  complete  report  on  a  water  power  project  should  in- 
clude a  careful  consideration  and  discussion  of  the  following: 

First:  A  general  description  of  the  drainage  area,  including  the  size 
and  the  topographical,  geological,  and  other  physical  conditions  that 
may  have  a  direct  bearing  on  the  feasibility  of  the  project 
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Second:  The  run-off  data  available  on  the  streams  in  question,  if 
any  such  data  exist 

Third:  If  local  run-off  data  are  available  for  a  brief  term  of  years 
only,  the  rain- fall  of  the  district  for  as  long  a  period  as  possible  should 
be  collected,  and  its  relations  to  the  available  nm-off  data  established. 
From  this  the  probable  modification  of  the  run-off  during  other  years 
during  which  the  rain-fall  is  found  to  vary,  should  be  carefully  and 
fully  discussed. 

Fourth:  The  run-off  data  on  adjoining  streams,  having  drainage 
areas  with  similar  physical,  topographical  and  geological  conditions, 
and  where  the  hydrographical  conditions  of  the  rain-fall  and  run-off 
are  apparently  similar,  when  the  difference  therein  can  be  determined 
and  estimated  should  be  g^phically  presented  and  discussed. 

Fifth:  The  relations  of  the  rain-fall  and  of  other  conditions  on  the 
comparative  areas  considered,  and  their  variations  from  the  particular 
location  under  consideration,  should  be  fully  illustrated. 

Sixth:  The  conclusion  in  regard  to  the  probable  flow  from  the  drain- 
age area,  considered  on  the  basis  of  its  run-off,  and  the  run-off  of 
comparative  areas  should  be  fully  considered. 

Seventh:  A  general  description  should  be  given  of  the  localities  at 
which  the  dam  and  power  stations  are  to  be  constructed ;  the  physical 
conditions  there  existing,  and  the  effect  of  such  conditions  upon  the 
construction  of  the  plant  and  the  methods  of  meeting  them,  should  be 
fully  outlined.  There  should  also  be  furnished  a  description  of  the 
work  proposed,  sufficiently  complete  to  form  a  basis  for  estimates  of 
probable  cost,  depreciation  and  fixed  charges,  cost  of  maintenance  and 
of  operation. 

Eighth:  The  head  available  and  the  variations  under  various  condi- 
tions of  flow  should  also  receive  careful  consideration. 

Ninth:  The  probable  power  available  with  and  without  pondage,  or 
with  the  pondage  found  to  be  available  by  preliminary  survey  should 
be  fully  treated.  The  probable  output  in  horse  power  hours  or  kilo- 
watt hours  which  can  be  developed  and  sold,  with  unit  cost  of  power 
base  on  fixed  and  operating  charges,  should  be  estimated. 

Tenth:  The  auxiliary  power,  if  any,  necessary  to  maintain  the  plant 
at  all  times  to  the  capacity  recommended  needs  specific  discussion,  and 
an  estimate  should  be  made  of  the  cost  of  the  necessary  installation 
and  the  effect  of  such  cost  on  the  cost  of  the  total  power  output. 

Eleventh:  An  estimate  should  be  made  of  the  probable  cost  of  the 
development,  the  probable  fixed  charges,  operating  expenses,  and  cost 
of  maintenance. 
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Twelfth:  The  probable  market  for  the  power  to  be  generated,  the 
probable  distribution  of  the  demand  for  the  power  through  the  day 
and  year,  and  the  basis  on  which  such  estimates  are  made,  should  be 
given. 

Thirteenth:  The  sources  of  power  used  or  which  may  be  used  in  the 
territory  which  it  is  proposed  to  supply,  the  cost  of  developing  the 
same,  also  the  probable  price  per  unit  of  energy  at  which  the  power 
can  be  sold  immediately  and  ultimately,  the  probable  income  therefrom 
and  the  availability  to  meet  fixed  charges,  maintenance,  operating  ex- 
penses and  profit,  should  be  fully  set  forth. 

Fourteenth:  The  report  should  be  accompanied  by  hydrographs  and 
such  other  drawings  as  will,  with  the  data  furnished,  show  conclusively 
that  the  facts  are  as  the  report  sets  forth. 

Fifteenth:  The  national  and  state  laws  affecting  the  organization, 
acquisition  of  rights  and  privileges,  operation  and  the  sale  of  power 
should  be  discussed. 

Sixteenth:  In  general,  it  is  advisable  that  the  report  itself  should  be 
clear,  concise,  and  definite  in  its  statements  and  recommendations. 
Any  elaborate  discussion  of  voluminous  data  should  be  furnished  in 
the  form  of  an  appendix  to  which  the  main  report  should  refer  for 
confirmation  of  its  findings  and  recommendations. 

359.  Study  of  Plant  Design. — ^The  study  of  plant  design  requires 
an  extensive  study  of  the  various  types  of  development  that  are  in 
practical  use  and  the  adaptability  of  such  designs  to  the  conditions  of 
the  particular  locality  under  consideration.  It  is  seldom  that  plans, 
no  matter  how  successfully  carried  out  in  one  place,  can  be  duplicated 
to  advantage  in  another.  Each  plant  should  be  built  to  meet  the  par- 
ticular conditions  under  which  it  is  to  be  installed  and  operated,  and 
the  best  ideas  from  all  sources  that  will  apply  to  the  local  conditions 
should  be  correlated  and  embodied  in  the  proposed  plant.  Extensive 
experience,  observation,  and  study  are  each  desirable  and  essential  for 
the  best  results.  For  his  own,  as  well  as  for  his  client's  good,  the 
engineer  should  endeavor  to  secure  the  very  best  results  p>ossible  when 
all  things  are  carefully  weighed  and  considered.  No  reasonable  amount 
of  conscientious  work,  painstaking  thought,  study,  labor  or  expense 
should  stand  in  the  way  of  such  results ;  and  anything  less  than  this 
is  a  detriment  to  future  professional  attainments  which  no  engineer, 
young  or  old,  can  afford. 

In  the  previous  chapters  the  general  principles  underlying  the  it- 
sign  of  the  various  elements  of  the  plant  have  been  considered.    The 
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consideration  of  these  matters  has  been  very  brief  and  the  engineer 
must  extend  his  study  in  all  cases  to  the  extensive  literature  on  each 
subject,  reference  to  some  of  which  has  been  given  at  the  end  of  most 
chapters.  Additional  references  can  be  found  in  the  Engineering  Index 
and  in  the  indexes  to  the  various  technical  publications  and  the  pub- 
lications of  the  various  engineering  societies.  A  personal  visit  to  and 
a  detailed  examination  of  successful  plants  is  a  method  for  the  ac- 
quisition of  exact  knowledge  which  should  not  be  neglected.  New, 
novel  and  untried  designs  are  frequently  described  in  engineering  pub- 
lications. If  they  are  successful  their  success  is  often  heralded  in  a 
similar  manner.  Their  failure  is  seldom  mentioned  by  the  technical 
press  and  the  only  method  of  ascertaining  their  true  value  is  by  per- 
sonal and  confidential  inquiry  on  the  ground. 

360.  Construction. — In  the  construction  of  water  power  plants, 
great  care  should  be  exercised  to  obtain  the  best  class  of  workmen- 
ship.  Hydraulic  work  is  perhaps  the  most  difficult  work  of  construc- 
tion. A  large  element  of  cost  is  entailed  in  the  building  of  cofferdams 
and  in  the  unwatering  of  foundations,  and  success  in  this  line  is  as- 
sured only  by  extensive  experience  and  can  usually  be  acquired  in  no 
other  way.  After  these  prelimiary  expenses  are  incurred,  the  greatest 
care  should  be  exercised  to  secure  the  very  best  results,  especially  in 
subaqueous  work,  for  the  repair  or  renewal  of  such  work  may  fre- 
quently involve  g^eat  extra  cost,  the  necessity  of  which  may  be  en- 
tirely eliminated  by  care  in  the  original  construction.  Construction 
work  should  therefore  be  placed  in  the  hands  of  competent,  skillful, 
experienced  and  reliable  contractors,  and  should  receive  supervision  of 
a  similar  character. 

361.  Operation  and  Maintenance. — ^The  success  of  the-  plant  may 
be  greatly  modified  by  excessive  costs  in  operation  and  maintenance. 
These  costs  are  largely  controlled  by  care  in  design  and  in  construc- 
tion. The  plans  on  which  the  plant  is  constructed  should  be  so  modi- 
fied as  to  show  the  actual  construction  as  finally  installed  and  should 
be  kept  for  all  time  so  that  a  full  knowledge  may  be  available  m  case 
repairs,  reconstruction  or  extensions  are  to  be  made.  In  the  course 
•of  operation,  it  is  also  important  that  complete  records  be  kept  of  all 
data  of  operation,  including  the  constant  variations  of  flow  in  the 
stream,  and  especially  of  the  minimum  and  maximum  flows  which 
occur  only  occasionally.  Such  information  may  be  of  little  value  in 
the  daily  operation  of  the  plant,  but  when  extensions  or  reconstruction 
becomes  necessary,  they  are  of  the  utmost  importance  as  a  satisfac- 
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tory  basis  for  design.    Unless  accurately  kept  for  a  long  term  of  years, 
these  records  are  of  little  value. 

Those  in  continuous  charge  of  a  plant  are  very  apt  to  overlook  many 
conditions  in  operation  and  maintenance,  because  these  conditions  de- 
velop only  slowly.  It  is  therefore  exceedingly  important  that  the 
plant,  its  equipment,  operation  and  maintenance,  be  carefully  reviewed 
at  least  once  a  year  by  some  expert  thoroughly  and  practically  familiar 
with  such  matters.  Constant  familiarity  with  a  plant  entails  a  loss  of 
perspective  by  those  in  constant  charge,  and  an  expert  less  familiar 
with  the  gradual  changing  conditions  may  frequently  make  sugges- 
tions as  to  economy  of  operation  and  necessary  provisions  of  safetv 
that  may  be  overlooked  by  the  regular  operating  force. 
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APPENDIX  A 

MISCELLANEOUS  TABLES. 

TABLE  57. 

Table  of  three-halves  (f)  powers  of  numbers  from  11  to 

one-hundredth  foot 


feet,  varying  h^ 


11 

12 

13 

14 

15 

16 

17 

18 

19 

20 

.00 

86.48 

41.57 

46.87 

62.39 

68.09 

64.00 

70.09 

76.37 

82.82 

89.44 

.01 

.53 

.62 

.98 

.44 

.16 

.06 

.15 

.43 

.88 

.61 

.02 

.68 

.67 

.96 

.50 

.21 

.12 

.21 

.50 

.96 

.68 

.03 

.63 

.72 

47.08 

.55 

.27 

.19 

.27 

.56 

83.01 

.66 

.04 

.68 

.78 

.09 

.61 

.33 

.24 

.33 

.62 

.08 

.72 

.05 

.78 

.82 

.14 

.66 

.39 

.30 

.40 

.69 

.14 

.78 

.06 

.78 

.88 

.20 

.72 

.45 

.36 

.46 

.75 

.21 

.85 

.07 

.83 

.98 

.25 

.77 

.51 

.42 

.52 

.82 

.27 

.92 

.08 

.88 

.98 

.31 

.83 

.66 

.48 

.68 

.88 

.33 

.99 

.09 

.93 

42.04 

.37 

.89 

.62 

.64 

.64 

.94 

.40 

90.06 

.10 

.98 

.09 

.42 

.96 

.68 

.60 

.71 

77.01 

.47 

M 

.11 

87.03 

.14 

.47 

63.01 

.74 

.66 

.77 

.07 

.53 

.18 

.12 

.08 

.20 

.53 

.06 

.80 

.72 

.83 

.13 

.60 

.26 

.13 

.13 

.25 

.58 

.12 

.85 

.78 

.89 

.20 

.66 

.32 

.14 

.18 

.30 

.64 

.17 

.91 

.84 

.96 

.26 

.73 

.89 

*      .16 

.23 

.36 

.69 

.23 

.97 

.90 

7L02 

.32 

.79 

.4# 

.16 

.28 

.40 

.74 

.28 

69.03 

.96 

.08 

.89 

.85 

.58 

.17 

.33 

.46 

.79 

.34 

.00 

66.02 

.14 

.46 

.92 

.60 

.18 

.38 

.61 

.85 

.40 

.15 

.06 

.20 

.61 

.08 

.66 

.19 

.43 

.66 

.90 

.46 

.21 

.14 

.26 

.58 

84.07 

.73 

.20 

.48 

.61 

.96 

.61 

.26 

.20 

.33 

.64 

.13 

.79 

.21 

.68 

.67 

48.01 

.67 

.32 

.26 

.39 

.70 

.19 

.85 

.22 

.68 

.72 

.07 

.62 

.38 

.32 

.46 

.77 

.26 

.92 

.23 

.68 

.77 

.12 

.68 

.44 

.38 

.52 

.83 

.32 

.99 

.24 

.68 

.82 

.17 

.73 

.60 

.44 

.58 

.90 

.£9 

9L06 

.25 

.73 

.87 

.23 

.79 

.66 

.60 

.64 

.96 

.45 

.18 

.26 

.78 

.93 

.29 

.86 

.61 

.66 

.71 

78.03 

.52 

.20 

.27 

.83 

.96 

.34 

.91 

.67 

.63 

.77 

.09 

.58 

.26 

.28 

.88 

48.08 

.40 

.96 

.73 

.69 

.83 

.16 

.66 

.33 

J» 

.98 

.09 

.46 

64.01 

.79 

.75 

.89 

.22 

.72 

.40 

.30 

.96 

.14 

.61 

.07 

.86 

.81 

.96 

.29 

.79 

.46 

.31 

88.03 

A9 

.66 

.18 

.91 

.87 

72.02 

.36 

.86 

.53 

.82 

.09 

.24 

.62 

.19 

.97 

.94 

.08 

.41 

.92 

.60 

.38 

.14 

.80 

.67 

.26 

60.02 

.99 

.14 

.48 

.99 

.67 

.34 

J9 

.35 

.72 

JK) 

.06 

66.05 

.20 

.64 

86.06 

.73 

^ 

.24 

.40 

.79 

.86 

.14 

.11 

.27 

.60 

.12 

.80 

.86 

.29 

.46 

.84 

.42 

J» 

.17 

.33 

.67 

.18 

.87 

JJ7 

.84 

.61 

.89 

.48 

.26 

.24 

.39 

.73 

.26 

.94 

.88 

.89 

.66 

.94 

.54 

.82 

.30 

.45 

.80 

.32 

92.00 

.89 

.44 

.61 

49.00 

.59 

.38 

.36 

.61 

.87 

.38 

.07 

.40 

88.49 

48.67 

49.06 

54.66 

6a44 

66.42 

72.68 

78.98 

86.45 

92.14 

.41 

.64 

.71 

.U 

.70 

.60 

.48 

.64 

.99 

.61 

.20 

.42 

.69 

.77 

.16 

.76 

.66 

.64 

.70 

79.06 

.68 

.27 

.48 

.64 

.88 

.22 

.82 

.61 

.60 

.77 

.12 

.64 

.84 

.44 

.69 

^ 

.27 

.87 

.67 

.66 

.88 

.19 

.71 

.40 
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Miscellaneous  Tables. 

TABLB  57— Continued. 


11 

12 

13 

14 

15 

16 

17 

18 

19 

» 

.45 

.74 

.93 

/       .33^ 

.98 

.73 

.72 

'       .89 

.26 

.77^ 

.47 

.46 

.79 

.96 

.38 

.99 

.78 

.78 

.96 

.82 

.84 

M 

.47 

.84 

44.04 

.44 

56.04 

.84 

.84 

73.02 

.88 

.90 

JSl 

.48 

.89 

.09 

.50 

.10 

.90 

.90 

.08 

.44 

jan 

M 

.49 

.94 

.14 

.56 

.16 

.96 

.96 

45 

.61 

86.04 

.% 

.50 

39.00 

.20 

.60 

.22 

6L0e 

67.08 

Jtt 

.57 

41 

•       J2 

.51 

.06 

.25 

.66. 

.27 

.08 

.09 

.27 

.63 

.17 

JSi 

.52 

.10 

.30 

.n 

.33 

.14 

.15 

.33 

.70 

.28 

M 

.58 

.15 

.36 

.77 

.39 

.20 

.21 

.40 

.76 

.80 

9m 

.54 

.20 

.41 

.82 

.44 

.26 

.27 

.46 

.88 

.86 

.M 

.66 

.25 

.46 

.88 

.50 

.82 

.33 

JS2 

.89 

.42 

46 

.66 

.30 

.51 

.94 

.66 

JSS 

.39 

.59 

.96 

.49 

.23 

.57 

.35 

.57 

.99 

.62 

.44 

.45 

.65 

80.02 

.56 

JO 

.68 

.40 

.62 

50.04 

.67 

.50 

.51 

.71 

.09 

.63 

J» 

.59 

.46 

.67 

.10 

.73 

.56 

.58 

.78 

45 

.70 

.4} 

.60 

.51 

.73 

.15 

.79 

.62 

.64 

.84 

.22 

.77 

•       M 

.61 

.56 

.78 

.21 

.86 

.68 

.70 

.90 

.28 

.84 

S! 

.62 

.61 

.83 

.27 

.90 

.74 

.76 

.96 

.36 

.91 

M 

.63 

.66 

.89 

.32 

.96 

.80 

.82 

74.03 

.41 

.97 

.TO 

.64 

.71 

.94 

.38 

56.02 

.86 

.88 

.09 

.48 

87.04 

.7J 

.65 

.76 

.99 

.43 

.06 

.92 

.94 

.15 

.54 

41 

M 

.66 

.81 

45.05 

.48 

.13 

.97 

68.00 

.22 

.61 

47 

M 

.67 

.86 

.10 

.54 

.19 

62.03 

.07 

.28 

.67 

JZS 

.91 

.68 

.91 

.15 

.60 

.26 

.09 

.13 

.34 

.74 

.30 

9i04 

.69 

.96 

.20 

.65 

.30 

.16 

.19 

.41 

.80 

J7 

Jl 

.70 

40.02 

.26 

.71 

.36 

.21 

.25 

.47 

.87 

.44 

4S 

.71 

.07 

.31 

.77 

.42 

.27 

.31 

.53 

.93 

JO. 

JS 

.72 

.12 

.37 

.82 

.48 

.33 

.38 

.69 

81.00 

.58 

ja 

.73 

.17 

.42 

.88 

.54 

.39 

.44 

.66 

.06 

.64 

JS 

.74 

.22 

.47 

.94 

.59 

.45 

.50 

.72 

43 

.71 

.44 

.75 

.27 

.53 

.99 

.65 

.51 

.56 

.78 

49 

.78 

il 

.76 

.32 

.58 

61.04 

.71 

.57 

.62 

.85 

.26 

.84 

M 

.77 

.37 

.63 

.10 

.76 

.63 

.68 

.91 

.82 

.91 

.61 

.78 

.42 

.69 

.16 

.82 

.68 

.74 

.97 

.39 

.98 

.n 

.79 

.47 

.75 

.21 

.88 

.76 

.80 

75.04 

.46 

88.04 

.78 

.80 

40.53 

45.80 

51.26 

56.94 

62.80 

68.86 

76.10 

81.52 

88.10 

94J6 

.81 

.58 

.85 

.32 

57.00 

.86 

.92 

.16 

.58 

.17 

Jl 

.82 

.63 

.91 

.38 

.06 

.92 

.98 

.22 

.65 

J4 

96.01 

.83 

.68 

.96 

.43 

.11 

.96 

69.06 

.29 

.71 

.30 

.07 

.84 

.74 

46.01 

.48 

.17 

63.04 

01 

.86 

.78 

.37 

44 

.86 

.79 

.07 

.54 

.23 

40 

.17 

.41 

.84 

.44 

JH 

.86 

.84 

.12 

.60 

.29 

.16 

.23 

.48 

.91 

.50 

SI 

.87 

.89 

.18 

.66 

.34 

.22  • 

.29 

.64 

.97 

.57 

M 

.88 

.95 

.23 

.71 

.40 

.28 

.35 

.60 

82.04 

.64 

.41 

.89 

41.00 

.28 

.77 

.46 

.84 

.41 

.67 

40 

.71 

.4$ 

.90 

.05 

.33 

.82 

.52 

.40 

.48 

.73 

.17 

.77 

M 

.91 

.10 

.39 

.88 

.58 

.46 

.64 

.79 

.23 

.84 

.d 

.92 

.15 

.44 

.93 

.63 

.52 

.60 

.85 

.30 

.91 

M 

.93 

.20 

.50 

.99 

.69 

.58 

.66 

.92 

.36 

.97 

.76 

.94 

.26 

.55 

52.05 

.74 

.64 

.72 

.98 

.43 

89.04 

iS 

.95 

.31 

.61 

.11 

.81 

.70 

.78 

76.06 

.49 

41 

J9 

.96 

.36 

.66 

.16 

.86 

.76 

.85 

.11 

.56 

47 

i6 

.97 

.41 

.71 

.21 

.92 

.82 

.91 

.17 

.62 

.24 

9&0S 

.98 

.47 

.77 

.27 

.98 

.88 

.97 

.24 

.69 

.81 

JO 

.99 

.52 

.82 

.33 

58.04 

.94 

70.03 

.30 

.75 

.37 

J7 
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TABLE  58. 
Table  of  three'halvea  (f)  power  of  numbers*  from  0  to  100  feet,  varying  by 

one-tenth  foot. 


Head 

in 
feet. 

.0 

.1 

.2 

.3 

.4 

.5 

.6 

.7 

.8 

.9 

0.... 

0.0000 

0.0816 

0.0894 

0.1643 

0.2530 

,      0.3636 

a4648 

0.6867 

0.7156 

a8588 

1.... 

1.0000 

1.1637 

1.3146 

1.4822 

1.6666 

1.8371 

2.0238 

2.2166 

2.4160 

2.6190 

2.... 

2.8284 

3.0432 

3.2631 

3.4881 

3.7181 

3.9629 

41924 

44366 

46863 

49386 

3.... 

6.1962 

5.4581 

5.7243 

5.9947 

6.2688 

6.5479 

6.8306 

7.1171 

7.4076 

7.7019 

4.... 

8.0000 

8.3019 

8.6074 

8.9167 

9.2296 

9.6468 

9.8669 

10.1894 

10.6163 

10.8466 

6.... 

11.1803 

11.5174 

11.8678 

12.2015 

12.6486 

12.8986 

13.2520 

13.6086 

18.9682 

14Jt311 

«.... 

146969 

16.0659 

16.4379 

15.8129 

16.1909 

16.6718 

16.9657 

17.3426 

17.7322 

18.1248 

7.... 

18.6203 

18.9186 

19.3196 

19.7235 

20.1302 

20.6396 

20.9518 

21.8666 

21.7842 

22.2045 

8.... 

22.6274 

23.0630 

23.4812 

23.9121 

24.3456 

24.7816 

25.2202 

25.6613 

26.1050 

26.5523 

9.... 

27.0000 

27.4512 

27.9060 

28.3612 

28.8199 

29.2810 

29.7445 

30.2105 

30.6789 

81.1496 

10.... 

31.6228 

82.0983 

32.5762 

33.0564 

83.5390 

340239 

34.5m 

86.0006 

86.4924 

86.9866 

11.... 

36.4829 

36.9815 

37.4824 

37.9856 

88.4906 

38.9964 

39.5082 

40.0202 

40.6843 

4L06O7 

12.... 

41.6692 

42.0010 

42.6128 

43.1388 

43.6648 

44.1962 

44.7256 

46.2600 

46.7944 

46.8332 

13.... 

46.8720 

47.4148 

47.9576 

48.5048 

49.0620 

49.6032 

60.1544 

60.7096 

51.2648 

61.8240 

14.... 

62.3832 

52.9464 

63.5096 

54.0768 

54.6440 

65.2152 

65.7864 

56.3616 

66.9368 

67.5156 

16.... 

68.0044 

68.6776 

59.2608 

69.8472 

60.4336 

6L0244 

61.6152 

62.2096 

62.8040 

68.4020 

16.... 

64.0000 

64.6020 

65.2040 

66.8096 

66.4152 

67.0244 

67.6336 

68.2464 

68.8692 

69.4760 

17.... 

7a0928 

7a7132 

71.8336 

71.9572 

75.5808 

73.2064 

73.8360 

744672 

76.0984 

75.7328 

18.... 

76.3672 

77.0066 

77.6440 

78.2856 

78.9272 

79.5724 

80.2176 

80.8664 

81.6152 

82.1672 

19.... 

82.8192 

83.4748 

84.1304 

84.7892 

86.4480 

86.1104 

86.7728 

87.4384 

88.104C 

88.7732 

».... 

89.4424 

90.U52 

9a7880 

9L4636 

92.1392 

92.8184 

98.4976 

941800 

948624 

96.5484 

a.... 

96.2344 

96.9232 

97.6120 

96.3044 

96.9968 

1    99.6924 

100.3880 

10L0868 

10L7866 

102.4872 

22.... 

103.1883 

103.8940 

104.6008 

106.3076 

106.0160 

10617276 

107.4392 

106.1540 

106.868S 

109.5864 

23.... 

110.3040 

m.0248 

1U.7456 

112.4700 

113.1944 

113.9216 

1146488 

115.3788 

116.108i 

116.8420 

24.... 

117.6752 

118.3128 

119.0496 

119.7876 

120.5272 

121.2696 

122.0120 

122.7576 

124.2616 

25.... 

125.0000 

126.7516 

126.5032 

127.2676 

128.0120 

128.T706 

129.5292 

130.2876 

131.048( 

181.8112 

28.... 

132.5744 

133.3408 

134.1072 

1348764 

135.6466 

196.4180 

137.1904 

137.9652 

188.740C 

139.5180 

27.... 

140.2960 

14L0768 

14L8576 

142.6416 

143.4266 

1442120 

144.9984 

146.7880 

146.577C 

147.3700 

28.... 

148.1624 

148.9672 

149.7520 

150.5500 

151.3480 

152.1488 

152.9496 

163.7532 

154.5568 

155.3632 

29.... 

156.1696 

156.9788 

157.7880 

168.6000 

159.4120 

160.2268 

161.0416 

161.8688 

162.676C 

163.4964 

80.... 

164.3168 

165.1396 

165.9624 

166.7884 

167.6144 

168.442^ 

169.2712 

170.1020 

170.9328 

17L7668 

31.... 

172.6006 

173.4372 

174.273^ 

175.1128 

175.9520 

176.7940 

177.6360 

178.4804 

179.3248 

180.1720 

32.... 

181.0192 

181.8692 

182.7192 

183.5716 

184.4240 

185.2792 

186.1344 

186.9920 

187.8496 

188.7100 

33.... 

189.5704 

190.4336 

191.2968 

192.1624 

198.0280 

193.8960 

194.7640 

195.6348 

196.6056 

197.8788 

34.... 

198.2620 

199.1460 

200.0400 

20a9008 

201.7616 

202.6424 

203.5232 

204.4068 

206.2904 

206.1764 

35.... 

207.0624 

207.9612 

208.8400 

200.7312 

210.6224 

211.5204 

212.4184 

^13.3104 

2142024 

215.1012 

8«.... 

216.0000 

216.9012 

217.8024 

218.7060 

219.6096 

220.5760 

221.4224 

222.3312 

223.240C 

224.1512 

37.... 

226.0624 

226.9760 

22&8896 

227.8066 

228.7216 

299.6404 

230.5592 

231.4800 

232.400S 

233.3244 

38.... 

234.2480 

236.1736 

236.0992 

237.0276 

237.9560 

238.8868 

239.8176 

240.7508 

241.684(1 

242.6196 

39.... 

243.5552 

244.4932 

245.4312 

246.3712 

247.3112 

248.2640 

249.1968 

250.1420 

261.0872 

252.0848 

40.... 

262.9824 

253.9320 

254.8816 

265.8340 

266.7864 

267.7412 

258.6960 

269.6528 

260.6096 

26L6683 

41.... 

262.6280 

263.4896 

264.4612 

266.4152 

266.3792 

267.3456 

268.3120 

269.2804 

270.248S 

271.^00 

42.... 

272.1912 

273.1644 

274.1376 

275.1132 

276.0888 

2T7.0672 

278.0456 

279.6262 

280.004S 

280.9872 

43.... 

281.9696 

282.9644 

283.9392 

284.9264 

286.9136 

286.9028 

287.8920 

288.8836 

289.8752 

290.8692 

44.... 

291.8632 

292.8597 

298.8552 

294.8536 

295.8520 

296.8528 

297.8536 

298.8564 

299.8592 

300.8640 

45.... 

30L8688 

302.8764 

303.8840 

3048936 

305.9032 

306.9148 

307.9264 

308.9404 

809.9644 

310.9708 

46.... 

311.9872 

313.0056 

314.0240 

315.0448 

316.0656 

317.0877 

318.1112 

319.0556 

320.0000 

321.1080 

47.... 

322.2160 

323.2452 

324.2744 

325.3060 

326.3376 

327.3716 

328.4056 

329.4416 

330.4776 

331.6156 

48.... 

382.6636 

333.6927 

334.6333 

335.4763 

336.7188 

337.7588 

338.8051 

349.8529 

340.8972 

341.9179 

49.... 

343.0000 

344.0486 

345.0986 

346.1500 

347.2079 

348.2622 

349.3179 

350.3750 

851.4336 

352.4886 

BO.... 

35a6500 

354.6128 

355.6720 

366.7376 

357.7996 

358.8681 

359.9829 

360.9992 

362.0719 

363.1409 

51.... 

364.2114 

365.2832 

366.3564 

367.4311 

368.6020 

369.6794 

370.658? 

371.7333 

372.8149 

373.8927 

52.... 

374.9772 

876.05V8 

377.1397 

378.2331 

379.3078 

380.3940 

381.4815 

382.5703 

383.6606 

884.7522 

68.... 

386.8463 

386.9343 

888.0301 

389.1219 

390.2205 

.391.3150 

392.4163 

393.5136 

394.6122 

396.7122 

54.... 

396.8136 

897.9163 

390.0204 

400.1258 

401.2326 

403.3408 

403.4448 

404.6557 

406.6679 

406.7759 

66.... 

407.8866 

409.0017 

410.1139 

4U.2273^ 

412.3477 

413.4639 

4145814 

416.7002 

416.8204 

417.9419 
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TABLE  58 — Continued. 


Head^ 

in 
feet, 


56... 
57... 
68... 

60... 

61... 
62... 
63... 
64... 
65... 

66... 
67... 
68... 
69... 

70... 

71... 
72... 
73... 
74... 
75... 

76... 
77... 
78... 
79... 
80... 

81.., 
82... 
83... 
84... 
85... 

86... 

87... 
88... 
89... 
90... 

91... 
92... 
93... 
94.. 
96... 

96... 
97.. 

98.. 
99.. 
100. 


419.064& 
430.3386 
441.7106 
454.0849 
464.7540 

476.4222 
488.1880 
50aO436 
512.0000 
624.0430 

636.^840 
648.4161 
56a7416 
573.1564 
686.6620 

696.2531 
610.9344 
623.7120 
636.5702 
649.5160 

662.6462 
675.6673 

688.8726 
702,1599 
715.6360 

729.0000 
742.5346 
756.1632 
769.8684 
783.6575 

797.6296 
811.4751 
826.5704 
839.6171 
853.8120 

868.0763 
882.4272 
896.8548 
911.3582 
926.9366 

940.5984 
966.3336 
970.1412 
985.0302 
1,000.0000 


420.1B88 
431.4704 
442.8S56, 
466.8271 
466.9192 

477.3942 
489.3666 
60L2348 
613.1974 


637.2996 
649.6429 
66L9748 
574.4006 
686.9122 

699.6162 
612.2083 
624.9903 
637.8602 
650.8166 


676.9842 
690.2009 
703.4996 
716.8789 

730.8460 

743.8 

757.6812 

771.2474 

786.0889 

798.9219 
812.8781 
826.9164 
84L0327 


42L8069 
432.6086 
443.9961 
46&.490'7 
467.0797 

478.7676 
490.6466 
60S.4273 
614.8960 
626.4639 

638.6280 
660.8720 
563.2160 
575.6473 
688.1707 

600.7866 
613.4340 


869.6130 
883.8662 
898.3032 
912.8170 
927.4066 

942.0683 
956.8136 
971.6314 
986.6206 


639.1513 
662.1118 

666.1660 
677.2043 
691.5226 
704.8324 
718.2230 

781.7618 
745.2580 
768.9094 
772.6192 
686.4215 

800.8066 
814.2736 
828.8214 
842.4494 
866.6664 

870.9417 
885.8044 
899.7628 
914.2676 
928.8664 

943J;392 
958.2948 
973.1129 
988.0220 


422.4257 
483.7880 
44&1438 
466.6455 
468.2475 

479.9422 
491.7339 
603.6211 
616.6024 
627.6762 

689.8411 
652.1022 
664.4616 
676.8947 
689.4303 

602.0600 
614.7596 
627.5579 
640.4437 
663.4167 

666.4728 
679.6216 
692.8632 
706.1666 
719.5683 

783.0496 
746.6173 
760.2624 
774.0004 
787.8062 

801.7011 
815.6788 
829.7374 
843.8671 
868.0847 

872.3806 
886.7445 
901.1946 
915.7284 
930.3281 

946.0111 
959.7672 
974.6061 
969.6146 


434.8738 
446.2869 
467.8017 
469.4106 

48L1181 
492.9163 
604.8161 
616.8035 


54L0670 
663.3337 
665.6963 
578.1436 
690.6841 

603.3157 
616.6871 


424.6879 
436.OU0 
447.4372 
468.9592 
470.6760 

482.2891 
494.1000 
606.0061 
518.0069 
530.1046 

642.2876 
654.5666 
666.9334 
679.3987 
68L9462 


426.8131 
437.1494 
448.5830 
460.1179 
47L7467 

488.4676 

495.2912 

607.2 

619.2160 

63L3120 

643.6092 

655.6179 
668.1796 
680.6449 
59^.2023 


426.946S 


604.6825  605.8606 


641.7372 
654.7208 

667.7894 
680.9419 
694.1771 
707.5016 
720.9146 

734.3989 
747.9776 
761.6338 
776.3743 
789.1964 

80S.0066 
817.0768 
831.1456 
845.2869 
869.5061 

873.8114 
888.1867 
902.6466 
917.1809 
93L7906 

946.4841 
961.2608 
976.0686 
991.0080 


617.3065 
630.1302 
643.0318 
656.0196 

669.0996 


695.5100 
706.8379 
722.2540 

735.7575 
749.3392 
763.0068 
776.7493 


618.6883 
631.4144 
644.3276 
667JK268 

670.4106 
683.5784 
696.8361 
710.1752 
723.6026 

737.1091 
750.7018 
764.3798 
778.1338 


790.5843    79L9712 


804.4932 
818.4837 
832.6549 
846.7068 
860.9366 

875.2432 
889.6280 
904.0982 
918.6439 
933.2642 

947.9681 
962.7346 
977.6829 


806.8909 
819.8834 
833.9652 
848.1267 
862J670 

876.6761 
891.0712 
905.6519 
920.0986 
934.7290 

949.4831 
964.2099 
979.0684 


449.7300 
46L2720 
472.9137 

484.6473 
496.4774 
606.4024 
620.4209 
632.5313 

644.7389 
557.0856 
569.4199 
581.8974 
594.4668 

607.U97 
619.8692 
632.6997 
645.6246 
658.6278 

671.7131 
684.9021 
698.8361 
711.5137 
724.9523 

788.4699 
752.0635 
766.7461 
779.5110 
793.8591 

807.2810 
821.2929 
836.3766 
849.5487 
863.7906 

878.1192 
892.5156 
906.9972 
921.6641 
936.1948 

960.9091 
966w6961 
980.5548 


4510359 
463.5969 

47US14 

487.00(4 


633.7496 

545.9630 
558.2662 
570.6616 
583.1510 
595.7253 

606Jt901 
6Z1.0S41 
633.9862 
646.9152 
659.9375 


739.8237  741.U7« 

753.4303  754.7562 

767.1219  768,4504 

780.8892  7S2JT:o 

794.7482  7961SS 


992.5026    996.9960    99&4916 


808.6808 
822.6947 
836.78r<l 
850.9627 
865.2241 

879.5541 
898.9609 
908.4630 
928.Q202 
937.6616 

962J764 
967^735 
962.0522 
996.99M 


81O.06S 
824J064 


852J8SS 
866.6496 

880.9901 
896.40i3 
909JQ97 
924.47S 

96I.854S 
968.6617 
9815497 
996.4986 
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TABLE  59. 
Table  of  flv€'7ialves  (|)  powers  of  number  from  0  to  50  feet,  varying  by 

one-tenth  foot. 


Uead 

in 
feet. 

.0 

.1 

.2 

.8 

.4 

. 

.6 

.7 

.8 

.9 

0 

0.000 

.003 

.018 

.04S 

.101 

.177 

.279 

.410 

.572 

.768 

1 

LOOC 

1.26S 

1.578 

1.927 

2.31S 

a750 

8.23$ 

8.76S 

4.347 

4.976 

2 

6.667 

6.89C 

7.17S 

8.022 

8.922 

9.882 

10.901 

11.880 

18.118 

14.820 

3 

15.589 

16.92C 

18.817 

19.784 

21.315 

22.918 

24.688 

26.832 

28.150 

30.038 

4 

82.000 

84.03S 

86.14S 

88.843 

40.612 

42.957 

46.884 

47.888 

50.477 

63.150 

6 

65.901 

68.73( 

6L662 

64.671 

67.765 

70.946 

74.2U 

77.671 

8L014 

84.553 

6 

88.182 

91.90S 

96.716 

99.622 

103.622 

107.718 

111.910 

116.198 

120.678 

125.063 

7 

129.642 

134.325 

189.104 

148.985 

148.962 

154.060 

159.236 

164.526 

169.915 

175.420 

8 

181.019 

186.72S 

192.544 

196.471] 

204.50( 

210.647 

216.891 

223.251 

229.724 

286.313 

9 

243.000 

249.804 

256.726 

263.751 

270.908 

278,170 

286.452 

293.047 

800.664 

806.385 

10 

316.228 

824.190 

832.276 

840.477 

848.806 

357.252 

865.817 

374.5U 

883.314 

392.258 

11 

401.811 

410.50Q 

419.798 

429.242 

438.797 

448.477 

468.293 

468.284 

478.301 

488.507 

12 

498.820 

509.901 

619.87S 

630.61( 

641.440 

662.438 

563.548 

574.802 

686.163 

597.696 

13 

609.336 

621.137 

633.04C 

646.17C 

657.297 

669.641 

682.094 

694.727 

707.457 

720.354 

14 

733.365 

746.63$ 

759.842 

773.801 

786.872 

800.618 

814.470 

828.521 

842.668 

856.988 

16 

87L416 

886.0e{ 

900.767 

915.669 

980.684 

946.872 

96L194 

976.697 

992.803 

1008.092 

16 

1024.000 

104a002 

1066.805 

1072.703 

1089.206 

1106.896 

1122.724 

1139.708 

1156.881 

1174.144 

17 

1191.578 

1209.192 

1226.945 

1244.866 

1262.909 

128L140 

1299.514 

1318.066 

1336.744 

1356.621 

18 

1374.606 

1393.801 

1413,m 

1432.634 

1452.257 

1472.082 

1492.066 

1512.194 

1532.482 

1552.956 

19 

1573.561 

1594.372 

1616.290 

1636.428 

1657.691 

1679.145 

1700.751 

1722.528 

1744.45S 

1766.583 

20 

1788.840 

181L811 

1833.918 

1866.719 

1879.636 

1902.769 

1926.069 

1949.526 

1973.130 

1996.958 

a 

2020.914 

2046.076 

2069.874 

2008.875 

2118.636 

2148.878 

2168.381 

2193.588 

2218.985 

2244.465 

22 

2270.1M 

2296.061 

2322.142 

2848.868 

2374.768 

24OL880 

2428.121 

2455.096 

2482.213 

2509.519 

23 

2536.992 

2564.67f 

2592.507 

2620.551 

2648.740 

26T7.167 

2705.710 

2734.482 

2763.894 

2792.624 

24 

282L80C 

2851.84! 

2881.010 

2910.848 

2940.851 

29n.ll6 

3001.496 

3032.122 

8062.874 

8093.875 

25 

8126.000 

8156.375 

3187.876 

8219.627 

825L505 

3283.661 

8315.942 

3348.402 

8381.038 

3413.905 

2S 

8446.924 

8480.200 

8518.606 

8547.289 

8581.064 

8616.077 

8649.254 

8683.666 

8718.282 

8783.084 

27 

3787.992 

3823.187 

8858.63S 

8894.127 

8929.872 

3965.830 

4001.945 

4088.828 

4074.868 

4111.623 

28 

4148.53« 

4185.692 

4223.000 

4260.566 

4296.282 

4336.247 

4374.370 

4412.711 

4451.242 

4489.991 

29 

4628.93C 

4568.06S 

4607.41C 

4646.98C 

4686.712 

^26.697 

4766.84S 

4807.212 

4847.746 

4888.530 

30 

4929.610 

4970.714 

6012.062 

5053.676 

5095.466 

6137.512 

5179.693 

5222.131 

6264.786 

5807.600 

21 

636a681 

6898.891 

6437.849 

648L067 

5524.898 

5669.011 

6613.298 

5667.816 

6708.585 

6747.487 

22 

6792.60S 

6837.996 

5883.562 

5929.870 

6975.388 

602L568 

6067.968 

6114.638 

6161.480 

6206.559 

83 

6266.810 

6308.866 

6351.060 

6898.996 

6447.135 

6496.61C 

6644.07C 

6692.899 

6641.903 

6691.148 

24 

6740.56S 

6790L87S 

6841.368 

6890.904 

6940.612 

6991.148 

7041.896 

7092.923 

7144.092 

7195.542 

36 

7247.170 

7299.060 

786L168 

7408.504 

7466.019 

7506.960 

7662.081 

7616.167 

7668.482 

7722.126 

86 

Tr76.O00 

7880.183 

7884.447 

7989.028 

7998.789 

8051.024 

8104.060 

8169.656 

8215.282 

8271.179 

S::::: 

8827.80S 

8388.70S 

8440.298 

8497.148 

8564.188 

8611.515 

8669.02e 

8726.796 

8784.750 

8842.996 

8901.424 

8960.114 

9018.989 

9078.157 

9187.510 

9197.142 

9266.968 

9317.060 

9877.889 

9437.903 

89 

9496.66S 

9569.684 

9620.909 

9682.388 

9744.061 

9806.082 

9668.192 

9980.637 

9993.271 

10056.189 

40 

10119.296 

10182.678 

10246.240 

10810.110 

10374,171 

10488.519 

10603.058 

10567.869 

10632.872 

10698.164 

41 

10768.648 

10829.428 

10696.889 

10061.648 

11088.009 

11094.84^ 

U161.779 

11228.993 

11296.840 

11364.118 

42 

11432.030 

11502.221 

11568.607 

11687.288 

11706.165 

11775.350 

11844.743 

11939.996 

11984.206 

12054.361 

43 

12124.698 

12196.836 

12266.173 

12837.313 

12406.660 

12480.272 

12552.091 

12624.218 

12696.634 

12769.19/ 

44 

12841.761 

12915.11S 

12988.840 

130iS2.014 

13135.829 

13209.950 

13284.271 

13368.881 

13433.692 

13508.794 

45 

13684.096 

18669.726 

18786.667 

18811.680 

13888.006 

13964.623 

14041.444 

14118.676 

14195.912 

14273.560 

46 

14851.411 

14429.568 

14507.909 

14586.674 

14666.444 

14744.678 

14823.982 

14899.897 

14976.000 

15069.965 

47 

15144.152 

1R224.849 

15306.752 

15386.974 

15468.402 

15550.151 

15632.107 

16714.364 

15796.829 

15879.597 

48 

16962.^ 

1(^046.806 

16129.325 

16208.467 

16297.190 

16881.802 

16466.928 

16552.036 

16636.783 

16722.213 

49 

168a7.00b 

16892.786 

16978.851 

17066.196 

17152.070 

17238.979 

17826.168 

17413.647 

17501.893 

17589.181 

60 

17677.600 
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Miscellaneous  Tables. 


TABLE  60. 
Velocities,  in  feet  per  second,  due  to  heads  from  0  to  50  feet. 


feet 

.0 

.1 

.2 

.3 

.4 

.6 

.6 

.7 

.8 

.9 

0 

1 

2 

3 

4 

5 

0.000 
8.020 
11.342 
13.891 
16.040 
17.934 

2.536 
8.412 
U.622 
14.121 
16.240 
18.112 

8.587 
8.786 
11.896 
14.347 
16.487 
18.289 

4.393 
9.144 
12.163 
14.669 
16.631 
18.464 

5.072 
9.490 
12.425 
14.789 
16.823 
18.637 

5.671 
9.823 
12.681 
15.004 
17.013 
18.809 

6.212 
10.145 
12.932 
15.217 
17.201 
18.979 

e.710 
10.457 
13.179 
16.427 
17.387 
19048 

7.173 
10.760 
13.420 
15.634 
17.671 
19.316 

7je» 

llffiS 
13.658 
15,8S9 
17.753 
19.4S1 

« 

7 

8 

9 

10 

19.645 
E219 
22.685 
24.061 
25.362 

19.808 
21.370 
22.826 
24.194 
25.489 

19.970 
21.520 
22.966 
24.326 
26.614 

20.131 
21.660 
23.106 
24.458 
25.740 

20.290 
2L817 
23,246 
24.589 
25.864 

20.448 
2L964 
23.383 
24.720 
26.968 

20.604 
22.U0 
23.520 

24.850 
26012 

20.760 
22.255 
23.656 

24.97D 
26.233 

20,914 
22.399 
23.792 
25.107 
26.857 

2Ltf7 
2S.542 
23.827 
25J3S 
26.479 

11 

12 

13 

14 

15 

26.600 
27.783 
28.917 
30.009 
3L062 

26.721 
27.898 
29.028 
30.116 
3L166 

26.841 
28.013 
29.139 
30.222 
3L268 

26.960 
28.128 
29.249 
30.329 
31.371 

27.079 
28.242 
29.359 
30.435 
31.474 

27.198 
28.356 
29.468 
30.540 
31.676 

27.816 
28.469 
29.677 
80.645 
81.677 

27.433 
28.682 
29.686 
80.760 
31.779 

27.550 
28.694 
29.794 
30.854 
31.880 

28.803 
29.901 
10.9SS 
ILS60 

16 

17 

18 

19 

20 

82.081 
38.068 
34.027 
34.959 
35.867 

32.181 
33.165 
34.121 
35.061 
35.957 

82.281 
33.262 
34.215 
35.143 
36.046 

32.380 
33.359 
34.309 
35.234 
36.135 

32.480 
83.455 
34.406 
85.325 
36.224 

32.579 
33.651 
34.496 
35.416 
36.813 

82.677 
83.647 
84.689 
35.607 
3&401 

82.775 
83.742 
84.682 
35.597 
36.490 

32.873 
83.837 
84.775 
86.688 
36.578 

SlSTl 
S3.9tt 
34.8^ 
35.778 
36.616 

21 

22 

23 

24 

25 

36.753 
37.618 
38.464 
39.291 
40.101 

36.841 
37.703 
38.547 
39.373 
40.181 

36.928 
37.789 
38.630 
39.454 
40.261 

37.015 
37.874 
38.714 
39.636 
40.341 

37.102 
37.969 
88.797 
39.617 
4a421 

37.188 
38.043 
38.879 
39.698 
40.600 

87.275 
88.128 
88.962 
89.779 
40.679 

87.861 
88.212 
89.044 
89.860 
4a669 

87.447 
38J!96 
89J27 
89.940 
4a738 

37^33 
3SJS0 

40.on 

40.811 

26 

27 

28 

29 

30 

40.895 
41.674 
42.439 
43.190 
43.928 

40.974 
4L751 
42.515 
43.264 
44.002 

41.062 
41.828 
42.590 
43.339 
44.075 

41.130 
41.905 
42.666 
43.413 
44.148 

41.209 
41.982 
42.741 
43.487 
44.220 

41.287 
42.058 
42.816 
43.561 
44.293 

41.364 
42.135 
42.891 
43.635 
.    44.366 

41.442 
42.211 
42.966 
48.708 
44.438 

42,287 
43.041 
43.782 
44.510 

4L5W 
42JO 

43J16 
43iSS 
44i83 

81 

82 

33 

34 

35 

44.655 
45.369 
46.073 
46.765 
47.44S 

44.727 
45.440 
46.142 
46.834 
47.516 

'    44.798 
45.511 
46.212 
46.903 
47.584 

44.870 
45.581 
46.281 
46.971 
47.651 

44.942 
45.652 
46.351 
47.040 
47.719 

46.013 
45.722 
46.420 
47.108 
47.786 

45.065 
45.792 
46.489 
47.176 
47.863 

45.166 
45.863 
46.559 
47.244 
47.920 

45.227 
45.933 
46.628 
47.812 
47.987 

45.398 
4&0(a 
46u«97 
47.380 
4&0S4 

86 

87 

38 

89 

40 

48.121 
48.785 
49.440 
50.086 
60.724 

48.188 
48.851 
49.505 
50.160 
50.788 

48.255 
48.917 
49.670 
60.214 
50.851 

48.321 
48.982 
49.636 
50.278 
60.914 

48.888 
49.048 
49.699 
50.342 
60.977 

48.454 
49.113 
49.764 
50.406 
51.040 

4SL621 
49.179 
49.829 
60.470 
6U08 

48.487 
49.244 
49.893 
50.534 
5L166 

48.663 
49.310 
49.968 
50.597 
61.229 

48.^9 
49^75 

ma 

60.661 

41 

42 

43 

44 

45 

51.354 
51.977 
52.592 
53.200 
53.801 

61.417 
52.039 
52.653 
53.260 
53.861 

51.479 
52.100 
52.714 
53.321 
53.921 

61.542 
62.162 
52.775 
53.381 
53.980 

51.604 
52.224 
52.836 
53.441 
64.040 

51.667 
62.285 
52.897 
63.501 
54.099 

5L729 
52.347 
52.95S 
53.661 
64.159 

61.791 
52.408 
63.018 
53,621 
64.218 

BL853 
62.470 
63,079 
53.681 
64.277 

6L915 

6sisi 

61139 
53.741 
H33I 

46 

47 

48 

49 

54.396 
54.984 
55.566 
56.141 

64.455 
55.042 
55.623 
56.199 

54.514 
55.101 
55.681 
66.256 

54.673 
55.159 
55.739 
56.313 

54.632 
55.217 
65.797 
56.370 

54.690 
55.275 
55.854 
56.427 

54.749 
66.334 
55.912 
66.484 

54.808 
65.392 
65.969 
56.641 

54.867 
66.460 
66.027 
66.696 

66.665 
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APPENDIX  B 

TEST  DATA  OF  TURBINE  WATER  WHEELS. 

TABLE  61. 

Test  of  a  1134nch  Boott  Center  Vent  Turbine.    Built  in  1849  for  the  Boott 
Cotton  MillSf  Lowell,  Mass,,  after  designs  hy  James  B.  Francis. 


Nnmber 

of 
experi- 
ment. 


Gate 
opening 
(propor- 
tional 

part). 


Proportional 

discharge 

(discharge 

at  fall  gate 

with  highest 

efflciency-<=l). 


Mean 

head  in 

feet 


Dura- 
tion 
of  test 
in  min- 
utes. 


Revolu- 
tions per 
minute. 


Dis- 
charge 
in  sec- 
ond- 
feet 


Horse- 
power 
devel- 
oped. 


Percent- 
age of 
efB- 
ciency. 


8 


1. 
2. 
8. 
4. 
6. 
6. 
7. 
8. 

9. 
10. 
U. 
12. 
13. 
14. 
15. 
16. 

17, 
18. 
19. 
20. 
21. 
22. 
28. 
24. 
25. 
26. 

27. 
28. 
29. 
30. 
81. 
82. 
83. 
34. 
35. 
86. 
87. 
88. 


0.25 
0.26 
0.26 
0.26 
0.26 
0.26 
0.26 
0.25 

0.60 
0.50 
0.50 
0.50 
0.50 
0.50 
0.50 
0.50 

0.76 
0.75 
0.75 
0.75 
0.75 
0.75 
0.76 
0.75 
0.75 
0.75 

1.00 
1.00 
1.00 
1.00 
1.00 
1.00 
1.00 
1.00 
1.00 
1.00 
1.00 
1.00 
1.00 


0.600 
0.5T7 
0.690 
0.692 
0.696 
0.695 
0.698 
0.644 

0.756 
0.767 
0.T75 
0.780 
0.785 
0.802 
0.815 
0.686 


0.876 
0.893 
0.910 
0.913 
0.920 
0.922 
0.921 
0.925 
0.818 

1.000 
1.006 
1.000 
1.005 
1.006 
1.007 
1.006 
1.010 
1.017 
1.018 
0.982 
0.980 
0.887 


14.60 
14.67 
14.57 
14.16 
14.20 
14.14 
14.24 
14.80 

14.29 
14.23 
14.20 
14.19 
14.19 
13.78 
13.61 
13.96 

13.62 
13.37 
13.37 
13.40 
13.38 
13.84 
13.32 
13.33 
13.30 
13.70 

18.40 
13.43 
13.83 
13.88 
13.39 
13.38 
13.86 
13.88 
13.40 
13.82 
13.64 
13.57 
13.60 


4 

7 
8 
17 
12 
7 
7 
8 

11 
10 
10 

8 

14 
11 
11 

8 

7 
2.5 
7 
9 
12 
9 
9 
9 
10 
8 

9 
6 
6 
7 
8 
8 
9 
8 
8 
8 
4 
2 
7 


85.6 

52.7 

48.4 

32.7 

30.0 

27.0 

26.26 

60.8 

60.6 
67.6 
66.9 
64.1 
51.4 
41.6 
35.9 
70.6 

66.3 
59.6 
64.1 
49.5 
47.2 
44.8 
43.5 
42.6 
41.9 
76.2 

42.5 
41.9 
40.7 
40.3 
39.6 
38.9 
88.1 
87.4 
86.8 
86.5 
0.0 
0.0 
77.0 


67.53 
64.89 
66.43 
66.61 
67.03 
66.89 
67.37 
61.08 

86.0 

86.35 

87.08 

87.69 

88.29 

90.17 

91.70 

77.U 

95.76 
98.49 
100.42 
102.42 
102.82 
103.62 
103.77 
103.69 
104.23 
92.02 

112.53 
U2.99 
112.56 
113.00 
113.07 
113.16 
113.09 
113.67 
114.29 
113.97 
110.45 
110.32 
99.8 


42.2 
21.94 
36.4 
40.8 
41.1 
40.0 
29.3 
0.0 

41.7 
62.4 
67.8 
62.7 
69.5 
82.0 
84.4 
0.0 

35.9 

65.3 

87.6 

102.2 

107.7 

111.2 

112.8 

114.0 

U4.9 

0.0 

136.4 

137.0 

135.6 

136.6 

136.8 

136.9 

136.6 

136.5 

186.7 

134.6 

0.0 

0.0 

0.0 


37.7 
20.8 
83.2 
38.2 
88.1 
87.8 
27.0 
0.0 

80.3 
37.6 
41.3 
44.4 
48.9 
68.3 
69.6 
0.0 

24.6 
43.7 
67.6 
65.7 
69.0 
71.0 
72.0 
72.8 
73.1 
0.0 

79.7 
79.6 
79.7 
79.7 
79.7 
79.7 
79.8 
79.2 
78.7 
78.1 
0.0 
0.0 
0.0 
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Test  Data  of  Turbine  Water  Wheels. 


TABLE  62. 

Test  of  an  81^nch  Foumeyron  Turbine  Built  in  1851  for  the  Tremont  IftUt, 
Lowell,  Mass,,  after  designs  by  James  B.  Francis, 


1 
1 
1 
1 
1 
1 
I 
I 
1 
1 

2 
2 
2 
2 
2 
2 
2 
2 
2 
2 
S 

s 
a 

a 
a 
a 
a 
a 
a 
a 

4 

4 

4 

4 

4,. 

45. 

46. 

47. 

4S. 

49. 

SO. 

51. 
52. 
S3. 
64. 
66. 
66. 
67. 
68. 
69. 


1.0 
1.0 
1.0 
1.0 
1.0 
1.0 

0.76 
0.75 
0.75 
0.76 
0.75 
0.75 
0.75 
0.76 
0.76 


1.17 
1.00 
1.00 
1.00 
1.00 
1.00 

1.04 
1.01 
1.00 
1.00 
0.99 
0.98 
0.98 
0.97 
0.96 


12.47 

9    1 

1  1  106.9 

162.02 

0.0 

12.96 

11 

49.9 

138.62 

161.1 

12.93 

10 

49.0 

138.60 

160.7 

12.95 

11 

48.2 

138.47 

ieo.6 

12.96 

12 

47.4 

138.87 

160.8 

12.96 

U 

46.2 

138.16 

169.8 

12.76 

7 

89.0 

143.33 

71.7 

12.87 

8 

76.4 

139.21 

120.6 

12.91 

9 

68.6 

137.75 

186.1 

12.94 

8 

64.7 

137.80 

142.8 

12.96 

8 

61.4 

137.00 

146.9 

12.96 

8 

67.9 

136.64 

148.8 

12.96 

8 

66. 8 

135.10 

149.0 

12.98 

8 

64.0 

184.38 

149.8 

13.00 

9 

61^ 

183.80 

149.6 
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4 

6 

6 

7 

8 

18.01 

60.1 

182.78 

149.8 

13.06 

48.8 

132.00 

14«.7 

13.04 

46.3 

130.99 

147.9 

13.03 

42.5 

180.89 

146.1 

12.72 

11 

108.0 

149.56 

0,0 

13.17 

U 

92.9 

121.97 

0.0 

13.08 

81.1 

118.65 

52.8 

13.13 

78.1 

116.1 

78.8 

13.18 

65.0 

U4.26 

•96.6 

13.21 

60.2 

113.24 

103.8 

13.25 

66.4 

m.62 

106.7 

13.28 

60.6 

109.71 

107.8 

13.31 

46.5 

108.06 

106.8 

13.31 

46.5 

107.95 

107.0 

13.38 

41.2 

105.68 

102.8 

13.36 

36.9 

103.85 

97.8 

13.41 

27.4 

100.54 

88.7 

12.88 

61.8 

137.86 

166.8 

12.90 

49.8 

136.97 

167.0 

12.91 

47.4 

186.56 

166.6 

13.85 

74.9 

80.45 

0.0 

13.37 

68.8 

78.84 

168.2 

13.40 

57.6 

76.62 

88.6 

13.43 

46.8 

74.06 

49.7 

13.48 

40.8 

71.87 

60.9 

13.51 

83.6 

70.01 

48.8 

13.56 

27.7 

67.82 

44.4 

13.56 

11 

18.0 

64.51 

82.7 

18.52 
18.68 

13.98 

0.0 
0.0 

87.2 

60.86 
60.42 

38.22 

o.-o 

0.0 
9.09 

7 

14.00 

7 

41.3 

88^57 

6.23 

14.02 

17 

23.8 

87.17 

14.21 

60.. 

a.. 

62.. 
68.. 
64.. 

66.. 
66.. 
67.. 
68.. 
69.. 
70., 
71.. 
72.. 
73.. 
74.. 
76.. 
76.. 

77.. 
78., 
79.. 

80.. 
81.. 
82.. 
83.. 
84.. 
85.. 
86.. 
87.. 
88., 
89.. 

90. 
91. 


0.76 
0.76 
0.75 
0.75 
0.76 

0.49 
0.49 
0.49 
0.49 
0.49 
0.49 
0.49 
0.49 
0.49 
0.49 
0.49 
0.49 

0.87 
0.87 
0.87 

0.25 
0.25 
0.25 
0.26 
0.25 
0.25 
0.25 
0.25 
0.25 
0.26 

0.087 
0.087 
0.087 


0.96 
01.96 
0.96 
0.96 
1.08 

0.88 
0.86 
0.84 
0.83 
0.82 
0.81 
0.79 
0.78 
0.78 
0.76 
0.75 
0.78 

0.99 
0.99 
0.99 

0.58 
0.57 
0.66 
0.54 
0.62 
0.51 
0.49 
0.47 
0.44 
0.44 

0.28 
0.28 
0.27 


76.2 
76.S 
76.4 
75.0 
0.0 

0.0 
80.0 
45.8 
56.6 
60.9 
68.7 
65.2 
66.6 
66.6 
64.1 
61.9 
64.8 

78.1 
78.4 
78.8 

O.P 
14.1 
88.2 
44.0 
46.8 
46.5 
42.7 
88.0 
0.0 
0.0 

15.0 

lo.a 

24.0 
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Test  Data  of  Turbine  Water  Wheels. 


TABLB  68. 
Solyoke  Te9t  of  a  S04nch  Special  Chase  Jonval  TurUne. 

7,  1884- 


Test  No.  2S6,   Jwe 


Kumbe: 

of 
experi- 
ment 

Gate 
opening 
(propor- 
tional 
part). 

Proportional 

discharge 

(discharge 

at  fuU  gate 

with  highest 

efficiency-*!). 

Mean 

head  in 

feet 

Dura- 
tion 
of  test 
In  min- 
utes. 

Reyolu- 
tionsper 
minute. 

Dis- 
charge 
in  sec- 
ond- 
feet 

Horse- 
power 
deyel- 
oped. 

Percent- 
den^. 

1 

2 

S 

4 

6 

6 

7 

8 

t 

J2 

n 

28 

34 

26 

17 

16 

15 

18 

IS 

20 

14 

18 

12 

11 

10 

9 

80 

29. 

28 

27 

26 

81 

1.000 
1.000 
1.000 
1.000 
1.000 
1.000 
1.000 
1.000 

0.980 
0.980 
0.930 
0.980 
0.980 

0.887 
0.887 
0.887 
0.837 
0.837 
0.837 

0.674 
0.674 
0.674 
0.674 
0.674 
0.674 

0.488 
0.488 
0.488 
0.488 
0.488 
0.488 

0.960 
1.008 
1.004 
l.OOi 
0.996 
0.999 
1.001 
0.996 

0.922 
0.920 
0.919 
0.916 
0.913 

0.881 
0.827 
0.826 
0.823 
0.822 
0.818 

0.666 
0.668 
0.661 
0.669 
0.655 
0.660 

0.462 
0.460 
0.468 
0.459 
0.458 
0.457 

14.72 
14.51 
14.43 
14.61 
14.67 
14.41 
14.41 
14.49 

14.68 
14.72 
14.78 
14.87 
14.96 

16.28 
16.42 
15.42 
15.38 
15.28 
16.26 

16.18 
16.14 
16.07 
16.U 
16.14 
16.20 

17.10 
17.11 
17.08 
17.02 
17.07 
17.09 

StlU. 
169.67 
181.67 
196.38 
204.76 
216.00 
225.00 
244.80 

186.75 
194.17 
208.75 
213.00 
226.00 

180.00 
191.00 
199.67 
207.00 
216.00 
228.26 

163.50 
174.25 
186.83 
196.60 
206.60 
217.00 

142.26 
158.60 
174.38 
182.60 
190.67 
206.20 

89.74 
41.42 
41.16 
41.42 
41.10 
40.91 
41.02 
40.99 

88.12 
88.07 
38.12 
38.18 
88.07 

36.07 
85.08 
86.00 
84.76 
84.66 
84.49 

28.86 
28.76 
28.60 
28.52 
28.40 
28.25 

20.62 
20.65 
20.43 
20.43 
20.43 
20.87 

"49*.66* 
50.68 
62.08 
51.60 
51.13 
60.42 
60.38 

49.27 
49.73 
60.82 
60.66 
60.66 

46.10 
47.17 
47.49 
47.84 
47.20 
46.96 

86.16 
86.86 
36.46 

36.72 

16.26 
16.67 
16.74 
16.69 
16.67 
16.06 

7I.« 

nM 

75.9e 

nM 

75.34 
74.91 

77.76 
71.27 
78.85 
78.9(3 
78.58 

75.96 
77.12 
77.71 

78.47 
78.73 
78.81 

61.70 
68.25 
70.04 
70.41 
70.97 
TOM 

40.74 
41.88 
42.88 
42.40 
41.98 
40.67 
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TABLE  64. 
Holyoke  Test  of  a  SOAnch  Regular  Chase  Jonval  Turbine.    June  10,  188i. 


Namber 

of 
experi- 
ment. 

Gate 
opening 
(propor- 
tional 

part). 

Proportional 

discharge 

(discharge 

at  faU  gate 

with  highest 

effldencyiBil). 

Mean 

head  in 

feet 

Dura- 
tion 
of  test 
inmin- 
ntes. 

Reyoln- 
tionsper 
mlnnte. 

Die- 
charge 
in  sec- 
ond- 
feet 

Horse- 
power 
deyel- 
oped. 

Percent- 
age of 
effi- 
ciency. 

1 

2 

S 

4 

6 

6 

7 

8 

• 

1 

C 

6 

4 

8 

2 

29 

g:::::::: 

26 

23 

24 

26 

E8 

n 

eo 

18 

IS 

14 

13 

12 

15 

16 

17 

7 

8 

9 

10 

U 

1.000 
1.000 
1.000 
1.000 
1.000 
1.000 

0.889 
0.889 
0.889 
0.889 
0.889 
0.889 
0.889 

0.788 
0.788 
9.733 
0.733 
0.738 

0.6U 
0.6U 
0.6U 
0.6U 
0.611 
0.6U 

0.411 
0.411 
0.4U 
0.411 
0.411 

0.938 
0.998 
0.995 
0.996 
1.001 
1.007 

0.894 
0.897 
0.897 
0.896 
0.901 
O.908 
O.907 

0.756 
0.757 
0.758 
0.756 
0.757 

0.644 
0.644 
0.641 
0.644 
0.644 
0.647 

0.469 
0.469 
0.468 
0.469 
0.471 

16.62 
15.82 
15.29 
15.30 
15.27 
15.26 

15.78 
15.77 
15.75 
15.80 
16.77 
16.74 
15.72 

16.30 
16.24 
16.27 
16.28 
16.32 

16.66 
16.65 
16.68 
16.77 
16.67 
16.61 

17.14 
17.20 
17.17 
17.13 
17.16 

8 
8 
3 
6 
3 
3 

4 

4 
4 

4 
3 
4 
3 

4 
4 

4 
3 

4 

5 

4 
3 
3 
3 
3 

3 
4 
4 
4 
3 

Still. 
194.00 
201.67 
2U.14 
222.38 
287.00 

174.75 
190.25 
200.26 
211.26 
220.67 
232.00 
242.67 

184.50 
196.26 
207.00 
218.67 
230.60 

175.80 
188.75 
202.00 
209.33 
221.33 
236.33 

141.33 
157.00 
166.00 
184.00 
200.00 

88.33 
84.98 
34.96 
36.00 
36.14 
36.84 

81.93 
82.01 
32.01 
82.10 
82.17 
82.20 
82.83 

27.43 
27.41 
27.47 
27.43 
27.47 

23.63 
23.60 
23.54 
23.63 
23.64 
28.71 

17.47 
17.47 
17.48 
17.43 
17.58 

**4S.'48* 
43.35 
43.46 
43.72 
43.86 

41.56 
42.64 
43.06 
43.48 
43.40 
43.50 
43.29 

86.28 
86.61 
36.92 
37.00 
86.90 

27.84 
27.62 
27.72 
27.76 
27.83 
27.02 

12.98 
12.92 
12.91 
12.62 
11.89 

"*"7iV70 
71.58 
71.62 
71.92 
70.96 

72.80 
74.56 
75.96 
75.66 
75.50 
75.76 
75.17 

71.68 
72.69 
72.91 
73.14 
72.64 

61.33 
62.06 
62.16 
62.21 
61.21 
60.56 

88.10 
37.96 
88.06 
86.46 
84.89 
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TABLB  68. 
nolyoke  Te9t  of  a  SO-inch  Special  Chase  Jonval  Turbine, 

7,  1884^ 


Teat  No.  256.  June 


Kaml>e: 

of 
experi- 
ment 

Gate 
opening 
(propor- 
tional 
part). 

Proportional 

discharge 

(discharge 

at  full  gate 

with  highest 

efficiency— 1). 

Mean 

head  in 

feet 

Dura- 
tion 
of  test 
In  min- 
utes. 

Revolu- 
tions per 
minute. 

Dis- 
charge 
in  sec- 
ond- 
feet 

Horse- 
power 
devel- 
oped. 

Percent, 
denqr. 

1 

2 

S 

4 

5 

6 

T 

8 

8 

1 

8 

7 

« 

6 

4 

8 

2 

22 

21 

23 

34 

26 

17 

16 

15 

18 

19 

20 

14 

18 

12 

11 

10 

9 

80 

29. 

28 

27 

26 

81 

1.000 
1.000 
1.000 
1.000 
l.OOO 
1.000 
1.000 
1.000 

0.980 
0.930 
0.980 
0.930 
0.930 

0.887 
0.837 
0.837 
0.837 
0.837 
0.837 

0.674 
0.674 
0.674 
0.674 
0.674 
0.674 

0.488 
0.488 
0.488 
0.4S8 
0.488 
0.488 

0.960 
1.008 
1.004 
l.OOi 
0.996 
0.999 
1.001 
0.996 

0.922 
0.920 
0.919 
0.916 
0.913 

0.881 
0.827 
0.826 
0.823 
0.822 
0.818 

0.666 
0.663 
0.661 
0.669 
0.656 
0.660 

0.462 
0.460 
0.468 
0.469 
0.458 
0.457 

14.72 
14.61 
14.48 
14.61 
14.67 
14.41 
14.41 
14.49 

14.68 
14.72 
14.78 
14.87 
14.96 

16.28 
16.42 
15.42 
15.33 
15.28 
15.26 

16.13 
16.14 
16.07 
16.11 
16.14 
16.20 

17.10 
17.11 
17.08 
17.02 
17.07 
17.09 

StiU. 
169.67 
181.67 
196.38 
204.76 
216.00 
225.00 
244.80 

185.75 
194.17 
203.75 
213.00 
226.00 

180.00 
191.00 
199.67 
207.00 
215.00 
228.26 

163.50 
174.25 
186.83 
196.50 
206.50 
217.00 

142.26 
158.50 
174.38 
182.60 
190.67 
206.20 

89.74 
41.42 
41.16 
41.42 
41.10 
40.91 
41.02 
40.99 

38.12 
38.07 
38.12 
88.13 
88.07 

85.07 
85.03 
85.00 
84.76 
84.66 
84.49 

28.86 
28.76 
28.60 
28.52 
28.40 
28.25 

20.62 
20.56 
20.43 
20.43 
20.43 
20.87 

50.68 
52.08 
51.50 
61.13 
50.42 
50.38 

49.27 
49.78 
60.32 
50.66 
60.65 

46.10 
47.17 
47.49 
47.84 
47.20 
46.96 

85.16 
35.86 
36.45 

n^ 

36.72 

16.26 
16.67 
16.74 
16.69 
16.57 
16.08 

7S.X 
Tl.tC 

Ti.se 

7C.IC 
75.14 
74.0 

T7.7« 
78.n 
78.R 
78.90 
78.9 

75.91 
V.U 
77.71 
78.*? 
78.71 
78.82 

mM 

68.S 
70.M 
TOM 

70.8S 

40.74 
41.88 
48.S 

42.40 
41.9S 
40.67 
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TABLE  64. 
Holyoke  Teat  of  a  SO-inch  Regular  Chase  Jonval  Turbine.    June  lOy  1884, 


Number 

of 
experi- 
ment. 

Gate 
opening 
(propor- 
tional 

part). 

Proportional 

discharge 

(discharge 

at  full  gate 

with  highest 

efflciencya^l). 

Mean 

head  in 

feet 

Dura- 
tion 
of  test 
in  min- 
utes. 

Revolu- 
tions per 
minute. 

Dis- 
charge 
tn  sec- 
ond- 
feet 

Horse- 
power 
devel- 
oped. 

Percent- 
age of 
effi- 
ciency. 

1 

2 

S 

4 

5 

6 

7 

8 

• 

1 

6 

B 

4 

8 

2 

29 

28 

27 

26 

28 

24 

26 

22 

21 

BO 

18 

19 

14 

18 

12 

15 

16 

17 

7 

8 

9 

10 

U 

1.000 
1.000 
1.000 
1.000 
1.000 
1.000 

0.889 
0.889 
0.889 
0.889 
0.889 
0.889 
0.889 

0.738 
0.788 
9.788 
0.733 
0.738 

0.6U 
0.6U 
0.6U 
0.611 
0.611 
0.6U 

0.411 
0.411 
0.4U 
0.411 
0.411 

0.938 
0.998 
0.996 
0.996 
1.001 
1.007 

0.894 
0.897 
0.897 
0.896 
0.901 
O.908 
O.907 

0.766 
0.767 
0.768 
0.766 
0.767 

0.644 
0.644 
0.641 
0.644 
0.644 
0.647 

0.469 
0.469 
0.468 
0.469 
0.471 

16.62 
16.32 
16.29 
16.90 
15.27 
15.26 

16.78 

16.77 
15.76 
16.80 
15.77 
15.74 
16.72 

16.30 
16.24 
16.27 
16.28 
16.82 

16.66 
16.66 
16.68 
16.77 
16.67 
16.61 

17.14 
17.20 
17.17 
17.13 
17.16 

8 
8 
3 

3 

Still. 
194.00 
201.67 
211.14 
222.33 
287.00 

174.75 
190.26 
200.25 
211.25 
220.67 
232.00 
242.67 

184.50 
196.26 
207.00 
218.67 
230.50 

175.80 
188.76 
202.00 
209.33 
221.33 
236.33 

141.33 
157.00 
166.00 
184.00 
200.00 

83.83 
84.93 
34.96 
36.00 
36.14 
35.34 

31.93 
32.01 
32.01 
32.10 
82.17 
32.20 
32.33 

27.43 
27.41 
27.47 
27.43 
27.47 

23.63 
23.60 
23.64 
23.63 
23.64 
23.71 

17.47 
17.47 
17.43 
17.43 
17.53 

43.36 
43.46 
43.72 
43.36 

41.56 
42.64 
43.06 
43.48 
43.40 
43.50 
43.29 

36.28 
36.61 
36.92 
37.00 
36.90 

27.34 
27.62 
27.72 
27.76 
27.33 
27.02 

12.93 
12.92 
12.91 
12.62 
11.89 

71.68 
71.62 
71.92 
70.96 

72.80 
74.55 
75.36 
75.66 
75.50 
75.76 
75.17 

71.63 
72.59 
72.91 
73.14 
72.64 

61.33 
62.05 
62.16 
62.21 
61.21 
60.66 

88.10 
87.96 
88.06 
36.46 
84.89 
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TABLE  65. 
Experiments  Made  for  the  Tremont  and  Suffolk  Mills  at  Holyoke  Testing 
Flume,  December  5-5,  1890,  on  a  JiSAnch  Victor  Turbine,  ioith  Cylinder 
Gate. 


Quantitj 

H. 

DuratioD 

of  water 

Height  of 
speed-gate 

of  the 

discharged 

Horse- 

Percent" 

FaUatthe 

experi- 

Rerolu- 

brthe 
wheeL 

power 

sgeof 

opening. 

wheel. 

ment 

tlons  per 
minute. 

de- 

effl- 

▼eloped. 

dency. 

Cubic  feet 

InchM. 

FMt 

Seooiids. 

per  second. 

1 

2 

S 

4 

6 

6 

7 

8 

t 

20.68 

13.186 

360. 

142.7 

94.49 

20.58 

.019 

300. 

121.8 

108.76 

74.07 

«.« 

20.68 

12.961 

300. 

104.6 

116.87 

127.22 

74.75 

20.68 

18.200 

360. 

100.3 

119.44 

140.S3 

78,49 

20.58 

.167 

300. 

96.0 

121.18 

146.96 

80.66 

9      20.58 

.262 

360. 

98.6 

122.67 

1S0.81 

81.74 

d      20.58 

..«..• 

.266 

360. 

91.2 

123.41 

152.60 

82.2i 

S      20.58 

.157 

360. 

87.8 

128.67 

162.23 

83.49 

a     20-58 

.139 

180. 

84.3 

124.06 

151.29 

81.84 

9      20.58 

.140 

360. 

88.0 

124.17 

151.42 

81.8S 

^      20.58 

.167 

420. 

81.6 

124.55 

151.43 

81.48 

20.58 

.130 

860. 

79.8 

124.67 

150.60 

81.07 

20.68 

.095 

640. 

77.8 

124.93 

148.97 

80.29 

20.68 

.221 

800. 

75.0 

126.06 

150.51 

79.64 

20.58 

.201 

800. 

70.1 

126.67 

147.07 

77.56 

20.58 

.081 

420. 

Still 

129.60 

17.90 

18.463 

800. 

108.2 

106.38 

116.16 

69.59 

17.90 

...... 

.389 

200. 

103.2 

110.90 

126.52 

74.54 

.    17.90 

.824 

860. 

97.7 

112.71 

183.64 

78.46 

®C   17.90 
az   17.90 

.252 

960. 

91.6 

114.66 

139.24 

80.81 

.235 

860. 

89.2 

115.26 

140.98 

81.49 

Oi   17.90 

.196 

800. 

86.2 

115.87 

141.53 

81.6S 

^5  17.90 

.169 

480. 

88.8 

116.36 

141.75 

81.57 

.242 

860. 

77.8 

117.72 

1^.08 

79.80 

17.90 

.190 

240. 

70.1 

118.34 

136.46 

T7.04 

17.90 

.161 

800. 

Still 

118.70 

17.90 

14.023 

800. 

145.1 

88.86 

15.88 

13.043 

800. 

102.0 

98.85 

106.46 

72.U 

.    15.88 

12.966 

800. 

96.2 

101.63 

U5.79 

77.44 

9^  15.88 

13.049 

240. 

90.6 

106.28 

121.06 

79.» 

rtt    15.38 

.049 

800. 

86.6 

104.70 

128.62 

79.7S 

OS    15.38 

.029 

300. 

84.0 

106.29 

126.15 

89.44 

^S   16.38 

.029 

800. 

.    81.0 

106.00 

125.61 

80.» 

.017 

300. 

77.5 

106.59 

124.89 

79.87 

16.88 

.026 

300. 

78.0 

107.18 

128.08 

T7.U 

15.88 

.024 

180. 

68.8 

107.42 

118.80 

16.19 

12.90 

18.193 

800. 

108.2 

87.40 

87.86 

67.19 

.    12.90 

.159 

860. 

96.0 

89.19 

95.35 

71.61 

5>;   12.90 

.UO 

180. 

98.8 

90.80 

99.38 

78.« 

rt$    12.90 

.166 

800. 

91.8 

91.54 

102.72 

76.U 

O*    12.90 

.139 

860. 

88.1 

82.88 

104.46 

76.98 

rf»S    12.90 
^S    12.90 

.097 

180. 

84.8 

96.12 

105.13 

71.01 

.062 

240. 

79.2 

94.16 

106.08 

nM 

12.90 



12.996 

800. 

78.1 

94.94 

104.47 

74.67 

10.34 

18.289 

800. 

101.4 

74.98 

70.91 

61.99 

10.34 

.196 

300. 

96.9 

76.26 

75.81 

66.44 

.    10.34 

.137 

860. 

90.0 

77.58 

79.36 

6S.71 

«•;;    10.34 

...... 

.113 

800. 

86.2 

78.16 

81.25 

68.S0 

«Jr    10.34 
0  3    10.34 

.063 

800. 

82.6 

78.91 

82.88 

76.19 

.027 

860. 

78.5 

79.66 

83.54 

70.fl 

Sc    10.34 

.010 

180. 

74.0 

80.62 

83.26 

10.« 

5    10.84 

12.909 

800. 

72.0 

80.73 

83.19 

68  J9 

10.84 

13.264 

240. 

Still 

79.88 

10.34 

.437 

800. 

129.1 

66.62 

Digitized  by 


Google 


Victor  Turbine. 

TABLE  65 — Continued. 


749 


1 

2 

8 

4 

6 

6 

7 

8 

• 

.     7.80 

18.215 

300. 

102.5 

69.69 

43.63 

48.86 

•>:     7.80 

.200 

800. 

96.4 

60.27 

47.88 

68.07 

az     7.80 
0  3      7.80 

.147 

800. 

90.7 

61.46 

68.48 

67.22 

.064 

300. 

86.2 

62.04 

66.02 

69.77 

^2     7.80 
^C     7.80 

.069 

360. 

81.3 

62.73 

66.88 

61.32 

.007 

860. 

76.2 

63.43 

67.90 

61.88 

7.80 

12.997 

800. 

71.6 

64.02 

68.70 

62.35 

5.23 

18.094 

240. 

102.5 

42.66 

15.68 

24.60 

.     6.28 

.... 

.069 

800. 

97.0 

43.18 

20.66 

32.28 

2>;     6.23 

.019 

800. 

91.3 

48.79 

24.98 

38.64 

oS     5.23 

.006 

860. 

88.1 

48.96 

26.78 

41.31 

12.972 

860. 

86.2 

44.28 

28.49 

43.78 

;^S     6-28 

.989 

240. 

81.9 

44.40 

29.87 

46.86 



^5     5.23 

18.213 

800. 

80.8 

46.19  , 

81.94 

47.17 

5.23 

.175 

860. 

74.8 

46.73 

33.90 

49.62 

6.28 

.183 

800. 

67.6 

46.17 

84.94 

60.81 
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Test  Data  of  Turbine  Water  Wheels. 


TABLE  66. 

Solyoke  Teat  of  a  SSAnch  Riffht  Hand  Bwain  Turbine^  Ituilt  ty  the  B^K}ain 
Turbine  and  Mfg.  Co.    Telst  No.  977.    Date  Jan.  20-21,  1897. 


Proportional 

Dura- 

Number 

Gate 

diBcbarge 

tion 

Dis- 

Horse- 

Percent- 

of 

opening 

(discharge 

Mean 

of  test 

Revolu- 

charge 

power 

age  of 

experi- 

(propor- 

at full  gate 

head  in 

in  min- 

tions per 

In  sec- 

devel- 

effi- 

ment. 

tional 
part). 

with  highest 
efflciency«=l). 

feet 

utes. 

minute. 

ond- 
feet 

oped. 

ciency. 

1 

2 

S 

4 

6 

6 

7 

8 

9 

64 

1.000 

1.004 

15.16 

130.33 

76.49 

111.57 

84.S4 

<8 

1.000 

.995 

16.25 

135.00 

76.98 

111.47 

84.S3 

62 

1.000 

.984 

15.40 

140.33 

76.52 

111.61 

84.62 

61 

1.000 

.973 

15.42 

144.00 

74.74 

110.16 

84.28 

60 

1.000 

.966 

15.43 

146.50 

74.19 

108.51 

83.58 

59 

1.000 

.954 

15.48 

150.75 

73.46 

107.08 

83.01 

68 

1.000 

.945 

15.47 

154.00 

72.73 

104.72 

82.07 

67 

1.000 

.934 

15.44 

168.00 

71.76 

101.68 

80.92 

66 

1.000 

.922 

15.33 

161.37 

70.58 

97.97 

79.81 

56 

.875 

.982 

15.16 

132.00 

70.95 

102.58 

84.10 

54 

.875 

.926 

15.15 

135.75 

70.42 

102.20 

84.47 

63 

.875 

.916 

15.28 

140.75 

70.01 

102.54 

84.52 

62 

.875 

.907 

15.41 

147.00 

69.61 

102.68 

84.37 

61 

.875 

.896 

15.50 

153.50 

68.99 

101.58 

83.T3 

80 

.876 

.877 

15.60 

162.38 

67.75 

98.66 

82.22 

49 

.750 

.866 

16.66 

130.00 

67.03 

100.24 

84.20 

4S 

.750 

.857 

15.74 

136.00 

66.52 

100.73 

84.E3 

47 

.750 

.849 

15.76 

141.00 

66.96 

100.16 

84.96 

46 

.750 

.844 

15.70 

146.00 

66.41 

99.28 

86.24 

45 

.760 

.838 

15.54 

149.75 

64.64 

97.28 

86.39 

44 

.750 

.829 

15.62 

167.88 

64.09 

96.47 

84.97 

43 

.750 

.826 

15.16 

156.76 

62.88 

91.36 

84.51 

42 

.750 

.814 

16.20 

162.75 

62.06 

88.93 

83.13 

41 

.625 

.783 

15.90 

127.50 

59.90 

85.92 

82.cr 

40 

.625 

.775 

16.38 

134.75 

59.45 

86.72 

83.6 

89 

.626 

.767 

15.43 

142.12 

58.95 

87.15 

84.48 

88 

.626 

.758 

15.47 

149.50 

58.30 

86.28 

84.30 

87 

.625 

.749 

15.51 

154.50 

67.70 

84.42 

83.18 

86 

.626 

.738 

15.68 

162.75 

56.62 

81.02 

80.99 

85 

.626 

.715 

15.65 

169.50 

66.32 

76.15 

77.56 

84 

.500 

.683 

15.74 

128.20 

62.96 

74.80 

79.09 

83 

.500 

.676 

15.78 

131.26 

52.54 

75.70 

80.51 

82 

.500 

.668 

15.83 

137.60 

61.98 

76.13 

80.51 

81 

.500 

.660 

15.86 

144.00 

51.42 

74.81 

80.40 

80 

.500 

.652 

16.91 

160.25 

50.87 

72.98 

79.51 

29 •. 

.500 

.644 

15.96 

157.50 

50.31 

71.72 

78.SI 

28 

.500 

.635 

15.96 

163.38 

49.62 

69.41 

77.29 

26 

.875 

.557 

15.21 

120.87 

42.60 

64.06 

78.T7 

25 

.875 

.552 

15.19 

127.50 

42.06 

64.19 

74.78 

24 

.375 

.545 

15.21 

123.50 

41.68 

68.49 

74.58 

23 

.875 

.538 

15.21 

139.00 

41.06 

62.32 

73.87 

22 

.875 

.531 

15.22 

145.67 

40.63 

61.80 

73.82 

21 

.375 

.524 

15.21 

162.83 

40.01 

49.94 

72.38 

20 

.375 

.514 

15.30 

160.26 

89.36 

48.66 

71.23 

27 

.375 

.504 

15.30 

167.20 

88.67 

46.68 

68.25 

19 

.250 

.420 

15.58 

118.60 

82.40 

36.63 

64.00 

18 

.260 

.416 

15.54 

120.25 

82.11 

36.50 

64.S0 

17 

.250 

.412 

15.57 

126.50 

31.83 

36.10 

64.22 

16 

.250 

.407 

15.61 

138.25 

31.46 

86.60 

63.91 

16 

.250 

.401 

15.60 

139.60 

81.00 

84.72 

63.31 

14 

.250 

.396 

15.61 

146.25 

80.59 

83.74 

62.31 

18 

.250 

.886 

15.66 

155.75 

29.91 

32.16 

60.52 

12 

.250 

.378 

15.70 

168.50 

M 

29.78 

67.14 

11 

.250 

.367 

15.74 

171.75 

26.07 

61.33 

10 

.250 

.856 

15.79 

179.60 

27.64 

21.80 

44.M 
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1 

9 

8 

7..... 

6 

5 

4 

3 

2 


8 


.125 
.125 
.126 
.126 
.126 
.126 
.126 
.125 

.087 


.257 
.254 
.262 
.249 
.247 
.245 
.242 


.161 


16.08 
16.01 
16.07 
16.17 
16.23 
16.18 
16.22 
16.11 

16.49 


111.60 
119.00 
126.75 
134.12 
141.00 
146.25 
152.25 
159.50 

163.26 


20.06 
19.89 
19.76 
19.62 
19.45 
19.24 
19.07 
18.78 

12.80 


16.92 
16.62 
16.16 
15.47 
14.55 
13.32 
12.02 
9.68 


46.41 
46.01 
44.88 
43.00 
40.66 
87.73 
84.2e 
28.80 


Built  l>7  Swain  Turbine  and  Manufacturing  Co.,  Lowell, 
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Test  Data  of  Turbine  Water  Wheels. 


TABJJE  67. 

Holyoke  Tttt  of  a  iS-inch  IdgKt  Hand  Bamson  Turbine.    Bu%U  by  the  Jat^ 
Leffel  d  Co.    Test  No.  979.    Jan.  25  and  26,  1897.    Conical  Cylinder. 


Proportional 

Dura- 

Number 

Qate 

discbarge 

tion 

Dis- 

Horse- 

Percen^ 

of 

opening 

(dlacbarge 

Mean 

of  test 

Revolu- 

cbarge 

power 

age  of 

experi- 

(propor- 

at full  gate 

head  In 

in  min- 

tions per 

in  sec- 

devel- 

effi- 

ment. 

tional 
part). 

witb  bigbest 
efflclencyi^). 

feet 

utes. 

minute. 

ond- 
feet. 

oped. 

ciency* 

1 

2 

8 

4 

6 

6 

7 

« 

9 

8 

1.000 

0.992 

14.94 

127.60 

171.24 

233.49 

80.48 

7 

1.000 

1.000 

14.88 

138.40 

172.12 

236.84 

8I.S4 

6 

1.000 

0.998 

14.92 

138.12 

172.12 

288.65 

8I.9I 

6 

1.000 

0.999 

15.00 

144.00 

172.69 

240.97 

8S.flB 

4 

1.000 

1.001 

16.02 

148.75 

178.28 

240.82 

81.C1 

8 

1.000 

1.002 

15.03 

153.88 

178.88 

239.89 

81.18 

2 

1.000 

0.996 

16.04 

167.75 

172.81 

236.08 

80.01 

1 

1.000 

0.986 

15.U 

169.33 

171.U 

218.86 

74.64 

18 

0.832 

0.887 

14.99 

112.60 

163.24 

206.16 

79.90 

17 

0.832 

0.898 

16.02 

119.75 

154.84 

215.06 

81.80 

16 

0.888 

0.896 

16.04 

4 

126.12 

155.04 

219.68 

81.(16 

15 

0.882 

0.897 

15.08 

132.25 

155.27 

228.11 

84.3» 

14 

0.882 

0.896 

15.04 

184.12 

166.03 

223.61 

84.5S 

13 

0.882 

0.896 

16.06 

143.00 

154.74 

221.79 

83.82 

12 

0.832 

0.888 

15  09 

148.12 

168.98 

219.66 

8S.3S 

U 

0.882 

0.881 

15.16 

151.26 

168.12 

214.01 

81.2S 

10 

0.832 

0.874 

16.21 

166.00 

152.15 

208.77 

79.65 

9 

0.882 

0.847 

15.82 

160.60 

148.02 

196.62 

76.13 

27 

0.684 

0.766 

16.19 

112.67 

188.24 

188.94 

80.14 

26 

0.684 

0.769 

16.12 

121.88 

138.62 

189.83 

82.al 

25 

0.684 

0.768 

16.U 

127.67 

188.24 

191.06 

a68 

24 

0.684 

0.762 

15.14 

131.60 

132.84 

187.85 

82.0 

23 

0.684 

0.766 

16.20 

136.60 

131.68 

185.27 

Sl.tt 

22 

0.684 

0.746 

16.28 

133.00 

130.06 

182.49 

».S7 

21 

0.684 

0.782 

16.88 

141.75 

128.02 

178.89 

80.15 

20 

0.684 

0.728 

15.89 

147.00 

127.62 

176.99 

79.51 

19 

0.684 

0.719 

15.48 

166.00 

126.99 

169.79 

Tl.fll 

67 

0.668 

0.641 

15.86 

126.80 

118.89 

162.69 

79.42 

58 

0.668 

0.633 

16.88 

181.60 

112.66 

162.80 

80.25 

69 

0.668 

0.680 

16.86 

136.75 

112.04 

160.68 

7J.78 

60 

0.668 

0.629 

16.88 

139.75 

111.68 

167.81 

78.71 

61 

0.668 

0.622 

16.84 

148.26 

110.46 

152.99 

T,.n 

62 

0.668 

0.613 

15.86 

148.25 

109.02 

146.28 

74.G 

46 

0.424 

0.600 

16.60 

112.60 

90.70 

128.S7 

73.06 

46 

0.424 

0.499 

16.68 

121.26 

90.69 

127.84 

7S.28 

47 

0.424 

0.499 

16.49 

124.00 

90.87 

127.79 

75.CI 

44 

0.424 

0.497 

16.66 

127.00 

90.24 

127.86 

75.49 

49 

0.424 

0.497 

16.47 

126.87 

90.04 

127.78 

75.86 

43 

0.424 

0.494 

16.66 

131.76 

89.69 

125.47 

74.61 

48 

0.424 

0.487 

16.50 

186.60 

88.24 

121.67 

nM 

42 

0.424 

0.479 

16.68 

151.25 

87.01 

118.18 

69.18 
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TABLB  68. 

Holyoke  Test  of  a  5i4ndh  Right  Hand  Special  HercuHea  Turbine,  BuQt  Ip 
the  Holyoke  Machine  Co,,  Holyoke,  Mass.  Test  No.  1051.  Date  Nov.  It 
1897. 


Proportional 

Dnra- 

Kamber 

Gate 

discharge 

tion 

Dls- 

Horse- 

Percent- 

of 

opening 

(discharge 

Mean 

of  test 

ReTolu- 

charge 

power 

age  of 

expert- 

(propor- 

at full  gate 

head  In 

In  mln- 

tlons  per 

In  sec- 

devel- 

effi- 

m^t 

tional 
part). 

with  highest 

feet. 

ntes. 

mlnnte. 

ond- 
feet 

oped. 

ciency. 

1 

2 

8 

4 

6 

6 

7 

8 

• 

42 

1.000 

1.004 

13.96 

80.40 

230.06 

305.38 

83.71 

41 

1.000 

.997 

14.07 

84.12 

228.98 

306.94 

84.06 

40 

1.000 

.989 

-  14.13 

87.00 

227.80 

305.62 

83.71 

S9 

1.000 

.981 

14.23 

90.50 

226.71 

305.62 

88.58 

S8 

1.000 

.974 

14.26 

94.00 

225.30 

303.39 

83.26 

n 

1.000 

.964 

14.29 

98.00 

223.16 

299.66 

82.83 

86 

1.000 

.956 

14.34 

101.60 

221.65 

293.21 

81.31 

35 

1.000 

.944 

14.38    ^ 

104.87 

219.38 

286.03 

79.66 

u 

.800 

.881 

14.69 

80.00 

206.93 

287.01 

83.25 

S3 

.800 

.876 

14.73 

S3.20 

206.72 

287.19 

83.66 

32 

.800 

.868 

14.80 

86.60 

204.66 

287.16 

83.69 

31 

.800 

.869 

14.87 

90.25 

203.96 

286.88 

83.66 

30 

.800 

.852 

14.94 

98.75 

201.77 

284.76 

83.28 

29 

.800 

.844 

16.01 

97.12 

200.41 

281.78 

82.59 

28 

.800 

.836 

15.07 

101.00 

198.92 

277.94 

81.75 

27 

.800 

.829 

15.00 

104.87 

197.26 

270.78 

80.20 

26 

.800 

.820 

15.16 

106.40 

195.46 

261.48 

77.85 

25 

.660 

.749 

15.38 

77.00 

179.88 

246.96 

78.70 

24 

.660 

.746 

15.40 

81.00 

179.02 

250.42 

80.09 

23 

.660 

.739 

15.45 

84.60 

177.87 

261.78 

80.78 

22 

.660 

.734 

15.48 

88.60 

176.86 

252.85 

81.43 

21 

.660 

.728 

15.49 

92.80 

175.59 

252.22 

81.76 

20 

.650 

.722 

15.47 

95.80 

173.91 

248.01 

81.28 

1» 

.660 

.714 

15.60 

99.25 

172.09 

242.10 

80.02 

IS 

.660 

.706 

16.63 

102.40 

170.10 

234.48 

78.26 

17 

.660 

.696 

15.57 

106.75 

168.14 

226.34 

76.23 

16 

.627 

.622 

16.97 

74.60 

152.27 

202.49 

73.42 

15 

.627 

.618 

16.01 

78.87 

151.47 

206.79 

74.82 

14 

.627 

.612 

16.08 

83.12 

160.12 

207.28 

76.94 

13 

.627 

.606 

16.09 

87.25 

148.80 

207.60 

76.41 

12 

.627 

.697 

16.12 

91.62 

146.94 

206.44 

76.47 

a 

.627 

.691 

16.16 

96.37 

145.60 

200.89 

75.32 

10 

.627 

.684 

16.22 

90.25 

143.96 

196.57 

73.84 

9 

.627 

,m 

16.28 

103.00 

142.55 

188.96 

72.01 

8 

.410 

.499 

16.68 

77.00 

124.59 

163.24 

69.67 

7 

.410 

.494 

16.63 

4 

81.62 

123.44 

163.61 

70.27 

6 

.410 

.489 

16.64 

85.50 

122.20 

162.67 

70.53 

5 

.410 

.488 

16.68 

90.50 

120.82 

159.88 

69.96 

4 

.410 

.478 

16.66 

94.75 

119.58 

154.51 

68.38 

3 

.410 

.472 

16.68 

99.10 

118.20 

148.14 

66.25 

2 

.410 

.467 

16.78 

103.75 

117.00 

140.99 

68.51 

1 

.410 

.460 

16.79 

109.30 

115.53 

129.97 

59.07 
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TABLE  69. 

Holyoke  Test  of  a  SGAnch  Right  Hand  Vic. :  r  TurlHne. 
Iron  Works  Co.  Test  No.  1061.  December  U,  1897. 
Cylinder  Gate. 


Built  hy  the  PViti 
Conical  Draft-tube. 


Proportional 

Dura- 

Number 

Gate 

discharge 

tion 

Dis- 

Horse- 

Percent- 

of 

opening 

(discharge 

Mean 

of  test 

Revolu- 

charge 

power 

age  of 

experi- 

(propor- 

at full  gate 

head  in 

in  min- 

tions per 

in  sec- 

deyel- 

effi- 

ment 

tional 
part). 

with  highest 
efflciency=l). 

feet. 

utes. 

minute. 

ond- 
feet. 

oped. 

cient. 

1 



2 

8 

4 

6 

6 

7 

8 

• 

12 

1.000 

1.010 

16.76 

8 

133.33 

116.38 

175.20 

».M 

11 

1.000 

1.009 

16.76 

1          4 

139.25 

116.38 

176.99 

88.01 

10 

1.000 

i.ooe 

16.74 

144.87 

116.27 

177.91 

80.3S 

9 

1.000 

1.002 

16.79 

150.75 

115.63 

177.73 

80.71 

8 

1.000 

0.997 

16.80 

155.00 

115.04 

176.07 

^.33 

6 

1.000 

0.992 

16.73 

156.50 

114.30 

172.97 

79.75 

7 

1.000 

0.982 

16.82 

161.75 

113.46 

173.81 

80.30 

5 

1.000 

0.975 

16.69 

162.75 

112.21 

169.89 

79.98 

4 

1.000 

0.965 

16.58 

167.00 

110.63 

164.07 

78.SI 

3 

1.000 

0.963 

16.59 

172.26 

109.31 

158.65 

77.14 

2 

1.000 

0.941 

16.65 

177.25 

106.09 

152.87 

74.K 

1 

1.000 

0.923 

16.70 

184.00 

106.21 

141.23 

70.2B 

53 

1.000 

0.748 

17.33 

240.50 

87.70 

62 

0.900 

0.967 

16.92 

133.75 

112.07 

172.47 

80.13 

61 

0.900 

0.965 

16.99 

139.50 

112.07 

174.74 

80.9t 

60 

0.900 

0.969 

17.01 

144.00 

111.37 

174.19 

81.07 

49 

0.900 

0.953 

17.04 

148.50 

110.76 

173.25 

80.93 

48 

0.900 

0.947 

17.08 

152.00 

110.03 

171.73 

80.S1 

47 

0.900 

0.939 

17.04 

157.00 

108.19 

170.63 

80.86 

46 

0.900 

0.925 

17.05 

164.00 

107.62 

168.17 

80.S1 

45 

0.900 

0.914 

17.06 

170.00 

106.32 

161.80 

78.6S 

44 

0.801 

0.900 

17.10 

132.33 

104.79 

160.07 

78.7« 

43 

0.801 

0.900 

17.07 

137.75 

104.67 

162.40 

80.14 

42 

0.801 

0.899 

17.02 

142.25 

104.32 

162.46 

80.C4 

41 

0.801 

0.892 

17.02 

147.00 

103.61 

161.57 

80.78 

40 

0.801 

0.884 

17.02 

151.25 

102.68 

159.74 

80.58 

39 

0.801 

0.870 

17.02 

155.25 

101.04 

157.29 

80.64 

88 

0.801 

0.863 

16.97 

159.25 

100.09 

154.50 

80  JO 

87 

0.801 

0.856 

16.92 

163.50 

99.18 

150.59 

79.1J 

86 

0.801 

0.845 

16.89 

168.26 

97.79 

144.64 

v.n 

85 

O.TOl 

0.814 

16.89 

125.67 

94.26 

134.27 

74.r7 

84 

0.701 

0.814 

16.90 

133.26 

94.25 

139.09 

7«.98 

83 

0.701 

.  0.812 

16.89 

138.75 

94.03 

140.58 

W.04 

82 

0.701 

0.807 

16.92 

144.25 

93.47 

140.83 

78.51 

81 

0.701 

0.794 

17.00 

148.76 

92.20 

139.76 

T8.61 

80 

0.701 

0.787 

17.07 

153.60 

91.54 

137.70 

77.10 

29 

0.701 

0.776 

17.16 

158.76 

90.62 

134.62 

7«,40 

28 

0.701 

0.768 

17.16 

168.25 

89.62 

180.31 

74.84 

27 

0.601 

0.717 

17.24 

129.00 

88.87 

117.23 

71.49 

J6 

0.601 

0.714 

17.29 

137.00 

83.66 

120.29 

T8.83 

25 

0.601 

0.706 

17.86 

143.25 

82.77 

120.61 

73.94 

24 

0.601 

0.696 

17.44 

148.00 

81.91 

119.06 

73.48 

23 

0.601 

0.686 

17.47 

153.75 

80.62 

116.12 

72.0 

22 

0.601 

0.676 

17.53 

159.00 

79.77 

112.28 

70.79 

21 

0.601 

0.666 

17.56 

166.00 

78.67 

107.08 

88.39 

20 

0.502 

0.622 

17.60 

128.83 

78.47 

96.93 

68.09 

19 

0.502 

0.617 

17.65 

131.67 

72.85 

98.64 

2S 

18 

0.502 

0.609 

17.55 

188.00 

71.81 

98.29 

OS.TT 

17 

0.502 

0.598 

17.56 

146.00 

70.67 

96.16 

88.41 

16 

0.502 

0.592 

17.55 

150.25 

69.87 

93.18 

67.00 

15.. 

0.502 

0.588 

17.56 

156.37 

69.84 

90.63 

6S.0 

14 

0.502 

0.580 

17.56 

163.50 

68.44 

86.34 

OM 

IS 

0.502 

0.573 

17.55 

170.25 

67.61 

78.40 

S8.» 

Per  experiment  53,  the  Jacket  was  removed  from  the  dynam^nneter. 
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TABLE  70. 


\ 


Eoluoke  Test  of  a  SlAnch  Left  H<md  Jollv-McConaich  TurUne.  ^\^ 
JandW.  Jolly.  Conical  Draft4ul>e.  Test  No.  1156.  Oct.  SI  and  Nov. 
i,  1898. 


Number 

of 
experi- 
ment. 

Qate 
opening 
(propor- 
tional 

part). 

Proportional 

discharge 

(discharge 

at  full  gate 

with  highest 

effldency—l). 

Mean 

head  in 

feet 

Dura- 
tion 
of  test 
in  min- 
utes. 

Reyolu- 
tlons  per 
minute. 

Dis- 
charge 
in  sec- 
ond- 
feet 

Horse- 
power 
devel- 
oped. 

Percent- 
age of 
effi- 
ciency. 

1 

2 

S 

4 

6 

6 

7 

8 

» 

40 

39 

38 

1  000 

1.011 

13.77 

79.87 

244.50 

306.80 

80.10 

1  000 

1.007 

13.86 

83.25 

244.34 

809.12 

80.49 

1.000 

1.004 

13.92 

86.75 

244.16 

311.49 

80.82 

37 

36 

35 

1  000 

1.001 

13.93 

90.26 

243.38 

811.78 

81.10 

1  000 

0.994 

14.03 

94.62 

242.58 

812.08 

80.86 

1.000 

0.984 

14.10 

99.87 

240.66 

305.63 

79.43 

34    . 

0  770 

0.890 

14.69 

79.87 

222.19 

299.06 

80.81 

33 

0  770 

0.886 

14.72 

82.87 

221.41 

302.63 

81.89 

32 

0.770 

0.883 

14.73 

85.75 

220.81 

803.24 

82.22 

31 

0.770 

0.881 

14.75 

88.75 

220.38 

303.68 

82.86 

30 

0.770 

0.876 

14.76 

92.00 

219.17 

802.19 

82.88 

29 

0.770 

0.868 

14.82 

96.50 

217.65 

298.76 

81.68 

28 

0,770 

0.857 

14.86 

98.90 

215.23 

292.67 

80.67 

27 

0.770 

0.847 

14.94 

101.50 

213.41 

283.00 

78.28 

26 

0.615 

0.762 

15.86 

77.76 

194.56 

261.78 

77.23 

25 

0.616 

0.761 

15.36 

81.87 

194.25 

266.69 

78.82 

24 

0.615 

0.767 

15.40 

86.20 

198.62 

269.07 

79.62 

23 

0.615 

0.753 

15.39 

89.62 

192.60 

267.55 

79.64 

22 

0.616 

0.745 

15.45 

92.37 

190.92 

262.57 

78.50 

21 

0.615 

0.739 

15.47 

95.62 

189.80 

267.51 

77.64 

20 

0.615 

0.729 

15.52 

98.75 

187.15 

261.16 

76.26 

19 

0.616 

0.719 

15.63 

102.25 

186.14 

243.87 

74.17 

18 

0.488 

0.682 

15.90 

78.12 

164.25 

215.69 

72.83 

17 

0.483 

0.630 

16.87 

82.37 

163.42 

218.46 

74.28 

16 

0.483 

0.626 

15.86 

86.37 

162.32 

217.32 

74.49 

15 

0.483 

0.621 

15.81 

89.50 

160.80 

213.03 

78.90 

14 

0.483 

0.615 

15.81 

93.00 

159.31 

208.71 

73.07 

13 

0.488 

0.609 

15.74 

96.00 

157.40 

202.38 

72.04 

12 

0.483 

0.603 

15.76 

99.26 

156.03 

196.74 

70.24 

11 

0.483 

0.598 

16.72 

102.37 

154.55 

187.97 

68.23 

10 

0.488 

0.598 

16.76 

105.50 

153.46 

179.36 

65.41 

9 

0.360 

0.500 

16.27 

74.76 

181.52 

161.14 

66.41 

8 

0.360 

0.498 

16.87 

79.62 

181.26 

163.52 

67.11 

7 

0.360 

0.496 

16.42 

83.75 

130.63 

163.46 

67.20 

6 

0.360 

0.492 

16.41 

87.12 

129.75 

161.16 

C6.74 

5 

0.360 

0.488 

16.48 

90.37 

128.87 

157.94 

65.78 

4 

0.360 

0.485 

16.42 

93.76 

127.96 

153.65 

64.49 

3 

0.360 

0.481 

16.46 

96.62 

127.21 

149.16 

62.86 

2 

0.360 

0.479 

16.54 

100.25 

126.88 

143.17 

60.19 

1 

0.360    ! 

0.474 

16.59 

104.87 

126.70 

134.86 

67.08 
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TABLE  71. 

Holyoke  Tett  of  a  iSAnch  Right  Hand  Victor  Turbine.  Built  ^y  the  PUUt 
Iron  Works  Co.  TeH  No.  1177,  March  IS  and  U,  1899.  Conical  Draft- 
tuDfe. 


Mumber 

of 
experi- 
ment. 


Gate 
opening 
(propor- 
tional 

part). 


Proportional 

discharge 

(discharge 

at  full  gate 

with  highest 

eAciencyaal). 


Mean 

head  in 

feet 


Dura- 
tion 
of  test 
in  min- 
utes. 


Revolu- 
tions per 
minute. 


Dis- 
charge 
in  sec- 
ond- 
feet. 


Horse- 
power 
devel- 
oped. 


Percent- 
age of 
efli- 
dcncy. 


8 


48. 
47. 
46. 
46. 
44. 
48. 
42. 
41. 

40. 
89. 

88. 
87. 
86. 
36. 
84. 
83. 
82. 

30. 
20. 
28. 
27. 
81. 
26. 
26. 
24. 

28. 
22. 
21. 
20. 
19. 
18, 
17. 

16. 
16. 
14. 
13. 
12. 
11. 
10. 
9. 

8. 
7. 
6. 
6. 
4. 
8. 
2. 
1 


1.000 
1.000 
1.000 
1.000 
1.000 
1.000 
1.000 
1.000 

0.900 
0.900 
0.900 
0.900 
0.900 
0.900 
0.900 
0.900 
0.900 

0.800 
0.800 
0.800 
0.800 
0.800 
0.800 
0.800 
0.800 

0.700 
0.700 
0.700 
0.700 
0.700 
0.700 
0.700 

0.600 
0.600 
0.600 
0.600 
0.600 
0.600 
0.600 
0.600 

0.602 
0.602 
0.602 
0.502 
0.602 
0.602 
0.608 
0.602 


1.012 
1.000 
1.004 
0.997 
0.986 
0.972 
0.964 
0.984 

0.969 
0.966 
0.949 
0.942 
0.929 
0.917 
0.907 
0.896 
0.890 

0.888 
0.886 
0.878 
0.867 
0.873 
0.861 
0.888 
0.826 

0.808 
0.790 
0.794 
0.781 
0.768 
0.768 
0.747 

0.701 
0.702 
0.696 
0.683 
0.676 
0.669 
0.662 
0.666 

0.60r 
0.606 
0.694 
0.586 
0.680 
0.676 
0.574 
0.670 


15.22 
16.21 
16.20 
16.26 
16.81 
16.36 
16.86 
16.44 

16.82 
16.82 
15.86 
16.89 
16.60 
16.64 
16.68 
16.78 
16.78 

16.90 
16.04 
16.20 
16.84 
16.80 
16.24 
16.28 
16.20 

16.16 
16.16 
16.17 
16.12 
16.18 
16.19 
16.28 

16.89 
16.89 
16.88 
16.44 
16.44 
16.42 
16.43 
16.44 

16.60 
16.60 
16.64 
16.62 
16.62 
16.66 
16.68 
16.68 


102.37 
107.60 
m.60 
116.67 
121.60 
126.25 
128.40 
181.60 

96.87 
108.87 
107.26 
111.80 
116.80 
119.00 
122.60 
127.60 
188.60 

97.26 
106.70 
111.00 
118.00 
118.87 
181.86 
126.26 
181.87 

99.00 
104.12 
109.62 
114.60 
118.00 
122.76 
180.00 

96.00 
101.87 
106.76 
111.62 
116.60 
118.87 
124.60 
131.25 

96.26 
100.62 
104.62 
109.76 
114.80 
120.00 
126.60 
131.60 


180.69 
180.24 
179.26 
178.26 
176.64 
174.41 
171.19 
167.98 

171.76 
171.19 
170.19 
169.28 
167.41 
166.89 
163.86 
162.75 
161.62 

162.07 
162.46 
161.79 
160.41 
168.91 
187.14 
164.81 
162.24 

147.66 
147.04 
146.23 
148.66 
141.49 
139.64 
187.72 

129.89 
130.02 
128.88 
126.86 
126.45 
124.06 
122.81 
121.81 

118.21 
112.49 
110.91 
109.32 
106.26 
107.66 
107.80 
106.69 


252.39 
264.82 
258.70 
263.67 
251.06 
246.10 
236.46 
228.28 

239.19 
241.62 
240.39 
239.64 
288.81 
234.89 
280.47 
226.15 
217.62 

228.64 
288.86 
289.74 
841.24 
231.00 
232.71 
225.44 
214.96 

206.08 
207.20 
208.47 
206.09 
200.36 
184.26 
186.42 

169.68 
172.18 
173.29 
172.86 
170.28 
166.94 
160.66 
161.66 

189.09 
140.10 
139.27 
138.66 
186.46 
182.85 
127.86 
120.58 


80.92 
81.96 
82.10 
82.19 
81.91 
81.05 
78.98 
75.91 

80.15 

8i.ao 

81.08 
81.13 
80.98 
80.41 
79.60 
77.55 
75.52 

7B.20 
80.66 
80.65 
81.15 
81.12 
80.n 
78.87 
76.85 

75.83 
716.94 
77.74 
78.62 
77.17 
75.82 
73.14 

70.21 
71.22 
78.88 
13.08 
72.78 
71.K 
70.i3 
€6.73 

flS.26 
66.15 
66.54 
67.29 
66.87 
66.35 
a.» 
59.80 
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TABLE  72. 

Hoiyoke  Testa  of  a  SS-inch  Right  Hand  High  Head  Attis-Chalmers  (Runner 
No.  20)  Turbine.    BuHng-gate,    Conical  Draft-tube, 


Number 
of  the 

experi- 
ment. 


Proportional  part  of 


opening 
of  the 
speed- 
gate. 

In  inches. 


theftdl 

dis- 
charge of 
the 
wheel. 

Per  cent. 


Head 
acting 
on  the 
wheel. 


In  feet. 


Dura- 
tion of 

the 
experi- 
ment. 


Inmin. 


ReTolu- 

tions 

of  the 

wheel. 


Per  mln. 


Quan- 
tity of 
water 
dis- 
charged 
by  the 
wneel 
Cubic  ft 
per  sec 


Power 
devel- 
oped by 

the 
wheel. 


H.  P. 


Effic- 
iency 
of  the 
wheel. 


In  per 
cent. 


8 


91 
90 
89 
88 
87. 
92 
86 
86. 
84 
88, 

83. 

81. 
79, 
80. 
78. 
77, 
76. 
75. 

11. 

9. 

8. 

7, 

6. 
10. 

5. 

3. 

4. 

2 
12. 

1. 

22. 
20. 
19. 
18. 
21. 
17. 
15. 
16 
23. 
14. 
13. 

73. 
72 
71. 
70. 
69. 
74 
68. 
67. 
66. 
66. 
64, 
63, 


2.66 
2.66 
2.66 
2.66 
2.65 
2.66 
2.66 
2.66 
2.65 
2.66 

2.42 
2.42 
2.42 
2.42 
2.42 
2.42 
2.42 
2.42 

2.126 
2.126 
2.126 
2.125 
2.126 
2.126 
2.126 
2.125 
2.126 
2.125 
2.125 
2.126 

1.876 
1.876 
1.875 
1.875 
1.875 
1.876 
1.876 
1.875 
1.876 
1.876 
1.875 

1.84 
1.84 
1.84 
1.84 
1.84 
1.84 
1.84 
1.84 
1.84 
1.84 
1.84 
1.84 


1.035 
1.027 
1.017 
1.008 
1.000 
1.002 
0.990 
0.972 
0.950 
0.982 

0.979 
0.963 
0.952 
0.948 
0.939 
0.927 
0.907 
0.889 

0.912 
0.899 
0.890 
0.882 
0.872 
0.866 
0.854 
0.837 
0.821 
0.797 
0.741 
0.460 

0.855 
0.348 
0.836 
0.822 
0.816 
0.804 
0.787 
0.770 
0.769 
0.748 
0.696 

0.836 
0.825 
0.813 
0.807 
0.802 
0.802 
0.792 
0.789 
0.775 
0.756 
0.734 
0.711 


17.96 
17.96 
17.94 
17.94 
17.97 
17.97 
17.98 
18.02 
18.04 
17.99 

17.65 
17.74 
17.73 
17.72 
17.73 
17.76 
17.79 
17.82 

17.73 
17.76 
17.76 
17.75 
17.78 
17.79 
17.77 
17.81 
17.83 
17.86 
17.86 
18.21 

17.67 
17.69 
17.70 
17.72 
17.70 
17.74 
17.75 
17.75 
17.79 
17.79 
17.85 

17.90 
17.93 
17.94 
17.94 
17.89 
17.91 
17.93 
17.88 
17.90 
17.94 
17.95 
18.00 


106.00 
116.00 
127.00 
136.60 
140.75 
141.60 
147.26 
156.26 
162.00 
171.00 

112.26 
128.50 
136.60 
142.00 
146.75 
152.25 
157.67 
166.50 

102.26 
116.50 
123.00 
129.75 
136.75 
142.50 
146.25 
154.25 
163.00 
170.50 
180.75 
222.50 

97.75 
106.75 
115.50 
128.60 
134.00 
138.60 
148.25 
158.00 
157.75 
164.25 
178.25 

107.67 
118.60 
129.25 
133.25 
136.25 
136.50 
141.25 
143.00 
152.25 
160.25 
167.00 
174.50 


25.68 
25.44 
25.17 
24.96 
24.77 
24.83 
24.53 
24.13 
23.59 
23.U 

24.04 
23.71 
23.44 
23.32 
23.11 
22.84 
22.86 
21.94 

22.44 
22.14 
21.98 
21.72 
21.49 
21.34 
21.04 
20.64 
20.26 
19.69 
18.30 
11.48 

21.01 
20.84 
20.55 
20.23 
20.06 
19.80 
19.87 
18.97 
18.97 
18.44 
17.24 

20.68 
20.42 
20.13 
19.99 
19.84 
19.84 
19.61 
19.60 
19.61 
18.68 
18.17 
17.62 


38.19 
39.65 
41.06 
41.31 
40.96 
41.17 
40.81 
39.44 
37.41 
36.64 

87.86 
39.77 
39.72 
39.68 
39.31 
38.68 
36.41 
34.61 

84.96 
36.81 
37.60 
37.76 
37.90 
37.84 
37.16 
36.62 
33.88 
31.50 
26.06 


32.51 
33.70 
34.69 
35.61 
35.59 
35.18 
34.24 
32.84 
32.79 
30.35 
24.70 

83.82 
35.03 
35.82 
35.70 
35.24 
36.31 
35.23 
34.35 
33.75 
31.83 
29.31 
26.60 


73.15 
76.61 
80.17 
81.96 
81.18 
81.36 
81.58 
79.97 
77.51 
75.87 

78.66 
83.36 
84.27 
84.66 
84.59 
84.07 
80.71 
78.04 

77.46 
82.54 
84.88 
86.34 
87.46 
87.89 
87.61 
85.44 
82.69 
78.98 
67.56 


77.20 
80.60 
84.06 
87.69 
88.37 
88.32 
87.80 
85.99 
85.66 
81.66 
70.76 

80.55 
84.36 
87.46 
87.76 
87.54 
87.60 
88.34 
86.86 
86.77 
83.74 
79.24 
73.94 
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1 

35 

34 

33 

32 

37 

31 

39 

29 

38 

30 

28 

36 

27 

26 

25 

24 

61 

50 

49 

48 

47 

46 

45 

44 

43 

42 

41 

40 

61 

60 

69 

58 

67 

62 

66 

66 

64 

68 

62 


8 


1.625 
1.626 
1.626 
1.625 
1.626 
1.626 
1.625 
1.626 
1.625 
1.626 
1.626 
1.626 
1.626 
1.625 
1.625 
1.626 

1.375 
1.375 
1.376 
1.375 
1.375 
1.375 
1.375 
1.375 
.1.375 
1.375 
1.376 
1.376 

1.116 
1.116 
1.116 
1.115 
1.115 
1.115 
1.115 
1.115 
1.U5 
1.115 
1.116 


0.778 
0.769 
0.757 
0.746 
0.743 
0.739 
0.733 
0.727 
0.728 
0.719 
0.707 
0.709 
0.687 
0.666 
0.648 
0.616 

0.664 
0.667 
0.649 
0.639 
0.628 
0.619 
0.606 
0.598 
0.5S3 
0.563 
0.542 
0.616 

0.562 
0.556 
0.543 
0.631 
0.521 
0.522 
0.510 
0.497 
0.486 
0.472 
0.463 


17.87 
17.80 
17.81 
17.82 
18.06 
17.86 
17.94 
17.90 
17.97 
17.86 
17.93 
18.10 
17.96 
17.97 
18.01 
18.06 

17.96 
17.91 
17.90 
17.91 
17.92 
17.97 
17.98 
18.07 
18.07 
18.00 
18.06 
18.10 

18.09 
18.07 
18.07 
18.09 
18.10 
18.12 
18.12 
18.14 
18.14 
18.17 
18.14 


102.60 
108.25 
U7.75 
128.50 
130.25 
132.00 
135.60 
139.00 
140.00 
145.00 
150.20 
151.00 
158.50 
166.75 
173.75 
181.50 

99.00 
106.00 
113.00 
120.50 
127.26 
133.60 
139.60 
144.25 
151.00 
161.50 
171.75 
182.75 

97.33 
105.00 
115.50 
122.33 
128.50 
129.00 
135.75 
142.25 
150.00 
158.25 
170.75 


19.22 
18.97 
18.68 
18.38 
18.46 
18.26 
18.16 
17.98 
18.04 
17.76 
17.49 
17.62 
17.02 
16.51 
15.94 
15.80 

16.46 
16.28 
16.06 
15.81 
15.54 
15.33 
15.01 
14.86 
14.49 
13.97 
13.47 
12.81 

13.97 
13.79 
13.49 
13.21 
12.96 
12.98 
12.68 
12.38 
12.09 
11.77 
11.27 


31.28 
31.50 
32.09 
32.64 
33.09 
32.31 
32.64 
82.10 
32.33 
S1.48 
81.22 
31.38 
29.28 
26.96 
24.08 
20.96 

26.52 
26.93 
27.14 
27.27 
27.04 
26.51 
25.77 
25.32 
24.41 
22.38 
19.83 
16.88 

22.48 
22.79 
22.94 
22.60 
21.96 
22.06 
21.32 
20.37 
19.40 
18.27 
15.77 


S0.29 
82.25 
85.04 
87.87 
87.50 
87.41 
88.12 
87.94 
87.S3 
87.50 
87.77 
86.77 
84.46 
80.11 
73.94 
66.87 

79.19 
81.53 
S3.29 
84.32 
85.60 
84.86 
84.20 
83.13 
82.20 
7S.46 
71.88 
64.19 

78.42 
{^.65 
82.97 
*«.« 
82.54 
S2.6i 
SI  .81 
7^.96 
77.99 
75.33 
68.03 
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TABLE  73. 
Holyoke  Testa  of  a  65S/44nch  Right  Hand  Special  High  Head  8.  Morgan- 
Smith  Turbine.    Swing-gate,    Conical  Draft-tube. 


Proportional  part  of 

Quan- 

Dura- 
tion of 

tity  of 
water 

Power 
devel- 

Effic- 
iency 

the  full 

the  full 

Head 

Revolu- 

Namber 

opening 

dis- 

acting 

the 

tions 

dis-^ 

oped  by 

of  the 

of  the 

of  the 

charge  of 

on  the 

experi- 

of the 

the 

wheel. 

experi- 

speed- 

the 

wheel. 

ment. 

wheel. 

by  the 

wheel. 

ment. 

gate. 

wheel. 

wheel. 
Cubic  ft. 

In  pep 

Pep  cent 

In  feet. 

Inmin. 

Per  min. 

per  sec. 

H.P. 

cent 

1 

2 

8 

.    4 

5 

6 

7 

8 

9 

1.000 
1.000 

0.794 
0.969 

17.75+ 
17.50 

Still 
79.00 

46.10 
57.00 

84!44* 

11 

74.64 

7 

1.000 

0.997 

17.42 

87.50 

57.33 

90.99 

80.84 

8 

1.000 

1.000 

17.50 

91.87 

57.66 

94.48 

82.66 

9 

1.000 

1.001 

17.56 

95.00 

57.79- 

96.06 

83.46 

10 

1.000 

1.001 

17.54 

97.00 

57.79 

96.96 

84.34 

6 

1.000 

1.002 

17.39 

96.75 

57.59 

96.99 

86.39 

5 

1.000 

0.978 

17.42 

109.00 

56.27 

94.46 

84.97 

4 

1.000 

0.962 

17.46 

119.25 

55.42 

89.66 

81.C1 

8 

1.000 

0.913 

17.52 

129.00 

62.64 

74.53 

71.25 

2 

1.000 

0.789 

17.68 

137.50 

45.73 

39.72 

43.32 

1 

1.000 

0.590 

17.90 

144.50 

84.89 



21 

0.917 

0.951 

17.49 

82.00 

54.83 

86.69 

79.71 

18 

0.917 

0.953 

17.44 

85.50 

54.83 

88.91 

81.99 

19 

0.917 

0.964 

17.45 

88.80 

64.90 

90.81 

83.88 

20 

0.917 

0.963 

17.49 

90.50 

54.90 

92.02 

84.50 

17 

0.917 

0.962 

17.44 

96.50 

64.77 

93.79 

86.58 

16 

0.917 

0.940 

17.46 

100.00 

64.11 

92.44 

86.27 

15 

0.917 

0.928 

17.45 

105.25 

53.41 

91.21 

86.29 

14 

0.917 

0.891 

17.49 

118.50 

61.36 

82.15 

80.64 

18 

0.917 

0.840 

17.55 

127.50 

48.62 

66.29 

68.66 

i2 

0.917 

0.788 

17.70 

133.50 

42.81 

38.66 

44.88 

83 

0.838 

0.906 

17.54 

77.00 

62.31 

82.30 

79.09 

ae 

0.833 

0.905 

17.55 

82.25 

62.25 

86.68 

82.26 

10 

0.888 

0.904 

17.58 

4 

87.50 

62.26 

88.47 

84.92 

81 

0.833 

0.902 

17.58 

90.50 

52.12 

89.98 

86.64 

29 

0.883 

0.900 

17.58 

91.50 

52.00 

89.87 

86.68 

28 

0.833 

0.894 

17.54 

92.75 

51.61 

88.41 

86.12 

27 

0.833 

0.887 

17.66 

95.60 

61.23 

88.28 

86.53 

26 

0.833 

0.875 

17.56 

101.00 

50.63 

87.68 

86.98 

26 

0.888 

0.860 

17.56 

109.25 

49.66 

86.21 

86.18 

24 

0.838 

0.835 

17.66 

114.00 

48.33 

79.03 

81.66 

28 

0.888 

0.780 

17.71 

122.76 

46.24 

63.82 

70.24 

22 

0.833 

0.687 

17.84 

130.26 

39.96 

87.62 

46.54 

44 

0.758 

0.840 

17.66 

74.50 

48.62 

77.47 

80.22 

48 

0.758 

0.837 

17.66 

79.33 

48.33 

80.20 

83.38 

42 

0.758 

0.829 

17.58 

86.00 

47.90 

82.01 

85.87 

41 

0.758 

0.821 

17.60 

87.76 

47.46 

82.13 

86.70 

40 

0.758 

0.816 

17.60 

89.75 

47.16 

81.41 

86.50 

89 

0.758 

0.812 

17.66 

91.60 

47.03 

81.94 

87.04 

38 

0.758 

0.796 

17.67 

99.00 

46.10 

80.07 

86.68 

37 

0.758 

0.772 

17.72 

106.00 

44.81 

75.88 

84.20 

86 

0.758 

0.747 

17.78 

110.00 

43.42 

69.91 

79.84 

86 

0.758 

0.690 

17.94 

119.50 

40.26 

55.28 

67.44 

84 

0.768 

0.619 

18.02 

125.00 

36.20 

36.11 

48.81 
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1 

4 

6 

6 

7 

0.784  . 

16.84 

72.00 

44.33 

0.777 

16.99 

78.00 

44.14. 

0.768 

17.20 

82.00 

43.90 

0.757 

17.56 

87.26 

43.72 

0.757 

17.89 

88.60 

43.48 

0.751 

17.76 

91.60 

43.60 

0.746 

17.72 

92.76 

43.29 

0.736 

17.77 

95.50 

42.76 

0.7a 

17.73 

99.26 

41.86 

0.696 

17.78 

104.25 

40.43 

0.669 

17.86 

109.76 

38.96 

0.643 

17.86 

114.60 
121.26 

87.46 

0.677 

18.00 

83.72 

0.686 

17.67 

68.60 

89,61 

0.686 

17.67 

76.60 

39.61 

0.678 

17.84 

81.00 

88.91 

0.666 

17.29 

86.00 

88.16 

0.666 

17.12 

87.00 

87.40 

0.648 

17.17 

89.26 

37.00 

0.652 

16.32 

86.60 

86.31 

0.642 

16.49 

88.76 

36.91 

0.638 

17.27 

91.26 

36.64 

0.633 

16.67 

90.76 

85.61 

0.624 

16.68 

93.00 

85.12 

0.601 

17.13 

99.00 

84.28 

0.575 

16.91 

108.76 

82.66 

0.621 

17.41 

116.00 

29.96 

0.685 

17.81 

66.76 

34.06 

0.579 

17.80 

77.00 

83.67 

0.667 

17.83 

88.00 

88.00 

0.563 

17.88 

87.00 

82.23 

0.539 

17.89 

90.60 

81.41 

0.628 

17.90 

92.67 

80.81 

0.613 

17.88 

97.40 

29.89 

0.494 

17.99 

101.76 

28.88 

0.463 

17.96 

106.26 

26.48 

0.470 

17.80 

68.00 

27.81 

0.463 

17.84 

70.75 

26.94 

0.463 

17.87 

75.00 

26.38 

0.442 

17.88 

79.25 

26.76 

0.430 

17.96 

83.60 

25.10 

0.417 

18.06 

86.60 

24.44 

0.407 

18.10 

91.00 

23.89 

0.403 

18.10 

92.75 

28.60 

0.888 

18.10 

99.25 

22.47 

0.84S 

18.12 

112.75 

20.U 

67.. 
66.. 

66. 

63., 
64. 
61., 
62., 
60. 
49. 
48. 
47., 
46., 
46.. 

71., 
70., 
68. 
68. 
67., 
66. 
64. 
63., 
66. 
62. 
61. 
69. 
60. 
58., 

79. 
78. 
77.. 
76. 
76. 
74. 
73. 
80. 
72.. 

90. 
89. 
88., 
87. 
86. 
86., 
84. 
83. 
82., 
81.. 


0.667 
0.667 
0.667 
0.667 
0.667 
0.667 
0.667 
0.667 
0.667 
0.667 
0.667 
0.667 
0.667 

0.676 
0.675 
0.676 
0.675 
0.576 
0.675 
0.676 
0.676 
0.675 
0.575 
0.676 
0.576 
0.676 
0.676 

0.479 
0.479 
0.479 
0.479 
0.479 
0.479 
0.479 
0.479 
0.479 

0.408 
0.406 
0.408 
0.406 
0.406 
0.406 
0.408 
0.40S 
0.406 
0.406 


G9.06 
72.10 
73.43 
75. lO 
74.66 
76.66 
76.09 
74. 4S 
71.67 
66.24 
60.24 
52.92 
85.02 

61.34 
65.43 
65.51 
63.84 
61.82 
60.84 
56.81 
56.40 
59.57 
55.06 
53.73 
51.48 
44.95 
83.22 

62.06 
55.61 
65.14 
52.78 
50.19 
48.18 
45.02 
41.16 
81.27 

41.26 
40.87 
40.S0 
38.92 
87.14 
84.98 
83.12 
82.15 
28.67 
19.54 


81.66 
84.77 
85.75 
86.26 
87.06 
87.32 
87.46 
86.45 
85.16 
81.26 
76.S7 
69.75 
60.88 

77.72 
82.90 
85.62 
85.34 
85.14 
84.45 
84.52 
83.99 
83.24 
82.50 
80.87 
77.30 
71.99 
56.18 

76.70 
81.81 
82.64 
80.75 
78.76 
77.04 
74.27 
69.84 
57.96 

74.82 
TC.OO 
75.37 
74.50 
72.06 
69.12 
67.54 
66.37 
62.16 
47.29 
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TABLE  74. 

Holyoke  Testa  of  a  55Ji5Anch  Right  Eand  Wellman-Seaver-Morffan  Co.  (Run' 
ner  No,  18)  Turbine.    Btoing-gate,    Conical  Draft-tube. 


Proportional  part  of  I 

Quan- 

Dura- 
tion of 

tity  of 
water 

Power 
devel- 

Effic- 
iency 

the  full 

thefnU 

Head 

Reyolu- 

Nnmber 

opening 

dis- 

acting 

the 

tions 

dis- 

oped by 

of  the 

of  the 

of  the 

charge  of 

on  the 

experi- 

of the 

charged 
by  the 
wWl. 

the 

wheel. 

experi- 

speed- 

the 

wheel. 

ment. 

wheel. 

wheel. 

ment. 

gate. 

wheel. 

Cubic  ft. 

In  per 

Per  cent 

In  feet. 

Inmin. 

Per  min. 

per  sec 

H.  P. 

cent 

1 

2 

8 

4 

6 

6 

7 

8 

» 

U 

1.000 

1.046 

17.70 

66.67 

64.25 

92.47 

71.85 

10 

1.000 

1.027 

17.75 

78.33 

63.16 

99.69 

78.60 

9 

1.000 

1.018 

17.77 

86.00 

62.62 

108.16 

81.92 

7 

1.000 

1.010 

17.77 

91.60 

62.14 

105.76 

84.63 

6 

1.000 

0.994 

17.79 

98.00 

61.20 

104.78 

85.04 

5 

1.000 

0.968 

17.83 

102.60 

69.65 

100.70 

83.67 

8 

1.000 

0.987 

17.87 

106.26 

57.79 

98.84 

80.30 

4 

1.000 

0.987 

17.87 

106.00 

67.79 

98.62 

80.11 

3 

1.000 

0.913 

17.87 

118.00 

66.34 

88.65 

77.81 

12 

1.000 

0.913 

17.82 

117.25 

56.27 

88.09 

T7.68 

2 

1.000 

0.881 

17.85 

125.75 

64.81 

79.94 

72.87 

18 

1.000 

0.885 

17.83 

125.75 

64.51 

79.94 

72.68 

1 

1.000 

0.526 

18.82 

156.00 

82.84 

22 

0.909 

0.903 

17.65 

66.50 

60.86 

90.32 

74.30 

21 

0.909 

0.973 

17.70 

78.00 

59.72 

96.92 

81.02 

20 

0.909 

0.958 

17.71 

88.00 

68.85 

101.71 

86.24 

19 

0.909 

0.942 

17.78 

95.00 

67.86 

101.57 

87.49 

18 

0.909 

0.918 

17.76 

100.00 

56.47 

98.26 

86.56 

17 

0.909 

0.889 

17.82 

107.00 

64.77 

92.76 

88.98 

16 

0.909 

0.864 

17.85 

116.75 

53.28 

86.96 

80.80 

16 

0.909 

0.829 

17.89 

128.67 

51.17 

78.62 

75.89 

14 

0.909 

0.496 

18.87 

157.00 

81.08 

81 

0.777 

0.897 

17.88 

65.00 

56.29 

84.52 

75.76 

30 

O.T77 

0.882 

17.88 

72.75 

64.88 

88.29 

80.47 

29 

0.777 

0.869 

17.87 

82.60 

58.60 

92.97 

85.77 

28 

O.TH 

0.847 

17.90 

89.50 

52.81 

98.10 

87.86 

27 

O.T77 

0.826 

17.92 

96.26 

51.04 

91.78 

88.67 

28 

0.777 

0.806 

17.90 

103.25 

49.90 

89.61 

88.55 

25 

0.777 

O.T79 

17.94 

111.00 

48.15 

88.89 

85.81 

82 

0.T77 

0.766 

17.99 

114.00 

47.40 

79.06 

81.98 

24 

0.777 

0.730 

18.08 

121.25 

45.24 

70.07 

75.96 

28 

O.TH 

0.453 

18.48 

167.67 

28.85 

y 

43 

0.646 

0.800 

17.96 

68.00 

49.46 

76.46 

76.06 

42 

0.646 

0.784 

18.00 

72.00 

48.52 

81.14 

82.10 

40 

0.646 

0.769 

18.08 

81.00 

47.66 

84.26 

86.67 

89 

0.646 

0.747 

18.03 

87.00 

46.28 

82.96 

87.86 

38 

0.646 

0.730 

18.05 

95.25 

45.24 

82.57 

89.85 

41 

0.646 

0.718 

18.10 

99.76 

44.57 

81.86 

89.67 

87 

0.646 

0.708 

18.06 

102.60 

43.90 

79.97 

89.13 

38 

0.646 

0.678 

18.14 

111.26 

42.15 

78.94 

85.46 

35 

0.646 

0.646 

18.20 

118.00 

40.20 

64.79 

78.26 

84 

O.frlO 

0.607 

18.21 

126.25 

37.80 

54.29 

69.69 

83 

0.646 

0.408 

18.50 

167.60 

26.61 

61 

0.618 

0.697 

18.U 

67.76 

48.29 

70.48 

79.44 

60 

0.618 

0.679 

18.13 

T7.00 

42.21 

78.43 

84.78 

49 

0.618 

0.661 

18.17 

85.25 

41.14 

73.90 

87.86 

48 

0.518 

0.640 

18.22 

98.00 

89.84 

72.66 

88.88 
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1 

a 

S 

4 

S 

6 

7 

8 

• 

47 

0.518 

0.626 

18.21 

97.50 

38.90 

70.43 

87.73 

46 

1.518 

0.603 

18.26 

106.25 

37.63 

66.91 

86.05 

45 

0.518 

0.572 

18.29 

114.25 

35.68 

69.42 

80.47 

44 

0.518 

0.517 

18.34 

127.50 

32.34 

44.21 

65.87 

S9 

0.890 

0.543 

18.83 

66.26 

83.94 

65.S2 

78.86 

58 

0.890 

0.528 

18.37 

76.50 

33.00 

B7.47 

83.78 

57 

0.390 

0.507 

18.39 

84.60 

31.74 

66.16 

85.02 

56 

0.390 

0.493 

18.38 

89.75 

30.87 

54.46 

84.82 

54 

0.390 

0.472 

18.41 

98.50 

29.57 

51.23 

83.16 

53 

0.390 

0.442 

18.50 

111.50 

27.77 

45.11 

77.58 

55 

0.390 

0.419 

18.48 

120.26 

26.27 

S8.22 

69.67 

52 

0.390 

0.389 

18.57 

130.60 

24.49 

50.17 

68.62 
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TABLE  75. 

Holyoke  TesU  of  a  S4.7S'inch  Right  Hand  I,  P.  Morris  (Runner  "IP')  Turbine. 

8toinff-gate,    Conical  Dralt-tv^be, 


Number 
of  the 

experi- 
ment. 


75. 
74. 
73. 
72. 
71. 
70. 
69. 
68. 

87. 
86. 
86. 
84. 
88. 
82. 
81. 
80. 
29. 
28. 
27. 

26. 
26. 
24. 
28. 
22. 
21. 
20. 
19. 
18. 
17. 
16. 
15. 

13. 
12. 
11. 

9. 
10. 
14. 

8. 

7. 

6. 

4. 

8. 

2. 

1. 

49. 
46. 

48. 
46. 
44. 
50. 
47. 
48. 
40. 
89. 
88. 


Proportional  part  of 


opening 
of  the 
speed- 
gate. 

In  inches. 


4.20 
4.20 
4.20 
4.20 
4.20 
4.20 
4.20 
4.20 

8.40 
8.40 
8.40 
8.40 
8.40 
8.40 
8.40 
8.40 
8.40 
8.40 
8.40 

8.00 
3.00 
8.00 
3.00 
3.00 
3.00 
3.00 
8.00 
3.00 
8.00 
3.00 
3.00 

2.60 
2.60 
2.60 
2.50 
2.50 
2.60 
2.50 
2.60 
2.50 
2.50 
2.50 
2.50 
2.60 

2.00 
2.00 
2.00 
2.00 
2.00 
2.00 
2.00 
2.00 
2.00 
2.00 
2.00 


the  full 

dis- 
charge of 

the 
wheel. 

Per  cent. 


1.100 
1.092 
1.086 
1.080 
1.067 
1.060 
0.991 
0.941 

1.043 
1.028 
1.022 
1.006 
1.001 
0.986 
0.972 
0.968 
0.946 
0.915 
0.867 

0.966 
0.966 
0.942 
0.987 
0.928 
0.921 
0.916 
0.902 
0.889 
0.868 
0.806 
0.765 

0.848 
0.836 
0.826 
0.812 
0.809 
0.806 
0.800 
0.790 
O.TTO 
0.760 
0.728 
0.688 
0.641 

0.696 
0.696 
0.691 
0.688 
0.674 
0.664 
0.652 
0.639 
0.619 
0.585 
0.524 


Head 
acting 
on  the 
wheel. 


In  feet. 


17.46 
17.50 
17.58 
17.62 
17.63 
17.62 
17.61 
17.63 

17.58 
17.66 
17.67 
17.68 
17.68 
17.70 
17.72 
17.71 
17.62 
17.62 
17.68 

17.49 
17.47 
17.48 
17.49 
17.61 
17.53 
17.55 
17.52 
17.54 
17.54 
17.60 
17.67 

17.56 
17.66 
17.57 
17.61 
17.56 
17.61 
17.68 
17.83 
17.84 
17.68 
17.71 
17.75 
17.83 

17.90 
17.78 
17.79 
17.79 
17.88 
17.97 
17.82 
17.89 
18.06 
18.08 
18.10 


Dura- 
tion of 

the 
experi- 
ment. 


Inmin. 


Revolu- 
tions 
of  the 
wheel. 


Per  min. 


132.67 
145.67 
155.25 
162.00 
169.76 
174.50 
196.60 
228.00 

99.25 
124.00 
131.25 
142.25 
156.00 
164.50 
172.00 
178.75 
185.00 
202.25 
282.75 

99.00 
115.25 
122.00 
136.00 
147.25 
153.50 
156.60 
164.75 
173.75 
193.00 
217.26 
236.25 

103.67 
126.75 
187.00 
142.75 
148.25 
156.00 
156.25 
161.00 
170.00 
174.20 
192.00 
207.50 
228.67 

106.50 
122.50 
132.50 
138.25 
147.75 
155.75 
160.25 
165.50 
175.00 
196.00 
227.75 


Quan- 
tity of 
water 
dis- 
charged 
by  the 
wheel. 
Cubic  ft 
per  sec 


45.72 
45.44 
45.22 
45.08 
44.53 
43.81 
41.86 


43.50 
42.96 
42.74 
42.07 
41.86 
41.27 
40.70 
40.08 
89.47 
38.21 
86.85 

40.13 
39.73 
89.16 
88.96 
38.60 
38.84 
38.12 
37.56 
37.01 
86.15 
83.71 
81.98 

35.14 
84.84 
84.42 
33.88 
83.71 
33.59 
33.46 
83.17 
32.72 
31.78 
30.48 
28.81 
26.92 

29.28 
29.20 
29.00 
28.85 
28.29 
28.01 
27.38 
26.88 
26.14 
24.78 
22.18 


Power 
devel- 
oped by 

the 
wheel. 


H.  P. 


8 


68.27 
69.67 
69.55 
68.65 
66.80 
68.39 
53.26 
41.41 

61.29 
69.06 
68.33 
69.76 
71.32 
69.71 
67.68 
64.93 
61.60 
65.10 
42.27 

68.14 
62.80 
62.78 
66.87 
66.86 
66.44 
66.32 
64.83 
63.11 
68.42 
46.08 
36.76 

53.86 
68.62 
59.72 
58.77 
58.79 
59.50 
69.21 
58.48 
56.61 
62.78 
46.49 
37.69 
27.69 

46.13 
48.21 
49.73 
50.22 
49.20 
49.03 
46.57 
45.09 
42.38 
35.60 
20.60 


EflSc- 
lency 
of  the 
wheel. 


In  per 
cent. 


75.41 
77.25 
77.14 
76.21 
75.02 
72.40 
64.48 
62.71 

70.66 
80.27 
79.78 
82.69 
84.99 
84.15 
82.75 
80.66 
78.10 
72.16 
58.81 

73.08 
79.T7 
80.87 
85.25 
87.22 
87.17 
87.41 
86.87 
85.72 
81.24 
68.40 
65.79 

76.28 
84.47 
87.07 
86.85 
87.56 
88.69 
88.25 
87.19 
86.50 
i82.75 
75.95 
64.96 
60.86 

75.98 

81.87 
85.00 
86.27 
86.00 
85.89 
84.15 
82.67 
79.15 
70.20 
45.42 
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1 

a 

8 

4 

6 

« 

7 

8 

» 

68 

1.60 

0.670 

18.19 

107.76 

24.17 

39.14 

78.49 

68 

1.60 

0.567 

18.12 

U4.75 

23.99 

39.60 

80.82 

67 

1.60 

0.662 

18.28 

128.60 

23.91 

41.12 

82.91 

66 

1.60 

0.567 

18.26 

136.00 

23.66 

41.17 

84.05 

65 

1.60 

0.547 

18.27 

147.67 

28.26 

40.23 

83.51 

64 

1.60 

0.530 

18.26 

169.76 

22.64 

88.69 

82.87 

63 

1.60 

0.513 

18.26 

172.60 

21.78 

36.55 

81.04 

62 

1.60 

0.479 

18.28 

190.00 

20.87 

30.12 

71.82 

61 

1.60 

0.44S 

18.88 

223.60 

18.86 

20.81 

S1.79 

67 

0.76 

0.816 

18.81 

87.33 

12.46 

18.50 

66.25 

66 

0.76 

0.812 

18.88 

112.00 

13.30 

20.34 

71.57 

65 

0.76 

0.304 

18.88 

124.76 

12.96 

19.64 

72.68 

62 

0.76 

0.296 

18.40 

134.40 

12.71 

18.71 

70.66 

63 

0.76 

0.286 

18.43 

151.60 

12.16 

17.43 

68.55 

64 

0.76 

0.279 

18.41 

161.60 

11.89 

17.11 

68.9S 

61 

0.76 

0.269 

18.48 

181.60 

11.60 

16.48 

68.38 

60 

0.76 

0.216 

18.67 

239.00 

9.27 

•••— 

82 

4.20 

0.781 

18.14 

281.83 

83.09 

81 

8.40 

0.680 

18.23 

282.00 

28.88 

80 

3.00 

0.612 

18.22 

279.76 

26.90 

79 

2.60 

0.542 

18.06 

276.26 

22.91 

78 

2.00 

0.449 

18.21 

278.26 

19.04 

77 

1.60 

0.366 

18.24 

268.60 

15.65 

76 

0.76 

0.212 

18.46 

238.75 

9.07 
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TABLE  76. 

Holyoke  Tests  of  a  S2^nch  Right  Hand  Wellman-Seaver-Morgan  Co,  Turlfine, 

Wheel  supported  by  Ball-hearing  step,    Stoing-gate,    Conical  Draft-tube, 


Proportional  part  of 

Quan- 

Dura- 
tion of 

tity  of 
water 

Power 
devel- 

Effic- 
iency 

the  fall 

the  full 

Head 

Revolu- 

Number 

opening 

dis- 

acting 

the 

tions 

dis- 

oped by 

of  the 

of  the 

of  the 

charge  of 

on  the 

experi- 

of the 

charged 

the 

wheel. 

experi- 

speed- 

the 

wheel. 

ment. 

wheel. 

by  the 

wheel. 

Cubic  ft. 

wheel. 

ment. 

gate. 

wheel. 

In  per 

Per  cent. 

In  feet. 

In  min. 

Per  mln. 

per  sec. 

H.  P. 

cent 

1 

2 

8 

4 

6 

« 

7 

8 

» 

69 

1.000 

1.024 

17.23 

112.60 

34.45 

46.84 

69.59 

67 

1.000 

1.009 

17.50 

152.67 

34.22 

56.80 

82.16 

68 

1.000 

1.008 

17.57 

163.00 

84.25 

57.31 

83.98 

66 

1.000 

1.005 

17.46 

164.00 

34.05 

66.90 

84.40 

65 

1.000 

0.992 

17.47 

172.67 

33.60 

65.92 

84.00 

64 

1.000 

0.979 

17.48 

181.83 

83.17 

54.53 

82.93 

63 

1.000 

0.966 

17.46 

189.25 

32.67 

52.53 

81.21 

62 

1.000 

0.946 

17.47 

213.00 

82.06 

49.27 

77.57 

61 

1.000 

0.688 

17.59 

251.50 

23.39 

34.91 

74.81 

60 

1.000 

0.631 

17.86 

296.00 

21.62 

59 

0.889 

0.933 

17.50 

113.67 

81.63 

46.23 

72.04 

58 

0.889 

0.934 

17.52 > 

135.67 

31.70 

60.84 

80.72 

57 

0.889 

0.931 

17.54 

146.33 

81.60 

62.80 

84.01 

56 

0.889 

0.925 

17.53 

153.67 

31.40 

63.32 

86.41 

65 

0.889 

0.922 

17.44 

156.50 

81.21 

62.85 

86.62 

54 

0.889 

0.916 

17.45 

160.33 

31.00 

62.66 

85.84 

53 

0.889 

0.909 

17.46 

164.00 

30.79 

52.35 

85.87 

52 

0.889 

0.903 

17.47 

168.00 

30.59 

62.07 

85.92 

51 

0.889 

0.898 

17.48 

172.76 

30.42 

61.96 

86.14 

60 

0.889 

0.893 

17.48 

176.75 

30.25 

51.52 

85.91 

49 

0.889 

0.886 

17.49 

184.00 

30.05 

51.08 

85.69 

48 

0.889 

0.864 

17.58 

206.50 

29.31 

47.77 

81.98 

47 

0.889 

0.795 

17.59 

244.75 

27.02 

83.97 

63.02 

46 

0.889 

0.572 

17.91 

298.75 

19.61 

45 

0.741 

0.809 

17.67 

106.00 

27.48 

89.23 

71.65 

44 

0.741 

0.801 

17.57 

139.50 

27.20 

45.18 

83.35 

43 

0.741 

0.791 

17.55 

152.00 

26.85 

46.71 

85.53 

41 

0.741 

0.784 

17.57 

159.75 

26.63 

46.821 

86.35 

40 

0.741 

0.780 

17.60 

166.25 

26.52 

46.16 

87.18 

42 

0.741 

0.777 

17.56 

171.50 

26.40 

46.02 

87.53 

39 

0.741 

0.770 

17.64 

180.75 

26.22 

45.99 

87.68 

38 

0.741 

0.758 

17.67 

191.50 

26.S2 

44.80 

85.61 

37 

0.741 

0.727 

17.73 

210.67 

24.81 

88.99 

78.15 

36 

0.741 

0.693 

17.79 

231.33 

23.68 

82.11 

67.20 

35 

0.741 

0.503 

18.03 

298.00 

17.31 

34 

0.593 

0.669 

17.84 

101.00 

22.89 

82.T1 

70.63 

83 

0.593 

0.660 

17.84 

122.67 

22.61 

36.32 

79.40 

31 

0.593 

0.644 

17.86 

145.00 

22.07 

37.57 

84.04 

30 

0.593 

0.642 

17.85 

151.33 

21.98 

37.81 

84.97 

32 

0.593 

0.637 

17.88 

158.00 

21.83 

38.01 

85.87 

29 

0.593 

0.632 

17.91 

163.75 

21.68 

87.88 

86.02 

28 

0.593 

0.622 

17.91 

173.00 

21.83 

86.82 

84.98 

27 

0.593 

0.606 

17.99 

188.00 

20.82 

34.79 

81.90 

26 

0.693 

0.537 

18.16 

239.00 

18.54 

22.11 

57.92 

26 

0.593 

0.406 

18.05 

281.00 

13.98 

24 

0.444 

0.505 

17.91 

94.00 

17.32 

23.92 

67.99 

22 

0.444 

0.489 

17.92 

130.00 

16.78 

27.06 

79.86 

21 

0.444 

0.486 

17.94 

136.00 

16.70 

27.68 

81.48 

23 

0.444 

0.486 

17.92 

139.25 

16.66 

27.70 

81.82 

20 

0.444 

0.481 

17.94 

145.33 

16.50 

27.57 

82.12 

19 

0.444 

0.472 

17.94 

153.00 

16.21 

26.90 

81.56 

18 

0.444 

0.465 

17.95 

161.40 

15.98 

26.13 

80.34 

17 

0.444 

0.450 

17.99 

178.00 

15.46 

24.71 

78.83 

16 

0.444 

0.402 

18.04  ' 

231.60 

13.P5 

16.07 

56.70 

15 

0.444 

i         0.325 

18.17 

281.26 

U.22 
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1 

a 

8 

4 

6 

« 

T 

8 

t 

14 

3.296 

0.326 

18.19 

89.67 

11.22 

15.85 

es.s2 

13 

0.296 

0.320 

18.21 

107.00 

11.06 

16.68 

72.10 

{J:::::::: 

0.296 

0.317 

18.23 

114.67 

10.97 

16.96 

74.86 

0.296 

0.816 

18.22 

118.33 

10.94 

16.97 

75.07 

10 

0.296 

0.313 

18.24 

122.67 

10.82 

^    17.08 

76.07 

9 

0.296 

0.306 

18.26 

130.76 

10.68 

•    16.94 

76.62 

8 

0.296 

0.304 

18.26 

137.76 

10.64 

16.67 

75.91 

7 

0.296 

0.300 

18.80 

146.50 

10.41 

16.27 

75.29 

6 

0.296 

0.296 

18.31 

154.75 

10.23 

15.75 

74.15 

6 

C.296 

0.291 

18.32 

164.00 

10.10 

16.17 

72.31 

4 

0.296 

0.283 

18.33 

181.20 

9.82 

14.25 

69.81 

8 

0.296 

0.276 

18.36 

191.26 

9.58 

18.27 

66.53 

2 

0.296 

0.266 

18.33 

208.00 

9.23 

11.56 

60.18 

1 

0.296 

0.225 

18.37 

261.00 

7.88 
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TABLE  77. 

Hfayoke  Test  of  a  iS-^n^h  Right  Hand  Bpecial  MoOormick  TurUne  Wheet 
Made  by  J.  and  W.  Jolly. 


Proportional  part  of 

Quan- 

Dura- 
tion of 

tity  of 
water 

Power 
devel- 

the full 

the  full 

Head 

Revolu- 

lency 

Namber 

opening 

dis- 

acting 

the 

tions 

dis- 

oped by 

of  the 

of  the 

of  the 

charge  of 

on  the 

experi- 

of the 

charged 

the 

wheeL 

experi- 

speed- 

the 

wheel. 

ment. 

wheel. 

by  the 

wheel. 

ment. 

gate. 

wheel. 

wheel. 
Cubic  ft. 

In  per 

Per  cent 

In  feet. 

Inmin. 

Per  min. 

per  sec 

H.P. 

cent 

1 

a 

8 

4 

5 

« 

7 

8 

9 

10 

1.000 

1.031 

16.37 

100.60 

112.94 

178.92 

83.09 

9 

1.000 

1.026 

16.41 

104.87 

112.46 

176.02 

83.78 

8 

1.000 

1.019 

16.46 

109.60 

111.96 

176.00 

84.36 

7 

1.000 

1.013 

16.60 

114.00 

111.86 

176.22 

84.72 

« 

1.000 

1.007 

16.28 

116.00 

109.78 

172.16 

86.35 

6 

1.000 

1.000 

16.28 

120.37 

109.06 

171.24 

85.46 

4 

1.000 

0.994 

16.23 

124.60 

108.46 

169.46 

86.04 

8 

1.000 

0.987 

16.28 

129.60 

107.86 

167.48 

84.26 

2 

1.000 

0.978 

16.31 

134.80 

106.91 

163.64 

82.85 

1 

1.000 

0.966 

16.37 

141.60 

106.84 

166.86 

79.97 

J8 

0.788 

0.918 

16.68 

96.00 

100.80 

161.94 

80.07 

17 

0.788 

0.906 

16.64 

101.60 

100.09 

164.89 

81.89 

16 

0.788 

0.899 

16.67 

* 

106.76 

99.40 

166.81 

83.06 

15 

0.788 

0.894 

16.68 

111.60 

96.83 

166.87 

83.62 

14 

0.783 

0.888 

16.67 

116.60 

98.14 

164.36 

83.34 

13 

0.783 

0.882 

16.67 

120.00 

97.46 

152.97 

83.17 

12 

0.788 

0.876 

16.66 

126.60 

96.67 

160.71 

82.71 

11 

0.788 

0.866 

16.68 

132.00 

96.74 

146.82 

80.94 

25 

0.612 

0,777 

17.16 

97.26 

87.17 

129.96 

76.75 

24 

0.612 

0.771 

17.17 

108.00 

86.61 

131.30 

78.08 

23 

0.612 

0.766 

17.18 

108.73 

86.86 

131.94 

79.02 

22 

0.612 

0.768 

17.17 

113.76 

86.06 

131.00 

79.21 

ri 

0.612 

0.751 

17.14 

118.76 

84.21 

128.71 

78.77 

i.0 

0.612 

0.746 

16.97 

122.76 

83.22 

124.73 

78.02 

19 

0.612 

0.736 

17.00 

129.60 

82.08 

119.68 

75.79 

33 

0.608 

0.676 

17.29 

96.00 

76.16 

107.66 

72.22 

32 

0.603 

0.672 

17.30 

101.26 

76.62 

109.12 

73.68 

SI 

0.603 

0.666 

17.31 

107.00 

74.88 

109.89 

74.66 

30 

0.608 

0.668 

17.34 

118.60 

74.13 

109.04 

74.93 

29 

0.608 

0.661 

17.36 

118.60 

73.40 

107.28 

74.87 

2^ 

O.608 

0.643 

17.88 

128.76 

72.66 

104.41 

73.13 

27 

0.608 

0.633 

17.89 

130.00 

71.41 

100.07 

71.19 

26 

0.608 

0.620 

17.41 

137.76 

69.99 

98.82 

67.65 

41 

0.878 

0.648 

17.66 

93.00 

62.16 

81.33 

65.83 

40 

0.373 

0.646 

17.64 

98.26 

61.76 

82.29 

67.10 

89 

0.878 

0.640 

17.69 

104.60 

61.36 

88.02 

67.96 

ZS 

0.378 

0.636 

17.69 

109.37 

60.76 

82.46 

68.16 

^ 

0.378 

0.631 

17.63 

116.25 

60.18 

81.62 

68.34 

36 

0.873 

0.626 

17.64 

120.00 

69.69 

79.81 

67.34 

86 

0.378 

0.620 

17.66 

126.00 

69.00 

76.98 

66.67 

84 

0.878 

0.611 

17.67 

131.00 

68.03 

72.61 

62.90 
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TABLE  78. 

Eolyoke  Tests  of  a  SO  1/2  Right  Hand  Special  Smith  Turbine.    Made  ^y 
S.  Morgan  Smith  Co,    Swing-gate,    Conical  Draft-tube. 


11. 

10. 

9. 

8. 
7. 
6. 
12. 
5. 
4. 
3. 
2. 
1. 

23. 
22. 
21. 
20. 
19. 
18. 
17. 
16. 
15. 
14. 
13. 

25. 
24. 
26. 
27. 
28. 
20. 
30. 
31. 
82. 
33. 
34. 
35. 
36. 

48. 
47. 
46. 
44. 
45, 
43 
42 
41 
40 
89 
88 
87 


Quan- 

tity of 

Power 

Effic- 

water 

devel- 

iency 

dis- 

oped by 

of  the 

charged 

the 

wheeL 

by  the 
wheel. 

wheel. 

Cubic  ft 

In  per 

1.006 

17.19 

4 

136.50 

per  sec. 
50.65 

H.  P. 
75.31 

cent 

1.000 

76.26 

1.000 

1.005 

17.19 

6 

142.60 

50.60 

76.96 

T8.01 

1.000 

1.006 

17.23 

157.00 

60.70 

81.91 

82.67 

1.000 

1.002 

17.26 

165.00 

50.56 

83.12 

83.99 

1.000 

1.007 

17.18 

173.50 

50.65 

84.28 

S5.39 

1.000 

1.003 

17.16 

180.33 

60.46 

84.35 

85.89 

1.000 

1.003 

17.21 

189.25 

60.61 

85.12 

86.8$ 

1.000 

1.001 

17.10 

195.67 

60.27 

84.48 

86.65 

1.000 

0.998 

17.11 

213.00 

60.13 

84.30 

86.66 

1.000 

0.991 

17.11 

229.75 

49.76 

79.91 

82.77 

1.000 

0.973 

17.16 

243.75 

48.91 

73.09 

76.78 

1.000 

0.964 

17.28 

261.80 

48.07 

62.80 

6S.8S 

0.900 

0.939 

17.86 

137.50 

47.47 

73.89 

78.56 

0.900 

0.940 

17.88 

150.67 

47.62 

76.80 

82.22 

0.900 

0.938 

17.80 

159.00 

47.38 

78.19 

84.10 

0.900 

0.936 

17.30 

166.67 

47.24 

78.96 

85.18 

0.900 

0.933 

17.28 

174.75 

47.06 

79.64 

88.35 

0.900 

0.931 

17.29 

183.50 

47.01 

80.33 

87.14 

0.900 

0.928 

17.30 

192.40 

46.87 

80.77 

87.82 

0.900 

0.926 

17.30 

202.00 

46.73 

79.96 

87.18 

0.900 

0.918 

17.31 

210.26 

46.37 

78.17 

85.^ 

0.900 

0.902 

17.35 

224.00 

45.63 

73.88 

82.38 

0.900 

0.878 

17.38 

256.33 

44.44 

61.49 

70.19 

0.800 

0.868 

17.84 

138.75 

43.90 

69.06 

79.99 

0.800 

0.869 

17.36 

150.00 

43.96 

71.96 

83.16 

O.SOO 

0.866 

17.33 

155.76 

43.77 

71.92 

83.59 

0.800 

0.861 

•        17.38 

166.00 

43.60 

78.66 

86.15 

0.800 

0.860 

17.84 

175.60 

43.46 

74.72 

87.44 

0.800 

0.856 

17.38 

183.60 

43.27 

74.88 

87.9S 

0.800 

0.S52 

17.88 

187.67 

43.06 

74.28 

87.78 

0.800 

0.849 

17.38 

193.26 

42.96 

74.17 

87.58 

0.800 

0.845 

17.38 

197.00 

42.74 

78.24 

88.9! 

0.800 

0.837 

17.37 

206.00 

42.34 

71.80 

85.48 

0.800 

0.829 

17.38 

213.76 

41.98 

69.22 

83.74 

0.800 

0.819 

17.48 

227.67 

41.53 

66.63 

79.82 

0.800 

0.816 

17.46 

236.00 

41.36 

63.42 

77.47 

0.700 

0.790 

17.46 

139.75 

40.07 

64.53 

81.32 

0.700 

0.788 

17.48 

161.38 

39.99 

66.26 

8S.56 

0.700 

0.785 

17.48 

.    161.00 

39.86 

67.68 

85.54 

0.700 

0.781 

17.49 

169.75 

39.68 

68.20 

86.75 

0.700 

0.778 

17.48 

174.25 

39.60 

67.92 

88.73 

0.700 

0.772 

17.46 

180.88 

39.16 

67.06 

86.4S 

0.700 

0.768 

17.44 

183.67 

88.98 

66.09 

85.82 

0.700 

0.763 

17.45 

190.67 

38.67 

66.17 

85.15 

0.700 

0.764 

17.47 

199.00 

88.28 

68.26 

8J.SS 

0.700 

0.749 

17.51 

207.00 

88.07 

62.07 

82.» 

0.700 

0.740 

17.61 

221.67 

87.72 

69.82 

79.48 

O.TOO 

0.731 

17.62 

233.60 

87.26 

66.01 

75.24 
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1 

4 

6 

« 

7 

0.698 

17.66 

132.00 

86.24 

0.694 

17.67 

144.67 

86.82 

0.691 

17.69 

156.00 

85.20 

0.6S7 

17.69 

162.26 

34.99 

0.681 

17.69 

169.60 

34.69 

0.676 

17.61 

175.60 

34.44 

0.665 

17.68 

187.25 

88.94 

0.590 

17.85 

131.00 

30.28 

0.690 

17.86 

140.00 

30.28 

0.591 

17.88 

148.60 

80.86 

0.590 

17.85 

151.60 

80.24 

0.687 

17.81 

156.00 

30.08 

0.584 

17.89 

162.75 

29.96 

0.580 

17.84 

166.67 

29.72 

0.572 

17.85 

177.50 

29.32 

0.662 

17.88 

8 

192.83 

28.84 

8 


49. 
50. 
61. 
62. 
53. 
54. 
65. 

62. 
61. 
63. 
60. 
69. 
64. 
6S. 
57. 
66. 


0.600 
0.600 
0.600 
0.600 
0.600 
0.600 
0.600 

0.600 
0.600 
0.600 
0.600 
0.600 
0.500 
V.600 
0.600 
0.500 


65.41 
68.13 
69.49 
69.85 
58.95 
67.88 
66.15 

47.18 
48.69 
49.87 
49.97 
49.58 
49.77 
48.97 
47.90 
46.18 


78.98 
82.58 
84.71 
85.02 
85.18 
84.15 
82.49 

76.89 
79.89 
80.99 
81.62 
81.60 
81.88 
81.44 
80.69 
78.88 
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TABLE  79. 
Holyoke  Test  oj  a  S2Hnch  Left  Hand  Wellman,  Beaver,  Morgan  Co,  (Runner 
No  11)  Turbine  Wheel,    Made  Jan.  SI,  1912.    Swing-ffote.    Cimicdl  Draft' 
Tube. 


Proportional  part  of 

Dura- 
tion of 

Quan- 
tity of 
water 

Power 
devel- 

Effle. 
ieney 

the  full 

the  full 

Head 

Revolu- 

Number 

opening 

dis- 

acting 

the 

tions 

dis- 

oped by 

of  the 

of  the 

of  the 

charge  of 

on  the 

experi- 

of the 

charged 

the 

WheeL 

experi- 

speed- 

the 

wheel. 

ment 

wheeL 

by  the 

WheeL 

ment. 

gate. 

wheel. 

wheel. 
Cubic  ft. 

In  per 

Per  cent 

In  feet 

Inmin. 

Permin. 

per  sec 

H.P. 

cent 

1 

2 

« 

4 

5 

« 

7 

8 

9 

76 

Full 

1.034 

16.34 

3 

147.88 

67.18 

86.11 

80.S 

74 

Full 

1.022 

16.89 

8 

156.00 

66.60 

84.88 

80.61 

78 

Full 

1.014 

16.88 

8 

164.83 

66.11 

84.96 

81.50 

72 

Full 

1.006 

16.87 

4 

173.25 

66.68 

84.28 

81.SS 

71 

Full 

0.997 

16.86 

4 

183.25 

66.10 

88.68 

81.80 

70 

Full 

0.989 

16.86 

4 

198.50 

64.71 

82.96 

81.19 

69 

Full 

0.967 

16.86 

4 

204.00 

64.67 

80.63 

79.64 

68 

Full 

0.978 

16.88 

8 

214.00 

64.04 

78.06 

78.01 

67 

Full 

0.966 

16.26 

8 

225.00 

63.18 

72.61 

73.99 

66 

Full 

0.720 

16.66 

4 

296.76 

40.06 

68 

0.862 

0.941 

16.82 

4 

140.26 

61.20 

75.06 

81.70 

57 

0.862 

0.986 

15.68 

4 

146.50 

50.89 

73.48 

82.74 

66 

0.868 

0.986 

16.61 

6 

150.00 

60.02 

72.97 

82.40 

69 

0.862 

0.918 

16.16 

4 

•    174.25 

60.44 

79.47 

86.97 

62 

0.862 

0.916 

16.18 

4 

180.60 

60.26 

79.67 

86.S7 

60 

0.862 

0.912 

16.18 

6 

187.» 

60.16 

79.68 

86.CT 

61 

0.868 

0.907 

16.16 

4 

199.25 

49.88 

78.76 

86.24 

68 

0.862 

0.896 

16.14 

8 

206.67 

49.81 

76.18 

84.35 

64 

0.862 

0.876 

16.88 

4 

225.50 

49.28 

72.67 

77.U 

66 

0.862 

0.660 

16.89 

4 

299.76 

86.68 

60 

0,756 

0.824 

16.89 

4 

158.25 

46.62 

72.68 

85.C5 

61 

0.766 

0.828 

16.40 

4 

169.76 

46.57 

74.82 

87.0 

62 

0.766 

0.822 

16.89 

4 

175.25 

46.68 

74.60 

88.14 

68 

0.766 

0.820 

16.88 

4 

181.75 

46.89 

76.15 

89.11 

64 

0.756 

0.818 

16.86 

8 

187.00 

46.26 

75.06 

89.87 

66 

0.756 

0.812 

16.82 

4 

191.25 

44.84 

78.27 

88.28 

40 

0.784 

0.823 

16.62 

4 

186.00 

46.89 

.70.29 

81.27 

89 

0.784 

0.816 

16.64 

4 

146.76 

46.63 

71.79 

8S.55 

88 

0.784 

0.810 

16.66 

4 

168.50 

46.21 

72.80 

85.28 

87 

0.784 

0.804 

16.66 

4 

160.26 

44.89 

78.06 

88.17 

41 

0.784 

0.804 

16.62 

4 

171.00 

44.84 

74.87 

88.SS 

42 

0.784 

0.802 

16.62 

4 

176.75 

44.71 

76.28 

89.28 

48 

0.784 

0.800 

16.61 

4 

182.00 

44.67 

76.26 

89.6S 

44 

0.784 

0.798 

16.58 

4 

187.50 

44.17 

74.11 

89.21 

46 

0.784 

0.781 

16.67 

8 

196.00 

48.50 

71.61 

87.48 

46 

0.784 

0.768 

16.68 

8 

208.83 

42.78 

68.00 

84.54 

47 

0.784 

0.766 

16.68 

8 

211.67 

42.07 

64.86 

81.85 

48 

0.734 

0.781 

16.68 

4 

229.75 

40.74 

66.88 

72.71 

49 

0.784 

0.568 

16.89 

4 

298.60 

81.90 

25 

0.669 

0.752 

16.78 

4 

181.00 

42.16 

63.78 

79.46 

24 

0.669 

0.744 

16.78 

4 

146.00 

41.67 

66.68 

88.97 

27 

0.669 

0.746 

16.92 

4 

152.50 

41.98 

68.62 

85.19 

26 

0.669 

0.745 

16.96 

4 

167.50 

41.98 

69.43 

86.15 

23 

0.669 

0.734 

16.78 

4 

159.50 

41.14 

67.89 

86.72 

31 

0.669 

0.741 

16.94 

4 

166.75 

41.71 

70.47 

87.91 

28 

0.669 

0.736 

16.92 

4 

172.75 

41.40 

70.88 

88.59 

29 

0.669 

0.729 

16.91 

4 

178.50 

41.00 

69.47 

88.35 

80 

0.669 

0.721 

16.92 

4 

186.75 

40.66 

67.77 

87.07 

82 

0.669 

0.706 

17.08 

4 

197.25 

89.90 

66.97 

86.S 

88 

0.669 

0.694 

17.12 

4 

207.75 

89.29 

68.16 

82.89 

84 

0.669 

0.681 

17.13 

4 

219.25 

88.66 

69.99 

80.11 

85 

0.669 

0.670 

17.14 

4 

228.50 

87.96 

66.68 

75.91 

86 

0.669 

0.525 

17.88 

4 

291.75 

29.88 
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1 

2 

8 

4 

5 

« 

T 

8 

9 

16 

14 

13 

22 

21 

20 

I'J 

19 

0.618. 
0.618 
0.618 
0.618 
0.618 
0.618 
0.618 
0.518 
0.518 
0.618 
0.618 

0.296 
0.296 
0.296 
0.296 
0.296 
0.296 

0.667 
0.670 
0.566 
0.666 
0.564 
0.639 
0.523 
0.513 
0.500 
0.486 
0.401 

0.804 
0.800 
0.298 
0.288 
0.271 
0.280 

17.08 
17.07 
17.11 
17.01 
17.08 
17.07 
17.14 
17.12 
17.19 
17.19 
17.48 

17.78 
17.76 
17.80 
17.80 
17.84 
17.96 

127.50 
146.50 
154.26 
153.26 
167.60 
181.00 
199.26 
210.67 
221.50 
280.67 
272.60 

107.60 
120.00 
141.40 
164.00 
181.60 
269.00 

32.06 
32.19 
81.98 
81.90 
81.25 
80.44 
29.60 
29.04 
28.88 
27.68 
22.96 

17.68 
17.80 
16.98 
16.88 
16.66 
18.81 

48.07 
61.82 
51.59 
61.26 
60.93 
49.53 
47.26 
44.84 
40.41 
85.07 

24.84 
26.64 
26.79 
23.41 
22.07 

77.40 
82.86 
88.13 
83.29 
84.38 
84.06 
82.12 
79.52 

17 

18 

7 

6 

6 

4 

3 

2 

1 

73.16 
66.22 

70.47 
73.84 
75.47 
71.06 
69.67 
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TABLE  80. 

Holyoke  Teats  of  a  30-inch  Right  Hand  Allia^Jhalmera  (Runner  No.  18)  Tur- 

hine.    Siving-gate,    Conical  Draft-tube, 


Number 
of  the 

experi- 
ment. 


SO. 

79. 
78. 
77. 
76. 
75. 
74. 
78. 
81. 
72. 
71. 
70. 
68. 

15. 
14. 
18. 
12. 
10. 
11. 

9. 
16. 

8. 

7, 

«. 

6. 

4. 

S. 

2. 

1, 

29. 
28. 
27. 
26. 
24. 
28. 
26. 
22, 
21. 
20, 
19 
18 
17, 

40, 
41, 
89. 
43 
88 
87 
86 
85 
84 
83 
32 
42 
81 
SO 


Proportional  part  of 


opening 
of  the 
■peed- 
gate. 

In  Inches. 


I 


2.76 
2.76 
2.76 
2.76 
2.75 
2.75 
2.76 
2.76 
2.75 
2.76 
2.75 
2.76 
2.75 

2.50 
2.50 
2.50 
2.60 
2.60 
2.60 
2.50 
2.50 
2.50 
2.50 
2.50 
2.60 
2.50 
2.50 
2.60 
2.60 

2.126 
2.125 
2.126 
2.126 
2.126 
2.126 
2.126 
2.125 
2.126 
2.126 
2.125 
2.126 
2.126 

1.76 
1.76 
1.75 
1.75 
1.75 
1.75 
1.75 
1.75 
1.76 
1.75 
1.75 
1.76 
1.75 
1.75 


the  full 

dis- 
charge of 

the 
wheel. 

Per  cent. 


Quan- 

Dura- 

tity of 

Head 

tion  of 

ReTOlu- 

water 

acting 

the 

tions 

dls- 

on  the 

experi- 

of the 

charged 

wheel. 

ment. 

wheel. 

by  the 

wheel. 

Cubic  ft. 

In  feet. 

Inmin. 

Permln. 

per  sec. 

1.010 

17.49 

180.00 

1.009 

17.66 

148.00 

1.005 

17.59 

157.50 

1.008 

17.56 

166.00 

1.002 

17.47 

176.50 

1.000 

17.44 

186.26 

1.000 

17.89 

196.00 

0.991 

-  17.39 

^04.26 

0.982 

17.50 

213.00 

0.962 

17.44 

211.26 

0.974 

17.48 

220.25 

0.967 

17.50 

229.50 

0.964 

•17.56 

239.00 

0.966 

17.20 

182.60 

0.967 

17.14 

141.50 

0.961 

17.16 

164.00 

0.969 

17.18 

166.00 

0.968 

17.20 

176.60 

0.957 

17.18 

181.00 

0.969 

17.28 

187.25 

0.969 

17.22 

187.20 

0.964 

17.26 

198.00 

0.961 

17.28 

197.26 

0.946 

17.28 

208.60 

0.942 

17.18 

206.20 

0.986 

17.22 

218.26 

0.931 

17.22 

228.20 

0.925 

17.24 

288.40 

0.804 

17.42 

887.26 

0.877 

17.44 

134.00 

0.874 

17.45 

144.00 

0.876 

17.44 

166.00 

0.875 

17.44 

170.00 

0.872 

17.45 

179.00 

0.869 

17.45 

186.00 

0.867 

17.45 

189.00 

0.864 

17.46 

190.00 

0.860 

17.46 

198.00 

0.867 

17.44 

206.00 

0.863 

17.48 

216.75 

0.847 

17.41 

226.00 

0.838 

17.44 

238.76 

0.780 

17.66 

186.75 

0.782 

17.57 

146.00 

0.783 

17.66 

156.60 

0.780 

17.68 

161.00 

0.777 

17.67 

168.75 

0.775 

17.66 

175.50 

0.770 

17.56 

181.60 

0.768 

17.54 

188.00 

0.767 

17.48 

198.33 

0.759 

17.47 

203.75 

0.750 

17.49 

212.50 

0.747 

17.68 

221.76 

0.736 

17.49 

280.50 

0.726 

17.58 

288.00 

64.45 
64.52 
64.32 
64.04 
63.91 
63.70 
63.64 
68.08 
62.68 
62.56 
62.14 
61.74 
61.63 

61.06 
61.06 
60.78 
60.66 
60.66 
60.52 
60.73 
60.78 
60.46 
60.19 
69.92 
69.59 
69.26 
58.92 
68.68 
51.17 

66.88 
66.68 
66.81 
65.75 
56.56 
66.86 
66.22 
56.09 
64.88 
64.67 
64.81 
63.92 
63.41 

49.84 
60.08 
60.03 
49.90 
49.71 
49.53 
49.21 
49.09 
48.90 
48.40 
47.84 
47.84 
46.96 
46.84 


Power 
devel- 
oped by 

the 
wheel. 


H.P. 


8 


91.97 

98.44 

99.99 

100.87 

101.38 

101.35 

100.73 

98.80 

96.59 

95.80 

93.22 

90.20 

86.71 

89.73 
92.40 
94.98 
96.77 
98.24 
98.50 
99.63 
99.61 
99.19 
97.80 
96.73 
94.41 
92.37 
89.69 
86.49 


86.88 
88.81 
92.44 
96.58 
96.32 
96.80 
96.99 
96.86 
94.68 
98.42 
91.74 
88.82 
84.80 

77.96 
81.66 
86.16 
86.67 
86.73 
87.01 
86.70 
86.39 
86.83 
83.77 
80.96 
80.46 
76.6R 
71.96 


Effic- 
iency 
of  the 
whceL 


In  per 
cent 


71.91 
76.61 
77.9$ 
78.70 
80.07 
80.45 
80.26 
79.49 
77.65 
77.43 
75.67 
78.61 
71.00 

75.83 
77.85 
80.36 
81.S8 
83.tt 
83.53 
83.96 
83.96 
83.86 
83.15 
S.61 
81.33 
79.83 
T7.9I 
75.50 


77.71 
80.60 
83.74 
86.69 
87.62 
87.81 
87.84 
87.46 
87.16 
86.55 
S5.45 
83.43 
80.28 

78.66 

a.9i 

85.53 

86.06 

87.56 

8S.a 

8S.52 

88.47 

88.01 

87.36 

85.30' 

81.10 

82.» 

78.10 


Digitized  by 


Google 
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>4., 
63., 
62.. 
61.. 
60., 
65.. 
49.. 
66.. 
48.. 
47.. 
46.. 
46.. 
44.. 

«4.. 
63.. 
€6.. 
62.. 
65.. 
61.. 
68.. 
67.. 
60.. 
69.. 
68.. 
67.. 


1.50 
1.50 
1.50 
1.50 
1.50 
1.50 
1.50 
1.50 
1.50 
1.50 
1.50 
1.50 
1.50 

1.126 
1.126 
1.126 
1.125 
1.126 
1.125 
1.125 
1.126 
1.126 
1.126 
1.126 
1.125 


0.6»4 

17.70 

120.67 

43.90 

0.697 

17.70 

146.75 

44.75 

0.696 

17.70 

162.40 

44.63 

0.691 

17.69 

173.50 

44.33 

0.688 

17.70 

181.67 

44.14 

0.687 

17.71 

181.75 

44.08 

0.683 

17.68 

187.00 

43.78 

0.680 

17.71 

189.75 

43.66 

0.677 

17.70 

193.50 

43.48 

0.671 

17.71 

204.67 

43.05 

0.660 

17.71 

215.33 

42.39 

0.650 

17.74 

225.00 

41.74 

0.689 

17.75 

234.50 

41.08 

0.541 

18.13 

127.00 

35.36 

0.549 

18.14 

146.00 

35.68 

0.552 

18.23 

156.75 

35.97 

0.556 

18.15 

167.25 

36.06 

0.552 

18.18 

174.50 

36.91 

0.547 

18.11 

180.50 

86.51 

0.546 

18.12 

181.25 

35.46 

0.538 

18.23 

189.40 

85.06 

0.536 

18.12 

194.75 

34.73 

0.523 

18.11 

208.26 

83.94 

0.513 

18.06 

222.40 

33.28 

0.504 

18.04 

234.26 

82.67 

64.21 
73.14 
76.59 
77.63 
77.99 
78.02 
76.89 
76.87 
76.05 
74.25 
71.61 
68.02 
63.80 

52.98 
56.99 
59.24 
60.68 
60.67 
60.08 
60.28 
60.12 
68.88 
56.66 
63.79 
49.57 


72.86 
81.43 
85.49 
87.29 
88.02 
88.13 
87.59 
87.66 
87.13 
85.87 
84.U 
81.00 
77.16 

72.90 
77.64 
79.65 
81.70 
81.94 
82.30 
82.72 
82.94 
82.50 
81.29 
78.82 
74.17 
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Test  Data  of  Turbine  Water  Wheels. 


TABLB  8L 

Holyoke  Testi  of  a  S14nch  Right  Hand  WellmanrSeaver-Morgan  Co,  Turbine. 
Wheel  supported  hy  Ball-hearing  step.    Swing-gate,    Conical  Draft-tube, 


Proportional  part  of 

Quan- 

Dura- 
tion of 

tity  of 
water 

Power 
devel- 

Effic. 
lencj 

the  full 

the  fall 

Head 

Revolu- 

Number 

opening 

dis- 

acting 

the 

tions 

dis- 

oped by 

of  the 

of  the 

of  the 

charge  of 

on  the 

experi- 

of the 

charged 

the 

wheeL 

experi- 

■peed- 

the 

wheel. 

ment 

wheel. 

by  the 
wlieel. 

wheel. 

ment. 

gate. 

wheel. 

Cubic  ft 

In  per 

Per  cent 

In  feet 

Inmin. 

Per  min. 

per  sec. 

H.P. 

cent 

1 

2 

8 

4 

5 

6 

7 

8 

9 

49 

1.000 

1.049 

17.15 

184.67 

79.75 

115.81 

74.6S 

48 

1.000 

1.088 

17.15 

147.00 

78.95 

119.29 

77.68 

47... 

1.000 

1.025 

17.19 

166.67 

78.02 

123.40 

81.18 

46 

1.000 

1.024 

17.18 

174.00 

77.91 

124.34 

81,91 

45 

1.000 

1.018 

17.19 

178.33 

77.62 

124.19 

82.18 

44 

1.000 

1.018 

17.19 

183.33 

77.16 

124.35 

82.66 

43 

l.OOO 

0.012 

17.19 

186.25 

77.09 

124.07 

82.56 

42 

1.000 

1.009 

17.18 

189.50 

76.82 

123.94 

82.81 

41 

1.000 

1.007 

17.19 

193.00 

76.67 

123.89 

82.89 

40 

1.000 

1.006 

17.12 

196.50 

76.44 

123.13 

82.96 

89 

1.000 

1.002 

17.09 

200.25 

76.10 

122.48 

83.(M 

38 

1.000 

0.999 

17.10 

206.25 

75.87 

122.41 

88.19 

87 

1.000 

0.997 

17.07 

210.33 

76.66 

121.01 

82.6S 

86 

1.000 

0.903 

17.09 

219.00 

75.88 

119.36 

81.70 

85 

1.000 

0.906 

17.24 

258.75 

69.11 

78.36 

67.98 

34 

1.000 

0.744 

17.46 

302.26 

57.07 

82 

0.888 

0.909 

17.18 

129.83 

69.23 

101.03 

74.9Q 

31 

0.888 

0.904 

17.20 

154.25 

68.82 

111.16 

82.81 

83 

0.883 

0.901 

17.19 

166.00 

68.60 

113.91 

85.18 

80 

0.883 

0.896 

17.20 

172.88 

68.25 

114.80 

86.23 

29 

0.883 

0.892 

17.21 

181.50 

67.97 

116.61 

87.81 

27 

0.883 

0.888 

17.25 

188.00 

67.77 

117.27 

88.45 

26 

0.883 

0.886 

17.30 

194.00 

67.71 

117.49 

88.44 

28 

0.883 

0.886 

17.23 

197.25 

67.48 

117.06 

88.85 

25 

0.883 

0.883 

17.81 

201.76 

67.49 

116.07 

87.61 

24 

0.883 

0.857 

17.28 

218.25 

66.42 

109.77 

86.68 

28 

0.883 

0.818 

17.81 

227.00 

62.53 

96.28 

78.81 

22 

0.883 

0.761 

17.42 

244.26 

58.82 

73.96 

64.19 

21 

0.883 

0.620 

17.66 

291.76 

47.83 

69 

0.760 

0.886 

17.28 

124.75 

63.78 

91.41 

78.19 

68 

0.750 

0.889 

17.28 

148.75 

68.98 

10S.58 

88.9S 

67 

0.750 

0.834 

17.23 

168.76 

68.60 

109.36 

87.99 

64 

0.760 

0.830 

17.24 

179.26 

68.26 

110.72 

89.51 

65 

0.750 

0.829 

17.28 

182.00 

68.20 

U0.77 

89.69 

63 

0.750 

0.828 

17.26 

186.25 

68.12 

111.66 

90.« 

66 

0.750 

0.824 

17.28 

188.67 

62.86 

U0.8S 

90.81 

62 

0.750 

0.821 

17.29 

191.75 

62.72 

110.32 

89.79 

61 

0.750 

0.809 

17.30 

197.50 

61.81 

107.64 

88.76 

60 

0.750 

0.796 

17.84 

208.25 

60.86 

104.62 

87.4S 

59 

0.750 

0.768 

17.88 

212.50 

58.80 

?!:S 

88.S 

58 

0.750 

0.698 

17.56 

237.00 

58.81 

67.64 

57 

0.750 
0.667 

0.578 
0.726 

17.75 
17.27 

287.00 
106.26 

44.82 
55.48 

20 

70.78 

65.20 

19 

0.667 

0.737 

17.26 

148.67 

66.25 

90.93 

82.99 

18 

0.667 

0.739 

17.25 

161.00 

66.89 

96.65 

86.61 

17 

0.667 

0.738 

17.24 

168.50 

66.31 

96.94 

88.06 

16 

0.667 

0.733 

17.27 

178.67 

56.92 

96.76 

88.36 

15 

0.667 

0.722 

17.80 

179.26 

66.17 

96.68 

88.26 

14 

0.667 

0.699 

17.84 

189.50 

68.48 

91.81 

87.99 

18 

0.667 

0.671 

17.89 

201.75 

61.87 

86.52 

84.49 

11 

0.667 

0.508 

17.63 

280.75 

89.17 
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1 

3 

8 

4 

6 

6 

7 

8 

» 

8 

0.600 

0.661 

17.82 

U7.00 

42.96 

00.28 

69.39 

7 

0.600 

0.646 

17.91 

136.00 

42.46 

66.40 

76.84 

10 

0.600 

0.648 

17.67 

161.00 

42.28 

68.68 

80.96 

6 

0.600 

0.648 

18.06 

167.60 

42.72 

71.64 

81.80 

9 

0.600 

0.647 

17.71 

157.00 

42.28 

69.41 

81.73 

5 

0.500 

0.639 

18.12 

167.60 

42.11 

71.06 

82.10 

4 

0.600 

0.612 

18.13 

187.00 

40.02 

67.96 

e.68 

3 

0.600 

0.488 

18.18 

213.00 

88.21 

68.06 

73.68 

2 

0.600 

0.460 

18.07 

232.00 

85.92 

42.16 

67.26 

1 

0.600 

0.402 

18.20 

276.00 

81.60 

i2 

0.333 

0.362 

18.18 

96.00 

28.86 

84.88 

69.68 

65 

0.833 

0.861 

18.01 

117.33 

28.10 

89.06 

68.09 

61 

0.888 

0.848 

18.19 

138.00 

27.26 

40.27 

71.64 

64 

0.338 

0.347 

18.21 

139.67 

27.20 

40.60 

72.28 

63 

0.338 

0.340 

18.22 

142.67 

26.62 

89.16 

71.18 

66 

0.833 

0.883 

18.06 

148.00 

26.00 

87.64 

70.69 

50 

0.333 

0.316 

18.26 

201.67 

24.82 

86.64 

71.28 

Digiti 
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Test  Data  of  Turbine  Water  Wheels. 


TABLE  82. 
Holyoke  Teaii  of  a  SO-inch  Right  Hand  Smith  (Type  K)  Twrhine. 
8,  Morgan  Smith  Co.      Swing-gate^    Conical  Draft-tube. 


Made  hy 


Proportional  part  of 

Quan- 

Dura- 
tion of 

tity  of 
water 

Power 
devel- 

Effic- 
iency 

the  foil 

the  full 

Head 

Revolu- 

Number 

opening 

dls- 

acting 

the 

tions 

dis- 

oped by 

of  the 

of  the 

of  the 

charge  of 

on  the 

experi- 

of the 

charged 

^e 

wheel 

experi- 

speed- 

the 

wheel. 

ment. 

wheel. 

by  the 

wheel. 

ment. 

gate. 

wheel. 

wheel. 
Cubic  ft. 

In  per 

Percent 

In  feet. 

Inmin. 

Per  min. 

per  sec 

H.P. 

cent 

1 

3 

8 

4 

5 

e 

7 

8 

0 

21 

1.000 

0.869 

16.60 

149.60 

74.08 

106.48 

S1.24 

20 

1.000 

0.851 

15.66 

164.50 

78.50 

109.22 

83.12 

19 

1.000 

0.842 

15.68 

183.67 

72.79 

110.86 

80.69 

18 

1.000 

0.837 

15.70 

204.50 

72.36 

m.09 

86.22 

17 

1.000 

0.815 

15.74 

225.26 

70.52 

101.97 

81.00 

16 

1.000 

0.744 

15.88 

244.26 

64.70 

73.71 

63.26 

15 

1.000 

0.613 

16.19 

298.75 

53.82 



27 

0.928 

0.793 

16.69 

126.00 

68.36 

91.26 

75.61 

26 

0.928 

0.794 

15.60 

142.00 

68.42 

98.67 

81.43 

25 

0.928 

0.790 

16.67 

154.25 

68.21 

102.41 

84.49 

23 

0.928 

0.784 

15.69 

162.00 

67.80 

103.66 

S.91 

24... 

0.928 

0.783 

16.68 

166.00 

67.66 

104.20 

86.61 

22 

0.928 

0.780 

16.70 

174.75 

67.46 

106.48 

87.83 

28 

0.928 

0.777 

15.68 

183.25 

66.90 

106.06 

88.89 

29 

0.928 

0.773 

16.66 

194.33 

66.56 

105.57 

89.89 

80 

0.928 

0.750 

15.68 

204.00 

64.63 

98.61 

S6.26 

81 

0.928 

0.667 

16.70 

232.75 

57.69 

70.24 

68.88 

82 

0.928 

0.664 

15.92 

291.33 

48.23 

77 

0.838 

0.757 

16.71 

114.-ffr 

66.62 

88.06 

71.15 

76 

0.838 

0.759 

16.78 

128.60 

65.80 

89.97 

76.40 

75 

0.838 

0.769 

16.77 

144.76 

65.80 

96.96 

82.41 

74 

0.838 

0.759 

15.66 

153.83 

65.52 

99.86 

85.43 

73 

0.838 

0.758 

15.64 

160.00 

66.38 

100.44 

86.61 

78 

0.838 

0.756 

15.60 

164.25 

66.11 

101.12 

87.T9 

72 

0.838 

0.753 

16.65 

168.50 

66.04 

101.70 

88.10 

79 

0.888 

0.751 

16.49 

172.50 

64.49 

101.00 

89.15 

80 

0.838 

0.747 

16.64 

184.83 

64.29 

102.86 

90.84 

81 

0.838 

0.719 

16.64 

198.00 

62.04 

96.61 

86.88 

82 

0.838 

0.647 

15.78 

230.33 

66.11 

69.51 

69  JS 

88 

0.838 

0.646 

16.01 

291.60 

47.67 

98 

0.752 

0.691 

15.62 

140.38 

69.42 

84.70 

80.99 

99 

0.752 

0.698 

15.61 

149.00 

69.56 

88.14 

81.14 

94 

0.752 

0.699 

15.66 

157.76 

60.16 

92.36 

87.07 

98 

0.752 

0.696 

16.66 

164.76 

60.09 

98.47 

88.21 

96 

0.752 

0.697 

16.66 

166.40 

69.96 

92.40 

87,40 

92 

0.752 

0.696 

15.66 

172.00 

69.82 

93.44 

88.57 

96 

0.752 

0.687 

16.62 

174.17 

69.09 

92.51 

88.96 

97 

0.752 

0.681 

15.61 

177.67 

68.49 

91.16 

88.60 

34 

0.752 

0.688 

16.12 

171.26 

60.29 

98.20 

89.09 

88 

0.752 

0.679 

16.14 

178.50 

68.55 

96.97 

88.90 

89 

0.T14 

0.640 

16.16 

128.00 

66.17 

78.08 

76.80 

38 

0.T14 

0.644 

16.16 

138.25 

66.60 

81.78 

78.96 

35 

0.714 

0.666 

16.16 

168.00 

67.66 

90.60 

85.92 

87 

0.714 

0.649 

16.15 

160.26 

56.90 

89.96 

86.38 

43 

0.714 

0.647 

16.11 

164.26 

56.63 

90.TI 

87.68 

86 

0.714 

0.651 

16.15 

168.40 

67.10 

91.48 

87.47 

40........ 

0.714 

0.644 

16.14 

169.60 

66.44 

90.08 

87.15 

41 

0.714 

0.636 

16.18 

172.20 

55.78 

88.86 

86.68 

42 

0.T14 

0.623 

16.15 

177.60 

64.67 

85.71 

K.60 

44 

0.714 

0.668 

16.23 

206.26 

49.98 

74.69 

81.28 

46 

0.714 

0.635 

16.81 

236.76 

47.17 

67.16 

66.S1 

46 

0.714 

• 

0.456 

16.46 

287.76 

40.89 

Digitized  by 
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1 

a 

8 

4 

5 

6 

7 

8 

9 

64 

0.656 

0.609 

16.97 

2 

106.50 

53.11 

64.28 

66.83 

63 

0.666 

0.611 

15.96 

3 

145.00 

58.24 

78.77 

81.74 

62 

0.666 

0.614 

15.96 

160.25 

53.60 

81.25 

83.90 

60 

0.656 

0.602 

16.01 

166.25 

52.54 

80.28 

84.15 

61 

0.666 

0.599 

16.01 

168.00 

52.28 

79.60 

83.88 

59 

0.656 

0.590 

16.04 

173.00 

61.58 

80.40 

86.69 

68 

0.656 

0.583 

16.07 

176.33 

51.00 

79.82 

85.88 

65 

0.656 

0.569 

16.02 

182.67 

49.68 

77.18 

85.51 

66 

0.656 

0.544 

16.07 

199.50 

47.61 

72.25 

83.27 

67 

0.656 

0.438 

16.29 

284.83 

88.57 

91 

0.536 

0.496 

16.93 

124.33 

43.13 

57.78 

74.16 

90 

0.536 

0.494 

15.92 

138.33 

43.01 

60.96 

78.49 

S9 

0.536 

0.493 

16.96 

149.00 

43.01 

62.95 

80.92 

S6 

0.536 

0.484 

16.01 

159.00 

42.29 

62.38 

81.24 

87 

0.536 

0.473 

16.01 

169.00 

41.28 

61.20 

81.66 

88 

0.536 

0.458 

16.02 

180.50 

39.98 

59.92 

82.49 

85 

0.536 

0.455 

16.09 

191.75 

39.80 

57.87 

79.68 

84 

0.536 

0.367 

16.29 

272.80 

32.30 

63 

0.409 

0.384 

16.51 

97.75 

84.01 

39.53 

62.06 

52 

0.409 

0.376 

16.54 

127.67 

33.40 

45.47 

72.57 

51 

0.409 

0.372 

16.55 

139.67 

33.07 

46.37 

74.70 

50 

0.409 

0.364 

16.58 

147.67 

32.35 

46.46 

74.73 

49 

0.409 

0.358 

16.60 

154.00 

31.86 

44.62 

74.39 

48 

0.409 

0.354 

16.62 

161.50 

31.48 

43.87 

73.93 

54 

0.409 

0.349 

16.58 

170.50 

81.04 

42.19 

72.29 

47 

0.409 

0.347 

16.65 

174.25 

30.93 

42.07 

72.03 

55 

0.409 

0.340 

16.60 

186.75 

30.23 

39.45 

69.32 

56 

0.409 

0.320 

16.65 

221.67 

28.46 

26.78 

49.79 

57 

0.409 

0.290 

16.68 

258.67 

25.87 

70 

0.104 

0.102 

17.01 

158.67 

9.16 

71 

0.138 

0.121 

16.97 

182.00 

10.86 

69 

0.171 

0.142 

16.90 

201.67 

12.77 

68 

0.226 

0.189 

16.80 

223.00 

16.86 
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TABLE  83. 

HohfOke  TeMii  of  a  284nch  Right  Hand  Wellman^eaver-Morgan  Oo.  (Runner 

No.  W  TurUne,    Swing-gate,    Conical  Draft-tube. 


Proportional  part  of 

Quan- 

Dura- 

tity of 

Power 

Effic- 

the full 

Head 

tion  of 

Revolu- 

water 

devel- 

iency 

Kamber 

opening 

dis- 

acting 

the 

tions 

dis- 

oped by 

of  the 

of  the 

of  the 

charge  of 

on  the 

experi- 

of the 

charged 
by  the 

the 

wheel 

ezperi- 

Bpeed- 

the 

wheel. 

ment. 

wheel. 

wheel. 

ment 

gate. 

wheel. 

wheel. 
Cubic  ft 

In  per 

In  Inches. 

Per  cent 

In  feet. 

Inmin. 

Permln. 

per  sec 

H.P. 

ce£t 

1 

2 

8 

4 

5 

« 

7 

8 

9 

9 

3.20 

1.018 

17.20 

134.00 

79.68 

118.22 

72.84 

8 

3.20 

1.013 

17.26 

166.80 

79.39 

123.02 

79.n 

7 

3.20 

1.000 

17.16 

171.50 

78.16 

124.20 

81.16 

6 

8.20 

0.988 

17.20 

181.76 

76.91 

120.65 

80.42 

I 

8.20 

0.970 

17.23 

196.60 

75.98 

118.59 

79.87 

4 

8.20 

0.969 

17.25 

214.75 

76.11 

116.64 

79.« 

8 

8.20 

0.968 

17.30 

235.25 

74.75 

118.58 

77.44 

2 

3.20 

0.948 

17.81 

257.75 

74.39 

106.89 

74.56 

1 

8.20 

0.944 

17.82 

281.00 

74.U 

101.75 

69.90 

17 

2.80 

0.929 

17.24 

146.75 

72.74 

118.36 

79  71 

16 

2.80 

0.917 

17.28 

160.60 

71.89 

116.23 

82.60 

16 

2.80 

0.901 

17.36 

174.25 

70.83 

115.67 

8S.96 

14 

2.80 

0.890 

17.43 

193.50 

70.18 

116.78 

84.24 

18 

2.80 

0.887 

17.46 

215.75 

69.92 

U7.19 

84.69 

12 

2.80 

0.884 

17.46 

240.60 

69.64 

U6.ll 

84.25 

U 

2.80 

0.878 

17.47 

262.00 

69.22 

110.68 

80.70 

10 

2.80 

0.868 

17.49 

274.00 

67.69 

99.21 

73.88 

16 

2.40 

0.801 

17.48 

144.25 

63.16 

96.87 

78.57 

25 

2.40 

0.792 

17.65 

163.75 

62.62 

108.76 

83.25 

24 

2.40 

0.788 

17.61 

183.00 

62.21 

107.13 

86.7Z 

22 

2.40 

0.784 

17.62 

202.60 

61.94 

109.99 

89.37 

27 

2.40 

0.786 

17.63 

213.75 

62.07 

110.94 

89.90 

28........ 

2.40 

0.786 

17.62 

215.40 

62.07 

110.49 

89.59 

28........ 

2.40 

0.786 

17.64 

222.60 

62.07 

111.60 

90.31 

21 

2.40 

0.784 

17.62 

228.25 

61.87 

110.20 

89.61 

20 

2.40 

0.769 

17.62 

241.00 

60.73 

108.06 

85.48 

19...*.... 

2.40 

0.7S0 

17.56 

260.25 

59.32 

94.84 

79.77 

18 

2.40 

0.729 

17.60 

275.25 

57.66 

88.06 

72.17 

46 

2.18 

0.749 

17.64 

59.82 

106.19 

89.48 

60 

2.18 

0.749 

17.69 

59.45 

107.46 

90.10 

44 

2.18 

0.749 

17.64 

69.82 

107.62 

90.69 

49 

2.18 

0.750 

17.66 

69.46 

106.87 

91.01 

46 

2.18 

0.749 

17.60 

69.25 

107.94 

91.27 

48 

2.18 

0.747 

17.63 

59.19 

106.M 

90.31 

47 

2.18 

0.745 

17.68 

58.92 

106.91 

90.16 

48 

2.18 

0.739 

17.58 

58.45 

103.88 

88.71 

42 

2.18 

0.739 

17.67 

58.59 

103.76 

88.38 

41 

2.18 

0.732 

17.70 

68.12 

100.96 

86.64 

89 

2.00 

0.700 

17.70 

148.50 

65.56 

86.60 

77.61 

84 

2.00 

0.701 

17.61 

157.50 

55.49 

90.80 

81.48 

82 

2.00 

0.701 

17.68 

175.75 

56.49 

95.46 

86.04 

81 

2.00 

0.700 

17.68 

193.60 

66.42 

99.26 

89.58 

40 

2.00 

0.699 

17.68 

202.33 

56.42 

100.74 

90.66 

80 

2.00 

0.696 

17.65 

206.75 

65.16 

99.82 

90.40 

83 

2.00 

0.688 

17.62 

214.50 

54.61 

97.08 

89.13 

86 

2.00 

0.689 

17.64 

214.86 

54.57 

97.25 

89.08 

29 

2.00 

0.683 

17.70 

226.25 

54.18 

96.58 

87.88 

86 

2.00 

0.667 

17.74 

246.00 

62.96 

89.06 

83.60 

87 

2.00 

0.648 

17.T7 

265.25 

61.56 

80.04 

77.04 

88 

2.00 

0.633 

17.81 

283.75 

50.40 

68.50 

67.29 
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TABLE  83 — Continued. 


1 

2 

S 

4 

6 

6 

7 

8 

» 

58 

67 

66 

55 

54 

53 

62 

51 

66 

64 

63 

62 

61 

60 

59 

70 

69 

68 

66 

67 

78 

72 

71 

74 

76 

76 

77 

78 

1.60 
1.60 
1.60 
1.60 
1.60 
1.60 
1.60 
1.60 

1.18 
1.18 
1.18 
1.18 
1.18 
1.18 
1.18 

0.88 
0.88 
0.88 
0.88 
0.88 

8.20 
2.80 
2.40 
2.18 
2.00 
1.60 
1.18 
0.88 

0.549 
0.562 
0.560 
0.543 
0.532 
0.522 
0.507 
0.497 

0.399 
0.396 
0.392 
0.386 
0.378 
0.374 
0.860 

0.290 
0.284 
0.280 
0.276 
0.268 

0.821 
0.740 
0.643 
0.590 
0.560 
0.442 
,    0.333 
0.258 

18.05 
18.06 
18.10 
18.13 
18.23 
18.25 
18.26 
18.20 

■      18.80 
18.30 
18.32 
18.33 
18.36 
18.38 
18.40 

18.51 
18.62 
18.66 
18.59 
18.64 

17.64 
17.75 
17.84 
17.92 
17.98 
18.12 
18.36 
18.47 

4 

5 

4 

3 
4 

3 

149.25 
168.40 
184.00 
200.00 
216.00 
237.25 
261.00 
282.60 

154.00 
168.00 
184.60 
203.50 
219.25 
233.75 
261.00 

158.33 
180.00 
196.00 
217.75 
266.26 

868.25 
366.25 
360.00 
364.26 
350.75 
832.00 
306.75 
281.50 

44.02 
44.26 
44.14 
48.60 
42.87 
42.03 
40.84 
89.96 

32.18 
31.90 
31.69 
31.19 
80.54 
80.27 
29.14 

28.50 
23.15 
22.81 
22.47 
21.79 

65.07 
68.79 
61.23 
47.09 
43.96 
85.46 
26.94 
20.92 

70.26 
74.19 
76.51 
76.04 
75.61 
71.59 
63.00 
51.15 

51.12 
50.69 
60.10 
49.12 
46.31 
42.33 
81.60 

36.86 
83.67  . 
29.87 
26.28 
15.40 

77.97 
.    81.84 
83.34 
84.82 
86.30 
82.30 
74.60 
62.01 

76.54 
76.57 
76.10 
75.77 
72.87 
67.07, 
61.81 

71.67 
68.89 
61.92 
66.48 
83.44 
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TABLE  84. 
Hoiyoke  Testa  of  a  26,814nch  Right  Hand  J.  P.  Morris  (Runner  "JTV  Turbine. 
Swing-gate.    Conical  Draft-tube. 


Number 
of  the 

experi- 
ment. 


66. 
55. 
63. 
52. 
51. 
54. 
50. 
48. 
49. 
47. 
46. 
45. 
44. 

67. 
66. 
65. 
64. 
63. 
61. 
60. 
62. 
59. 
5S, 
57. 

21. 
19. 
17. 
18, 
20. 
16. 
22, 
15, 

72. 
71. 
73 
70. 
74, 
83, 
69. 
g. 
77. 
75. 

sn. 

S2. 
S5, 
76, 
81. 
7S. 
79, 
80. 
S4, 


Proportional  part  of 


opening 
of  the 
speed- 
gate. 

In  inches. 


4.00 
4.00 
4.00 
4.00 
4.00 
4.00 
4.00 
4.00 
4.00 
4.00 
4.00 
4.00 
4.00 

8.50 
3.50 
3.50 
3.50 
3.50 
3.50 
3.50 
8.50 
8.50 
3.50 
3.50 

3.00 
3.00 
3.00 
3.00 
3.00 
3.00 
3.00 
3.00 
8.00 

2.65 
2.65 
2.65 
2.65 
2.66 
2.65 
2.65 
2.65 
2.65 
2.65 
2.65 
2.65 
2.65 
2.65 
2.65 
2.65 
2.65 
2.66 
2.65 


the  full 

dis- 
charge of 
the 
wheel. 

Per  cent 


1.013 
1.010 
1.003 
1.001 
0.998 
0.998 
0.999 
1.000 
1.000 
1.004 
1.001 
0.984 
0.947 

0.921 
0.924 
0.919 
0.918 
0.918 
0.918 
0.920 
0.921 
0.922 
0:911 
0.840 

0.823 
0.827 
0.830 
0.S29 
0.829 
0.832 
0.S33 
0.816 
0.783 

0.760 
0.769 
0.770 
0.769 
0.772 
0.772 
0.768 
0.764 
0.773 
0.772 
0.772 
0.770 
0.770 
0.770 
0.769 
0.768 
0.767 
0.766 
0.748 


Head 
acting 
on  the 
wheel. 


In  feet. 


17.36 
17.38 
17.40 
17.39 
17.43 
17.41 
17.42 
17.35 
17.41 
17.33 
17.22 
17.24 
17.32 

17.66 
17.56 
17.59 
17.62 
17.61 
17.58 
17.58 
17.58 
17.57 
17.56 
17.67 

17.37 
17.85 
17.32 
17.33 
17.40 
17.32 
17.35 
17.34 
17.40 

17.37 
17.30 
17.41 
17.22 
17.45 
17.48 
17.24 
17.04 
17.47 
17.44 
17.47 
17.47 
17.46 
17.45 
17.48 
17.47 
17.48 
17.48 
17.50 


Dtira- 
tion  of 

the 
experi- 
ment 


Inmin. 
6 


Revolu- 
tions 
of  the 
wheel. 


Per  mln. 


159.00 
189.00 
200.50 
211.00 
222.00 
225.00 
232.00 
239.00 
250.25 
272.25 
301.00 
323.60 
340.00 

149.00 
177.25 
197.00 
212.50 
226.00 
229.75 
240.50 
247.50 
268.25 
299.00 
333.60 

160.33 
182.00 
212.67 
223.50 
282.00 
240.25 
245.00 
272.25 
299.75 

170.00 
204.33 
214.75 
215.26 
223.76 
230.25 
220.25 
216.25 
232.00 
233.75 
233.20 
234.26 
236.00 
235.67 
237.00 
238.50 
240.67 
243.00 
269.25 


Quan- 
tity of 
water 
dis- 
charged 
by  the 
wheel. 
Cubic  ft. 
per  sec. 


66.17 
65.97 
65.55 
65.42 
65.28 
65.28 
65.35 
65.28 
65.42 
65.48 
65.07 
64.04 
61.74 

60.52 
60.66 
60.39 
60.39 
60.39 
60.32 
60.46 
60.52 
60.59 
59.85 
55.36 

53.79 
53.99 
54.11 
64.11 
54.18 
54.24 
54.38 
53.28 
61.17 

49.65 
50.16 
50.34 
50.03 
50.53 
50.59 
49.96 
49.40 
50.66 
60.63 
50.59 
50.47 
50.40 
50.40 
50.40 
50.84 
50.28 
50.15 
49.02 


Power 
devel- 
oped by 

the 
wheel. 


H.  P. 


8 


96.26 

101.83 

101.96 

102.0 

102.14 

102.16 

102.63 

101.28 

101.51 

98.89 

91.11 

78.36 

61.75 

9o.ao 

96.58 

9S.99 

100.35 

101.26 

101.54 

101.92 

101.89 

101.62 

90.51 

60.57 

82.50 
88.15 
92.70 
93.36 
94.10 
94.54 
94.93 
87.36 
72.59 

79.26 
86.59 
89.06 
87.31 
90.06 
90.61 
86.67 
84.70 
90.59 
90.57 
90.35 
90.06 
90.01 


89.62 
88.88 
88.27 
81.50 


Effic- 
iency 
of  the 
wheeL 


In  per 
cent. 


73. S9 
78.31 
78.83 
79. » 
79.15 
79.26 
79.il 
7S.85 
78.58 
76.  S4 
n.TO 
62  .58 
50.93 

74.84 
79.94 
82.17 
83.15 
83.94 
84.43 
84.55 
84.44 
84.17 
75.98 
54.60 

77.86 
82.97 
87.a 
87.79 
S8.01 
88. T3 
SS.71 
83.37 
71.88 

81.08 

88.00 

89.60 

89.96 

90.08 

90.34 

88.72 

88.72 

90.25 

90.62 

90.14 

90.05 

90.19 

90.U 

89.75 

89.75 

89.16 

8S.7B 

81.77 
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1 

2 

S 

4 

6 

6 

7 

8 

0 

IS 

2.60 

0.712 

17.61 

46.71 

72.57 

11 

2.60 

0.718 

17.49 

47.09 

80.08 

7 

2.60 

0.727 

17.61 

47.66 

87.44 

12 

2.60 

0.728 

17.47 

47.71 

89.19 

10 

2.60 

0.729 

17.47 

47.77 

90.06 

8 

2.60 

0.728 

17.48 

47.71 

89.92 

6 

2.60 

0.728 

17.47 

47.71 

89.57 

9 

2.60 

0.726 

17.49 

47.59 

89.68 

6 

2.60 

0.726 

17.48 

47.59 

vr»    wv 

89.61 

4 

2.60 

0.716 

17.51 

46.96 

82.04 

87.97 

3 

2.50 

0.704 

17.62 

46.16 

77.49 

84.49 

2 

2.50 

0.682 

17.66 

44.81 

68.77 

77.11 

1 

2.50 

0.668 

17.69 

43.23 

66.48 

66.49 

82 

2.00 

0.582 

17.77 

139.33 

88.44 

66.52 

72.95 

30 

2.00 

0.587 

17.74 

166.00 

38.73 

62.31 

79.96 

29 

2.00 

0.591 

17.72 

194.33 

38.96 

67.06 

86.66 

28 

2.00 

0.582 

17.73 

208.33 

38.38 

65.58 

84.98 

26 

2.00 

0.572 

17.74 

222.00 

37.75 

64.51 

84.94 

31 

2.00 

0.570 

17.76 

226.67 

37.63 

64.60 

86.09 

27 

2.00 

0.569 

17.75 

233.33 

37.57 

64.27 

84.98 

25 

2.00 

0.565 

17.75 

243.00 

37.34 

68.26 

84.15 

83 

2.00 

0.565 

17.78 

256.00 

37.34 

61.99 

82.33 

24 

2.00 

0.550 

17.76 

272.25 

86.31 

67.69 

78.88 

28 

2.00 

0.521 

17.81 

296.50 

34.44 

44.88 

64.51 

43 

1.25 

0.367 

18.21 

145.67 

24.54 

37.06 

73.06 

42 

1.26 

0.366 

18.28 

158.25 

24.49 

38.82 

75.68 

41 

1.25 

0.363 

18.26 

168.00 

.   24.34 

88.65 

76.67 

40 

1.26 

0.357 

18.27 

182.00 

28.89 

87.46 

75.68 

89 

1.25 

0.347 

18.27 

205.50 

28.25 

86.08 

74.89 

88 

1.26 

0.343 

18.27 

217.75 

22.96 

85.59 

74.81 

86 

1.26 

0.339 

18.82 

227.75 

22.71 

84.47 

78.05 

87 

1.25 

0.337 

18.30 

236.50 

22.57 

82.93 

70.80 

35 

1.25 

0.331 

18.87 

260.20 

22.23 

80.29 

65.41 

84 

1.25 

0.320 

18.48 

289.25 

21.60 

17.61 

88.97 

92 

4.00 

0.824 

17.48 

882.00 

53.92 

91 

3.60 

0.706 

17.67 

875.67 

46.53 

90 

3.00 

0.610 

17.78 

867.50 

40.31 

89 

2.50 

0.522 

17.96 

359.00 

84.67 

88.. 

2.00 

0.439 

18.11 

848.75 

29.26 

' 

87 

1.26 

0.300 

18.25 

817.33 

20.06 
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TABUS  85. 

Holyohe  Tests  of  a  Sl-inch  Right  Hand  Special  Victor  Turbine. 
Piatt  Iron  Works.    Swing-go^.    Conical  Draft-tube. 


Made  (y 


Proportional  part  of 

Qnon- 

Dura- 

Utyof 

Power 

Effic- 

the full 

the  fuU 

Head 

tion  of 

ReYoln- 

water 

devel- 

iency 

Number 

opening 

dis- 

acting 

the 

tions 

dis- 

oped by 

of  the 

of  the 

of  the 

charge  of 

on  the 

experi- 

of the 

charged 

tte 

wheel 

experi- 

speed- 

the 

wheel. 

ment 

wheel. 

by  the 

wheel. 

ment. 

gate. 

wheel. 

wheel. 
Cubic  ft. 

In  per 

Per  cent 

In  feet 

Inmin. 

Per  min. 

per  sec. 

H.P. 

cent 

1 

2 

8 

4 

5 

6 

7 

8 

9 

60 

1.000 

0.979  \ 

16.52 

4 

77.00 

184.51 

227.82 

70.34 

49 

1.000 

0.989 

16.49 

89.75 

186.10 

247.44 

75.78 

48 

1.000 

0.992 

16.62 

99.33 

186.97 

260.49 

79.25 

47 

1.000 

0.998 

15.62 

104.80 

187.11 

264.27 

S0.:4 

46 

1.000 

0.997 

15.49 

110.76 

187.69 

268.10 

81.41 

45 

1.000 

0.999 

16.49 

118.60 

188.13 

270.92 

S2.0g 

61 

1.000 

1.000 

15.47 

122.75 

188.13 

272.39 

82.63 

44 

1.000 

0.999 

15.53 

128.00 

188.27 

271.13 

gl.ST 

43 

1.000 

0.986 

15.69 

133.50 

186.24 

256.84 

77.79 

42 

1.000 

0.969 

16.67 

141.75 

183.61 

238.30 

73.16 

41 

1.000 

0.791 

16.48 

188.25 

153.67 

9 

0.781 

0.888 

15.94 

76.00 

159.14 

2M.42 

71.14 

8 

0.781 

0.844 

15.90 

88.60 

160.91 

226.14 

7S.0J 

7 

0.781 

0.848 

16.90 

96.60 

161.74 

238.46 

81.86 

6 

0.781 

0.860 

15.90 

103.60 

162.15 

243.59 

88.41 

5 

0.781 

X).863 

16.89 

107.60 

162.70 

245.77 

83.91 

10 

0.781 

0.862 

16.87 

U0.75 

162.42 

246.76 

84.17 

4 

0.781 

0.849 

15.92 

114.25 

162.01 

245.86 

84.15 

8 

0.781 

0.842 

16.96 

119.26 

161.05 

240.66 

82.5S 

2 

0.781 

0.834 

15.98 

126.26 

159.64 

233.46 

80.86 

1 

0.V81 

0.825 

16.06 

132.75 

158.18 

223.16 

77.S6 

40 

0.626 

0.719 

16.43 

75.20 

139.87 

184.67 

71.16 

89 

0.625 

0.725 

16.87 

89.67 

140.54 

206.01 

78,CT 

88 

0.625 

0.731 

16.32 

96.00 

141.33 

214.17 

S1.J8 

87 

0.625 

0.729 

16.32 

102.75 

140.93 

214.19 

82.21 

88 

0.625 

0.724 

16.86 

106.00 

140.15 

214.24 

«3.!l 

85 

0.625 

0.728 

16.88 

109.88 

139.76 

218.20 

82.47 

84 

0.625 

0.724 

16.36 

110.00 

140.02 

210.81 

81.8 

83 

0.625 

0.716 

16.89 

115.00 

138.68 

206.79 

81.16 

82 

0.625 

0.707 

16.38 

120.40 

136.89 

202.40 

79.69 

81 

0.625 

0.692 

16.44 

127.25 

184.18 

193.68 

77.06 

30 

0.625 

0.677 

16.64 

188.75 

131.61 

179.88 

72.96 

18 

0.631 

0.683 

16.63 

71.50 

123.52 

161.07 

69.8 

17 

0.531 

0.643 

16.68 

88.00 

125.40 

175.81 

74.48 

16 

0.531 

0.642 

16.63 

93.25 

125.15 

184.96 

78.17 

15 

0.631 

0.640 

16.62 

96.67 

124.77 

185.78 

79.09 

14 

0.631 

0.635 

16.66 

104.00 

123.90 

185.82 

79.28 

13 

0.631 

0.624 

16.72 

lU.OO 

122.03 

i       182.67 

79.18 

12 

0.531 

0.613 

16.75 

115.67 

120.05 

175.01 

71.84 

11 

0.531 

0.699 

16.88 

124.00 

117.68 

166.75 

^*-S 

19 

0.631 

0.671 

16.91 

140.26 

112.88 

141.46 

66.7S 

61 

0.437 

0.666 

17.04 

78.88 

109.79 

147.98 

69.81 

60 

0.437 

0.561 

17.07 

86.26 

110.87 

162.S9 

75.16 

59 

0.437 

0.661 

17.09 

94.38 

110.87 

164.98 

76.81 

58 

0.437 

0.554 

17.18 

100.67 

109.67 

162.47 

76.96 

67 

0.437  . 

0.647 

17.16 

106.26 

108.86 

160.75 ; 

lua 
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TABLE  85— Continued. 


1 

2 

8 

4 

5 

6 

7 

8 

0 

56 

a.437 

0.526 

17.16 

4 

110.25 

105.97 

165.69 

76.69 

65 

0.437 

-    0.533 

17.18 

3 

111.67 

105.62 

153.94 

74.90 

63 

0.437 

0.525 

17.24 

116.67 

104.82 

149.06 

73.17 

54 

0.437 

0.517 

17.22 

125.67 

102.68 

148.66 

71.81 

52 

0.437 

0.506 

17.24 

133.00 

100.67 

134.15 

68.31 

29 

0.260 

0.347 

17.64 

68.50 

69.79 

89.82 

64.41 

28 

0.260 

0.346 

17.66 

77.00 

69.69 

93.20 

66.95 

27 

0.250 

0.342 

17.69 

84.75 

68.88 

91.18 

66.07 

26 

0.260 

0.333 

17.70 

91.50 

68.06 

89.22 

66.38 

26 

0.260 

0.385 

17.66 

98.50 

67.24 

86.11 

64.05 

24 

0.260 

0.332 

17.66 

102.50 

66.64 

82.71 

62.05 

22 

0.260 

0.828 

17.68 

107.50 

^.94 

80.96 

61.81 

28 

0.260 

0.824 

17.67 

112.00 

65.23 

79.08 

60.67 

21 

0.260 

0.319 

17.70 

122.00 

64.13 

73.83 

57.48 

20 

0.260 

0.308 

17.77 

142.60 

62.16 

47.91 

88.29 
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TABLE  86. 

Eolyoke  Teats  of  a  48'inch  Left  Hand  Special  McCormick  (Jolly)   Turbine. 

Made  hy  J.  and  W,  Jolly,    Bwing-gate.    Conical  Draft-tube, 


Proportional  part  of 

Dura- 
tion of 

Quan- 
tity of 
water 

Power 
devel- 

Effle- 
lencj 

the  full 

Head 

BeYOlu- 

Number 

opening 

dis- 

acting 

the 

tlons 

dis- 

oped by 

of  the 

of  the 

of  the 

on  the 

experi- 

of the 

charged 
by  the 
wheel. 

ttte 

wheeL 

experi- 

speed- 

the 

wheel. 

ment 

wheel. 

wheel. 

ment. 

gate. 

wheel. 

Cubic  ft. 

In  per 

In  inches. 

Per  cent 

Infect 

In  mm. 

Permin. 

per  sec 

n.r. 

cent 

1 

2 

S 

4 

6 

6 

7 

8 

• 

78 

8.75 

1.001 

14.96 

4 

106.50 

197.86 

26S.33 

80.19 

77 

8.75 

1.001 

14.89 

111.60 

196.91 

269.69 

81.10 

76 

8.75 

1.000 

14.91 

115.83 

196.91 

271.20 

81.45 

75 

S.76 

1.000 

14.98 

119.25 

196.91 

272.41 

81.W 

74 

8.75 

1.000 

14.88 

122.60 

196.62 

271.60 

81.86 

73 

8.76 

0.999 

14.96 

126.25 

196.62 

271.48 

81.TO 

72 

8.75 

1.001 

14.91 

130.00 

197.06 

270.76 

81.2S 

71 

8.75 

1.006 

14.95 

138.60 

197.66 

269.85 

80.8 

70 

8.75 

1.001 

14.99 

146.20 

197.50 

263.40 

78.45 

e9 

8.75 

0.828 

16.75 

202.80 

167.68 



68 

8.25 

0.939 

15.28 

108.25 

187.11 

267.07 

82.87 

67 

8.25 

0.938 

15.26 

107.00 

186.68 

289.69 

83.50 

66 

8.25 

0.985 

15.28 

111.00 

186.39 

272.21 

84.28 

65 

8.25 

0.985 

15.29 

114.60 

186.89 

278.10 

84.50 

64 

8.25 

0.935 

16.29 

118.60 

186.39 

274.67 

84.98 

63 

8.25 

0.986 

15.29 

122.25 

186.68 

275.15 

86.00 

62 

8.26 

0.987 

15.21 

128.76 

186.89 

274.87 

86.34 

61 

8.25 

0.986 

15.18 

126.75 

186.95 

2/2.51 

8S.13 

60 

8.25 

0.929 

16.19 

182.75 

184.66 

267.67 

84.11 

59 

8.25 

0.918 

16.22 

187.00 

182.64 

2^.78 

81.71 

58 

8.125 

0.899 

15.85 

ioe.75 

179.64 

261.40 

83.9 

67 

3.125 

0.899 

16.86 

109.76 

179.49 

265.45 

84.» 

66 

3.126 

0.898 

16.88 

118.50 

179.49 

266.90 

85.25 

66 

3.126 

0.898 

16.40 

118.60 

179.64 

270.69 

86.& 

68 

3.126 

0.897 

15.46 

121.76 

179.78 

269.94 

85.69 

64 

3.126 

0.896 

15.43 

128.76 

179.49 

270.21 

86.03 

62 

3.126 

0.893 

16.46 

126.60 

178.92 

267.72 

e.40 

51 

3.126 

0.886 

16.48 

130.00 

177.78 

262.03 

8S.S6 

60 

8.126 

0.871 

15.55 

186.00 

175.09 

2S3.96 

82.25 

49 

3.00 

0.871 

16.58 

106.75 

175.09 

261.78 

84.89 

48 

8.00 

0.871 

15.51 

110.75 

174.95 

264.15 

85.84 

47 

8.00 

0.871 

15.56 

•     8 

U5.00 

175.09 

266.56 

».n 

46 

8.00 

0.869 

15.56 

118.60 

174.81 

266.71 

88.46 

45 

8.00 

0.867 

15.55 

121.25 

174.89 

264.76 

86.09 

44 

3.00 

0.862 

15.58 

124.00 

173.40 

262.48 

»S 

43 

3.00 

0.868 

15.61 

125.00 

172.84 

260.35 

85.09 

42 

3.00 

0.849 

15.63 

128.25 

171.02 

264.19 

8S.8I 

41 

3.00 

0.839 

16.64 

182.25 

169.20 

248.79 

82.90 

40 

8.00 

0.828 

16.65 

186.00 

166.42 

237.57 

80.96 

89 

2.626 

0.794 

16.63 

1«>.09 

229.86 

81.00 

88 

2.626 

0.797 

16.68 

160.91 

238.71 

8S.4S 

87 

2.626 

0.797 

15.70 

160.91 

243.33 

84.93 

86 

2.626 

0.793 

16.78 

160.64 

244.56 

85.07 

36 

2.625 

0.787 

16.78 

159.41 

242.64 

85.06 

34 

2.626 

0.775 

15.78 

156.96 

238.34 

84.85 

83 

2.626 

0.766 

15.85 

155.46 

234.68 

83.98 

62 

2.625 

0.748 

16.06 

158.89 

228.84 

89.18 
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TABLE  86— Continued. 


1 

2 

S 

4 

0 

6 

7 

8 

» 

y> 

2.26 

0.709 

15.46 

92.76 

141.99 

198.18 

77.69 

T. 

2.2S 

0.709 

15.24 

96.00 

ltt.07 

191.48 

78.68 

» 

2.26 

0.712 

15.66 

106.26 

143.69 

208.60 

81.74 

88 

2.26 

0.710 

15.66 

109.00 

143.17 

206.71 

82.06 

27 

2.26 

0.097 

15.T7 

116.00 

141.07 

208.60 

82.68 

36 

2.26 

0.681 

16.96 

118.00 

138.71 

206.13 

82.10 

» 

2.26    1 

0.669 

16.06 

121.50 

136.76 

204.08 

81.93 

24 

2.25 

0.660 

16.18 

127.50 

136.21 

201.21 

81.39 

28 

2.26 

0.653 

16.17 

134.60 

133.79 

194.43 

79.23 

21 

1.876 

0.683 

16.68 

94.33 

120.91 

167.96 

74.10 

22 

1.875 

0.584 

16.60 

99.00 

120.91 

171.61 

75.85 

20 

1.875 

0.681 

16.66 

102.25 

120.42 

171.76 

76.99 

W 

1.875 

0.674 

16.69 

107.60 

119.18 

169.73 

75.69 

18 

1.875 

0.564 

16.64 

112.26 

117.21 

166.92 

74.84 

17 

1.875 

0.660 

16.69 

116.00 

116.60 

164.42 

74.60 

16 

1.876 

0.648 

16.70 

126.75 

114.16 

160.63 

74.26 

14 

1.875 

0.541 

16.78 

135.26 

112.94 

154.48 

71.87 

15 

1.876 

0.536 

16.80 

146.76 

111.78 

146.89 

69.00 

18 

1.60 

0.427 

17.26 

89.60 

90.31 

117.26 

66.87 

12 

1.60 

0.421 

17.27 

98.76 

89.30 

116.53 

66.62 

11 

1.60 

0.416 

17.28 

100.76 

87.97 

116.07 

66.75 

10 

1.60 

0.406 

17.82 

106.00 

86.64 

112.47 

66.09 

9 

1.60 

0.402 

17.38 

117.00 

86.32 

106.12 

63.28 

8 

1.60 

0.400 

17.84 

124.60 

84.88 

100.88 

60.13 

7 

1.60 

0.400 

17.88 

139.88 

84.99 

98.61 

66.88 

4 

0.76 

0.246 

17.87 

80.60 

63.03 

69.49 

66.06 

8 

0.76 

0.248 

18.02 

98.76 

53.60 

69.71 

54.61 

2 

0.75 

0.247 

17.96 

112.26 

63.32 

52.79 

48.61 

1 

0.76 

0.243 

17.96 

123.60 

62.38 

41.62 

88.94 

6 

0.75 

0.241 

17.97 

140.00 

62.01 

28.22 

26.62 

e 

0.75 

0.289 

17.96 

152.60 

61.78 
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TABLE  87. 

Holyoke  Te8t$  of  a  SOHnch  Right  Hand  Camden  Turbine.    Made  by  HytfratfNe 
Turbine  Corporation.    BvHng-gate.    Conical  Draft-tube. 


Proportional  part  of 

Quan- 

Dura- 

tity of 

Power 

Effic. 

the  full 

Head 

tion  of 

Revolu- 

water 

devel- 

lenqr 

Number 

opening 

dis- 

acting 

the 

tions 

dis- 

oped by 

of  the 

of  the 

of  the 

charge  of 

on  the 

experi- 

of the 

charged 

tiie 

wheel 

experi- 

speed- 

the 

wheeL 

ment 

WheeL 

by  the 

WheeL 

ment. 

gate. 

wheel. 

wheel. 
Cubic  ft 

In  per 

In  inches. 

Per  cent 

In  feet 

Inmin. 

Per  min. 

per  sec. 

H.P. 

cent 

1 

2 

3 

4 

6 

6 

7 

8 

9 

80 

4.50 

1.015 

15.87 

135.67 

107.34 

148.73 

77.14 

29 

4.50 

1.008 

15.92 

146.26 

106.86 

151.89 

78.88 

28 

4.50 

1.004 

15.95 

157.50 

106.50 

154.49 

S0.S5 

27 

4.50 

1.000 

15.97 

168.50 

106.14 

155.55 

81.08 

26 

4.50 

0.997 

15.97 

178.50 

106.79 

154.49 

80.7S 

25 

4.60 

0.994 

16.02 

189.33 

105.67 

152.93 

79.a 

24 

4.50 

0.992 

16.04 

200.50 

105.55 

150.39 

78.49 

23 

4.50 

0.993 

16.08 

211.60 

105.56 

146.50 

76.SI 

22 

4.00 

0.947 

16.19 

131.00 

101.21 

145.12 

78.5 

21 

4.00 

0.942 

16.22 

138.50 

100.74 

147.83 

79.94 

20 

4.00 

0.937 

16.26 

149.00 

100.27 

160.44 

81.5& 

19 

4.00 

0.933 

16.26 

161.00 

99.92 

153.28 

SS.S$ 

18 

4.00 

0.933 

16.27 

173.00 

99.92 

154.72 

84.09 

17 

4.00 

0.933 

16.29 

186.00 

100.04 

155.61 

84.x? 

16 

4.00 

0.934 

16.28 

200.00 

100.04 

156.78 

84.S1 

15 

4.00 

0.934 

16.28 

217.50 

100.04 

160.59 

81.70 

14 

4.00 

0.922 

16.33 

235.14 

98.99 

135.68 

74.U 

13 

4.00 

0.852 

16.49 

298.50 

91.91 

7 

3.50 

0.875 

17.35 

119.00 

96.83 

140.76 

74.01 

6 

3.50 

0.867 

17.42 

138.25 

96.14 

151.66 

79.9S 

«.*......" 

8.B0 

0.864 

17.43 

157.67 

95.79 

159.20 

84.S 

4 

8.50 

0.862 

17.44 

176.25 

95.67 

162.71 

86.8 

10 

3.50 

0.863 

17.86 

190.25 

96.46 

lfi4.65 

87.S0 

12 

3.50 

0.859 

16.54 

179.40 

92.81 

152.16 

87.5S 

11 

3.50 

0.860 

16.54 

184.40 

92.92 

152.14 

87.47 

3 

3.50 

0.865 

17.40 

204.00 

96.79 

164.78 

87.SS 

9 

8.50 

0.862 

17.86 

208.75 

96.84 

162.60 

86.80 

8 

3.50 

0.858 

17.89 

213.50 

96.00 

160.14 

85.64 

2 

3.50 

0.852 

17.46 

221.00 

94.54 

158.01 

81.90 

1 

3.50 

0.827 

17.52 

238.75 

91.93 

134.29 

78.67 

87 

8.00 

0.767 

16.10 

146.67 

81.74 

126.07 

84.64 

36 

3.00 

0.767 

16.16 

162.00 

81.84 

ldO.86 

87.48 

88 

3.00 

0.768 

16.12 

170.00 

81.84 

132.41 

8S.68 

35 

3.00 

0.766 

16.15 

177.00 

81.74 

132.76 

83.80 

84 

3.00 

0.758 

16.18 

187.38 

80.98 

129.70 

87.46 

83 

3.00 

0.745 

16.26 

194.50 

79.T9 

123.44 

84.07 

32 

3.00 

0.737 

16.27 

204.25 

78.98 

117.85 

81.08 

31 

3.00 

0.732 

16.26 

232.75 

78.40 

107.43 

74.46 

55 

2.60 

0.675 

15.56 

132.67 

70.73 

99.51 

79.89 

54 

2.60 

0.680 

15.56 

152.00 

71.25 

107.87 

85.97 

56 

2.60 

0.679 

15.56 

157.50 

71.14 

109.06 

87.10 

53 

2.60 

0.677 

15.59 

164.67 

71.04 

109.26 

87.17 

52 

2.60 

0.668 

15.64 

171.00 

70.11 

106.55 

8S.86 

51 

2.60 

0.659 

15.65 

178.67 

69.19 

103.09 

84.12 

50 

2.60 

0.649 

15.70 

191.67 

68.27 

90.5S 

82.04 

49 

2.60 

0.633 

15.75 

207.26 

66.74 

89.68 

76.» 
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Camden  Turbine. 
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8 


47.. 
46.. 

48.. 
45.. 
44.. 
43.. 
42.. 
41.. 
<0.. 
39.. 

65.. 
64.. 
63.. 
62.. 
61.. 
67.. 
66.. 
60. 
59., 
67. 
58.. 


2.26 
2.26 
2.25 
2.25 
2.25 
2.25 
2.25 
2.25 
2.26 
2.25 

1.75 
1.76 
1.76 
1.75 
1.76 
1.76 
1.76 
1.75 
176 
1.76 
1.76 


0.681 
0.590 
0.594 
0.589 
0.585 
0.577 
0.567 
0.561 
0.565 
0.551 

0.462 
0.459 
0.469 
0.459 
0.459 
0.459 
0.459 
0.458 
0.456 
0.452 
0.443 


15.92 
16.91 
15.87 
15.94 
15.94 
15.98 
16.03 
16.07 
16.09 
16.17 

18.02 
18.03 
18.04 
18.05 
18.08 
17.99 
18.02 
18.11 
18.14 
18.15 
18.17 


122.00 
148.00 
150.50 
160.75 
168.83 
177.50 
186.33 
194.75 
203.00 
211.26 

117.83 
126.00 
185.60 
144.75 
154.00 
154.50 
156.83 
161.76 
169.75 
177.75 
204.00 


61.56 
62.45 
62.84 
62.45 
62.06 
61.26 
60.28 
59.70 
59.12 
58.88 

52.06 
61.80 
51.80 
51.80 
51.80 
51.71 
51.71 
51.71 
51.62 
51.15 
60.14 


81.65 
89.93 
92.04 
94.60 
92.27 
90.12 
87.08 
88.15 
78.47 
73.18 

74.47 
76.83 
78.24 
79.84 
79.97 
78.89 
78.47 
79.83 
78.35 
76.92 
70.63 


73.61 
79.97 
81.55 
83.97 
82.42 
81.34 
79.62 
76.58 
72.89 
67.92 

70.U 
72.21 
73.97 
74.98 
75.44 
74.93 
74.41 
74.84 
78.93 
78.20 
68.49 
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Test  Data  of  Turbine  Water  Wheels. 


TABLE  88. 
Hotyoke  Tents  of  a  SB-inch  Right  Hand  Special  McCormick  (Jolly)  Turbine. 
Made  by  J,  and  W.  Jolly.      SvHnff-gate.    Conical  Draft-tube. 


10. 

9. 
8. 
7. 
6. 
6. 
S. 
2. 
1. 

18. 
17, 
16. 
15. 
14. 
13. 
12. 
11. 

27. 
26. 
26. 
24. 
28. 
22. 
21. 
20. 
19. 

27. 
86. 
86. 
84. 
88. 
82. 
81. 
80. 
29. 
28. 

46. 
44. 
48. 
42. 
41. 
40. 
89. 
88. 


0.864 
0.864 
0.864 
0.864 
0.864 
0.864 
0.864 
0.864 
0.864 

0.880 
U.880 
0.880 
0.880 
0.880 
0.880 
0.880 
0.830 

0.810 
0.310 
0.310 
0.810 
0.310 
0.310 
0.310 
0.310 
0.810 

0.266 
0.266 
0.266 
0.266 
0.266 
0.266 
0.266 
0.266 
0.266 
0.266 

0.228 
0.228 
0.228 
0.228 
0.228 
0.228 
0.228 
0.228 


1.004 
1.002 
1.001 
1.002 
0.999 
1.000 
1.000 
1.002 
0.819 

0.968 
0.961 
0.961 
0.962 
0.961 
0.962 
0.961 
0.966 

0.907 
0.906 
0.907 
0.909 
0.909 
0.906 
0.906 
0.899 
0.888 

0.807 
0.807 
O.807 
0.806 
0.802 
0.796 
0.786 
0.T70 
0.756 
0.741 

0.702 
0.706 
0.706 
0.694 
0.682 
0.667 
0.647 
0.636 


16.29 
16.28 
16.80 
16.22 
16.20 
16.19 
16.08 
16.01 
16.50 

16.86 
16.36 
16.87 
16.36 
16.36 
16.87 
16.84 
16.89 

16.66 
16.54 
16.54 
16.52 
16.62 
16.60 
16.49 
16.48 
16.68 

16.66 
16.68 
16.69 
16.70 
16.69 
16.71 
16.74 
16.78 
16.88 
16.88 

17.06 
16.99 
16.89 
16.90 
16.98 
16.98 
17.04 
17.06 


160.76 
167.00 
172.00 
176.75 
179.00 
184.20 
191.26 
201.20 
282.60 

164.50 
170.25 
176.00 
180.50 
186.00 
190.75 
201.25 
216.25 

161.75 
167.00 
172.00 
178.00 
183.26 
188.00 
192.60 
199.50 
208.00 

156.26 
161.26 
166.00 
168.00 
171.00 
173.00 
179.00 
185.50 
192.00 
198.25 

140.00 
151.00 
156.60 
161.60 
167.00 
178.76 
184.60 
196.00 


129.18 
128.80 
128.80 
128.66 
128.17 
128.17 
127.54 
127.79 
106.97 

124.15 
128.90 
123.90 
124.02 
123.90 
124.02 
123.77 
123.40 

117.58 
117.70 
117.58 
117.70 
117.70 
117.38 
117.21 
U6.86 
114.40 

106.08 
106.03 
106.08 
104.91 
104.44 
108.97 
102.44 
100.67 
96.83 
96.99 

92.43 
92.66 
92.32 
90.96 
89.41 
87.64 
85.10 
R3.flR 


192.81 

80.64 

193.03 

81.28 

193.84 

81.47 

192.96 

81.67 

191.88 

81.83 

191.62 

81.48 

187.90 

81.15 

186.05 

80.24 

192.04 

83.48 

191.86 

88.S7 

193.26 

84.08 

192.98 

83.98 

193.49 

84.21 

192.92 

88.85 

191.91 

88.75 

186.60 

81.41 

186.96 

84.78 

188.20 

S6.80 

188.87 

85.69 

190.81 

86.86 

190.63 

86.51 

190.14 

86.66 

189.13 

86.84 

1M.47 

84.88 

175.96 

82.11 

170.47 

86.96 

172.40 

86.88 

173.55 

87.86 

174.76 

88.02 

172.94 

87.S4 

168.97 

86.83 

166.52 

86.17 

160.81 

84.08 

155.35 

82.41 

148.96 

80.28 

141.59 

79.28 

148.85 

83.15 

149.28 

84.46 

147.47 

84.63 

144.77 

84.89 

140.58 

83.96 

183.29 

81.10 

124.60 

77.02 
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Special  McCormick  Turbine. 
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1 

2 

8 

4 

6 

6 

7 

8 

» 

5S 

0.203 

0.612 

17.19 

180.76 

80.85 

117.12 

74.86 

62 

0.203 

0.617 

17.20 

143.76 

81.61 

;24.61 
lS.12 

78.83 

61 

0.203 

0.616 

17.22 

160.60 

81.89 

79.40 

60 

0.208 

0.609 

17.23 

164.50 

80.62 

125.00 

79.61 

49 

0.208 

o.eoo 

17.23 

158.60 

79.84 

123.66 

79.82 

48 

0.203 

0.683 

17.28 

168.75 

77.20 

121.91 

80.63 

47 

0.203 

0.670 

17.30 

177.50 

76.61 

117.97 

79.58 

46 

0.208 

0.662 

17.84 

191.57 

74.56 

iio.n 

75.56 

m 

0.177 

0.494 

17.46 

126.26 

65.78 

91.20 

70.16 

'69 

0.177 

0.497 

17.46 

189.26 

66.14 

96.67 

78.79 

68 

0.177 

0.496 

17.60 

148.75 

66.94 

96.64 

78.06 

67 

0.177 

0.488 

17.61 

148.00 

66.18 

94.09  1 

72.80 

66 

0.177 

0.477 

17.64 

164.75 

63.73 

90.46 

71.40 

166 

0.177 

0.461 

17.69 

187.00 

61.66 

86.46 

70.46 

64 

0.177 

0.466 

17.60 

197.60 

60.88 

79.90 

65.80 
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Test  Data  of  Turbine  Water  Wheels. 


TABLE  89. 
Holyoke  Tests  of  a  SOAnch  Right  Hand  Allis-Chalmers  (Runner  No.  22}  Tur 
bine,    Bwing-gate,    Conical  Draft-tube. 


107. 
106. 
105. 
104. 
102. 
103. 
101. 

8. 
7. 
6. 
5. 
4. 
8. 
9. 
10. 
2. 
1. 

19. 
18. 
17. 
16. 
26. 
15. 
26. 
14. 
23. 
20. 
22. 
24. 
13. 
12. 
21. 
11. 

44. 
43. 
42. 
35. 
34. 
33. 
41. 
36. 
40. 
32. 
37. 
38, 
39, 
31, 
30 
29 
28 
27 


2.875 

0.993 

16.71 

166.50 

95.50 

144.20 

79.67 

2.875 

0.992 

16.73 

180.50 

96.60 

145.90 

80.52 

2.875 

0.996 

16.74 

189.00 

96.73 

147.31 

81.06 

2.875 

0.997 

16.70 

197.00 

96.84 

147.86 

81.46 

2.875 

1.002 

16.70 

205.25 

96.29 

148.13 

81.22 

2.875 

1.006 

16.74 

216.00 

96.87 

149.65 

S1.37 

2.875 

1.013 

16.69 

224.00 

97.88 

148.73 

80.73 

2.875 

1.023 

16.76 

237.40 

98.48 

150.77 

80.59 

2.75 

0.974 

17.20 

149.25 

96.04 

146.49 

79.08 

2.75 

0.973 

17.23 

163.00 

95.04 

160.57 

81 AK 

2.75 

0.974 

17.25 

178.26 

95.16 

154.37 

82.SS 

2.75 

0.976 

17.23 

188.25 

96.27 

155.42 

83.49 

2.75 

0.978 

17.15 

196.25 

95.27 

155.23 

83.77 

2.75 

0.983 

17.13 

206.60 

95.73 

156.49 

&4.15 

2.75 

0.992 

17.20 

220.75 

96.76 

159.31 

84.41 

2.76 

0.997 

17.21 

230.67 

97.33 

159.81 

84.13 

2.76 

1.000 

17.06 

235.00 

97.10 

156.03 

83.10 

2.76 

1.007 

16.96 

256.40 

97.56 

148.08 

78.93 

2.50 

0.904 

17.32 

149.26 

137.87 

79.29 

2.50 

0.909 

17.32 

168.50 

145.93 

S3.50 

2.50 

0.915 

17.32 

186.20 

150.51 

85.49 

2.56 

0.920 

17.32 

196.50 

153.16 

S6.56 

2.50 

0.922 

17.26 

202.26 

154.14 

87.41 

2.50 

0.926 

17.80 

207.00 

156.37 

87.37 

2.50 

0.926 

17.24 

209.60 

154.90 

87.62 

2.50 

0.929 

17.28 

216.25 

156.07 

87.64 

2.50 

0.929 

17.25 

216.50 

156.25 

B&M 

2.50 

0.935 

17.27 

227.00 

91.43 

157.27 

87  83 

2.50 

0.936 

17.24 

227.00 

91.43 

157  27 

87  98 

2.50 

0.936 

17.24 

233.33 

»1.S1 

154.92 

86.78 

2.50 

0.936 

17.27 

234.00 

91.54 

155.37 

86  66 

2.50 

0.928 

17.28 

243.00 

90.75 

147.31 

82.83 
82  10 

2.50 

0.927 

17.26 

244.50 

90.53 

145.40 

2.50 

0.913 

17.31 

256.75 

89.41 

132.89 

75.71 

2.25 

0.842 

17.66 

157.00 

83.24 

135  97 

81  60 

2.25 

0.854 

17.68 

180.75 

84.44 

146  10 

86.29 
87.06 
87.78 
87  67 

2.26 

0.857 

17.72 

190.50 

84.88 

148  48 

2.26 

0.858 

17.45 

192.25 

84.34 

146.52 
146.36 

2.26 

0.861 

17.41 

196.00 

84.55 

2.26 

0.863 

17.40 

199.40 

84.66 

147.36 

88.n 
89.03 
88.72 
89  U 

2.26 

0.864 

17.68 

204.75 

85.43 

152  60 

2.25 

0.866 

17.46 

205.40 

85.10 

149.42 

2.26 

0.866 

17.44 

207.00 

85.10 

149  99 

2.25 

0.868 

17.43 

210.00 

85.21 

151  56 

89;96 
89.52 
89.53 

2.25 

0.868 

17.46 

211.25 

85.32 

151  24 

2.26 

0.868 

17.44 

212.75 

85.32 

151.08 

2.25 

0.868 

17.44 

215.75 

85.32 

150.72 

89  33 

2.25 

0.864 

17.38 

221.00 

84.77 

146.74 
139.28 
131  91 

87.82 
84.81 
80.75 
74.17 

2.25 

0.852 

17.35 

229.75 

83.46 

2.25 

0.847 

17.36 

240.50 

83.02 

2.25 

0.851 

17.37 

264.00 

83.46 

121.94 

2.26 

0.809 

17.47 

342.33 

79.55 
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1 

2 

8 

4 

5 

6 

7 

8 

8 

57 

2.126 

0.811 

17.86 

152.00 

80.63 

131.64 

80.60 

56 

2.126 

0.816 

17.79 

163.67 

80.85 

137.02 

84.00 

65 

2.125 

0.820 

17.78 

180.25 

81.39 

142.57 

86.87 

63 

2.125 

0.825 

17.64 

190.00 

81.50 

144.80 

88.81 

49 

2.126 

0.828 

17.60 

213.00 

81.72 

145.11 

88.91 

46 

2.126 

0.813 

17.71 

240.00 

80.62 

181.64 

81.46 

45 

2.126 

0.815 

17.74 

263.00 

80.74 

121.47 

74.78 

117 

2.126 

0.820 

17.44 

167.75 

80.52 

136.59 

86.14 

116 

2.126 

0.826 

17.44 

180.25 

81.07 

140.49 

87.62 

116 

2.126 

0.830 

17.45 

191.25 

81.61 

143.54 

88.88 

113 

2.125 

0.835 

17.54 

202.00 

82.26 

148.12 

90.52 

114 

2.126 

0.834 

17.48 

203.00 

82.04 

147.09 

90.44 

U2 

2.126 

0.836 

17.66 

208.60 

82.58 

149.34 

90.35 

Ill 

2.125 

0.834 

17.67 

212.50 

82.47 

148.46 

89.88 

110 

2.126 

0.832 

17.62 

215.00 

82.16 

146.48 

89.23 

109 

2.126 

0.830 

17.69 

217.00 

81.93 

144.08 

88.16 

118 

2.126 

0.821 

17.43 

224.25 

80.63 

136.95 

86.29 

119 

2.126 

0.817 

17.43 

237.26 

80.20 

130.13 

82.06 

67 

2.00 

0.781 

17.28 

151.67 

76.36 

122.59 

81.93 

66 

2.00 

0.786 

17.19 

162.00 

76.66 

126.27 

84.60 

65 

2.00 

0.789 

17.20 

174.33 

76.99 

130.85 

87.13 

63 

2.00 

0.796 

17.24 

185.33 

77.68 

134.82 

88.83 

62 

2.00 

0.797 

17.30 

193.00 

77.96 

137.07 

89.62 

64 

2.00 

0.797 

17.19 

194.26 

77.74 

136.26 

89.91 

61 

2.00 

0.798 

17.34 

199.25 

78.16 

138.05 

89.81 

60 

2.00 

0.789 

17.39 

209.33 

77.42 

132.94 

87.07 

68 

2.00 

0.782 

17.51 

223.50 

76.99 

129.04 

84.40 

69 

2.00 

0.780 

17.47 

230.00 

76.67 

126.16 

83.05 

68 

2.00 

0.781 

17.58 

261.76 

76.88 

113.34 

74.16 

78 

1.76 

0.704 

17.59  ' 

145.75 

68.49 

111.08 

80.13 

77 

1.75 

0.708 

17.63 

156.00 

69.89 

115.28 

82.60 

76 

1.76 

0.712 

17.61 

170.25 

70.31 

120.90 

86.10 

79 

1.75 

0.717 

17.55 

177.50 

70.62 

122.98 

87.49 

75 

1.75 

0.716 

17.58 

182.50 

70.62 

124.33 

88.31 

74 

1.76 

0.713 

17.57 

188.75 

70.31 

123.14 

87.90 

73 

1.75 

0.709 

17.57 

195.00 

69.89 

121.59 

87.31 

72 

1.76 

0.706 

17.57 

201.25 

69.59 

119.68 

86.31 

n 

1.75 

0.703 

17.67 

213.00 

69.28 

116.83 

84.63 

70 

1.75 

0.699 

17.59 

229.00 

6S.98 

112.38 

81.67 

69 

1.76 

0.696 

17.57 

256.00 

68.67 

103.06 

76.48 

89 

1.60 

0.621 

17.76 

147.75 

61.56 

98.10 

79.12 

90 

1.50 

0.627 

17.74 

163.26 

62.16 

108.68 

82.90 

87 

1.50 

0.628 

17.74 

174.75 

62.25 

105.94 

84.69 

86 

1.60 

0.623 

17.74 

179.50 

61.76 

104.67 

84.24 

86 

1.50 

0.622 

17.76 

184.25 

61.66 

104.26 

83.99 

84 

1.60 

0.619 

17.87 

194.00 

61.56 

104.17 

83.49 

83. 

1.50 

0.616 

17.76 

201.25 

61.07 

102.26 

88.17 

82! 

1.50 

0.610 

17.78 

214.50 

60.49 

99.07 

81.28 

88 

1.60 

0.606 

17.79 

233.50 

60.10 

94.37 

77.88 

81 

1.60 

0.606 

17.80 

244.50 

60.10 

91.76 

75.63 

80 

1.60 

0.599 

17.81 

^.75 

69.52 

77.29 

64.29 

97 

1.25 

0.524 

17.80 

148.60 

62.01 

81.45 

77.58 

96 

1.26 

0.628 

17.79 

161.50 

62.88 

83.92 

79.41 

95 

1.25 

0.528 

17.81 

172.71 

52.47 

84.76 

79.97 

94....... 

1.26 

0.524 

17.88 

181.60 

52.01 

83.83 

79.71 

93 

1.26 

0.620 

17.86 

190.75 

51.64 

82.60 

79.01 

92 

1.26 

0.507 

17.87 

210.33 

60.44 

78.93 

77.22 

98 

1.26 

0.507 

17.88 

213.75 

60.35 

77.75 

76.36 

99 

1.25 

0.604 

17.84 

228.25 

60.07 

72.48 

71.65 

91 

1.26 

0.602 

17.90 

229.00 

49.98 

72.72 

71.67 

100 

1.26 

0.607 

17.84   , 

249.00 

60.36 

64.69 

68.51 
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Test  Data  of  Turbine  Water  Wheels. 


TABLE  90. 
Eolyoke  TeaU  of  a  SS-inch  (Pitch  Diam,  SOAnch)  Right  Hand  8am*an  TurHne, 
Made  J>y  Jat,  Leffel  S  Co.    Stoinff-vate,    Conical  Draft-tube, 


Number 
of  the 

experi- 
ment. 


8. 
7. 
6. 
6. 
4. 
8. 
9. 
2. 
1. 

16. 
15. 
14. 
13. 
12, 
11. 
10. 
17. 

27. 
26. 
24. 
25. 
28. 
21. 
22. 
20. 
19. 
18. 

86. 

M. 
82. 
83. 
81. 
80. 
29. 
28. 

46. 
44. 

42. 
48. 
41. 
40. 
39. 
38. 
87. 
36. 


Proportional  part  of 


the  full 

the  full 

opening 

dlB- 

of  the 

ehargeof 

speed- 

the 

gate. 

wheel. 

1.000 
1.000 
1.000 
1.000 
1.000 
1.000 
1.000 
1.000 
1.000 

0.983 
0.983 
0.983 
0.983 
0.938 
0.983 
0.938 
0.938 

0.824 
0.824 
0.324 
0.824 
0.824 
0.824 
0.824 
0.824 
0.824 
0.824 

0.750 
0.750 
0.750 
0.750 
0.750 
0.760 
0.750 
0.750 

0.700 
0.700 
0.700 
0.700 
0.700 
0.700 
0.700 
0.700 
0.700 
0.700 


0.904 
0.994 
0.996 
0.996 
0.996 
0.997 
1.000 
1.001 
1.006 

0.969 
0.942 
0.944 
0.946 
0.949 
0.962 
0.966 
0.968 

0.869 
0.868 
0.866 
0.866 
0.867 
0.868 
0.870 
0.871 
0.866 
0.862 

0.789 
0.793 
0.798 
0.798 
0.798 
0.789 
0.782 
0.774 

0.734 
0.742 
0.748 
0.750 
0.749 
0.746 
0.741 
0.733 
0.709 
0.703 


Dura- 

Quan- 
tity of 

Head 

tion  of 

Revolu- 

water 

acting 

the 

tions 

dis- 

on  the 

experi- 

of the 

charged 

wheel. 

ment. 

wheel. 

by  the 
jrheel. 

17.30 

166.67 

116.57 

17.80 

171.76 

116.«7 

17.28 

176.60 

116.70 

17.80 

181.00 

116.70 

17.30 

184.60 

116.82 

17.31 

190.75 

117.06 

17.80 

197.67 

117.31 

17.28 

203.50 

117.43 

17.28 

216.25 

117.80 

17.41 

161.60 

110.48 

17.42 

176.00 

110.86 

17.41 

182.00 

111.09 

17.89 

188.00 

m.83 

17.89 

199.26  - 

111.68 

17.87 

206.83 

m.94 

17.87 

217.00 

112.42 

17.87 

231.26 

112.67 

17.67 

166.60 

101.59 

17.57 

176.20 

102.06 

17.56 

182.00 

102.41 

17.57 

188.60 

102.41 

17.57 

186.67 

102.62 

17.56 

192.76 

102.52 

17.55 

201.67 

102.76 

17.58 

208.00 

102.87 

17.55 

217.00 

102.17 

17.61 

221.76 

100.89 

17.81 

161.00 

93.87 

17.81 

171.50 

94.44 

17.77 

181.00 

94.88 

17.78 

184.00 

94.89 

17.77 

196.00 

94.89 

17.81 

202.00 

98.87 

17.81 

204.83 

98.07 

17.88 

207.00 

92.17 

17.88 

152.60 

87.49 

17.88 

162.76 

88.49 

17.91 

176.60 

88.26 

17.86 

180.26 

89.37 

17.90 

186.26 

89.37 

17.91 

187.75 

89.04 

17.94 

191.76 

88.49 

17.98 

194.76 

87.71 

17.98 

203.00 

84.84 

18.00 

221.26 

84.08 

Power 
devel- 
oped by 

the 
wheeL 


182.76 
184.48 
186.45 
187.06 
187.46 
188.27 
189.36 
189.04 
188.33 


Effle- 
icBcy 
of  the 
wheel 


In  per 
cent 


79.91 
80.66 
81.09 
81.70 
81.79 
81.S8 
82.27 
88.15 
81.58 


178.15 

81.67 

183.93 

83.99 

184.98 

84.29 

186.56 

84.S1 

188.66 

85.69 

189.27 

85.8S 

188.98 

85.34 

187.97 

84.a 

172.07 

85.00 

176.97 

86.53 

177.62 

87.04 

177.98 

87.19 

178.82 

87.54 

179.06 

87.75 

181.49 

88.73 

181.14 

88.5T 

176.88 

86.74 

167.87 

83.07 

158.91 

83.81 

164.29 

86.13 

168.14 

87.91 

168.79 

88.22 

169.82 

88.S1 

164.19 

86.69 

160.15 

85.19 

156.24 

83.83 

146.n 

81.86 

151.19 

84.26 

157.94 

87.U 

169.07 

87.88 

160.26 

88.33 

168.06 

87.49 

166.86 

86.67 

158.64 

86.35 

147.8S 

86.16 

141.10 

82.38 

Digiti 
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1 

2 

8 

4 

6 

0 

7 

8 

9 

65 

0.600 

0.631 

18.08 

150.00 

76.67 

125.41 

80.88 

64 

0.600 

0.639 

18.04 

162.60 

76.62 

m.14 

88.77 

53 

0.600 

0.640 

18.04 

169.00 

76.62 

181.48 

88.88 

62 

0.600 

0.635 

18.06 

173.00 

76.00 

180.67 

88.88 

61 

0.600 

0.627 

18.07 

176.00 

76.15 

129.04 

88.79 

60 

0.600 

0.623 

18.06 

180.60 

74.73 

128.90 

84.12 

49 

0.600 

0.621 

18.10 

186.00 

74.62 

128.61 

84.01 

48 

0.600 

0.620 

18.10 

187.60 

74.41 

128.46 

84.10 

47 

0.600 

0.610 

18.U 

199.50 

78.89 

127.41 

88.96 

46 

0.600 

0.614 

18.12 

214.00 

78.68 

124.26 

82.06 

68 

0.600 

0.626 

18.26 

148.83 

68.89 

106.34 

78.71 

64 

0.600 

0.623 

18.27 

168.00 

68.09 

106.49 

80.70 

66 

0.600 

0.622 

18.27 

161.60 

62.99 

106.96 

81.18 

63 

0.600 

0.621 

18.28 

166.26 

62.89 

106.18 

81.44 

62 

0.500 

0.521 

18.30 

174.76 

62.89 

106.63 

81.62 

60 

0.500 

0.620 

18.29 

183.67 

62.70 

106.67 

81.17 

SI 

0.500 

0.520 

18.30 

186.76 

62.79 

105.17 

80.71 

69 

0.600 

0.517 

18.80 

192.60 

62.40 

106.06 

81.12 

58 

0.600 

0.606 

18.38 

198.00 

61.12 

100.01 

78.78 

66 

0.500 

0.498 

18.85 

207.00 

60.14 

96.16 

76.82 

67 

0.600 

0.493 

18.36 

228.00 

69.66 

90.22 

72.79 
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Test  Data  of  Turbine  Water  Wheels. 


TABLE  91. 
Ho9ifoke  Tests  of  a  SS^nch  Left  Hand  SnUth  (Type  O)  Twrhine. 
8.  Morgan  Bmith.    Swing-gate.    Conicai  Draft-Tube. 


Made  tfv 


Number 
of  the 

experi- 
ment 


88. 
87. 
39. 
40. 
41. 
f5. 
*1. 
92. 
93. 
94. 

33. 
32. 
31. 
80. 
29. 
J{5. 
34. 
26. 
38. 
27. 
26. 

U. 
10. 

9. 

8. 

6. 

6. 
13. 
12. 

7. 

4. 

3. 

2. 

1. 

87. 
86. 
86. 
82. 
83. 
88. 
81. 
84. 
89. 
90. 
80. 
79, 
78, 
77 
76 


Proportional  part  of 


the  full 
opening 
of  the 
speed- 
gate. 


1.060 
1.000 
1.000 
1.000 
1.000 
1.000 
1.000 
1.000 
1.000 
1.000 

0.962 
0.962 
0.962 
0.962 
0.962 
0.962 
0.962 
0.962 
0.962 
0.962 
0.962 

0.867 
0.867 
0.867 
0.867 
0.867 
0.867 
0.867 
0.867 
0.867 
0.857 
0.857 
0.867 
0.857 

0.806 
0.806 
0.806 
0.806 
0.806 
0.806 
0.806 
0.806 
0.806 
0.806 
0.806 
0.806 
0.806 
0.806 
0.806 


the  full 

dis- 
charge of 
the 
wheel. 


Head 
acting 
on  the 
wheel. 


Dura- 
tion of 

the 
experi- 
ment. 


0.996 

14.07 

t 

1.000 

14.06 

1.004 

14.03 

1.004 

14.02 

1.007 

13.96 

0.801 

14.37 

0.996 

16.13 

1.000 

16.11 

1.001 

16.11 

1.003 

16.06 

0.948 

14.48 

0.960 

14.49 

0.962 

14,48 

0.966 

14.47 

0.961 

14.47 

0.962 

14.33 

0.964 

14.36 

0.964 

14.33 

0.968 

14.46 

0.968 

14.62 

0.932 

14.60 

0.866 

15.16 

0.868 

16.14 

0.883 

16.08 

0.888 

16.08 

0.890 

16.11 

0.892 

16.11 

0.892 

14.98 

0.894 

14.99 

0.894 

15.09 

0.892 

16.13 

0.882 

15.16 

0.862 

16.22 

0.843 

15.28 

0.819 

16.61 

0.831 

16.69 

0.844 

16.57 

0.846 

16.68 

0.847 

16.68 

0.847 

16.66 

0.847 

16.56 

0.846 

16.57 

0.848 

16.52 

0.848 

16.51 

0.842 

16.60 

0.832 

16.66 

0.821 

16.66 

0.806 

16.68 

0.781 

16.70 

Quan- 

tity of 

Revolu- 

water 

tions 

dis- 

of the 

charged 

wheel. 

by  the 

wheel. 

Cubic  ft. 

• 

per  sec 

7 

122.03 

122.28 

>i».>.— V 

122.28 

174.00 

123.15 

182.00 

123.65 

187.00 

123.90 

192.33 

123.90 

197.00 

124.02 

254.75 

100.11 

196.80 

131.86 

203.50 

132.S 

208.75 

152.37 

214.33 

132.68 

131.25 

118.94 

145.50 

119.18 

165.75 

119.43 

168.00 

119.80 

181.25 

120.54 

182.00 

120.05 

185.00 

120.42 

186.00 

120.29 

194.50 

121.28 

204.76 

120.29 

212.60 

117.33 

112.67 

109.67 

129.50 

111.36 

151.80 

113.06 

164.20 

118.67 

172.20 

114.08 

177.76 

114.28 

175.76 

113.79 

180.76 

114.15 

184.00 

114.62 

188.00 

114.40 

193.50 

113.18 

201.50 

110.87 

209.50 

108.69 

138.50 

110.08 

148.50 

111.60 

166.00 

113.18 

172.50 

113.42 

177.76 

113.67 

178.20 

113.67 

180.26 

113.67 

180.00 

U3.66 

181.00 

113.67 

181.60 

113.56 

186.40 

113.06 

192.60 

111.86 

198.00 

110.61 

207.50 

106.96 

216.00 

106.15 

Power 
devel- 
oped by 

the 
wheel. 


H.  P. 


8 


157.18 
160.48 
162.46 
166.29 
167.66 
166.88 
166.10 
164.46 


Effic- 
iency 
of  the 
wtieeL 


In  per 
cent. 


203.96 
206.04 
204.31 
203.60 

154.91 
163.35 
166.89 
169.27 
172.18 
168.76 
170.42 
169.» 
173.57 
166.0S 
146.81 

132.98 
149.12 
166.06 
170.16 
173.60 
173.97 
172.01 
173.69 
174.79 
173.18 
167.10 
166.61 
144.74 

162.18 
176.27 
186.36 
188.70 
1S1.S7 
190.83 
191.99 
190.68 
191.74 
191.33 
187.80 
182.87 
176.M 
167.26 
149.23 


81.15 
82.63 
83.n 
84.27 
85.06 
84.80 
84.46 
83.91 


84.70 
86.01 
84.63 
84.S3 

79.45 
83.56 
84.74 
86.25 
87.» 
87.16 
87.06 
86.70 
87.43 
83.46 
75.71 

70.65 
78.18 
86.08 
87.6» 
88.95 
89.00 
89.14 
89.71 
89.35 
88.38 
86.03 
81.96 
77.06 

78.38 
83.62 
87.78 
88.64 
89.70 
89.55 
90.09 
89.52 
90.20 
90.15 
88.39 
86.74 
84.77 
n.74 
fi.OT 


Digitized  by 


Google 


Smith  Turbine. 

TABLE  91— Continued. 


795 


23. 
22. 
21. 
20. 
24. 
25. 
19. 
18. 
17. 
16. 
15. 
14. 

eo. 

«7. 
69. 
61. 


64. 
66. 


74.. 
73.. 
72., 
75., 
71., 
70., 
69. 


0.762 
0.762 
0.762 
0.762 
0.762 
0.762 
0.762 
0.762 
0.762 
0.762 
0.762 
0.762 

0.625 
0.626 
0.625 
0.626 
0.626 
0.625 
0.626 
0.626 
0.625 

0.499 
0.499 
0.499 
0.499 
0.499 
0.499 
0.499 
0.499 


0.782 
0.797 
0.802 
0.807 
0.8U 
0.8U 
0.804 
0.796 
0.787 
0.777 
0.762 
0.737 

0.677 
0.680 
0.691 
0.686 
0.671 
0.652 
0.636 
0.622 
0.606 

0.549 
0.549 
0.537 
0.543 
0.529 
0.518 
0.506 
0.496 


15.06 
15.06 
15.06 
15.06 
14.95 
14.95 
15.13 
15.18 
15.20 
15.23 
15.25 
15.31 

14.22 
14.05 
14.20 
14.17 
14.18 
14.19 
14.21 
14.22 
14.24 

14.18 
14.24 
14.27 
14.18 
14.31 
14.35 
14.89 
14.46 


127.33 
142.26 
149.00 
166.60 
162.50 
165.25 
166.60 
171.75 
175.75 
182.50 
193.26 
201.80 

129.83 
135.00 
146.00 
149.25 
157.75 
166.00 
180.00 
193.67 
206.76 

128.67 
136.76 
160.00 
169.50 
170.67 
184.00 
194.26 
204.26 


100.11 

101.89 

102.66 

103.26 

103.38 

103.38 

103.14 

102.21 

101.16 

99.99 

98.02 

96.04 

84.12 
84.01 
85.87 
85.10 
83.24 
80.96 
79.02 
77.31 
76.19 

68.16 
68.26 
66.84 
66.34 
65.94 
64.78 
63.24 
62.06 


133.42 
144.96 
160.12 
163.99 
156.24 
166.96 
158.17 
155.26 
151.78 
147.10 
139.06 
127.80 

107.97 
110.37 
116.87 
116.00 
113.63 
109.91 
103.63 
89.20 
71.07 

86.19 
86.60 
86.36 
85.40 
83.62 
74.16 
61.61 
47.04 


78.07 
83.4^ 
85.91 
87.47 
89.30 
89.72 
89.53 
88.38 
87.19 
85.33 
82.18 
77.69 

79.78 
82.60 
84.67 
84.98 
84.96 
84.51 
81.52 
71.67 
68.64 

77.86 
78.70 
79.98 
80.19 
78.19 
70.52 
59.71 
46.33 
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TABLE  92. 

Holyoke  Tests  of  a  i84nch  Right  Hand  Wenman-Beaver-Morgan  Co.  Tutbine^ 

Wheel  supported  hy  Ball-hearing  step.    Swing-gate,    Conical  Dratt-tiibe. 


95. 
94. 
93. 
92. 
91. 
89. 
90. 
88. 
87. 

86. 
83. 
84. 
83. 
82. 
80. 
81. 
79. 
78. 
77. 
76. 

106. 
106. 
104. 
101. 
100. 

99. 
102. 
103. 

98. 

97. 

96. 

42. 
41. 
40. 
39. 
35. 
38. 
36. 
34. 
37. 
33. 
32. 
31. 

74. 
75. 
72. 
70. 
71. 
73. 
69. 
68. 
67. 
66. 
66. 
64. 


1.077 

1.077 

'1.077 

i.on 

1.077 
1.077 
1.077 
1.077 
1.077 

1.000 
1.000 
1.000 
1.000 
1.000 
1.000 
1.000 
1.000 
1.000 
1.000 
1.000 

0.928 
0.923 
0.923 
0.928 
0.928 
0.928 
0.928 
0.928 
0.928 
0.928 
0.928 

0.928 
0.923 
0.923 
0.923 
0.923 
0.923 
0.928 
0.923 
0.923 
0.923 
0.923 
0.923 

0.846 
0.846 
0.846 
0.846 
0.846 
0.846 
0.846 
0.846 
0.846 
0.846 
0.846 
0.846 


0.971 

17.11 

153.00 

97.00 

1.017 

16.97 

199.67 

101.16 

1.086 

16.94 

224.33 

102.98 

1.053 

16.89 

239.33 

104.50 

1.061 

16.87 

247.83 

105.22 

1.068 

16.81 

253.67 

105.70 

1.072 

16.80 

259.00 

106.08 

1.079 

16.82 

267.50 

106.82 

1.026 

17.06 

294.67 

102.27 

0.918 

17.28 

147.00 

91.66 

0.957 

17.16 

190.50 

96.70 

0.972 

17.14 

2U.67 

97.10 

0.981 

17.13 

225.00 

98.03 

0.990 

17.11 

282.67 

98.90 

0.996 

17.09 

240.25 

99.43 

1.006 

17.07 

247.33 

100.07 

1.004 

17.07 

262.26 

100.14 

1.001 

17.13 

2Se.0Q 

100.00 

0.983 

17.22 

268.33 

98.43 

0.9U 

17.47 

293.50 

91.96 

0.868 

17.82 

148.25 

87.24 

0.899 

17.24 

176.00 

90.12 

0.920 

17.16 

201.00 

91.96 

0.981 

16.98 

213.20 

92.62 

0.986 

16.98 

220.67 

92.96 

0.942 

16.91 

227.25 

98.51 

0.945 

16.93 

232.00 

93.82 

0.946 

17.04 

235.50 

94.14 

0.945 

16.98 

287.75 

Slot 

0.924 

17.02 

264.50 

0.828 

17.26 

288.26 

82.47 

0.870 

17.17 

146.33 

87.02 

0.896 

17.10 

170.00 

89.87 

0.921 

17.04 

202.75 

91.80 

0.928 

16.99 

208.67 

92.85 

0.932 

17.03 

216.25 

92.81 

0.987 

16.97 

220.00 

98.20 

0.939 

17.01 

223.76 

98.44 

0.940 

17.02 

226.25 

93.66 

0.944 

16.97 

238.33 

93.90 

0.921 

17.18 

266.25 

92.06 

0.823 

17.27 

288.00 

82.64 

0.730 

17.50 

884.75 

78.76 

0.824 

17.46 

158.67 

88.16 

0.836 

17.46 

176.67 

84.86 

0.861 

17.84 

202.20 

86.60 

0.865 

17.33 

209.00 

86.96 

0.866 

17.33 

216.00 

87.24 

0.870 

17.34 

219.26 

87.47 

0.869 

17.32 

221.26 

87.82 

0.866 

17.33 

227.75 

87.02 

0.858 

17.36 

231.76 

86.26 

0.845 

17.39 

248.75 

85.U 

0.828 

17.44 

256.50 

88.44 

0.754 

17.59 

282.00 

76.81 

126.20 

66.53 

147.66 

75.S4 

156.38 

79.04 

159.68 

79.72 

161.17 

8D.06 

161.45 

80.11 

161.71 

80.01 

162.15 

79.5S 

126.03 

63.23 

120.29 

66.9S 

144.34 

77.50 

152.69 

80.89 

156.86 

S.36 

157.96 

82.81 

160.19 

83.18 

161.17 

83.19 

160.55 

82.82 

157.00 

80.82 

146.39 

76.15 

106.75 

58.59 

115.49 

67.29 

135.49 

76.90 

146.n 

81.74 

148.62 

83.66 

150.4S 

84.31 

151.62 

84.60 

151.88 

84.31 

152.74 

83.96 

151.32 

84.00 

188.84 

78.16 

87.86 

64.15 

116.20 

68.57 

130.87 

75.61 

146.25 

82.44 

147.99 

88.17 

160.75 

84.10 

151.36 

84.88 

152.68 

84.65 

150.86 

88.46 

151.69 

83.94 

139.80 

78.18 

87.29 

53.99 

120.28 

78.02 

129.91 

77.78 

143.40 

84.80 

145.69 

BSM 

147.27 

85.89 

148.19 

86.1( 

147.58 

86.01 

144.96 

84.76 

140.48 

82.71 

182.96 

79.fl 

124.29 

75.JT 

86.47 

66.tf 

Digitized  by 


Google 


Wellman-Seaver-Morgan  Co.  Turbine. 

TABLE  92-<Jontlnued. 


797 


4 

6 

e 

7 

17.88 

3 

141.00 

75.52 

17.86 

3 

166.00 

77.02 

17.82 

8 

188.00 

78.24 

17.81 

8 

194.00 

79.25 

17.26 

4 

200.75 

79.48 

17.26 

4 

206.00 

79.40 

17.38 

4 

226.25 

77.82 

17.49 

8 

251.33 

74.17. 
69.82 

17.66 

8 

269.67 

17.68 

4 

323.75 

63.27 

17.91 

4 

139.50 

63.07 

17.79 

8 

158.33 

63.81 

17.80 

8 

171.33 

64.55 

17.73 

4 

179.50 

64.82 

17.77 

4 

183.00 

64.74 

17.80 

2 

188.00 

64.61 

17.72 

4 

194.50 

63.74 

17.77 

8 

218.67 

60.60 

17.79 

4 

243.00 

57.29 

17.92 

4 

312.00 

53.00 

17.84 

8 

117.33 

45.40 

17.02 

8 

136.00 

45.65 

17.08 

4 

146.75 

46.04 

17.05 

4 

152.00 

46.04 

16.92 

4 

155.25 

45.90 

17.16 

3 

162.00 

45.94 

17.15 

8 

166.67 

45.69 

16.98 

4 

172.25 

44.83 

17.05 

4 

217.50 

43.04 

17.18 

6 

282.40 

40.40 

8 


30.. 
26.. 
27., 
25.. 
29.. 
28.. 
24.. 
23.. 
22.. 
21.. 

20.. 
16.. 
17.. 
15.. 
18.. 
19.. 
14.. 
13.. 
12.. 
11.. 

10., 
5.. 
7.. 
6.. 
4.. 
9. 
8.. 
3.. 
2.. 
1. 


0.769 
0.769 
0.769 
0.769 
0.769 
0.769 
0.769 
0.769 
0.769 
0.769 

0.615 
0.615 
0.615 
0.615 
0.616 
0.615 
0.615 
0.615 
0.615 
0.616 

0.462 
0.462 
0.462 
0.462 
0.462 
0.462 
0.462 
0.462 
0.462 
0.462 


0.750 
0.766 
0.779 
0.789 
0.793 
0.792 
0.773 
0.736 
0.690 
0.623 

0.617 
0.627 
0.634 
0.638 
0.636 
0.634 
0.627 
0.696 
0.663 
0.519 

0.452 
0.458 
0.461 
0.462 
0.462 
0.459 
0.457 
0.451 
0.432 
0.404 


102.66 
115.72 
124.24 
129.36 
131.42 
131.11 
123.43 
106.64 
81.73 


88.79 

96.97 

101.26 

103.37 

103.16 

102.66 

100.21 

92.78 

73.65 


66.90 
61.83 
64.94 
66.84 
65.88 
66.78 
66.67 
62.66 
52.74 


68.90 
76.36 
80.84 
88.15 
84.62 
84.36 
80.47 
72.49 
68.78 


69.31 
74.55 
77.71 
79.31 
79.07 
78.64 
78.24 
75.97 
63.72 


63.73 
70.17 
72.82 
74.52 
74.79 
74.69 
78.90 
72.57 
63.87 
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TABLE  93. 
Bolyoke  Te$t9  of  a  S5-inch  (Pitch  Diam,  SO-inchJ  Right  Hand  Improved  8aa¥ 

son  (Type  F)   T  whine.    Made  "by  J  as,  Leffel  d  Co,    Swing-gate,    Ccm- 
ical  Draft-tube. 


Number 
of  the 

experi- 
ment 


Proportional  part  of 


the  full 
opening 
of  the 
speed- 
gate. 


the  full 

dis- 
charge of 
the 
wheel. 

Per  cent 


Head 
acting 
on  the 
wheel. 


In  feet 


Dura- 
tion of 

the 
experi- 
ment 


Inmln. 


Revolu- 
tions 
of  the 
wheel. 


Per  mln. 


Quan- 
tity of 
water 
dis- 
charged 
by  the 
wheel. 
Cable  ft 
per  sec 


Power 

deyel- 

opedby 

the 
wheel. 


H.P. 


Efflc- 
ieiiC7 
of  the 
wheel 


In  per 
cent 


58. 
64. 
62. 
51. 
60. 
49. 
48. 
47. 
46. 

46. 
44. 

43. 
40. 
S9. 
42. 
28. 
41. 
27. 
26. 

25. 
28. 
24. 
21. 
18. 
17. 
74. 
73. 
72. 
75. 

25. 
84. 
83. 
81. 
82. 
80. 
29. 
28. 
27. 
26. 

62. 
63. 
61. 
60. 

69. 
5S. 
67. 
66, 
65 

71, 
70 
69 
68 
67 
66 
65 
64 


1.000 
1.000 
1.000 
1.000 
1.000 
1.000 
1.000 
1.000 
1.000 

0.889 
0.889 
0.889 
0.889 
0.889 
0.889 
0.889 
0.889 
0.889 
0.889 

0.838 
0.883 
0.833 
0.833 
0.833 
0.833 
0.833 
0.833 
0.833 
0.833 

0.778 
0.778 
0.778 
0.778 
0.778 
0.778 
0.778 
0.778 
0.778 
0.778 

0.667 
0.667 
0.667 
0.667 
0.667 
0.667 
0.667 
0.667 
0.667 

0.556 
0.556 
0.556 
0.556 
0.556 
0.556 
0.556 
0.556 


0.991 
0.998 
0.994 
0.997 
0.999 
1.000 
1.002 
1.004 
1.006 

0.900 
0.907 
0.9U 
0.913 
0.916 
0.917 
0.917 
0.917 
0.916 
0.902 

0.840 
0.847 
0.851 
0.857 
0.850 
0.836 
0.858 
0.858 
0.857 
0.858 

0.794 
0.807 
0.808 
0.812 
0.811 
0.812 
0.798 
0.781 
0.764 
0.761 

0.683 
0.689 
0.691 
0.6S6 
0.679 
0.669 
0.663 
0.660 
0.646 

0.559 
0.562 
0.558 
0.556 
0.554 
0.542 
0.531 
0.521 


17.23 
17.21 
17.16 
17.04 
17.05 
17.02 
17.03 
17.04 
17.08 

17.26 
17.28 
17.28 
17.23 
17.22 
17.27 
17.20 
17.26 
17.20 
17.21 

17.48 
17.43 
17.42 
17.42 
17.46 
17.62 
17.18 
17.19 
17.19 
17.18 

17.63 
17.68 
17.63 
17.47 
17.64 
17.44 
17.46 
17.64 
17.57 
17.68 

17.67 
17.66 
17.66 
17.70 
17.73 
17.75 
17.76 
17.76 
17.84 

17.81 
17.81 
17.86 
17.90 
17.92 
17.95 
17.95 
18.00 


173.00 
181.33 
190.00 
199.60 
206.00 
212.60 
218.50 
226.80 
237.76 

166.76 
171.60 
186.76 
192.38 
200.00 
204.00 
206.26 
211.40 
216.80 
220.75 

160.26 
164.76 
176.76 
184.50 
206.75 
209.76 
188.67 
192.00 
196.26 
198.38 

148.60 
167.50 
179.00 
186.00 
190.00 
191.60 
196.60 
203.26 
211.75 
229.00 

158.75 
166.00 
170.67 
174.25 
178.00 
182.60 
195.67 
206.76 
280.00 

148.00 
159.33 
165.00 
172.00 
189.83 
199.75 
217.67 
285.88 


122.66 
122.78 
122.78 
122.66 
122.90 
123.03 
123.27 
123.62 
124.08 

111.48 
112.33 
112.82 
112.94 
118.18 
118.66 
113.42 
113.66 
113.18 
111.48 

104.56 
106.38 
106.85 
106.56 
105.85 
104.20 
106.97 
106.09 
106.97 
106.97 

99.06 

100.69 

100.81 

101.16 

101.27 

101.04 

99.41 

97.46 

96.60 

96.16 

85.64 
86.31 
86.68 
86.96 
86.21 
84.01 
88.24 
82.91 
81.89 

70.81 
70.72 
70.81 
70.10 
69.89 
68.47 
67.04 
66.94 


206.23 
206.72 
206.91 
207.81 
208.62 
209.16 
208.68 
209.07 
206.87 

185.96 
193.68 
198.86 
100.34 
202.64 
203.64 
202.90 
208.07 
200.46 
191.62 

172.16 
181.14 
188.16 
192.18 
190.60 
182.07 
191.07 
191.66 
192.08 
191.67 

162.42 
176.44 
181.27 
182.96 
184.72 
182.86 
176.26 
170.56 
166.42 
169.02 

146.90 
149.91 
153.08 
151.26 
149.36 
147.86 
147.30 
144.96 
133.10 

115.62 
119.86 
119.36 
119.44 
120.62 
115.59 
107.07 
96.33 


85.7) 
86.34 

87.S1 
87.7« 
87.81 
SS.lfi 
87.71 
87.67 
86.21 

85.39 
8S.00 
90.a 
90.86 
91.71 
91.6 
91.S1 
91.50 
90.88 
88.15 

83.37 

87.04 

90.0S 

91.SS    I 

90.9S 

88.02 

92.63 

92.76 

93.07 

92.83 

82.55 
87.75 
90.53 
91.S 
91.78 
91.58 
89.62 
88.06 
87.<tt 
83.SI 

85.S3 
86.80 
88.47 
87.71 
87.25 
87.51 
87.93 
86.89 
80.90 

81.4S 
83.90 
83.94 
UM 
84.91 
88.01 
78.53 
70.89 


Digiti 


zed  by  Google 


AUis-Chalmers  Turbine. 


799 


TABLE  94. 

Holyoke  Tests  of  a  SOHnch  Bight  Hand  AlHs-Chalmers  (Type  No.  12)  Turbine, 

Bwing-gate.    Conical  Draft-tube. 


11. 
10. 

9. 

8. 

7. 

6. 

6. 

4. 

3. 

2. 
13. 
12. 

1. 

23. 
22. 
21. 
20. 
19. 
18. 
17. 
16. 
15. 
14. 

34. 
33. 
82. 
31. 
80. 
29. 
28. 
27. 
26. 
25. 
24. 

75. 
74. 
73, 
72. 
71. 
70. 
69. 
68. 
67. 
66. 
65. 
64. 

62. 
61. 
60. 
63. 
69. 
68. 
57. 
66. 
65. 
64. 
53. 


4.S4 

4.34 
4.34 
4.34 
4.34 
4.34 
4.34 
4.34 
4.34 
4.34 
4.34 
4.34 
4.34 

4.125 
4.126 
4.125 
4.125 
4.125 
4.125 
4.125 
4.125 
4.125 
4.125 

3.75 
3.75 
3.75 
3.75 
3.75 
3.75 
3.75 
3.75 
3.75 
3.75 
3.76 

3.50 
3.50 
3.50 
3.50 
3.50 
3.50 
3.50 
3.50 
3.50 
3.50 
3.50 
3.50 

3.19 
3.19 
3.19 
3.19 
3.19 
3.19 
3.19 
3.19 
3.19 
3.19 
3.19 


l.QIH 

1.001 
0.998 
1.000 
1.000 
1.001 
1.002 
1.003 
1.003 
1.011 
1.019 
1.029 
0.990 

0.956 
0.956 
0.957 
0.960 
0.963 
0.965 
0.968 
0.976 
0.981 
0.989 

0.909 
0.916 
0.919 
0.921 
0.921 
0.924 
0.926 
0.931 
0.937 
0.928 
0.909 

0.846 
0.854 
0.859 
0.864 
0.867 
0.869 

o.sn 

0.873 
0.873 
0.867 
0.854 
0.844 

0.799 
0.807 
0.816 
0.820 
0.820 
0.820 
0.821 
0.822 
0.821 
0.810 
0.800 


16.40 
16.38 
16.38 
16.37 
16.36 
16.36 
16.33 
16.32 
16.25 
16.22 
16.37 
16.34 
16.29 

16.59 
16.64 
16.63 
16.59 
16.51 
16.46 
16.35 
16.26 
16.25 
16.26 

16.75 
16.71 
16.69 
16.68 
16.66 
16.65 
16.63 
16.61 
16.59 
16.64 
16.72 

16.71 
16.68 
16.68 
16.66 
16.67 
16.67 
16.66. 
16.6&I 
16.68 
16.73 
16.80 
16.88 

16.78 
16.74 
16.72 
16.73 
16.71 
16.73 
16.74 
16.75 
16.80 
16.88 
16.93 


148.50 
162.25 
175.00 
184.75 
189.75 
195.00 
199.75 
205.00 
209.00 
225.75 
242.00 
258.50 
831.17 

152.67 
164.50 
175.50 
187.50 
198.00 
206.20 
218.00 
229.00 
242.00 
255.00 

165.75 
186.60 
191.60 
198.25 
205.00 
209.75 
216.50 
227.80 
241.00 
255.25 
344.24 

146.26 
164.25 
179.50 
191.50 
200.00 
207.00 
213.50 
219.75 
231.25 
238.00 
247.00 
344.00 

139.25 
159.00 
180.25 
187.75 
193.60 
199.00 
206.50 
211.60 
221.00 
228.25 
245.50 


137.44 
136.92 
136.53 
136.66 
136.66 
136.79 
136.79 
136.92 
136.66 
137.57 
139.27 
140.57 
134.98 

131.38 
131.76 
131.89 
132.15 
132.27 
132.27 
132.27 
132.92 
133.69 
134.72 

125.68 
126.56 
126.81 
127.06 
127.06 
127.44 
127.57 
128.20 
128.96 
127.94 
125.55 

116.87 
117.85 
118.59 
119.21 
119.58 
119.82 
120.07 
120.32 
120.44 
119.82 
118.34 
117.23 

110.65 
111.50 
112.72 
113..S2 
113.20 
113.32 
113.67 
113.69 
113.69 
112.47 
111.26 


197.45 

77.24 

201.67 

79.29 

202.34 

79.78 

202.93 

79.99 

202.94 

80.04 

202.92 

S:77 

202.09 

201.47 

79.50 

199.36 

79.16 

195.76 

77.86 

195.87 

75.76 

186.80 

71.71 

194.17 

78.55 

199.71 

80.32 

202.92 

81.58 

205.95 

82.83 

206.04 

88.19 

204.62 

82.87 

201.65 

82.22 

198.58 

81.02 

195.87 

79.50 

191.64 

77.14 

196.44 

82.28 

204.86 

85.41 

204.92 

85.37 

206.30 

85.83 

207.40 

86.39 

206.14 

85.66 

206.52 

85.84 

204.13 

84.56 

202.02 

83.26 

184.46 

76.40 

173.33 

78.26 

186.16 

83.06 

191.98 

85.58 

195.95 

87.00 

196.56 

86.94 

197.46 

87.17 

197.48 

87.05 

196.91 

86.67 

193.85 

85.08 

185.75 

81.71 

171.35 

76.00 

159.39 

75.70 

174.65 

82.51 

187.56 

87.76 

189.95 

88.34 

190.27 

88.69 

189.82 

88.29 

190.08 

88.16 

189.61 

87.80 

185.26 

85.53 

178.14 

82.74 

163.22 

76.41 
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1 

2 

S 

4 

6 

e 

7 

8 

f 

42 

2.876 

0.746  ' 

16.67 

156.50 

102.81 

158.83 

81.46 

48 

2.876 

(K760 

16.66 

169.00 

103.39 

166.09 

85.0S 

44 

2.876 

0.763 

16.66 

176.00 

103.87 

169.46 

86.40 

41 

2.876 

0.758 

16.66 

181.00 

103.87 

172.66 

88.03 

46 

2.876 

0.756 

16.63 

187.00 

104.22 

172.97 

88.00 

40 

2.876 

0.758 

16.68 

196.50 

104.57 

176.06 

89.01 

39 

2.876 

0.752 

16.79 

206.00 

104.10 

172.68 

87.12 

88 

2.876 

0.743 

16.94 

214.25 

103.89 

167.21 

84.18 

87 

2.876 

0.739 

17.20 

228.75 

103.51 

165.80 

81.87 

36 

2.876 

0.739 

17.20 

260.26 

103.61 

160.46 

74.52 

85 

2.876 

0.717 

17.27 

832.97 

100.71 

97 

2.50 

0.627 

17.21 

141.00 

87.87 

130.42 

76.06 

96 

2.60 

0.646 

17.20 

162.60 

90.32 

146.61 

82.GS 

94 

2.50 

0.663 

17.20 

176.50 

92.90 

153.06 

84.46 

98 

2.60 

0.668 

17.18 

185.00 

92.78 

156.06 

86.04 

98 

2.60 

0.658 

17.28 

190.00 

92.88 

163.78 

85.24 

92 

2.50 

0.650 

17.27 

199.50 

91.33 

149.93 

S3.S 

91 

2.60 

0.644 

17.80 

209.75 

90.54 

146.61 

81.91 

90 

2.50 

0.640 

17.38 

220.25 

90.09 

140.06 

79.10 

89 

2.50 

0.636 

17.37 

230.60 

89.53 

133.26 

75.56 

88 

2.60 

0.680 

17.39 

238.76 

88.76 

124.22 

70.96 

87 

2.50 

0.626 

17.38 

264.40 

88.00 

110.80 

63.53 

86 

2.60 

0.617 

17.84 

272.76 

86.76 

78.84 

46.21 

84 

1.876 

0.492 

17.45 

142.00 

69.39 

SS.61 

71.74 

85 

1.875 

0.494 

17.40 

147.00 

69.69 

99.43 

78.41 

83 

1.875 

0.600 

17.46 

159.50 

70.62 

104.20 

74.66 

82 

1.875 

0.604 

17.88 

166.25 

70.93 

103.80 

74.25 

81 

1.876 

0.503 

17.42 

173.50 

70.98 

108.31 

73.71 

80 

1.876 

0.602 

17.46 

192.00 

70.93 

106.45 

75.08 

79 

1.876 

0.498 

17.68 

206.60 

70.62 

101.62 

72.40 

n 

1.876 

0.493 

17.79 

226.00 

70.21 

91.46 

64.56 

78 

1.876 

0.484 

17.88 

247.00 

69.08 

71.40 

61.11 

76 

1.875 

0.471 

17.86 

286.88 

67.26 
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TABLE  95. 

Holyoke  Tests  of  a  25-inch  Right  Hand  Wellman-Seaver-Morgan  Co.  (Runner 

No,  37)  Turbine.    Swing-gate,    Conical  Draft-tube, 


Number 
of  the 

expert* 
ment. 


Proportional  part  of 


opening 
of  the 
speed- 
gate. 

In  Inches. 


the  full 

dis- 
charge of 

the 
wheel. 

Per  cent 


Head 
acting 
on  the 
wheel. 


In  feet. 


Dura- 
tion of 

the 
experi- 
ment. 


In  min. 


Reyolu- 
tions 
of  the 
wheel. 


Per  min. 


Quan- 
tity of 
water 
dis- 
charged 
by  the 
wheel. 
Cubic  ft 
per  sec. 


Power 
devel- 
oped by 

the 
wheel. 


H.P. 


Effic- 
iency 
of  the 
wheel. 


In  per 
cent 


8 


3.58 
S.6S 
3.68 
8.58 
3.58 

3.30 
3.30 
3.30 
3.30 
3.30 
3.30 
3.30 
3.30 
3.30 
8.30 

2.89 
2.89 
2.89 
2.89 
2.89 
2.89 
2.89 
2.89 
2.89 
2.89 
2.89 
2.89 

2.73 
2.73 
2.73 
2.73 
2.73 
2.73 

2.47 
2.47 
2.47 
2.47 
2.47 
2.47 
2.47 
2.47 
2.47 
2.47 
2.47 

2.06 
2.06 
2.06 
2.06 
2.06 
2.06 
2.06 


0.957 
0.974 
0.998 
1.029 
1.031 

0.858 
0.864 
0.875 
0.88S 
0.904 
0.923 
0.945 
0.964 
0.954 
0.952 

0.779 
0.789 
0.803 
0.817 
0.837 
0.845 
0.846 
0.847 
0.840 
0.841 
0.843 
0.849 

0.794 
0.806 
0.810 
0.811 
0.806 
0.807 

0.695 
0.704 
0.716 
0.733 
0.732 
0.729 
0.730 
0.732 
0.733 
0.730 
0.732 

0.596 
0.607 
0.607 
0.603 
O.607 
0.612 
0.613 


16.46 
16.42 
16.35 
16.31 
16.25 

17.25 
17.20 
17.21 
17.19 
17.14 
17.12 
17.08 
17.06 
17.03 
17.02 

17.32 
17.31 
17.24 
17.24 
17.17 
17.10 
17.17 
17.13 
17.21 
17.11 
17.21 
17.22 

16.77 
16.74 
16.72 
16.75 
16.81 
16.81 

17.30 
17.29 
17.26 
17.22 
17.26 
17.28 
17.30 
17.29 
17.34 
17.36 
17.33 

16.98 
16.96 
16.96 
17.00 
17.00 
17.08 
17.04 


238.00 
256.33 
278.00 
309.67 
325.33 

170.00 
183.33 
200.33 
218.67 
236.33 
257.33 
278.00 
291.67 
303.50 
322. SO 

161.67 
179.67 
198.67 
221.00 
243.67 
253.50 
259.67 
267.50 
275.50 
284.00 
296.00 
318.33 

220.75 
232.33 
241.67 
252.00 
259.67 
269.67 

159.38 
180.00 
201.67 
224.75 
234.33 
244.67 
256.60 
269.00 
281.00 
302.20 
327.33 

169.67 
194.00 
207.00 
230.67 
260.38 
292.00 
821.00 


96.52 

»S.16 

100.38 

103.28 

103.28 

88.62 
89.07 
90.21 
91.51 
93.06 
94.97 
96.9S 
97.92 
97.S4 
97.61 

80.56 
81.59 
82.85 
84.35 
86.21 
86.89 
S7.19 
87.11 
86.66 
86.51 
86.89 
87.56 

80.86 
81.89 
82.38 
82.48 
82.83 
82.26 

71.82 
72.82 
73.96 
75.62 
75.62 
75.33 
76.47 
75.62 
75.83 
75.64 
76.76 

60.99 
62.14 
62.14 
61.80 
62.21 
62.82 
62.89 


143.72 
147.06 
151.09 
149.60 
137.52 

128.32 
132.86 
139.12 
145.25 
149.85 
155.40 
159.48 
158.52 
148.07 
136.45 

U7.15 
124.77 
131.97 
140.13 
147.15 
149.26 
118.97 
145.38 
141.41 
137.20 
134.06 
124.96 

133.30 
136.79 
138.64 
136.96 
138.29 
130.28 

106.84 
U4.1S 
121.78 
128.94 
127.86 
126.69 
123.96 
121.84 
118.78 
109.49 
98.83 

92.21 
99.68 
100.00 
97.61 
94.82 
88.17 
77.54 


9 


79.95 
80.58 
81.38 
78.44 
72.37 

74.14 
76.59 
79.16 
81.56 
82.98 
M.41 
85.29 
n.86 
78.49 
72.64 

74.16 
78.03 
81.69 
85.11 
87.80 
88.72 
87.89 
86.05 
83.74 
81.87 
79.18 
73.19 

86.84 
88.18 
88.96 
87.56 
86.06 
83.21 

75.24 
80.06 
84.31 
87.46 
86.23 
86.21 
83.86 
82.30 
79.79 
73.79 
66.49 

78.66 
83.60 
83.81 
81.97 
78.77 
72.79 
63.90 


Digitized  by 


Google 


802  Test  Data  of  Turbine  Water  Wheels. 

TABLE  95 — Continued. 


1 

2 

3 

4 

6 

6 

7 

8 

» 

59 

1.65 

0.477 

17.11 

146.00 

49.02 

69.17 

72.84 

68 

1.66 

0.491 

17.09 

178.67 

60.47 

77.68 

79.56 

57 

1.66 

0.490 

17.12 

196.00 

60.40 

76.54 

78.86 

66 

1.66 

0.487 

17.16 

214.00 

50.16 

74.96 

76.98 

eo 

1.66 

0.483 

17.U 

232.67 

49.66 

71.66 

74.50 

66 

1.66 

0.482 

17.17 

233.38 

49.66 

71.86 

74.46 

64 

1.65 

0.485 

17.16 

266.83 

49.90 

70.50 

72.72 

53 

1.66 

0.487 

17.17 

288.00 

50.16 

64.36 

66.00 

62 

1.66 

0.486 

17.21 

307.67 

50.16 

66.74 

S7.0i 

66 

1.24 

0.362 

17.24 

158.33 

37.40 

68.70 

73.56 

66 

1.24 

0.361 

17.26 

173.00 

87.29 

68.28 

73.11 

64 

1.24 

0.361 

17.28 

192.67 

g:g 

51.19 

70.17 

62 

1.24 

0.868 

17.31 

219.00 

48.93 

67.48 

61 

1.24 

0.861 

17.39 

239.75 

36.43 

43.4S 

60.55 

68 

1.24 

0.347 

17.38 

269.00 

35.91 

82.49 

46.U 

Jacket  Removed  for  Remaining  ExpeHmenU 

67 

3.68 

0.983 

14.44 

406.00 

92.88 

68 

3.80 

0.968 

14.46 

418.67 

90.59 

6» 

2.89 

0.862 

14.64 

414.76 

82.04 

70 

2.47 

0.721 

14.82 

397.25 

69.01 

71 

2.06 

0.563 

15.11 

361.00 

64.88 

72 

1.66 

0.456 

15.22 

338.75 

44.26 

78 

1.24 

i 

0.846 

16.42 

306.00 

83.78 

=^  ^.'.> 
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TABLE  96. 

Holydke  TetU  of  a  tS-inch  Right  Hand  I,  P.  Morri9  (Runner  **0**)  TurWne. 

Swing-gate,    Conical  Draft-tube, 


Proportional  part  of| 

Quan- 

Dura- 

tity of 

Power 

Effic- 

the full 

Head 

tion  of 

Revolu- 

water 

devel- 

iency 

Number 

opening 

dis- 

acting 

the 

tions 

dis- 

oped by 

of  the 

of  the 

of  the 

charge  of 

on  the 

experi- 

of the 

charged 

the 

wheel. 

•xperi- 

speed- 

the 

wheel. 

ment. 

wheel. 

by  the 
wheel. 

wheel. 

ment. 

gate. 

wheel. 

Cubic  ft 

In  per 

In  inches. 

Per  cent 

In  feet. 

Inmin. 

Per  mln. 

per  sec 

H.P. 

cebt 

1 

a 

8 

4 

6 

6 

7 

8 

• 

55 

4.00 

0.917 

17.74 

182.33 

97.79 

146.49 

74.62 

54 

4.00 

0.924 

17.72 

200.33 

98.49 

151.27 

76.60 

53 

4.00 

0.939 

17.71 

226.75 

««99 

167.52 

78.61 

56 

4.00 

0.948 

17.70 

241.26 

92 

160.30 

79.81 

52 

4.00 

0.961 

17.66 

266.26 

21 

162.53 

79.58 

51 

4.00 

0.964 

17.52 

276.00 

20 

166.12 

80.42 

49 

4.00 

0.999 

17.53 

296.00 

86 

169.29 

80.63 

50 

4.00 

1.006 

17.61 

302.00 

44 

169.66 

80.46 

48 

4.00 

1.015 

17.48 

312.67 

40 

169.99 

80.02 

47 

4.00 

1.018 

17.61 

821.75 

76 

166.20 

77.88 

46 

4.00 

1.006 

17.64 

340.75 

68 

144.09 

68.06 

46 

4.00 

0.986 

17.60 

862.60 

66 

109.49 

62.58 

43 

3.50 

0.837 

17.84 

183.75 

89.62 

140.97 

78.01 

42 

3.50 

0.850 

17.88 

206.33 

90.87 

149.66 

81.58 

44 

3.50 

0.860 

17.76 

221.50 

91.76 

163.87 

83.44 

41 

3.50 

0.862 

17.78 

221.75 

91.99 

164.04 

83.28 

88 

3.50 

0.877 

17.79 

241.50 

98.57 

160.47 

86.20 

37 

3.50 

0.894 

17.75! 

261.50 

96.27 

166.86 

86.83 

40 

3.50 

0.906 

17.67 

272.80 

96.29 

168.09 

87.81 

39 

3.50 

0.911 

17.67 

279.76 

96.87 

168.99 

87.25 

36 

3.50 

0.909 

17.69 

287.76 

96.76 

166.14 

86.26 

35 

3.50 

0.906 

17.69 

302.25 

96.41 

156.19 

80.42 

34 

3.50 

0.897 

17.71 

323.00 

96.50 

136.68 

71.37 

33 

3.50 

0.879 

17.76 

851.50 

98.68 

106.16 

66.42 

82 

8.10 

0.784 

17.88 

191.20 

83.90 

138.60 

81.66 

76 

8.10 

0.814 

17.76 

236.76 

86.75 

164/46 

88.66 

76 

3.10 

0.821 

17.73 

244.80 

87.63 

166.76 

89.26 

77 

8.10 

0.821 

17.78 

246.80 

87.63 

167.28 

89.57 

74 

8.10 

0.824 

17.74 

249.75 

87.86 

168.41 

89.82 

81 

3.10 

0.824 

17.78 

250.00 

87.97 

168.57 

89.59 

78 

3.10 

0.827 

17.78 

261.00 

88.08 

168.44 

89.67 

79 

8.10 

0.828 

17.72 

262.40 

88.19 

168.66 

89.67 

80 

3.10 

0.827 

17.76 

264.26 

88.19 

168.96 

89.74 

73 

3.10 

0.824 

17.74 

268.75 

87.86 

156.30 

88.62 

72 

3.10 

0.823 

17.76 

265.75 

87.76 

162.60 

86.63 

71 

3.10 

0.823 

17.76 

274.00 

87.75 

148.96 

84.47 

70 

3.10 

0.820 

17.77 

291.50 

87.63 

140.87 

80.04 

69 

3.10 

0.820 

17.77 

809.50 

87.63 

130.87 

74.36 

68 

3.10 

0.817 

17.80 

346.25 

87.20 

104.68 

69.64 

26 

3.00 

0.750 

17.92 

181.00 

80.31 

130.11 

79.90 

20 

3.00 

0.776 

17.87 

221.26 

88.02 

147.01 

87.58 

23 

3.00 

0.786 

17.83 

233.25 

88.90 

150.76 

89.07 

22 

3.00 

0.790 

17.88 

239.00 

84.44 

163.08 

89.88 

19 

3.00 

0.791 

17.85 

242.00 

84.56 

153.48 

89.88 

21 

3.00 

0.792 

17.88 

242.50 

84.66 

163.81 

90.06 

24 

3.00 

0.792 

17.81 

2(3.00 

84.55 

162.66 

89.58 

18 

8.00 

0.790 

17.86 

249.50 

84.44 

150.71 

88.37 

17 

3.00 

0.788 

17.86 

257.25 

84.23 

147.63 

86.78 

16 

3.00 

0.784 

17.86 

10 

266.10 

83.90 

144.12 

86.00 

15 

3.00 

0.786 

17.84 

298.67 

84.01 

138.06 

78.46 

14 

8.00 

0.787 

17.84 

323.26 

84.12 

117.16 

68.99 

13 

3.00 

0.780 

17.87 

861.00 

83.46 

87.28 

51.69 
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1 

a 

8 

4 

6 

e 

7  * 

8 

• 

9 

2.50 

0.647 

18.12 

169.76 

69.69 

114.85 

80.?7 

« 

2.50 

0.662 

18.07 

197.00 

71.24 

124.96 

85.7S 

7 

2.50 

0.668 

18.06 

210.67 

71.86 

127.26 

S6.6I 

12 

2.50 

0.669 

18.08 

213.20 

71.86 

128.79 

87.85 

10 

2.50 

0.670 

18.04 

217.56 

72.06 

128.76    . 

S7.5S 

6 

2.50 

0.666 

18.07 

221.80 

71.65 

127.28 

S8.S8 

5 

2.50 

0.664 

;       18.07 

t     230.00 

71.44 

126.04 

So.eo 

4 

2.50 

0.662 

18.07 

240.00 

71.24 

123.23 

84.60 

8 

2.50 

0.666 

18.06 

261.76 

71.55 

121.66 

S3.25 

2 

2.50 

0.666 

18.07 

274.50 

71.55 

116.07 

79.« 

1 

2.50 

0.666 

18.06 

320.00 

71.55 

96.65 

66.14 

11 

2.50 

0.657 

18.10 

856.50 

70.72 

64.60 

44.60 

66 

2.00 

0.638 

18.26 

171.60 

68.16 

98.42 

81.90 

67 

2.00 

0.542 

18.24 

186.26 

68.55 

102.38 

84.72 

66 

1         2.00 

0.542 

18.26 

188.75 

68.64 

102.62 

84.74 

64 

2.00 

0.537 

18.28 

196.76 

68.16 

101.02 

S3.98 

63 

2.00 

0.536 

18.29 

206.40 

67.87 

99.26 

82.8S 

62 

2.00 

0.535 

18.29 

216.50 

57.87 

98.09 

81.90 

61 

1         2.00 

0.534 

18.30 

226.00 

57.78 

96.56 

75.ST 

60 

2.00 

0.532 

18.31 

238.40 

67.59 

93.61 

78.45 

59 

2.00 

0.535 

18.81 

266.76 

67.97 

92.69 

77.1S 

5S 

2.00 

0.538 

18.32 

284.76 

58.26 

86.00 

7i.n 

67 

2.00 

0.533 

18.38 

834.40 

67.78 

60.60 

M.57 

82 

1.25 

0.332 

18.58 

142.00 

86.18 

1         56.76 

73.50 

81 

1.26 

0.332 

18.65 

168.88 

36.26 

'         67.39 

74.99 

30 

1.26 

0.826 

18.66 

186.00 

86.69 

•         56.88 

74.15 

29 

1.26 

0.823 

18.66 

1     215.00 

35.29 

51.96 

69.7S 

28 

1.26 

0.818 

18.66 

247.83 

34.80 

44.82 

61.0S 

27 

1.26 

0.816 

1       18.66 

276.83 

34.39 

33.38 

46.00 

26 

1.26 

0.810 

18.66 

302.38 

38.88 

?£.26 

25.58 

89 

4.00 

0.916 

1       17.66 

423.00 

97.83 

88 

3.50 

0.842 

17.80 

426.50 

89.86 

87 

8.10 

0.761 

17.96 

418.67 

80.52 

86 

8.00 

0.720 

18.02 

415.76 

77.81 

85 

2.50 

0.604 

18.21 

1          4 

401.26 

65.28 

84 

2.00 

0.482 

18.89 

381.60 

62.28 

88 

1.26 

0.306 

18.70 

328.60 

88.36 
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TABLE  97. 

Bolyoke  Teats  of  a  23-inch  Right  Hand  Wellman-Seaver-Morgan  Co,  (Rwnner 

No.  87)  Turbine.    BvAng-gate.    Conical  Draft-tuhe. 


19, 
18. 

17, 

21, 
16, 
22. 
16, 
14, 
13, 

28, 
27 
29 
26 
25 
24 
23, 
80 
81, 
32 

41, 
42, 
40, 
89, 
88. 
87. 
86, 
86. 
84. 
83. 

60 
49. 
48, 
47. 
46, 
45. 
43, 
44, 


2.89 
2.89 
2.89 
2.89 
2.89 
2.89 
2.89 
2.89 
2.89 
2.89 

2.47 
2.47 
2.47 
2.47 
2.47 
2.47 
2.47 
2.47 
2.47 
2.47 

2.06 
2.06 
2.06 
2.06 
2.06 
2.06 
2.06 
2.06 
2.06 
2.06 

1.66 
1.66 
1.66 
1.66 
1.66 
1.66 
1.65 
1.66 


0.821 
0.833 
0.842 
0.857 
0.868 
0.879 
0.882 
0.883 
0.882 
0.892 

0.746 
0.762 
0.768 
0.769 
0.767 
0.764 
0.770 
0.773 
0.775 
0.776 

0.636 
0.639 
0.642 
0.642 
0.636 
0.635 
0.636 
0.640 
0.643 
0.657 

0.504 
0.503 
0.500 
0.498 
0.496 
0.500 
0.507 
0.510 


17.48 

3 

178.33 

81.87 

17.45 

193.75 
208.50 

82.41 

17.45 

83.80 

17.42 

226.00 

84.79 

17.40 

287.75 

85.84 

17.37 

251.00 

86.81 

17.85 

261.50 

87.04 

17.36 

270.75 

87.19 

17.86 

288.00 

87.04 

17.35 

314.60 

88.09 

17.53 

190.50 

74.03 

17.49 

214.26 

75.54 

17.47 

223.60 

76.05 

17.49 

230.25 

76.19 

17.51 

238.00 

76.05 

17.52 

247.25 

75.76 

17.52 

260.00 

76.84 

17.47 

278.00 

76.55 

17.47 

294.00 

76.77 

17.47 

812.25 

76.84 

17.86 

181.33 

63.64 

17.84 

191.75 

63.98 

17.83 

200.25 

64.26 

17.86 

211.50 

64.25 

17.87 

219.25 

63.70 

17.86 

230.00 

63.57 

17.87 

243.75 

63.70 

17.85 

261.75 

64.04 

17.85 

281.00 

64.39 

17.79 

810.20 

65.62 

18.06 

192.00 

60.79 

18.07 

204.80 

50.66 

18.07 

216.75 

50.34 

18.10 

230.00 

50.21 

18.12 

244.25 

49.96 

18.10 

267.26 

50.40 

18.10 

288.50 

51.10 

18.06 

806.25 

51.86 

126.92 
132.13 
137.16 
143.21 
147.07 
151.48 
149.92 
147.06 
139.05 
182.86 

120.71 
129.80 
131.51 
132.01 
129.27 
126.88 
125.63 
122.47 
117.10 
109.80 

103.96 
107.04 
106.76 
108.50 
106.86 
104.10 
102.97 
101.10 
98.86 
93.60 

81.11 
80.84 
78.48 
76.34 
78.70 
72.68 
69.64 
64.48 


78.12 
81.08 
S3.26 
85.56 
86.89 
88.65 
87.61 
85.74 
81.20 
76.71 

82.06 
86.36 
87.85 
87.42 
85.66 
84.82 
82.82 
80.82 
77.06 
71.86 

80.76 
82.76 
83.78 
83.43 
82.06 
80.91 
79.83 
78.04 
75.52 
70.76 

78.03 
77.44 
76.14 
74.18 
71.84 
70.21 
66.45 
61.27 
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TABLE  97-— Continued. 


1 

2 

8 

4 

5 

e 

7 

8 

9 

67 

1.24 

0.360 

18.60 

181.26 

86.71 

64.69 

TLOT 

66 

1.24 

0.360 

18.40 

197.26 

86.60 

63.67 

W.19 

66 

1.24 

0.869 

18.41 

221.76 

36.48 

60.86 

66.82 

64 

1.24 

0.367 

18.41 

244.00 

36.25 

45.66 

60.36 

52 

1.24 

0.362 

18.40 

268.60 

36.80 

39.00 

sf.as 

61 

1.24 

0.363 

18.40 

274.26 

86.86 

33.10 

44.2S 

63 

1.24 

0.364 

18.41 

292.60 

86.97 

24.71 

82.S8 

68 

8.80 

1.080 

17.11 

470.00 

100.91 

•  •..•*•• 

69 

2.89 

0.967 

17.26 

472.40 

94.20 

••• 

«0 

2.47 

0.807 

17.65 

467.26 

80.12 
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TABLE  98. 

Holyoke  Testa  of  a  23Hnch  Right  Hand  Wenman-Seaver-Morgan  Co.  Turbine. 

OantinuatUm  of  Test  given  in  Table  97.    Swing-gate.    Conical  Draft-tube. 


Number 
of  the 

experi- 
ment. 


Proportional  part  of 


the  foil 
opening 
of  the 
speed- 
gate. 

In  inches. 


the  full 

dis- 
charge of 
the 
wheel. 

Per  cent. 


Head 
acting 
on  the 
wheel. 


In  feet 


Dura- 
tion of 

the 
experi- 
ment. 


Inmin. 


Revolu- 
tions 
of  the 
wheel. 


Per  min. 


Quan- 
tity of 
water 
dis- 
charged 
by  the 
wheel. 
Cubic  ft 
per  sec 


Power 
devel- 
oped by 

the 
wheel. 


H.  P. 


Effic- 
iency 
of  the 
wheel. 


In  per 
cent 


8 


47. 
46. 
45. 
44. 
43. 
42., 

86., 
S5., 
87.. 
84., 
33.. 
82.. 
81.. 
80., 

41., 
40.. 

88.. 
89.. 

29.. 
28., 
17., 
26.. 
26., 
24.. 
28.. 
22., 

9., 

8., 

10.. 


11.. 

21.. 
20.. 
19.. 
IS.. 
17., 
16. 
16. 
14., 
18. 
U., 

48. 
48. 
60. 


4.43 
4.48 
4.43 
4.43 
4.48 
4.48 

3.96 
3.96 
8.96 
3.95 
8.96 
3.96 
3.96 
8.96 

3.82 
3.82 
3.82 
3.82 

8.68 
3.68 
8.68 
8.68 
3.68 
8.58 
3.58 
3.58 

8.30 
3.30 
8.80 
3.80 
8.80 
3.30 
3.30 
8.30 
8.80 
3.30 
8.30 

2.89 
2.89 
2.89 
8.89 
2.89 
2.89 
2.89 
2.89 
2.89 
2.89 

8.96 
8.68 
8.80 


1.021 
1.064 
1.110 
1.186 
1.118 
1.084 

0.961 
1.013 
1.085 
1.046 
1.048 
1.041 
1.041 
1.027 

0.968 
0.980 
0.990 
0.994 

0.967 
0.976 
0.964 
0.940 
0.943 
0.926 
0.878 
0.846 

0.838 
0.849 
0.872 
0.894 
0.899 
0.900 
0.912 
0.923 
0.930 
0.983 
0.932 

0.736 
0.766 
0.786 
0.788 
0.793 
0.803 
0.810 
0.811 
0.807 
0.824 

1.013 
0.987 
0.906 


16.48 
16.38 
16.30 
16.28 
16.28 
16.40 

16.68 
16.64 
16.58 
16.60 
16.61 
16.68 
16.70 
16.77 

16.72 
16.69 
16.66 
16.66 

16.42 
16.41 
16.41 
16.47 
16.46 
16.51 
16.68 
16.71 

16.86 
16.80 
16.74 
16.79 
16.65 
16.85 
16.76 
16.75 
16.70 
16.67 
16.66 

16.96 
16.91 
16.86 
16.91 
16.88 
16.84 
16.88 
16.84 
16.84 
16.83 

16.49 
16.69 
16.74 


269.00 
306.50 
342.50 
882.50 
402.25 
441.25 

269.50 
812.75 
832.60 
847.00 
362.50 
383.00 
404.00 
426.75 

297.00 
816.00 
329.20 
845.50 

421.25 
899.25 
878.00 
380.00 
815.25 
291.00 
243.75 
207.50 

223.75 
244.00 
267.76 
291.20 
308.50 
328.00 
849.75 
871.60 
889.00 
406.00 
428.50 

186.00 
227.50 
261.25 
278.75 
802.60 
329.00 
351.50 
871.75 
890.75 
417.75 

449.60 
463.00 
460.00 


110.75 
115.07 
119.77 
122.36 
120.52 
117.87 

104.79 
110.43 
112.62 
113.92 
114.17 
118.60 
113.68 
112.46 

104.71 
107.08 
108.00 
108.40 

103.67 
106.66 
104.89 
102.01 
102.25 
100.51 
95.67 
92.43 

91.36 

93.05 

96.86 

97.92 

98.00 

98.71 

99.73 

100.98 

101.54 

101.86 

101.69 

81.00 
84.20 
86.29 
86.06 
87.04 
88.09 
88.85 
89.00 
88.55 
90.36 

109.94 

102.83 

99.25 


146.U 
147.49 
144.69 
115.42 
72.83 


154.51 
160.48 
160.58 
167.06 
142.20 
115.67 
85.33 
61.51 

161.81 
162.10 
158.94 
146.95 

60.84 
84.88 
112.56 
139.40 
152.20 
158.06 
147.10 
187.76 

141.78 

147.28 

168.51 

158.16 

148.94 

188.66 

126.64 

112.18 

98.90 

78.51 

61.12 

122.81 

187.80 

141.90 

184.68 

127.88 

119.13 

106.06 

89.74 

70.74 

50.42 


70.59 
69.00 
66.86 
51.26 
82.73 


78.18 
76.96 
75.88 
73.28 
66.12 
63.78 
89.68 
84.06 

81.26 
80.01 
77.89 
71.81 

26.84 
42.88 
67.98 
78.16 
79.74 
83.99 
81.58 
78.64 

81.21 
88.06 
84.79 
84.83 
80.49 
73.46 
66.86 
68.46 
48.88 
88.17 
26.62 

78.83 
85.08 
86.00 
81.54 
76.72 
70.81 
62.54 
62.80 
41.88 
29.24 
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TABLE  99. 

Holyoke  Testa  of  a  SO-inch  Right  Hand  AUis-Chalmera  Co,  (Type  No.  IS)  Tur- 

hine.    Swing-gate.    Conical  Draft-tuhe. 


Number 
of  the 

experi- 
ment. 


Proportional  part  of 


opening 
of  the 
speed- 
gate. 

In  Inches. 


the  full 

dis- 
charge of 
the 
wheel. 

Per  cent 


Hoad 
acting 
on  the 
wheel. 


In  feet. 


Dura- 
tion of 

the 
experi- 
ment. 


In  mln. 


Revolu- 
tions 
of  the 
wheel. 


Per  mln. 


Quan- 
tity of 
water 
dis- 
charged 
by  the 
wheel. 
Cubic  ft 
per  sec 


Power 
devel- 
oped by 

the 
wheel. 


H.  P. 


Rffl^ 
lency 
oftbe 
wheel 


In  per 
cent 


3 


8 


85. 
34. 
33. 
32. 
31. 
30. 
36. 
29. 
37. 
38. 
28. 
39. 

19. 
20. 
21. 
18. 
17. 
16. 
22. 
15. 
23. 
24. 
25. 
26. 
27. 
14. 

U. 
10. 

9. 

8. 

7. 

5. 
12. 

6. 

4. 
13. 

3. 

2. 

1. 

93. 
92. 
91. 

90. 
89 
88, 
87, 
86 
84 


4.10 
4.10 
4.10 
4.10 
4.10 
4.10 
4.10 
4.10 
4.10 
4.10 
4.10 
4.10 

8.75 
8.75 
3.76 
3.75 
3.75 
3.75 
3.75 
3.75 
8.75 
8.75 
8.75 
8.75 
8.75 
8.76 

8.375 
8.875 
8.375 
8.375 
3.875 
8.375 
3.375 
8.875 
3.875 
8.375 
3.876 
3.375 
8.375 

3.21 
3.21 
3.21 
3.21 
3.21 
3.21 
3.21 
3.21 
3.21 
8.21 


0.972 
0.964 
0.990 
0.997 
1.004 
1.011 
1.013 
1.026 
1.025 
1.031 
1.086 
0.989 

0.907 
0.906 
0.910 
0.924 
0.938 
0.944 
0.953 
0.960 
0.968 
0.962 
0.970 
0.970 
0.969 
0.942 

0.846 
0.857 
0.867 
0.872 
0.878 
0.881 
0.887 
0.886 
0.891 
0.893 
0.889 
0.887 
0.877 

0.826 
0.837 
0.847 
0.851 
0.856 
0.855 
0.852 
0.849 
0.843 
0.839 


15.90 
15.86 
15.82 
16.78 
15.75 
16.71 
15.84 
15.67 
15.82 
15.81 
15.67 
15.99 

14.70 
14.46 
14.29 
16.86 
16.86 
15.37 
15.08 
15.86 
14.92 
14.70 
14.48 
14.32 
14.27 
15.66 

16.40 
16.41 
16.40 
16.89 
16.89 
16.40 
16.24 
16.38 
16.33 
16.19 
16.34 
16.22 
16.26 

16.50 
16.6D 
16.50 
16.47 
16.42 
16.42 
16.42 
16.40 
16.86 
16.87 


171.00 
1S8.00 
197.00 
206.60 
212.75 
219.50 
225.10 
232.25 
237.75 
242.75 
264.00 
826.25 

137.25 
187.26 
144.00 
170.50 
183.25 
198.00 
206.26 
214.00 
209.75 
211.00 
219.40 
225.50 
234.50 
826.50 

145.25 
163.50 
176.75 
184.75 
193.50 
200.00 
204.25 
206.75 
214.75 
212.00 
219.50 
226.00 
287.00 

160.00 
174.75 


145.81 
147.40 
148.06 
149.00 
149.80 
150.74 
151.55 
152.62 
153.80 
154.11 
154.24 
148.73 

130.71 
129.57 
129.81 
136.11 
137.54 
139.24 
139.24 
141.46 
139.11 
188.71 
138.85 
138.06 
136.24 
139.76 

128.80 
130.69 
181.99 
132.76 
133.66 
134.18 
134.44 
134.82 
136.47 
136.08 
135.21 
134.31 
183.02 

126.03 
127.79 
129.31 
129.96 
130.46 
130.33 
129.82 
129.81 
128.17 
127.67 


207.60 
2U.94 
212.97 
214.88 
Z15.24 
215.72 
215.01 
214.83 
213.04 
210.51 
183.15 


169.01 
165.04 
166.50 
197.14 
201.29 
206.04 
202.70 
210.32 
200.08 
196.17 
190.26 
182^ 
162% 


188.94 
208.22 
209.47 
213.61 
218.14 
219.68 
220.81 
221.12 
228.47 
220.61 
216.72 
206.12 
191.82 

196.10 
207.10 
218.68 
216.11 
217.11 
218.78 
206.62 
199.60 
188.68 
180.66 


78.96 
79.94 
80.17 
80.53 
80.44 
80.32 
78.9S 
79.21 
77.46 
76.18 
66.82 


77.56 
77.75 
79.45 
83.15 
84.01 
84.89 
85.12 
85.41 
85.00 
84.40 
83.44 
81.40 
73.78 


78.87 
83.62 
86.a 
86.56 
87.80 
8S.(S 
89.18 
88.29 
89.07 
88.96 
88.09 
84.24 
78.20 

83.15 
86.61 
88.29 
89.04 
89.37 
88.06 
86.42 
82.99 
79.26 
76.18 
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1 

Z 

8 

4 

5 

6 

7 

8 

» 

52 

3.125 

0.802 

16.59 

149.67 

122.90 

186.03 

80.45 

51 

3.126 

0.816 

16.68 

169.00 

126.02 

200.29 

85.20 

50 

3.126 

0.826 

16.56 

181.50 

126.41 

207.76 

87.51 

49 

3.126 

0.834 

16.64 

195.75 

127.92 

216.02 

89.07 

48 

3.126 

0.838 

16.61 

202.00 

128.42 

216.04 

89.31 

47 

3.126 

0.837 

16.66 

206.75 

128.42 

216.14 

88.72 

46 

8.126 

0.836 

16.66 

210.00 

12S.30 

212.46 

87.64 

46 

3.126 

0.829 

16.69 

217.50 

127.41 

2W.96 

84.99 

44 

3.125 

0.826 

16.71 

223.75 

127.04 

200.50 

83.28 

e 

3.126 

0.822 

16.74 

236.00 

126.53 

190.20 

79.18 

42 

3.126 

0.822 

16.76 

248.50 

126.53 

179.58 

74. n 

41 

3.126 

0.830 

16.78 

263.26 

127.79 

167.41 

68.84 

40 

3.125 

0.812 

16.86 

334.60 

125.40 

62 

2.82 

0.742 

16.68 

163.00 

114.03 

180.93 

83.88 

60 

2.82 

0.747 

16.71 

173.00 

114.77 

188.03 

86.46 

59 

2.82 

0.766 

16.79 

186.00 

116.48 

195.72 

88.24 

61 

2.82 

0.756 

16.66 

187.00 

116.11 

193.51 

88.21 

68 

2.82 

0.763 

16.90 

192.75 

116.48 

196.01 

87.36 

67 

2.82 

0.750 

16.84 

196.75 

115.74 

191.09 

86.46 

66 

2.82 

0.747 

16.86 

202.50 

115.26 

187.31 

86.06 

56 

2.82 

0.743 

16.86 

211.00 

114.77 

182.96 

83.88 

64 

2.82 

0.740 

16.88 

220.00 

114.40 

178.06 

81.31 

68 

2.82 

0.751 

16.90 

244.00 

116.11 

169.27 

76.06 

72 

2.40 

0.636 

17.04 

148.00 

98.72 

149.73 

78.49 

73 

2.40 

0.647 

16.97 

159.26 

100.22 

167.43 

81.62 

71 

2.40 

0.664 

17.01 

171.00 

101.51 

166.09 

84.81 

70 

2.40 

0.663 

17.04 

178.26 

101.89 

164.88 

84.15 

69 

2.40 

0.650 

17.06 

182.00 

100.92 

163.09 

83.68 

68 

2.40 

0.648 

17.06 

186.60 

100.69 

161.73 

83.02 

67 

2.40 

0.644 

17.07 

196.50 

100.11 

158.23 

81.66 

66 

2.40 

0.642 

17.11 

204.75 

99.87 

158.88 

79.41 

66 

2.40 

0.635 

17.12 

218.75 

98.83 

145.43 

75.79 

63 

2.40 

0.633 

17.10 

•233.25 

98.87 

134.86 

70.69 

64 

2.40 

0.633 

17.10 

247.50 

98.37 

121.62 

63.76 

83 

2.00 

0.649 

17.20 

162.33 

86.65 

129.46 

77.48 

82 

2.00 

0.563 

17.21 

160.75 

86.20 

181.96 

78.44 

81 

2.00 

0.552 

17.18 

168.75 

86.98 

131.70 

78.62 

80 

2.00 

0.552 

17.14 

181.00 

86.98 

130.80 

78.26 

79 

2.00 

0.648 

17.16 

191.00 

86.43 

126.98 

76.38 

78 

2.00 

0.639 

17.17 

206.00 

84.01 

118.61 

72.46 

77 

2.00 

0.634 

17.18 

219.50 

83.24 

107.86 

66.61 

75 

2.00 

0.531 

17.24 

232.00 

82.91 

98.89 

67.92 

76 

2.00 

0.630 

17.28 

240.26 

82.69 

83.34 

61.68 

74 

2.00 

0.618 

17.86 

282.00 

80.42 
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TABLE  100. 

Holyoke  Testa  of  a  SOHnch  Left  Hand  Smith  (Type  R)  TurMne.    Made  by 

8.  Morgan  Smith.    Stoing-gate,    Long  Conical  Draft-tube, 


Proportional  part  of 

Quan- 

Dura-. 

tity  of 

Power 

Effic- 

the full 

the  full 

Head 

tion  of 

Revolu- 

water 

devel- 

iency 

Number 

opening 

dis- 

acting 

the 

tions 

dis- 

oped by 

of  the 

oftbe 

of  the 

charge  of 

on  the 

experi- 

of the 

charged 

^e 

wheel. 

experi- 

speed- 

the 

wheel. 

ment. 

wheel. 

by  the 

wheel. 

ment. 

gate. 

wheel. 

wheel. 
Cubic  ft. 

In  per 

Per  cent. 

In  feet 

In  min. 

Per  mln. 

per  sec 

H.P. 

cent 

1 

2 

3 

4 

6 

6 

T 

8 

a 

98 

1.000 

0.798 

16.62 

Still  ^ 

127.67 

20 

1.000 

0.968 

16.01 

143.33 

150.47 

228.10 

81.66 

19 

1.000 

0.966 

15.97 

156.25 

151.41 

229.70 

83.76 

18 

1.000 

0.975 

15.92 

170.00 

152.62 

236.21 

85.36 

17 

1.000 

0.990 

15.88 

186.25 

154.79 

241.19 

86.66 

16 

1.000 

1.006 

15.81 

201.60 

156.95 

244.06 

86.73 

16 

1.000 

1.023 

15.69 

215.25 

159.00 

241.98 

85.5S 

14 

1.000 

1.031 

15.63 

226.50 

159.95 

235.04 

82.90 

13 

1.000 

1.080 

15.60 

284.25 

159.68 

222.82 

78.87 

12 

1.000 

1.016 

15.63 

241.00 

157.64 

201.46 

72.10 

11 

1.000 

1.002 

15.60 

246.00 

155.33 

177.27 

64.51 

10 

1.000 

1.070 

15.38 

327.71 

164.62 

90 

0.965 

0.910 

16.21 

141.00 

143.69 

215.41 

81.55 

29 

0.966 

0.919 

16.16 

156.50 

145.01 

225.56 

84.57 

28 

0.955 

0.931 

16.12 

171.75 

146.61 

232.68 

86.81 

27 

0.965 

0.940 

16.09 

182.75 

147.93 

237.05 

87.82 

26 

0.955 

0.960 

16.05 

193.50 

149.27 

239.84 

88.27 

81 

0.965 

0.966 

16.07 

202.25 

150.34 

241.36 

88.09 

25 

0.955 

0.964 

16.01 

209.00 

151.28 

240.97 

87.73 

24 

0.956 

0.969 

16.01 

219.75 

152.08 

234.37 

84.88 

2S 

0.965 

0.962 

16.03 

225.50 

151.14 

221.00 

80.43 

22 

0.956 

0.964 

16.03 

251.26 

149.94 

173.81 

«2.7« 

21 

0.965 

1.020 

15.83 

332.00 

159.27 



W 

0.879 

0.859 

16.42 

141.26 

136.50 

209.28 

82.33 

69 

0.879 

0.870 

16.35 

156.25 

138.06 

220.69 

S8.n 

57 

0.879 

0.883 

16.32 

174.25 

139.89 

231.04 

89.24 

56 

0.879 

0.891 

16.27 

184.25 

141.07 

283.68 

89.77 

61 

0.879 

0.896 

16.26 

188.75 

141.72 

2^.04 

89.94 

58 

0.879 

0.896 

16.27 

190.25 

141.85 

236.81 

90.09 

64 

0.879 

0.901 

16.24 

194.76 

142.61 

235.77 

89.83 

58 

0.879 

0.903 

16.23 

202.25 

142.77 

233.19 

88.74 

66 

0.879 

0.903 

16.29 

208.00 

143.03 

231.43 

87.58 

62 

0.879 

0.898 

16.23 

211.00 

141.99 

226.08 

8S.10 

51 

0.879 

0.891 

16.23 

215.50 

140.80 

211.20 

81.49 

60 

0.879 

0.889 

16.19 

223.50 

140.28 

199.71 

77.54 

49 

0.879 

0.891 

16.17 

237.25 

140.54 

184.64 

71.64 

48 

0.879 

0.925 

16.10 

265.40 

145.68 

168.30 

68.27 

47 

0.879 

0.948 

16.06 

833.00 

149.13 

81 

0.802 

0.809 

16.71 

144.00 

129.82 

203.S9 

82.67 

80 

0.802 

0.818 

16.66 

166.75 

130.97 

212.36 

85.87 

78 

0.802 

0.828 

16.52 

168.26 

m.99 

218.24 

88.25 

77 

0.802 

0.836 

16.43 

178.75 

132.89 

221.55 

89.47 

79 

0.802 

0.837 

16.49 

184.50 

133.40 

223.96 

89.» 

76 

0.802 

0.839 

16.41 

188.00 

133.40 

222.18 

89.49 

75 

0.802 

0.839 

16.44 

195.25 

133.40 

219.60 

88.25 

74 

0.802 

0.832 

16.46 

199.00 

132.50 

212.24 

85.81 

73 

0.802 

0.828 

16.45 

203.50 

131.74 

206.30 

83.53 

72 

O.g02 

0.828 

16.44 

212.75 

131.74 

196.25 

79.89 

71 

0.802 

0.834 

16.44 

229.75 

132.68 

186.43 

74.99 

82 

0.802 

0.866 

16.48 

250.00 

136.37 

180.16 

TO.« 

70 

0.802 

0.856 

16.40 

268.40 

136.98 

175.30 

69.11 

Digitized  by 


Google 


Smith  Turbine. 

TABLE  100— Continued. 


811 


1 

2 

8 

4 

5 

6 

7 

8 

» 

92 

0.726 

0.749 

16.80 

145.76 

120.42 

189.06 

82.40 

91 

0.726 

0.758 

16.76 

160.25 

121.78 

198.62 

86.81 

90 

0.726 

0.765 

16.72 

172.25 

122.78 

203.57 

87.44 

89 

0.726 

0.768 

16.77 

182.00 

123.40 

204.60 

87.18 

S8 

0.726 

0.766 

16.75 

187.25 

122.78 

199.71 

86.62 

87 

0.726 

0.759 

16.74 

191.26 

121.78 

192.94 

83.46 

86 

0.726 

0.756 

16.74 

201.50 

121.40 

185.86 

80.64 

S6 

0.726 

0.764 

16.72 

216.50 

122.65 

180.98 

77.82 

84 

0.726 

0.772 

16.71 

237.50 

123.90 

171.16 

72.89 

83 

0.726 

0.787 

16.67 

267.75 

126.16 

156.01 

66.42 

«8 

0.649 

0.662 

16.93 

146.67 

106.80 

163.76 

79.86 

<» 

0.649 

0.670 

17.01 

159.33 

108.86 

172.68 

82.61 

«7 

0.649 

0.674 

16.97 

169.00 

108.96 

175.37 

83.64 

66 

0.649 

0.668 

16.96 

178.00 

108.00 

169.32 

81.61 

« 

0.649 

0.666 

16.97 

189.00 

107.62 

163.44 

78.98 

€4 

0.649 

0.661 

16.97 

209.50 

106.92 

150.97 

78.87 

«2 

0.649 

0.662 

17.00 

230.50 

107.16 

132.88 

64.32 

« 

0.649 

0.696 

16.90 

267.26 

112.09 

107.86 

50.20 

45 

0.578 

0.596 

17.06 

147.00 

96.68 

144.07 

77.18 

44 

0.578 

0.601 

17.02 

160.75 

97.22 

148.27 

79.01 

46 

0.578 

0.599 

17.06 

166.25 

96.99 

146.64 

78.19 

43 

0.578 

0.598 

17.08 

174.80 

96.87 

146.12 

78.10 

42 

0.578 

0.586 

17.07 

187.00 

96.41 

140.15 

75.09 

41 

0.578 

0.592 

17.09 

205.26 

96.07 

130.16 

69.90 

40 

0.578 

0.593 

17.04 

224.00 

96.07 

116.22 

62.60 

59 

0.578 

0.596 

17.02 

249.00 

96.53 

86.13 

46.22 

38 

0.478 

0.526 

17.18 

144.50 

86.43 

124.96 

75.07 

37 

0.478 

0.524 

17.20 

154.26 

85.32 

124.49 

74.80 

36 

0.478 

0.525 

17.13 

163.76 

85.32 

122.72 

74.04 

36 

0.478 

0.520 

17.16 

177.00 

84.55 

117.36 

71.82 

34 

0.478 

0.519 

17.17 

192.50 

84.34 

110.98 

67.57 

32 

0.478 

0.523 

17.23 

221.75 

85.21 

96.88 

57.58 

33 

0.478 

0.526 

17.18 

249.50 

85.48 

57.58 

84.57 

7 

0.882 

0.429 

17.86 

142.00 

70.20 

98.23 

71.08 

6 

0.382 

0.426 

17.86 

165.00 

69.69 

96.12 

69.83 

3 

0.382 

0.418 

17.35 

186.75 

68.87 

80.75 

60.02 

5 

0.382 

0.424 

17.36 

215.26 

69.28 

62.04 

45.61 

9 

0.382 

0.427 

17.37 

239.75 

69.79 

84.66 

26.13 

4 

0.382 

0.430 

17.28 

251.00 

70.10 

97 

0.804 

0.316 

17.88 

152.76 

52.47 

66.04 

62.14 

96 

0.304 

0.315 

17.87 

178.00 

52.19 

66.44 

53.36 

96 

0.304 

0.316 

17.87 

199.75 

52.19 

40.30 

38.11 

94 

0.804 

0.318 

17.92 

221.75 

52.76 

19.18  . 

17.89 

93 

0.304 

0.317 

17.91 

225.26 

52.66 



8 

0.191 

0.236 

17.80 

196.00 

89.00 

2 

0.143 

0.170 

17.91 

169.25 

28.16 

1 

0.096 

0.111 

18.15 

134.75 

18.50 
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TABLE  101. 

Uolyoke  Tests  of  a  SOnnch  Right  Hand  Improved  Special  SatMon  TurlHne, 

Made  by  Jas.  Leffel  d  Co.    Stoing-gate.    Conical  Draft-tube. 


Number 
of  the 

experi- 
ment. 


Proportional  part  of 


the  full 
opening 
of  the 
speed- 
gate. 


26 

1.000 

25 

1.000 

24 

1.000 

23 

1.000 

22 

1.000 

21 

1.000 

20 

1.000 

19 

1.000 

18 

1.000 

17 

1.000 

38 

0.891 

87 

0.891 

36 

0.891 

36 

0.891 

84 

0.891 

32 

0.891 

31 

0.891 

38 

0.891 

30 

0.891 

29 

0.891 

28 

0.891 

27 

0.891 

49 

0.796 

48 

0.796 

47 

0.796 

46 

0.796 

45 

0.796 

44 

0.796 

43 

0.796 

42 

0.796 

41 

0.796 

40 

0.796 

39 

0.796 

71 

0.749 

70 

0.749 

69 

0.749 

68 

0.749 

67 

0.749 

66 

0.749 

65 

0.749 

64 

0.749 

63 

0.749 

62 

0.749 

61 

0.749 

60 

0.749 

59 

0.749 

80 

0.700 

79 

0.700 

78 

0.700 

77 

0.700 

76 

0.700 

75 

0.700 

74 

0.700 

73 

0.700 

72 

0.700 

the  full 

dis- 
charge of 

the 
wheel. 


Quan- 

Dura- 

tity of 

Head 

tion  of 

Revolu- 

water 

acting 

the 

tions 

dis- 

on the 

experi- 

of the 

charged 

wheel. 

ment. 

wheel. 

by  the 
wheeh 

0.965 

16.16 

172.75 

180.49 

0.983 

16.06 

186.25 

183.36 

0.994 

16.04 

196.25 

185.23 

1.008 

16.08 

204.67 

186.82 

1.010 

15.98 

209.60 

187.69 

1.016 

15.97 

214.00 

188.86 

1.023 

15.97 

219.00 

190.16 

1.034 

15.98 

228.75 

191.92 

1.061 

15.84 

242.50 

194.55 

1.061 

16.84 

266.20 

196.32 

0.894 

16.40 

163.33 

168.36 

0.917 

16.27 

180.26 

172.00 

0.928 

16.24 

189.76 

173.97 

0.940 

16.21 

200.00 

176.08 

0.960 

16.21 

210.00 

177.92 

0.956 

16.16 

214.25 

178.64 

0.962 

16.14 

220.26 

179.78 

0.966 

16.13 

223.76 

180.35 

0.971 

16.09 

229.33 

181.06 

0.975 

16.08 

238.00 

181.78 

0.984 

16.06 

261.00 

183.36 

0.979 

16.15 

264.00 

182.93 

0.838 

16.52 

164.67 

158.82 

0.850 

16.49 

177.00 

160.60 

0.862 

16.46 

187.50 

162.56 

0.873 

16.41 

199.76 

164.48 

0.877 

16.89 

204.26 

166.04 

0.877 

16.41 

207.76 

166.81 

0.878 

16.48 

213.76 

166.45 

0.882 

16.47 

221.00 

166.42 

0.886 

16.46 

231.33 

167.26 

0.881 

16.48 

237.00 

166.28 

0.887 

16.47 

249.26 

167.89 

0.789 

16.74 

163.00 

150.21 

0.806 

16.70 

171.00 

153.16 

0.819 

16.67 

183.00 

166.46 

0.822 

16.64 

188.80 

166.00 

0.826 

16.63 

191.76 

166.41 

0.827 

16.60 

196.00 

166.68 

0.828 

16.69 

199.00 

166.82 

0.827 

16.61 

202.26 

166.68 

0.829 

16.62 

206.26 

167.09 

0.834 

16.63 

214.26 

168.18 

0.835 

16.66 

220.20 

158.45 

0.829 

16.66 

226.76 

157.23 

0.834 

16.66 

236.60 

158.18 

0.747 

16.90 

148.00 

142.90 

0.761 

16.86 

166.00 

146.41 

0.772 

16.85 

177.60 

147.40 

0.776 

16.88 

188.76 

147.98 

0.778 

16.86 

187.25 

148.46 

0.778 

16.83 

194.00 

148.46 

0.783 

16.81 

201.50 

149.27 

0.782 

16.80 

210.67 

149.13 

0.789 

16.81 

231.75 

150.47 

Power 

Effic- 

devel- 

iency 

oped  by 

of  the 

the 

wheel. 

wheel. 

In  per 

cent 

9 

269.66 

81.58 

278.45 

83.34 

282.19 

83.82 

283.97 

83.68 

284.62 

83.74 

284.65 

83.26 

284.87 

82.78 

284.32 

82.07 

2S0.39 

80.3 

266.60 

75.66 

261.56 

83.59 

276.14 

87.08 

279.78 

87.37 

283.28 

87.58 

286.30 

87.29 

284.88 

87.14 

286.49 

87.13 

284.58 

86.S3 

285.04 

86.34 

275.18 

83.08 

261.19 

78.27 

228.93 

68.38 

257.04 

86.12 

266.06 

88.71 

270.99 

89.43 

277.15 

90.61 

277.49 

90.53 

276.24 

89.86 

271.86 

88.25 

268.30 

86.88 

260.78 

83.59 

246.62 

79.42 

280.56 

73.80 

243.24 

85.86 

257.03 

88.68 

264.49 

90.06 

267.41 

90.91 

266.06 

90.16 

266.28 

90.35 

264.60 

89.76 

263.08 

89.21 

262.32 

88.66 

260.11 

87.26 

264.60 

85.11 

241.44 

81.39 

232.68 

77.91 

231.01 

84.41 

234.72 

88.09 

261.41 

89.31 

254.96 

90.37 

264.40 

89.74 

262.35 

89.12 

260.45 

88.06 

243.68 

85.89 

227.76  J 

79.46 
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1 

2 

89 

0.600 

88 

0.600 

86 

0.600 

87 

0.600 

85 

0.600 

81 

0.600 

83 

0.600 

82 

0.600 

81 

0.600 

96 

0.600 

95 

0.600 

97 

0.600 

94 

0.500 

93 

0.600 

92 

0.500 

91 

0.500 

90 

0.600 

S 

4   - 

S 

6 

7 

0.658 

17.18 

163.33 

126.91 

0.666 

17.16 

164.00 

128.17 

0.670 

17.11 

170.67 

128.80 

o.m 

17.12 

176.76 

129.06 

0.672 

17.18 

180.60 

129.44 

0.670 

17.17 

186.00 

129.18 

0.669 

17.17 

192.60 

128.93 

0.670 

17.18 

202.00 

129.06 

0.676 

17.18 

228.00 

130.08 

0.660 

17.48 

149.00 

108.83 

0.564 

17.51 

157.25 

109.67 

0.666 

17.46 

161.67 

109.79 

0.564 

17.51 

166.00 

109.79 

0.566 

17.61 

174.67 

109.91 

0.564 

17.60 

187.00 

109.79 

0.566 

17.60 

208.00 

109.91 

0.572 

17.50 

223.33 

111.24 

206.81 
216.22 
217.07 
218.45 
219.13 
215.06 
211.45 
204.36 
193.38 

172.28 
177.29 
177.68 
177.64 
176.71 
172.97 
164.30 
154.93 


84.81 
86.40 
86.92 
87.26 
87.21 
85.66 
84.29 
81.84 
76.86 

79.92 
81.46 
81.76 
81.50 
81.08 
79.46 
75.38 
70.28 
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APPENDIX  C 

COEFFICIENTS  FOR  WEIRS  OF  VARIOUS  SHAPES 

The  following  figures,  431  to  433  inclusive,  were  platted  for  the  pur- 
pose of  this  work  from  the  recomputed  data  taken  in  the  United 
States  Deep  Waterways  Board  experiments  of  1899  as  given  by  Rol>- 
ert  E.  Horton  in  Water  and  Supply  Irrigation  Paper  No.  200. 

The  recomputation  of  data  was  made  in  order  that,  in  applying  the 
values  of  C,  all  effect  of  the  velocity  of  approach  would  be  eliminated 
from  this  value  and  would  appear  entirely  in  the  corrected  value  for 
the  head  on  the  weir,  the  formula  being 

Q=clh* 
where  h  is  the  head  on  the  weir  as  corrected  for  velocity  of  approach. 
A  very  complete  discussion  of  the  experiments  of  Bazin,  Deep  Water- 
ways Board  and  others  will  be  found  in  the  above  mention'^  Water 
Supply  Paper. 

Figure  434,  page  818,  shows  the  effect  of  submergence  upon  the 
discharge  over  weirs  of  various  sections.     The  abcissae  of  the  diagram 

are  values  of  the  ratio  ~  where  A'  is  the  depth  of  water  on  the  crest 
h 

downstream  from  the  weir  and  h  is  the  head  on  the  crest  above  the  ■ 

weir.    The  ordinates  are  values  of  the  ratio   £_  ,  c'  being  the  coeffi- 

c 

cient  of  discharge  for  the  weir  when  submerged  and  c  the  coefficient  of 
discharge  for  the  same  weir  tmder  the  same  head  when  imsubmerged. 
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Fig.  431.— Weir  Coefficients  for  Weirs  of  Various  Shapes. 


Digitized  by 


Google 


816  Q>eflicient8  For  Weirs  of  Various  Shapes. 


I" 


i 

> 

^ 

£ 

— 

— 

— 

— 

— 

— 

— 

— 



rr- 

__ 

.^ 

— ^ 

J" 

— 

— 

— 

— 

— 

^ 

— 

'jr 

— 

— 

— 

— 

JMOiS 


3S 
34 


S3 

32 


SJ 
3.0 


Series  iS  fbr  roond^  cfpafreiM^  anfJe 


^\ 


«F 


I.O 


to  3,0  4^ 


SO 


Fig.  432.— Weir  Coefflcienta  for  Weirg  of  VarlouB  Shapes. 


Digitized  by 


Google 


Coefficients  For  Weirs  of  Various  Shapes.  81 7 


S€n€3/6 


M^,— 

■*■        r^H 

9S 
31 
36 

3A, 

-  ^^^^Hl 

>> 

hgeh 

MM 

■^ 

,^ 

^ 

o- 

-^ 

^"^ 

-0 

■^ 

—" 

J/ 

S0 

.,^ 

i— 1 

^— 

-ij 

■''^B 

W////////M 

-L 

- 

^^ 

■o 

^ 

1" 

--^ 

>* 

^ 

^ 

-* 

\^, 

Fig.  433. — ^Welr  Coefficients  for  Weirs  of  Various  Shapes. 


Digiti 


zed  by  Google 


8 1 8  Coefficients  For  Weirs  of  Various  Shapes. 


Ill 

1 

1 

Sr<Jd§ 

^ 

9 

1 

^1 1 

o  o  o  C 

1 

1 

1 

5 

^ 

V 

1 
1 

V 

w 

^ 

°\ 

1 4 

>^  §  h  I 


Kt^^J-^ 


« 

'tri 

-at 

'^• 

'. 

tti 

d> 

. 

■  4 

.3' 

%' 

"" 

>^ 

,«• 

/ 

^' 

^ 

) 

Af 

V 

:> 

f 

^ 

1 

V 

,^> 

< 

A 

f 

.V.' 

/ 

/ 

u 

:?'' J 

z' 

/ 

K 

'  / 

/ 

<  ^ 

/ 

/ 

•^ 

f 

?^ 

J 

/ 

a 

s 

i 

1 1 

1/ 

i 

'/ 

i 

/" 

j 

I 

^  «)  •&  r>  *o  Wj 


Fig. 


y^Hf  P9^9ut^n£jy  JJ9O0  '  ,'i  ^Z*^ 

434. — Weir  Coefficients  for  Submerged  Weirs  of  Various  Shapes. 


>JJJ907 


Digitized  by 


Google 


Q>efficient8  For  Weirs  of  Various  Shapes.  8 1 9 


^   N   V 


g 


I 

% 

s 

9 


S 

s 

a 
I 

M 


o 


08 
Pi 

a 

O 


to 

E 


Digiti 


zed  by  Google 


820  G>efficients  For  Weirs  of  Various  Shapes. 

■     I     I     I     I     I     I    I     I     I     I     I     I     I     I     I     I     I     I     I 


'I 


nil.  .1 


SI 

h 

h   i 


h    c 


i. 


1^  s 
!|    I 


I    " 


^ 


Digiti 


zed  by  Google 


INDEX. 


FAME 

Acceleration,  water  hammer 448 

Air  chamber,  application  of 430 

Air  inlets,  penstock 661 

Alden  dynamometer 366,867 

Allen,  Prof.  C.  M.,  testing  wheels.  866 
AUis-Chalmers, 

governor,  turbine 480 

goTemor  connections 489 

relief  valTe 496 

Alpena  Power  Co., 

general  plan 603 

plant 668 

tainter  gate 649 

American  Power  Plant,  costs 671 

American  turbine,  discharge  with 

fixed  gate 306 

Analysis  and  selection,  turbine...  372 
Analysis,  turbine, 

characteristic  curve 382 

graphical,  method  of 372 

graphical,  value  of 388 

literature 407 

necessity  for 396 

reductions,  conditions  at  unit, 

diameter  and  head 376 

reduction  to  uniform  head  con- 
ditions    872 

reduction  to  unit  head  condi- 
tions    376 

specifications,  explicit 401 

specifications,  unsatisfactory..  397 

symbols  used 372 

Appleton,  Wis.,  tainter  gate 649 

Apron,  dam 614 

Archibald.  E.  M.,  cost  of  power  684, 695 
Atkins,     Jeanim,     early     impulse 

wheel 16 

Austin,  Texas,  concrete  dam 624 

Auxiliary  power, 

enect  ot 176 


Auxiliary  power— Con.  PAfla 
necessary  to  supplement  stor- 
age   184 

study  of. 730 

use  of. 193 

B 

Back  water, 

computations 106 

conditions  causing. 101 

conditions  for  large  changes  in 

section 104 

conditions  for  small  changes  In 

section 104 

definition   103 

effect  on  riparian  rights C09 

example  of  computation 106 

mathematical  expressions 103 

method  of  computation 106 

study  of 728 

Barker's  mill 5 

Bazin, 

experiments  on  weirs 117 

formula  for  stream  fiow 74 

Bearings, 

European 266 

Geylin  glass  suspension 252 

horizontal  turbine 257 

Kingsbury  thrust 255 

lignum  vitae 252 

literature   274 

shafting 540 

submerged  258 

thrust 269 

thrust,  A.  Giesler 269 

thrust,  Kingsbury 255 

thrust,  Mississippi  River  Pow- 
er Co 254 

thrust,    Niagara  Pails   Power 

Co 253 

thrust,  pressures  on 26C 

thrust,  Snoqualmie  Falls 259 

vertical  turbine 262 


Digitized  by 


Google 


822 


Index. 


PACE 

Bear  trap,  gates 647 

Benjamin,  Prof.  C.  H.,  power  dis- 
tribution, losses  in 675 

BetiYa  dam,  flood  gate 654 

Black  River  Falls, 

dam  at 612 

flood  flow  at 612 

tainter  gate 648 

Bologna,  Italy,  turbine  installation  510 

Bonds,  water  power  development. .  711 

Boom,  gate  protection 656 

Boott  Cotton  Mills, 

Francis  turbine 11 

wheel,  flow  through 286 

Boyden  diffuser 272 

Boyden,  Uriah  A., 

development   of   modem   tur- 
bine   9,  11 

testing  wheels 389 

Brake,  Alden  dynamometer. . .  356, 367 
prony  ...  335,338,339,355,357,358 

Brown,  Ralph  T.,  development  of 
tangential  wheel 18 

Bucket  turbine  (see  "Water  Wheel 
Runner") 

Buckets,  tangential  wheel 17,   18 

Buffalo,  International  Railway  load 
curves 53 

C 

Calgary  Power  Co.,  Ltd.,  turbine..  518 
Canadian   power   plant,  cost  esti- 
mates    670 

Capacity  factor,  definition  of 60 

Cataract    Power    &    Conduit    Co., 

method  of  charging  for  power. .  696 
Central  Georgia  Power  Co.,  plant, 

Ocmulgee  River 678 

Central   Hydraulic  Plant,  Cohoes, 

N.  Y.,  plant 572 

Channel  (see  also  "Stream  Flow"), 
changes   in   section,   Missouri 

River 94 

determination  of  cross-section  76 
effect  of  condition  on  gradient  86 
efficiency  of  section 74 


Channel — Con.  fa« 

gradient  as  affected  by  changes 

inflow 83 

measurement  of  cross-section.  122 

river,  flow  in 80 

variation  in  factors  of  flow...    81 

Chase,  Stewart  testing  wheels 340 

Characteristic  curve,  turbine  analy- 
sis   382 

Chanoine  wickets €47 

Chesuncook  dam,  logway 663 

Chicago    Sanitary    District    cost 

power  plant 673 

Christiania    power    station,    load 

curves 47 

Church,  I.  P.,  water  hammer 441 

Chute  case, 

design  of. 263 

material   263 

turbine 262 

Coefficients,  turbine, 

defined 323 

design,  range  of 328 

efficiency,  value  for  maximum  327 
impulse  wheel,  specific  power.  322 

maximum  efficiency 386 

power  and  relative  speed 385 

power  coefficient 318 

range  of  turbine  design 328 

reaction  wheel,  specific  power.  323 

relations  323 

specific  speed 320 

specific  power 320 

specific  power,  use  of 386 

speed,  for  maximum  efficiency  383 

vaHations  of 323,  326, 383 

various  wheels,  from  catalog. .  389 
various  wheels,  from  Holyoke 

tests 389 

Coefficients,  weirs,  various  shapes.  814 
Color  solution,  discharge  measure- 
ment   352 

Columbus  Power  Co.,  plant 565 

Commonwealth  Edison  Co.,  growth 

of  load 66, 56 

Ck>nant  R.  W.,  power  plants,  op- 
erating expense 68( 


Digitized  by 


Google 


Index. 


823 


Concord  Electric  Co.,  p^ob 

plant 662 

turbine  setting 513 

Concrete  dam, 

Austin,  Texas 624 

Wisconsin  River  Power  Co.  . .  622 
Constantine,  Mich.,  head  gates. ...  656 
Construction,  water  power  develop- 
ment   707, 735 

Conversion,  units  of  energy 40 

Corrosion,    turbine    runner     (see 
"Water  Wheel  Runner") 

Cost,  plant, 

American 671 

depreciation 678 

estimates 673,  731 

financial  considerations 721 

foreign 672 

power  plant 668 

power  and  power  plants 680 

Jost,  power, 

power 668 

annual  cost 673 

distribution 675 

economy  effected  by  improve- 
ments    696 

estimates 687 

factors  involved 679 

limits  of 725 

literature 697 

load  effect  of 675 

market  price 690 

method  of  charging  for  power.  695 
Ontario  Power  Commission  669, 686 

other  than  water  power 682 

operation 674 

sale  of 692 

Bale  of,  difficulties 717 

sale  of,  equitable  basis 695 

value  of  property 696 

value  of  power,  measure  of. . .  715 

water  power 669 

Onrrent  meter, 

accuracy  of. 121 

discharge  measurement 352 

methods  of  use 123 

observations 122 


Current  meter— Con.  pack 

rating  of 121 

use  of. 119 

D 

Dams, 

appendages  to 647 

apron 614 

Austin,  Texas 624 

baffled  overfall,  Gatun 621 

Black  River  Falls 612 

classification   608 

discharge  curve 188 

earthen 616 

failure  due  to  gates 652 

fishway  in 663 

flood  gates  (see  "Gate") 648 

foundations  of 610 

Gatun,  Panama. 621 

head  at 609 

height  of,  and  head 190 

height  of,  limits 609 

Holyoke  Water  Power  Co 622 

impervious  construction 615 

Janesvllle,  Wis 613 

literature   628 

logway  in 663 

Marathon  Paper  Mills 615 

masonry,  calculations  for  sta- 
bility   618 

masonry,  curved  profile 621 

masonry,  design  of. 617 

masonry,  stability  of 616 

masonry,  uplift 620 

masonry,  vacuum  under  sheet.  621 

McCairs  Ferry 622 

Montana  Power  Co 626 

movable 647 

movable,  control  of  head  water  190 

movable,  literature 665 

Olympian  Power  Co 616 

power  of  overfall 615 

power  station  in 603 

principles  of  construction.  608,  610 

purpose  of 608 

relation  to  power  station 588 

relation  to  tail  water 196 

rock  fill 616 


Digitized  by 


Google 


824 


Index. 


Dama—Oon.  pact 

SewaU's  Falls 626 

Southern  WisconBin  Power  Co.  614 

spillway 612 

spillway  profile  calculation...  624 

spillway,  stepped  profile 624 

strength  of. 611 

stresses  in 611 

timber  crib. 616 

types  and  details 628 

water  power 608 

Wisconsin  River  Power  Co.  .. .  622 

deCour,  Mathon,  fundamental  ideas 
of  turbines S 

Depreciation,  charges  for 673 

Deerfield  River,  plant  No.  2 568 

Design  of  plant   (see  "Plant  De- 
sign") 

Diameter,  turbine, 

discharge  relations 807 

measurement  of 246 

power  relations 817 

.  reduction  to  unit  conditions. .  376 

Discharge,     river     (see     "Stream 
Flow") 

Discharge,  turbine, 

fixed  gate 802 

measurement  of 351 

relation  to  diameter 307 

relation  to  head 302 

Doble,  tangential  wheel  bucket    18 
Dodd,  tangential  wheel  bucket    18 

Dolgeville  Electric  Light  and  Pow- 
er Co., 

plant • . .       673 

turbine  installation 530 

Draft  tubes, 

advantages  270 

application  of 502 

Boyden  diffuser 272 

function  of 268 

Glrard  turbine 274 

length  of 270,271 

literature 275 

material 271 

turbine 268 

vacuum  in 270 

velocity  head  in 268 


Draft  tubes— Con.  paos 

velocity  recovery  in 289 

Duration  curve,  flow  and  power. . .  202 

B 

Earthen  dam 616 

Economy, 

dam,  height  of 609 

improvements,  value  of 696 

load  conditions  for 58,59 

machinery  selection  for 63S 

water  wheels,  economic  num- 
ber  201 

Economy  Light  and  Power  (^., 

general  plan 601 

turbines 528 

Edison   Electric   Co.,   Kern  River 
plant 284 

Efficiency, 

average  plant 86 

coefficients  for  maximum  val- 
ues  327,886 

combined  plant 81 

comparative,  of  turbine  gates.  266 

definition  of 29 

determination  of 356 

discharge  and  power  relations  873 

energy  utilized 28 

gate,  relation  to 879 

graphical  calculation  of  plant 

losses 36 

guaranteed 238,366 

head,  effect  of 198 

limits,  natural 28 

limits,  practical 28 

maximum,     tangential     wheel 

speed  for 282 

power  and  discharge  relations  873 

power  relations 885 

relative,  of  water  wheels 212 

single  machines 29,  35 

specific  power  relations..  330,  885 
speed  coefficient  for  maximum  888 

speed  relations 318 

speed  relations,  practical  dem- 
onstration   301 

turbine 813 

turbine,  Doble  wheel 214 


Digitized  by 


Google 


Index. 


825 


Efficiency — Con.  paqi 

turbine,  Foumeyron 213 

turbine,  Francis 214 

turbine,  Jonval. 213 

turbine,  speed  for  maximum..  800 

ESgyptian  tympanum 18 

Electricity,  units  of  energy 39 

Electrical    Development    Co.,    On- 
tario, governors  of 480 

Ellis,  T.  O.,  testing  wheels 341 

£2merson,  James,  testing  wheels. . .  389 
Energy, 

amount  that  can  be  utilized. .     28 

conversion  units 40 

deficiency    during    increasing 

load 447 

due  to  momentum 27 

due  to  pressure 27 

due  to  weight 27 

excess  during  decreasing  load  447 
expression  in  terms  of  horse 

power 27 

literature 43 

lost  in  friction 455 

lost  in  wheel 850 

mathematical  expression 27 

necessity  to  change  penstock 

velocity  417,  426 

P    potential 26 

relation   to  velocity   in   reac- 
tion wheel 289 

standpipe,  supplied  by 453 

transformation  of 278 

transformation,  limits  to  effi- 
ciency        28 

units  of 89 

Estimate, 

construction  costs 704 

contingencies  in 673 

cost  plant 781 

cost  of  power 687 

F 

Fairbaim,   development  of  breast 

wheel 8 

Financial, 

bonds 711 


Financial — Con.  page 

development,  considerations. . .  703 

fair  returns 713 

financing  methods 708,  732 

head 721 

investigation,  extent  of 722 

investment  companies,  require- 
ments of 709 

maintenance,  financial  consid- 
erations    721 

market,  consideration  of. .  720,  724 

possibilities  of  financing. 712 

sale  of  power,  difficulties 717 

securities 709 

State  stock  and  bond  laws...  714 

stocks    710 

stocks  and  bonds 711 

value  of  power,  measure  of. . .  715 
water  power  develoinnent,  ele- 
ments of  success 71& 

water  supply 720 

Fishways 657 

literature   667 

Five  halves  power,  table 741 

Flashboards 653 

automatic  654 

headwater  control 190 

literature  665 

support  of 654 

Floats,  discharge  measurement...  352 

Flood  fiow,  spillway  for 612 

Flood  gate 648 

Flow    of    streams     (see    "Stream 

Flow") 
Flow,  turbine, 

discharge,  fixed  gate 302 

example,  relation  to  diameter  809 

relation  to  diameter 307 

relative  velocity 801 

through  wheel 192 

Flow  of  water, 

penstocks,  friction  in 544 

Fljrwheel 

regulation,  effect  on. .  436,  447,  500 

value   of 427 

Wisconsin  Public  Service  Co..  518 

Foreign  power  plants,  cost 672 

Foster,  H.  A.,  cost  of  power 684 


Digitized  by 


Google 


826 


Index. 


Fourneyron,  page 

development  of  modem  turbine      8 

testing,   systematic 338 

turbine,  flow  through 286 

Foundation, 

dam 610 

pervious   611 

rock  611 

Fox  River, 

deficiencies  in   flow 154 

hydrographs  at  Rapide  Croche 

dam   152 

maximum   and  minimum  dis- 
charges    156 

Francis,  J.  B., 

experiments  with  rod  floats. .  131 
flow  through  reaction  wheel..  285 

testing  Boott  wheel 357 

testing  wheels 339 

weir  formula 117 

Fresno,    California,    feeder    pipe, 
failure  of 421 

Friction,  hydraulic,  losses  due  to 

350,  455 

Friction  factor,  table  of 545 

Friction,  mechanical,  losses  due  to, 
In   turbine 350 

O 

Garratt,  Allan  V.,  governing 484 

Gates, 

bear  trap 647 

Chanoine  wicket 647 

control  of  head  water 190 

Gates,  flood 612,  648 

automatic  drop  shutter 654 

effect  of  debris 652 

effect  of  ice 656 

flashboards        (see        "Flash- 
boards")    653 

hoist 649,  655 

literature   665 

Marathon  Paper  ::i:!G 652 

movable    649 

talnter 603,  648 

use  of 651 

Gate,  head 655 

hoist  for 655.  657 


PAO 

Gates,  turbine 264 

comparative  efficiency 266 

connection   265 

cylinder    264 

effect  of  part  Kate 288 

fixed,     speed-resistance     rela- 
tions   410 

Girard  turbines 266 

governor  connection 485,  489 

head  effective  during  changes  445 

movement,  rate  of 421 

needle  nozzle 266 

power,  effect  of  movement 447 

register   265 

relative  advantages 266 

Snoqualmie  Falls 265 

speed,  effect  on 315 

tangential  wheels 266 

water  hammer  due   to   move- 
ment of. 440 

wicket  264,265 

Gatun, 

dam   621 

power  station,  turbine  setting  513 

Gauge, 

effect  of  ice  on  readings 100 

readings  at  Kilboum 89 

relation   of  gauge   heights  to 
fiow ^1 

Gauging  station, 

establishing  rating  curve 134 

rating  curve 134 

selection  of 130,134 

Gears,  connection  of,  vertical  tur- 
bine    537 

Geological  conditions,  study  of...  727 

Giesler,  A.,  thrust  bearing 259 

Glocker-White  governor 480 

Governing  (see  "Regulation") 

Governor,  turbine, 

action  of. 460 

Allis-Chalmers  Co. 480 

closed  system 488 

control  from  switchboard 484 

dead  beat 418 

earliest  type 3 

gate  connections 485,489 


Digitized  by 


Google 


Ind. 


lex. 


827 


Governor^  turbine — Con.  page 

Glocker-White 480 

hunting  or  racing 418 

hydraulic,  advantages  of 479 

hydraulic,  essential  features  of  468 

ideal  413 

location  of 487 

Lombard  hydraulic 468 

Lombard,  results  with 472 

mechanical  462 

mechanical,  advantages  of 479 

mechanical,  anti-racing 463 

open  system 488 

regulation  by 411 

relief  valves  (see  "Valves,  Re- 
UeD 

relay 460 

relay,   electrical 462 

relay,  hydraulic 461 

relay,  mechanical 460 

requirements  of 498 

sensitiveness,  effect  of 426 

specifications  for 501 

Sturgess,  hydraulic 473 

Sturgess,  test  results 478 

systems  of 488 

systems,  relative  advantages..  488 

time  of  action 422 

types  of 460 

Watt 3 

Woodward  compensating 463 

Woodward,  details  of 466 

Woodward,  standard 462 

Governor,  water  wheel  (see  "Gov- 
ernor, Turbine") 460 

Gradient, 

factors  determining 186 

variation  with  discharge 186 

H 

Harness,    waterwheel     (see    "Ma- 
chine CJonnection") 

Harper,  John  L.,  testing  wheels. .  859 

Hartford  Electric  Light  Co., 

load  curves 47 

load,  growth  of 57 

machinery  selection 533 

Harza,  L.  P.,  water  hammer 442 


Head,  PACB 

effect  on,  by  number  of  wheels  199 

available  at  dam. . . .'. 609 

available  during  operation....  138 
effective  during  gate  changes.  445 

efllciency,  effect  on 193 

financial  considerations 721 

graphic  representation 18S 

high  head  developments 604 

high  water. 532 

machine  selection,  effect  on. . .  535 

measurement  of 355 

power  hydrograph,  effect  on. .  202 

power  of  plant 192, 193 

power  of  a  stream 186 

power  relations 316 

reduction    to    uniform    condi- 
tions    372 

reduction  to  unit  conditions..  375 
regulation,  departure  from  nor- 
mal    452 

relation  to  height  of  dam 190 

relation  to  tailwater 188 

selection,  effect  on 535 

speed  relations 383 

study  of. 729 

variation,  curve  of 189 

variations  in 186, 188, 197 

velocity  table 742 

Headrace  (see  also  **Raceways") . .  590 
Head  water, 

control  of  height 190 

curve  of. 188 

Heat,  units  of 39 

Hesse,  tangential  wheel  bucket...     18 

Hill,  S.  B.,  storage  and  power 173 

Hoist,  tainter  gate 649 

Holyoke  testing  fiume, 

description 344 

object  of 341 

tests  and  results  in  place 366 

tests,  extension  of 362 

tests,  limits  of 364 

Holyoke  Water  Power  Co., 

testing  wheels 340, 847, 348 

dam   622 

distribution  of  water 596 


Digitized  by 


Google 


828 


Ind< 


lex. 


Homologous  wheels    (see   "Water 
Wheels,  Homologous  Design") 

Houck  Falls,  testing  wheels 360 

Howd,    Samuel    B.,    inward    flow 

wheel 11 

Hudson  River  Power  Co.,  govern- 
ors of. 472 

Hudson  River  Power  Transmission 

Co.  plant  (Spier  Falls) 569 

Hug,  tangential  wheel  bucket 18 

Hydraulic  gradient, 

channel  condition,  effect  of...     86 

change,  effect  of 87 

variation  In  flow,  effect  of . . . .     83 

Hydraulics,  turbine. 276 

angle  of  Jet 281 

impact,  effect  of 278 

conditions  for  highest  efficiency  277 

first  prtnclples 277 

impulse  wheel 279, 281 

literature   832 

mathematics  of 280 

power  of  turbine 310 

reaction  wheel 279 

reaction  wheel,  effect  of  part 

gate 288 

reaction  wheel,  flow  through.  285 
reaction  wheel,  homologous...  291 
reaction   wheel,   principles   of 

economy  287 

reaction  wheel,  relations  of  en- 
ergy and  velocity 290 

reaction  wheel,  relative  veloc- 
ity    288 

reaction  wheel,  residual  veloc- 
ity    288 

reaction  wheel,  speed  of 295 

speed  and  diameter 296 

symbols  used 276 

tangential  wheel,  angle  of  dis- 
charge    284 

tangential  wheel,  energy  of  jet  282 
tangential  wheel,  flow  through 

bucket   282 

tangential   wheel,   speed   rela- 
tions for  maximum  efficiency  282 
transfer  of  energy 280 


Hydraulics,  turbine — Con.  PAia 

transformation  of  energy 278 

velocity    reduction,    practical 

limit 278 
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Hydro-electric  plants  (see  "Plants") 

Hydrograph, 

basis  of  conclusions 166 

comparative  *  .148 

comparative,  reliability  of 164 

comparative,  study  ot 159 

comparison  of,  at  Necedah  and 

Kllboum 145 

definition  of. 141 

power,  at  Sterling,  IlL 169 

power  curve. 146 

power,   for  variation  in  flow 

and  head 191,202 

relation  to  power  demand.^..  158 

reliability  of  comparisons 143 

study  of. 149 

unit  flow. 145 

use  of. 141 

value  of  local 149 

value  of  single  year 142 

Wisconsin     River     at     Nece- 
dah   141,146 

Hydrology, 

factors  of  stream  flow 139 

reliability  of  data 141 

sources  of  data 140 

value  of  data. 141 

I 

Ice, 

gauge  height,  effect  on 100 

interference  with  gates.. .....  656 

rating  curve,  effect  on 101 

velocity,  effect  on 99 

Impervious  construction,  dam. 616 

Impulse  wheels,  regulation  of  (see 

"Regulation")   421 

International  Raflway,  load  curve.     68 
Investigation, 

details,  water  power  develop- 
ment    728 
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James  Leffel,  turbine 228 

James  Leffel  and  Co.,  governor  con- 
nections    490 

Janesville,  Wis.,  dam  at 613 

Joints,  expansion,  penstock 652 

Jonval,    development    of    modem 

turbine 8 

Jonval,  turbine. 211 

Joukowsky,  N.,  water  hammer. ...  488 

K 

Kingsbury,  thrust  bearing 255 

Knight,  tangential  wheel  bucket. .  18 
Koechlin,  development  of  modem 

turbine 8 

Kulchling,   experiments  with   rod 

floats 181 

Kutter,  formula  for  stream  flow. . .     73 
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Lake  Superior  Power  Co.,  general 
plan 601 

Leakage,  turbine 350 

Legal,  rights 782 

stock  and  bond  laws.... 714 

Light,  voltage,  variation  with 414 

Literature, 

bearings 274 

conversion  of  energy 43 

cost  of  power 697 

dams 628 

draft  tubes 276 

examples     of     water     power 

plants 682 

flshways  667 

flashboards 665 

flood  gate 665 

goveming 466 

hydraulics  of  turbine 882 

load  and  load  factor 69 
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regulation 466 
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stream  gauging  under  ice 138 
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turbine   testing 368 
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water  wheel  development....     28 

weirs,  flow  over 135 
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capacity  factor 60 

characteristics  of 46 
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conditions  for  maximum  econ- 
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cost,  effect  on 676 
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effect  on  machine  selection...     63 

effect  on  plant 158 

electric  power  stations 50 

electric  railway 63 
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growth  of 55 

Hartford  Electric  Light  Co.  . .     47 

hydro-electric  plants 406 

International  Railway  Co.  of 

Buffalo 63 

literature  69 

machine  factor.. v 60 

New  York  Edison  Co 48 

overload,  effect  on  machinery 

selection  688,635 

Pennsylvania  R.  R.  Co 50 

study  in  relation  to  auxiliary 
power 64 
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flow 64 
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cost  of  power 684,  695 

definition  of 60 

effect  on  machine  selection...  63 
effect  of,  on  necessary  capacity  61 
literature 69 

Loches,  Prance,  turbine  setting. . .  610 

Logway  668 

Lombard  Governor  Co., 

governor,  hydraulic. 468 

governor,  results  with 472 

relief  valve 491 

London  Hydraulic  Supply  Co.,  load 
curve 67 
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Machine  connection, 

bearings   636, 640 

direct 536 

Oliver  Plow  Works 637 

rope  drive 637 

shafting 540 

Trade  Dollar  Mining  Co 637 

turbine  and  machines 636 

Machine  factor,  definition  of 60 

Machinery  selection, 

capacity 531 

complications 684,636 

connections  of. 636 

economy 633 

Hartford  Electric  Light  Co.  . .  632 

head  and  speed 636 

literature   568 

load,  effect  of 63 

overload 683 

prime  movers 634 

single  turbine 636 

size,  effect  of  on  cost 63i3 

tandem  water  wheels 686 

total  capacity 582 

Main,  C.  T.,  testing  wheels 367 
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dam 6?.9 

flood  gates 652 

Market, 

consideration  of 724 

financial  considerations 720 

Masonry  dam, 

curved  overfall 621 

design  of 617 

Holyoke  Water  Power  Co 622 

Qatun,  Panama. 621 

McCall's  Ferry €22 

pressure,  uplift 620 

spillway,  profile,  calculation..  624 

stability 616, 618 

vacuum  tmder  sheet 621 

McCairs  Ferry, 

dam 622 

financial  considerations 703 

fiashboards 655 

McCormick  turbine,  discharge  with 

fixed  gate 305 

Measurement, 

color  solution 352 

current  meter 352 

discharge 351 

float 852 

head 855 

moving  screen 352 
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pitot  tubes 858 

power S55 

salt  solution 852 

speed 355 

stream     fiow     (see     "Stream 
Flow") 

submerged  orifice. 352 

submerged  weir 352 

turbine  as  a  meter 353 

Venturi  meter 353 

weir 851,860 

weir  coefficients  for 814 
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Mississippi  River  Power  Co., 
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Morin,  testing  wheels 839 
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development  of  modem  turbine      8 

testing  wheels 839 

Morris,  I.  P.  Co.,  governor  turbine  480 
Moore,  tangential  wheel  bucket. . .     18 
Moving  screen,  discharge  measure- 
ment    852 
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Nevada  Power  Mining  and  Mill- 
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New  York  Edison  Co.,  load  curves    48 
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Niagara  Falls  Power  and  Mfg.  Co., 

plant 606, 607 

relief  valves 491 

testing  wheels. 859 
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Niagara  Falls  Power  Co., 
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plant 606 

water  wheels 218 
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measurement 127 
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Doble  needle 266 

effect  of  angle  of  jet 281 
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five-halves  powers. 741 

three-halves  power 737,739 
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Olympic  Power  Co.,  dam  recon- 
struction    616 
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ment    852 

Overload,   electrical  generator  car 
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flshway 660 

logway 665 
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curves   50 

Penstocks  (see  also  "Pipe  Line"), 

application  of 542 

closed,  regulation,  method  of 

analysis 433,436 

closed,  regulation  with 432 

Dolgeville  Electric  Light  Co..  530 

friction  loss  in 544 

maximum  power  from 544 

open,  speed  regulation  with..  431 

regulation,  effect  on 

414,  420,421,  423.  500 

Shawinigan  Water  ft  Power  Co.  530 
velocity  changes  in 423,450 

Peshtigo   River,    comparative    hy- 
drographs 161 

Pinchot,  Gifford,  fair  returns  from 
investment 713 

Piobert,  M.,  development  of  turbine      8 
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design  of.. 548 
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expansion  joints 582 
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valves 551 


Digitized  by 


Google 


832 


Index. 


PAOE 
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Plant, 

Alpena  Power  Co 563, 603 

Central    Georgia    Power    Co., 

Ocmulgee  River 578 

Central  Hyidraulic  Plant,   Co- 

hoea^  N.  Y. 672 

classification,  concentrated  fall  590 
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types 589 

classification,  divided  fall 592 

Columbus  Power  Co 565 

Concord  Electric  Co 562 

Cost  of  (see  "Cost  Plant") ...  668 

Deerfield  River 568 

design,  capacity 531 

design,  literature 553 

design,  study  of 734 

design,  symbols  used 531 

Dolgeville    Electric    Ldght    ft 

Power  Co 578 

Great  Falls'  plant  on  Passaic 

River  578 

high  head 604 

Hudson    River   Power  Trans- 
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literature  582 

Nevada  Power,  Mining  ft  Mill- 
ing Co 580 

Niagara    Falls'    Hydraulic    ft 

Mfg.  Co 605,607 

Ontario  Power  Co 606 

power  of,  conditions  affecting  198 
power   of,   with   variation    in 

flow 192 

Shawlnigan    Water    ft    Power 

Co 575 

South  Bend  Electric  Co 560 

Southern  Wisconsin  Power  Co.  526 
Sterling  Gas  ft  Electric  Co.  . .  554 

Tallulah  Falls  (Georgia) 579 

Toronto  ft  Niagara  Power  Co.  606 

Trenton  Falls,  N.  Y 604 

United  Missouri  River  Power 
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water  distribution  at 694 

water  power,  examples  of . . . .  554 
Winnipeg  Electric  Railway  Co.  569 
Wisconsin  Public  Service  Co.  604 
Wisconsin  River  Power  Ck>.  565, 603 
York  Haven  Water  Power  Co.  554 
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average  working  efficiency....    36 
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enced by  load  factor 61 

cost  of  (see  "Cost>  Plant") 

costs,  Mississippi  Valley 680 

cost,  Ontario  (Commission  669,686 

efficiency  of 31 

graphical  calculation  of  losses    36 

load  curves 47 

location,  economics  of 588 

location  in  dam 690,603 

McCalls'  Ferry,  fljiancial  con- 
siderations    703 

operating  expense 684 

Sault  Ste.  Marie,  financial  con- 
siderations    704 

St  Lawrence,  financial  consid- 
erations    704 

Piatt  Iron  Works,  turbine,  verti- 
cal    612 

Poncelet,  M.,  water  wheel  develop- 
ment        3 

Pondage 168 

definition  of 168 

effect  on  Fox  River 170 

effect    of    limited    on    power 

curve  168 

effect  on  other  powers 170 

effect  on  power 168 

effect  on  power  output 147 

required  at  Kilboum  for  vari- 
ous conditions 169 

Potomac  River,  discharge  curves  at 
Point  of  Rocks,  Md 135 

Power, 

effect  on,  by  number  of  wheels  199 
auxiliary  plant,  necessity  for.  170 

auxiliary  power  necessary 158 

conversion  units 40 

cost  (see  "Cost.  Power") 
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dam  overfall 615 

definition  ot 89 

during  high  water 193 

effect  of  head 186 

graphical  study  of  relations  to 

head  and  flow. 193 

hydrograph  for  variations  in 

head  and  flow 202 

limits  to  demand  for 158 

potential  energy 26 

symbols  used 26 

variation  with  head 191 

Power  distribution, 

cost  of. 675 

losses  In 675 

Power  plant  (see  "Plant") 

Power,  sale  (see  "Cost,  Power") 

Power,  turbine 192,310 

computation  by  coefficient  and 

test,  comparisons  of 319 

coefficient  of 318 

coefficient,  range  of 328 

diameter  relations 317 

efficiency  relations 385 

gate  movement,  effect  of 447 

guarantees  for 397 

head  relations 316 

increase  in  recent  wheels. ...     14 

maximum  from  penstock 544 

measurement  of 355 

relation  to  power  of  water. . .  313 

relation  to  speed 311 

specific  power  coefficient 320 

specific  power,  impulse  wheel  322 

specific  power,  range  of 329 

specific  power,  reaction  wheel  323 
specific  power,  relations  of...  385 

specific  power,  use  of 386 

speed  relations 815,319 

under  various  fiows 197 

Pressure,  energy  due  to 27 

water    hammer    (see   **Water 
Hammer") 

Prony  brake.  335,338,339,355,857,858 
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Economy  Light  &  Power  Co. . .  601 
headrace,  arrangements  of . . . . 

590,592,597 

Holyoke  Water  Power  Co 595 

Lake  Superior  Power  Co 601 

Sterling  Hydraulic  Co 594 

tailrace,  application  of 592 

tailrace,  tunnel 592 

various  conditions 592 

water  distribution 594 

Wisconsin  River  Power  Co.  . .  597 

Racks,  trash,  design  of. 543 

Rafter,  experiments  on  weirs 117 

Railway,  load  curves 53 

Rainfall, 

dependence  of  stream  fiow  on  139 

relation  to  stream  fiow 143 

study  of. 727 

Rating  curve, 

character  for  different  sections    93 

construction  of. 134 

establishment  of 184 

Potomac    River    at    Point    of 

Rocks,  Md 135 

WallklU  River  at  New  Paltz. .  101 
Wisconsin  River  at  Kllboum.  92 
Wisconsin  River  at  Necedah. .     94 

Reaction  wheel   (see  also  "Water 
Wheel"), 

arrangement  of. 502 

specific  power 323 

submergence  of 503 

Regulation    (see    also   "Qovernor, 
Turbine"), 

air  chamber 430 

analysis  of 441 

aperiodical  483 

bypass  422 

defiecting  jet 421 

draft  tube,  effect  of 414 

energy  required  to  change  pen- 
stock velocity 417,426 

failures,  cause  of 413 

flow  In  penstock,  effect  of . . . . 

414,420,421,423 

flywheel,  effect  of  427,  436,  447,  600 
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gate  movement,  effective  head 

during 445 

gate  movement,  rate  of 421 

gate  overrun,  value  of 425 

governor 411 

governor,  dead  beat 418 

governor,    effect   of   sensitive- 
ness   426 

head,  departure  from  normal.  452 
head,    effective    during    gate 

movement 445 

hunting  of  governor 418 

ideal  governor 413 

importance  of 498 

Inertia  of  moving  parts 414 

influences  opposing 422 

literature   456 

needle  valve 421 

overload  conditions 535 

penstock,  effect  of 500 

penstock,    closed,    method    of 

analysis 483 

penstock,  open,  method  of  an- 
alysis   436 

penstock  velocity,  changes  in.  423 
power,  effect  of  gate  movement  447 
power  input  during  gate  move- 
ment    446 

predetermination  of 413 

predetermination     of,     closed 

penstock  482 

predetermination  of,  open  pen- 
stock   481 

predetermination  of,  with  stand- 
pipe  483 

present  status 413 

racing,  value  of 425 

impulse  wheels,  relief  valve. . .  422 

turbine,  self  regulation 410 

slow  acceleration  of  water. . . .  425 
speed  constant,  relations  for. .  411 
speed  departure  from  normal.  448 
speed  and  resistance  relations  409 
stand-pipe  (see  "Stand-Pipe") 

stand-pipe,  effect  of 428 

stand-pipe,  method  of  analysis  437 
steam  engine 413 
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time  to  return  to  normal  head  455 

uniform  speed,  value  of 414 

water    hammer    (see    "Water 

Hammer")    418,438 

Rennie,     development     of     breast 

wheel 3 

Report,  water  power  development  732 

Reserve  capacity,  necessity  for 406 

Rock  fill  dam   (see  "Dam") 616 

Rockford  Water  Power  Co.,  flash- 
boards  653 

Rockford,  111.,  headgate 656 

Rock  Island,  arsenal,  governors  in  467 
Rock  River,  pondage  at  Sterling, 

111 131 

Rod  floats, 

calculation  of  discharge 131 

methods  of  measurement 130 

use  in  stream  measurement. .  129 
Ross,   J.   D.,   efficiency   of  Seattle 

Municipal  Lighting  Plant 36 

Roue  ft  Cuves 8 

Roue  Volant 8 

Runner,  water  wheel  (see  "Water 
Wheel  Runner") 

S 

Sale  of  power  (see  "Cost,  Power**) 

Saline    River,    Kansas,    discharge 
measurements  of 125 

Salt  solution,  discharge  measure- 
ment by 352 

Samson   turbine,    discharge,    with 
fixed  gate 305 

Sault  Ste.  Marie,  financial  consid- 
erations    704 

Seattle  Municipal  Light  &  Power 
Plant,  losses  in 26 

Seattle  &  Tacoma  Power  CJo., 

wheels  at  Snoqualmie  Falls. .  233 

thrust  bearings 259 

turbine  gates 265 

Securities,    water    power   develop- 
ment    709 

Selection,    machinery     (see    •'Ma- 
chiner}^') 
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constant  load 406 

general  principles 406 

graphical  diagrams 389 

literature 407 

power  and  efBciency 397 

principles  388 

reserve  capacity. 406 

specifications,  explicit 401 

specifications,  unsatisfactory. .  397 

specific  power 386 

Sewall's  Falls,  dam. 626 

Shafting,  machine  connection 540 

Shawinigan  Water  ft  Power  Co., 

plant 576 

testing  wheels 360 

turbine  installation 530 

Shawinigan  Falls,  water  wheels..  231 

Slip,  turbine  leakage 350 

Smeaton, 

development  of  breast  wheel. .  3 

experiments  of 336 

testing  water  wheels 336 

Smith,    Hamilton,    Jr.,    weir    for- 
mula    118 

S.  Morgan  Smith  Co.,  governor  con- 
nections    489 

Sounding,  measuring  channel  sec- 
tion    122 

Southern  Wisconsin  Power  Co., 

dam  at  Kilbourn 614 

flood  gates 649 

head  gate  hoist 667 

logway 663 

turbines 522 

South  Bend  ETlectric  Co., 

plant 660 

turbine  setting 610 

South    Bend,    Ind.,    Oliver    Plow 

Works   637 

Specifications, 

turbine,  explicit 401 

turbine,  unsatisfactory 897 
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water  wheels,  importance  of. .  348 

Specific  speed,  coefficient 320 

Specific  power, 

definition  of 320 

efficiency  relations 330 

impulse  wheel 322 

practical  signification 321 

range  of 329 

relations  of 386 

Speed,  turbine, 

computation  of 297 

constant,  necessary  conditions 

for 411 

efficient  299 

efficiency  relations. 313 

efficiency    relations,    practical 

demonstration  801 

efficient,  coefficients  for. 386 

gate,  effect  of 316 

increase  in  recent  wheels 14 

measurement  of 366 

power  relations 315,319 

regulation,  departure  from  nor- 
mal    448 

relation  to  diameter 296 

relation  to  head 297 

relation  to  resistance 311 

resistance  relations 409 

resistance    relations    at    fixed 

gate 410 

resistance,  variation  with 414 

runaway  298,301 

runaway,  determination  of . . . .  362 

runaway,  importance  of 299 

self  regulation •  •.• 410 

specific  speed 4...T-9 320 

uniform,  value  of 414 

variation  with  head 383 

Spillway  (see  "Dam"), 

control  of  head  water 190 

Spier  Falls,  plant 669 

Stand-pipe, 

action,  analysis  of. 449 

consideration  of 449 

energy  supplied  by 453 

fluctuation  in 428 

function  of. 428 
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regulation,  method  of  analysis  437 

regulation  with 433 

surge,  damping  of 456 

surge  in 429, 454 

St  Clair  River, 

distribution  of  velocities 95 

variations  in  gauge  height 84 

Steam  power,  units  of  energy 39 

Sterling    Hydraulic   Co.,    distribu- 
tion of  water 594 

Sterling  Gas  &  Blectric  Co.,  plant 
of 554 

Sterling  Gas,  Light  ft  Power  Co., 
turbine  setting 510 

Sterling,  111.,  fish  way 659 

Stream    flow     (see    also    "Hydro- 
graphs")    71 

as  affecting  power 139 

Bazin's  formula 74 

cause  of  variable  flow 87 

comparisons    of    different 

streams 143 

computation  of  float  measure- 
ment    181 

computation  of  observations..  125 

data,  reliability  of 164 
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tion       76 

development  of  principles 71 

effects  of  variation  on  gradient    83 
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effect  of  obstructions 87 

effect  on  power  of  wheels....  197 

effect  on  power 139 

efficiency  of  section 74 
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and  slope 112 

factors  of 139 

flood,  effect  on  head 532 

floods,  study  of 728 

flow  in  river  channels 80 

hydrograph 141 

information,  best  available...  166 

Kutter's  formula 73 

laws  of 71 
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meajsurement Ill 
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measurement  by  current  meter  122 
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measurement  by  floats 129 

measurement,  methods  of. 112 

measurement  by  orifices 113 

measurement  by  weirs 113 

measurement,  value  of  single 

131,  142 
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necessity  for  measurement...  Ill 

practical  study  of 148 

preliminary  investigation 726 

relation  to  gauge  heights 91 

reliability  of  comparative 164 

sources  of  data 149 

study  of. 726 

symbols  used 71,  111 

variation  in  factors 81 

velocity  variations 94 

Wisconsin  River  at  Kilboum.     82 

St.  Lawrence,  financial  considera- 
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Stocks  and  bonds,  water  power  de- 
velopment   711 

Storage  168 

analytical  methods  of  calcula- 
tion   184 

calculations  for 177 

cumulative  curve 177 

definition  of. 168 

effect  of  large 173 

effect  of  limited 172 

effect  of  maximum 175 

graphical  methods  of  calcular 

tion 179 

literature 185 

required  on  Wisconsin  River 
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tion of  machinery 537 

Transmission,    power     (see    "Ma- 
chine Connections") 

Trash  racks 643 

Tremont   turbine,   discharge   with 

fixed  gate 305 

Trenton  Falls,  N.  Y.,  plant 604 
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